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- - __ - State of Ohio Environmental Protection Agency - __ 
Southwest Dlstrict Office 
40 South Main Street 
Dayton, Ohio 45402-2086 
(513) 285-6357 
FAX (513) 285-6404 

George V. Voinovich 
Governor 

July 1, 1992 

Mr. Jack R. Craig 
Project Manager. 
U . S .  DOE FEMP 
P.O. Box 398705 
Cincinnati, Ohio 

Re: Asbestos Abatement 
Removal Action 

45329 

Dear Mr. Craig: 

Attached are Ohio EPA's comments on the Asbestos Abatement Removal 
Action #26 submittal. 
revision of this document. TIf you have any questions concerning 
these comments, please contact Tom Schneider or myself. 

Please incorporate these comments into DOE'S' 

Sincerely, 

Graham E .  Mitchel 
Project Manager 

TAS 

cc: Jenifer Kwasniewski, DERR 
Tom Schneider, DERR 
Jim Saric, U . S .  EPA 
Dennis Carr, WEMCO 
Lisa August, GeoTrans 
Tom Hahne, PRC 
Robert Owen, ODH 



3535 
OHIO EPA COMMENTS 

ASBESTOS ABATEMENT REMOVAL ACTION 

. -  

General Comments 

1. In addition to the work practices for ttlarge-scalegt asbestos 
abatement projects, as described in Step 2 ,  area specific 
removal plans will need to be reviewed by OEPA prior to 
implementation. 

2. The policies governing abatement of asbestos containing 
material (ACM) which has become radioactively contaminated is 
insufficient. The document details radiation and asbestos 
control policies, however, the policies are not integrated for 
large scale projects of this nature. 

specific Comments 

1. Asbestos Control Policy (ACP)- Section 1, Figure 1 
The ACP will be managed asbestos abatement through two ( 2 )  
policies; long term, over 5 years, and short term, under five 
(5) years. The content of the long term plan is unclear as to 
what it will address. Information to be contained in the plan 
needs clarified. 

2. Respiratory Protection - Section 2 ,  Subsection 8 ,  pg. 8-1 
The Respiratory Protection policy calls for placing used 
defective, or outdated respirators into a recycling 
receptacle. If abatement workers' respirators are to be 
deposited into recycling bins upon completion of each day's 
work, will this interfere with proper respirator fit? 

3 .  Radiation Control Sec. 11, ss  3.2.4, pg. 3 
The personnel exposure record data sheet referenced to 
illustrate information disclosed is missing from document. 

4 .  Use of Containments - Sec. 11, Appendix E . 1 . 5 ,  pg E-4 
The document states to avoid the use of water inside the 
containment while working with contaminated material. The use 
of water, however, is required in asbestos abatement. DOE 
needs to address, as stated earlier, the abatement of 
contaminated ACM. 

5. Step 1, Sec. 5.2 
DOE references OSHA Regulation 1 9 2 6 . 5 8 ( k )  for the labeling of 
ACM. The color scheme referenced in this regulation has been 
revised. ,Future use of warning signs will need to reflect the 
revised changes. 
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6 .  Step 4a, Sec. N-5, pg.18 
In order to comply with NESHAP Regulations regarding visible 
emissions, DOE listed three optional methods. One method was 
to process ACM into non-friable forms. Prior to implementing 
this work practice OEPA will need to review the procedures 
involved. 

During the handling of ACWM protection of the transport 
vehicle's cargo area from asbestos contamination was not 
addressed. OEPA suggests protecting the cargo area by lining 
the walls and floor with, at least, one layer of 6 mil poly 
sheeting. Any visible sigcs of ACM present after unloading 
will require decontamination of the cargo area". 

7. Step 4b, Sec. 1.0, pg 1 
DOE'S statement addressing Appendix G to 29 CFR 1926.58; "This 
appendix is not mandatory . . . I # ,  needs clarified. 

8 .  Step 4b, Sec. 2.2, pg. 2 
The definition provided contradicts what was stated earlier in 
the ACP. DOE also needs. to clarify the time table for 
reinspection. 

9. Step 4b, Secs. 6.6.4.9 & 6.8.4.9, pgs. 25 & 31 
DOE indicates the use of glovebag abatement for ACM on various 
mechanical apparatus. Prior to abatement involving these items 
the Supervisor-In-Charge of Asbestos Workers will need to 
dictate the type of containment to be used, either glovebag or 
mini-containments. Refer to sections 10.6 and 11.3 

Removal of friable ACM will not be permitted if the ACM is not 
contained within a sealed, physical barrier. The atmosphere 
inside the barrier is to be filtered by HEPA equipped air 
machines. Use of power tools to disturb ACM or contaminated 
material, shall be equipped with as to gather the emissions at 
the source and pass though a HEPA filtered exhaust. 

10. Step 4b, Sec.7.6.4.13, pg 49 
Upon completing removal of ACM ceiling tile OEPA will require 
that the grid system, if it is to be left in place, be wet 
wiped or HEPA vacuumed prior to the application of 
encapsulating material. 

11. Step 4b, Secs.7.11.3.2 & 7.12.3.2; pgs 63 & 66 
Incidents of this type, where asbestos fibers might have or 
may become airborne, require immediate attention. The 
Supervisor-In-Charge of Asbestos Workers shall immediately 
implement a plan to isolate the area . Abatement of the hazard 
will commence after the area has been isolated and the 
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surrounding occupied areas -will not be jeopardized. 

DOE,in addition, needs to clarify which filters are being 
referenced by items 7.11.4.10 & 7.12.3.2. 

- .  12. Step 4b,'Sec.10.4.3, pg 76 
The placement of the sampling cassette two feet from the 
worker's breathing zone would not provide accurate exposure 
values. The distance needs revised to comply with this OSHA 
requirement. 

13. Step 4b, Sec 12.4, pg 83 
The steps listed for the :landling of respirators may expose 
workers to asbestos fibers. A respirator should be 
decontaminated immediately after each use, then inspected for 
defects. DOE will need to revise the procedures listed. 
Reference to the procedures listed in Section 11, Subsection 
9, governing respiratory protection, is not made. 

14. Step 4b, pg 4 
The following definitions were inconclusive or contrad-ictory 
to the listed word. DOE will need to revise each 0ne:emergency 
renovation, EC & QA, and emergency removals. 
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