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e Mr. James A .  Saric,  Remedial Project Director 
U.S. Environmental Protection Agency 
Region V - 5HRE-83 
77 W .  Jackson Boulevard 
Chicago, I l l i n o i s  60604-3590 

Dear Mr. Saric: 

REVISED PROCEDURES FOR OPERABLE U N I T  4 V I T R I F I C A T I O N  TREATABIL ITY STUDY 

Reference: Letter,  J.A. Saric t o  J.R. Craig, "Revised Procedures for  OU 4 
Vitr i f icat ion Treatabi l i ty  Study," dated June 22,  1992. 

Enclosed for  information i s  the response t o  the comments s ta ted i n  your 
June 2 2 ,  1992 l e t t e r  on the subject document. 

I f  you or your s t a f f  have any questions or comments, please contact Randi 
Allen a t  Commercial/FTS (513) 738-6158. 

Sincerely, . 

FN:Allen 

Enclosure: As stated 

- . -  @ Recycled and Rec?;cluble $; 



c c  w/enc. : 

J. J. F i o r e ,  EM-42, TREV 
K. A. Hayes, EM-424, TREV 
J. B e n e t t i ,  USEPA-V, AT-18J 

~ 

_ _  - - -  - _. - _ _ _ -  - 
B. Barw ick ,  USEPA-V, 5CS-TUB-3 

- J: Kwasniewski ,  OEPA-Columbus - - 

G .  M i t c h e l l ,  OEPA-Dayton 
P. H a r r i s ,  OEPA-Dayton 
M.  P r o f f i t t ,  OEPA-Dayton 

E-WT-GK PRC 
L. August,  GeoTrans 
R. L. Glenn, Parsons 
D. J. Car r ,  WEMCO 
L. S. Farmer, WEMCO 
3. P. Hopper, WEMCO 
J. D. Wood, A S I / I T  
3 .  E. Razor, A S I / I T  r AR C o o r d i n a t o r ,  WEMC07 

- 

- T. Schne ider ,  OEPA-Dayton 
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ENCLOSURE 

ReSDOnSe t o  Comment No. I - 

Triplicate analyses for  bulk density, apparent density, and moisture content 
will be performed on a l l  K-65 waste samples for  each of the Silos 1 and 2 
zones. Si lo  3 material was provided t o  Pacific Northwest Laboratory as a 
compos i t e--s ampll-e-F--T r i pl-i cat  e-a n a-1 y s e s- w i-1-1-- be-d o n e-f o r- b u 1 k-d e n s i t y;- apparent 
density, arid moisture content on S i l o  3 material, as well. 

-_________ 

ResDonse t o  Comment No. 2 

A Document Change Request ( D C R )  i s  currently being prepared t o  address the 
analysis of  the condensate for  radon concentration. Once prepared and 
approved by the Department of  Energy-Fernald Field Office (DOE-FN) , the DCR 
will be submitted t o  the United States Environmental Protection Agency (U.S. 
EPA) and Ohio Environmental Protection Agency ( O E P A ) .  

ResDonse t o  Comment No. 3 

There i s  no acceptable or unacceptable difference between the upper and lower 
bound moisture content. 
estimate what the moisture content of the waste would be i f  i t  was t o  be 
removed d i rec t ly  from the s i los .  The lower bound moisture content i s  the 
measured value a f t e r  the waste samples have been shipped and stored. The 
lower bound moisture content will determine the volume of water which will 
need t o  be added t o  the material t o  obtain a 45% water slurry mixture for  
vitr if ication: 

The upper bound i s  being calculated t o  t r y  t o  




