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Mr. James A. Saric, Remedial Project Director 
U.S. Environmental Protection Agency 
Region 5 - 5HSF-5J 
77 W. Jackson Boulevard 
Chicago, Illinois 60604-3590 

Mr. Thomas Schneider, Project Manager 
Ohio Environmental Protection Agency 
401 East 5 th Street 
Dayton, Ohio 45402-291 1 

Dear Mr. Saric and Mr. Schneider: 

TRANSMITTAL OF FINAL DESIGNS OF THE ON-SITE DISPOSAL FACILITY AND 
LEACHATE CONVEYANCE SYSTEM 

This letter transmits the Final Designs of the On-Site Disposal Facility (OSDF) and the 
Leachate Conveyance System. In accordance with the Operable Unit 2 Remedial Design 
Work Plan, the Final Design of the OSDF is due to  U.S. Environmental Protection Agency 
by October 14, 1996. The OSDF Package includes the OSDF Design Criteria Package, the 
OSDF Calculations, the OSDF Specifications, OSDF Drawings, OSDF Remedial Action Work 
Plan, and OSDF Support Plans. To support your review of these submittals, a discussion of 
the modifications that have been made to  these packages is enclosed with this letter. 
Responses t o  comments on the Pre-Final (90%) Design were submitted on September 28, 
1996. These Final Designs incorporate those comments. 

Please contact Rod Warner at 5 13-648-31 56, if there are any questions regarding this 
transmittal. 

Sincerely, 

FEMP:Warner ‘. \,- Fernald Remedial Action\. LJ Project Manager 

Enclosure: As stated 

&) Recycled and Recychble @ OQQOOZ 
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cc w/enc.: 

.F. Bell, ATSDR 
G. Jablonowski, USEPA 
S. McClellan, PRC 
R. Vandegrift, ODH 
D. Ward, GeoTrans 
Manager, TPSS/DERR, OEPA-Columbus 
AR Coordinator 

cc w/o enc.: 

R. Nace, EM423, GTN 
J. Patterson, DOE-HQ 
J. Jalovec, DOE-FEMP 
S. Peterman, DOE-FEMP 
C. Little, FDF, MS2 
M. Hickey, FDF, MS52-2 
U. Kumthekar, FDF, MS52-2 
T. Walsh, FDF, MS65-2 
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DISCUSSION OF MODIFICATIONS TO THE 

FINAL ONSITE DISPOSAL FACILITY (OSDF) DESIGN 
AND SUPPORT PLANS 

In addition to incorporating comments from EPA and OEPA, additional changes have been made to 
two plans in the OSDF Final Design. In order to aid in the review of these plans, the changes are 
discussed below. 

ImDacted Material Placement Plan 

First, there are several changes throughout the Impacted Material Placement Plan (IMP Plan) that 
reflect the requested coordination effort between the technical specifications, the Construction Quality 
Assurance Plan, and the IMP Plan. We believe these plans are now consistent with each other. 

Second, a requirement has been added to the compaction of Category 1 soils. In the IMP Plan 
submitted on June 28, 1996, the requirement was a minimum 85 percent cornpaction of standard 
Proctor density. This has been modified to require an average compaction density of 90 percent 
standard Proctor using a rolling 10 sample average while maintaining a minimum compaction density 
of 85 percent. 

Finally, a modified survey technique has been proposed for locating and tracking impacted material 
placed into the OSDF. As stated in Section 8.2 of the revised IMP Plan, a 100-foot by 100-foot grid 
system has been presented to track placement of all impacted material. We believe that this system is 
fully compliant with all pertinent applicable or relevant and appropriate requirements (ARARs). 

Permitting Plan 

The Permitting Plan has been revised to reflect the signing of the Operable Unit 3 Record of Decision 
and the tables have been updated to include the pertinent Operable Unit 3 ARARs. Also, the "Cross- 
Reference" column of the tables has been revised to be consistent with this submittal of the Final 
OSDF Design and Remedial Action Support Plans. 
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DESIGN PARAMETER SUMMARY 

INTRODUCTION AND SCOPE 

The purpose of this design parameter summary is to provide information regarding the 
values of the parameters used in the design calculation packages for the On-Site Disposal Facility 
(OSDF). The summary addresses the majority of parameters that are used within the individual 
design calculation packages. The parameters not discussed herein are primarily those that are 
used only within one calculation package or group of related packages. Discussion of these 
parameters is provided in the Data Verification section of the individual package@). 

For this summary, a number of general design parameter categories have been established. 
Each individual design parameter has been associated with one of the general categories. For 

example, an individual design parameter such as the thickness of the primary geomembrane in 
the liner system is associated with the general design parameter category, geosynthetics. 

A general guide to the use of design parameters in the calculations is provided in the 
attached Table 1. This table is a matrix which lists the general parameter categories from top to 
bottom on the left edge and the individual sections of the design calculation package from left to 
right on the top edge. The checked boxes in the matrix indicate which calculation packages use 
parameters from any of the general parameter categories. For example, inspection of Table 1 
indicates that parameters relating to site hydrogeology are used in the following eight calculation 
packages: 3.1 OSDF Foundation; 3.6 Access Corridor; 3.7 Borrow Area Cut Slopes; 5.1 
Foundation Settlement; 6.1 Hydrostatic Uplift; 10.3 LCS and LDS Manhole Design; and 10.4 
Permanent LTS Lift Station Design. 

a 

The remainder of this summary provides information regarding the values of the 
parameters used in the design calculations. This summary is organized with each section 
addressing one of the general design parameter categories. The order of presentation is that used 
in Table 1 .  

e GE3900- 13E9630 I82 
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GENERAL PARAMETER CATEGORIES 

This section addresses design parameters relating to the geometry of the OSDF and OSDF 
support facilities. Data such as dimensions, areas, and slopes are obtained from the Design 
Drawings. 

In addition, information needed for the "Required Volume" calculation was obtained from 
the following drawing provided by FERMCO: "Alternatives 3A and 3D, On-Property, 
Undeveloped Park @ l.E-6 + ALARA base + level 1 + level 2". 

Based on these drawings, the following key design data were obtained. 

0 For general landfill design, the OSDF will have 8 cells (with a 9th cell for 
contingency). The cell 
dimensions will be approximately 400 f t  by 725 ft. The cells will be separated from 
the adjacent cell by intercell berms that are a maximum of 7 ft in height. 

The area for each cell will be approximately 6.5 acres. 

0 The subgrade and leachate collection layer along the base of the OSDF will have a 
slope of 2.24 percent, resulting from design grades of 1 percent in the E-W direction 
(i.e., parallel to the leachate collection pipes) and 2 percent in the N-S direction (i.e., 
perpendicular to the leachate collection pipes). The maximum drainage length in the 
leachate collection layer will be 224 ft. The slope on the liner system perimeter 
sideslopes will be 25 percent, corresponding to 4H: 1V design grades. 

The final cover system slopes of the OSDF vary on the East - West Sections from 
20H:lV, to 10H:lV, to 6H:lV. The maximum final slope is 6H:lV. Details of the 
configuration of the final slopes is given in the Design Drawings. Interim OSDF 
slopes may be as steep as 3H: 1V during construction and material placement. 

0 

GE3900-13/F9630182 
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This category includes parameters that are associated with the OSDF and OSDF support 
facilities but that are unrelated to the geometry of those facilities. These parameters include; the 
number of seasonal closings (“Required Volume”), transformer loadings (“Electrical Power 
Demand”), water demand (“Potable Water Demand”) and other miscellaneous parameters. The 
majority of these parameters are used in only a single calculation package and thus are not 
discussed herein. 

This section addresses existing site topography. As indicated in Table 1, topography is 
primarily related to stormwater management calculations for the OSDF and Borrow Area 
calculations. The topography is also related to the “Hydrostatic Uplift”, “Potable Water 
Demand” and “Equipment Decontamination Facility Pump Design Requirement” calculations. 
All topographic data that is related to the calculations indicated on Table 1 was obtained from the 
following plans included in the Design Drawings: “Site Plan” and “Borrow Area Development 
Plan”. Specific point elevations and slopes needed in the calculation packages are obtained from 
these plans. 

@ 

Climate 

Climate-related data such as temperature, evapotranspiration, and precipitation are 
addressed in this section. 

Climate data for average monthly precipitation and solar radiation are obtained from the 
“Hydrologic Evaluation of Landfill Pegomnce (HELP) Model, Version 3 , ”  USEPA Ofice of 
Research and Development, Washington, D.C., Report No. EPA/600/R-94/168b, Sep 1994. 
The reference city (source for data input into model) for the temperature and solar radiation data 
is Cincinnati, Ohio. The reference city for the precipitation data is Covington, Kentucky. 
Covington, KY was used for the precipitation data because synthetic rainfall data is not available 
in the HELP Model for Cincinnati, Ohio. 

GE3900-13/F9630182 
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Precipitation data are shared by many calculations. The data and sources used for the 
calculations are presented below: 

rainfall distribution is Type II for Ohio (USDA-SCS "Urban Hydrology for Small 
Watersheds", Technical Release 55 (TR-55), June 1986); 

rainfall for the 2-year, 25-year, and 2000-year, 24-hour storm events is 2.55 in, 4.7 in, 
13.0 in, respectively (Parsons, "2000 year Flood and Probable Maximum Flood, 
Sitewide Floodplain Determination, Letter Repon", Revision 0 ,  November 1995); and 

average rainfall energy is 175 ("Ohio Rainwater and Land Development", 2nd ed., 
1996). 

The 25-year 24-hour storm event is used to calculate runoff, size sedimentation basins, for 
erosion and sediment control calculations for the OSDF construction and the borrow area, and to 
size components of the leachate transmission system. 0 

Design parameters in the hydrology parameter category include runoff curve number, 
hydrologic soil group and Manning's roughness coefficient. Parameters were used in stormwater 
and erosion control calculations for various stages of site activity in the OSDF and the borrow 
areas. Parameter values were selected from the following sources: 

Chow, Ven Te, "Open-Channel Hydraulics", 1959; 
USDA-SCS, "Urban Hydrology for Small Watersheals", 1986; 
USDA-SCS, "Engineering Manual for Conservation Practice", Nov 1986. 
Temple et. al., "Stability Design of Glass-Lined Open Channels", 1987. 

a GE3900- 13ff 9630 182 
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Vegetation 

Design parameters in the vegetation category include ground cover descriptions for 
existing, construction and long-term (Le., postdevelopment) conditions. Ground cover 
descriptions are used in the following calculation packages: (i) “Calculated Rates” (leachate 
generation); (ii) “Required Cell Storage” ; (iii) “Migration Through Primary Liner” ; (iv) 
“Temporary Erosion Mat Design” ; (v) “Cover System Erosion Resistance”; (vi) “Stormwater 
Runon-Runoff Drainage Control” ; (vii) “OSDF Sediment Basins”; (viii) “Stormwater 
RunodRunoff Drainage Control” (after closure); (ix) “Drainage Control Structure” ; (x) 
“Stormwater Runoff Routing”; (xi) “Borrow Area Sediment Basin” and (xii) “Impacted Runoff 
from Haul Road”. Ground cover is described for the OSDF area, the East Field borrow area 
and nearby drainage areas. 

Data used to describe existing vegetative conditions were obtained from aerial photographs 
and from the report “Remedial Investigation for Operable Unit 5”  (March 1995). 

Parameters used for descriptions of expected vegetative cover for construction and long- 
term conditions were selected considering anticipated construction activity and the design period. 
Vegetative cover is expected to vary from none for newly-graded areas as a result of construction 
activity to light, moderate or heavy grass cover for long-term conditions. 

Data for hydrogeology at the OSDF is presented for the perched ground-water table and 
the static ground-water table. 

0 Data for the perched ground-water table is obtained primarily from monitoring well 
data and Figure 2-20 of Parsons “Pre-Design Investigation and Site Selection Report 
for the On-Site Disposal Facility ’ I ,  Volume 1 of 3, July 1995. A design basis perched 
water table contour map was developed from this data for use in the Hydrostatic Uplift 
calculation. This map was also used in the “LCS and LDS Manhole Design” and 
“Permanent LTS Lift Station Design calculations”. 

GE3900-13/F9630182 
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For OSDF foundation, access corridor and borrow area cut slope static and seismic 
stability calculations, the perched ground-water table was conservatively assumed to be 
at the existing ground surface. 

Data regarding ground-water within the Great Miami Aquifer soils indicates that the 
elevation of the static ground-water table below the OSDF is variable, ranging from 70 
to 90 feet below the ground surface (Parsons, Remedial Investigation Report for 
Operable Unit 2, January 1995). For the foundation settlement calculations it is 
conservative to use a groundwater elevation corresponding to the upper elevation of the 
range. Therefore, for these calculations the location of the static ground-water table 
was assumed to be 70 ft below ground surface. 

Geosvnthetia 

The geosynthetic materials that are considered in the design calculations are those shown 0 in the Design Drawings. These materials are as follows: 

primary and secondary geomembrane liner - textured 80 mil High Density 
Polyethylene (HDPE); 
geomembrane cap - textured 60 mil HDPE; 
primary and secondary Geosynthetic Clay Liner (GCL) - sodium montmorillonite clay 
core with textured 40 mil HDPE geomembrane backing; or internally reinforced 
sodium montmorillonite core with geotextile backing (both sides); 
GCL Cap - reinforced or unreinforced GCL conforming to the specifications stated 
above; 
geotextile filter and geotextile cushion - polyester or polypropylene needle-punched 
nonwoven geotextile; and 
geotextile separator. 

8 GE3900-13/F9630 182 
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Shear Strength 

The shear strengths on interfaces between these geosynthetics and adjacent materials are 
used in several calculation packages, as are the internal shear strengths of the GCLs. Shear 
strength testing of interfaces and GCLs that are representative of anticipated conditions and 
materials are in progress but results are not yet available. Therefore, estimates of the shear 
strengths for the geosynthetics and the interfaces in the liner and cover system have been made 
for the calculations. The shear strengths estimates have been based on a number of sources 
including the following: 

geosynthetics manufacturer s literature; 
unpublished results from GeoSyntec Consultants; 
Martin, J.P., Koerner, R.M., and Whitty, J.E., "Experimental Friction Evaluation of 
Slippage Between Geomembranes, Geotextiles, and Soils", Proceedings, Intenuztional 
Conference on Geotextiles, IFAI, Denver, 1984, pp. 191-196; 
Koerner, R.M., Martin, J.P., and Koerner, G.R., "Shear Strength Parameters Between 
Geomembranes and Cohesive Soils", Geotextiles and Geomembranes, Vol. 4, No. 1,  

Williams, N . D . , and Houlihan, M . F . , "Evaluation of Interface Friction Properties 
Between Geosynthetics and Soils", Proceedings, Geosynthetic '87, New Orleans, LA, 

Daniel, D.E., Shan, H.Y. and Anderson, J.D., "Effects of Partial Wetting on the 
Performance of the Bentonite Component of a Geosynthetic Clay Liner," Proc. of 
Geosynthetics '93, Vancouver, Feb 1993, pp. 1483-1496; and 
Nataraj, M.S., Magauti, R.S., and McManis, K.L., "Interface Frictional 
Characteristics of Geosynthetics, Proc. of Geosynthetics '95, Nashville, Feb 1995,' 

1986, pp. 21-30; 

1987, pp. 616-627; 

pp. 1057-1069. 

Inteflace Shear Strength 

Geotextile/granular soil interface. The granular soils (Le., vegetative layer, drainage 
layer, LCS and LDS layers, etc.) are assumed to have an internal friction angle of 30 
degrees and a cohesion of zero (discussion in cover and liner system sections). Based 
on the sources listed above, it is reasonable to assume that the interface strength is 70 
to 80 percent of the soil strength. Therefore, the geotextile/granular soil interfaces are 

GE3900- 13lF9630 I82 
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assumed to have an interface friction angle of 22 to 25 degrees and an adhesion of 
zero. 

Geotextile/textured HDPE geomembrane interface. Based on the sources listed above, 
it is reasonable to assume that this interface has an internal friction angle of 25 degrees 
and an adhesion of zero. 

0 Compacted claykextured HDPE geomembrane interface. The shear strength of the 
compacted clay used in the cover and liner system is assumed to be represented by a 
friction angle of 25 degrees and an cohesion of zero (discussion in cover and liner 
system sections). Based on the sources listed above, it is reasonable to assume that the 
interface strength is 80 percent of the soil strength. Therefore, it is assumed that the 
interface has an internal friction angle of 20 degrees and an adhesion of zero. 

GCL Internal Shear Strength 

The shear strength of the GCL is a function of GCL type (Le., reinforced or 
unreinforced), normal stress acting on the GCL, hydration conditions, and the duration of 
loading. The assumed shear strengths discussed below are based on the information sources 
listed above. 

For short-term conditions: 

0 The unreinforced GCL is protected on either side by a geomembrane and is assumed to 
remain dry. The peak shear strength of the clay component is assumed to be 
represented by an internal friction angle of 25 degrees and a cohesion of zero. The- 
interface shear strength of the GCL and the HDPE geomembrane is assumed to be 80 
percent of the peak strength, or an internal friction angle of 20 degrees and an adhesion 
of zero. 

0 The reinforced GCL is assumed to be hydrated. The peak internal shear strength is 
assumed to be represented by an internal friction angle of 30 degrees and a cohesion of 
zero. 

e GE3900-13/F9630182 
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For long-term conditions: 

0 The reinforced GCL and the unreinforced GCL are assumed to have the same shear 
strength due to long-term reduction in the effect of the reinforcing elements. The 
unreinforced GCL is assumed to be hydrated. The shear strength is assumed to be a 
function of the normal stress as follows: 

Angle of Internal Friction for - ar S t r s  

850 psf 

5600 psf 
1900 psf 

7500 psf 

15 degrees 
12 degrees 
9 degrees 
8 degrees 

These values have been obtained fiom: Bonaparte, R., Othman, M.A., Rad, N.R., Swan, 
R.H., and Vander Linde, D.L., "Evaluation of Various Aspects of GCL Performance," Report 
of 1995 Workshop on Geosynthetic Clay Liners, USEPA National Risk Management Laboratory, 
1996 (in press). A copy of this publication is included in Section 1.3  of this Calculation 
Package. 

e 

Installation and Performance of Geomembrane 

The following assumptions are made regarding installation and performance of the 
geomembrane for the leachate generation, leachate collection, and leak detection system 
calculations: 

0 

pinhole density, zero; 
0 placement quality, good; and 
0 

saturated hydraulic conductivity of the geomembrane, 2 s - 1 3  c d s ;  

installation defect density for liner and cover system geomembranes, one sq. cm. per 
acre. 

GE3900-13/F9630182 
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It is noted that the assumed installation defect density is appropriate with respect to the 
likely defect density. For example, Bonaparte and Giroud (1989) suggested that defect densities 
for geomembranes installed with strict CQA would be on the order 0.06 square centimeter per 
acre. Subsequently, Laine (1991) presented data indicating geomembrane defect densities even 
lower than those reported by Giroud and Bonaparte. The results of these studies have also been 
discussed by the United States EPA (EPA, 1992). 

It is noted that the three references cited above are: (i) Giroud, J.P. and Bonaparte, R. 
(1989). "Leachate Through Liners Constructed with Geomembranes, Part I: Geomembrane 
Liners", Geotextiles and Geomembranes, Vol. 8, No. 1,  pp. 26-67; (ii) Laine, D.L. (1991). 
"Analysis of Pinhole Seam Leaks Located in Geomembrane Liners Using the Electrical Leak 
Location Method", Proceedings, Geosynthetics '91 Conference, Vol. 1,  Atlanta, pp. 239-254; 
and (iii) EPA, "Action Leakage Rates for Leak Detection Systems, 'I Supplemental Background 
Document for the Final Double Liners and Leak Detection Systems Rule for Hazardous Waste 
Landfills, Waste Piles, and Surface Impoundments, Office of Solid Waste, January 1992. 

PE Pipe/Manholes 

Design parameters for HDPE pipe are used in the leachate management calculations. The 
pipes for the leachate collection and leakage detection system are SDR 11 pipes with a 6 in. 
nominal diameter. The pipe for the leachate transmission system is a dualcontainment SDR 1 1  
pipe with an outer pipe nominal diameter of 10 in. and an inner pipe nominal diameter of 6 in. 
The following additional design parameters are used: 

0 hydraulic gradient (slope) - varies - 1 percent for leachate collection and detection- 
system pipes, 0.5 percent minimum for the leachate transmission system pipes. Values 
based on OSDF geometry given in the Design Drawings. 

In addition, the following data obtained from pipe manufacturer's literature is used for the 
pipe design calculations: 

0 modulus of elasticity - 2.7 x lo6 psf; 
0 compressive yield strength - 2.16 x los psf; 
0 allowable ring deflection - 2.7 percent; and 

GE3900-13/F9630182 
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Manning’s roughness coefficient - 0.013. 

A number of identical design parameters for Class 100  HDPE manholes were used in the 
“LCS and LDS Manhole calculations” and in the “Permanent Lift Station” calculations. The 
values are presented in the data verification portion of those calculation packages. 

This section addresses design parameters for the OSDF final cover system. The 
parameters are related to the geometry and cross section of the cover system and the properties 
of the individual material components of system. Based on the Design Drawings, the cover 
system consists of the following components from bottom to top: 

2-ft thick compacted clay cap; 
geosynthetic clay liner; 
60-mil textured HDPE geomembrane; 
geotextile cushion; 
1-ft thick cover drainage layer; 
3-ft thick biointrusion barrier layer; 
0.5-ft thick granular filter layer; 
1.75-ft thick vegetative soil layer; and 
0.5-ft thick topsoil layer. 

Parameters related to the geosynthetic components of the cover system are discussed in the 
geosynthetics section of this document. 

Geometry 

The total thickness of the soil components of the cover system is 8.75 ft (approximately 
9 ft) with the geosynthetic components adding negligible additional thickness. The total 
thickness of the soil components of the cover system that overlie the geomembrane is 6.75 ft 
(approximately 7 4 )  with the geosynthetic components adding negligible additional thickness. It 
is noted that cover system slopes are addressed in the OSDF Geometry section of this summary. ’ GE3900-13ff9630182 
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Total Unit Weight 

The total unit weight of each of the soil components of the cover system, with the 
exception of the compacted clay component, is assumed to be 125 pcf. This value is based on 
typical values used in geotechnical practice for the moist unit weight of primarily granular soils. 

The total unit weight of the compacted clay component is assumed to be 130 pcf. This 
value is based on measurements of remolded samples of the on-site brown till material which is 
proposed for use as the compacted clay component of the cover system (and liner system). The 
test data is presented in the following reports; " Geotechnical Investigation Report On-Site 
Disposal Facility", Operable Unit 2,  Revision 0, December, 1995 and "Geotechnical Data and 
Evaluation Report for East and South Field Borrow Areas", Operable Unit 2, Revision A, 
March, 1996. 

It is noted that for the "Hydrostatic Uplift" calculation a value of 126.1 pcf is used for the 
average total unit weight of the final cover system. This value is appropriate because it 
represents a weighted average of the unit weights of the compacted clay component and the other 
soil components. 

0 

Shear Strength 

The shear strength of the soil components of the cover system, with the exception of the 
compacted clay component, is assumed to be represented by an internal friction angle of 30- 
degrees and a cohesion of zero. This value is based on typical values used in geotechnical 
practice for the near-lower-bound shear strength of primarily granular soils. 

The long-term (drained) shear strength of the compacted clay component is assumed to be 
represented by an internal friction angle of 25 degrees and a cohesion of zero. This value is 
based on tests performed on remolded samples of the on-site brown till material which is 
proposed for use as the compacted clay component of the cover system (and liner system). The 
test data is presented in the following reports; " Geotechnical Investigation Report On-Site 
Disposal Facility", Operable Unit 2 ,  Revision 0, December, 1995 and "Geotechnical Data and 

a GE3900-13/F9630182 
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Evaluation Report for East and South Field Borrow Areas", Operable Unit 2 ,  Revision A, 
March, 1996. 

Other Parameters 

A 1-ft thick contouring layer, underlying the compacted clay, is considered to be part of 
the final cover system in some calculations. Where considered, the properties of this layer are 
assumed to be similar to the compacted clay. 

The impacted material to be placed in the OSDF consists of a combination of on-site 
contaminated soil, fly ash, demolition debris from the existing buildings, municipal solid waste, 
and lime sludge. It is anticipated that approximately 80 to 85 percent of the impacted materials 
will be soil (see "Required Volume" calculation). The majority of this soil will be excavated 
from the brown till. Therefore, the properties of the impacted material are assumed to be similar 
to recompacted brown till. 

a 
It is assumed that the impacted material will be compacted at its optimum water content 

and 85 to 95 percent relative compaction (with respect to Standard Proctor compaction). Based 
on data obtained from tests performed on recompacted brown till the following assumptions 
regarding the impacted material's properties are made (Parsons, 'I Geotechnical Investigation 
Report On-Site Disposal Facility", Operable Unit 2,  Revision 0, December, 1995 and 
"Geotechnical Data and Evaluation Report for East and South Field Borrow Areas", Operable 
Unit 2 ,  Revision A, March, 1996): . 

0 

0 

total unit weight of 125 pcf; 
short-term shear strength represented by an internal friction angle of 25 degrees and a 
cohesion of 200 psf; and 
long-term shear strength represented by an internal friction angle of 25 degrees and a 
cohesion of zero. 

0 

GE3900-13IF9630 I82 
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For the "Hydrostatic Uplift" calculation a total unit weight of 80 pcf was assumed. This 
assumed lower value, which is based on the total unit weight of an impacted material that 
consists primarily of fly ash, is conservative for the calculation (ie. ,  the lower the unit weight 
the greater the potential for liner uplift). Available data on the fly ash sources at the site indicate 
that this assumed unit weight is reasonable. (Parsons, "Ffyash Piles and South Field Waste Units 
Geotechnicaf Report" , Revision A, February 1996) 

The total thickness of the impacted material varies across the OSDF. Based on the Design 
Drawings the maximum impacted material thickness is estimated to be 50 ft. For the 
"Hydrostatic Uplift" and leachate generation rates calculations, smaller thicknesses of impacted 
material are used in some cases. These smaller values are appropriate for the "Hydrostatic 
Uplift" calculation because they represent actual design thicknesses at spot locations where uplift 
calculations are performed. These smaller values are appropriate for the leachate generation 
rates calculations because they represent impacted material thicknesses prior to final cover 
construction. 

It is noted that settlement, water balance, and compaction properties for the impacted 
material are described in the Data Verification sections of the calculations where they are used 
(i.e., "Impacted Material Settlement", "Leachate Generation Rates", and "Required Volume" 
calculations , respectively). 

Liner System 

This section addresses design parameters for the OSDF liner system. The parameters are 
related to the geometry and cross section of the liner system and the properties of the individual- 
material components of the system. Based on the Design Drawings, the liner system consists of 
the following components from bottom to top: 

0 3-ft thick compacted clay liner; 
0 secondary geosynthetic clay liner; 
0 secondary 80-mil textured HDPE geomembrane; 
0 geotextile cushion; 
0 1-ft thick leachate detection layer; 
0 primary geosynthetic clay liner; 
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primary 80-mil textured HDPE geomembrane; 
geotextile cushion; 
1-ft thick leachate collection layer; 
geotextile filter; and 
1-ft thick protective soil layer. 

Parameters related to the geosynthetic components of the liner system are discussed in the 
geosynthetics section of this document. 

Geometry 

The total thickness of the soil components of the liner system is 6 ft. with the geosynthetic 
components adding negligible additional thickness. It is noted that liner system base and side 
slopes are discussed in the OSDF Geometry section of this summary. 

- 
Total Unit Weight 

The total unit weight of each soil component of the liner system, with the exception of the 
compacted clay component, is assumed to be 125 pcf. This value is based on typical values used 
in geotechnical practice for the moist unit weight of primarily granular soils. 

The total unit weight of the compacted clay component is assumed to be 130 pcf. This 
value is based on measurements of remolded samples of the on-site brown till material which is 
proposed for use as the compacted clay component of the liner system (and cover system). The- 
test data is presented in the following reports; ” Geotechnical Investigation Report On-Site 
Disposal Facility”, Operable Unit 2, Revision 0, December, 1995 and “Geotechnical Data and 
Evaluation Report for East and South Field Borrow Areas”, Operable Unit 2,  Revision A, 
March, 1996. 

a GE3900-13/F9630182 
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Shear Strength 

The shear strength of the soil components of the liner system, with the exception of the 
compacted clay component, is assumed to be represented by an internal friction angle of 30 
degrees and a cohesion of zero. This value is based on typical values used in geotechnical 
practice for the near-lower-bound shear strength of primarily granular soils. 

The long-term (drained) shear strength of the compacted clay component is assumed to be 
represented by an internal friction angle of 25 degrees and a cohesion of zero. The short-term 
(undrained) shear strength of the compacted clay component is assumed to be represented by an 
internal friction angle of zero degrees and a cohesion of 500 psf. These values are based on tests 
performed on remolded samples of the on-site brown till material which is proposed for use as 
the compacted clay component of the liner system. The compacted clay for the liner system is 
assumed to be placed at 95 to 98 percent relative compaction (with respect to Standard Proctor 
compaction). The test data is presented in the following reports; ” Geotechnical Investigation 
Report On-Site Disposal Facility“, Operable Unit 2 ,  Revision 0, December, 1995 and 
“Geotechnical Data and Evaluation Report for East and South Field Borrow Areas”, Operable 
Unit 2 ,  Revision A, March, 1996. 

@ 

Other Parameters 

For the leachate management calculations, the saturated hydraulic conductivity of the 
granular materials in the leachate collection and leak detection (LCLD) layers is taken as of 0.1 
c d s .  This value is equal to the minimum hydraulic conductivity permitted by the project 
material specifications. A higher value of saturated hydraulic conductivity, 10 c d s ,  is used for- 
the LCLD corridor. 

Subsu rface So ils 

This section addresses design parameters for the subsurface soils at the OSDF. Subsurface 
soils are the in-situ soils and consist of the brown till, the gray till, and the Great Miami Aquifer 
(GMA) granular soils. Parameters that are used in two or more calculations include thickness, 
total unit weight, undrained shear strength, and drained shear strength. Parameters that are 
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specific to individual calculations such as consolidation parameters, elastic settlement parameters, 
and dynamic parameters are presented in the Data Verification section of the calculations in 
which the parameters appear. 

Material parameters discussed below are based on data presented in three Parson's reports: 
"Geotechnical Investigation On-Site Disposal Facility Soil Investigation Data Report, ' I  Revision 
0 , December 1995; " Geotechnical Investigation Report, On-Site Disposal Facility, 'I Revision 0 , 
December 1995; and "Geotechnical Data and Evaluation Report for East and South Field 
Borrow Areas", Operable Unit 2, Revision A, March, 1996. The thicknesses of the soil layers 
are based on existing site conditions and planned excavations shown on the Design Drawings. 

For the brown till soils, the cited sources indicate that the layer thickness ranges from 5 to 
15 ft. For stability analyses (static and seismic) the brown till is a weak layer and is therefore 
assumed to have the maximum expected thickness, 15 ft. For settlement analyses, calculations 
are performed for 5 and 10 ft hcknesses to obtain a range of calculated settlement values. 
Based on the cited sources, the total unit weight of the brown till is assumed to be 135 pcf. The 
shear strength of the brown till is assumed to be represented by an internal friction angle of zero 
degrees and a cohesion of 1200 psf for short-term (undrained) conditions and by an internal 
friction angle of 25 degrees and a cohesion of zero for long-term (drained) conditions. 

0 
For the gray till soils, the cited sources indicate that the material thickness ranges from a 

minimum of 15 ft to a maximum of 45 fi across the OSDF site. The total unit weight of the gray 
till is assumed to be 145 pcf. The shear strength of the gray till is assumed to be represented by 
an internal friction angle of zero degrees and a cohesion of 1900 psf for short-term (undrained) 
conditions and by an internal friction angle of 30 degrees and a cohesion of zero for long-term 
(drained) conditions. 

For the GMA granular soils, the aquifer thickness is assumed to range between 172 and 
210 ft in thickness. The 210 ft  GMA soils thickness is associated with use of the 5 f t  thick 
brown till and 15 ft thick gray till layers. The total unit weight of the GMA soils is assumed to 
be 135 pcf and the shear strength is assumed to be represented by an internal friction angle of 35 
degrees and a cohesion of zero. 
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Bedrock. 

Design parameters relating to the bedrock at the OSDF site are addressed in this section. 
The parameters assumed for bedrock are used in the foundation settlement, static stability, and 
seismic calculations. Only the seismic-related parameters are addressed herein because they are 
the only parameters used in two or more calculations. Based on data presented by Parsons in a 
report entitled “Remedial Investigation Report for Operable Unit S’, March 1995, the bedrock is 
assumed to be approximately 230 f t  below the OSDF. The dynamic properties of the bedrock 
that are used in the seismic calculations are the following: (i) the peak bedrock acceleration from 
the design seismic event is 0.16 g; (ii) the maximum moment magnitude of the design seismic 
event is 6.1; (iii) the artificial accelerogram used to simulate the design seismic event is B2-SYN; 
and (iv) a value of 5 percent viscous damping is used. 

e Gener- 

The leachate generation rate calculations are used to verify the adequacy of the leachate 
collection, detection, and transmission system designs. The results of the calculation are used as 
design parameters in several other individual calculations. 

structural F ill and B a c k a  1 

This section addresses design parameters assumed for structural fill, bacHil1 and pipe 
bedding. Structural fill is to be used in the construction of the LTS access corridor and for fill 
below the OSDF. Backfill and pipe bedding are to be used for the placement of LCS, LDS and- 
LTS HDPE pipe located outside the OSDF footprint, the LTS gravity line, lift stations, manholes 
and culverts. Structural fill and backfill will be compacted brown till and pipe bedding will most 
llkely be gravel; each will be compacted to the relative densities required by project 
specifications. 
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The following design parameter values were assumed for the calculations: 

Long-Term 
Moist Friction Modulus of 
U n i t h  Angle Reactim 

Structural Fill 135 pcf 25” 432,000 psf 
Backfill 120 to 135 pcf none none 
Bedding gravel 145 pcf 35” 216,000 psf 

A value 120 pcf was assumed for total unit weight of backfill for a ring compression 
analysis of the culvert crossing the South Access Road (Borrow Area Sediment Basin 
calculation). In this case the backfill was assumed at 85% relative density instead of at 95% 
relative density expected for the bacld?ll. Although this assumption reduces the calculated 
overburden stress on the culvert this assumption is conservative given the higher load factor used 
for backfill at 85 % relative density. 

This category addresses aggregate to be used for construction of the following structures: 
(i) construction and impacted material hauls roads (“Construction Haul Road” and “Haul 
Road”); (ii) leachate transmission system access corridor (“Leachate Transmission System 
Access Corridor”); and (iii) construction administration area pavement (“Construction Admin. 
Area Surfacing”). Base and subbase aggregate layers are required for each of the roads and only- 
base aggregate for the administrative area pavement. 

a GE3900-I3/F9630182 
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The following design parameters were selected from the Ohio DOT, "Location and Design 
Manual, Volume I ,  Roadway Design", 1992. 

Base Aggregate 
Subbase Aggregate 

Structural 
C O e m  

0.14 
0.11 

Modulus 

30,000 psi 
15,000 psi 

This section addresses construction vehicle loadings which are considered in 18 separate 
calculations including: (i) the selection of geosynthetics; (ii) stability analyses, (iii) structural 
design of HDPE pipes, CMP and RCP culverts and manhole covers. Vehicle loadings are 
expressed in terms of maximum wheel loads, maximum ground pressures and live loads. For 
pavement and unsurfaced road designs the number of design loadings over the lifetime of the 
pavement or for a performance period used to account for repeated loadings. Assumed vehicle 
loadings vary somewhat among the calculations, a typical example is as follows: 

0 concentrated construction loads (wheel loads) - 20,000 lbs, intended to represent an 
assumed wheel load for a 35-ton capacity dump truck; and 

0 impact factor for dynamic loads of 1.5. 

These particular values are based on an ASCE publication entitled "Design and- 
Construction of Sanitary and Storm Sewers", Manual and Report on Engineering Practice No. 
37, reprinted 1979. 



GeoSyntec Consultants Page 3 of 22 
~ ~~ 

Written by: Gam Schmenmann Date: Reviewed by: 06 P Date: 2s- JUAT 2 6  

Client: _EEBMCO Project: a S D F  Project/Proposal No.: Task No.: 13 

This section addresses properties of concrete and steel used in calculations for the design 
of reinforced concrete in the “LCS and LDS Manhole Design” and “Permanent LTS Lift Station 
Design” calculations. 

The design parameter values were selected to be consistent with those commonly assumed in 
reinforced concrete design. For concrete, the following parameters were assumed: 

0 Unconfined compressive strength = 4,000 psi; and 
Unit weight = 150 pcf. 

The yield strength for steel was assumed to be 60,000 psi. This corresponds to A572 steel, 
grade 60. 

a t coratrna 

This section addresses design parameters used in two or more calculations for erosion and 
sediment (EM) control. Based on state and federal waste disposal regulations, the required 
sediment storage volume for use in the calculations is 5445 cubic feet per disturbed acre. This 
value is used for the “OSDF Sediment Basins” calculation. For the ”Borrow Area Sediment 
Basin”, whch is not within the OSDF area, a value of 1800 cubic feet per disturbed acre is used 
in the calculations based on Soil Conservation Service regulations. 
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2. SOmDESK', Inc.. SOFTDESK9 CiviUSurvev: Earthworks Reference Manual, Henner, NH. 

Autodesk', Inc., AutoCAD' Release 13 User's Guide, September 1994. 

November 1994. 
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Copyright@ by Softdesk, Inc. 
All Rights Reserved 

This manual and the accompanying software are governed by the terms and conditions of the 
Softdesk, Inc. Customer Software License (see the following page). 

Neither the documentation nor the software may be copied, photocopied, reproduced, translated, 
or reduced to any electronic medium or machine-readable format except in the manner described 
in the documentation. 

Softdesk. Inc. reserves the right to revise and improve its products as it sees fit. This publication 
describes the state of the product at the time of its publication, and may not reflect the product at 
all times in the future. 

Program Credits 

The installation program used to install Softdesk Earthworks, INSTALL. is based on licensed 
software provided by Knowledge Dynamics Corp, P.O. Box 1558, Canyon Lake, Texas 78130- 
1558 (USA). INSTALL is Copyright 0 1987-1992 by Knowledge Dynamics Corp which reserves 
all copyright protection worldwide. INSTALL is provided to you for the exclusive purpose of 
installing Softdesk products. Softdesk has modified the software as provided by Knowledge 
Dynamics Corp. and thus the performance and behavior of the INSTALL program shipped with 
Earthworks may not represent the performance and behavior of INSTALL as shipped by 
Knowledge Dynamics Corp. Softdesk or the authorized Softdesk Reseller is exclusively 
responsible for the support of Earthworks, including support during the installation phase. In no 
event will Knowledge Dynamics Corp provide any technical support for Softdesk products. 

Trademarks 

The Softdesk Logo, Softdesk. Tech Talk, The Auto-Architect, Archsoft. Rastewam and CAD Overlay are registered in the U.S. 
Patent and Trademark Office and other jurisdictions by Softdesk, Inc. The Image System logo. Viewmse. RAStation. SCAN 
Overlay and PowerPak are trademalks of Softdesk. Inc. intellCADD is a registered trademark licensed exdusively to Softdesk. 
Inc. AutoFM is a trademark of Decision Graphics. Ltd. AutoCAD is registered in the U.S. Patent and Trademark Office by 
Autodesk. Inc. All other company names and product names menhoned are the property of their respective ownen. 
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For Non-Engineers: AN JN'IRODUCTION TO STORMWATER MODELING 

What is Stormwater and why does it need to be modeled? 

During a rainstorm the precipitation that reaches the ground is dissipated by several mechanisms: Some of the water 
infiltrates directly into the ground, some is lost to evaporation, and .the remainder appears as stormwater runoff. 
This runoff can cause a variety of undesirable effects such as erosion and flooding. In order to prevent such damage 
the runoff must be safely conveyed through suitable channels, pipes, streams, and rivers to a suitable point of 
disposal, and eventually to the sea. By dete.rmi.ning the nature of the runoff and the way it will flow through these 
channels, it is possible to predict how, where, and when damage may occur. Steps can then be taken to reduce the 
chances of damage, such as enlarging a stream to prevent overflow of its banks, or detaining some of the runoff 
in a pond to reduce flooding downstream. 

Why is there a n  increased need for stomwater modeling now? 

Most new construction involves changes in the usage of the surrounding land. A new shopping center, for example, 
may remove a stand of trees and replace it with a paved parking lot and several buildings. Such a change in the 
ground cover has a dramatic effect on the runoff, greatly increasing its total volume and the rate of runoff. This 
directly increases the potential for erosion and flooding in all areas downstream of the new construction. To prevent 
such damage the runoff must be predicted and analyzed before construction, so that suitable steps can be taken 
during the design stage to handle the runoff in a safe and effective manner. 

Lo the past such analysis and design was often not performed, and a significant amount of stormwater damage now 
occurs as a direct result. This ranges from minor flooding of local streams, to erosion of f a d a n d ,  to flooding of 
major rivers. Tix resultant burden on many drainage systems and the increasing rate of construction means that 
all new construction and development should include a careful analysis of the effects on stormwater runoff. This 
not only reduces possible liability for stormwater damage, but is required by law in a growing number of states and 
towns. 

How is stormwater modeled? 

Stormwater modeling can be divided into two basic fields: Hvdroloa, which is the study of runoff and the factors 
which influence it, and Hydraulics, which is the study of water flow in the channels, pipes, streams, ponds, and 
rivers which convey i t  to the sea. In each field there are many techniques available for performing the required 
analysis, a situation which requires a qualified engineer to choose the best methods for each situation. 

In the past a number of simplified techniques have been employed for predicting runoff and its effects. With the 
advent of lowcost computers it is now possible to use more sophisticated techniques in order to perform a more 
accurate and complete analysis in less time. 

Are there different ways to model stormwater? 

Absolutely. There are many different approaches to stormwater modeling and drainage design. Most approaches 
can be divided into two groups: 1) Steady-state (constant flow) methods, such as the Rational method as applied to 
storm sewer pipe networks, and 2) Hydrograph generation and routing procedures designed to simulate the time- 
varying nature of actual runoff. Although HydroCAD can be used for steady-state designs and does include the 
Rational Method, it is designed primarily as a hydrograph generalion and roufing program. For a detailed 
comparison of these methods please see Understandine Hydroloey, available from Applied Microcomputer Systems. 
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HydroCAD: AN OVERVEW 

HydrocAD is a Computer Aided Design program for modeling the hydrology and hydraulics of stormwater runoff. 
It is based primarily on hydrology techniques developed by the Soil Conservation Service (SCS) combined with 
standard hydraulics calculations. For any given storm, these techniques are used to generate hydrographs throughout 
a watershed. Typically, this allows the engineer to verify that a given drainage system is adequate for the area 
under consideration, or to predict where flooding or erosion are likely to occur. 

HydroCAD takes this capability one step further by maintaining a complete database for the watershed and drainage 
system. With th is  database, HydroCAD becomes a working model for the entire system where changes can easily 
be made and their effects viewed. With HydroCAD this takes just minutes, not hours, so the engineer can interact 
with the watershed model in a way not previously possible. This lets the engineer evaluate numerous possible 
designs and choose the one most suitable, not just from a safety and environmental standpoint, but based on cost 
and other considerations as well. 

HydroCAD frees the engineer to concentrate on creative design, a goal which is often sacrificed when each 
alternative requires hours or days of tedious calculations. No program can substitute for human creativity, but 
HydroCAD frees that creativity by providing a working model which lets the engineer ask "who1 $.. ? "  

Note: This manual is intended to provide an understanding of the unique operurionul capabilities of HydroCAD. 
For information on the specific culcularionr please see the Technical Reference Manual. 
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a H y d r o 0  DESIGN PHASES 

Although HydroCAD’s sequence of operations is very flexible, its power . .  is most easily understood by viewing i t  
in four phases. 

Phase I - Construction of Routing Diagram 

A diagram is constructed which shows the functional components, or structures, which make up the watershed. 
The diagram shows the location of each structure and how water is routed from one structure to another. 

Phase II - Description of each Structure 

Each structure is described in detail so that HydroCAD can calculate the outflow from each structure once the inflow 
is known. 

Phase III- Calculation of flow through each Structure 

Starting at the upstream end of the diagram and working downstream, HydroCAD calculates the outflow and other 
results for each structure. A minimal recalcdarion feature 
automatically re-uses the results of previous calculations where no changzs have occurred. 

Multiple inflows are summed automatically. 

Phase IV - Display and Examination of Results a 
After the calculations have been completed, the user examines the results to see if the watershed is behaving as 
desired. If any changes are required, the user may return to Phase I, 11, or 111 and repeat the cycle until the desired 
results are obtained. 

Lnitial analysis and design will generally proceed through these phases in the order shown. Howver, with 
HydroCAD the phases may be performed in virtually any order desired. For example, the user could describe 
several structures (Phase In, create a partial diagram containing these structures (Phase I), and then calculate the 
outflows (Phase m>. HydroCAD doesn’t restrict the user’s options for solving a problem. In fact, i t  provides 
greater flexibility than any other approach to stormwater modeling. 
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Phase I - CONSTRUCTION OF THE ROUTING DIAGRAM 

TO model any watershed the drainage system is represented by a network consisting of four basic components: 

SUBCATCHMENT: A relatively homogenous area of land that drains into a single reach or 
pond. Each subcatchment generates a runoff hydrograph. 

REACH A uniform stream, channel, or pipe which conveys water from one point to another 
reach or pond. The outflow of each reach is determined by a hydrograph routing calculation. 

POND: A pond, swamp, dam, or other impoundment which fills with water from one or more 
sources and empties in a manner determined by a weir, culvert, or other device(s) at its outlet. 
A pond may empty into a reach or into another pond. The outflow of each pond is also 
determined by a hydrograph routing calculation. 

LINK: A multi-purpose mechanism for introducing a hydrograph from outside the diagram, 
either by manual entry, file import, or linkage to another diagram. A link also allows the 
diversion and/or scaling of hydrograpbs. 

After identifying each o f  these components the system may be represented by a routing diagram such as this: 

(3) (4) 

As indicated by the legend, subcatchments are represented by hexagons, reaches by squares, ponds by triangles, 
and links by broken squares. An arrow from each component, or structure, indicates where its outflow is routed. 

h this example subcatchments 1, 2, 3, and 4 flow into reach 1 which flows into pond 1 along with subcatchments 
10  and 11. Subcatchments 20, 22, and link 1 flow into reach 2 which flows into reach 3 along with the outflow 
from pond 1. Reach 3 then flows into pond 3 which flows into reach 4. Reach 4 then flows into reach 5,  which 
has a dotted outline indicating a “phantom” structure outside the system currently being considered. 
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In addition to showing the muting between the structures, the muting diagram may also represent the physical 
location of each structure. 

Constructing and modifying the routing diagram is a crucial step in building a watershed model with HydroCAD. 
AS in most CAD programs, chaages are shown immediately on the display as they are made. For example, to add 
a new structure to the diagram you would pick a location, specify what YOU want to create, and what it will flow 
into. In a similar manner any structure can be instantly moved, rerouted, renumbered, or deleted. 

As the diagram grows beyond the edges of the screen, the user may PAN or ZOOM the display to view the region 
of interest. This expanded version of the previous diagram can be created in just one or two minutes: 

0 

Although the creation of the diagram is usually the first step in most projects, it can be revised at any time. 
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Phase KI - DESCRFIION OF EACH STRUCTURE 

Before HydroCAD can d e t e e e  the outflow of any structure, the user must provide the size, shape, or other 
descriptive information. To enter a new dkription, or to change an existing one, the user simply fills in the blanks 
in the appropriatefill-in screen. A completed screen for a subcatchment might look like this: 

SUBCATCHMENT 1 1  DESCRIPTION 

NAME: Old Orchard 

Use CHOICE keys to select Tc methd(s): 
1 TR-55 Sheet Flow 
Z Shallow Concentrated Flow 
3 Parabolic Channel 
4 Circular Channel 
5 
6 

RATIONAL METHOD C= .oo (optional) 

TOTAL AREA= 25.00 A C E S  (optional) 

ACRES CN OESCRIPTION _ _ - _ _ _ _ _  _ _  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
12.50 58 Orchard, SoiL Group B, Good 
7.60 65 Orchard,. Soil Group B, Fair 
5.10 60 Woods, Soil Group B, Fair 
0.00 0 
0.00 0 
0.00 0 
0.00 0 
0.00 0 

Items are ordered on the screen for easy entry, but may be entered in any desired sequence. \"hen all entries and 
corrections have been made, the user acceprs the screen and the description is saved in the databasz for later use. 
At any time the description may be recalled, examined, and modified as needed. 

Subcatchment Description 

Subcatchments are described by specifying the following items (see sample screen above): 

Name or textual description (optional) 
The method(s) to be used to calculate the Time of Concentration (Tc) 
Rational method "C" value (if needed) 
The total area of the subcatchment (optional) 
A column heading of ACRES or PERCENT, depending on data to be entered 
The acreage or percentage covered by each curve number 
Up-to eight SCS Curve Numbers, plus optional descriptions 

Curve number data may be entered by ACRES or PERCENT simply by setting the column heading accordingly. 
If more than one curve number is entered, the composite curve number is automatically calculated. 

a 
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HydroCAD provides several procedures for calculating the Time of Concentration including TR-55 sheet flow, 
shallow concentrated flow, channel flow, upland method, curve number method, and direct entry. The channel flow 
calculations allow direct entry of cross-sectional area and wetted perimeter, or this can be calculated automatically 
for circular, rectangular, vee, trapezoidal, and parabolic channels: 

Each subcatchment may have up to six flow segments, the travel time for each being determined by any of these 
methods. The total travel time for all segments is the Tc for that subcatchment. 

A separate Screen is used to describe each segment in detail. This is a typical screen for the TR-55 sheet flow 
procedure. Note that HydroCAD contains the standard Surjhce Descriptions, and automatically supplies the 
corresponding Manning's number: 

SUBCATCHMENT 1 1  Tc SEGMENT # 1 DESCRIPTION 

TR-55 Sheet Flow 

COMMENT: Segment AB 

1. Surface Description: Cultivated: Residue<=ZO% 
2. -or- Manning's No. n= -000 (for other surfaces) 

3. Flow Length (<=300 f:) L= 100 FT 
4 .  Two-yr 24-hr Rainfall P2= 3.6 IN 
5. Land Slope s- .0100 F T / F l  

Line nurbers correspond to TR-55 Worksheet #3 rev. 6/86 

The following screen is used to calculate the Tc contribution from a segment of channel flow. Other channel flow 
screens allow the direct entry of vee, rectangular, trapezoidal, parabolic, and circular geometries: 

SUBCATCHWENT 1 1  Tc SEGHEHT # 2 DESCRIPTION 

Channel Flow 

COMMENT: Segment CD 

12. X-Sec Flow Area a= 27.0 sa-FT 
13. Wetted Perimeter Pur 28.2 FT 
15. Channel Slope S' .0050 F T / F T  
16. Manning's N u h e r  n= .05 
18. Flow Length L =  7300 FT 

Line n u h e r s  correspond to TR-55 Worksheet #3 rev. 6/86 

After entering all data for a subcatchment the runoff hydrograph may be generated immediately. However, this is 
not required, since HydroCAD will perform requisite calculations automatically when they are required as inflow 
for downstream calculations. 
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Reach Description 

A completed reach Screen looks like this: 

REACH 3 DESCRIPTION 

NAME: EXISTING STREAH BED 

PIPE DIAMETER= 0.0 INCHES (O=Auto-Size) NO. OF PIPES: 0 

CHANNEL BOTTOH WIDTH= 5 . 4  F T  DEPTH= 1.5 FT 

SIDE SLOPE: LEFT= .40 RIGHT= .4D (rise/rw; enter 0 if vertical) 

HAAWNING'S NUMBER= .Ob0 SLOPE= .0350 FT/FT 

I LENGTH= 5500 FT 1 x FINER R W T I NG 
i BASE FLOW: 0.0 C F S  EXFILTRATION= 0.0 CFS I 

t 
I 

STREAN FLOOO ELEVATIOH/DEPTH= 0.0 F T  (O=Last table entry) 

ELEV/DEPTH ( F T )  END AREA (SO-FT) DISCHARGE (CFSl 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0 0.0 
0.0 0.0. 0 .0  

Note that the following items are specified for a reach: 

Name 
If a pipe, the diameter (enter zero for automatic sizing) 
The number of pipes (allows several identical, parallel pipes) 
If an open channel, the width, depth, and side slopes 
Manning's Number and slope 
Length 
A finer routing interval (dt) may be selected, if  desired 
Base flow and exfiltration (if any) 

I 

For reaches which can't be described with these parameters (such as an irregular stream bed) YOU may complete 
the elevatiodend-arealdischarge table directly. When using this table you may enter elevation or depth as you 
prefer. You also have the option of entering wetted perimeter instead of discharge by changing the heading on this 
column. Otherwise this table is left blank, and HydroCAD calculates the end-area and discharge vs. depth based 
on the specified geometry. a 
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e Pond Description 

In order to perform hydrograph routing though a pond the storage and outflow characteristics must be known. 
Outflow VS. elevation is automatidly calculated for the selected outlet device(s). Storage VS. elevation data may 
entered directly, or the user may enter the area at selected elevations and HydroCAD will calculate the storage. 
This information is entered with the following pond description screen: 

POND 1 MAIN DESCRIPTION 

NAME: NEW POND 

OUTLET # TYPE (Use CHOICE keys for options) 
1 Orifice 
2 Culvert 
3 Broad-Crested Rectangular Weir 
4 Sharp-Crested Rectangular Weir 
5 V-Notch Weir 
6 

SPECIAL CUTLET: Y 1 x FINER ROUTING 
EASE FLOW= 0.0 CFS EXFILTRATION= 0.0 CFS 
STARTING ELEVATION= 0.0 F T  (0:bottm o f  pond) 

FLOOD ELEVATION= 0.0 F T  (@Last table entry) 

ELEVATION (FT) A R E A  (AF!ACl 
50.0 0.00 
52.5 . 75  
~ ~~~ 

53.0 
55.0 
0.0 
0.0 
0.0 
0.0 
0.0 
0.0 
0.0 
0.0 
0.0 
0.0 
0.0 

1.50 
2.75 
0.00 
0.00 
0.00 
0.00 
0.00 
0.00 
0.00 
0.00 
0.00 
0.00 
0.00 

HydroCAD pond design is very flexible, allowing for many variations and special cases: 

Up to six standard outlet devices may be used in any combination 
Outlet devices may be positioned at any desired elevation 
A special outlet device allows direct entry of stagedischarge data 
Base flow may be added for non-runoff inflows 
Exfiltration allows modeling of porous soils 
Adjustable pre-storm elevation handles "wet ponds' 
Both retention and detention ponds can be modeled 
Cumulative or incremental storage data can be entered directly in AF or CF -0r- 
Storage can be calculated automatically from area using conic or prismatic sections 
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Each pond may have up to six standard outlet devices plus a special outlet device. These an be used alone or in 
any desired combination. After &e desired outlet(s) are selected on the previous screen, each one is described using 
an individual screen. This is a typical screen for a culvert: 

~~~ ~ 

POND 1 OUTLET # 2 DESCRIPTION 

cut ve; t 

INVERT ELEVATION= 20.5  FT 

DIAMETER= 18.0 INCHES 

WIDTH= 0.0 F T  HEIGHT= 0.0 FT 

MANNING’S NUMBER= -013 LENGTH= 22 FT S L O E =  .0250 FT/FT 

ENTRANCE LOSS COEFFICIENT Ke= -500 

CONTRACTION COEFFICIENT Cc= .900 

TAIL WATER ELEVATION: 0.0 F T  

The following scrcen is used for a broadcrested rectangular weir. It allows the coefficient to v a n  with head, as 
usually occurs in most real-world weirs. Sharpcrested and v-notch weirs are also available. 

~ ~~ 

POND 1 CUTLET # 2 DESCilPTION 

Broad-Crested Rectangular Weir 

INVERT ELEVATION= 5 L . O  FT 

CREST LENGTH- 10.0 F T  

HEAD (FT) ENGLISH COEFFICIENT 
.s 2.LO 

1.0 2.50 
1.5 2 . L O  
2.0 0.00 
2.5 0.00 
3.0  0.00 
4 . 0  0.00 
5.0 0.00 

After describing each outlet HydroCAD calculates a composite discharge vs. elevation (stagedischarge) curve for 
the pond. This may be plotted or tabulated to aid in the selection and design of outlet control devices. 
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Phase EI - CALCULATION OF FLOW' THROUGH EACH S T R U C d  

Once a diagram has been created and each stmcture is described, HydroCAD can calculate the flows throughout 
the system. This process automatically begins at the head of the watershed and proceeds downstream so that the 
inflows are known when each structure is calculated. 

The calculation process is entirely automatic and is controlled by data entered in the calculation control screen. 
Since the screen retains all settings from the last calculation, only the changes (if any) need be entered. A typical 
Screen looks like this: 

RUNOFF BY SCS TR-20 HETHOD FROH 10 TO 20 HOURS 

TYPE I I  24-HOUR RAINFALL = 4.3 INCHES, U.H.=SCS 
RATIONAL DURATION = 0 MINUTES, INTENSITY = 0.00 IN/HR 

REACH METHOD: STOR-IND RE-SIZE ALL PIPES: N 
POND METHOD: STOR-IN0 

/ RECALC-> LINKS: c1 WARNINGS: N EVERYTHING: N \ 

\ SHOW-> PROGRESS: N INFLOVS: N DETAILS: N / 
< > opt ions 

15 inflows & 15 calculations OK for 15 structures with 0 warnings 

The screen allows the szizction of several items: 

Runoff method and calculation period 
For SCS runoff: The storm type, rainfall, and Unit Hydrograph 
For Rational Method: The event duration and intensity 

* Reach calculation method (Storage-Indication shown here) 
Option to automatically re-size pipes 
Pond calculation method (Storage-Indication shown here) 
Optional selection of structures to be calculated 
Selection of information to be shown during calculations 

Note that HydroCAD not only allows the selection of storm type and rainfall, but also of calculation methods. As 
new methods are developed and added to HydroCAD, the engineer can choose the one best suited to the task at 
hand. This also permits direct comparison of different methods. These capabilities are unique to HydroCAD. 

The calculation process begins when the screen is accepted. Unless otherwise specified, HydroCAD only calculates 
those structures whose inflow or description have changed. It also calculates just to the structure under 
consideration,-thus keeping calculation time to an absolute minimum! This minimal reculculurion feature is one of 
the key differences between HydroCAD and other programs. 

If an unusual condition occurs during the calculations a warning message appears, such as "Reach 12 overropped 
by 1.2 feet. " This does not stop the calculations, but merely indicates a condition the user should be aware of. e 
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To calculate the outflow for each strucmm HydmCAD automatically performs these steps: 0 
1) If there is more than one inflow the inflows are summed together to produce a single 
hydrograph. If a pipe is being r e s i d ,  its diameter will be calculated to handle the peak inflow. 

2)  The inflow is routed through the structure using the description and method previously 
specified. For subcatchments the specified storm type and rainfall are used. 

3) For a reach, the maximum depth, peak velocity, contact time, etc. are calculated. 

4) For a pond, the peak elevation, peak storage, etc. are calculated. 

5)  Any warning messages are displayed. 

6 )  For the inflow and outflow the peak flow and time of peaC are calculated by interpolating 
between the three highest points. 

7) The total volume of inflow and outflow are calculated. 

8) All results arc stored in the database for successive calculations or examination at any time. 

This process is automatically repeated for each structure until the design point is reached, or until you interrupt the 
program. After examining the results you can make adjustments at any point in the system and r e p t  the p r e s s  
until the desired results are obhined. 
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Phase IV - DISPLAY AND EXAMINATION OF RESULTS 

In order to easily evaluate data and results HydroCAD provides output in several ways: 

On the computer display for quick review during design work 
On a printer for reports or permanent records 
On a plotter for the highest quality graphics 
To a data file for use in other graphics or text programs 

Regardless of how you view the results, you can also choose between numerous formats: 

A Summary includes the description and results for one structure 
A Discharge Curve shows the relationship between elevation and discharge for a reach or pond 
A Hydrograph Plot shows both the inflow and outflow vs. time 
The outflow may be Tabulated to determine exact flow at any time 
A Table shows several structures together for quick reference and comparison 

In addition to producing these individual formats, HydroCAD provides a complete report generator which lets you 
design your own report including any combination of formats for one or more structures. This allows complete 
proposals and reports to be produced with an absolute minimum of manual preparation. Actual samples of various 
reports are included in the appendix at the end of this manual. 
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Appendix A: HydroCAD Engineering Specifications 

Subcatchments are described according to standard 
SCS (Soil Conservation Service) methods including 
area, curve number, and time-of-concentration. 

The composite curve number is calculated by 
weighting up to 8 individual CNs. 

The time of concentration for each subcatchment 
may be calculated by any combination of the 
following methods: TR-55 sheet flow, shallow 
concentrated flow, channel flow, upland method, or 
curve number method. Channel flow calculations 
also allow direct entry of circular, rectangular, vee, 
trapezoidal, and parabolic channel geometries. 

e If you wish to use the Rational Method a "C" 
value may also be specified for each subcatchment. 

0 Subcatchment runoff is calculated by performing a 
convolurion of rhe unit hydrograph with [he rainfall 
disrriburion curve. This is the method employed by 
the SCS TR-20 program and HydroCPJ) runoff 
results agree within 1 %. 

The user may choose between 24-hour type I, IA, 
I1 and I11 stonns. Other rainfall distribution are 
easily added by the user. 

The standard SCS unit hydrograph and the 
Delmarva unit hydrograph are provided. Other 
curves may be easily added by the user. 

Rational method may also be used where 
appropriate to generate trapezoidal hydrograph. 

Reach calculations presently employ the Storage- 
Indication method. Other methods (such as 
Attenuation-Kinematic) will be added as the need 
arises, but are only needed for very long reaches. 
For most situations the Storage-Indication method 
produces comparable results in much less time. 

Each reach may have a constant base flow to 
represent continuous non-storm conditions, o r  an 
exfiltration to compensate for porous soils or 
perforated pipes. 

Reaches may be a pipe or a rectangular, vee, or 
trapezoidal channel. Left and right side-slopes may 
be different. Other channel shapes may be utilized 

by entering end-area and stagedischarge curves 
directly. Discharge can also be calculated from 
wetted perimeter data. 

0 Pipes can be automatically sized by Manning's 
equation based on the peak inflow. If the Manning's 
capacity is exceeded a warning message will appear. 

0 When a pipe fills with water the excess will be 
detained without head. If a full culvert analysis is 
required simply model the pipe as a pond with a 
culvert outlet. 

For channels which overtop HydroCAD will 
extrapolate from the end-area and discharge curves, 
and display a warning message. 

Pond calculations employ the industry standard 
Storage-Indication method. 

A starting elevation may be specified for each 
pond to represent the seasonal pre-storm water level. 

Ponds may have multiple outlet control devices 
including a V-Notch weir, Sharp-crested or Broad- 
crested weir, Orifice (horizontal or vertical), or a 
culvert. Culvert calculations handle all types of inlet 
arld outlet control including tailwatzr. 

Each pond may have a special outlet device where 
the dischargz vs. elevation curve is entered manually. 
This may be used alone or in combination with 
standard outlet(s). 

Ponds may have a base flow or exfiltration. 

Each project, or diagram, may contain from 10 to 
1,OOO structures, depending on the program 
purchased. Approximately 90% o f  all user projects 
are less than 40 structures. 

0 A link may be used to manually enter a 
hydrograph, import a hydrograph from an ASCII file, 
or to interconnect several diagrams when handling 
large projects. 

0 A link may also contain a flow threshold and/or 
scale factor, allowing it to be used to establish a flow 
diversion. 

A- 1 
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Appendix B: HydroCAD Computer Requirements 

Hydr0CA.D is available for IBM PCcornpatibles and HP-9000 workstations in order to match your specific 
computing needs. 

Hardware requirements for the PC version: 

IBM-compatible PC, XT, AT, 386 or  486 computer 
MS-DOS operating system . 
640K RAM 
1MB hard disk space (recommended) 
-or- 720K or 1.2MB floppy disk drive 
Hercules, CGA, EGA, or VGA display 
Math co-processor (optional) 
All PC networks and multi-user systems are supported 

Hardware requirements for the workstation version: 

HP-9000, Series 200 or 300 computer 
HP RMB operating system 
IMBRAM 
IMB hard disk space (recommended) 
-or- 720K floppy disk drive 
Math co-processor (optional) 
All HP networks are supported 

Most HP and Epson-compatible printers are supported .including: 

0 HP LaserJet I ,  11, and 111 
HP PainfJet for full color oufput 

0 HP ThinkJet, QuietJet, & DeskJet 
9-pin and 24-pin Epson printers 

0 IBM Proprinter 

HydroCAD also supports the following accessories: 

Mouse (recommended for cursor positioning) 
HP plotter (or compatible) for presentation graphics 
Graphics output to a file for use with Wordperfect" or other applications 

NOTE: New features and hardware support are constantly being added. Please call for current specifications and 
information on your specific requirements. 
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Section 1 - INTRODUCTION TO HydroCADm 

What is HydroCAD? 

HydroCAD is a Computer Aided Design program for modeling the hydrology and hydraulics of stormwater runoff. 
It utilizes the latest techniques from both fields to accurately predict the consequences of any given storm. 
Typically, this allows the engineer to verify that a given drainage system is adequate for the area under 
consideration, or to predict where flooding or erosion are likely to occur. 

HydroCAD takes this capability one step further by maintaining a complete database for the watershed and drainage 
system. With this database, HydroCAD becomes a working model for the entire system where changes can easily 
be made and their effects viewed. With HydroCAD this takes just minutes, not hours, SO the engineer can interact 
with the watershed model in a way not previously possible. This lets the engineer evaluate numerous possible 
designs and choose the one most suitable, not just from a safety and environmental standpoint, but based on cost 
and other considerations as well. 

The advent of interactive design tools, like HydroCAD, frees the engineer to concentrate on creative design, a goal 
which is often sacrificed when analysis of each design requires hours or  days of tedious calculations. No prol oram 
can substitute for human creativity, but it can greatly aid that creativity by assisting with the critical analysis of each 
idea or design. This is the goal of HydroCAD. 

Finding the Information You Need 

This manual is a User’s Guide. It contains the material n d e d  by a qualified engineer to opeme the program. 
For additional i i i fomt ion  please refer to the following publications: 

0 Introduction to HydroCAD provides a general discussion of the scope and purpose of HydroCXD. 
Technical Reference hlanual provides a detailed description of the techniques and calculations employed. 
Applications N o t 6  contain additional information on specific topics. 
HydroCAD Support Letter provides information on nzw features and commonly asked questions. 

The on-line help system, as described later, also provides information on many topics. 

Conventions Used In This hlanual 

Throughout this manual, small bold type indicates a specific key that must be pressed, such as ENTER. These- 
include the actual keyboard keys such as DELETE, plus the function keys which are labeled on the bottom of the 
screen. For example: 

The QUIT key will terminate the current activity. 
The ACCEPT key will accept the data you have entered. 

Underlined words designate an entry by the user. After each entry you must also press the ENTER or RETURN key. 
For example, HYDROCAD means that the user types the underlined text exactly as shown and then presses the 
ENTER key (or RETURN or  EXECUTE on some keyboards). 
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Section 1 - INTRODUCTION 

Understanding HydroCAD 

HydroCAD is a collection of techniques for the generation and routing of hydrogmphs. It also provides many other 
related calculations such time of concentration, weighted curve numbers, pond volumes, stagedischarge curves, etc. 
This broad range of capabilities allows a large number of studies to be performed entirely within HydroCAD. 

But HydroCAD provides features that go far beyond its computational capabilities. It provides an automatic 
graphical environment which provides enormous gains in productivity and clarity over traditional drainage software. 
Please see the HvdroCAD Users Guide for details on these operational features. 

HydroCAD is a hydrograph routing model. It is designed specifically to handle time varyingflows, as required for 
pond design and other volume-sensitive calculations. As such, HydroCAD routes completely through one structure 
at a time. Only after determining the outflow hydrograph from a given structure does it consider the next structure 
downstream. 

Certain calculations, such as channel backwater or pressurized pipe nehvorks, are normally analyzed under con.sIsIatu 
f low conditions. These tasks are best addressed by steady-state numerical techniques, and not by a hydrograph 
routing system, such as HydroCAD. In fact, many problems will involve the use of HydroCAD to model the 
overall drainage system, plus a steady-state analysis of specific components. This is an unavoidable consequence 
of the different methodologies. 

Using this Manual 

This manual describes the exact calculations performed by HydroCAD. It is intended to provide the engineer with 
insight into these techniques so that their application and limitations can be better understood. This manual also 
provides the information necessary for independent verification of HydroCAD's results. 

Where additional information is needed the reader is urged to consult the references listed at the end of this manual. 
In each section specific references are made to the appropriate sources. All references are of the form [3 p.121, 
meaning reference number 3,  page 12. 

This manual does nor contain operating instructions for HydroCAD, or information on the routing diagram or other 
operational features. Please see the HydroCAD User's Guide for this information. 
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STORMWATER 
MODELING 
SYSTEM APPLICATION NOTE 4 

A COMPARISON OF TR-20 and TR-55 RUNOFF METHODOLOGY 

HydroCAD runoff determination is based upon the USDA Soil Conservation Service Technical Release Number 
20, commonly known as SCS TR-20. TR-20 uses a numerical unit hydrograph procedure for predicting runoff. 
This is the most precise procedure developed by the SCS for this purpose. 

Because of the complexity of TR-20 it isn't practical to perform these calculations by hand. To provide a 
noncomputenzed solution, SCS used TR-20 to develop a set of tabular hydrographs which could be manipulated 
by hand. This information constitutes the "Tabular Method" as published in TR-55. Since the TR-55 tables are 
derivedfrom TR-20, the accuracy of TR-55 can at best match that of TR-20. In many situations the results will 
be very close, and the two methods can be used interchangeably. However, the assumptions and simplifications 
used to develop TR-55 can produce errors in certain cases. The TR-55 manual specifically advises: 

"Use the TR-20 computer program instead of the tabular method if any of the following conditions applies: 
Tc is greater than 2 hours. 
Drainage a r m  of individual subareas differ by a factor of 5 or more. 
The entire composite flood hydrograph or runoff volume is required for detailed flood routings." 

Other limitations stated in TR-55 include: 
The minimum Tc is .1 hours. Use of TR-55 when T c < .  1 will result in underestimation of runoff. 
Tc  is rounded to the nearest tabulated value thus underestimating or overestimating runoff. 
All tables were developed with a curve number of 75. As the CN varies from 75 accuracy is reduced. 

These differences are clearly summarized in the TR-55 manual: 
"This method (TR-55) approximates TR-20, a more detailed hydrograph procedure . . . Use 
TR-20 if the watershed is very complex or a higher degree of accuracy is required." 

This applies particularly to the design of detention basins which are very sensitive to changes in the inflow 
hydrograph. Again quoting from TR-55: 

"The procedure (TR-55) should not be used to perfom final design if  an error in storage of 25 
percent cannot be tolerated . . . More detailed hydrograph development and routing will often 
pay for itself through reduced construction costs. " 

For  these reasons and others, users of TR-55 are gradually shifting over to products based on TR-20. While this 
change will insure more accurate studies, the engineer must still meet local and state requirements, some of which 
still specify TR-55. In response to this the following points can be made: 

1) In many applications TR-20 will produce almost identical results to TR-55 and can be used 
interchangeably. In such cases TR-55 can be used to verify TR-20 studies, and vice versa. 

2) When results do differ i t  is due to the inaccuracy of TR-55. In most instances, it will be found 
that one or  more of the limitations listed above has been exceeded. In these cases ignoring the 
(correct) results obtained with TR-20 can lead to inadequate drainage designs and future problems. 

Note: See Application Note 5 for a cornparision of other aspects of TR-20 and TR-55. 
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HydroCAD'"' 

Requires direct entry of 
composite curve number 

N o  restrictions 

Contains no Tc 
calculiitions: Requires 
direct entry of Tc 

STORM WATER 
MODELING 
SYSTEM 

Weights curve numbers 

Reduced accuracy as CN 
differs from 7 5  

Calculates Tc for sheet, 
shallow concentrated, & 
channel flow 

APPLICATION NOTE 5 

Time of 
concentration 
calculations 

Tc limitations 

Tc precision 

Subarea limitations 

A COMPARISON OF HvdroCAD. TR-20. AND TR-55 

Calculates Tc by all TR-55 
methods plus common 
channel shapes, upland 
method, & CN method 

No restrictions 

1/10 minute (1/600 hour) 

None 

The fol lowing table summarim the similarities and differences between these three programs. 
HydroCAD combines selected features of TR-20 and TR-55 with other capabilities. 

Note that 

Reach routing 

Runoff methodology 
(also see A.N. 4) 

Rainfall types 

Storage-indication method 1 
wi th  automatic calculation 
of stage-discharge I 

Unit hydrograph 

Pond routing I Storage-indication method 

Curve number entry 

1 

HydroCAD 

Must be entered directly, n/a 
IO calculations provided 

3irect entry n/a 

, none none 

"Batch mode" calculation 
of entire watershed calculation 

none none 

Manual Manual 

Manual Manual 

Manual initiation of each 

SCS unit hydrograph 
procedure 

SCS type I, IA, I I ,  & 111, 
plus user-defined storms 

SCS or Delmarva U.H., 
plus user defined curves 

Weights multiple curve 
numbers 

Modified Att-Kin procedure 

Storaae-indication method 

~~ 

~ Curve ~____ number -1 NO restrictions 
limitations 

Separate runoff tables for 
travel times of 0 to 3 
hours 

None. estimates effect 

:alculation procedure 

Runoff accuracy I Within 1% of TR-20 

Automatically triggered by 
changes and sequenced by 
routing diagram 

Stage-discharge Automatic calculation for 
curve hydraulics I many common outlets 

Stage-storage curve Automatic calculation from 
areas, plus direct entry 

Routing diagram I Interactive, on-screen 

Data storage 

TR-20 I TR-55 I 
Tabular method derived 

Drocedure I from TR-20 I SCS unit hydrograph 

~ 

1 SCS type 1, IA, I I  & 111 I scs type I, IA, I I  & III 

SCS Unit Hydrograph or 
user defined curve 

SCS Unit Hydrograph only 

~~ 

No restrictions I Limited to .1 to 2 hrs 1 

Must not differ by more 

Within 25% of TR-20 "The standard" 
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Appendix C: Computer program 

me TR-5.5 procedures have been incorporated in a 
.:ornputer program. The program. written in BASIC. 
requires less than 256K memory to operate and was 
cieveiopea for an MS-DOS operating system. Users of 
rne program. however. std need to be farmliar with 
:he procedures in this TR. Features or' the program 
inciude the foilowmg: 

The full screen (24 lines. $0 columns) is used to 
vnter data. Flexibility of coding allows movement'--. 
About the screen for quick data modifications. 

Function keys provide menu power to move to 
I ldferent modules (TR-55 chapters) within the 
n romm.  Some keys are permanently defined 
..vnile others vary by module. 

'. Help" screens provide pertinent information to 
the user depending on location in the program. 
Two tJpes of information are included (1) define 
system operation and (2) describe input 
parameters. 

@ iTser files provide for optional entry of local data. 
such as rainfall-frequency, graphic peak discharge 
equation coefficients, and tabular hydrographs for 
other rainfall distributions. 

Copies of the program can be obtained from- 

Sationai T e c h c a l  Information Semice 
C.S. Department of Commerce 
.j285 POIT Royal Road 
Springtieid, VA 22161 
Telephone (703) 4874650 



Preface 

T e c h c a l  Release 55 (TR-55) presents simplified 
procedures to calculate storm runoff volume. p.eak 
rate of dkcharge. hydroqraphs. and storage volumes 
reqwed for rloodwater reservoirs. These procedures 
are applicable in small watersheds, especially 
urbanizing watersheds. in the United States. First 
issued by the Soil Conservation Service 6 C S )  in 
.January 1975. TR.55 incorporates current SCS 
procedures. This revision includes results of recent 
research and other changes based on e.uperience-Gth 
use of the original edition. 

The major revisions and additions are- 

1. 

4. 

3. 

6. 0 - 
1 .  

8. 
9. 

A flow chart for selecting the appropriate 
procedure: 
Three additionai rain distributions: 
Expansion oi the chapter on runoff curve 
numbers: 
A procedure for calculating travel times of 
sheet flow: 
Deletion of a chapter on peak discharges; 
Modifications to the Graphical Peak Discharge 
method and Tabular H y d r o p p h  method; 
X new storage routing procedure: 
Features of the TR-55 computer program: and 
Worksheets. 

This revision was prepared by Roger Cronshey, 
Hydraulic Envneer. Hydrology Unit, SCS, 
Washumon. DC: Dr. Richard H. SIcCuen. Professor 
,)i Civil -Enweering, Univemity of Maryland. College 
Park. MD: Yoman &Miller. Head, Hydrology Unit. 
SCS. Washington. DC; Dr.Walter Rawls. 
Hydrologist. Xgncultural Research Service. 
Beltsville. MD; Sam Robbins (deceased), formerly 
Hydraulic Engmeer. SCS. South National Technical ~ 

Center (NTC), Fort Worth, TX; and Don Woodward, 
Hydraulic Engineer, SCS. Northeast NTC, Chester, 
PA. Valuable contributions were made by John 
Chenoweth, Stan Hamiiton. William Merkel, Robert 
Rallison (ret.), Harvey Richardson, Wendell Styner, 
other SCS hydraulic engineers. and Teresa Seeman. 

Revised June 1986 
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Chapter 1: Introduction b, 4 4  6 

Tie conversion o i  rural land to urban iand usuailv 
.ncreases erosion ana the iiscnarqe ana volume oi 
;;om rmoif in a watersnea. I C  ais0 causes ocher 
.:rooiems tnat affect sod ana water. .b p a n  oi 
nroprams esabiisnea to ailevlate these prooiems. 
-nqneem increasinqiy must assess the probable 
-sects o i  urban development. iu weii as design and 
:.npiement measures that uiil mirumlze its adverse 
effects. . --. 

Tecnnica Release 55 (TR-55) presents simplified 
nroceaures ior estunating runoif and peak discharges 
in smad watersheds. In selecting the appropnate 
?roceaure. consider the scope and complexity of the 
nrooiem. che avadable data. and the acceptable level 
.A' error. While t h  TR ,qves speciai empnasis to 
x o a n  ana urbaruvnq watersneds. the procedures 
appiy to any smul watershed in which certain 
:imitations are met. 

Effects of urban development a 
.h urban or urbaruzmq watershed is one rn which 
mperv~ous suriaces cover or mil soon cover a 
ionsiderade area. lmpemous suriaces include roads. 
3ioewaiks. parmq lots. and buidings. Natural flow 
patns m tne watersned may oe replaced or 
-implemented bv paved putters. storm sewers. or 
mer elements OI muicial dramage. 

Fivdroiomc studes to determine runoff and peak 
iiuscnarqe should ideally be based on long-term 
sationary streamflow records for-the area. Such 
records are seldom avadable for small drainage 
areas. Even where they are avadable. accurate 
satutical  anaiysis of them is usually impossible 
because of the conversion of land to urban uses 
dunnlJ the period of record. I t  therefore is necessary 
to estimate peak discharges with hydrologc models 
based on measurable watershed characteristics. Only 
through an understanding of these characteristics 
m d  experience in usmg these models can we make 
sound judgments on how to aiter model parameters 
:o reflect cnangmg watersnea conciitions. 

Crbanuacion cnanpes a watersned's response to 
?recipitation. The most common eiiects are reduced 
iruiltration ana decreased travel tune. which 
=ignuicantiy increase peak dscharqes and runoil. 
Runoif is aetemined prirnaniy by the amount of 
precipitation ana by infiltration charactenstics 
related to sod type. soil moisture. antecedent ramfall. 
cover type. impervious surfaces. and surface 
retention. Travei time is determined pnmanly by 
slope. ienqth o i  flow path. depth of flow, and 
roughness oi flow surfaces. Peak discharges are 
based on the relationstup of these parametem and on 
the total dmnage  area of the watershed, the location 
I,f the development. the effect of any flood control 
works or other natural or manmade storage, and the 
Lime distnbution oi ratniall d u n g  a gwen storm 
event. 

The model descnbed in TR.56 begins with a rainfall 
amount uruformly imposed on the watemhed over a 
speclried time distnbution. Mass ramfall is converted 
to mass runoff by usmg a runoif curve number (CN). 
CN is based on soils. plant cover. amount of 
impervious areas. interception, and surface storage. 
Run08 is then transformed into a hydrograph by 
using umt hydrograph theory and m u m  procedures 
that depend on runoff travel time through segments 
of the watershed. 

For a description o i  the hydrograph development 
rnethoa usea by 3CS. see cnapter 16 of the 8CS 
Yationai E n p e e m g  Hantibook. Section 
4-Hydrology ( N E H 1 )  (SCS 1985). The routing 
method Modified Att-Kin) is explained in appendixes 
G and H of draft Technical Release 20 Cl'R-200) (SCS 
1983). 

TR-55 includes four regionai mnfd time 
distributions. See appendix B for a discussion of how 
these distributions were developed. 

=u1 four distributions are for a %hour period. This 
period was chosen because of the general avadability 
of daily ramfall data that were used to estimate 
24-hour rainfall amounts. The &%hour duration spans 
most oi the applications of TR.55. 

(210-VI-TR-55. Second Ed.. June 1986) 1-1 
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. ~ e t n o r k  w r e  1 ieriwri from nycu-oe-rapns prepared by 
;,roceaures outiinea in cnapter i6 ( ~ t '  SEH4 tSCS 
1!!$.3i. The computations Lvere maae xith a 
:I lmputenzecr 5CS hvriroioenc moriei. TR-20 (SCS 
Il)rj;3). 

The methods in cnapterz 4 a n i  .5 snould be used in 
xcorriance ~ i ~ t h  specrilc aidelines. If basic data are 
improperly prepared or adjustments not properiy 
~isea. errors niil resuit. 

Storage effects 
I< u no t'f 

: ,-.-:.irnatt! rmoif from storm rainiail. SCS uses the 
: : : i t i ~ ~ r i  (*;irve Siimber i(.'S) metnoci (See chapters 4 
. nroiicn 11, 1 1 1 '  SEH-4.  SCS 1985L Determination o i  
4 ' S  aicI)ttncis on iiw tvatersneti'.; soli and cover 
.I Inriitions. ivnicn the mociel represents as hyaroloec 
..oii qoup .  cover t!pe. treatment. and hydrolop 
mdition. Chapter 2 o i  this TR discusses the effect a .  ; urban rieveiopment o n  L'S and espiains how to 

*.ise C'S to estimate runoif. 

Time parameters 

h J C e l '  :; &cr:nes ;L :r,etnoci ii)r et imatine tne 
.:lr;tmecers ;:sea to iiistnbute tne runoff into a 

: , ~ . - ~ i r o ~ a p n .  'The metnod is based on velocities oi  
::ow througn s e m e n t s  of the ivatersned. Two ma.jor 
.urameters :ire time or' concentration {T,:) and travei 
' ; m e  
. ?e Ilrt..er pardmeters used are the same ;is those 
ijeti in accepted hyrirauiic anaiyses of open channels. 

tlotv tnrougn the dements  {T,). These and 

!,Ian. methoris are empirically derived from actual 
r*.inofi h y i r o m p n s  ana watershed characteristics. 
?-he method in cnapter :3 !vas cnosen because it is 
.:wit: nou'ever. other methocis may be used. 

Peak discharge and hydrographs 

a haDter 4 liescribes a method for mprodmathc  . .  
:wK r x e s  l i t '  rfiscnartze. and chapter .i descnbes a 
:nethod r'or ontaininq or routine hya rovpns .  Both 

'hapter 6 outlines proceaures to account for the 
effect or detention-type storace. I t  provides a 
shortcut method to estimate temporary tlood storage 
based on hydrologic data developed from the 
h p n i c a l  PeaK Discnarge or Tabular Hydrograph 

met hods. 

By increasing runoff and decreasinq travel times, 
urbanuation can be expected to increase downstream 
peak discharges. Chapter ri discusses how tlood 
(letention can mod& the hydroqraph so that. ideally, 
1 iownstream peak discharqe is reduced approximately 
ro the predeveiopment condition. The shortcuts in 
chapter 6 ; r e  userul in sizinq a basin even though 
:he rinai design rnav require a more detailed anaivsis. 

Selecting the appropriate procedures 

Fiqure 1-1 is a [low chart that shows how to selkt 
the appropnate procedures to use in TR-55. In the 
figure. the diamond-shaped box labeled "Subareas 
requlred?" directs the user to the appropriate 
method based on whether the watershed needs to be 
divided into subareas. Watershed subdivision is 
requlred when signuicantiy different conditions 
dfecting runoxf or tirmng are present m the 
txatersned-for e.uample. if the watershed has wdely 
tlifferine: curve numbers or nonhomogeneous slope 
patterns. 

1-2 (210-VI-TR-55. Second Ed.. June 1986) 
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000033 Figum l-I.-Flor e h u t  for wkaing the ap9rOpri~U p m a d u n r  in TR-65. 
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SECTION 1 

INTRODUCTION 

The Hydrologic Evaluation of Landfill Performance (HELP) computer program is 
a quasi-two-dimensional hydrologic model of water movement across, into, through and 
out of landfills. The model accepts weather, soil and design data, and uses solution 
techniques that account for the effects of surfam storage, snowmelt, runoff, infiltration, 
evapotranspiration, vegetative growth, soil moisture storage, lateral subsurface drainage, 
leachate recirculation, unsaturated vertical drainage, and leakage through soil,- 
geomembrane or composite linen. Landfill systems including various combinations of 
vegetation, cover soils, waste cells, lateral drain layen, low permeability barrier soils, 
and synthetic geomembrane liners may be modeled. The program was developed to 
conduct water balance analysis of landfills, cover systems and solid waste disposal and 
containment facilities. As such, the model facilitates rapid estimation of the amounts of 
mnoff, evapotranspiration, drainage, leachate collection and liner leakage that may be 
expected to result from the operation of a wide variety of landfill designs. The primary 
purpose of the model is to assist in the comparison of design alternatives as judged by 
their water balances. The model, applicable to open, partially closed, and fully closed 
sites, is a tool for both designers and permit writers. 

1.1 BACKGROUND 

The HELP program, Versions 1 ,2  and 3, was developed by the U.S. Army Engineer 
Waterways Experiment Station (WES), Vicksburg, MS, for the U.S. Environmental 
Protection Agency (EPA), Risk Reduction Engineering Laboratory, Cincinnati, OH, in 
response to needs in the Resource Conservation and Recovery Act (RCRA) and the 
Comprehensive Environmental Response, Compensation and Liability Act (CERCLA, 
better known as Superfund) as identified by the EPA Office of Solid Waste, 
Washington, DC. 

HELP Version 1 (Schroeder et al., 1984) represented a major advance beyond the 
Hydrologic Simulation on Solid Waste Disposal Sites (HSSWDS) program (Perrier &d 
Gibson, 1980; Schroeder and Gibson, 1982), which was also developed at WES. The 
HSSWDS model simulated only the cover system, did not model lateral flow through 
drainage layers, and handled venical drainage only in a rudimentary manner. The 
infiltration, percolation and evapotranspiration routines were almost identical to those 
used in the Chemicals, Runoff, and Erosion from Agricultural Management Systems 
(CREAMS) model, which was developed by Knisel (1980) for the U.S. Department of 
Agriculture (USDA). The runoff and infiltration routines relied heavily on the 
Hydrology Section of the National Engineering Handbook (USDA, Soil Conservation 
Service, 1985). Version 1 of the HELP model incorporated a lateral subsurface drainage 
model and improved unsaturated drainage and liner leakage models into the HSSWDS 
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model. In addition, the HELP model provided simulation of the entire landfill including 
leachate collection and liner systems. 

Version 2 (Schroeder et at., 1988) represented a great enhancement of the capabilities 
of the HELP model. The WGEN synthetic weather generator developed by the USDA 
Agricultural Research Service (ARS) (Richardson and Wright, 1984) was added to the 
model to yield daily values of precipitation, temperature and solar radiation. This 
replaced the use of normal mean monthly temperature and solar radiation values and 
improved the modeling of snow and evapotranspiration. Also, a vegetative growth model 
from the Simulator for Water Resources in Rural Basins (SWRRB) model developed by 
the A R S  (Arnold et al., 1989) was merged into the HELP model to calculate daily leaf 
area indices. Modeling of unsaturated hydraulic conductivity and flow and lateral 
drainage computations were improved. Accuracy was increased with the use of double 
precision. Default soil data were improved, and the model permitted use of more layers 
and initialization of soil moisture content. Input and editing were simplified. Output was 
clarified, and standard deviations were reported. 

. 

In Version 3,  the HELP model has been greatly enhanced beyond Version 2. The 
number of layers that can be modeled has been increased. The default soillmaterial 
texture list has been expanded to contain additional waste materials, geomembranes, 
geosynthetic drainage nets and compacted soils. The model also permits the use of a 
user-built library of soil textures. Computation of leachate recirculation between soil 
layers and groundwater drainage into the landfill have been added. Moreover, HELP 
Version 3 accounts for leakage through geomembranes due to manufacturing defects 
(pinholes) and installation defects (punctures, tears and seaming flaws) and by vapor 
diffusion through the liner. The estimation of runoff from the surface of the landfill has 
been improved to account for large landfill surface slopes and slope lengths. The 
snowmelt model has been replaced with an energy-based model; the Priestly-Taylor 
potential evapotranspiration model has been replaced with a Penman method, 
incorporating wind and humidity effects as well as long wave radiation losses (heat loss 
at night). A frozen soil model has been added to improve infiltration and runoff 
predictions in cold regions. The unsaturated vertical drainage model has also been 
improved to aid in storage computations. Input and editing have been further simplified - 
with interactive, hll-screen, menu-driven input techniques. 

- In addition, the HELP Version 3 model provides a variety of methods for specifymg 
precipitation, temperature and solar radiation data. Now, data from the most commonly 
available government and commercial sources can be imported easily. Moteover, data 
used in HELP Version 2 can still be used with minimum user effort. Specifying weather 
data manually and editing previously entered weather data can be easily done by using 
built-in spreadsheet facilities. 

The use of data files in Version 3 is much simpler and more convenient than HELP 
Version 2 because data are saved permanently in user defined file names at a user- 
specified location. Similarly, the user has more flexibility to define units for every type 
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of data needed to run the HELP model. Finally, Version 3 of the HELP model provides 
on-line help at every step of the data p r e p d o n  p m .  

Although applicable to most landfill applications, the HELP model was developed 
specifically to perform hazardous and municipal waste disposal landfill evaluations as 
required by RCRA. Hazardous waste disposal landfills generally should have a liner to 
prevent migration of waste from the landfill, a final cover to minimize the production of 
leachate following closure, careful controls of runon and runoff, and limits on the 
buildup of leachate head over the liner to no more than 1 ft. The HELP model is useful 
for predicting the amounts of runoff, drainage, and leachate expected for reasonable- 
designs as well as the buildup of leachate above the liner. However, the model should 
not be expected to produce credible results from input unrepresentative of landfills. 

1.2 OVERVIEW 

The principal purpose of this User’s Guide is to provide the basic information needed 
to use the computer program. Thus, while some attention must be given to definitions, 
descriptions of variables and interpretation of results, only a minimal amount of such 
information is provided. Detailed documentation providing in-depth coverage of the 
theory and assumptions on which the model is based and the internal logic of the 
program is also available (Schroeder et al., 1994). Potential HELP users are strongly 
encouraged to study the documentation and this User’s Guide before attempting to use 
the program to evaluate a landfill design. Additional documentation concerning the 
sensitivity of program inputs, application of the model and verification of model 
predictions are under development. 

1.3 SYSTEM AND OPERATING DOCUMENTATION 

1.3.1 Computer Equipment 

The model entitled “The Hydrologic Evaluation of Landfill Performance“ (HELP) 
was written to run on IBM-compatible personal computers (PC) under the DOS 
environment. 

1.3.2 Required Hardware 

The following IBMcompatibleCPU (8088, 80286, 80386 or 80486) hardware is 
required: 

1. Monitor, preferably color EGA or better 

3 mm3 



2. Floppy disk drive (5.25-inch double-sided, double- or highdensity; or 3.5-inch 
double-sided, double- or highdensity) 

3. Hard disk drive or a second floppy disk drive 

4. 400k bytes or more of available RAM memory 

5. 8087, 80287, 80387 or 80486 math cuprocessor 

6. Printer, if a hard copy is desired 

1.3.3 Software Requirements 

The user must use Microsoft or compatible Disk Operating Systems (MS-DOS) 
Version 2.10 or a higher version. The user interface executable module was compiled 
and linked with Microsoft Basic Professional Development System 7.1. Other executable 
components were compiled with the Ryan-McFarland FORTRAN Version 2.42. The 
Microsoft Basic Professional Development System and Ryan-McFarland FORTRAN 
compiler are not needed to run the HELP Model. 
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PROGRAM IDENTIFICATION 

PROGRAM TITLE: Hydrologic Evaluation of Landfill Performance (HELP) Model 

WRITERS: Paul R. Schroeder, Tamsen S. Dozier, John W. Sjostrom and Bruce M. McEnroe 
__. . __ - 

ORGANIZATION: U.S. Army Corps of Engineers, Waterways Experiment Station (WES) 

DATE: September 1994 

UPDATE: None Version No,: 3.00 

SOURCE LANGUAGE: The simulation code is written in ANSI FORTRAN 77 using Ryan- 
McFarland Fortran Version 2.44 with assembly language and Spindrift Library 
extensions for Ryan-McFarland Fortran to perform system calls, and screen operations. 
The user interface is written in BASIC using Microsoft Basic Professional Development 
System Version 7.1. Several of the user interface support routines are written in ANSI 
FORTRAN 77 using Ryan-McFarland Fortran Version 2.44, including the synthetic 
weather generator and the ASCII data import utilities. 

HARDWARE: The model was written to run on IBM-compatible personal computers under 
the DOS environment. The program requires an IBM-compatible 8088, 80286, 80386 
or 80486-based CPU (preferably 80386 or 80486) with an 8087, 80287,80387 or 80486 
math co-processor. The computer system must have a monitor (preferably color EGA 
or better), a 3.5- or 5.25-inch floppy disk drive (preferably 3.5-inch double-sided, high- 
density), a hard disk drive with 6 MB of available storage, and 400k bytes or more of 
available low level RAM. A printer is needed if a hard copy is desired. 

AVAILABILITY: The source code and executable d e  for IBM-compatible personal comput- 
ers are available from the National Technical Information Service (NTIS). Limited 
distribution immediately following the initial distribution will be available from the 
USEPA Risk Reduction Engineering Laboratory, the USEPA Center for Environmental 
Research Information and the USAE Waterways Experiment Station. 
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ABSTRACT: The Hydrologic Evaluation of Landfill Performance (HELP) computer program 
is a quasi-twdimensional hydrologic model of water movement across, into, through 
and out of landfills. The model accepts weather, soil and design data and uses solution 
techniques that account for surface storage, snowmelt, runoff, infiltration, vegetative 
growth, evapotranspiration, soil moisture storage, lateral subsurface drainage, leachate 
recirculation, unsaturated vertical drainage, and leakage through soil, geomembrane or 
composite liners. Landfill systems including combinations of vegetation, cover soils, 
waste cells, lateral drain layers, barrier soils, and synthetic geomembrane liners may be 
modeled. The program was developed to conduct water balance analyses of landfills, 
cover systems, and solid waste disposal facilities. As such, the model facilitates rapid 
estimation of the amounts of runoff, evapotranspiration, drainage, leachate collection, and 
liner leakage that may be expected to result from the operation of a wide variety of 
landfill designs. The primary purpose of the model is to assist in the comparison of 
design alternatives as judged by their water balances. The model, applicable to open, 
pamally closed, and fully closed sites, is a tool for both designers and permit writers. 

The HELP model uses many process descriptions that were previously developed, 
reported in the literature, and used in other hydrologic models. The optional synthetic 
weather generator is the WGEN model of the U.S. Department of Agriculture (USDA) 
Agricultural Research Service ( U S )  (Richardson and Wright, 1984). Runoff modeling 
is based on the USDA Soil Conservation Service (SCS) curve number method presented 
in Section 4 of the National Engineering Handbook (USDA, SCS, 1985). Potential 
evapotranspiration is modeled by a modified Penman method (Penman, 1963). 
Evaporation from soil is modeled in the manner developed by Ritchie (1972) and used 
in various ARS models including the Simulator for Water Resources in Rural Basins 
(SWRRB) (Arnold et al., 1989) and the Chemicals, Runoff, and Erosion from 
Agricultural Management System (CREAMS) (Knisel, 1980). Plant transpiration is 
computed by the Ritchie’s (1972) method used in SWRRB and CREAMS. The 
vegetative growth model was extracted from the SWRRB model. Evaporation of 
interception, snow and surface water is based on an energy balance. Interception is 
modeled by the method proposed by Horton (1919). Snowmelt modeling is based on the 
SNOW-17 routine of the National Weather Service River Forecast System (NWSRFS) 
Snow Accumulation and Ablation Model (Anderson, 1973). The frozen soil submodel 
is based on a routine used in the CREAMS model (Knisel et al., 1985). Vertical 
drainage is modeled by Darcy’s (1856) law using the Campbell (1974) equation for 

- - _ _  unsaturated hydraulic conductivity based on the Brooks-Corey (1964) relationship. 
Saturated lateral drainage is modeled by an analytical approximation to the steady-state 
solution of the Boussinesq equation employing the Dupuit-Forchheimer (Forchheimer, 
1930) assumptions. Leakage through geomembranes is modeled by a Series of equations 
based on the compilations by Giroud et al. (1989, 1992). The processe~ are linked 
together in a sequential order starting at the surface with a surface water balance; then 
evapotranspiration from the soil profde; and finally drainage and water muting, Starting 
at the surface with infiltration and then proceeding downward through the landfill prome 
to the bottom. The solution procedure is applied repetitively for each day as it simulates 
the water routing throughout the simulation period. 
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NARRATIVE DESCRIFI'ION 

The HELP program, Versions 1 , 2  and 3, was developed by the U.S. Army Engineer 
Watenvays Experiment Station (WES), Vicksburg, MS, for the U.S. Environmental 
Protection Agency (EPA), Risk Reduction Engineering Laboratory, Cincinnati, OH, in 
response to needs in the Resource Conservation and Recovery Act (RCR4) and the 
Comprehensive Environmental Response, Compensation and Liability Act (CERCLA,- 
better known as Superfund) as identified by the EPA Office of Solid Waste, 
Washington, DC. The primary purpose of the model is to assist h the comparison of 
landfill design alternatives as judged by their water balances. 

- 

The Hydrologic Evaluation of Landfill Performance (HELP) model was developed 
to help hazardous waste landNl designers and regulators evaluate the hydrologic 
performance of proposed landfill designs. The model accepts weather, soil and design 
data and uses solution techniques that account for the effects of surface storage, 
snowmelt, runoff, infiltration, evapotranspiration, vegetative growth, soil moisture 
storage, lateral subsurface drainage, leachate recirculation, unsaturated vertical drainage, 
and leakage through soil, geomembrane or composite liners. Landfill systems including 
various combinations of vegetation, cover soils, waste cells, lateral drain layers, low 
permeability barrier soils, and synthetic geomembrane liners may be modeled. Results 
are expressed as daily, monthly, annual and long-term average water budgets. 

The HELP model is a quasi-two-dimensional, deterministic, water-routing model for 
determining water balances. The model was adapted from the HSSWDS (Hydrologic 
Simulation Model for Estimating Percolation at Solid Waste Disposal Sites) model of the 
U.S. Environmental Protection Agency (Perrier and Gibson, 1980; Schroeder and 
Gibson, 1982), and various models of the U.S. Agricultural Research Service (ARS), 
including the CREAMS (Chemical Runoff and Erosion from Agricultural Management 
Systems) model (Knisel, 1980), the SWRRB (Simulator for Water Resources in Rural 
Basins) model (Arnold et al., 1989), the SNOW-17 routine of the National Weather 
Service River Forecast System (NWSRFS) Snow Accumulation and Ablation Mdel  
(Anderson, 1973), and the WGEN synthetic weather generator (Richardson and Wright, 
1984). 

HELP Version 1 (Schroeder et al., 1984a and 1984b) represented a major advance 
beyond the HSSWDS program (Penier and Gibson, 1980; Schroeder and Gibson, 1982), 
which was also developed at WES. The HSSWDS model simulated only the cover 
system, did not model lateral flow through drainage layers, and handled vertical drainage 
only in a rudimentary manner. The infiltration, percolation and evapotranspiration 
routines were almost identical to those used in the Chemicals, Runoff, and Erosion from 
Agricultural Management Systems (CREAMS) model, which was developed by Knisel 
(1980) for the U.S. Department of Agriculture (USDA). The runoff and infiltration 
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routines relied heady  on the Hydrology Section of the National Engineering Handbook 
(USDA, SoilConservation Service, 1985). Version 1 of the HELP model incorporated 
a lateral subsurface drainage model and improved unsaturated drainage and liner leakage 
mod& into the HSSWDS model. In addition, the HELP model provided simulation of 
the entire landfill inchding leachate collection and liner systems. 

Version 1 of the HELP program was tested extensively using both field and 
labratory data. HELP Version 1 simulation results we= compared to field data for 
20 1andfd.l ceUs from seven sites (Schroeder and Peyton, 1987a). The lateral drainage 
component of HELP Version 1 was tested against experimental results from two large- 
d e  physical models of landfill lineridrain systems (Schroeder and Peyton, 1987b). The 
results of these tests provided motivation for some of the improvements incorporated into 
HELP Version 2. 

Version 2 (Schroeder et al. * 1988a and 1988b) presented a great enhancement of the 
capabilities of the HELP model. The WGEN synthetic weather generator developed by 
the USDA Agricultural Research Service (ARS) (Richardson and Wright, 1984) was 
added to the modd to- yield daily values of precipitation, temperature and solar radiation. 
This replaced 'the use of normal m a n  monthly temperature and solar radiation values and 
improved the modeling of snow and evapotranspiration. Also, a vegetative growth model 
from the Sirnlllazor for Water Resources in Rural Basins (SWRRB) model developed by 
the A M  (Arnold et al., 1989) was merged into the HELP model to calculate daily leaf 
area indices. Modeling of unsaturated hydraulic conductivity and flow and lateral 
drainage computations were improved. Default soil data were improved, and the model 
,permitted use of more 'layers and initialization of soil moisture content. 

In Version 3, the HELP model has been greatly enhanced beyond Version 2. The 
number of layers that can be modeled has been increased. The default soiYmaterial 
texture list has been expanded to contain additional waste materials, geomembranes, 
Wsynthetic drainage nets and compacted soils. The model also permits the use of a 
user-buiit library of soil textures. Computations of leachate r&ulation and 
groundwater ,drainage into the landfill have been added. Moreover, HELP Version 3 
accounts for leakage through geomembranes due to manufacturing defects (pinholes) and 
hskallation defects (punctures, tears and Seaming flaws) and by vapor diffusion through 

/he liner based on the equations compiled by Giroud et al. (1989,1992). The estimation 
of runoff from the surface of the landfd hasbeen i m p r o v m  nt for large landfill 
surface slopes and slope lengths. The snowmelt model has been replaced with an energy- 
based model; tht Priedy-Taylor potential evapotranspiration model has beca replaced 
with a Penman method, incorporating wind and humidity effects as well as long wave 
radiation losses (heat loss at night). A frozen soil model has been added to improve 
infikmion and runoff predictions in cold regions. The unsatumted v d c a i  drainage 
ImoM has also been improved to aid in storage computations. Input and editing have 
been further simplified with interactive, full-screen, menu-driven input techniques. 

- -- - 

The HELP mdei requires daily climatologic data, soil characteristics, and design 
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specifications to perform the analysis. Daily rainfall data may be input by the user, 
generated stochastically, or taken from the model’s historical data base. The model 
contains parameters for generating synthetic precipitation for 139 U.S. cities. The 
historical data base contains five years of daiIy precipitation data for 102 U.S. cities. 
Daily temperature and solar radiation data are generated stochastically or may be input 
by the user. Necessary soil data include porosity, field capacity, wilting point, saturated 
hydraulic conductivity, and Soil Conservation Service (SCS) runoff curve number for 
antecedent moisture condition II. The model contains default soil characteristics for 42 
material types for use when measurements or site-Specific estimates are not available. 
Design specifications include such things as the slope and maximum drainage distance- 
for lateral drainage layers, layer thicknesses, leachate recirculation procedure, surface 
cover characteristics and information on any geomembranes. 

- 

Figure 1 is a deiinition sketch for a somewhat typical closed hazardous waste landfill 
profile. The top portion of the profile (layers 1 through 4) is the cap or cover. The 
bottom poxtion of the landfiU is a double liner system (layers 6 through ll), in this case 
composed of a geomembrane liner and a composite liner. Immediately above the bottom 
composite liner is a leakage detection drainage layer to collect leakage from the primary 
liner, in this case, a geomembrane. Above the primary liner are a geosynthetic drainage 
net and a sand layer that serve as drainage layers for leachate collection. The drain 
layers composed of sand are typically at least 1-ft thick and have suitably spaced 
pexforated or open joint drain pipe embedded below the surface of the liner. The 
leachate collection drainage layer serves to collect any leachate that may percolate 
through the waste layers. In this case where .the liner is solely a geomembrane, a 
drainage net may be used to rapidly drain leachate from the liner, avoiding a significant 
buildup of head and limiting leakage. The liners are sloped to prevent ponding by 
encouraging leachate to flow toward the drains. The net effects are that very little 
leachate should leak through the primary liner and virtually no migration of leachate 
through the bottom composite liner to the natural formations below. Taken as a whole, 
the drainage layers, geomembrane liners, and barrier soil liners may be referred to as the 
leachate collection and removal system (draidliner system) and more specifically a 
double liner system, 

Figure 1 shows eleven layers-four in the cover or cap, one as the waste layers, three 
in the primary leachate mllection and removal system (drain/liner system) and three in 
the secondary leachate collection and removal system (leakage detection). These eleven 
layers comprise three subprofiles or modeling units. A subprofile consists of al l  layers 
between (and hcluding) the landfill surface and the bottom of the top liner system, 
between the bottom of one liner system and the bottom of the next lower liner system, 
or between the bottom of the lowest liner system and the bottom of the lowest soil layer 
modeled. In the sketch, the top subprofile contains the cover layers, the middle 
subprofile contains the waste, drain and liner system for leachate collectioa, and the 
bottom subprofile contains the drain and liner system for leakage detection. Six 
subprofiles in a single landfill profile may be simulated by the model. 
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The layers in the landfill are typed by the hydraulic function that they perform. Four 

types are of layers are available: vertical percolation layers, lateral drainage layers, 
barrier soil linen and geomembrane liners. These layer types are illustrated in Figure 1. 
The topsoil and waste layers are generally vertical percolation layers. Sand layers above 
liners are typically lateral drainage layers; compacted clay layers are typically barrier soil 
liners. Geomembxanes are typed as geomembrane liners. Composite liners are modeled 
as two layers. Gatextiles are not considered as layers unless they perform a unique 
hydraulic function. 

Flow in a vertical percolation layer (e.g., layers 1 and 5 in Figure 1) is either- - 

downward due to gravity drainage or extracted by evapotranspiration. Unsaturated 
vertical drainage is assumed to occur by gravity drainage whenever the soil moisture is 
greater than the field capacity (greater than the wilting point for soils in the evaporative 
zone) or when the soil suction of the layer below the vertical percolation layer is greater 
than the soil suction in the vertical percolation layer. The rate of gravity drainage 
(percolation) in a vertical percolation layer is assumed to be a function of the soil 

be restricted when the layer below is saturated and drains slower than the vertical 
percolation layer. Layers, whose primary hydraulic function is to provide storage of 
moisture and detention of drainage, should normally be designated as vertical percolation 
layers. Waste layers and layers designed to support vegetation should be designated as 
vertical percolation layers, unless the layers provide lateral drainage to collection 
systems. 

I 

a 
i 
1 moisture storage and largely independent of conditions in adjacent layers. The rate can 
J 
* 
3 

Lateral drainage layers (e.g., layers 2, 6, 7 and 9 in Figure 1) are layers that 
promote lateral drainage to collection systems at or below the surface of liner systems. 
Vertical drainage in a lateral drainage layer is modeled in the same manner as for a 
vertical percolation layer, but saturated lateral drainage is allowed. The saturated 
hydraulic conductivity of a lateral drainage layer generally should be greater than 1 x lo’ 
cm/sec for significant lateral drainage to occur. A lateral drainage layer may be 
underlain by only a liner or another lateral drainage layer. The slope of the bottom of 
the layer may vary from 0 to 40 percent. 

Barrier soil liners (e.g., layers 4 and l l  in Figure 1) are intended to restrict vertiwl 
flow. These layers should have hydraulic conductivities substantially lower than those 
of the other types of layers, typically below 1 x lod cm/sec. The program allows only 
downward flow in barrier soil liners. Thus, any water moving into a liner will 
eventually percolate through it. The leakage (percolation) rate depends upon the depth 
of water-saturated soil (head) above the base of the layer, the thickness of the her  and 
the saturated hydraulic conductivity of the barrier soil. Leakage occurs whenever the 
moisture content of the layer above the liner is greater than the field capacity of the 
layer. The program assumes that barrier soil liner is permanently saturated and that its 
properties do not change with time. 

Geomembrane liners (e.g., layers 3, 8 and 10 in Figure 1) are layers of neatly 
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impermeable material that restricts significant leakage to small areas around defects. 
Leakage (percolation) is computed to be the result from three sources: vapor diffusion, 
manufacturing flaws (pinholes) and installation defects (punctures, cracks, tears and bad 
seams). Leakage by vapor diffusion is computed to occur across the entire area of the 
liner as a function of the head on the surface of the liner, the thickness of the 
geomembrane and its vapor diffusivity. Leakage through pinholes and installation defects 
is computed in two steps. First, the area of soil or material contributing to leakage is 
computed as a function of head on the liner, size of hole and the saturated hydraulic 
conductivity of the soils or materials adjacent to the geomembrane liner. Second, the 
rate of leakage in the wetted area is computed as a function of the head, thickness of soil 
and membrane and the saturated hydraulic conductivity of the soils or materials adjacent 
to the geomembrane liner. 

! 

! 
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APPENDIX A 

COMPUTER SOFTWARE USED TO 
PREPARE CALCULATION PACKAGE 

XSTABL - Version 5 

Sharma, S . ,  "XSTABL: An Integrated Slope Stability Analysis Program for 
Personal Computers, Version 5 ,  It Interactive Software Designs, Moscow, ID, 1994. 
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XSTABL 

VERSION 5.00 

CopyrightE 1990 - 1994, All rights reserved. 
IN TERA C TI VE SOFT WA RE DESIGNS, lnc. 

NOTICE 

The XSTABL documentation and software are 
copyrighted with all rights reserved. Under copyright 
laws, no part of  the XSTABL documentation or 
software may be copied, reproduced, transmitted, or 
translated into any language, natural or computer, in 
any form or by any means, without the prior written 
consent of Interactive Software Designs, fnc. 

Although the software has been tested and the 
documentation reviewed, the programs are provided 
"as is" ,  that is, without any warranty, express or 
implied. The user assumes the entire risk as to  the 
quality of the results and operation of the programs. 

Interactive Software Designs, lnc., reserves the right 
to make changes to  the XSTABL software and 
information contained in this document without 
obligation to report such changes to any person of 
such modifications. 

The user is also specifically advised, and cautioned, 
to  exercise careful engineering judgement in the 
correct interpretation of the final results. 
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XSTABL 
License Agreement 

Copyrighto, 1994 
INTERACTIVE SOFTWARE DESIGNS, Inc. 

L .  All Rights Reserved 

READ BEFORE USING 

WARNING: Carefully read this license agreement before using the XSTABL 
program. Use of the program indicates your acceptance of the terms of this license. 

The licensed software is provided for your personal business, professional and 
educational use and may be installed on more than one computer or a single network. 
However, XSTABL may NOT be operated on more than one personal computer at the 
same time. One back-up copy of the original XSTABL disk(s) is permitted to 
safeguard against disk failure. 

Without the written consent of INTERACTIVE SOFTWARE DESIGNS, Inc., YOU 
MAY NOT : 

1. 

2. 

3. 

4. 

Make copies of XSTABL with the intent !o supply other users, 

Transmit XSTABL via any electronic media, 

Duplicate the XSTABL Reference Manual, 

Attempt to disassemble the XSTABL machine-code for any purpose 
whatsoever. 

- .. 
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CHAPTER- 7 

1 .O INTRODUCTION 

XSTABL is a fully integrated slope stability analysis program designed to operate on an * 

IBM personal computer, or close compatible. It permits the engineer to develop the slope 
geometry interactively and perform the slope analysis from within a single program. The slope 
analysis portion of XSTABL uses a modified version of the popular STABL program, 
originally developed at Purdue University. 

XSTABL performs a two dimensional limit equilibrium analysis to compute the factor of 
safety for a layered slope according to: 

(a) General Limit Equilibrium (GLE) Method. 

(b) Janbu's Generalized Procedure of Slices (GPS), 

(c) Simplified Bishop, 

(d) Simplified Janbu. 

If the program is used, to search for the most critical surface, only the simplified Bishop and 
Janbu methods are available for calculating the factor of safety. The program can be used to 
search for the most critical surface or the factor of safety may be determined for specific 
surfaces. XSTABL. version 5.0. is programmed to handle: 

1 .  heterogenous soil systems with up to 20 soil units, 

2.  The strength of a soil unit may be defined using: 

(a) conventional, c-6 parameters. 

(b) undrained strengths as a function of vertical 
effective stress. 

(c) a nonlinear Mohr-Coulomb envelop. 

3. Anisotropic soil strength properties, 
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3. 

5 .  

6. 

7 .  

8. 

9. 

10. 

- 
Reinforced slopes. 

Pore water pressures for effective stress analysis using: 

(a) phreatic and piezometric surfaces 

(b) pore pressure grid 

ic) R,, factor 

(d) constant pore water pressure 

Pseudo-static earthquake loading. 

Surcharge boundary loads, 

Automatic generation and analysis of an unlimited number of 
circular. noncircular and block-shaped failure surfaces. 

Analysis of right-facing slopes, 

Both SI and Imperial units. 

1.1 Summary of Interactive Features of XSTABL 

XST.4BL is intended for use on an IBM-PC. or near compatible. suitably equipped for 
screen graphics. The program uses menus and data-tables to "guide" the potential user through 
the many options available for performing a slope stability analysis. The interactive features of 
XSTABL include: 

1 .  

7 .  

3. 

3. 

5 .  

. 6. 

7 .  

8. 

Selection of options via intuitive, easy to understand menus, 

Context sensitive help information. 

All numeric data is entered through prompts into a table. 

Error checking during data entry phase, 

Slope geometry may be readily reviewed on-screen, 

Previously entered data can be edited, 

Single failure surfaces may be analyzed using several rigorous 
procedures that satisfy force and moment equilibrium, 

Previously saved files can be edited and saved as "new" files, 
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9. XSTABL files may be copied. deleted, printed. renamed or 
viewed wirhour exiting the program. 

p 13\21 

10. Screen plots may be saved to disk in one of several different 
formats for later printing or inclusion within a document 
prepared with a wordprocessing or charting software. 

High quality plots may be generated. using XST.4BL. on 
several different types of output devices if  the screen plots are 
saved in the default format. 

1 1 .  

It is expected that the approach offered by XSTXBL will minimize potential errors and 
provide a more appropriate data preparation method for the less familiar user. The time 
expended in learning to use the program is expected to be nominal and users can be expected to 
senerate input data files almost immediately. 

1.2 General Information 

The XSTABL Reference Manual is intended to provide information about the interactive 
features that allow the user to prepare data files and pe r fom a slope stability analysis. The 
next six chapters of the Reference Manual provides details concerning the following topics: 

1 .  
1 -. 

3. 

3 .  

5 .  

6. 

XSTABL program components. 

XST.4BL menus and. available options, 

Data tables for establishing the slope geometry, and assigning 
soil properties and boundary loads, 

Methods of analysis, 

Slope stability analysis, including the creation and saving of 
screen plots. 

Printing of hardcopy plots. 

Further details about the limit equilibrium theorv, search procedures and slice development are 
given in Appendix D. 
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This manual concentrates on the interactive features and is not intended to provide the 
necessary engineering background for slope stability analysis. If the user wishes to obtain more 
information concerning slope stability analysis. the following publications are recommended: 

1 .  7he Stabiliry of Slopes, by E.N. Bromhead, 
Surrey University Press, Chapman and Hall. NY. 41 1 pages. 
ISBN 0 412 01061 5 ,  1992. 

2. Lundrlides: Analysis and Control, by R.L. Schuster and R.J. 
Krizek (editors). Special Repon 176. Transponation Research 
Board, National Academy of Sciences, 234 pages, ISBN 0 309 
02804 3, 1978. (new edition, edited by R.L. Schuster and K. 
Turner will be published in 1994) 

3 .  Rock Slope Engineering, by E. Hoek and J .W. Bray, Inst. of 
Mining and Metallurgy, London, England, Third Edition, 
358 pages, ISBN 0 900488 573, 1981. 

Please note that the above list represents u very small ponion of literature available on the 
subject of slope stability analysis. 

1.3 Hardware Requirements 
.. 

In order to use XSTABL, the user will require: 

1 .  An IBM-PC. or near compatible, with either dual floppy disk 
drives or a hard disk (preferred) and one floppy disk drive, 
640 kb RAM and DOS 2.1 (or later). 

Execution of XSTABL will require at least 450,000 bytes of 
- free W. The user may check the amount of RAM available 
by using the "MEMK" command, as documented in the DOS 
manual. 

2. An IBM compatible VGA, EGA or CGA graphics adaptor with 
an appropriate monitor, 
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3. One of the following devices for hardcopy output: 

(a) A laser printer. e.g. Hewlett Packard Laserlet 
with at least 1 Mb of RAM. or 

(b) An.IBM Graphics compatible, 9 or 24 pin. dot 
matrix printer. e.g. EPSON FX-85. 

A HPGL compatible pen plotter. 
e.g.  Hewlett Packard 7475A Plotter 

(c) 

1.4 XSTABL INSTALLATION 

The XSTABL programs and example data files are supplied on one 3.5 inch or one 5 . 2 5  
inch disk in a compressed format. To copy these files to a subdirectory on your hard disk. 
please follow the instruction listed below: 

1.  create a directory on your hard disk (e.g. MD XSTABL etc ....) 

2.  

3. 

change to this newly created directory (e.g. C D  XSTABL etc ....) 

from this directory type either : 

(a) A:INSTALL --> if the XSTABL disk is in "A" drive, or 

(b) B:INSTALL --> if the SSTABL disk is in "B" drive 

The installation program will place the XSTABL files in the current directory and copy all 
example datafiles into a subdirectory named: "EXAMPLES". The complete installation of 
these files will required about 500 kb of disk space. The PACK.LST file on the original disk 
includes a list, and description, of all files that should have been copied to the current directory 
on your disk. 

NOTE: 
The above procedure will work .if you are preparing to use XSTABL from a 
hard-disk or at least a 720 kb floppy diskette. However if you would like to 
use the program on dual 360 kb disk drive system, please contact lnferuchve 
Sofrware Designs, Inc., for special instructions to order a non-compressed 
version of XSTABL. 
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1.5 XSTABL Components 
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Before using XSTABL. the user should ensure that files listed below. and section 2.2.  have ' 
been copied : 

1 .  PACK.LST . . . . . . . summary of file descriptions 

2. 

3. 

README 

DEMO.TXT . . . . . . dialogue script for demonstration/tutorial 

. . . . . . . special "last-minute" notes or revisions to this Manual 

1.6 Files for using XSTABL 

1. XSTABL.EXE . . . . executable version of program 

2. 

3. 

4. 

5 .  

SETUP1.STB . . . . . file used during program s t a m p  

XSTABL.HLP . . . . . help screen information 

XSTABL.ERR . . . . . XSTABL error descriptions 

XSTABL.FN1 . . . . . font file for screen characters 

6. XSTABL.FN2 , . . . . font file for hardcopy plots 

7 :  XPLOT.EXE . . . . . executable program for hardcopy plots 

The instal!ation process will also copy the example input data files and the output (4 files) 
corresponding to an analysis using the file EX-1 .IPT to the "EXAMPLES" subdirectory. , , 

These "extra" files may be deleted to conserve disk space. 

The program can then be started by typing, XSTABL at the DOS prompt. The program 
will NOT operate without the SETUPl.STB file. 

Please note that the XSTABL software and documentation is 
copyrighted and may NOT be copied without permission. 
However, the user is permitted to make ONE archival backup 
copy of these files to guard against possible disk failure. 

6 Copyright I994, I. S. Designs, Inc. 
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1.7 Supporting XSTABL files 

File: SETUP1 .STB -- contains initialization information that sets several parameters at the start 
of the XSTABL program. Also. the first line of this file may be modified to control 
the amount of information that is written into the output file following a slope analysis. 
A typical unmodified file will have the following form: 

Line 1: 0 10 10 10 
Line 2: 1.000 1.000 0.30 9.80 
Line 3: (blank line) 

Let the four values on thefirsr fine be labeled as var-1. var-2. var-3 and var-4. Then 
the user is permitted to modify these according to the following: 

var-1 = 

var-2 = 

var-3 = 

v a r l  = 

0 (zero) for all cases, unless advised otherwise; 

value between 1 and 10. inclusive, for 
controlling the number of failure surface 
coordinates that will be listed in the outuut file 
following each slope analysis; 

value between 1 and 10, inclusive, for 
controlling the number of critical surfaces that 
will be dispfqved on rhe Screen at the end of the 
slope analysis; 

value between 1 and 10, inclusive. for 
controlling the number of surfaces pforfed fo  rhe 
hardcopy file. 

Please note that the default for the number of surfaces is set at ten for all cases 
(i.e. var-2 = var-3 = var-4 = 10). These parameters may be changed directly by 
editing the SETUP1 .STB file. Alternatively these may be changed from within 
XSTABL via the F5 key just before the start of the multiple search analysis. 

The four values listed on the second line control the scaling and location of the - 
hardcopy plot on paper. The first two values assign the scaling in the x and y direction 
of the plot. The last two numbers fix the origin of the plot on the basis of a global 
origin located in the right-hand comer of the printed 11 x 8.5 inch (landscape) page. 
The user can manipulate these values to scale the hardcopy plots, but must ensure that 
the aspect ratio of the vertical to horizontal axes is maintained at unity. 
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Other Files: 
The two files; XSTABL.HLP and XSTABL.ERR. are used by XSTABL to provide help 

and input data error information, respecrively. Although the program can function without. 
these files, on-line help information will not be available and error messages will not be written 
to the output file created during the slope stability analysis. However, error numbers will be 
written to the output file and the user can determine the corresponding message from the 
complete list of possible errors given in Appendix B. 

1.8 Connecting HP Plotters 

XSTABL screen plots may be successfully plotted using HP plotter models: 7-140A. 7470A. 
7475A and 7550A connected to a personal computer. The cable should be connected to the PC 
with a DB 9 or DB 25 connector via the serial or asynchronous port. At the plotter, a DB 15 
connector should be used to connect the cable to the computer/modem port. XSTABL uses the 
XON/XOFF protocol and thus only requires three connecting wires in accordance with Fig 1 . 1 .  

Personal Computer HP Plotter 

Transmit Data 1 Receive Data 
D91P in -3 ,o r  - D 2 5 / P i n - 3  
D 25 / Pin - 2 

Receive Data 2 Transmit Data 
D 9 1  Pin - 2. or - D 25 /Pin 2 
D 251 Pin - 3 

Signal Grdund 3 Signal Ground 
D 9 1  Pin - 5, or 
D 25 / Pin - 7 
- D 251 Pin - 7 

Fig. 1.1. Wire connections for PC - HP plotter cable 

Copyright I994, I. S. Desigm, Inc. 8 



1.9 Starting XSTABL 

XSTABL should be executed from the directory occupied by the program's files by typing 
"XSTABL" at the DOS prompt. Please note that an error will be reported i f  the user attempts 
to execute XSTABL from a directory which does not have the SETUP1.STB file. Also. the 
program expects to access the files: XSTABLHLP and XSTABL.ERR (1.e. the help and error 
files) from the current directory only. If these files are not in the current directory, XSTABL 
will be unable to provide a complete report on the errors and the context sensitive help 
information will not be available. 

In executing the program. XSTABL offers the user an opportunity to change three 
default parameters via a command line option. If the user executes the program by only typing 

. "XSTABL", the following default options are invoked: 

(a) 

(b) 

(c) 

Imperial units, i.e. pounds, psf, pcf and feet; 

Parallel printer port selected as LPTI; 

Serial port selected as COMl . 

The parallel port is used for printing input and output files and for printing all slope analysis 
plots, except those sent to a plotter. In this case the plotter is assumed to be connected to the 
COMl serial port. If the above default selection is not appropriate. the user may change any of 
these according to the command-line switches given below. 

Alternative SI Units may be selected by executing the program by typing: "XSTABL -m" at 
the DOS prompt. In this case the program will starmp with SI units represented by: 
kN, kPa (kilo Pascals), kN/m' and meters. 

The Alternative Parallel Port LPT2 may be selected by starting the program by typing: 
"XSTABL LPT2". This selection will send all parallel port output to the LPT2 port. 

The Alternative Serial Port C O W  may be selected by starting the program by typing: 
"XSTABL COM2". This selection will send the plotter output to the alternative serial 
port. 

Any combination of the above three options is possible. For example by typing : 
"XSTABL COM2 LPT2 -m" the user may invoke (1) COM2 as the serial pon. (2) LPTZ as the 
default parallel printer port and (3) SI units. 
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Example Input and Output Files 

a1 data files are provided with the main ro rams, the closed disk. for evaluating 
the XSTABL software. These files are based on the slope geometry described in Appendix A 
of this manual. The output files, for example EX-1.IPT. are also included for the convenience 
of the user and to check for proper operation of XSTABL on your computer. A complete 
description of these example files is summarized in the disk file: PACK.LST. 

1.1 1 XSTABL Tutorial 

A dialogue script for a tutorial that demonstrates some of the unique features of XSTABL is 
included with the program disk(s) in the file: DEMO.TXT. The user is encouraged to print 
this file. and follow the suggested instructions. This tutorial will familiarize users with the 
editing features. special commands and other data tables that are used to assemble a data file 
for slope stability analysis. 

1.12 ANSI.SYS Device Driver 

The XSTABL program has been designed to access the video hardware directly. thus 
minimizing the response time between keyboard entry and subsequent actions. However if the 
ANSI.SYS device driver is loaded. it "filters" the data before it.is written to the screen. Thus 
in order to maximize the speed of XSTABL, the use of the ANSI.SYS device driver is not 
recommended as it tends to slow the response time for data written to screen. 

The user may check to see if the ANSI.SYS driver is loaded by examining the 
CONFIG.SYS file in the root directory. A line of the general form : 

DEVICE= ANSI.SYS 

will indicate that the device driver is loaded at the start of every session. The user must then 
choose to either load or omit the ANSI.SYS device driver. 

10 Copyright 1994. I.S. Designs, Inc. 
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1.13 Loading and Execution Errors 

I t  is possible that an “unexplainable” error may occur during the loading and execution 
phase of the program. If such an error occurs. please check you data thoroughly. If );our data 
appears to be correct and the error condition persists, please contact: 

XSTABL Reference Manual 

. 

Dr. Sunil Sharma.  
Interactive Software Designs. Inc.. 
953 N. Cleveland. 
~Moscow, ID 83833. 
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APPENDIX A 

COMPUTER SOFI'WARE USED TO 
PREPARE CALCULATION PACKAGE 

SHAKE91 

Idriss, I.M. and Sun, J.I. , "SHAKE91 - A Computer Program for Conducting 
Equivalent Linear Seismic Response Analyses of Horizontally Layered Soil Deposits, I' 
User's Manual, Center for Geotechnical Modeling, Department of Civil and 
Environmental Engineering, University of California, Davis, California, 1992, 13 p. 
(plus Appendicies) . 
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USER5 MANUAL 
FOR 

SHAKE91 

v 4 4 6  

A Computer Program for Conducting Equivalent Linear 
Seismic Response Analyses of Horizontally Layered Soil Deposits 

Program Modified based on the Original SHAKE program published in 
December 1972 by Schnabel, Lysmer & Seed 

Modifications by 

I. M Idrissl and Joseph 1. Sun2 

INTRODUCTION 

The computer program SHAKE was written in 1970-7 1 by Dr. Per Schnabel and 
Professor John Lysmer and was published in December 1972 by Dr. Per Schnabel and 
Professors John Lysmer and H. Bolton Seed in report No. UCBEERC 72/12, issued by 
the Earthquake Engineering Research Center at the University of California in Berkeley. 
This has been by far the most widely used program for computing the seismic response of 
horizontally layered soil deposits. 

The program computes the response of a semi-infinite horizontally layered soil deposit 
overlying a uniform half-space subjected to vertically propagating shear waves. The 
analysis is done in the frequency domain, and, therefore, for any set of properties it is a 
linear analysis. An iterative procedure is used to account for the nonlinear behavior of 
the soils as summarized below. 

The object motion (ie, the motion that is considered to be known) can be specified at the 
top of any sublayer within the soil profile or at the corresponding outcrop. 

The program SHAKE was originally written for a main frame computer. It was 
converted for use on a personal computer by Dr. S. S. Lai in 1985; almost everything else 
remained identical to the original computer program. While there have been many 
modifications and several editions of the program SHAKE have been referenced in recent 
publications, the version included herein constitutes the most extensive modifications to 

. ' >  
! 

? 
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0 the original program. The intent of the modifications was to make the program more 
convenient for use with a personal computer. 

MODIFICATIONS IMPLEMENTED IN SHAKE91 

The main modifications incorporated in SHAKE91 include the following: -'- 

0 The number of sublayers was increased from 20 to 50; this should permit a more 
accurate representation of deeper and/or softer soil deposits. 

0 All built-in modulus reduction and damping relationships were removed. These 
relationships are now specified by the user; up to 13 different relations of modulus 
reduction, GIG,,, versus shear strain and damping ratio, I. versus shear strain can 
be specified as part of the input file. A number of published variations of G/Gm, and 
h with shear strain are available in the literature (eg, Hardin and Drnevich, 1970; Seed 
and Idriss, 1970; Seed et al, 1986; Sun et al, 1988; Vucetic and Dobry, 1991). 

0 The maximum shear velocity or the maximum modulus are now specified for each 
sublayer; again these are part of the input and therefore the program no longer 
calculates modulus values as a hnction of either confining pressure or shear strength. 
The user specifies the maximum values, which are derived by the user. 

0 Object motion is now read from a separate file; the number of header lines and format 
are specified by the user. 

0 Other clean-up include: renumbering of options, elimination of infrequently used 
options, user specified periods for calculating spectral ordinates .. . etc. 

DESCRIPTION OF THE PROGRAM 

The soil profile is idealized as a system of homogeneous, visco-elastic sublayers of 
infinite horizontal extent; the idealized soil profile is shown in Fig. 1. The response of 
this system is calculated considering vertically propagating shear waves. The algorithm 
in the original program SHAKE (Schnabel et al, 1972) is based on the continuous 
solution to the wave equation (Kanai, 195 1 ; Matthiesen et al, 1964; Roesset and 
Whitman, 1969; Lysmer et a1 1971), which was adapted for transient motions using the 
Fast Fourier Transform techniques of Cooley and Tukey ( 1965). The program SHAKE91 
retains this feature of the original program. Details pertinent to the derivation of the 
applicable equations of motion and solution of these equations are summarized in the 
original SHAKE manual. in the aforementioned references and in most textbooks on 
wave propagation. Therefore, they are not repeated in this user's manual. 

- 

An equivalent linear procedure (Idriss and Seed, 1968; Seed and Idriss, 1970) is used to 
account for the nonlinearity of the soil using an iterative procedure to obtain values for 

000145 
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modulus and damping that are compatible with the equivalent uniform strain induced in 
each sublayer. Thus, at the outset, a set of properties (shear modulus, damping and total 
unit weight) is assigned to each sublayer of the soil deposit. The analysis is conducted 
using these properties and the shear strains induced in each sublayer is calculated. The 
shear modulus and the damping ratio for each sublayer are then modified based on the 
applicable relationship relating these two properties to shear strain. The analysis is 
repeated until strain-compatible modulus and damping values are arrived at. Starting 
with the maximum shear modulus for each sublayer and a low value of damping, 
essentially strain-compatible properties (ie, difference less than about one percent) are 
obtained in 5 to 8 iterations for most soil profiles. 

dynamic soil properties 
data for soil profile 

input (object) motion 
assignment of object motion to 
the top of a specified sublayer 

or to the corresponding outcrop 

The following assumptions are incorporated in the analysis (Schnabel et al, 1972): 

5 

0 

number of iterations specified 
& ratio of uniform strain to 

maximum strain 

0 

e 0 

0 

Each sublayer, m, is completely defined by its shear modulus, Gm, damping ratio, 
Am, total unit weight, Ytm (or corresponding mass density, Pm) and thickness. hm; 
these properties are independent of frequency. 

The responses in the soil profile are caused by the upward propagation of shear waves 
from the underlying rock half-space. 

The shear waves are specified as acceleration ordinates at equally spaced time 
intervals. (Cyclic repetition of the acceleration time history is implied in the 
solution). 

The strain dependence of the shear modulus and damping in each sublayer is 
accounted for by an equivalent linear procedure based on an equivalent uniform 
strain computed in that sublayer. The ratio of this equivalent uniform shear strain 
divided by the calculated maximum strain is specified by the user (see Option 5 
below); the same value of this ratio is used for all sublayers. 

Available Optiom 

The options incorporated into SHAKE91 are as follows: 

I ODtion Number I DescriDtion I 

, * 
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sublayers at top of which peak 
accelerations & time histones 

are computed and saved 
sublayer at top of which time 

history of shear stress or strain 
is computed and saved 

time history of object motion 

Note that the original program SHAKE included 16 options and that the modified 
program includes only 1 1 ; the five options eliminated pertain mostly to plotting and to 
adjusting the time increment. Such operations can best be done in auxiliary programs. 

9 
10 
1 1  

INPUT DATA 

response spectrum 
amplification spectrum 

Fourier amplitudes 

The input data are provided in an input file; the name and location of this input file is 
specified directly from the key board at the time of program execution. A sample input is 
presented in Table 1. As can be noted in the table, each option starts with the following 
two lines: 

Line No. 1 (Format: A80) 

columns 1 - 80 Identification information for this option (this line cannot be 
blank) 

Line No. 2 (Format: 15) 

columns 1 - 5 Option Number 

The specific inputs for each option are presented below. 

first line after option number (Format: 15) 

columns 1 - 5 Number of materials included (maximum is 13) 

then, for each material, the following input should be supplied: 

first line (Format: 15, 11A6) 

columns 1 - 5 number of strain values to be read (maximum is 20) 0003.47 

4 
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columns 6 - 71 identification for this set of modulus reduction values 

second & consecutive lines (Format: 8F10.0) 

columns 1 - 80 strain values, in percent, beginning with the lowest value. Eight 
entries per line using 8F 10.0 Format (maximum is 20) 

consecutive lines (Format: 8F 10.0) 

columns 1 - 80 values of modulus reduction (G/Gm,) each corresponding to the 
shear strain provided in the previous lines; these values should be 
in decimal not in percent. 

the second set for the same material will consist of identical information except that 
values of damping (in percent) are provided as illustrated in Table 1. 

After the last set is completed, the following information is to be provided (Format: 
1615): 

columns 1 . -  5 
columns 6 - 10 
CO~U~IMIS 1 1  - 1 5  
CO~UITUIS 16 - 20 

number, N, of materials to be used in this analysis 
first material number which will be used 
second material number to be used 
third material number to be used 
............ 
........... 
etc until all N materials are identified. 

Values of G/G,, and h versus strain for these N materials will then be saved in output 
file No. 1 (see section on OUTPUT below) so that only the material properties used in 
this analysis are saved in this file. This feature was added for the convenience of the user 
who can include up to 13 sets of material properties in the input file but for any one 
analysis uses fewer than 13. This feature also provides a check that the intended material 
properties were utilized in the analysis. 

ODtion 2 - Soil Profile 

first line after option number (Format: 215, 5X, 6A6) 

columns 1,- 5 
columnsff- 10 
columns 16 - 51 

soil deposit number; may be left blank 
number of sublayers, including the half-space 
identification for soil profile 

second .and subsequent lines; one line for each sublayer, including 
(Format: 215,5X. 5F10.0) 



, 

columns 1 - 5 
columns y\3 - 10 

b -.\Q 

columns 16 - 25 
columns 26 - 35 

columns 36 - 45 
columns 46 - 55 
columns 56 - 65 

sublayer num ber 
soil type (corresponding to numbers assigned to each material in 
Option 1). 
mote that if this material type is given as 0 (zero) for all sublayers, 
then the calculations are conducted for only one iteration using the 
properties (modulus, or shear wave velocity, and damping) 
specified in this input]. 
thickness of sublayer, in feet 
maximum shear modulus for the sublayer, in ksf (leave blank if 
maximum shear wave velocity for the sublayer is given) 
initial estimate of damping (decimal) 
total unit weight, in ksf 
maximum shear wave velocity for the sublayer, in Wsec (leave 
blank if maximum shear modulus for the sublayer is given) 

For the half-space. leave columns 16 to 25 blank; ie. no thickness should be specified for 
the half-space. 

Option 3 - Input fObiect1 Motiort 

0 first line after option number (Format: 215. F10.3, A30, A12) 

columns 1 - 5 
columns 6 - 10 

columns 1 1  - 20 
columns 21 - 50 
columns 51 - 62 

number, NV, of acceleration values to be read for input motion 
number, MA, of values for use in Fourier Transform: MA should 
be a power of 2 (typically, this number is 1024,2048 or 4096). 
Note that MA should always be greater than NV. The following 
may be used as a guide: for NV I 800, MA can be 1024. for NV I 
1800, MA can be 2048 and for NV 5 3800. MA can be 4096. The 
current program is limited to a maximum value of 4096 for MA. 

.. 

time interval between acceleration values, in seconds 
name of file for input (object) motion 
format for reading acceleration values - 

I&+ dqlw p 

columns 1 - 10 

second line after option number (Format: 3F 10.0, 215) 

multiplication factor for adjusting 

read-in will be scaled to provide the maximum acceleration 

multiplication factor is specified in columns 1 - 10. 
maximum frequency (ie, frequency cut-off) to be used in the 

%. columns 1 1  - 20 are left blank 
J columns 1 1  - 20 maximum acceleration to be used, in g’s; the acceleration values &-- r̂, 
I 

ycx 5. 
5 specified in these columns; leave columns 11  - 20 blank if a 6 

?k ”., 
’C columns 21 - 30 

i 
analysis 
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columns 3 1 - 35 
columns 36 - 40 

number of header lines in file containing object motion 
number of acceleration values per line in file containing object 
motion 

Option 4 - Assigtrment o f  O&ct Motion to a Specific Sublaver 

first line after option number (Format: 215) 

columns 1 - 5 

c o l u m n s x  - 10 

number of sublayer at the top of which the object motion is 
assigned 
use 0 (zero) if the object motion is to be assigned as outcrop 
motion, otherwise 
use 1 (one) if the object motion is applied within the soil profile at 
the top of the assigned sublayer 

6 

Option 5 - Number qf Iterations & Rat1 b o f  - Eauivalent Un iform Strain to Maximum 
SIrain 

first line after option number (Format: 215, F1O.O) 

columns 1 - 5 parameter used to specify whether the strain-compatible soil 
properties are saved after the final iteration: set = 1 if these 
properties are to be saved; otherwise leave columns 1 - 5 blank 
number of iterations 
ratio of equivalent uniform strain divided by maximum strain; 
typically this ratio ranges from 0.4 to 0.75  depending on the input 
motion and which magnitude earthquake it is intended to represent. 
The following equation may be used to estimate this ratio: 

in which M is the magnitude of the earthquake. Thus. for M = 5. 
the ratio would be 0.4. for M = 7.5, the ratio would be 0.65 ... etc. 

6 
columnsK- 10 

+columns 1 1  - 20 

[ ratio = (M - 1)/10 ] 

- 
Oution 6 - Computat ion o f  Accele rat1 *on at Top o f  Specified Subla-ve rs 

(Note that a maximum of fifteen sublayers can be specified at a time; if accelerations for 
more than 15 sublayers are desired. then Option 6 can be repeated as many times as 
needed). 

0 first line after option number (Format: 1515) 

columns 1 - 75 array to indicate the numbers of the sublayers at the top of which 
the acceleration is to be calculated 

0 second line after option number (Format: 1515) 
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columns 1 - 75 array to specify type of each sublayer: 0 (zero) for outcropping 
or 1 (one) for within the soil profile 

0 third line after option number (Format: 1515) 

columns 1 - 75 array to specify the mode of output for the computed accelerations: 
0 (zero) if only maximum acceleratioq is desired or 1 (one) if both 
the maximum acceleration and the time history of acceleration are 
to be calculated and saved 

Option 
Sublavers 

. .  7 - Cowta t ion  of  Shea r Stress or Strain Time Huton, at TOO o f  SDe- 

(Note that a maximum of two sublayers can be specified; if stress or strain time histories 
for more than two sublayers are desired, then Option 7 can be repeated as many times as 
needed). 

0 first line after option number (Format: 515. F 10.0, 5A6) 

A ' 2 1 2 3  

columns 1 - 5 
columns 11 - 10 
columns 1 1  - 15 
columns 16 - 20 
columns 21 - 25 

columns 26 - 35 
columns 36 - 65 

number of sublayer 
set equal to 0 (zero) for strain or 1 (one) for stress 
set equal to one to save time history of strain or stress 
leave blank 
number of values to be saved; typically this should be equal to the 
number NV (see Option 3 above) 
leave blank 
identification information 

Z049 m a y ,  

0 second line after option number (Format: 515. F1O.O, 5.46) 

same as the above line for the second sublayer 

Note that the time histories of shear stresses or strains are calculated at the top of the 
specified sublayer. Thus. if the time history is needed at a specific depth within the soil 
profile, that depth should be made the top of a sublayer. The time history of stresses or 
strains is saved in the second Output file. 

This options should be specified after Option 6 as shown in Table 1 and in Table B-1 . 

'ODtion- 8 - Time Histon, o f  Ob! 'ect Mot io@ 

Although this option was retained, its purpose is most easily accomplished in Option 6. 

8 



first line after option number (Format: 215) 

columns 1 - 5 sublayer number 
set equal to 0 (zero) for outcropping or equal to 1 (one) for within -- columns 6 - 10 

second line after option number (Format: 215, F1O.O) 

.- columns 1 - 5 number of damping ratios to be used : '\a 
j :c<!\,, >{fi>. a ' I L  

columns 6 - 10 
columns 1 1  -20 

set equal to 0 (zero) or 7Q f i i  ; f i p k  p- 
acceleration of gravity 

third line after option number (Format: 6F10.0) 

first line after option number (Format: 415, F1O.O, 8A6) I 

------ -- _ _  -_ - - a columns 1 - 5 number of first sublayer 
columns 6 - 10 set equal to 0 (zero) for outcropping or equal to 1 (one) for within 
columns 1 1  -15 
columns 16 - 20 
columns 21 - 30 

number of second sublayer 
set equal to 0 (zero) for outcropping or equal to 1 (one) for within 
frequency step (in cycles per second); the amplification spectrum 
is calculated for 200 frequencies using this frequency step and 
starting with 0 
identification information columns 31 - 78 

[The amplification spectrum is the ratio of the amplitude of motion at the top of the 
second sublayer divided by that at the top of the first sublayer]. 

If the amplification spectrum is desired for two other sublayers. Option 10 can be 
repeated as many times as needed. 

tion I1 - Fourier Spect rum 

columns 1 - 5 
columns 6 - IO 
columns 11 -15 
columns 16 - 20 

first line after option number (Format: 515) 

number of the sublayer 
set equal to 0 (zero) for outcropping or equal to 1 (one) for within 

set equal to 2 (two) if spectrum is to be saved to file 
number of times the spectrum is to be smoothed 

I OOOlSZ columns 21 - 25 number of values to be saved 

9 



The following expression (Schnabel et al, 1972) is used to smooth the Fourier spectrum: 

in which Ai is the amplitude of the spectrum for the ith frequency. 

A second line is always needed when using Option 1 1. Thus, the user should either 
provide a second line for another sublayer or repeat the information provided in the first 
line in a second line. 

It may be noted that calculation of Fourier amplitudes for a specific accelerogram is best 
accomplished in an auxiliary program. 

Program Termination 

For program termination. the user should provide a line that contains information that 
execution will terminate when the number is encountered as an option number: the line 
following this information should have 0 (zero) with a format of 15. Execution will then 

;i 

OUTPUT 

The output of the program is contained in two files. The first file echoes much of the 
input information and contains the results of each iteration. the listing of calculated 
maximum shear stresses and strains. maximum acceleration. response spectrum, Fourier 
spectrum and amplification spectrum. as appropriate. The second file contains all the 
time histories requested. The name of each file is specified by the user at the time of 
program execution directly from the key-board. 

COMPUTER LISTING 

The FORTRAN listing of program SHAKE91 is given in Appendix A. 

SAMPLE PROBLEM 

The results for a sample problem are given in Appendix B. 

i 
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@ CONCLUDING REMARKS 

The computer program SHAKE has been widely used throughout the United States and in 
many parts of the world for conducting ground response studies. Its use in recent studies 
involving recordings obtained at several sites from the 1989 Loma Prieta earthquake (eg, 
Idriss, 1990: Dickenson et al, 1991; Idriss, 1991: Rollins et al, 1992; Yokel. 1992) have 
indicated that the calculated surface motions are in reasonably good agreement with the 
recorded values when the appropriate soil properties and input rock motions are used. 

-- 

Therefore. this program remains a convenient tool for conducting such analyses at many 
sites and for a variety of applications. 
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Sample Input a 
option 1 - dynamic soil properties - (max is thirteen): 

1 
3 

11 
0.0001 
1. 
1.000 
0.238 

11 
0.0001 
1. 
0.24 

#1 modulus reduction for clay ( S u n  et al, 1988) upper range 
0.0003 0.001 0.003 0.01 0.03 0.1 0.3 
3. 10. 
1.000 1.000 0.981 0.941 0.847 0.656 0.438 
0.144 0.110 
damping for clay (Idriss 1990) - 
0.0003 0.001 0.003 0.01 0.03 0.1 0.3 
3.16 10. 
0.42 0.8 1.4 2.8 5.1 9.8 15.5 

21. 25. 28. 

0.0001 0.0003 0.001 0.003 0.01 0.03 0.1 0.3 
11 # 2  modulus reduction for sand (seed & idriss 1970) - upper Range 

1. 3. 10. 
1.000 1.000 0.990 0.960 0.850 0.640 0.370 0.180 
0.080 0.050 0.035 

0.0001 0.0003 0.001 0.003 0.01 0.03 0.1 0.3 
1. 3. 10. 
0.24 0.42 0.8 1.4 2.8 5.1 9.8 15.5 
21. 25. 28. 

11 damping for sand (Idriss 1990) - (LRng from seed & idriss) 1970) 

8 #3 modulus for rock half space (Schnabel et al, 1972) 
.OOOl 0.. 0003 0.001 0.003 0.01 0.03 0.1 1.0 
1.000 1.000 0.9875 0.9525 0.900 0.810 0.725 0.550 

. O O O l  0.001 0.01 0.1 1. 
5 Damping in Rock (Schnabel et al, 1972) 

0.4 0.8 1.5 3.0 4.6 
2 1 3 

option 2 - -  soil profile: 
2 4,:,!lIvy' 3 :.', 

1 9 
1 1 7.00 1500. 0.05 0.120 
2 1 13.00 1000. 0.05 0.100 
3 1 10.00 1800. 0.05 0.100 
4 1 12.00 2000. 0.05 0.100 
5 1 20.00 2500. 0.05 0.125 
6 1 18-00 3000. 0.05 0.125 
7 1 20.00 4000. 0.05 0.125 
8 1 20.00 5000. 0.05 0.125 
9 3 0.01 0.150 3000. 

3 

EXAMPLE SITE I' c' 

option 3 - -  input motion: 

PAS. acc (8f9.6) 800 2048 .02 
.1 25. 1 8 

option 4 - -  sublayer where input motion is applied (within or outcropping) : 
4 
9 0 

5 
1 7 0.65 

6 
1 2 3 4 5 6 7 8 9 9 

1 1 1 1 1 1 1 1 0 1 .  
1 0 0 0 0 0 0 0 1 0 

option 5 - -  number of iterations ii ratio of avg. strain to max strain: 

option 6 - -  sublayers €or which accn. time histories are to computed & saved: 
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wvb UJ-f. 
Table 1 20 okt-qC I o - r T - p f  

Sample Input 

option 7 - -  sublayer €or which shear stresses or strains are computed & saved: 
7 
4 1 1 809 - -  stress in level 4 
4 0 1 809 - -  strain in level 4 

9 
1 0 
1 0 981.0 

__ option 9 - -  compute & save response spectrum: 

0 . 0 5  

10 
option 10 - -  compute & save amplification spectrum: 

9 0 1 0 0.125 
option 11 - -  compute & save Fourier spectrum: 

11 
1 0 1 1 1000 
1 0 1 3 1000 

0 
execution will stop when program encounters 0 

.I 
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coordinate 
system r" 
7 * I  reflected wave 

~~ 

For Each Sublayer, m: 
shearmodulus = Gm 
damping ratio = x 
mass density = pm 

m 

m 

m+ 7 

. .. 

incident wave 
l a  

., 

-? 

Y 

N 
(ha If -spa c e) 

e- - - - - - - - -* particle mo tion I !  
a Fig, I .One-Dimensional Idealization of a Horizontaffy- 

- 4  i La yered Soil Deposit Over a Uniform Half-space 
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APPENDIX B 

COMPUTER SOFI'WARE USED TO 
PREPARE CALCULATION PACKAGE 

Yan, L.P., "Seismic Deformation Analysis of Earth Dams: A Simplified 
Method," Research Report No. SML-91-01, California Institute of Technology, Soil 
Mechanics Laboratory, Pasadena, California, 199 1. 
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USER GUIDE FOR YSLIP - C 
By Liping Yan 

PREPARATION OF INPUT DATA FILE: 

CARD 1 : PHI, THETA, RC, R, RI 
CARD 2: BETA, NCR, NSIGN 
CARD 3: NA, INDEX, MNA, STEP, KREAD 
CARD 4: EARTHQUAKE RECORD IN SPECIFIED FORMAT 

NOTE: 

I PHI [UNIT DEGREE]--- FRICTION ANGLE, CHOSEN TO GIVE DESIRED 
YIELD ACCELERATION 

THETA [UNIT DEGREE]--- INCLINED ANGLE 
RC [UNIT: METER]---- DISTANCE FROM CENTER OF CIRCLE TO CENTER 

[UNIT METER]---- RADIUS OF CIRCLE 
OF MASS 

R 
RI METER]---- RADIUS OF GYRATION OF MASS 

BETA WIT: DEGREE]--- ANGLE OF TANGENTIAL LINE OF ARC AT 
CREST TO VERTICAL 

NCR: = O,OU7’PUT IS FOR THE LOCATION AT SLIDING MASS CENTER; 

NSIGN: = 1, RECORD (AT) IS POSITIVE AS ASSUMED IN THE INPUT FILE; 
= 1, OUTPUT IS FOR THE LOCATION AT CREST 

=-1, RECORD (AT) IS POSITIVE INVERSELY AS ASSUMED IN THE- 
INPUT FILE 

NA flINTECER]-------- NUMBER OF RECORDING POINTS 
INDEX [INTEGER]-------- NUMBER OF RECORDING LINES 
MNA [INTEGER]-------- 8*MNA 
STEP [ W T :  SECOND]-- TIME INTERVAL OF RECORD 
KREAD [INTEGER]-------- SPECIFIED RECORD FORMAT - _  

=0, FORMAT(8F9.6,17) 
= 1, FORMAT( lX,SF9.6) 
=2, FREE FORMAT, TWO VALUES PER LINE (TIME, ACCELERATION) 
=3, FREE FORMAT, NA VALUES OF ACCELERATION 



?T,W m: SECOND]-- TIME 
EARTHQUAKE RECORDS [UNIT: GI: AT---TRANSVERSE COMPONENT, 

AV---VERTICAL COMPONENT. 
SLIDING---POSITIVE IN DOWNSLOPE DIRECTION. 

a 
AV---POSITIVE IN UPWARD DIRECTION. 

IF SLIDING OCCURS ON TfIE UPSTREAM SIDE OF DAM: 

IF SLIDING OCCURS ON THE DOWNSTREAM SIDE OF DAM: 
AT---POSITIVE IN DOWNSTREAM DIRECTION. 

AT---POSITIVE IN UPSTREAM DIRECTION. 

FOUTA-OUTPUT FILE NAME FOR ABSOLUTE MOTION OF BLOCK. 
FOUTS-OUTPUT FILE NAME FOR SLIDING MOTION OF BLOCK. 
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ii- 4 4 6  PHlq 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
* *  YSLP c ** 
**A COMPUTER PR02RAM FOR NUMERICAL SIMULATION** 
* *  OF A SLIDING BLOCK ON A CIRCULAR ARC ** 
**  [INPUT MOTION: EARTHQUAKE RECORD] * *  
* *  DEVELOPER: Liping Yan ** 
**  ADVISOR: R.F.Scott * *  
* *  VAX VERSION 1.0: SEPTEMBER, 1986 ** 
* *  VAX VERSION 2.0: JUNE, 1990 * *  
* *  VAX VERSION 3.0: SEPTEMBER, 1991 * *  
* *  PC VERSION 1.0: AUGUST, 1992 * *  
* *  PC VERSION 1.1: SEPTEMBER, 1992 ** 
* *  * *  
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

READ -- PHI,THETA, RC, R, RI 

READ -- BETA. NCR: NSIGN 

READ -- NA,INDEX,MNA,STEP,KREAD 

READ -- ACCELERATION RECORD 

OUTPUT FILE FOR ABSOLUTE ACC. OF BLOCK WILL 
LIST ROW BY ROW OF: 
Time, Horizontal ACC., Alpha 

OUTPUT FILE FOR SLIDING MOTION OF BLOCK WILL 
LIST ROW BY ROW OF: 
Time, Sliding ACC., VEL., D1SP.-in INCHES ! 

YOU GOT IT ! THANKS FOR USING YSLIP C ! - 



I 

GEOSYNTEC CONSULTANTS Pagc - of - 
~ _ _ _ ~  

Wrirten by: Date: I I Reviewed by: Dare: I I 

Client: FERMCO Project: OSDF hoj./Proposal No.: GE3900 Task No.: 10.2 

a 
OSDF METHANE GENERATION 

APPENDIX A 

Landfill Air Emissions Estimation Model Documentation 



LANDFILL AIR EMlSSlONS ESTIMATION MODEL VERSION 1.1 

USER’S MANUAL 

by: 

W. Richard Pet! I 1  
Robert L Bass 
Irene R. Kuo 

A. L Brackard 
Radian Corporation 

Past Office Box 13000 
Research Triangle Park. NC 27709 

EPA Contract 68924286 
Work Assignmenf 48 

Project Officer: 

Susan A. Thorndoe 
Air and Energy Engineering Research Labomtory 

US. Environmental Protection Agency 
Research Triangle Park, NC 2 7 1  1 

Prepared fot: 

AIR AND ENERGY ENGINEERING RESEARCH LABOUTOR’I’ 
OFFICE OF R L S M R C H  AtJD DEVELOFWENT 

LESLRRCII TRIANCLE PARI;, NC 27711 
3.s. ENVIRONHENTAL PROTECTION AGENCY 

REPRODUCED BY 
U.S. DEPARTMENT OF COMMERCE 

wnowTEu(NK;~ 
INFORMATION SERVICE 
SPRINGFIELO. VA 22161 



ABSTRACT 

This document is a user’s guide for a computer program enticled, 
“Landfill Air Emissions Estimstion Model, Version 1.1.“ This manual provides 
step-by-step guidance for using this program to estimate landfill air 
emissions. The purpose of this program i s  to aid local and state agencies in 
estimating landfill air emission rates for nomethane organic compounds and 
individual air tosics. 
and operators affeceed by the upcoming New Source Performance Standard and 
Emission Guidelines for Municipal Solid Waste Landfill Air Emissions. 

The model is based on the Scholl Canyon Gas Generation Hodel. which was 
used in che development of rhe soon-to-be proposed regulation for landfill air 
emissions. The Scholl Canyon Model is a first order decay equation that uses 
site specific characteristics for estimating the gas generation rate. In the 
absence of site-specific data, the program provides conservative default 
values taken from the soon-to-be proposed NSPS for nev landfills and emission 
guidelines for existing landfills. These defaul t  values may be revised based 
upon any future information collected by the Agency. 

This program will also be helpful KO landfill owners 

i v  
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APPENDIX A 

COMPUTER SOFTWARE USED TO PREPARE CALCULATION PACKAGE 
RADIATION ATTENUATION EFIFIECTIVENESS AND COVER 

OPI'IMIUTION WITH MOISTURE EIFIFIECTS (RAIECOM) 

NRC, "Radon Attenuation Egectiveness and Cover Optimization Wirh Moisture meas (RAECOM)", 
Computer Program prepared by Rogers and Associates Engineering, Salt Lake City, Utah, for the U.S. 
Nuclear Regulatory Commission, Washings$on, D.C., 1984. 
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RAlrIATION ATTENUATION EFFECTIVENESS 
AND @VER ~PTIH~ZATION WITH-&lf S U R E  EFFECTS ' 

THE RAECOM CODE 

The one-dimensional, steady-state radon diffusion code, RAECO, (48) has  
been modifled and updated. The updated code, RAECN,  is a FCRTRAN program 
whlch determines the radon fluxes and concentrations i n  mtti  layer uranium 
tailings and cover systems using the mathematical formulation given I n  
Appendix A, and then optimizes the cover thickness to satisfy a given flux 
constraint. The numerical method of solution i n  RAECOM i s  Identical to 
that i n  RAECO. 

I n  proceeding through a calculation, f irst ,  the 0 ' s  are calculated 
from a correlation i f  they are not i n p u t  directly. Then the  migrat ion of 
radon is determined for the specified cover characteristics and the rqdon 
concentrations ( C )  and the radon fluxes (3) are calculated. .The cover 
optimization is performed yielding adjusted values (t) f o r  the layer 
thicknesses- The radon migra t ion  calculations are then repeated f o r  each J 
and C w i t h  the adjusted cover layer thfcknesses, and t h e  resultin,= surface 
f l u x ,  3,. Is tested against the specified criterion, Jcr j t .  If t h i s  
criterfon is,satisfi 'ed,  the code proceeds to final o u t p u t .  I f  the f l u x  

' criterion is not satisfied, apptooriate layer thickneszes are adjusted 
w i t h i n  the specified constraints, radon m i g r a t i o n  calculatjons are 
repeated, and the surface ,radon f l u x  i s  agafn tested against the f l u x  
criterion. This process i s  repe3ted u n t j l  all cr i ter ia  are satisfied. The 
code then ou tpu t s  all radon attenuation d a t a .  If additional cover systems 
are to be evaluated, t h e  RAECOM code will re-initlallze and perform the 
complete ana lys i s  ,for the subsequent cover :)stems. Any number of cover 
systems can be analyzed by stacking d a t a  sets. 

8.1 MODIFICATIONS . 

iiodifications to RAECO t h a t  are incorporated i n  RAECOM ii~:lude: 

1. Soil moistures (dry weight percent) are raad i n  t o  calculate 
the D of any layer not i n p u t ,  u s ing  Equat ion 12. 

2. Tk2 radon concentration interface condition includes the 
effects of soil mofsture (Appendix A ) .  

3. The diffusion coefficient of the pore space, D, aFd the 

di,rectly instead of the b u l k  parameters 0 ,  = pD and Qe = pQ. 
4 pore space radon source term, Q = RpEdP,  are re3d i n  

8-1 
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4, 

5. 

The opt imiza t ion  rou t ine  does not depend upon c o s t  parameters. 

If desired, the grogram will est i inate  the ent rance  radon f l u x  
i n t o  layer 1, assuming an 4nfinite:y thick subso i l  underneath 
l aye r  1. 

" . 

8.2 INPUT DATA FORMAT FOR RAECOM 

All input  d a t a  is fr.ee format, The f a l l k i n g  inpu t  is needcd f o r  
program opera t ion .  

Card S e t  Number Card Descr ipt ion 

I .  

a 

1 

2 

3, I - N  

S i t e  Desiqnation Card - h z  card  w i t h  up to  80 
cha rac t e r s  which des igna tes  t h e  t a i l i n g s  cover 
system and r u n  i d e n t i f i c a t i c n ,  

Boundary Conditions and Cost Contr31 Parme= - 
One card conta in ing  s i x  parameter values ,  each 
separa ted  by c o m a s  Sn the fo l lowing  order :  

N, Number of d i s t i n c t  t a i l i n g s  cover ?ayers:  
oOsitfve i n t e s c r ,  p r e s e n t l y  l imi ted  t o  99. 

FO1, Entrance radon f l u x  t o  layer  1. pCi/mzs. 
I f  FO1 equals  -1.. then FO1 is  computed 
fnternal ly  f o r  an Inf ini te ly  th i ck  subso i l .  

C N 1 ,  Surface radon concent ra t ion  a t  t op  of 

ICOST, Integer  Cover Optimization F lag ,  
ICOST = 0 i f  no opt imiza t ion  i s  to be 
performed, otherwise,  ICOST equals  the l aye r  
number t o  be optimized. ICOST cannot equal 1. 

CRITJ. Surface Flux Cons t ra in t  f o r  
opt imizat ion.  p C i / d s ,  CRITJ = 0 for  no 
cons t r a in t  . 
ACC, Surface F l u x  Convergence Crl t e r ion ,  
f r ac t ion .  

system, pCi/l. 

Indfvidual  Cover Layer Data Cards - One card f o r  
each t a i l i n g s  o r  cover l ayer .  
composed of four parameters: 

Each card i s  

(1) OX,  The layer  thickness In cm. 

8-2 
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' (2) 0, Layer radon diffusion coefficient. ad s-1. 

( 3 )  p, Layer iorosfty. 

(4) Q, Layer radon source tern in pCi car3s-1. 

( 5 )  M, Moisture content as dry ut percent. 

8.4 SAMPLE PROBLEM 

The output and input  for .the example problem described i n  .Table 2 o f  
the Handbook is given belor: 

RAECOH CALCULATION OF MULTIREGION E W L E  

1 so. i .me-w 0.~400 S.7300E-04 11.70 
2 50. 7. @WE-03 0.3000 0.0WE-01 6.30 
3 100. 2.looor-ocr 0.3700 0 .  WE-01 5-40 

ktbu P L S U L I S , O I  ~ I I D O W  U I F ~ U S I O N  C A L C U L A T I O I I W A  

UYP MCXNESS EXIT FLUX EXIT cw. . nLc 
la) (pCum2lsec) ( pCi 11 iter 1 

1 u)o. 7.6937EMI , 1.6701E10S 0.7025 
2 so. 4.528SEW 4.41 9 8 E W  0.7063 

' 3 + 149. 2 . ~ 1 1 ~ 4 0 1  0.00OOE-01 0.8163 

IfAEUM CALQflATmW OF WLIIpEGlol( WLE 
3 0 0. 3, a., .001 do., .015 .44, .000573, 11.7 

' 50., .907e,.30, .o, 6.3 
loo., -022, -37, -0 ,  5.4 

,.e- .' 



ccccccccccccccccccccccccccccccccc ccccccccccccccccc 
C 
C 
c THE RAECOM PROGRAM rs A SHORTENED AND UPDATED VERSION OF THE 
C 
C ORIGINAL RAECO PROGRAM ( V .  C . ROGERS ET. AL. , UMTRA-DOEIALO- 165, JUNE 
C 
C 1981). 
C 

C 
C SOURCE TERMS FOR ME PORE SPACE, AND SOIL MOISTURES. 
C 
C ALSO CAN ESTIMATE DIFFUSION COEFFICIENTS FROM MOISTURES (V.C. ROGERS 
C 
C ET.AL., UMTRA-DOE/ALO-193, NOV. 1982). INTEREACE CONDITIONS HAVE 
C 
C BEEN UPDATED ( V . C .  ROGERS ET.AL.. FT. COLLINS: URANIUM MILL TAILINGS 
C 
C MANAGEMENT - 5. P. 369-382, 1982). THE MODIFICATIONS IN RAECOM. THE 
C 
C INPUT FORMAT, AND A SAMPLE PROBLEM ARE GIVEN IN NUREG/CR-3533 (19841.C 
C 
C 
CCCCCCCCCCCCCCCCCCCCCCCCCCCCCCDEC - 1983CCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCCC 

THE COST CALCULATION SEGMENT OF IHE ORIGINAL PROGRAM HAS 

c BEEN  REMOVE^. MODIFIED INPUT INCLUDES DIFFUSION COEFFICIENTS AND 
THE PROGRAM 

, 0 

PROGRAM RAECOM 
C 
C DEFINE & INITIALIZE ARRAYS 
C 

IMPLICIT REAL*8 (A-H.0-Z) 
CHARACTER*80 H 
DIMENSION ALP(S0) .AIPlMI(SO) ,R(50) .A(245) .B(99) .G(245> ,611(99). 

aCAS(50) ,BS(SO) .Q(50> .D(50) ,P(50> .T(50) .U(50) .RR(50) .DDX(SO). 
&X(50> .RF(50) .RC(50) .DX(50> .RH0(50) .XM(99) .A4(50) .XMS(99) 
DATA RHOISO*O . ODO/ , 

OPEN (UNIT-6.FILE='RAECOM.OUT' ,FORM='FOFMATTED' ) 
&NSAVE , XL/O .2.1D-6/ 

C CALL ASSIGN(6. 'LA: ' 1 



C 
C READ RADON DIFFUSION DATA 
C 

OPEN (UN IT+, FILE=' RAECOM. INP' 1 
READ(5.882) H 

READ(5,l) N.FOl.CN1, ICOST.CRITJ1.ACC 
READ(5.2) (DX(1) .D(I) . P ( I >  .Q(I> .XM(I). I=l.N) 

882 FORMAT( A80 ) 

1 FORMAT( 13.2F8.0.13.2F8.0) 
2 FORMAT(5F10.0) 
NO3 = 0 
IF (ICOST.GT.0) NO3 = ICOST 
IF (ICOST.GT.0) ICOST = 1 
ITHK = 0 
NO2 = NO3 - 1 
NO1 = NO2 - 1 
NO4 = NO3 + 1 
FO = FO1/10000. 

' CN = CN1/1000. 
CRITJ = CRITJ1/10000. 
WRITE(6.2222) H 

2222 FORMAT(///// ' ' ,A801 
WRITE(6,888) N ,  FO1. CN1 

888 FORMAT(/,' ********** I N P U T P A R A M E T E R S 
&********* ' , / /  , ' 
&/ . ' RADON FLUX INTO LAYER 1 : ' ,12X, G10.3. ' pCi /m2/sec ' , / , 
& '  SURFACE RADON CONCENTRATION : ' ,8X. G10.3. ' pCi /1 iter ' 1 

NUMBER OF LAYERS : ' ,19X, 12, 

IF (ICOST.EQ.0) GO TO 676 
WRITE(6.675) N03.CRITJl .ACC 

675 FORMATU.' LAYER'.I2.' ADJUSTED TO MEET Jcrit :'.SX.G10.3. 
& '+I- '.G10.3,' 

676 CONTINUE 
DO 100.1=1.M 

XM(1) = XM(I)*.Ol 
RHO(1) = 2.700*(1 

pCi /m2/sec ' . / 1 

DO-P( I) ) 
XMS ( I 1 = RHO( I )*XM( I ) /P( I 1 
IF (XMS(I).LE..99) GO TO 678 
T8 = XM(1) 
XMS(1) = .99 
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F 

. Bp. 4 4  6 . -  
XM( I) = XMS(I)*P(I)/RHO(I) 
WRITE(6.679) I.T8.XM(I) 

679 FORMAT( / . ' LAYER' , I 2 ,  ' EXCEEDS SATURATION. MOISTURE ' , 

678 CONTINUE 
& 'CHANGED FROM' .F7.3.' TO' .F7.3. / / )  

IF(D( I). EQ. 0. )D( I I=. 07*DEXP( -4. *(XMS( I I*( 1. -P( I )**2)+ 
i? XMS( I)**5) 1 

100 A4(I) = 1. - .74*XMS(I) 
AB = DSQRT(XL/D(l)) 
RF( 1 ) - ( Q( 1 >*P( 1) /AB )*TANH ( AB*DX ( 1 1 1 
IF (FOl.EQ.-l.) RF(1) = RF(l)/(l.+( .S*TANH(AB*DX(l)))/ 

& 0.5/ (DEXP(AB*DX( 1) )+DEXP( -AB*DX ( 1) 1 1 ) 
IF  (FOl.EQ.-l.) FO = -.5*RF(1)*TANH(ABRDX(1)) 
OOX(1) = DX(1) 
RC(1) = CN/A4(1) 
WRITE ( 6,341 1 RF ( 1) *10000. 

341 FORMAT(' BARE SOURCE FLUX (Jo) FROM LAYER 1 :',G11.4. 
& '  pCi /m2/sec' ,//I 
WRITE ( 6.887 1 
WRITE(6.850) (I.DX(I>.D(I) .P( I )  .Q(I) .100.*XM(I) .I=l.N) 

850 FORMAT(SO(/ .2X. 12.5X.F6.0.8X. lPE11.4.7X .OPF7.4.7X. 1PE11.4.7X. 
ttOPF7.2) 1 
WRITE(6.886) 

886 FORMAT(//,' ***** R E S U L T S 0 F R A 0 0 N D I F F U S 
I 

& 0 N 
887 FORMAT(' LAYER' .2X. 'THICKNESS' ,7X, 'DIFF COEFF' ,7X. 

& '  POROSITY e ,9X. 'SOURCE ' .9X. 'MOISTURE ' . / .11X, ' (cm) ' .9X. 
&"(cm2/sec)'.21X, '(pCi/crn3/sec)',lX. ' (dry w t .  percent)') 

Q<I> = Q(I)*P(I) 
P(1) = P(I)*A4(I) 
D(I) = D(I)*P(I) 

C A L C U L A T  I O  N *"+*'.l) 

DO 101 I=l.N 

101 CONTINUE 
IF (N.EQ.1) GO TO 110 
NM1 = N - 1 
NM2 = N - 2 
JTST = 1 
DDX(1) = DX(1) 
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ALP(1) = DSQRT(XL*P(l)/D(l)) 
99 CONTINUE 

DO 58 I=2,N 
58 DDX(1) = DX(1) 

C 
C MODIFY PARAMETERS FOR CODE LIMITS 
C 

SUMX = 0. 
SUMA = 0. 
SUMAX = 0. 
XRED = 0. 
XCHG = 0. 
X(1) = 0. 
xo = 0. 
SUMMAX = ALP(l)*DX(l) 
IF (SUMMAX.LE.4.61) GO TO 60 
XRED = 4.61/ALP(1) 
FO = FO * DEXP(4.61 - SUMMAX) 
SUMMAX = ALP(1) * (DX(1)  - XRED) 

60 CONTINUE 
IF (XRED. GT. 0. ) XCHG=DX( 1) -XRED 
DO 345 I=l.N 

ALPI = DSQRT(XL*P(I)/D(I)) 
SUMX = SUMX + DX( I) 

SUMA = SUMA + ALPI 
ALSUM = ALPI * X(I+l) 
IF ( ALSUM . GE . SUMMAX 1 SUMMAX = ALSUM 
SUMAX = SUMX + ALSUM 

X(I+1) = SUMX - XCHG 

345 ALP(1) = ALPI 

321 FORMAT( ’ LAYER THICKNESS OR DIFFUSION COEFFICIENT EXCEEDS LIMITS’ 1 
I F ( SUMMAX . GT .174.) WRITE ( 6,321 1 

IF (SUMMAX.LE.87.) GO TO 500 
xo = suMAx/suMA 
DO 456 I=O.N 
X(I+l) = X(I+l) -xo 

456 CONTINUE 
500 CONTINUE 

C 



C 
C 

C 
C 
C 

C 
C 
C 

CALCULATE PARAMETERS FOR MATRIX 

DO 10 1=1 .NM1 
RDUM = DSQRT( P( I+1 )*D( I+1) / (P( I )*D( I ) ) 1 
R(I> = -.5*(1.-RDUM) 
RR(1) -.5*(l.+RDUM) 
QP = (Q( I+1> /P( I+1) -Q( I )/P( I) )/XL 
T(1) = QP*DEXP(-ALP(I)*X(I+l)) 
U( I )  = QP*. 5*DEXP(ALP( I )*X( I+1) 1 

10 AIPlMI( I)=DSQRT(XL)*(DSQRT(P( I+l)/D(I+l> ) -DSQRT(P( I)/D(I> 1) 
ALP(N) = DSQRT(XL*P(N)/D(N)> 

SPECIFY MATRIX ELEMENTS AND SOLVE 

DO 20 I=l,NMl 
J = 5*1-4 
K = 2*I-1 
A( 3 )  = DEXP( -2. *ALP( I )*X ( I+1) 1 
A(J+l) -DEXP(AIPlMI(I)*X(I+l)) 
A( 3+2) = -DEXP( - (ALP( IC1 )+ALP( I ) )*X ( I+1) ) 
A( 3+3) = R (  I ) *DEXP( (ALP( I+1 )+ALP( I) )*X( I+1) ) 

B(K) = T(1) 
A(J+4) = RR( I)*DEXP( -AIPIMI(I)*X(I+l)) 

20 B(K+l) = U(I) 
N5M4 = 5*N-4 
A(N5M4) = DEXP(-2.*ALP(N>*X(N+l)) 
N2M1 = 2*N-1 
B (N2Fll) = (CN-Q(N ) / (P( N)*XL) )"DEXP( -ALP(N)*X (N+l) 

UPPER TRIANGULARIZE MATRIX 



30 BU(K+l) = (B(K+l) -BU(K) )/G(J+Z> 
N5M6 = 5*N-6 
G(N5M6) A(N5M6) -G(N5M6-2) 
G( N5M6+1) = (A( NSM6+1) -G( N5M6- 1) /G( N5M6) 
NZM2 = 2*N-2 
BU ( N2MZ) = ( B (N2M2 ) -BU (N2M2- 1 1 1 /G( N5M6 1 
G(N5M6+2) = A(N5M6+2) -G(N5M6+1) 
BS(N) = (B(NZM1)-6U(NZMl-l))/G(N5M6+2) 
AS(N) = BU(NZMl-l)-G(NSM6+1)*BS(N) 
DO 40 I=l.NM2 

J = 5*(N-I)-3 
K = 2*(N-11-1 

. L N-I 
BS ( L) = BU (K) -G( J )*AS ( L+1) -G( J+l )*BS( L+1) 

40 AS(L) = BU(K-l)-G(J-Z)*BS(L) 
BS(1) = BU( l)-G(2)*PS(2>-6(3)"BS(Z) 
AS( 1) = (BS( 1 )*DEXP( -ALP(l )*X( 1) ) -FO/ (ALP( 1 )*D( 1) 1 ) 
& *DEXP( -ALP ( 1 >*X( 1 ) 1 

C 
C MATRIX SOLUTION COMPLETE 
C 

DO 147 1=1 ,N 
ALP1 = ALP(I)*X(I+l) 
AS1 = AS(I)*DEXP(ALPI) 

RC( I) = ASI+BSI+Q( I / ( P( I )*XL) 
BSI = BS( I)*DEXP( -ALPI) 

147 RF(I) = -D(I)*ALP(I)*(ASI-GSI) 
RC(N) = CN 
IF (ICOST.EQ.0) GO TO 45 
FOP = FO 
IF (FO.LT.1) FOP=1. 
IF (RF(1) .LE.O.DO) RF(l)=l.DO 

IF (JTST.EQ.0) GO TO 44 
C **** BEGIN COST OPTIMIZATION 



b.; 44 6 . -  IF (CRITJ.GT.99.) GO TO 45 
IF (CRITJ.LE.0.) GO TO 45 

ABT7 = DABS(T7) 
IF (ABT7.LE.ACC) GO TO 45 
NTST = NO3 
IIJ = NO2 
IF (NTST.EQ.NSAVE) GO TO 190 

T7 = (RF(N) -CRITJ)/CRITJ 

OXMAX = 0. 
DXMIN = 0. 
RFMAX = 0. 
RFMIN = 0. 
NSAVE = NTST 

190 CONTINUE 
C 
C SET LIMITS (DXMAX &DXMIN) AND DO REGULA EALSI SEARCH FOR DX 
C 

IF ( 7 )  200.45.201 
200 DXMAX = DXCNTST) 

RFMIN = RF(N) 
GO TO 202 

201 DXMIN = DX(NTST) 
RFMAX = RF(N) 
IF (DXMAX 1 202.203,202 

GO TO 204 
202 DX(NTST) = DXMIN+(DXMAX-DXMI 

203 DX ( NTST) = DX (NTST)* ( 1.  +O .5*T7 1 
204 CONTINUE 

RFI 

IF (RFMAX. EO. 0. ) DX(NTST)=O. S*DXMAX 
IF (DX(NTSTl.LE.1.) DX(NTST)=O. 
IF (DX(NTST1 .LE.1.)  JTST=O 
IF (ITHK.EQ.0) GO TO 99 
T2T = 0. 
IF(N04.GT.N) GO TO 55 
DO 46 IJ = N04.N 

46 T2T = T2T+DX ( I3 1 
55 IF(NO1. LT.2) GO TO 47 

00 56 13 = 2.N01 
56 T2T = T2T+DX ( IJ) 

.CRITJ 1 / RFMAX - RFMI N 



47 CONTINUE 
T23 = DX(NTST1 
T2T = T2T+DX(NTST) 

C 
C 

IF (NMIN . EQ . NTST) TZT=T2T+DX ( I 13) -OX ( NTST) 
IF (NMIN . NE. 0) DX (NMIN)=X( N+1) -X  ( 2 )  -T2T 

C IF (DX(NMIN).GE.O.) GO TO 48 
C DX(NMIN1 = 0. I 
C DX(NTST) = 0.5*(DX(NTST)+DDX(NTST)) 
C GO TO 99 

48 CONTINUE 

GO TO 99 
44 CONTINUE 
45 CONTINUE 

C 
C OUTPUT RESULTS 
C 

IF (DX(NTST) .NE.T23) CRITJ=-l. 

110 WRITE( 6,881 1 
881 FORMAT(6X.' LAYER' .3X. 'THICKNESS' .7X. 'EXIT FLUX' .lox. 

&'EXIT CONC.'.8X.'MIC'./.18X.'(cm>'.7X.'(pCi/m2/sec)~, 
&8X, '(pCi/liter)' , / I  

RXYZ = RF(1)*10000. 
CXYZ = RC( I )*lo00 .*A4( I) 

WRITE(6,883) I , DDX( I) , RXYZ , CXYZ .A4( I ) 
FORMAT(8X. 12.6X. F6.0,6X, lPE12.4.7X. E12.4.6X, OPF7.4) 

DO 884 1=1 .N  

884 
883 

CLOSE (UN IT=5) 
CLOSE ( UN I T=6) 
END 
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1.3 Select Technical References 



Reference: "Report of Workshop on Geosynthetic Clay Liners" , United 
States Environmental Protection Agency, National Risk 
Management Research Laboratory, Cincinnati, Ohio, 
August 1995, in press. 

EVALUATION OF VARIOUS ASPECTS OF GCL PERFORMANCE 

R. Bonaparte', M.A. Othman', N.R. Rad', R.H. Swan', 
and D.L. Vander Linde' 

INTRODUCTION 

The purpose of this paper is to briefly present the results of various activities 
that have recently been undertaken by the authors on the subject of geosynthetic 
clay liner (GCL) testing and performance evaluation. The subjects that are 
addressed are: 

field hydraulic performance of composite liners containing GCLs; 

drained shear strength of hydrated GCLs at high normal stress; 

interface shear strength between unhydrated GCLs and textured 
geomembranes at high normal stress; 

hydration of GCLs adjacent to soil layers; and 

causes of failure of a landfill cover system containing a GCL. 

FIELD PERFORMANCE OF COMPOSITE LINERS CONTAINING GCLs 

Sources of Flow in LDS of Double-Liner System 

A double liner system consists of top and bottom liners with a leakage 
detection system (LDS) between the two liners. If the double-liner system is used 
in a landfill, it will also contain a leachate collection and removal system (LCRS) 
above the top liner. As part of an ongoing research investigation for the United 
States Environmental Protection Agency (USEPA), the authors have collected data 

GeoSyntec Consultants, 1100 Lake H e m  Drive, Atlanta, Georgia 30342 
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the rates of liquid flow into the sumps of LCRSs and LDSs for a wide variety 
double-lined waste management units located throughout the United States. 

Comparison of the rates of flow into the LCRS and LDS of a unit can be used to 
quantify the performance of the top liner (in terms of the ability to impede 
advective transport of liquid through the liner). In essence, the LDS serves as a 
large lysimeter (i.e., collection pan) below the top liner. 

To make the evaluation, consideration must be given to the potential sources 
of liquid in the LDS. Gross et al. [1990] described the potential sources of LDS 
flow, which are (Figure 1): (i) leakage through the top liner; (ii) drainage of 
water (mostly rainwater) that infiltrates the leakage detection layer during 
construction but does not drain to the LDS sump until after start of facility 
operation (“construction water”); (iii) water expelled from the LDS layer as a 
result of compression under the weight of the waste (“compression water”); (iv) 
water expelled from any clay component of the top liner as a result of clay 
consolidation under the weight of the waste (“consolidation water”); and (v) for 
a waste management unit with its base located below the water table, groundwater 
infiltration through the bottom liner (“infiltration water”). 

Gross et al. [1990] and Bonaparte and Gross [1990] presented the following 
five-step approach for evaluating the sources of LDS liquid at a specific waste 
management unit. 

Identify the potential sources of flow for the unit based on double-liner 
system design, climatic and hydrogeologic setting, and unit operating 
history. 

Calculate flow rates from each potential source. 

Calculate the time frame for flow from each potential source. 

Evaluate the potential sources of flow by comparing measured- flow 
rates to calculated flow rates at specific points in time. 

Compare LCRS and LDS chemical constituent data to further establish 
the likely source(s) of liquid. 

Bonaparte and Gross [1990, 19931 used this five-step approach to evaluate 
the sources of LDS flow for 93 waste management units. Under a contract to the 
USEPA Risk Reduction Research Laboratory, the authors are currently 
performing this evaluation using new data from the facilities in the Bonaparte and 
Gross studies, as well as data from a significant number of additional waste 
management units not included in the original studies. Preliminary results for 
waste management units with composite top liners containing GCLs are presented 
below. 
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A = TOP LINER LEAKAGE 
B 
C = CONSOLIDATION WATER 
D = WTER FROM GROUND-WTER INFILTRATION 

CONSTRUCTION WATER AND COMPRESSION WATER 

Figure 1. Sources of flow from leak detection layers. 

LCRS and LDS Flow Daia 

Flow rate data have been collected for 26 waste management units containing 
composite top liners consisting of a geomembrane overlying a GCL. The 26 
units are located at six different landfill sites. Descriptions of the components of 
the liner systems used at these facilities are presented in Table 1 and flow rate 
data for the LCRSs and LDSs in the units are presented in Table 2. Average 
daily flow rates were calculated for both systems on a monthly basis by dividing 
the total amount of liquid extracted from the system during the month by the 
number of days in the month and the area of the waste management unit. Flow 
rates are reported in units of liter/hectare/day (lphd). The volume of flow used 
in the calculation was typically obtained from the landfill operator, with flow 
measurements most often measured using accumulating flow meters. The 
reported flow volumes should be considered approximate. 
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Figure 2 shows LCRS and LDS average daily flow rate data for a municipal 
solid waste management unit, located in Pennsylvania, that was active for 56 
months. Subsequently, a final cover system containing a geomembrane was 
placed over the entire unit. Flow data for the 56-month operational period and 
a 25-month post closure period were obtained and analyzed. As Figure 2 shows, 
flow rates in both systems were highest immediately after the start of waste 
placement and thereafter decreased with time. During the fmt twelve months of 
operation, the average rate of flow into the LCRS sump decreased from 12,700 
to 180 lphd. After that time, the LCRS flow rate stabilized and during the 
following 44 months, the rate of flow into the LCRS sump varied between 10 and 
170 lphd. After f d  closure, the flow rate decreased even further, to between 
10 and 80 lphd. 

As illustrated in Figure 2, waste management unit development can be 
divided into three distinct periods. During the first period, herein referred to as 
the "initial period of operation", LCRS flow rates may be relatively high. High 
flows during this period are attributed to the Occurrence of rainfall into a unit that 
initially contains little waste. To the extent rainfall occurs during this period, it 
will find its way rapidly into the LCRS. Obviously, the amount of LCRS flow 
during this period is highly dependent on climate. A lag exists between the time 
liquid first enters the LCRS and when it flows into the LCRS sump. The 
magnitude of the lag is largely dependent on the hydraulic characteristics (Le., 
the length and slope of the LCRS and the hydraulic conductivity of the LCRS 
drainage material). Most available data indicate a decreasing LCRS flow rate 
with time during the initial period of operation. During the second period, 
referred to herein as the "active period of operation", the rate of flow into the 
LCRS continues to decreases and eventually stabilizes. This occurs as the amount 
of waste in the unit increases and as daily and intermediate layers of cover soil 
are placed. This trend in flow rates is also dependent on the type of waste but 
is likely representative of the trends observed at most new landfills, excluding 
those that accept sludges or other high moisture content wastes. During the "post 
closure period", the final cover system further reduces infiltration of rainwater 
into the waste, resulting in a further reduction in LCRS flow. Final covers 
containing geomembranes can, if functioning properly, virtually eliminate 
rainwater infiltration. 

LDS flow rates for the waste management unit in Figure 2 were highest (860 
lphd) at the beginning of operations and decreased in the following few months, 
becoming very low (Le., less than 10 lphd) within approximately 15 months after 
the start of unit operation. The decrease in LDS flow with time is expected 
because: (i) flow rates in the LCRS during this time period decreased, and 
therefore, the potential for leakage through the top liner also decreased; (ii) most 
construction water initially present in the LDS flowed to the LDS sump in the 
first few weeks to months of unit operation; and (iii) the volume of compression 
and consolidation water for this waste management unit should be very small. 
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Figure 2. 

DATE 

LCRS and LDS flow rates at a modem MSW landfill in 
Pennsylvania. 
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Table 2 summarizes LCRS and LDS flow data for the 26 waste management 
units containing GCLs in their composite top liners. Average and peak flow rates 
are reported for the three time periods described above. Table 2 shows that 
between the initial and active periods of operation, LCRS flow rates decreased 
one to two orders of magnitude and LDS flow rates decreased one to three orders 
of magnitude. Reported peak LCRS flow rates were up to 5 times the average, 
while peak LDS flow rates were up to 20 times the average. Table 3 presents the 
mean values of average and peak flows for the database. 

I Table 3. Mean values of flow for the data in Table 2 (Note: m = mean value; 
0 = standard deviation; values are in liter/hectare/day). 

LCRS 

Initial Period of Operation 

Active Period of Operation 

I Post-Closure Period 

of Units 

5,350 3,968 

124 

Peak Flow Rate 

14,964 11,342 * 
8 
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Top Liner Hydraulic Efficiency 

Table 4 summarizes calculated "apparent" efficiencies for the composite top 
liners of the 26 waste management units presented in Table 2. Liner apparent 
efficiency, AE, is calculated using the following equation: 

AE (%) = (1 - LDS Flow Rate / LCRS Flow Rate) x 100 (Equation 1) 

Table 4. "Apparent" efficiencies of composite liners containing GCLs''). 

Cells w 
Cell No. 

A1 
A2 
A3 
A4 
A5 
A6 
A7 
A8 
A9 
A10 
A1 1 
A12 
A13 
A14 
A15 
A16 
B1 
c 1  
c 2  

Number 

Range 

Mean 

Median 

Initial Period 
of Operation 

100.00 
99.90 
98.97 
96.01 
97.23 
98.58 
99.37 
99.02 
99.91 
100.00 
100.00 
100.00 
100.00 
100.00 
100.00 
100.00 
94.57 
97.94 
91.84 

19 

91.84 - 100.N 

98.60 

99.90 

I Sand LDS 
Active Period 
of Operation 

(96) 
100.00 
99.33 
98.71 
98.75 
97.50 
100.00 
99.20 
100.00 
100.00 
100.00 
100.00 
100.00 
100.00 
100.00 
100.00 
100.00 
99.29 

Post-Closure 
Period 
(X) 

100.00 
100.00 
99.55 
100.00 

17 I 4 

99.58 99.89 

Cells wii 
Cell No. 

D1 
D2 
El 
F1 
F2 
F3 

Number 

Range 

Mean 

Median 

GT/GN LDS 
Initial Period 
of Operation 

(%I 
99.98 
100.00 
99.95 
100.00 
99.95 
99.90 

6 

99.90 - 100.M 

99.96 

99.97 

Notes: (I) Apparent Efficiency = (1 - LDS Flow / LCRS Flow) x 100 % 
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This liner efficiency is referred to as "apparent" because, as described above, 
flow into the LDS sump may be attributed to sources other than top liner leakage 
(Figure 1). If the only source of flow into the LDS sump is top liner leakage, 
then Equation 1 provides the "true" liner efficiency. Liner efficiency provides 
a measure of the effectiveness of a particular liner in limiting or preventing 
advective transport across the liner. 

Table 4 presents calculated AE values for waste management units with sand 
LDSs (Landfills A, B, and C). For these units, the apparent efficiency is lowest 
during the initial period of operation (AE, = 98.6 percent; where AE, = mean 
apparent efficiency) and increases significantly thereafter (AE,,, = 99.58 percent 
during the active period of operation and AE, = 99.96 percent during the post 
closure period). The lower AE, during the initial period of operation can be 
attributed to LDS flow from construction water. For units A, B, and C, 
calculated AE values during the active period of operation and the postclosure 
period may provide a reasonably accurate indication of true liner efficiency for 
the conditions at these units during the monitoring periods. It should be noted, 
however, that the true efficiency of a liner is not constant but rather a function 
of the hydraulic head in the LCRS and size of the area over which LCRS flow 
is occurring (the area is larger at high flow rates compared to low flow rates). 

Table 4 also presents calculated AE values for waste manageme units with 
geonet LDSs (Landfills D, E, and F). The available data are limited to the initial 
period of unit operation. As shown in Table 4, AE, for the six units with geonet 
LDSs is 99.96 percent. This value is much higher than the AE, of liners of cells 
with sand LDSs for the same facility operational period (Le., 98.60 percent). 
This higher efficiency can be attributed to the differences in liquid storage 
capacity and hydraulic transmissivity between sand and geonet drainage materials. 
A granular drainage layer can store a much larger volume of construction water 
and releases this water more slowly during the initial period of operation than 
does a geonet drainage layer. This suggests that, during the initial period of 
operation, the main source of flow in a sand LDS underlying a composite top 
liner containing a GCL is construction water. 

Conclusions on Field Performance of Composite Liners Containing GCLs 

From Table 2, LDS flows attributable to top liner leakage very from 0 to 50 
lphd, with most values being less than about 2 lphd. These flow rates are very 
low. The data shown in Table 4 suggest that the true hydraulic efficiency of a 
composite liner incorporating a GCL may be greater than 99.90 percent. A liner 
with this efficiency, when appropriately used as part of an overall liner system, 
can provide a very high degree of liquid containment capability. 

10 



SHEAR STRENGTH OF HYDRATED GCLs 

Overview 

For a recent project, the authors were concerned with the long-term drained 
shear strength of hydrated GCLs at normal stresses in the range of 240 to 720 
kPa. Drained shear strengths are applicable to long-term design and the range of 
considered normal stresses is applicable to conditions in a liner system at the base 
of a landfill. A testing program to evaluate the long-term drained shear strength 
of GCLs was undertaken and this program is ongoing. To develop interim values 
for preliminary design, the authors reviewed and analyzed available data from the 
techcal literature on the consolidateddrained (CD) shear strength of GCLs. 
The findings of this review are presented below. 

Required Defonnation Rates to Achieve CD Conditions 

To achieve consolidated drained (CD) test conditions, direct shear tests must 
be carried out at a very slow rate of shear displacement. The required 
displacement rate can be estimated using the well-known the-to-failure equation 
specified in American Society of Testing and Materials (ASTM) standard test 
method D 3080: 

& = 5 0 b  (Equation 2) 

where: & = total elapsed time to failure(s); and = time required for the test 
specimen to achieve 50 percent primary consolidation under the specified normal 
stress, or increment(s) thereof. Using & from consolidation tests and an estimated 
failure displacement 6,, the required shear displacement rate, 4, can be calculated 
using the equation: 

4=S,Jt, (Equation 3) 

Shan [1993] performed one-dimensional consolidation tests on the GCL products 
Claymax', Gundseal', Bentomat', and Bentofma. He evaluated 4 values for each 
product. The results of his evaluation are provided in Figure 3. With reference 
to this figure, at normal stresses in the range of 240 to 720 kPa, & values are in 
the range of about 100 to 400 hours. If it is assumed that a displacement of 25 
mm is needed to achieve peak shear stress conditions, a required shear 
displacement rate of 0.05 to 0.25 mm/s is calculated. Only test results conducted 
at shear displacement rates that satisfy Equations 2 and 3 and the data from Shan 
[1993] should be considered to represent CD conditions. Test results at faster 
rates will yield lower shear strengths as a result of positive pore pressure 
development during the shearing phase of the test. 
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Figure 3. Relationship between time to failure of GCLs in direct shear tests 
and normal stress (from Shan, 1993; Note: 1 psi = 6.9 Wa). 

It is noted that direct shear tests on GCLS are often performed in general 
accordance with the standard test method ASTM D 5321 ("Determining the 
CoefSicient of Soil and Geosynthetic or Geosynthetic and Geosynthetic Friction by 
the Direct Shear Method"). This method provides the following guidelines for 
selecting shear displacement rates for tests involving soils: 

"11.6 Apply the shear force using a constant rate of displacement that is 
slow enough to dissipate soil pore pressures, as described in Method D 3080 
(Note 9). If excess pore pressures are not anticipated, and in the absence 
of a material specification, apply the shear force at a rate of 1 mm/min (0.04 
in. /min). I' 
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The foregoing requirement calls for performing direct shear tests involving soils 
at a shear displacement rate in conformance with ASTM D 3080 if pore pressures 
are anticipated. For the soil component of GCLs (Le., sodium montmorillonite), 
significant pore pressures will certainly be generated if the GCL is sheared at 
rates faster than those satisfying Equations 2 and 3. Interestingly, however, most 
test data available in the published literature were generated at the default shear 
displacement rate of 0.017 mm/s. Data generated at the default shear 
displacement rate are considered to reflect "undrained" or "partially-drained, " and 
not "fully-drained, conditions. 

Review of Available Information f o r  Unreinforced GCLS 

For purposes of shear strength characterization, two different categories of 
GCL can be considered: GCLs that do not contain internal reinforcement 
(hereafter referred to as unreinforced GCLs) and those that do (hereafter referred 
to as reinforced GCLs). Published information relevant to the CD shear strengths 
of unreinforced GCLs is very limited. The available information is summafized 
below. 

Daniel and Shan [1991] and Shan and Daniel [1991] reported CD direct 
shear test results for the GCL product ClaymaxO. Tests were performed 
using 60-mm diameter specimens and a shear deformation rate of 5 x 
10" d s .  Test results have been interpreted herein in terms of "peak 
@)" and "large-displacement (Id)" normalized shear strengths. Peak 
displacements in these tests were 0.5 to 5 mm with the largest 
displacement corresponding to the lowest normal stress; the reported 
"Id" shear strengths correspond to shear displacements of approximately 
6 to 9 mm. Results from the tests are as follows: 

k!!zlJ,* AL 
0.236 13.3" 34 0.236 13.3" 

69 0.238 13.4" 0.209 11.8" 
100 0.194 11.0" 0.165 9.4" 
140 0.178 10.1 " 0.137 7.8" 

a, &Pa) (7/a,3p A- 

where: a, = normal stress on the shear plane at failure (kPa); 7 = 
shear stress on the shear plane at failure (kPa); and 6 = secant friction 
angle (dimensionless), calculated as the inverse tangent of dun. It is 
noted that 4 should also be interpreted as a measure of normalized shear 
strength and not as a "true" indication of internal friction. This data 
interpretation is illustrated in Figures 4 and 5. 
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Figure 4. Log-linear regression analysis for peak CD conditions. 

NORMAL STRESS, On (kPa) 

Figure 5. Log-linear regression analysis for large-displacement CD 
conditions. 
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Daniel and Shan [1991], Daniel et al. [1993], and Shan [1993] reported 
direct shear CD test results for the GCL product Gundseal'. Tests were 
performed using 60-mm diameter specimens and a shear deformation 
rate of 5 x 106 d s .  Test results have been interpreted herein in 
terms of peak and largedisplacement normalized shear strengths. 
Typical peak displacements in these tests were 2 to 4 mm with the 
largest displacement corresponding to the lowest normal stress; the 
reported "ld" shear strengths correspond to shear displacements of 
approximately 9 to 12 mm. Results from the tests are as follows: 

27 0.275 15.4" - - 
44 0.300 16.7" 0.231 13.0" 
61 0.256 14.4" 0.227 12.8" 
100 0.223 12.6" 0.169 9.6" 
140 0.181 10.3" 0.164 9.3" 

The direct shear test results from Daniel and Shan are plotted in Figures 4 
and 5 for "peak" and "large displacement" shearing conditions, respectively. 
Regression equations were developed to describe the test results. It is interesting 
to note the lesser amount of scatter in the results for the largedisplacement 
shearing conditions compared to the peak shearing conditions. 

The test results in Figures 4 and 5 only cover the stress range between 24 
and 144 kPa. Even at these relatively low normal stresses, GCL CD shear 
strengths exhibit significant normal stress dependency. A basis is needed for 
extrapolating this stress dependency to higher normal stress. This basis was 
derived from published information from the soil mechanics literature on the 
shear strength of sodium montmorillonite. This information is summarized 
below. 

Mesri and Olson [1970] and Olson [1974] reported the results of 
constant rate-of-strain CD and consolidated-undrained (with pore 
pressure measurement) triaxial compression tests on homionic sodium 
montmorillonite consolidated from a slurry (Figure 6); approximate 
effective-stress normalized shear strengths and secant friction angles 
derived from the tests are as follows: 

72 0.21 12" 
170 0.14 8" 
340 0.10 6" 
530 0.07 4" 
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Figure 6. Effective-stress failure envelopes for calcium and sodium 
montmorillonite from CD and CU triaxial tests (from Mesri and 
Olson, 1970; Note: 1 psi = 6.9 @a). 

Mitchell [1993] presented residual shear strength data for 
montmorillonite from Kenney [ 19671 and Chattopadhyay [ 19721. 
Inspection of the residual shear strength data shown in Figure 7 reveals 
several significant points: 

the residual friction angle exhibits significant stress dependency 
over a wide range of normal stress; stated differently the residual 
failure envelope is curved over a wide range of normal stress; 

there may exist a normal stress above which the residual friction 
angle is independent of normal stress; based on Figure 7, this 
normal stress may be on the order of 480 kPa for sodium 
montmorillonite; and 

the residual friction angle of montmorillonite is dependent on the 
dominant exchangeable cation and the soil pore chemistry; the 
smallest measured residual friction angle given in Figure 7 is 3" 
for homionic sodium montmorillonite in distilled water. 

The GCL regression lines from Figures 4 and 5 are plotted along with the 
Mesri and Olson [1970] data in Figure 8. Reasonable agreement is observed 
between the Mesri and Olson data and the extrapolated regression lines for the 
unreinforced GCL. Also shown on this figure are the residual shear strengths for 
sodium montmorillonite developed by Kenney [ 19671 and Chattopadhyay [ 19721 
as reported by Mitchell [1993]. These latter results further support the 
extrapolations presented in Figure 8. 
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Figure 8. Comparison on montmorillonite shear strength data and GCL log- 
linear regression lines. 
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Review of Avaihble Infonnation f o r  Reinforced GCLs 

The authors were unable to find any information in the published technical 
literature on the CD shear strengths of reinforced GCLs at high normal stress. 
A few CD tests performed at low normal stress have been reported by Daniel and 
Shan [1991] for the product Bentomat@. These results cannot be extrapolated to 
higher normal stress, however, due to the current limited understanding of the 
effect of reinforcing fibers on the shear displacement-shear resistance-normal 
stress relationship for this type of material. 

The authors have performed a limited number of consolidated-quick (CQ) 
direct shear tests on reinforced GCLs at normal stresses in the range of interest. 
Quick tests were performed at a displacement rate of 0.016 mm/s. While not 
"truly undrained" due to the lack of boundary drainage control in the direct shear 
test, the specimens in these tests will only undergo very limited pore pressure 
dissipation during the shear phase of the test due to the high rate of shear 
displacement. Due to these pore pressures, CQ tests at a given consolidation 
stress will result in lower GCL shear strengths than obtained from true CD tests 
at the same normal stress. CQ tests may therefore be considered to provide a 
lower bound of the CD shear strength of reinforced GCLs. 

The results of the CQ direct shear tests on reinforced GCLs indicate 
relatively high peak shear strengths followed by a significant degree of shear 
softening (Le., post peak decrease in shearing resistance). A typical test result 
is illustrated in Figure 9. Normalized peak and large displacement shear 
strengths, and the ratio of the two (J / )  for a normal stress of 480 P a  are given 
below: 

4- Aid- z& 

Bentomat@ 29" loo( 4 )  0.32 
Bentofma 31 " 16"( 4 )  0.48 
Claymax@ 500SP 13" 6"( 4 1 0.45 

In the above table the downward arrow ( 4 ) indicates that the GCL shearing 
resistance was decreasing at the end of the test (Le., at a shear displacement of 
40 to 50 mm). The $ values reported above are low, generally in the range of 
0.3 to 0.5. In contrast, J/ values for the CD direct shear tests on unreinforced 
GCLs were higher, typically in the range of 0.7 to 1.0. The +,,, values reported 
above are somewhat larger than those obtained for the unreinforced GCLs. 
However, as noted above, observation of the shear force-displacement plots for 
the tests indicates that the shear stresses applied to the sample were decreasing 
at the ends of the tests, which typically occurred at a displacement of 40 to 50 
mm. This observation, coupled with observations of the tested samples, that the 
GCL reinforcing fibers and stitching were still partially intact at the time the test 
was terminated, suggests that residual CD and CQ shear strengths of reinforced 
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GCLs may not be much larger than those of unreinforced GCLs. Clearly, testing 
is required to establish the large-displacement, high normal stress behavior of 
these materials, and to identify differences in product behavior based on 
differences in montmorillonite properties and reinforcing characteristics. 

E 
W 

2 
9 
4 
U 

I cn 

0 5 10 15 20 25 30 35 40 45 50 55 60 

DISPLACEMENT (mm) 

Figure 9. Results of CQ direct shear tests on reinforced Bentofix GCL. 

Interim Design Values 

Unreinforced GCLs: Based on the information presented in Figure 8, the 
authors used the following interim guidelines for performing liner system stability 
analyses for long-term drained conditions, for potential slip surfaces that involve 
internal shearing of unreinforced GCLs. These guidelines further assume that the 
GCL will hydrate through adsorption of water from an adjacent subgrade soil 
layer. I 

Slope stability analyses are performed using: (i) peak internal GCL 
shear strengths and a minimum slope-stability factor of safety of 1.5; 
and (ii) large-displacement internal GCL shear strengths and a minimum 
slope-stability factor of safety of 1.15. 

000199 
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Using the regression equation presented in Figure 4, peak normalized 
shear strengths are: 

96 0.214 12.1 " 
240 0.157 8.9" 
480 0.114 6.5" 
720 0.106 6.1" 

Using the regression equation presented in Figure 5, largedisplacement 
normalized shear strengths are: 

Ad- 

96 0.178 10.1 " 
240 0.116 6.6" 
480 0.070 4.0" 
720 0.052 3.0" 

For the large displacement strengths, a minimum friction angle cutoff of 3" 
was assumed based on the test results reported by Mitchell [1993], presented in 
Figure 7. 

The normalized shear strengths given above are relatively low, and their use 
may be viewed by some as overconservative. This view should be tempered with 
the realization that the largedisplacement GCL shear strengths reported in the 
technical literature do not represent true residual minimums (due to the limited 
displacement of the direct shear apparatus) and no allowance has been made for 
the possible effects of drained creep of the GCL under working stress conditions. 
Furthermore, the available CD direct shear test results for unreinforced GCLs 
correlate well with the triaxial compression test results for sodium 
montmorillonite from Mesri and Olson [1970] and Olson [1974] (Figure 6). 
Finally, it is noted that the foregoing approach, which utilizes a smaller slope 
stability factor of safety with the large displacement shear strengths than the 
factor of safety used with the peak shear strengths, is similar to the approaches 
advocated by Byrne [1994] and Stark and Poeppel [1994]. 

Reinforced GCLs: Recognizing the lack of data on the CD strength of 
reinforced GCLs at high normal stress, the complex behavior and high degree of 
shear-softening exhibited by these products, the authors utilized the same factors 
of safety and GCL long-term shear strengths for reinforced GCLs as for 
unreinforced GCLS. It is recognized that this assumption is conservative. 
However, given the limitations with respect to the available reinforced GCL test 
data (e.g., the technical literature does not contain any "true" CD direct shear test 
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results for reinforced GCLs at high normal stress) and the other factors discussed 
above, the authors believe the assumption was prudent. 

SHEAR STRENGTH OF GCLGEOMEMBRANE INTERFACES 

Direct Shear Testing Program 

For a project located in the desert of southeastern California, the authors 
performed 14 interface direct shear tests on unhydrated GCL-textured HDPE 
geomembrane interfaces. The tests were performed in a 300 mm x 300 mm shear 
box following procedures in general accordance with ASTM D 5321. Three 
different GCLs were tested. The geomembrane used in the tests was from a 
single roll of material and samples were selected based on visual observation of 
a consistent degree of texturing. The tests were carried out in a manner that 
allowed shearing either at the GCL interface or internally within the GCL 
bentonite layer. Tests were carried out at normal stresses ranging between 
approximately 350 and 1,920 kPa. Sliding in the tests consistently OcCutTed at 
the interface and not within the GCL. Thus, the test results correlate to interface 
failures and at the same time provide conservative lower bound unhydrated shear 
strengths for the tested GCLs under the project testing conditions. 

Typical test results are presented in Figure 10 and ' ed in Table 5. 
The tests correspond to two shearing rates, namely 0.016 mm/s and 0.0007 
mm/s. Interface friction angles obtained from the tests at the slower shearing rate 
are 1 O to 2" lower than interface friction angles obtained from tests at the higher 
shearing rate. The test results also reveal an interface shear strength stress- 
dependency with secant interface friction angles 5" to 10" lower at 1,920 kPa 
than at 350 Wa. The interfaces exhibited only minor amounts of shear softening 
(typically less than 1 to 2") at test displacements of up to about 50 mm. 

Comment on Results 

The foregoing interface direct shear test results illustrate the ranges of shear 
strengths obtained and several of the factors that affect this strength including 
normal stress , displacement rate , and magnitude of displacement. 

The authors note that they have observed relatively wide variances in the 
degree of texturing of geomembranes, even from a given manufacturer. The 
degree of texturing significantly influences the interface shear strength. Thus, the 
strength values reported above should not be considered appropriate for design. 
Interface shear strengths for design should be established on a project-specific 
basis and construction-phase quality control testing should be used to establish 
that materials delivered to the construction site can achieve the interface strengths 
established during design. 

21 000201 



E 

s 
w 
0 a 0 
L 

I cn 

DISPLACEMENT (m) 

Figure 10. Results of direct shear tests on unhydrated Bentofix GCL-textured 
HDPE geomembrane interface. 

HYDRATION OF GCLs ADJACENT TO SOIL LAYERS 

Overview of Testing Program 

The authors conducted an extensive laboratory testing program to evaluate 
the potential for hydration of GCLs placed against a compacted subgrade soil 
layer. Hydration tests were performed on three different GCL products to 
evaluate the effects of  (i) test duration (Le.* hydration time); (ii) soil initial water 
content; (iii) thickness of soil layer; and (iv) overburden pressure. Three 
commercially-available GCL products, namely, Claymax@* Bentomat@, and 
Bentofur@ were used in the testing program. The soil used in the testing program 
was obtained from the USEPA GCL Field Test Site at the ELDA-RDF facility 
in Cincinnati, Ohio. This material is classified as low plasticity clay (CL) based 
on the Unified Soil Classification System (USCS). Tests were performed on two 
different soil samples and consistent results were obtained between samples. The 
results reported herein were obtained from tests on a sample with 99 percent of 
the soil passing the U.S. No. 200 standard sieve and 33 percent smaller than 2 
pm (clay fraction). The liquid limit of the soil is 41 and the plasticity index is 
19. The soil has an optimum moisture content (OMC) of 20 percent and a 
maximum dry unit weight of 16.7 kN/m3 based on the standard Proctor 
compaction method (ASTM D 698).. 
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Testing Apparatus and Procedure 

Figure 11 shows the apparatu specially design d to conduct the GCL 
hydration tests. The apparatus consists of a polypropylene mold 75 mm in 
diameter and 150 mm in height. A geomembrane/GCL/soil composite specimen 
is placed in the mold and covered with two layers of a thin vapor barrier. A 
loading platen is placed on the specimen for application of overburden pressure. 

To process the soil, it was fust passed through a U.S. No. 4 standard sieve. 
The soil was then moisture conditioned to achieve the desired moisture content. 
The moist soil was placed in the mold in a loose condition and statically 
compressed to 50-mm thick lifts. The soil was compacted to a dry unit weight 
equal to approximately 90 percent of the maximum dry unit weight based on the 
standard Proctor method (ASTM D 698). Two soil lifts were used giving a total 
thickness of 100 mm. The GCL and geomembrane specimens were carefully 
trimmed from the same sheets. The initial moisture content of the GCL was 
measured by taking a small sample from the same GCL sheet and measuring its 
weight before and after oven drying. The initial moisture content of the GCLs 
varied between 15 and 20 percent. 

DOUBLE LAYER 
MOISTURE 
BARRIER 

GEOSYNTHETIC - 
CLAY LINER 

y& LOAD PLATEN 

&MIL TEXTURED 
HDPE GEOMEMBRANE 

. . .  . .  . . . . . . . .  . I .  . . . . . .  . . . . . . . . .  . . .  . . . . . . .  . .  ._.. . . . .  .- .:.. r._ - . . .  
- . .  . . . .  . . .  . . .  . . .  . . .  

,. . . . . . .  . . . . .  ': . . -  . .  . .  , :.. - . .,., 
... .-.COMPACT€D - ' 

Figure 11. Simplified diagram of GCL hydration test set-up. 
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The GCL and geomembrane were placed on the soil and covered with the 
vapor barrier. The side of the GCL placed against the soil was woven in the case 
of Claymaxa and nonwoven for Bentomat@ and Bentofm". Overburden pressure 
of 10 kPa was applied on the composite specimen utilizing standard weights 
which were placed on the loading platen. The entire apparatus was then placed 
in a temperature and humidity controlled room for the desired hydration time 
period. At the end of the hydration period, the test specimen was removed and 
the water content of the GCL and soil were measured. The final moisture content 
of the GCL was measured by weighing the entire GCL specimen before and after 
oven drying. The final moisture content of the soil was measured as the average 
water content of three samples obtained from the top, middle, and bottom of the 
soil specimen. 

Testing Conditions and Results 

As previously described, test conditions were varied to evaluate the effects 
of several factors on the hydration of GCLs. To evaluate the effect of test 
duration, tests were performed where the GCL was in contact with the soil for 
5, 25, and 75 days. Soil specimens were compacted to initial moisture contents 
equal to OMC, 4 percentage points dry of OMC, and 4 percentage points wet of 
OMC to evaluate the effect of soil initial moisture content on GCL hydration. 

Figures 12, 13, and 14 present the results of the hydration tests for the GCL 
products Claymaxa, Bentomat@, and Bentofma, respectively. These figures show 
that the moisture content of all three GCLs increased significantly as a result of 
contact with compacted subgrade soil. The increase in GCL water content was 
significant after only five days of hydration. With increasing time, GCL water 
content continued to increase at a decreasing rate. For most tests, GCL water 
content reached a maximum value after about 25 days of soil contact and for 
some of the tests water content continued to increase even after 75 days of 
hydration. It is interesting to note that all three GCL products showed relatively 
similar behavior. Increases in water content were comparable for the three GCL 
products despite differences in GCL fabric (i.e., woven vs. nonwoven) and types 
of bentonite clay used to manufacture the GCLs. 

Figures 12, 13, and 14 illustrate the influence of soil subgrade initial 
moisture content on the hydration of GCLs. From these figures, it is evident that 
the moisture content of the GCL for any particular hydration time increases as the 
initial moisture content of the soil increases. These figures also show that a small 
increase in soil initial moisture content can have a significant impact on GCL 
moisture content. For example, after 75 days of hydration, the moisture content 
of Claymax" was approximately 16 percent higher when the initial moisture 
content of the soil was equal to OMC than when it was 4 percentage points drier 
than OMC. This behavior is expected because more water is available in the soil 
for the GCL to hydrate. 
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Figure 12. Increase in GCL moisture content due to contact with compacted 
subgrade soil: Claymaxa with woven geotextile against soil. 
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Figure 13. Increase in GCL moisture content due to contact with compacted 
subgrade soil: BentomaP with nonwoven geotextile against soil. 
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Figure 14. Increase in GCL moisture content due to contact with compacted 
subgrade soil: Bentof=@ with nonwoven geotextile against soil. 

The examination of the curves shown in Figures 12, 13, and 14 shows that 
the time required for the GCL to reach its final moisture content is less in the 
case of a dry soil than in the case of a wet soil. At the lowest soil initial 
moisture content tested, GCL moisture content ceased to increase after about 5 
to 25 days. At the highest initial moisture content tested, the Bentomat@ and 
Bentofix@ GCLs continued to increase in moisture content after 75 days of 
hydration. 

To evaluate the effect of soil layer thickness, specimens were prepared using 
50, 100, 150, and 200 mm of soil thickness. Soil initial moisture content was 20 
percent and dry unit weight was 14.9 kN/m3 for all specimens. Figure 15 shows 
the results of hydration tests for the Bentofma GCL after 25 days of hydration. 
The GCL moisture content increased with the increase of the soil layer thickness. 
However, it appears that only a small change in moisture content increase occurs 
for thicknesses greater than 100 mm. 

The effect of overburden pressure on GCL hydration is illustrated in Figure 
16 for the Bentofo? GCL. As shown in this figure, overburden pressure in the 
range of 5 to 390 kPa did not significantly affect the rate of GCL hydration 
during the 25-day test duration. 
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Figure 15. Influence of subgrade soil layer thickness on GCL moisture 

content. 
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Figure 16. Influence of overburden pressure on the increase in GCL moisture 
content. 
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Summary 

From the testing program results described above, the following can be 
concluded: 

GCLs will hydrate when placed in contact with subgrade soils 
compacted within the range of moisture contents typically found in 
earthwork construction specifications; this conclusion is consistent with 
data provided by Daniel et al. [1993]; even for the driest soil 
(compacted 4 percentage points dry of OMC), GCL moisture contents 
consistently increased from an initial value in the range of 15 to 20 
percent up to about 40 percent within a 100-day period; it should thus 
be anticipated that GCLs placed even against relatively dry compacted 
subgrades will undergo substantial hydration; 

given that Daniel et al. [1993] have shown that long-term GCL shear 
strengths are insensitive to water content for water contents above about 
50 percent, stability analyses involving GCLs placed in contact with 
compacted subgrade soils should be based on hydrated GCL shear 
strengths; 

significant increases in GCL moisture contents may occur within a few 
days of GCL contact with a moist soil; the rate of GCL hydration is 
initially highest and then decreases with increasing time; 

within the range of conditions tested a higher soil moisture content 
results in a higher GCL moisture content; 

larger soil layer thickness results in a larger increase in GCL moisture 
content, however, for soil layer thicknesses greater than 100 mm only 
insignificant increases were observed with increasing soil layer 
thickness; 

overburden pressure within the range tested (Le., 5 to 390 kPa) did not 
influence the hydration process; and 

differences between GCL products tested (Le., type of bentonite clay 
and fabric) did not seem to significantly affect the test results. 
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FAILURE OF LANDFILL COVER SYSTEM CONTAINING A GCL 

Description of Cover System 

The authors recently investigated the failure of a cover system for a 
municipal solid waste landfill near Atlanta, Georgia. The failure is described in 
more detail by Vander Linde et al. [1995]. The cover system was constructed in 
the fall of 1994 on 3H:lV (horizonta1:vertical) side slopes to a maximum height 
above surrounding ground of approximately 18 m. The cover system consisted 
of, from top to bottom: 

300-mm thick layer of final cover soil which is classified as silty sand 
containing approximately 40 percent fines based on ASTM D 2487, and 
which has a hydraulic conductivity in the range of 104 to lo3 c d s ;  

stitch-bonded reinforced GCL; and 

150- to 300-mm thick layer of intermediate cover soil which served as 
a foundation for the overlying final cover components. 

Failure of System 

During the winter of 1995, the cover system experienced several episodes 
of downslope movement. The first major episode occurred approximately one 
month after the completion of construction; the movement occurred after a three- 
day period in which 58 mm of rain fell at the site. The next major episode 
occurred six weeks later, after two days of inclement weather generated about 41 
mm of ramfall at the site. Total downslope movements exceeded 1 m at some 
locations. The observed failure mechanism was sliding of the final cover soil on 
top of the GCL. 

Analysis of Failure 

The episodes of downslope movement both followed periods of extended 
rainfall at the site. A slope stability back-analysis of the cover system was 
performed which accounted for the influence of rainfall-induced seepage forces 
on cover system factor of safety against downslope sliding. The back-analysis 
involved two steps: 

estimating seepage forces within the cover soil using several different 
calculation methods and parameter values; and 

calculating the resulting slope stability factors of safety for the range of 
estimated seepage forces. 
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The evaluation of seepage forces involved calculating the water build-up 
(i.e., hydraulic head) within the final cover soil on top of the GCL. Head was 
calculated using a methodology developed by Giroud and Houlihan [1995] and 
checked using the United States Environmental Protection Agency (USEPA) 
Hydrologic Evaluation of Landfill Performance (HELP) computer program 
Version 3.03 [USEPA, 1994a, 1994bl. The values of head calculated using these 
approaches ranged from 150 mm to the full thickness of the cover soil layer, 300 
mm. 

Calculations to obtain slope stability factors of safety were performed using 
the equations presented by Giroud et al. [1995a, 1995bl. An important input to 
the equations is the shear strength of the interface between the cover soil and 
GCL. Tests to evaluate the shear strength of this interface had not been carried 
out as part of the original design. For the back-analysis of the failure, a range 
of friction angles (20" to 26") was considered for the cover soil-GCL interface; 
this range likely brackets the actual interface strength and includes the value of 
24" originally assumed by the design engineer. Calculations were performed and 
the following results were obtained: 

Interface Friction 
Angle (degrees) O m I I l  100 mm 200 mm 

Factor of Safety (FS) vs. Hydraulic Head 

20" 1.09 0.84 0.60 
24 " 1.35 1.04 0.73 
26 " 1.47 1.13 0.80 

These calculation results demonstrate the significant impact of seepage forces 
on the stability of the final cover soil. Even with the largest assumed interface 
strength, only 140 mm of head buildup is required to decrease the slope stability 
factor of safety to less than 1 .O. Interface shear strength tests performed after the 
completion of the back analyses resulted in peak and large-displacement secant 
friction angles for the GCL-cover soil interface, at the applicable normal stress, 
of 23" and 21", respectively. 

Summary 

The primary factor contributing to the observed final cover soil movements 
was the build-up of seepage forces in the final cover soil during periods of heavy 
rain. Seepage forces were not accounted for in the design. If seepage forces had 
been accounted for, the potential for instability likely would have been identified 
during preparation of the design. The development of seepage forces in cover 
soils is typically minimized by the inclusion of a drainage layer above the low- 
permeability barrier component of the cover (in this case, the GCL). A 
secondary factor contributing to the movements was a final cover soil-GCL 
interface shear strength lower than assumed in the design. An interface friction 
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angle of 24" was assumed by the design engineer, based on information provided 
by the GCL manufacturer. The actual project-specific interface shear strength 
was closer to 21". This result highlights the fact that actual interface strengths 
can only be assessed by project-specific testing; such testing was not performed 
for the project. 
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GEOTECHNICAL DATA POINTS 

Type of Well I Station Number 
Type 1 1013 

The following tables represent the locations of all geotechnical data points located 
within and adjacent to the OSDF battery limit. Some of these points are not represented on the 
M a l  Design Package Drawings, Revision $, - but will be presented)- 

Northing 
481,689.45 

4 

Borings: 

Station Point 
1492 
1493 
1494 
1495 
1496 
1497 
1498 
1499 
1535 
1536 
1739 
1740 
1741 
1742 
1743 
1744 
1745 
1750 
1751 

1124 
1441 
1913 
201 3 
301 3 
3051 
3425 
4425 

Northing 
480,141.41 
480,244.41 
480,444.42 
480,744.42 
481,044.42 
481,344.42 
480,604.41 
480,904.41 
480,175.27 
479,490.07 
482,429.43 
481,829.43 
480,729.42 
480,242.41 
479,129.40 
478,529.40 
478,529.38 
478,529.39 
482,769.43 

483,062.56 
480,121.40 
481,679.49 
481,681.35 
481,689.15 
481,617.48 
481,627.49 
481,617.57 

Easting 
1,351,460.98 
1,351,570.98 
1,351,635.98 
1,351,635.97 
1,351,635.97 
1,351,635.96 
1,350,655.98 
1,350,660.97 
1,351,412.81 
1,351,506.55 
1,351,530.95 
1,351,530.96 
1,351,530.97 
1,351,530.98 
1,351,530.99 
1,351,531 .OO 
1,350,531 .OO 
1,351,031 .OO 
1,351,105.95 

Ground 
Elevation Easting 

1,351,314.14 
1,351,552.40 
1,350,558.93 
1,350,537.90 
1,350,537.18 
1,351,809.53 
1,351,800.01 
1,351,799.03 

Ground 
Elevation 

NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 

NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
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1141 1 
11412 
11418 
11420 
11421 

4967 
1 1232 
1 1375 
1 1376 
1 1377 
1 1379 
11468 
11469 
11470 
11471 
11472 
11473 
11474 
11475 
11476 
11477 
11478 
1 1479 
11480 
11481 
11676 

114708 
11680 
11681 
11682 
11683 
11684 
11685 
11686 
11687 
11688 
11689 
1 1693 
11695 
11696 
11697 
11698 

482,679.49 
479,009.43 
482,672.34 
478,874.81 
482,665.92 

Cone Penetrometer Soundings: 

1,350,025.79 
1,350,561.07 
1,350,254.55 
1,350,413.65 
1,350,404.86 

Station Number 
' 597.56 

582.75 
599.64 
579.74 
600.97 

479,809.97 
482,425.09 
478,904.12 
480,126.49 
480,734.62 
482,586.88 
483,040.36 
482,831.59 
482,753.79 
481,285.02 
479,766.43 
480,197.91 
480,726.81 
479,556.06 
481,586.40 
481,830.10 
482,135.40 
482,120.55 
482,439.21 
482,665.68 
480,798.00 
482,790.71 
482,836.27 
483,087.46 
482,678.01 
482,068.47 
481,339.62 
480,721.77 
480,124.05 
482,092.90 
481,326.34 
481,325.75 
480,088.52 
478,802.56 
479,098.42 
479,126.57 
478,775.33 

Northing 

1,351,518.22 
1,351,558.77 
1,351,253.45 
1,351,027.07 
1,351,699.83 
1,350,587.70 
1,351,019.62 
1,351,297.14 
1,351,020.70 
1,350,976.10 
1,350,942.89 
1,350,955.16 
1,351,263.68 
1,351,230.77 
1,350,990.71 
1,351,281.28 
1,351,288.49 
1,350,994.67 
1,351,297.70 
1,350,396.62 
1,351,739.00 
1,351,042.41 
1,351,543.57 
1,350,409.61 
1,349,813.50 
1,350,648.72 
1,350,644.79 
1,350,663.00 
1,350,695.40 
1,351,546.03 
1,351,293.21 
1,351,533.64 
1,351,312.37 
1,351,164.79 
1,350,915.67 
1,351,314.1 1 
1,351,504.25 

Easting I 

NA 
NA 
NA 
NA 
NA 
NA 

609.78 
610.04 
605.90 
589.01 
584.65 
585.61 
591.58 
591.84 
593.95 
597.88 
601.24 
602.25 
606.21 
599.52 
598.90 
606.96 
612.23 
603.41 
595.19 
591.22 
588.90 
588.17 
582.44 
605.18 
593.78 
598.88 
592.02 
588.08 
587.52 
588.41 
590.00 

Ground 
Elevation 
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11424 
11428 
11429 
11430 
11431 
11432 
11433 
11434 
11435 
11436 
11437 
11438 
11439 
11440 
11441 
11444 
11445 
11446 
11447 
11448 
11449 
11450 
11451 
11455 
11456 
11457 
11458 
11465 
11466 
11610 
1161 1 
11612 
11613 
11614 
11615 
11615 
11616 
11617 
11619 
11619 
11619 
11621 
11621 
11623 
11624 
11624 
11625 

479,287.69 
478,460.26 
483,047.36 
482,912.28 
482,754.65 
482,745.43 
482,442.87 
482,444.58 
482,127.23 
482,135.78 
481,900.35 
481,840.50 
481,588.29 
481,521.72 
481,287.1 1 
480,728.09 
480,728.10 
480,467.61 
480,204.13 
479,771.42 
479,451.38 
479,557.13 
479,130.30 
478,921.39 
478,521.90 
478,168.44 
477,906.49 
482,614.16 
478,013.93 
482,836.42 
483,112.91 
482,502.99 
483,136.49 
483,076.07 
482,679.15 
482,678.85 
479,490.78 
482,846.53 
482,827.95 
482,828.49 
482,828.74 
483,088.40 
483,088.55 
479,693.33 
483,101.94 
483,101.55 
482,251.63 

1,350,986.59 
1,351,201.06 
1,351,022.42 
1,351,309.59 
1,351,013.60 
1,351,295.65 
1,351,005.16 
1,351,298.38 
1,350,996.58 
1,351,289.80 
1,350,989.89 
1,351,282.82 
1,350,982.38 
1,351,275.13 
1,350,976.33 
1,350,963.67 
1,351,256.03 
1,350,956.87 
1,350,950.15 
1,350,939.75 
1,350,932.28 
1,351,228.35 
1,350,924.62 
1,351,212.35 
1,350,911.96 
1,350,903.14 
1,350,895.91 
1,350,658.45 
1,351,192.55 
1,351,545.93 
1,351,546.30 
1,351,055.00 
1,351,082.50 
1,350,713.45 
1,349,805.10 
1,349,808.71 
1,351,444.82 
1,350,105.47 
1,350,621.10 
1,350,630.32 
1,350,634.27 
1,350,411.77 
1,350,408.19 
1,350,700.61 
1,349,925.43 
1,349,919.01 
1,349,780.80 

587.09 
595.1 1 
610.26 
61 1.92 
605.56 
608.70 
603.00 
606.25 
602.20 
601.03 
600.24 
598.63 
594.13 
594.61 
588.95 
589.91 
591.62 
587.98 
585.44 
585.14 
584.58 
591.71 
587.58 
592.65 
593.26 
586.48 
589.60 
601.76 
592.20 
612.54 
612.79 
603.27 
613.51 
605.83 
595.48 
595.62 
590.44 
600.56 
604.33 
604.33 
604.32 
603.41 
603.42 
582.38 
600.74 
600.37 
589.68 
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11626 
11627 
11627 
11628 
11629 
11629 
11630 
11630 
11631 
11632 
11633 
11634 
11635 
11636 
11636 
11637 
11638 
11639 
11640 
11641 
1 1644 
1 1645 
1 1646 
11647 
11649 
11650 
11651 
11651 
11653 
11655 
11656 
1 1659 
11660 
11661 
11661 
11662 
11662 
11663 
11664 
11669 
11670 
11671 
11671 

114258 
1 1422A 
114228 
1 1422C 

482,492.73 
482,241.75 
482,242.12 
482,482.33 
482,576.63 
482,579.49 

, 482,232.41 
482,233.19 
482,069.85 
481,727.82 
481,338.60 
481,021.71 
480,724.26 
482,100.78 
482,103.73 
481,728.08 
480,479.06 
481,727.25 
481,721.89 
481,377.16 
481,010.60 
481,326.61 
481,009.50 
480,124.05 
481,009.87 
480,705.49 
480,471.45 
480,478.39 
480,100.29 
480,081.79 
480,326.34 
479,704.5 1 
479,136.89 
479,121.08 
479,121.19 
478,807.79 
478,805.36 
478,800.42 
478,776.10 
479,112.49 
479,081.48 
482,537.49 
482,538.94 
479,459.09 
479,752.08 
479,748.99 
479,747.38 

1,350,132.76 
1,350,206.66 
1,350,201.55 
1,350,537.68 
1,350,900.16 
1,350,896.81 
1,350,597.36 
1,350,595.1 1 
1,350,647.60 
1,350,737.61 
1,350,644.59 
1,350,668.96 
1,350,662.01 
1,351,545.53 
1,351,545.55 
1,351,089.92 
1,350,648.77 
1,350,965.57 
1,351,545.34 
1,351,103.61 
1,351,540.66 
1,351,539.10 
1,351,115.21 
1,350,693.07 
1,350,957.20 
1,351,537.67 
1,351,285.64 
1,351,285.27 
1,351,094.32 
1,351,315.18 
1,351,501.40 
1,351,111.23 
1,351,539.74 
1,351,299.68 
1,351,302.94 
1,350,673.93 
1,350,668.95 
1,351,160.34 
1,351,507.00 
1,351,118.08 
1,350,652.55 
1,351,532.61 
1,351,531.73 
1,350,677.94 
1,351,530.33 
1,351,529.51 
1,351,529.10 

595.84 
590.24 
590.37 
598.53 
603.34 
603.46 
591.28 
591.46 
591.01 
593.06 
588.86 
588.20 
588.17 
605.18 
605.18 
596.61 
585.27 
597.97 
602.43 
591.10 
596.93 
598.87 
590.77 
582.74 
590.20 
595.23 
591.69 
592.02 
588.47 
592.02 
593.46 
587.72 
590.92 
588.75 
588.57 
590.56 
590.78 
587.76 
590.55 
589.82 
584.95 
609.38 
609.24 
580.09 
592.58 
592.68 
592.59 

000;220 
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1 1425A 
1 1442A 
114428 
11443A 
114438 
1 1452A 
114528 
1 1454A 
114548 
11422 
11425 
11442 
11443 
11452 
11454 

Lysimeters: 

Station Point 
11130 
11131 
1 1557 
11482 
11483 
11484 
11486 
11487 
11491 
11492 
11493 
11494 
11495 
11496 
11497 
11498 
11499 
11500 
11501 
11502 
1 1503 
1 1504 
1 1505 
1 1546 
1 1547 
1 1548 

479,462.1 3 
481,319.43 
481,316.53 
481,054.27 
481,051.14 
479,238.38 
479,234.62 
478,970.00 
478,964.43 
479,747.38 
479,462.12 
481,315.22 
481,049.44 
479,232.95 
478,967.61 

Northing 
478,540.45 
478,537.73 
481,842.72 
483,043.86 
483,055.10 
481,846.22 
482,134.22 
479,770.39 
483,056.89 
483,045.26 
482,448.22 
482,448.31 
482,457.48 
482,126.19 
482,126.13 
481,593.19 
481,593.23 
481,840.13 
481,853.43 
481,317.55 
481,326.99 
479,235.15 
479,229.17 
481,865.49 
480,468.17 
479,757.95 

1,350,678.45 
1,351,270.73 
1,351,270.71 
1,351,264.26 
1,351,264.02 
1,351,220.48 
1,351,220.39 
1,350,920.56 
1,350,920.65 
1,351,529.10 
1,351,678.45 
1,351,275.01 
1,351,269.27 
1,351,231.66 
1,350,932.65 

Easting 
1,351,264.49 
1,351,286.71 
1,351,276.70 
1,351,028.10 
1,351,031.40 
1,351,296.70 
1,351,005.00 
1,350,940.70 
1,351,025.40 
1,351,021.10 
1,351,004.00 
1,350,993.80 
1,350,999.60 
1,350,995.20 
1,351,006.20 
1,350,981 .OO 
1,350,991.00 
1,351,284.30 
1,351,285.20 
1,351,282.90 
1,351,275.90 
1,351,219.80 
1,351,212.30 
1,351,286.00 
1,350,957.90 
1,350,958.30 

579.88 
593.28 
593.21 
592.67 
592.69 
589.78 
589.93 
587.50 
587.46 
592.59 
579.88 
593.18 
592.55 
589.44 
587.25 

Ground 
Elevation 

NA 
NA 

598.90 
610.70 
611.10 
598.90 
602.30 
585.00 
611.10 
610.50 
603.40 
603.50 
603.70 
602.70 
602.30 
594.60 
594.70 
598.90 
599.00 
593.80 
593.50 
590.00 
590.10 
598.90 
588.20 
585.70 
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Monitoring Wells: 

Station Point 
11067 
21033 
1161 
1152 
1160 
1171 
1150 
1276 

FERMCO Monuments: 

Northing 
480,223.12 
477,307.46 
480,148.26 
480,440.42 
480,212.65 
479,971.1 1 
481,317.57 
482,081.74 

DOWFMPC 489,157.83 
P.4 FEMP 489,454.92 

a Piezometers: 

Station Point 
1117 
1174 
1274 
1276 
1278 
1279 
1280 
1281 
1291 
1301 
1324 
1336 
1423 
1510 
1733 
1786 
1842 
1866 
1869 

Northing 
480,732.88. 
479,786.28 
482,093.21 
482,081.74 
481,884.27 
481,880.51 
481,907.42 
481,873.41 
481,684.92 
481,190.80 
480,857.91 
481,858.67 
480,962.31 
482,549.03 
472,109.82 
480,857.93 
479,956.65 
479,517.36 
479,725.51 

Easting 
1,351,313.77 
1,348,712.21 
1,350,235.85 
1,350,636.60 
1,350,635.49 
1,350,601.56 
1,351,282.97 
1,350,415.97 

Easting 
1,350,948.73 
1,350,834.59 
1,350,519.21 

Easting 
1,350,193.45 
1,350,167.88 
1,349,993.26 
1,350,415.97 
1,349,504.33 
1,349,889.40 
1,350,193.96 
1,350,395.30 
1,350,390.86 
1,350,180.36 
1,350,212.80 
1,349,259:84 
1,350,148.23 
1,349,408.86 
1,351,687.50 
1,350,212.70 
1,350,503.90 
1,350,173.44 
1,349,472.75 

Ground 
Elevation 
590.71 
573.58 
580.20 

NA 
NA 
NA 

593.70 
590.51 

Ground 
Elevation 
603.82 
585.69 
577.55 

Ground 
Elevation 
578.90 
579.39 
591.11 
590.51 
588.82 
589.87 
587.08 
584.19 
588.47 
585.58 
580.50 
589.13 
583.09 
591.00 
604.70 
580.55 
578.78 
576.80 
576.87 

- 
Shallow Borings: 
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Station point 
1064 

Station Point 
11675 
11676 
11677 
11678 
11679 
11699 
1 1700 
11701 
1 1702 
1 1703 
1 1704 
1 1705 
1 1706 
11707 
11708 
11709 
11710 
1171 1 
11712 
11713 
11714 

Northing Easting Elevation 
480,748.20 1,350,724.01 

Type 1 Monitoring Wells: 

Northing 
480,913.93 
480,797.88 
481,684.41 
482,596.6 1 
483,450.03 
478,999.72 
478,941.16 
479,513.45 
479,904.61 
479,893.07 
480,697.66 
481,410.54 
481,425.61 
481,972.57 
482,613.73 
482,602.65 
482,960.12 
482,843.4 1 
482,351.29 
479,619.28 
479,993.36 

Easting 
1,348,112.13 
1,351,738.74 
1,351,752.04 
1,351,770.39 
1,351,438.62 
1,351,423.85 
1,350,798.64 
1,351,115.51 
1,351,428.92 
1,350,780.18 
1,351,101.05 
1,351,404.44 
1,350,742.84 
1,351,110.22 
1,351,425.69 
1,350,774.40 
1,351,118.36 
1,350,113.43 
1,350,142.05 
1,347,147.30 
1,347,691.12 

Ground 
Elevation 
578.47 
598.90 
607.37 
612.79 
616.48 
589.13 
587.61 
586.35 
594.56 
584.12 
589.98 
596.16 
590.92 
600.24 
608.69 
604.32 
612.95 
600.16 
593.34 
571.54 
572.19 

Ground 

1442 
1443 
1444 
1447 
1448 
1843 
1844 

11067 
1052 
1053 
1054 
1055 
1065 
1085 
1086 
1087 
1088 
1089 

480,114.55 
480,152.53 
480,099.57 
480,020.94 
480,015.79 
479,935.00 
479,930.33 
480,223.10 
482,535.99 
479,950.36 
480,079.66 
481,505.56 
477,889.38 
481,999.79 
481,013.95 
481,992.43 
482,006.65 
481,995.46 

1,351,641.67 
1,351,763.46 
1,351,723.33 
1,351,550.16 
1,351,642.84 
1,351,053.37 
1,351,331.92 
1,351,313.70 
1,348,678.58 
1,348,873.06 
1,350,055.13 
1,349,234.29 
1,348,947.00 
1,350,270.53 
1,350,247.41 
1,350,217.35 
1,350,199.84 
1,350,247.44 

NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 

585.40 
578.70 
579.80 
586.50 
571.40 
590.50 
590.40 
590.10 
590.10 
590.30 
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1090 
1110 
1111 
1112 
1133 

1 1074 
1 1075 
1 1080 
11081 
11229 
11230 

Type 2 Monitoring Wells: 

Station Point 
2051 
2064 
2067 
21 20 
2171 
241 7 
2420 
242 1 
2424 
2426 
2429 
2430 
2431 
2439 
2446 
2006 
2007 
2049 
2052 
2053 
2054 
2055 
2065 
2068 
2069 
2070 
21 09 
21 18 
2386 
2387 
2388 
2389 

482,024.87 
480,455.69 
480,225.57 
480,020.92 
480,719.05 
481,228.50 
479,784.75 
478,780.90 
478,686.13 
482,546.35 
481,866.55 

Northing 
481,626.48 
480,749.51 
479,790.41 
480,216.32 
479,967.31 
480,332.90 
480,486.57 
481,681.26 
482,376.45 
480,850.24 
480,112.01 
479,783.18 
478,886.20 
481,123.95 
479,399.20 
480,382.82 
480,634.89 
477,049.86 
482,536.56 
479,964.50 
480,060.21 
481,517.48 
477,895.87 
478,712.38 
476,445.65 
476,781.37 
480,521.75 
480,042.54 
477,663.26 
477,148.47 
480,5 1 2.56 
480,173.30 

1,350,215.43 
1,350,420.77 
1,350,409.05 
1,349,934.25 
1,350,414.54 
1,349,308.34 
1,350,182.54 
1,349,226.77 
1,349,197.03 
1,349,365.47 
1,350,399.51 

Easting 
1,351,810.93 
1,350,714.94 
1,351,527.98 
1,350,654.03 
1,350,607.31 
1,351,464.84 
1,351,150.73 
1,350,605.32 
1,351,811.93 
1,351,733.70 
1,351,824.02 
1,351,528.30 
1,351,606.01 
1,350,730.35 
1,350,724.34 
1,349,094.60 
1,349,169.53 
1,348,603.06 
1,348,670.69 
1,348,883.24 
1,350,054.34 
1,349,234.96 
1,348,965.38 
1,349,922.00 
1,349,236.61 
1,350,560.02 
1,350,329.36 
1,350,326.85 
1,349,314.99 
1,348,972.17 
1,349,955.83 
1,349,853.25 

590.10 
580.30 
579.70 
578.25 
580.32 
582.90 
579.49 
568.60 
568.00 
590.54 
595.24 

Ground 
Elevation 

NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 

579.60 
579.48 
541.20 
585.10 
578.10 
579.50 
584.40 
571 S O  
578.10 
574.20 
592.10 
578.70 
579.00 
575.20 
569.60 
578.90 
579.20 
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Easting I Elevation 
1,350,547.78 NA 

2397 
2398 
2399 
2400 
2423 
2432 
2434 
2436 
2733 

Type 3 Monitoring Wells: 

Station Point 
3064 
3067 
3120 
3417 
342 1 
3424 
3426 
3429 
3431 
31217 
3049 
3053 
3054 
3055 
3065 
3068 
3069 
3070 
3387 
3397 
3423 
3678 

Type 4 Monitoring Wells: 

Station Point 
401 3 
4064 
4067 
4424 
4426 
4439 

478,300.02 
476,619.41 
477,343.94 
477,928.86 
482,585.94 
478,031.61 
476,441.53 
482,583.85 
477,100.05 

Northing 
480,759.94 
479,789.54 
480,196.63 
480,314.51 
481,692.05 
482,392.18 
480,860.32 
480,102.34 
478,895.98 
481,636.33 
477,050.57 
479,961.31 
480,069.69 
481,494.21 
477,885.44 
478,701.59 
476,451.52 
476,791.60 
477,146.65 
478,305.80 
482,585.09 
483,079.52 

1,349,526.06 
1,349,877.24 
1,350,079.81 
1,350,346.82 
1,350,301.63 
1,351,613.27 
1,349,247.1 1 
1,349,761.84 
1,351,692.04 

Easting 
1,350,715.19 
1,351,519.16 
1,350,626.18 
1,351,463.44 
1,350,605.70 
1,351,793.59 
1,351,733.15 
1,351,823.86 
1,351,606.72 
1,351,748.13 
1,348,592.44 
1,348,874.54 
1,350,055.45 
1,349,233.52 
1,348,937.97 
1,349,923.56 
1,349,244.65 
1,350,557.08 
1,348,982.67 
1,349,534.54 
1,350,286.71 
1,349,442.45 

574.50 
578.81 
581 .OO 
580.70 
597.30 
603.45 
574.30 
593.57 
604.90 

Ground 
Elevation 

NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 
NA 

540.70 
578.51 
579.90 
586.70 
571.70 
577.90 
574.60 
591.40 
570.00 
575.26 
597.10 
595.80 

Ground 

480,759.64 
479,802.02 
482,384.26 
480,865.66 
481,113.68 

1,350,724.59 
1,351,525.38 
1,351,803.87 
1,351,724.77 
1,350,730.75 

NA 
NA 
NA 
NA 
NA 
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4446 
41217 

479,409.92 I 1,350,727.47 I NA I 481,605.27 1,351,750.27 NA 
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2. OSDF LAYOUT 

2.1 Required Volume 
2.2 Capacity Verification 
2.3 Earthwork Required Volume 



2.1 Required Volume 



COMPUTATION COVER SHEET 

SUBJECT OF CALCULATION: OSDF REOUIRED,VOLUME 
Computations By: Signature 

\ I I -+ 
(Cognizant Engineer) Date 

Printed Name Pudolp1,  Eov\a pa de- 
1 

and Title ?a. IAJ t I P A  L 

29 lu\- QJo &gi@-JTP Date 

Assumptions 
and Procedures Signature 
Checked by: 

(Checker) Printed Name tCe,*cetE, 6 c L +  I1 
and Title A - 5 J o c L - k  

Computations 
Checked by : 
Checked by: 

Signature Z 9 L 9 . 6  
Date 

Printed Name 
and Title 

Irr 24 t L  
Computations 
Backchecked by: Signature 

\ r I 
Date /ce (Cognizant Engineer) 

Printed Name zud 0 /ah 8ov?am 
and Title ppr NCII P L 

z9M-9b 
I Date 

Signature /T&q.-. 
Printed Name ’ <e**ot.e, &.$I[ 

and Title b 6 s o r l - A  c’ 

z?Mk ’tb F F z i j /  Date 

-I Approved by: Signature 
(DTL and TETL) 

Printed Name lr3 CW<lll 
and Title Arrp:L.k d 

Record of Revision (Number and initial all revisions) 

e wE3900-O8.11 lF953007 1. CD 96.03.29 
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OSDF REQUIRED VOLUME 

EXECUTIVESUMMARY 

Purpose 

Calculate the required volume of the OSDF considering the design requirement of 
2,500,000 yd3 of "bankhnbulked" materials to be disposed and taking into account: (i) impacted 
material bulking; (ii) post-placement material settlement; and (iii) placement of seasonal (winter) 
closure cover soils. 

Contents . Calculation Procedure 

.. Data Verification Package . Calculation Results 

Findings 

The required OSDF volume is 2,750,000 yd3 assuming compaction of impacted soils to 90% 
relative compaction based on standard Proctor compaction procedures. The required volume is 
2,880,000 yd3 if 85% relative compaction is assumed. 

Recommendations 

Design of OSDF for a volume of 2,880,000 yd3 

Consider providing a contingency volume equal to about 10% of the requir 
account for: 

additional volume resulting from confirmatory sampling 
minor overexcavation 
unanticipated seasonal (winter) or partial closure activities 

d I 

i 

lume to 

0 GE3900-08.1 l/F9530071 .CD 

000230 
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OSDF REQUIRED VOLUME 

TABLE OF CONTENTS 

1 .  Calculation Procedure 

+ 2 . .  Data Verification 

3. Calculation Results 

3.1 Assuming 90% Relative Compaction 
3.2 Assuming 85% Relative Compaction 

1/15 

511 5 

15/15 

15/15 
1511 5 

GE3900-8.12/F963014 1 oooz32 
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DATA VERI F I CAT lOd 
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0 5DP 

TABLE 7-3 

Much12 199s 

MATERIAL ASSUMED TO MEET WASI'E ACCEPT'ANCE CRITERIA FOR 
ON-PROPERTY DISPOSAL 

(Assumed for CRARE Analysis) 

Quantity 
Source Material (cubic yards) 
ou2  F3 Solid waste landfill material 18,000 c, 

g, SouthField rnaterial 120,000 
18,000 
80,000 

F4 Inactive fly ash pile material 109,000 
Sub total 345,000 

Cs Lime sludge ponds material 
F,+ Active fly ash pile material 

OU3 cb Windows, wood, insulation 
F2 Asphalt and concrete 
Fb Structural steel 

fb Equipment, conduitlwire, piping 
Fb Painted light gauge metals cb Brick 
tbTransite, floor tile, fire brick 

Subtotal 

58,571 
167,797 

2274 
64,485 

224 
766 

3843 
297,960 

OU4 

ous * 

Cz Concrete 3ooo 
Subtotal 3000 

$ 1  soil 1,750,000 
-&!2!2Q 

Subtotal 1,780,OOO 
F5 Sludge - groundwater/wastewater treatment facilities 

TOTAL 2,425,960 

7.1.3 
'Ibis seaion provides information on the material assumed, as part of the adopted criteria remedy, to 
be disposed of off-property. Table 7 4  lists these wastes. Assumed quantities given are in-place 
cubic yards and no allowances have been made for volumes following excavation, treatment, andlor 
containerization. 

7-7 
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Client: FERMCO Project: OSDF ProjeetProposal No.: GE3900 Task No.: 8.12 

SELECTION OF CONCRETE SHRINWSWELL FACTOR 

The selected shrink/swell factor of 1.3 for concrete was chosen based on a number of factors and 
assumptions. These are: (i) concrete will consist of (on an unbulked volume basis) 75 percent broken-up 
concrete pieces (including concrete rubble and masonry) placed in lifts and 25 percent individual concrete 
pieces (including columns and footings); and (ii) the bulking factors for these pieces are 1.4 for the broken- 
up concrete and 1.0 for the individual concrete pieces. Thee average bulking factor of 1.4 is based on an 
assumed broken-up concrete porosity of 35 percent, which is a typical porosity for a granular material. 
(Note, bulked volume = unbulked volume divided by (1-porosity)). The bulking factor for individual 
concrete pieces recognizes the fact that these pieces will be placed intact in the OSDF and soil will be placed 
and compacted around the pieces. . .  

000243 



44 6 
i 

GEOSYNTEC CONSULTANTS by page- 12 of - IS 



GEOSYNTEC CONSULTANTS !b Page %4% of- 



F- 

GEOSYNTEC CONSULTANTS b. 44,P Page-of- I (  



F 
GEOSYNTEC CONSULTANTS b- 4 4 e  fk of 1'- 

J 



4 4 6  

2.2 Capacity Verification 

m 



COMPUTATION COVER SHEET 

SUaTECT OF CALCULATION: OSDF CAPACITY VERIFICATION 
Computations By: Signature' &+A Hay 4 \? Dczf 1qcl's 

tshtp A. fl- la= 
(Cognizant Engineer) I / I  Date 

Printed Name 
~ i t l e  'ST*. .-era- 

Ib ocl-9 5 
Assumptions 
and Procedures 
Checked by: Date 

(Checker) 

Computations signature % a /  4%' - / 6 ~ ,  /~fr  

J P--- - 

Checked by: Date 
Checked by: Printed Name /<?A/ CZ 

and Title & j  . pc> *. z., 

16 6c-l M e 6  
Computations 
Backchecked by: Signature 

(Cognizant Engineer) I I 1  Date 
Printed Name ~ ~ . U q e l z a t d m =  

and Title ' 5x.4k4wt3-%-b 

and Title A45i 5 : j  P&fiLT 6 v L  
Approved by: Simature -7+-KZ&/W J 1 Tcc t 9% 

Date (DTL and TETL) 
Printed Name k -.Jt 

and Title A5ser! A 
Record of Revision (Number and initial all revisions) 

e 23900-1 l.llF9530063.CD 35.10.16 
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/ 
Client: Project: A L D  OSDF 

OSDF CAPACITY VERIFICATION 

EXECUTIVE SUMMARY 
PURPOSE OF ANALYSIS 

The purpose of this package is to present the OSDF capacity verification summary. Results 
are given for the volume of a 9 cell OSDF (ninth cell is a contingency cell) and an 8 cell OSDF. 

METHOD OF ANALYSIS 
The OSDF capacity (for a nine cell OSDF) was calculated using two methods: (1) hand 

calculated using the average end area method for the midsection (see Figure 1) and approximating the 
ends as a pyramid; and (2) using the Earthworks volume calculation package developed by SOFTDESK 
for AUTOCAD@. The OSDF capacity was also calculated by hand for an eight cell OSDF by 

subtracting one cell from the midsection (see Figure 1). 0 
CONCLUSIONS 

I I 9-CELL OSDF I 8-CELL OSDF I 
I HAND I 3,118,801.48 cyd I 2,753,689.1 1 cyd I 
I AUTOCAD@ I 3,275,394.24 cyd I 2,898,035.08 cyd I 

9% DIFFERENCE 4.80% 4.98% I I 

, 
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Subsite: S1 
cover lcs COV- 8 0.00 312498.91 ’ 312498.91 (F) 

Subsite: S2 
cover ‘ICs COV- 8 0.00 382964.23 382964 -23 (F) 

Subsite: S3 
cover ICs cov-8 0.00 380800.21 380800.21 (F) 

Subsite: S4- 
cover ICs COV- 8 0.00 380378.59 380378.59 (F) 

Subsite: S5 
cover ICs COV- 8 0.00 380758.11 380758.11 (F) 

Subsite: S6 
cover lcs COV-8 0.00 381458.23 381458.23 (F) a ’ Subsite: S7 
cover ICs cov-8 0 . 0 0  377893.28 377893.28 (F) 

Subsite: S8 
cover lcs COV-8 0.00 377808.55 377808.55 (F) 

P 
/” Subsite: S9 

cover ICs COV-8 0.00 303866.49 ,/ 303866.49 (F) 
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0.00 311268.05 311268. OS (F) 
Subsite: 51 
vol- 1 j ohna cov- 8 

Subsite: 52 
vol-1 johna cov-8 

Subsite: J3 
vol-1 johna cov-8 

Subsite: 54 
vol-1 johna cov-8 

Subsite: 55 
vol-1 johna cov-8 

Subsite: 56 
vol-1 johna cov-8 

Subsite: 57 
vol-1 johna cov-8 

Subsite: J8 
vol-1 johna cov-8 

Subsite: J9 
vol-1 johna cov-8 

0.00 381997.36 381997.36 (F) 

0.00 380830.08 380830.08 (F) 

0.00 380876.36 380876.36 (F) 

0.00 380411.40 380411.40 (F) 

0.00 380050.57 380050.57 (F) 

0.00 377301.16 377301.16 (F) 

0.00 376909.76 376909.76 (F) 

302717.13 ,/ , 302717.13 (F) 0 . 0 0  
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APPENDIX A 

COMPUTER SOFTWARE USED TO 
PREPARE CALCULATIONS PACKAGE 

1. Autodesk@, Inc., AutoCAD@ Release 13 User's Guide, September 1994. 

2. SOFTDESK@, Inc., SOFTDESK@ Civil/Survev: Earthworks Reference Manual, Henner, NH. 
November 1994. 

See Section 1.2 of the Design Parameter Summary. 
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and Procedures Sipnature t g / - Z b  56 
Checked by: Date 

I 
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and Title 

. Computations 
Checked by: 
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Signature z 2 . F ~  b 9L 
Date 
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Computations 
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Client: FERMCO Project: FERNALD OSDF ProjectlProposal No.: GE-3900 Task No.: 8.11 

OSDF EARTHWORK REQUIREMENTS 
EXECUTIVE SUMMARY 

Earthwork quantities for the OSDF are calculated in this section. All quantities are presented as 
compacted volumes. The earthwork quantities were calculated for the following components of the OSDF: 

compacted clay liner; 

leachate detection system (LDS) drainage layer; 

leachate collection system (LCS) drainage layer; 

protective layer; 

compacted clay cap; 

cover drainage layer; 

biointrusion barrier; 

choke layer; 

granular filter; 

vegetative soil layer; 

topsoil; 

seasonal cover; 

riprap; and 

compacted fill. 

CON TOUUNCI LnvEr2 



Written by: Paul J. Sabatini Date: 20 Feb 1996 Reviewed by: 

Client: FERMCO Project: FERNALD OSDF ProjectProposal No.: CE-3900 Task No.: 8.11 

Date: 4 M /q (0 

0 
The required quantities (in cubic yards) are summarized below. 

compacted clay liner ' 

leachate detection system (LDS) drainage layer 

leachate collection system (LCS) drainage layer 

protective layer 

compacted clay cap 

cover drainage layer 

biointrusion barrier 

choke layer 

granular filter 

vegetative soil layer 

topsoil 

seasonal cover 

riprap(*) 

compacted fill 
c O N 7 O U P ~ 4 f ~  Cd YE< 

K6nc'c;srr' m s p  

45;6 aEc; A rf 5 64 s€ 

8 Cells 

297,231 

85,589 

1 06,302 

64,892"' 

194,582 

124,070 

293,896 

23,784 

57,428 

232,166 

57,428 

25,151 

26,574 

124,437 
87,6 58 

3 6 , 5 7 8  
ylr 30(P 

9 Cells 

334,097 

96,286 

119,608 

72,982"' 

2 18,286 

138,441 

329,585 

26,691 

64,177 

258,74 1 

64,177 

28,744 

26,574 

137,071 &a, 
Quantities for protective soil layer reflect both impacted and non-impacted material. 

Riprap quantities, as calculated herein, are for the entire OSDF and are not calculated on a per cell basis. 
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OSDF FOUNDATION STABILITY 

EXECUTIVE SUMMARY 

Pumose 

This calculation package contains analyses for static foundation stability of the OSDF for 
final and interim landfill configurations. The slope stability factor of safety of the OSDF is 
calculated for potential slip surfaces that pass through the waste mass and along the soils beneath 
the OSDF. 

Procedure 

Calculations are performed for the final OSDF Configuration and for the interim (between 
cell) OSDF configuration as shown on Figures 1 and 2. For the interim configuration, both 
short-term and long-term properties of the impacted material and the foundation materials are 
considered. For the final OSDF configuration, only long-term properties of the impacted 
material and the foundation materials are considered. The stratigraphy of the foundation soils 
beneath the OSDF is selected based on available data and is considered to represent the worst 
case conditions. 

Minimum acceptable factors of safety (FS) based on UMTRA Technical Approach 
Document (DOE, 1989) are as follows: (i) long-term stability, FS 1 1.5; and (ii) end of 
construction (interim/short-term) stability, FS 2 1.3. 

The stability analyses are performed using established geotechnical procedures for 
calculating slope stability. 

Results 

Minimum FS 
Interim conditions - 3H:lV slope 
- short-term strengths 1.5 
- long-term strengths 1.8 

Final conditions - 6H:lV slope 2.8 

All factors of safety meet the established criteria. 

acceptable 
acceptable 
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OSDF FOUNDATION STABILITY 

CALCULATION PACKAGE 

PURPOSE: 

PROCEDURE: 

The purpose of the document is to provide the engineering calculations for 
foundation stability of the OSDF. The calculations provide an analysis of the 
resistance to failure of the OSDF for potential slip surfaces that pass through 
the impacted material mass and the foundation soils beneath the OSDF. The 
analyses were performed for both interim and final configurations of the 
OSDF. The interim configurations model the conditions expected to occur 
while the OSDF is being filled. The interim configurations were analyzed 
for both short-term (undrained) and long-term (drained) soil strength 
parameters. For the long-term effective stress analysis, a perched water 
table in the brown till that corresponds to the elevation of the surface was 
considered. 

The calculation procedures for foundation stability analysis is described in 
detail in the Design Criteria Package, and is summarized here. The data 
used for the analysis (i.e., unit weights, undrained shear strengths, and 
drained shear strengths) are provided in the Data Verification Package. 

The computer program XSTABL (Sharma, 1994) was used to perform the 
stability analyses. Circular and wedge-type slip surfaces were examined. 
Circular slip surfaces were analyzed using Bishop's Simplified Method 
(Bishop, 1955). Wedge slip surfaces were analyzed using Janbu's simplified 
method (Janbu, 1973) and Spencer's Method (Spencer, 1973). 

ANALYSIS : 

I. XSTABL Computer Model Notes 

A. The stability of the foundation soils and the associated factors of safety against 
foundation failure were analyzed using the program XSTABL, Version 5 .  

B. For circular slip analysis, the program requires the analyst to provide 2 ranges of x- 
values delineating where the circular slip surfaces can originate and terminate in 
addition to the cross-sectional geometry of the slope and the material strength 
parameters. The user must, also, provide a spacing between the initiation points and 
the number of circular slip surfaces to test for from each initiation point. 

GE3900-09.4/F953OO20. CD 
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C. Wedge slip surface analyses require the operator to provide one or more "boxes" 
within the model through which all of the slip surfaces must pass. 

11. Methodology for Critical Slip Surface Search 

A. Circular Slip Surfaces 

1. 

2. 

3. 

4. 

5 .  

6. 

7. 

The number of initiation points for the circular slip surface search were 20 
intervals. X-values for the initiation points were allowed to range from the 
wastehoe berm intersection to the limits of the model. 

The circular slip surfaces were allowed to terminate anywhere within the waste 
mass. 

Forty to eighty slip surfaces were examined for each initiation point. 

From the hundreds of slip surfaces generated, the 10 circular surfaces with the 
lowest factor of safety against failure were plotted. (Note: Since this was an 
examination of the foundation materials, any slip surfaces that did not pass into 
the foundation soils were disregarded). 

, 

The ranges of initiation and termination points for the 10 failure circles with the 
lowest factors of safety were then re-entered into the model as the new limits for 
the investigation. 

The number of initiation points and number of slip circles remain unchanged. 

The slip circle with the lowest factor of safety generated in the second run was 
taken as the critical circle. 

B. Wedge-Type Slip Surfaces 

1. Two boxes were designated within the model. The first box was sized to contain 
as much of the foundation soils located under the impacted material mass as the 
computer model would allow. The second box was located and sized to contain 
the remainder of the foundation soils that were not located under the impacted 
material mass. 

GE3900-09.4/F9530020. CD 000351 /-= 
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2. 

3. 

4. 

5 .  

6 .  

7. 

From 400 to 1,000 slip surfaces were then generated through the 2 initial boxes 
and the factor of safety for each slip surface computed using the Janbu's 
simplified method (Janbu, 1973). 

The 10 most critical slip surfaces were plotted. 

Both boxes were then reduced in size and repositioned to contain the inflection 
points of the 10 most critical slip surfaces. 

Steps 2 through 4, above, were repeated until a single, minimum factor of safety 
against failure was obtained for 2 consecutive runs, or the factor of safety began 
to increase. 

As a check, the wedge slip surfaces were generated using both the Rankine and 
block failure generation. 

The final factor of safety against a wedge slope instability was computed using 
Spencer's method (Spencer, 1973) on the wedge slip surface generated in steps 
1 through 6. 

111. Stratigraphy 

The stratigraphy used for the foundation stability analysis represents the most critical 
condition based on all existing data for the site (Parsons, 1995). Various subsurface conditions 
were considered for the foundation stability analysis to identify the worst case. 

For long-term conditions, the presence of a perched water table located in the brown till 
layer was considered. It was assumed that the perched water table had no effect on shear 
strength, and the buoyant unit weight of the bottom till was used. For the short-term, total 
stress analysis, the effect of the perched water table was not considered. 

IV. Interim Landfill Conditions 

A. OSDF Geometry 

The interim conditions are expected to occur while the OSDF is being filled after 
capping of the existing cell and prior to placement of impacted materials in the 
adjacent cell. The geometry is taken from the Construction Drawings, is a North to 
South section, and is shown on Figure 1 .  

GE3900-09.4/F9530020. CD 
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B. Material Strength Parameters 

1. Short-Term Conditions 

a) Stability analyses were performed for circular and wedge slip surfaces in the 
subgrade materials. The total stress analyses used undrained strengths for 
brown and gray tills. 

b) Total Stress material parameters in the following table are established in the 
Data Verification section of this package. 

Total Unit S" 4 
Material Weight (7) @sf) (degrees) 

(PCf) 

1) Impacted Material 125 

2) Granular Soils of cover 125 

3) Compacted Clay Liner 130 

4) Brown Till 135 

5) Gray Till 145 

6) Great Miami Aquifer 135 

and liner system 

200 

1200 

1200 

1900 

~ 

25 

30 

35 

2. Long-Term Conditions 

a) Stability analyses were performed for circular and wedge slip surfaces in the 
subgrade materials. The analysis was performed using the effective stress 
drained shear strengths for the brown and gray tills. 

b) Effective Stress material parameters in the following table are established in 
the Data Verification section of this package. 

Total Unit 4' C' 

Material Weight (7) (degrees) (PSf) 
(PCf) 

1) Impacted Material 125 

2) Granular Soils of cover 125 
and liner system 

25 0 

30 0 

3) Compacted Clay 130 25 0 
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Total Unit 9' C' 

Material Weight (7) (degrees) . @sf) 

4) Brown Till(') 135 25 0 

5) Gray Till 145 30 0 

6) Great Miami Aquifer 135 35 0 

Note (')A perched water table was assumed for this material. 

V. Final Landfill Conditions 

A. Landfill Geometry 

The final conditions examined will occur after the OSDF has been closed and capped. 
The geometry was obtained from the Construction Drawings is an East to West 
Section, and is shown on Figure 2. 

B. Material Strength Parameters 

1 .  Stability analyses were performed for circular and wedge slip surfaces in the 
subgrade materials. The analysis was performed using the effective stress 
drained strengths for the brown and gray tills. 

2. Effective stress material parameters in the following table are established in the 
Data Verification Section of this package. 

Total Unit 4' C' 

Material Weight (y) (degrees) (PSO 
(PCO 

1) Impacted Material 125 25 0 

2) Granular Soils of Liner 125 . 

and Cover 
30 0 

3) Compacted Clay 130 25 0 

4) Brown Till(') 135 25 0 
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Total Unit 4' C' 

Material ' Weight (7) (degrees) @sf) 

@cf) 

5) Gray Till 145 30 0 

6) Great Miami Aquifer 135 35 0 

Note (')A perched water table was assumed for this material. 

VI. Summary of Results 

The minimum acceptance factors of safety against slope failure are: (UMTRA, 1989) 
(Ref 7) 

1.5 For long-term conditions; and 
1.3 For interim (end-of-construction) conditions. 

The critical factors of safety against slope failure obtained from the calculations are: 

Interim conditions (short-term) 
1.5 Against circular failure 
1.6 Against wedge failure 

. Interim conditions (long-term) 
1.8 Against circular failure 
2.0 Against wedge failure 

Final configuration 
2.8 Against circular failure 
3.5 Against wedge failure 

All factors of safety meet the established criteria. 
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percent, the strengths in the two directions were the 
same. This was consistent with the finding that as the 
density increased the intensity of preferred orienta- 
tion decreased. 

The sample stiffness, as measured by the ratio of 
stress to shear displacement, at 50 percent of peak 
strength was about twice as high for shear across the 
direction of preferred orientation than parallel to it. 

The  results of direct shear tests on Leighten Buz- 
zard sand, which contains rounded particles, (Arthur 
and Menzies, 1972) gave a maximum shear to normal 
stress ratio 24 percent greater for samples poured 

through the side or end of the shear box than for 
samples prepared in the normal way. Additional test, 
were done on the same sand at a porosity of 34 per- 
cent using a cubical triaxial cell in which samples 
could be tilted to the direction of pouring. The re- 
sults, shown in Fig. 12.12 in terms of effective prin- 
cipal strains, indicate strength variations of about 10 
percent of maximum d1'/wIt for different orientations 
of ult and vat relative to the direction of pouring. 
The variations of peak effective stress ratio and effec- 
tive stress friction angle t$' are shown in Fig. 12.12d. 

Figures 12.12 b and c show also that the strain 

- 000362 



.- . 4 4  6 
GEOSYNTEC CONSULTANTS Page Ib of (4q 



%% fiL LW 

GEOSYNTEC CONSULTANTS page- 

Written by: E.? I L Date: qrl 4 I Reviewed by: $.6: Date: '(5 I I C C  

Client: FEEMCO Project: O S D F  ProjedProposal No.: &e '3900 TaskNo.: #.'q 
YY M M  D Y Y  M M  DD 

PB ss/r./r 
a - .  

EwjPXntw sMO\c\w - pm-4 CoLc€en~rJ  

J 



c 

I ,  I I I I 

Lo 0 
h hl 
hl hl 

Lo - 
1 

0 
7 

7 

(+W) SIXV-A 

Lo 
Lo 

0 

0 - *  

0 
- m  
M 

0-  
- N u l  h l -  

- 0  



7 

t P 
ol 
3 
9 - 
Y 
0 u 

I I I I I I I I I I 

0 
Ln 
M 

0 
00 cv 

0 
7 

(h) SIXV-A 

0 
b 

0 

0 
- 0 ,  * 

0 - c v  * 

0 
- L o  

M 

+ 
Q) 
Q) + 

W 0 
- % E  

X 
Q 

I 
X 

0 
hl 

. -  

0 



XSTABL OUTPUT FILES 



co 
0 
Lo 

II 
v, 
0 
G 

' L  
0 
I 

E m  L M  
a, 
- 3  

* 7  0 

I 
nl 

I I I 

Lo 
b 
N 

0 
N 
N 

Lo 
to - 0 

7 

7 

( F 4 )  SIXV-A 

'1 
Lo 
Lo 

4 4  6 

Lo 
b 
CY 
n 

0 
Q) 

+ 

c)- 

X 

I 
X 

a 

Lo a 
7 

Lo 
Lo 

0 

0 

000368 



w 

P 
C 

U 
C 

.- 
d 

.C 

2 
d 
d .- 
I 
W 
U 
m .c 
L .. a 
VI>. 

al 
L U  
Jal 

n 

.5 
m . c  

I C W  
U r 

o w  
alc 
'CL 

r m  
C -  w 3  
E m  m c  
ala 
u) 

r r  m r  L 

.- c 'C .- 
r 

a l r  r a- c x  

m m  
m 

O L  

W 
L O  w m  . 000000 
UY. 0 
m L Z  

=l2 P 
U 

4 
>. 
d 
d 

m 
3 Pu u 

E?? 
8ss 

'c'c 
VI 

- m m  

0 
N 

II II 

O X Y  

r u c u  m e c  w w m  
I 

E -  00, 
Ln 'C 

alU u m  
m ' c  .- L 
- 3  
*- u) 
C .- U 
u)3 
alo 
U L  

L W  3r 

Y- 

m m  
y. 

o m  
N C  

m 
d 

P 
2 '5 
E .- 0.c 

m w  
u) 

C 
.a 

c w  
UI xu) 

0 -c 

s a l  u u  

~a 

m w  
.- n 

B m  

E'= 
ala 

mzi cu) 
rIY 
u u  L A  

m 3  w v  
m e  
alV 
U 

'cc L .- 
3 U  
u) m. 

.- 

- 
m m  

L 

3al 
2 E  
- m  
m L  

m w  

.C 

V-0 'c 

u 3  
'- u r .- 
*- c Lr u u  

0 u u  

d 

u) 
W 

m 
0 
U 

2 a 

0 

0 

- C ?????? 
m n  

O U ' c  
Lu)u) 
J C ~  
UI ow 
UIV 
W 

W 
U 
m .c 
L 
3 
u) 

W L 

3 

m 'C 

d 
.C 

d 

m .- 
L 
U 

e 
U m 
W 

W 
C 
'c 
al 
U 
u) r 

.- 

f 
i?l 
W 
u) 

W 
C .- d 
r 
.c 

? 
0 
N 

W 
U 

.c 
L 

m 

2 "  
2: 
32 .- 
m a  

m .- 
.cc 

0 
L C  

-7  3 L  
u c  
L C  .- c 

0 U 

m 
u >  a- L 

.- T 
U *- Y 
r .- 

-e 

U 

L I  

i i  
al ru 

*- 

CI 

? 
VI 

u ) I  
W 

2 2  W 
e U 

>. 

m m  
w c  U m  
o w  n . a  

P 34 U m 
d 

Y 

3 
U I1 II 

m 
u u  U 

C 
al 

E E  

d .. .. 
.- .- .- .C 

dd 2 
L L  
a m  al 
d d  > 
3 3  m m m  r c c  

>. r m m  
L L  al a l w  .c 
I Q  m o n  u) 

'c 
A 3  

0 

P 
N 
>. 
m 
C 

d 

2 
P 
m 

r 

al 
C 

m 

m 

n al 

d 
d .- 
I 
ln 
Q) 
U 
m 
'c L 

3 

a .- 
L 
r 
0 
0 e 

L 

al 000000 
w r  000000 

nL 

b I 2  999999 
n m  

n 
C o w -  000000 .-A m 
u c u  V I 0  VI 
* - U u  Nn 
L 
U 

L m 

4.4 993399 

U 
c a  ?????? 0 0 -  . - u +  0 000 
W L u )  0 000 P Z'lJe N NND. 

a- 0 c 
- 7 -  

r r  
.cy. 

?? 
V I 0  n 

11 II 

x x  

c u  w c  w m  
I r 

p" 
u) 
W U 

C 
m .- 
E 
W r 

W 
U m 
V- L 

3 
u) 

r 
U m 
W 

m ' s 
c 
V 

IY 
I- m 
W e 
IY 

3 0 
z 
U 

I 

4 

z s  

U 
C 

r a l  .- E c m  
3 0  m 
.- I 
0 0  m- al 

d 

m 

U L .- 
Y 
E 
W 
I- 

r L 

0 r 
v) 

W L 

0 
V 

E 

2 
d 

.- 

NNN-NNNNNN 

* 4 * * * * 4 * * * * * * * 4  
c 
c 
c 

c 
V I 4  

c O C  

c gz 

0. " 4  
'.E? P f 

* - I  8 2 .  k I 
-23 IY c 
v m n  -2'0 E 
ru-n r c ro- m c mm .- c 

U 
C 

U - e  

C 

I 

c 
c I *  

c 
VI* 

c 0.c 

4 N u l 3  > c 

- n u )  c w c  c m  

c 

c u  
c c  
*In 

c x  .- - I Y  c 
L W I  

c > . B O  - c 
Q*- 0 O C  

c 
c v u 0  
c 
c 

* c  
L V I 4  

c W 
u * c  

L c  w 4  C 

2-4 

c 4 
* c c c 4 c * c c * 4 * c c c  

O W u )  zf 

- 

?????????? 
$szzmC%zz0.0. On9-0.0.y\VIVIU 

?????????? 
N 0.0 VI U h 0 N "yomoggY!2% 

?????????? 
$$Ozgmmzz0. 00n9-b0.VIVIVI 

?????????? 
2 5 % R 4 g x z N0.OVIl.thONM 

u) 

u) >. 
- u )  m w  c u  u w.- r- 
A r m  
.- m'c - c o  
nu) m 3B 

$ =  

.C 

U 

.- .- 
u r  m u  

al 

0 
m 
d 

r 
e- .- y. 

u) L Y  
U I  
c x  
al 

m u  

B 
L 

al 4-l 
C 
I 

U 

m 
0 
n 

.. 
C 
0 

Q 
L 
U 
u) 
W 

.- 
U 

.C 

n 

I 
2 
d n 
n 

0)  m u  
'Ch >. w u  

???????????????? 
!2 !2 ZSgsk !2Zk 
9 9 9nooo - o r  W .c- 

v w u  

I Y X  
3 m 

9 -y- 

244 

I Y  

m 

c .  
h w o  
c E X  m 

W 
v) 

000369 



* .  20.02. 

i 

4 4 6  2 3  Irr b 

u) 

V 
m u- 
L 
3 

d 

m 
V 

U 
.C 

.- 
L 
0 
U 

* 
c H 

IL 
W c 

a 
.c U 

23 
? - 
I1 u- 

0 

>. 
ln 
0 - 
U i 
n 

!! 
J 
u) 

P 
- 
m m 

u) I! .C 

P 

.- 
L m 
.C 

d .- 
1 
0 

0 

0) 
.c + 

d 
d 

L 

.- 
ln 

c 
* 

0 L 

V 
.C 

c 
0) + 
U 
L 
0 
.c 
ln 

a L 
3 
u) 0 
u 
E 
L 
a 4.4 
C 

d 

.L 

- 
U 
0 ln 
0 

C 
0 
.C 

44 a 
.C 

L 
0 
u) a 
d 

I 
z n 
n 

m 
C r -  

a- c n  
u a- 
2 s; 
u)z= a 
w 

-U m L- 
C O U  .- ou- 
E v u  
L ,  

a x  c 

-U m L- .- o r  
r O L  .- v v  
Cl - x  

u) 
3 -  
.C 44 

w 
:It 

U L L -  
a o r  
r 0 -  c v u  
8 i  
a 
-U VI-- 
L O U  .- 0 -  
v v v  

X 

cI 

W O  
n 

E!z - 
m 
U 

U U M U a N Q m M . j  
7?N????N?"! 
h a o o m - m m a m  
-NNNNNNN-N 
NNNNNNNNNN 

* 
4 

* 
W A 

U 
I 

d z 
W 

* 
9 

9 

000370 



c 

(D 
0 

I 

a 
0 
U 
I 
3 
v, 

u- 

v , L  
' 0  
t u -  
.o v, 
FLL 
- 0  

'I 
0 Lo 0 Lo 

Lo 

1 

0 

0 
m 
F/) 

X 
Q 

I 
X 

rJ 
co 
7 

0 
7 

7 

Lo 
Lo 

0 

000371 



v, 
W 
0 
E 
0 
LL 
W 

0 

n 
t 

l ' l ' l ' l ' l ' l ' l ' l ' l '  

0 0 0 0 0 0 0 0 0 0 0 0 0  
00 m 03 0 0 0 0 0 0 0 0 0  
7 - 0 0 0 0 0 0 0 0 0  

Q , o o b ( D m * r r ) h ( -  

(4sd) sxsmis 3sva ( + a 4  saaoo3-A 

v, 
ni 

- - o  
I 

X 

n 

s 
0 
0 - 

0 m 

0 -  -+CY 
t u  
- 0  

v,L 
0 .v, 

000372 



44 6 P - W 
L O  

u-  0 
3 3  

v) 

w m  . oooooo 
m L Z  

U 
c- 

W V  1 

m n  
.C - 
m 

5 
m 

m 

c- 
-0- 
I 

r P 
d 

u u  
.C V 

U 
rn m u  
W V  

1- u- 
r 

W 
u)n 
Q U  nu- 
iu 

Q m n  
Q U  

K 

W 
O 

v) 

n- 
I U  

.- d 

E 999393 
m e  

3 c n  
w urc 
L m v )  
u ) o u  
u)V 
W L 

aL w 000000 w u  000000 

b E2 ?????? 
n m  

m a 
L 

L o w -  oooooo .-A m 
u m w  
v c u  m o  In - a -  NM M 

?????? .. u- 

L 
U 

U 

5 En 993999 
.-vu- 0 000 
u ) L I  0 000 

r u u  --c o c  u- 

w w a  N N N ~  

w m  
L C  u 
3.-  c . - 1  * - 0  

. - 0  o z  
m- n +- 

0 

a 

U 

U a J  .- E 

3 0  v) 

c m  

U 
C u w  

*- E 

3 w  v) 

.- I 0 0  In- 
W 

c m  

d 

m 

NNN-NNNNNN 
d 

*- I 0 0  
v)- 

m c 
b- 

. u  
L 
0 
z v) 

E! 
u) 0 
V 
d 

E 
L 
W 4.4 

C 

.C 

- 
U 

v) 
0 
n 

C .- 
U 
a .- 
L 

O u) 

0 
n 

I 
d 

.n 
0 L 

n 

4 4 4 4 4 4 4 4 4 c 4 4 4 4 4  

4 L 
4 
4 

4 

4 

4 

4 

4 
* A  
e m  
4 4  

4 b -  

4 v )  

4 %  

4 

* 
4 

4 

4 

4 
4 

m i  
0 4  et  

I 4  

I n 4  
0 . 4  

4 

4 

* 
* 
4 

4 
4 

4 

4 
0 4  
0 4  
8 - 4  

a4 
m 4  

. 4  
L 4  
w 4  
> 4  

u) .- 
u) 
% 

- u )  
Q W  
c v  a w e -  

.&=- 
% U r n  
U .- my. - c o  
n u)m m x o  
.C .- 
u r  
v ) u  

W 

g =  0 
v) 
d 

P 
? 
W 
u) 
W 
0: 

u) U 

r 

p: 

m 
.C 

d 
d 

a 

?????????? 
NCLOLnUhONMU 
O . N m Q ( Z O M U t Q ) -  

8- 8- N N PI M M PI U 

?????????? 
$$q$zChmzz0. o o M a - 0 . 0 . m ~ m  

?????????? 
m2z:%zgi$g 
N 0. 0 In U h 0 N M 

??"?"?"?????"??? 
a a a m 0 0 0  aa- 

-*7P)PIm 8-MM 
= M-Muh MInb 

t 4 4 4 4 4 4 4 4 4 ' 4  4 4 4 t 



4 4 6 Z3/qr 
alac 
I 0 

. .  

al 

C 

d 
m 
m 

e, al 
al w- 

0 

N m 
N 

II 

al 
0 

w- 
L 

? 

m 

2 
al L 

3 
d 
.C 

m 
v- 
w- 
0 

r U 

C 
al 
-I 

m e, 
0 
I- 

m 

- 

???????????????? 

a 

e 

m 0000000000000000000 

al 
d ??????????????????? 
n 

Qn . . . . . . . . . . . . . . . . . . .  
013 0000000000000000000 
u -  
I W  

n r 
C 
04-43 I b M  
E O M  I QM 
0500 Io -  

-7.- -- E,".? : ?? 
P 

nn . . . . . . . . . . . . . . . . . . .  
o n  ooooooooooooooooooo 
U -  
I W  

3 
L L  
o n  
n 

. . . . . . . . . . . . . . . . . . .  
In- 0000000000000000000 m n  n- 
I Y  
3 .. 

2 
C 

C 
0 
0 

.- 
U 

z 

l- 

z 
PI 

z 

W 

-I 
v) 

El 

P 

u 

a 

- 

.- 0000000000000000000 ??? 3 0.99 ?Os? ?? ??? 
o r n m m l n m o  
M N N N N N M  

r: n m m m o  
N N N M  

al 

l n I n  000 00000000 00000 

I W  N N N  N N N N N N N N  N N N N N  
V e------- 

-.+ 3 - 0.0 9 O.O.? ?? 0.9 
> a  ooo oooooooo ooooo 

-Nm 
al .o * 
d 

v) 

000374 



k .  20.02. 'e ,  

N 
0 
M 



* * 
Q, 
.. 

I 
I 
I 
I 
1 

a 
a 
U 

I I I I 

0 
(u 
(u 

0 
'7 

? 

( W 4 )  SIXV-A 

4 4  

Lo 
Lo 

0 

0 m 
Fc) 

Lo 
r\ 
04 
n + 

Q) 
Q) + 

0-  

X 
Q 
I 

X 
Lo co 
7 

0 
.- 
7 

Lo 
Lo 

0 



10 

? 
h 
M 

? 
f 
U 

? 
h 
M 

? 

k 

P 

5 

.C 

w- 
V 
0)  

.- 

n 
UI 
r 
C 
3 

Y .- 
d .- 
0 
v) 

10 

Q 
L O  
a m .  000-00 
r -  0 m Lz 
==: 

z ?????? 
m n  . o r +  

LUIa 
3 C Q  a 0 -  
UIV 

f 

!5 E2 999399 
aL aJ 000000 
Q U  000000 

a m  
m 
L 

a 
C O Q A  000000 .-- m 
r mal v c u  InoInInoIn 
- U Y  N M N N M M  
L 

999933 

LL 

?????? 

000000 

000000 

L 00 

&#&I Q)n ?? 
m r  uu 

L 00 
u u  0 -  ?? 
m r  x u  f 

U 
X 

r c .  ' * - 0  8-N 
O X  a 

U 
Q 

E *- O r  
U *- c v  m a  
L Q  a 

C 
m 
m e  c o  .- n a 
3 a  m 

8': 
C W  r v  
a m  
E- L 
m a  c a  
CO: 
.C 

25 
a 3  

aE 
Q V  

QV 0 
m m  
r c  L .- 
3 U  a m  

L 

3 Q  

m L  
- 0  r 

f$! 
- m  .- 
d 
m a  v 3  

*- u r .- 
a- c 
LC v u  

Q a r  

%! 
N 
% 

m 
C 

U 
C 
In 

d 

m 

%! 
r 
L 
Q 
C 
0) 

m 

m 

2 
d 
d .- 
1 
a 
0)  
0 
m r 
L 

2 
d 

m 
.r 
L 
r 
0 
0 
0 8- 

v 

t. . 

U 
0)  
V 

Q a 
% 

In 
3 
U 
O r e ,  

(0 

m 

A 
d 

w - r  

E?? 
Ex: . - O m  

0 
0 - 

II I1 

O X Y  

r 
0 cu 
I n Q C  

r 

Q Q ~  

Ln 
€ 5  
O Q  

w- 
Q 

Q V  
r m  .- L 
- 3  
*- a 
*- U C 
a 3  
a 0  V L  

w- 
L Q  
3 r  
v ) U  

8-c 0 
m 

mu- 

m c n  

o m  

d 

W V  
w-w- 

?? 
Q Z  
00 

II I1 

x x  

c u  w c  
o m  
1 r 

9" 
UI 
0)  U 

m 
C 
.C c 
Q r 

0) 

0 m r 
L 

2 
r 
V 

W 
m 

Q 
0 
m w- 
L 
3 a 

z 
3 

m w- 

d 
.C 

d 

m .- 
L 
U 

r 
0 
0 

Q 
C 

y. 
Q 
U 
UI U 

C 
Q 

0)  a 
Q 
C 

m 

.- 

I 

.C 

d 

b4 
w- 

? 
0 
N 

v) z 

I- 

E 
I- v) 

W oc 
oc 

3 W 
z 
U 

Ei 
: 

9 

.. 
0)  
d - 
LL 

-I 
m 
5 
ln 
x 

4 * 4 4 4 * 4 4 4 * * * * 4 4  

4 
4 

In4  
4 0 4  
4 

4 

4 

4 

4 

4 
4 2  

4 m  

3: V 
C 

4 a  

* I -  
4 
* v )  

4 %  

4 
4 
4 
4 
4 
4 
4 
4 
4 
4 
4 
4 

C C C  

a 
a 

m a  c v  u w*- r- 
>.r v) .- mw- - c o  

m 3 o  
r r  
m r  

Q o x  
0 
v) 

.- 
? a  

r 

.C .C n am 

n 
d 

4 4 4 4  

c 
Q 
U 

C 
0 
2 

0 
U 
m L 
zl 

m 

t 
.- 

m 
.C 

y. 
C 0 
V 

E 
L 
Q 

.- 

4 4  
C 

- 0  .- E c m  
3 Q  v) 

.- I 0 0  
m- 

Q 

d 

m 

N N N - N N N N N N  

?????????? 
m u  N ~ O ~ U ~ O N M U  
-u- 0 . N I n Q L L O M U Q -  
L Y  r - N N M M M I M U  

X a 

C 0 .- 
r 
n 
.C 

L 

0 a 
Q 
0 

?????????? B w-n B Y  N L L O I n . f h 0 N l . l  
-.C 0 . N I n Q 0 . 0 M U Q  

w l Y  - 8 - N N M M M M  
v x  
U 

???????????????? 
~ 0 . ~ L L 0 . 0 . 0 . ~ ~ 0 . 0 . Q 0 . a J W Q  
M Q - I n D - I n O O N - Q M 0 . W *  

ooInoInoInoooooInooo . . . . . . . . . . . . . . . .  g g sc:zi? ssL 
.-MP)MM -MM 

'9 6 

N 
c 0 
r 

9) 

a 
h 
m 

9 
? 

5 
3 

i: 

L 
U 

5 Y 



P 
C 

u 
C 

al 

.- 
A 

.- 
n 

II 

v) 

P 
P 

P 

n 

v) - 
m 

.- 
r .- 
P .- 
v) 

* 

-U m LCI 

c o r  .- ou- 
E u v  

c U 

+ 
0 

>. L 

u) J 
m 
u) .- 

U L L n  
alou 
r ou- c u v  
a l o  
u r  
al 
-U U L h  
L O U  .- ou- 
u u u  

X 

NMOJOub-0.OIO 
N'??N??'???r; 
hrn-r-0.bromhcN 
OO-O-- -NON 
NNNNNNNNNN 

O * M M O N b O a M  

a Q h - M M U N V I N  
u*uln*uuuuu 
NNNNNNNNNN 

??Nr;'???'??? 

n 
c n  
a l O  
X L  

n z 
W 

* 

000378 



b * 
0, 
.. 

(D 
0, 
I 

(D 

I 
(v 

.- 

a 
a 
0 
(v 

I1 
Q) 
0 
U 

3 
v, 

rt 
I 

' 0  
m Q )  

.- L v ,  2 &  
t u  
- 0  

0 
hl cv 

Lo 
I\ cv 

Lo 0 
(D 7 

7 7 

( W 4 )  SIXV-A 

I 
Lo 
Lo 

, 4 4  6 

0 

Lo 
- 0 0  

M 

0 
- M  

M 

0 
- 7  

7 

. L o  
Lo 

0 



0 
-u) 
- r r )  

0 
- 0  
- r r )  

0 
- I n  cv 

0 
- 0  cv 

0 
- u )  - 
1 

0 0 0 0 0 
In 0 u) u) 

I 7 - 

Z 
0 
I- 
6 
0 

- 

s 
W 
Z 

0 0 O 
a3 rr) a3 - .- 

f 
h 

I 1 -  v, 
I n 

Qf :: 
1 I 

X 

0 
- u )  

7 

0 0 0 0 0 0 0  
0 0 0 0 0 0  
0 0 0 0 0 0  
a m t r r ) ) c y F  

000380 



000-00 

999999 Io 

9 
r- 
M 

9 
: 
U 

: 
M 

9 

L 
r 

00 

99 iss 

00 
99 

P 
U 

-N 

m r 
C .r 

B 
W U 

C 
m .- 
E 
0 
0 
u 
N 

000000 
000000 
999999 

C 0 w -  .-- m 
r m w  
o c n  .- a Y 
L 
U 

P n  
r g  

$ 0  

c ?  

.C w- 

o w  
W 

W N  
W I o  

W > 
m II 

L 
t 
n w  m u  
v m  
W I  
0 
m w -  

- 0  
L 
31u 
m t  
L .- 
w w  
r 1  
m 

c c  
3 

n 

m 

3 *: 

000000 

lnolnlnoln 
N M N N M M  

993999 
c c  

c c  

a- I c 
w-• I 
*- c -* 
0 c w *  

m c u* 
c u c  - c 3 c  
c fnc 
c c  . c u c  0 c - c  

Z * + *  * u c  w c w c  
0 c a c c  

L *  c 
3 c  c 
f n c  c 

c c  
L C  c 
w c  c 
w c  c 
m c  c 3 c c  

2 :  f 
P f  I 

% t X t  

m c I* 
w- c n c  

L 
W e  u u  

I Y  

>. 

mw- 

L 
0)- W U  

I Y  

X 

mw- 

U c .  .- 0 
O Z  n 

999993 

.n 
o 
W a uu.c 

n .- Y 
m w  
- 3  

m r m o  mfn a L 

300 m 

LE 
I-U 

U 
C 

ra, 
'- E c m  
= A ?  
d 

*- I 
0 0  a- 

rn 

U 
e- .- w- 
L Y  

m r  

i 

U 
t- 

.- w- L Y  

X 

m r  

U 
w - n  
w u  -w- 
l Y  
>. 

U 
w - n  
a r  -w-  
l Y  
X 

U c .  w o  
E Z  m 
W 
fn 

U 
C u w  

*- E c m  
=A? 
d .- I 
0 0  fn- 

W 
m 

U 
e- .- w- 
L Y  

>. 

m r  

U 
t n  
m u  
.r w- L Y  

X 

U 
w - n  
w u  -w-  
l Y  

>. 

U 
w - n  
w u  

X 

-u- 
1 Y  

r 
E 6  
E Z  m 
W 
fn 

e 
I- 

C 
0 -1 

m 

NNN-NNNNNN e - c N N M M M M M M U U U U l n  

c c c c c c c  c * c *  * I C *  

c 
l n c  
O I  
M* 
e* * 
I *  

In* 
0.c P f  

t f  
w c  
m c  w c  
u *  
m c  u c  
t *  

.- c 
u c  

c - *  - o c  

- *  
l n c  

.* L *  
W *  
>I  

c 
c c c c  

m c  

2: 

C 
0 .- 
w 
L 
3 

m 

m 
.C 

w- 
C 0 
U 

E 

u 
C 
I 

U - .  0. m 5  
I mfn 

9999??9999 
N0.O lnUhONMU 
0.NlnQ0.OMUQ- 

--NNMMMMU m U 

C 
W 

W 
m 
1 
2 

B 
2 

m 
U 
C 3 

w 
U 

u 
3 VI 

3 fn 
m 

k 

93????9399 
OOMIoc0.0 .~ ln ln  
0Iolnu00.0.000. 
cccc- cc 

3999999999 
NrnOlnUhONM 
O.NIAQ(ZOMUQ 

e-NNMMMM 

c c c c  

000381 



U O  r .- 
e- m 
W E  
I 

m u  

t U  
m r -  u m u  

rn 

C.-+ 
=I W U  
O I  

w u  u r n  

u w u  
I 

k. .E< 

al 
U 

*- w - u n  
L 0- w u u  
U 
C 

UI ~n 

- 
n 
UI 

a l w w  u- w 
L m L  o c m  & a  w 

E 
D u LCI 

r o u  .- u u  
E I  x 

mou- 

W 
U 

v) 

,* 

?????""rc???????????? 
se$8 
N U m U  

x 

al 
0 .- 3t  
v) 

m U 

W 
n 

a- o n  
n 
U -  
I U  

U -  
l Y  

3 .  

000000000000000000000 
. . . . . . . . . . . . . . . . . . . . .  

4 *  
4 z* 
4 04 
4 - *  
4 C C  

4 z4 
4 E 4  
4 0 4  
4 L 4  
4 2 4  
4 - 4  
4 4  
4 W C  
4 V C  e - *  
4 - 1 4  
4 In4  
4 4  
4 - 1 4  

4 3 4  

c - 4  c > 4  
4 - *  * 0 4  
4 z 4  
4 - 4  
4 4  c LLC 
4 04 
4 4  
4 * 4  
4 E *  

4 zz4 
L C  

4 3 4  
4 In4 

4 a* 

4 a4 

4 n4 

c a4 

. . . . . . . . . . . . . . . . . . . . .  
000000000000000000000 

U 
C 
Q ) m 0  
E m 0  
E,! 
V)NN P 

W 
U O h  
LOO 0-- 

W N N  
0 LL 

'199 

M N  

U Q -  

I-mm 

mom 

Z?S 
-7 

* 
L N M  
W 
U - 

. . . . . . . . . . . . . . . . . . . . .  
000000000000000000000 

. . . . . . . . . . . . . . . . . . . . .  
00000a0lnb000000000000 

- 0 U N  
Q N N U  - u a u  

N 

z .- 
3 r  c a  .- 

000000000000000000000 

o o m ~ m m m m m m ~ o o m m o o m m o o  
. . . . . . . . . . . . . . . . . . . . .  
M M N N N N N N N N N M M N N M M N N M M  

. . . . . . . . . . . . . . . . . . . . .  

w w  
u u  
- 1 -  
m v )  
- .- 



U 
al 
\c 

? 
I I I I I I  3 
ln al .- 
al3 ' 
Lln 
rln ' 
mal  0 

UIL m 

-nu) z g 
o u r  al 
z m m  -I 

m w m  m 

c a m  I- 

- = L  

W L W  r 
O O C  0 

M 
0 

k 
'9 
9 
M 
M 

I1 

W w v  

m L  
- 3  
*- ln 

> w  
3 

z- r .- 

2.2 

m L  

mm 
E' 
L U  r w  
ln .- ' 
L .- 
a l w  
z a  lnlll 

m v  

- m  m c  r o  
0- I - m  



03 
-t 
0, 
.. 

CD 
cn 

I 
CD 

I 
hl 

7 

Q 
Q 

2 

II 
tn 
0 
G 
a. 
0 

c 

c 

P 

7 
I 
I 
I 
I 
I 

4 4  

0 
Lo m 

0 
? 

0 0 
b 

, * . O Z + b  

0 a 
Lo 

0 
0, * 

x 
I 

X 

a 

0 

h( 
F 

0 
b 

0 

000384 



r" 
i' 

ap 

u u  
W-W- 

?? 
00  
NU 
NU 

II I1 

x x  

E7 
ala 
I 
al 

ln 
al U 

C 

U 

n 

m .- c 
al U 

al u 
w- 
L 
3 
ln 

c 
0 
W 

m 

m 

4 4 8 3 %  0 
L O  

UW- 0 
ala - 000-ooo 
m L Z  

> r 2  

C 9993999 
a- . 

O U W -  
Llnln 

ln o w  
lnU 
0)  

z c n  

P 
0 

5 
>. 

m 
3 

d - 
& u  u 

E?? 
w-w- 

ln 

a - 0 0  
O I n Q  a 
0 
In 

II II 
W- 
o x x  
c u c u  m a l c  
a l a l m  
I 

E U  
e2 

W- 
al 

a l u  

m r  .C L 

*- UI 
C 

ln3 
alo 
U L  

Lal 
3z v)U 

N C  
0 

urn 

u a  

*- ? 
m m  
r 

o m  

m 
A 

u 0)  

C 

0 
C 

al 

.- 
d 

.- 
n 
d 
d .- 
I 
al 
0 
m 

W- L .  

3 In. 
al 
L-l 
3 <  
- I  
m y  

W - c  

c 
m c  
a l t  .. W- L 
0 

v ) L  
Z u a  

i 

.- .. 
va  

E! E: 

p ? l n  

v) u x  
w lnc 
p ? L  

a- c 
p? W-.r 

+ a  

5 alf 2 e'. 
e 3  

31 a 

al 
0 

w- 
L 
3 ln 

m 

2 
3 

m W- 

m 
L 
U 

c u 
m aJ 
a, 
C 

d 

.C 

d .- 

.- 
w- 

d 

I 

ln U 

C 
PI 

0, 
ln 
al 
C .- 
d 

U 
w- 

? 
0. 
M 

fn U 

C 

0 
.C 

n P 
E 

? 
P 

d 

m 
C 
m 

m 

U 

m L 
al 
C 
al m 

2 - .- 
I 
ln aJ u 
m 

W- L 

2 
d 

m 
.C 

L 
U 

0 
0 z 

L 
n L  

0)  0000000 
alu 0000000 

k g 2  9999999 
n o  

m 

C 
00) -  0000000 . -A m 
u mal u c u  InoInInoIno 
-U.w NMNNMMM 

9999999 
L 

h 
W- :: 

? 

Y 

0 

N ro 

N 

00 

Q Q  
bb 

?? 
U 

II .- 
L 
0 ) -  u u  
mW- 
I Y  

X 

00 

In 
In 
In 

?? 

W- 
0 

L 
al U 

= m -N 
U 

C 
3 

I C  

c 

U 
C 

ual 

U 
C 

ual 
a- E 

3 0  in 

a- I 
0 0  
v)- al 

c m  

d 

m 

U 
e.- 
.C w- 
L Y  

m u  

i 

U 
en 
.C w- 
L Y  

X 

m u  

U 
w - r r  
alU -W-  

i' 

U 
W - h  

O U  -w- 

X 
I W  

U 
c .  
alo 
E Z  m 
al 
in 

c 
+ 
C 
0 -I 

C 
0 

rn 

.- 
U 

L 
m 

m 
3 .- 

????????Y?Y???Y?? 
O m I n ~ N Q N O M h O O O e U Q M  
0000UUIn00b0000.bQU 
--e------ ccc 

r 
C 
0 
U 

m 
d 

.- 
U Y 

ln 4.8 
C 

E, 

2 
ln 

2 
-0  

W 
U 

p? 

3 v) 

3 v) 

n 

2 

m 

E 

Y 

0 v) 

0 

C 
0 

a 
L 

0 ln 
0, 

.- 
U .- 

a 

P 
d n 
n 
L 

C 

E, 

t. 
? 

al ln 

m 

3 
0 

W 
V 
U U 

p? 

3 VI 

ro 

n 

U 
w - h  
-W-  
I W  

a l U  

>. 

U 
W - h  

O U  -W- 

X 
1 -  

U c .  
W O  
E Z  m 
al 
v) 

lnInInOO0 

InVINhOIn 
mro09-a uu 

. . . . . .  
* * * * * * * * * * * * * * * *  



&?. 20.02.4b 

m m  w a l  
w a l  L L  

o w  u u  
m m  

?? 
? '  
mu3 

I1 It .. .. 
u u  .- .- 
E E  .- .- 
d d  

L L  m a  
a 3  
c c  

d d  

m m  
m a  
L L  
a l a l  
X Q  
0 0 .  
2 3  

c 
c 

al w 
u 

x *  
U 

4 m >. Y. 

n c  L 
;e 
3 P  
U P  

3 l -  
o w  
- E  m 

0 

w -  

o n  

s z  
n m  

c 
c 
4 

N 

f? 
N 

I1 

v) 

P 
n 
0 S 

v) I 

m 

.- 
d 

P .- 
v) 

4 

4 

u) aJ x c  

- 5  

. I - w  
L l -  
3 
u ) m  

m 2  
U I  

*- c 
U O  

L U  
o m  L 

.- .- 
u a  :; 
z o  w u  c 
w m  x c  

d 

r .C 

U 
w- o u  

L O  
> . G  

J .. 
m 

5 
.C 

m u  
*- Q 

c o  
*- m 
X a l  

.- 
m L  

o n  
d 

z o  
. I - -  

w o  
x L .  + a .  

n 

m 
C r n  .- c n  
u w- 
m E 4  .- o u  
al 
""Z 

-U m L -  
K O U  .- 0-  
E v u  
L I  
w x  
l- 

-U m ~n .- o u  
r ow- .- U Y  
co - x  

u) 
3 -  .- w 
P Z  
Dc 

U L L -  
w O r  
u 0.I- c ow 
8 ;  
w 
-U o L- 
L O U  .- 0.I- 
u o u  

X 

h 

n 
v)O 
os Uv) - 

m 
Y 

N N N N N N N N N N  

c 
c 
4 

W 
2 
U 

U 

- 
0 
n z 
W 

c 
c 
c 



t 
Y, 

0, 
.. 

co 
cn 

I 
co 
7 

I 
hl 

a 
a 

rr) 
0 

m a _  
o m  

P 
i 

0 
Ln 
M 

0 
00 cu 

0 
a, * 

0 
hl 
9 

0 
b 

0 

0 0 
b 



* -  

- 0  
u) 

m 
w 
0 
E 
0 
LL 
W 
0 
1 
m 
cK 
W 
I- 
Z 

- 

- 
I 

lllllo1111llll 
0 0 0 . 0  0 0 
o l n o u )  u) 
N - - -  I 

O 
a3 
N 

0 
a3 

0 
0 
u) 

0 
0 
-t 

0 
0 
rr) 

0 
0 
N 

0 
0 
7 

0 
0 m 

0 
0 
-t 

0 
0 
rr) 

0 
0 
(v 

0 
0 
7 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
\ 

0 
0 m 

0 
0 * 
n 

P) 
P) 

+ 

Y- 
W 

o m  
or3 
- c K  

0 
0 
0 
I 

X 
0 
0 
(v 

0 
0 - 

4 4  64c 
/w 

0 0 0 0 0 0 0 0  
0 0 0 0 0 0 0  
0 0 0 0 0 0 0  
b C o l n - t r r ) N -  

(4sd) sxsitlis x v a  
000388 



3999999 

ln 
U 
C 

0 
.- 
a 

0 0 0 0 0 0 0 
0 0 0 0 0 0 0 
0 0 0 0 0 0 0 Q U 

m 
C .- 
7 
0 
0 
U 

N 

2 
P 
.C 

y. 

P n  
z : :  
4 0  
c ?  

.- w- 

u u  
Q 

Q N  
a l a  

Q > m I1 
L 

.c 
n u  
l n u  v m  
O I  
U m ' c  
- 0  
L 
3 u  
l n r  

L .- 
Q Q  
U I  

n 

m 

= .z 
- c  

3 

0000000 

InoInInoIno 
N M N N M M M 
9999999 .. 

00 

QQ 0.0. 
93 U 

C R  
00)-  .- u ' c  
lnLln 
Q Q R  
T U Y  
o c  V-  

9999993 
.- 
U 
Q 

4 
00 

In 
In 
In 

?? 0000000 

0 z 
0)  
U 
m + L 

3 
v) 

a m  
L C  
3 a- - 1  

*- 0 
m- +- 

0 -w- 
m 

*- Q 
L T  
I-U 

U 
c .  *- 0 
O Z  
n 

0000000 
- N M U I n a b  

U c .  
a- 0 
O Z  
n 

L 

Q U 

2 
-N - N M U In a pc 

U 
C 

U Q  .- E c m  
= 3 Q  

v) 

1- I 0 0  
In- 

d 

m 

U 
C 

U Q  .- E c m  
3 Q  v) 

*- I 0 0  
v)- 

Q 

A 

m 

Ur-pchlch 

c 
Q 

I- 

* * * * * * * * * * * * * * *  m c 
0 -I 

C 0 

c 
c 
c 
* 
* i 

I *  
In* 0.* 

> *  * L *  a *  
l n *  

* A  
Q . I  

P I *  

l n *  
u *  * T *  

* I -  

c .- * C v )  

C Y  P I *  

* - *  
c - o* * 
c .* * In* * .* * L *  

Q *  >* c * * * * * * * * * * * * * * * *  

* P f  

* m  
* a  

m *  

* z: 

U 
C 

u - -  
C 

- 
0. V I ?  

I mv) 

m 
ln 

U r- .- 'c 
u) L Y  
4 . 4 ,  
c x  
W 
E m 
Q l n r  

m u  

+ C h  

t. l!c 
? >  
n u  

2 -'c 

2 

m a -  

0 

w 'cn 
u Q U  

P I X  
l Y  

x 
ln 

U 

Y 
n 
v) 
0 

C 0 .- 
U 
R 
L 
U 
ln 
Q 

.- 

n 

w I Y  
u x  

PI 
2 
2 u  
a 56 

E Z  m 
Q 
v) 

-. 
m 
2 u  c .  

Q O  
E z  m 
Q 
v) 



0 

? 

0 

0 

0 

0 

0 
M 

? 

? 

? 
T; 
U 

N N 

ii; 

l n i  

L 

1 

L 

L 

L 
L 
L 
L 
L 
L 
L 
L 
L 
L 

L 

L 

L 

L 

L 

L 

L 

L 
L 
L 
L 
L 
L 
L 

r 
C 
W - N  

5 R 8  
E,?? 

P lnMM 

L N M M U l n  
W 
U 
I 

. . . . . . .  
--cccc 

Qn . . . . . . . . . . . . . . . . . . . .  
U -  
I Y  

o n  ooooooooooooooooooooc 

n 

. . . . . . . . . . . . . . . . . . . .  
ooooooooooooooooooooc 

. . . . . . . . . . . . . . . . . . . .  
0 0 N ~ O Q N l n Q Q 0 l n U 0 0 0 0 0 0 0 C  

a h N - - m m O b Q 9 M  
!2$gzs!2R2iEkm 

c - U N  

ooooooooooooooooooooc 

oln ln ln ln ln ln ln ln ln ln ln ln ln lno ln ln ln lnc 
M N N N N N N N N N N N N N N M N N N N C  

????????????????????c 

????3???????????????C 

b 

M 
c 0 
N 
9) 03 m 
L 

m 

!! 

P 
i 

r 

I u 

5 
5 
3 
5 

800390 



e 

a 

I- C 

I -  

: $  

u 
w 
w U- 

yc 
0. 

0)  

C m 
m 

P 
33 
-0. m- 
w 
zln U -  

LL 

Y 

2 e  m z  
a n  
m 

W 

V l n  

U-0 
L C  
3 U  ln 

uln w w  .- v U-L 

*- 0 
VU- 
a, 
lnv .- ln 
0 -  Q 
- m >  m L.- 
c a m  

n w  m 

.- r 
U . 5  2 

2% h 

0 3  
x w u  
u x  0, u o  
L O  

M 
0 

M 
L" 

I1 
* 
I- 
W U 

U VI 

U 
0 
LL 

U 
E 
2 

f! 

M 0 

+ W 
N 

9 
M 
9 

I1 

0 w o  
- - m  

- 3  
e- ln m 
> Q  

3 
x -  u .- 
CU- 
0, 
L U  U Q  

ln *- 
U- 

L .- m u  w w  
T n  l n m  

m c  u o  0- 

L" 

nU- m L  

m L  

mm 

- m  

c m  

000391 



APPENDIX A 

COMPUTER SOFTWARE USED TO 
PREPARE CALCULATION PACKAGE 

XSTABL - Version 5 

Sharma, S. ,  "XSTABL: An Integrated Slope Stability Analysis Program for 
Personal Computers, Version 5 ,  " Interactive Software Designs, Moscow, ID, 1994. 

See Section 1.2 of the Design Parameter Summary. 

000392 



3.2 Liner System 



COMPUTATION COVER SHEET 

S W C T  OF CALCULATION: SHORT-TERM LINER SYSTEM STABILITY ON SIDE SLOPES 
Computations By: Signature 7 d r $ t 4 5  

(Cognizant Engineer) Ll Date 

Printed Name 
and Title 

& r 4  d. s c h  WAik-4  

and Procedures Signature Q-+ CTSL 7 o d 9 5  
Assumptions 

Checked by: Date 
(Checker) Printed Name c .  & d - s  

and Title 3 c i n c ; p o \  

Computations 
Checked by : 
Checked by: 

Date 
Printed Name 3 b Y t  c. RPL4w, 

7 dcf- Y 6  
Date 

Computations 
Backchecked by: Signature 

(Cognizant Engineer) 
Printed Name Gcsq e. %v.~Ft~a  nJ\ 

and Title SC- 2;jec-t- ~3 deer 

Signature /(?r"l *L 7A-t q3- 

4D 
Approved by: 

il Date 
3 . 5$,-,hne-:Tffqc\hfl 

(PDP) 
Printed Name GW- 

7occ f f  
Sr .' ?+d- CY-* and Title 

Approved by: Signature s 
I (DTL and TETL) Date 

Printed Name ? . d o  l p h  Z p n p P  P l  k 
and Title 

~ c i * ~ ~ ~ ~ ~  

Record of Revision (Number and initial all revisions) 

- NO. REASON DATE - BY CHECKED APPROVAL 

000394 
c 



GeoSvntec Consultants Page I of 9. - 4 4 6  
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Client.: Project: OSOF Project NO.: GCdqd.# Task No.: 9.5 

Reviewed by: @& Date: 1 + Dpc pS 

SHORT-TERM LINER SYSTEM STABILITY ON SIDE SLOPES 

EXECUTIVE SUMMARY 

Purpose of Calculations: 

These calculations are performed to evaluate the stability of the liner system on 
the perimeter side slopes during the period between liner system construction and 
placement of impacted material in the cell. The evaluation includes assessment of 
the potential for tensile stresses to develop in the geosynthetic components of the 
liner system during the indicated time period. 

Methodologv: 

Stability is evaluated by first calculating the minimum slope stability factor of 
safety (FS) for the liner system on the perimeter side slopes using the 2-dimensional 
limit equilibrium analysis approach presented by Giroud et al. (1995) (reference no. 
1 in Calculation Procedures/Methods package). The calculation considers the 
following: (i) location of the least stable side slope cross section; (ii) stability during 
each stage of liner system construction; (iii) the minimum available shear strength, 
appropriate for short-term conditions, of the materials and interfaces within the liner 
system; and (iv) the effect of rainfall, specifically, the 25-year, 24-hour storm, on 
liner system stability. The calculated minimum FS is then compared to the target 
value of FS given in the Design Criteria Package, i.e., 1.3. Adequate stability is 
demonstrated if the calculated minimum FS is equal’$greater than the target value. 

The potential for tensile stresses to develop in the geosynthetic components of 
the liner system is evaluated using information presented by Long et al. (1994) 
(reference no. 4 in Calculation Procedures/Methods package). 

Conclusions: 

Calculated minimum slope stability FS is 1.58. This value exceeds the target 
value of 1.3.  Therefore, stability is adequate. 
Predicted tensile stresses in the liner system geosynthetics are negligible. 

End of Executive Summary 
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IMPACTED MATERIAL CONFIGURATIONS (Interim and Final) 

EXECUTIVE SUMMARY 

Purpose - 

This calculation package contains analyses for static stability of the OSDF impacted material 
mass for final and interim configurations. The stability of the OSDF is calculated for slip 
surfaces that pass through the impacted material mass and along the liner system of the OSDF. 

Procedure 

Calculations were performed for the interim and f m l  OSDF configurations as shown on 
the figures presented in this package. Minimum acceptable factors of safety (FS) based on 
UMTRA Technical Approach Document (DOE, 1989) are as follows: (i) long-term stability, 
FS 2 1.5; and (ii) end of construction stability (interhdshort-term), FS 2 1.3. In addition, 
for potential slip surfaces involving the geosynthetic clay liner, the long-term slope stability 
factor of safety should be checked using large displacement shear strengths for the geosynthetic 
clay liner. The slope stability factor of safety for this condition should be at least 1.25 
(Bonaparte, et al. [1996]). 

The stability analyses are performed using established geotechnical procedures for 
calculating, slope stability. 

Results 

Interim conditions 
Factor of Safety 

- Dry unreinforced GCWGeomembrane interface FS = 2.0 
- Hydrated reinforced (Internal strength) GCL FS = 1.9 

Long-term conditions -I 

Peak hydrated GCL strengths FS = 1.8 
- Large displacement hydrated GCL strengths FS = 1.5 

r 

All factors of safety meet the established criteria and are conservative based on the 
variability of materials and shear strengths considered in this calculation. 
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IMPACTED MATERIAL CONFIGURATIONS (Interim and Final) 

CALCULATION PACKAGE 

Purpose: The purpose of this document is to provide the engineering calculations used in 
establishing that the OSDF liner system will be stable under static conditions with 
an adequate factor of safety. The calculations are used to obtain a minimum 
factor of safety of impacted material in the OSDF against sliding along the OSDF 
liner system. Analyses were performed for both the interim and final 
configurations of the impacted material in the OSDF landfill. The interim 
configurations model the conditions expected to occur while the landfill is being 
filled. The interim configurations were analyzed for both short-term (undrained) 
and long-term (drained) soil strength parameters. 

Procedure: The calculation procedure used for the liner stability analysis is described in detail 
in the Design Criteria Package and is summarized here. The data used in the 
liner system evaluation (Le., unit weights, undrained shear strengths, and drained 
shear strengths) are provided in the Data Verification Package. 

Calculations were performed for the interim and final OSDF configurations as 
shown on the figures presented in this package. Minimum acceptable factors of 
safety (FS) based on UMTRA Technical Approach Document (DOE, 1989) are 
as follows: (i) long-term stability, FS 2 1.5; and (ii) end of construction 
stability (interdshort-term), FS 1 1.3 .  In addition, for potential slip surfaces 
involving the geosynthetic clay liner, the long-term slope stability factor of safety 
should be checked using large displacement shear strengths for the geosynthetic 
clay liner. The slope stability factor of safety for this condition should be at least 
1.25 (Bonaparte, et al. [1996]). 

The computer program XSTABL (Sharma, 1994) was used to perform the 
stability analyses for slip surfaces that pass through the impacted material and 
along the OSDF liner system. The wedge-shaped potential slip surfaces were 
analyzed using Janbu’s simplified method (Janbu, 1973) and Spencer’s method 
(Spencer, 1973). 

Analysis: 

I. XSTABL Computer Model Notes 

A. The stability of the liner system and the associated factors of safety against failure 
were generated using the program XSTABL, Version 5 .  
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IMPACTED MATERIAL CONFIGURATIONS (Interim and Final) 

B. For analyses involving wedge-shaped potential slip surfaces, the computer program 
requires the operator to designate one, or more, "boxes" within the model through 
which all of the potential slip surfaces must pass. 

11. Methodology for Critical Slip Surface Search 

A. 

B. 

C. 

D. 

E. 

F. 

G .  

H. 

The interface friction strengths and internal strength of each of the liner system 
components were examined and the interfaces and components with the lowest 
strengths were identified. (See Data Verification Package). 

Based on the Construction Drawings, the OSDF geometry for both interim and final 
configurations was input into the computer model. Because these analyses are for slip 
surfaces that pass along the liner system, the foundation stratigraphy was not included. 

To create the potential slip surfaces, two boxes were designated within the OSDF 
geometry. The first ''box" consisted of a line (a box with no height) located in the 
layer of the liner system that was identified as having the lowest strength. The line 
was sized to contain the liner system from the toe of the landfill to a point having the 
same x-coordinate as the mid-point of the landfill face slope. The second box (line) 
was sized to contain as much of the remaining liner system as the model would allow. 

Four hundred potential slip surfaces were generated through the two initial boxes, and 
a factor of safety using Janbu's simplified method (Janbu, 1973) for each generated 
surface was calculated. 

The 10 most critical potential slip surfaces were plotted. 

Both lines were then shortened and repositioned to contain the inflection points of the 
10 most critical potential slip surfaces. 

Steps C through F were repeatFd until a single, minimum factor of safety against 
failure was obtained for two consecutive runs, or the factor of safety began to increase. 

The final factor of safety against a wedge failure was then computed using Spencer's 
method (Spencer [ 19731) for the wedge-shaped potential slip surface having the 
minimum factor of safety as calculated using Janbu's simplified method. 

GE390049.6/F9530023 .CD A 000428 A 
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III. Interim OSDF Configuration 

A. OSDFGeometry 

The interim conditions are expected to occur, while the OSDF is being filled, after 
capping of the existing cell, and prior to placement of the impacted materials in the 
adjacent cell. The geometry of the interim landfill condition is taken from the 
Construction Drawings, is a north-to-south section, and is shown in Figure 1 .  

B. Material Strength Parameters 

1. Based on the analyses presented in the Data Verification Section of this 
calculation package, the liner system interfaces were those associated with the 
geosynthetic clay liner (GCL). The stability of the OSDF interim configuration 
was calculated for the following two cases: (i) an unhydrated GCWHDPE 
geomembrane liner interface for the GCL with a geomembrane backing; and (ii) 
the internal shear strength of a hydrated reinforced GCL. 

2. For the hydrated reinforced GCL, the shear strength of the bentonite component 
of the GCL is a function of the normal stress induced by the overlying OSDF. 
Due to the variation in the normal stress, an average overburden stress is 
calculated for four sections of the hydrated GCL. The shear strength of the 
reinforced GCL for short-term conditions is assumed to be equal to approximately 
twice the hydrated shear strength of unreinforced bentonite, (Bonaparte, et al. 
[1996]) as presented in the Data Verification Section of this calculation. 

3. The shear strength parameters used for the interim OSDF Configuration are 
presented below. 
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INTERIM OSDF CONFIGURATION 

Total Unit Overburden'') Shear Strength Parameter - t$ 
Material Weighty Stress (degrees) 

Dry Peak Peak 
Hydrated Hydrated 

(unreinforced) (reinforced) 
c 

______~ 

1) Impacted 125 
Material 

2) Granular 125 
Cover System 
Soils 

3) GCLA 125 

4) GCLB 125 

5) GCLC 125 

6) GCLD 125 

N/A t$ = 25", 25 25 
c = 200 

PSf 

N/A 30 30 30 

7700 20 

5600 . 20 

2000 20 

400 20 

8 

9 

12 

16 

15 

17 

23 

30 

(''Assumes an average overburden total unit weight of 125 pcf. 

IV. Final OSDF Configuration 

A. OSDF Geometry 

The final configuration conditions will occur after the OSDF has been closed and 
capped. The geometry was obtained from the Construction Drawings, is an east to 
west Section, and is shown on Figure 2. The section is taken along the leachate 
collection line and is considered to represent the most critical geometry for this case. 

B. Material Strength Parameters 

1. Based on the analyses presented in the Data Verification Section of this 
calculation package, the long-term hydrated shear strength of the bentonite 
component of the GCLs represents the material with the lowest shear strength. 

GE3900-09.6/F9530023 .CD rn 
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IMPACTED MATERIAL CONFIGURATIONS (Interim and Final) 

This is based on the assumption that the bentonite in all GCLs will become 
hydrated and, for long-term conditions, the reinforcement will be ineffective. As 
in the interim configuration, the shear strength of the GCL will vary as a function 
of the normal stress induced by the overlying OSDF. 

2. The shear strength parameters used for the final OSDF configuration are 
presented below. 

3.  The factor of safety for the final OSDF configuration is calculated for both peak 
GCL strength and for large displacement GCL strength. 

FINAL OSDF CONFIGURATION 

Shear Strength Parameter - 4 
Material Weight y Overburden'') (degrees) 

Stress 
Peak Large 

(PCO 
Dry 

Hydrated Displacement 
(PSO 

~~ ~ 

1) Impacted Material 125 N/A 25 25 25 

2) Granular Cover 125 N/A 30 30 30 

3) GCLA I25 7700 8 5 

4) GCLB 125 6200 8 6 

5 )  GCLC 125 3500 10 8 

6) GCLD 125 2000 12 10 

System Material 

(I) Assumes an average overburden total unit weight of 125 pcf. 

WASTE MASS STABILITY 

The minimum acceptable factors of safety for slope stability as stated in UMTRA, 1989 
(Ref 8) are: 

1.5 for long-term conditions; and 
1.3 for interim - end of construction conditions. 
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In addition, for long-term stability analyses using large displacement shear strengths for the 
geosynthetic clay liner, the slope stability factor of safety should be at least 1.25 (Bonaparte 
et al. [1996]). 

The calculated factors of safety for the cases considered this analysis are: 

Interim Conditions 

2.0 for dry GCL (unreinforced) 
1.9 for hydrated GCL (reinforced) 

Long-Term Conditions 

1.8 for peak hydrated GCL strengths 
1.5 for large displacement hydrated GCL strengths 

All factors of safety meet the established criteria. 

GE3900-09.6/F9530023 .CD 
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APPENDIX A 

COMPUTER SOFTWARE USED TO 
PREPARE CALCULATION PACKAGE 

XSTABL - Version 5 

Sharma, S . ,  "XSTBL: An Integrated Slope Stability Analysis Program for 
Personal Computers, Version 5,  'I Interactive Software Designs, Moscow, ID, 1994. 

See Section 1.2 of the Design Parameter Summary. 
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INTERCELL BERM STABILITY 

EXECUTIVE SUMMARY 

Purpose: 

These calculations are performed to evaluate the slope stability factor of safety of the 
intercell berm. The specific case considered in the evaluation is for slope stability of the 
upgradient side of the intercell berm when it contains the stormwater runoff from the existing 
cell for the 25-year, 24-hour storm event. The foundation stability and the stability against 
lateral thrust of the intercell berm are considered in this calculation. 

Procedure: 

Bishop’s simplified method (Bishop, [1955]) was used to calculate the factor of safety 
for foundation stability of the intercell berm. A hand calculation, using traditional 
geotechnical analyses, was used to calculate the factor of safety of the intercell berm against 0 lateral thrust. 

Data Verification: 

The following information was used for this calculation package: (i) the intercell berm 
cross section was obtained from the Construction Drawings; (ii) the contained stormwater 
level from the 25-year, 24-hour storm event was used; (iii) the calculations were for short term 
conditions; and (iv) appropriate shear strength of the different components of the intercell 
berm were obtained from the “Foundation Stability” package. 

The computed minimum factor of safety is compared to the target factor of safety given in the 
Design Criteria Package (Le. 1.3 for short-term conditions). The slope stability is considered 
adequate if the calculated minimum factor of safety is equal to or greater than the target value. 

Conclusions: 

The calculated minimum foundation slope stability factor of safety for short-term 
conditions without the water load applied is 3.9.  The calculated foundation slope stability 
factor of safety with the water load is 3.85. The calculated factor of safety of the intercell 
berm for lateral thrust due to the water load is approximately 40. These values exceed the 
target value of 1.3. Therefore, the short-term stability of the intercell berm is acceptable. 0 



0- PAG # 4 6  OF GEOSYNTEC CONSULTANTS 
Date: Reviewed by: Date: Written by: 

Client: FERMCO Project: OSDF Projectmroposal No.: GW900 Task No.- 9.4 0 
INTERCELL BERM STABILITY 

TABLE.OF CONTENTS 

1. Purpose 

2. Procedure 

3. Data Verification 

4. Analysis 

5. Results 

Page 

2/10 

2/10 

2/10 

3/10 

3/10 

CALCUL.TOC 000463 



GEOSYNTEC CONSULTANTS 
r' 
is 4 4  6 

Page Z of \o 
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INTERCELL BERM STABILITY 

Purpose: 

The purpose of these calculations is to evaluate the stability factor of safety of the 
intercell berm. The specific case considered in the evaluation is for slope stability of 
the upgradient side of the intercell berm when it contains the stormwater runoff from 
the existing cell for the 25-year, 24-hour storm event. The foundation stability and the 
stability against lateral thrust of the intercell berm are considered in this calculation. 

Procedure: 

The computer program XSTABL (Sharma, 1994) was used to perform the foundation 
stability analysis. Circular failure surfaces were analyzed along with the simplified 
Bishop's method (Bishop, [1955]), as coded in XSTABL. 

A hand calculation, using traditional geotechnical analyses, was used to calculate the 
factor of safety of the intercell berm against lateral thrust. 

Data Verification: 

The unit weights and undrained shear strengths used in the analysis assumed for this 
analysis are provided in the data verification package of the OSDF Foundation Stability 
Calculation Package (Package Number 3.1). The foundation was conservatively 
assumed to be uniform brown till. Gray till, although present at greater depth, has a 
greater shear strength that the brown till and is not used in this calculation. Presented 
on Figure 1 are the geometric and stratigraphic characteristics of the temporary 
intercell berm as well as the material properties used for the analysis. 

The additional resisting force provided by the geosynthetic components of the liner 
system were neglected in the analysis. 

The analysis considers the stability of the intercell berm when subjected to stress 
associated with the ponding of stormwater runoff in the landfill cell upgradient of the 
berm from the 25-year, 24-hour storm event. The runoff is assumed to be contained 
above the primary geomembrane component of the liner system (Figure 2). 

GE3900-09.4EXi30086.CD . 
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Analysis: 

The analysis is performed for short term conditions because the 1o.ading from the 
stormwater runoff occurs for only brief time periods after storm events. Therefore, the 
stormwater runoff is considered to be an additional load applied to the intercell berm. 

For foundation stability, the termination points of the circular potential slip surfaces 
were constrained to exit below the ponded water. 

For stability against lateral thrust, the passive resisting force of the material on the 
opposite side of the intercell berm was ignored. The active lateral force of the 
contained stormwater is resisted by the length of the potential slip surface and the shear 
strength along the slip surface. 

, 

Results: 

/ Foundation stability factor of safety without water = 3.90; 
Foundation stability factor of safety with water = 3.85; and 
Lateral thrust factor of safety= 40. 

The short-term stability of the intercell berm is adequate (i.e. FS > 1.3). 

References: 

Bishop, A. W., “The Use of the Slip Circle in the Stability Analysis of Slopes”, Geotechnique, 
Vol. 5,  1955, pp. 7-17. 

Sharma, S. ,  “XSTABL: An Integrated Slope Stability Analysis Program for Personal 
Computers”, Version 5 ,  Interactive Software Designs, Moscow, ID, 1994. 
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COVER SYSTEM STABILITY 

EXECUTIVE SUMMARY 

Pumose 

The purpose of this calculation package is to evaluate the minimum static slope stability 
factor of safety of the final cover system for the On-Site Disposal Facility (OSDF) and to / 

compare the calculated value with the minimum accepted value. 

Procedure 

Provided in this package are the analyses of final cover system static slope stability for 
potential slip surfaces that pass along interfaces within the final cover system. The conditions 
considered are: (i) final cover system for short-term stability at 6H:lV inclination; (ii) final 
cover system for long-term stability at 6H:lV and 5H:lV slope inclinations. 

The minimum acceptable factors of safety based on the UMTRA Technical Approach 
Document (DOE, 1989) are: (i) long-term stability of final cover system, FS 1 1.5; and (ii) 
short-term stability of final cover system, FS 2 1.3 .  The stability analyses are performed using 
established geotechnical procedures for calculating veneer stability. 

Results for Final Cover System Stability 

Case Factor of Safetv 
/ 

- 6H:lV Short-Term Stability FS = 2.4  acceptable 
- 6H:lV Long-Term Stability FS = 1.6 acceptable 
- 5H:lV Long-Term Stability FS = 1.4 not acceptable 

Based on the calculations presented in this document, the static slope stability for both 
short-term and long-term conditions for the final cover system must meet the minimum 
acceptable value established in DOE (1989). A final cover system with a 5H: 1V slope does not 
meet this minimum acceptable factor of safety requirement. 

GE3900-09.7/F9530022 .CD 
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COVER SYSTEM STABILITY 

CALCULATION PACKAGE 

Purpose: The purpose of this document is to provide the engineering calculations to 
evaluate the static slope stability factor of safety for the OSDF final cover system 
(Figure 1). The calculations provide an analysis of the stability of the final cover 
system for potential slip surfaces that pass along the critical interfaces that exist 
within the system. 

Procedure: The calculation procedure for the final cover system stability analysis is described 
The data used for the 

analyses are provided in the Data Verification Package that is included with these 
calculations. The slope stability of the final cover system is calculated using the 
methods described in Giroud, et al. 1995a and 1995b. 

in the Design Criteria Package and is summarized below. / 

Final Cover System 

The final cover system will be constructed over the entire OSDF. The maximum 
slope inclination for the final cover system is 6H:lV. For the analysis, a 

Consider for the 
analysis the following cases: (i) short-term stability; (ii) long-term stability; and 
(iii) long-term stability of a 5H: 1V slope (to establish that a 5H: 1V slope does not 
satisfy minimum stability requirements). 

maximum continuous slope height is assumed to be 60 ft. J 

Analysis: 

Use the following equation adapted from Giroud et al. 1995a and 1995b: 

L o  (r a / * & %  
- ?  

\(t \ t - L  + r h t w  Fs = 
rk [t- td) t t, t a q o  V t  Ct-U r &-<&I c, 
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COVER SYSTEM STABILITY 

where: 

F5 = 
Vt = 

w =  
v b  = 
t =  
tr, = 

8 =  
6 =  

@ =  
k =  
T =  
c =  

u =  

Factor of Safety 
total unit weight of soil (pcf) 
saturated unit weight of soil (pcf) 
buoyant unit weight of soil (pcf) 
thickness of soil layer (ft) 
thickness of water flow along slope (ft) 
thickness of water flow in toe of slope (ft) 
slope angle (degrees) 
interface friction along slip surface (degrees) 
interface adhesion (assumed to be zero) 
internal friction of soil above critical surface (degrees) 
height of slope (ft) 
tension in geosynthetics (assumed to be zero) 
cohesion of soil above critical surface (assumed to be zero) 

For c, T, and a = 0, the equation becomes:- 
\ft Ck-tdL.)) +Ma L ~ J  tctn J 

& . C t - t L . J  Y&C, Lcn 8 
$=5 = 

Data for Analysis: 

Presented below are the components and the interfaces present in the final cover system, 
as indicated in Figure 1. Assumptions are made regarding the shear strengths of these materials 
and interfaces to evaluate which material or interface is most critical in terms of shear strength 
for the slope stability analysis. A more detailed discussion regarding selection of these material 
properties is provided in the Data Verification Section of the other calculations. 
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COVER SYSTEM STABILITY 

InterfaceMaterial Properties Reference 

Contouring layer 
(compacted fill) 

GCL internal shear strength 
andlor GCL/HDPE 
geomembrane interface shear 
strength 

long-term: Hydrated bentonite, 
no effect on GCL reinforcement 

short-term: Hydrated 
reinforced GCL or non-hydrated 
geomembrane-protected GCL 
(i .e. , Gundseal) 

Geotextileltextured HDPE 
geomembrane interface 

Granular soil - drainage gravel, 
biointrusion barrier, granular 
filter, vegetative soil layer, 
topsoil 

Geotextilelgranular soil 
interface 

Geotextilelcompacted clay 
interface 

Reference 2 

Reference 3 
Table 4-9 

Reference 5 

/ 
Reference 4 . 
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COVER SYSTEM STABILITY 

From the analysis presented in the previous section, the interfaces presented below are 
considered to be critical for this slope stability analysis. 

The critical interface for short-term final cover system stability is either: 

- interface shear strength of dry GCWHDPE geomembrane interface (assuming 
Gundseal type product used) without hydraulic head (head acts on geomembrane, 
not GCL); or 

- interface shear strength of geotextile/HDPE geomembrane interface with 0.5 ft  
of hydraulic head. 

, 
The critical interface shear strength for the f m l  cover system stability for long-term 
conditions is the shear strength of the hydrated bentonite component of the GCL. For 
long-term conditions, the bentonite component of the GCL (either reinforced or 
unreinforced) is assumed to be hydrated and any reinforcement is not effective. In 
addition, for long-term conditions, assume that the HDPE geomembrane is not intact, 
and a maximum hydraulic head of 0.5 ft  acts on the GCL. 

Based on analyses performed by GeoSyntec in the Cover System Performance Calculation 
Package, assume that the maximum hydraulic head in the final cover system is 0.5 ft. 

Minimum Acceptable Factors of Safety Based on UMTRA Technical Approach Document 
(DOE, 1989) Ref. 6 

For Final Cover System 

Long-Term Stability FS 1 1.5 
Short-Term Stability FS 1 1.3 

J 

GE3900-09.7/F9530022 .CD 
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Parameters for Design 

Short-Term Stability 

Case A Dry GCL/HDPE geomembrane interface d- = 20' 
For this case, tw = 0, tw* = 0 

J 

125(6.8-0) + 62.6(0) tan20 
125(6.8-0) + 125(0) GZG FS = 

125(6.8-0) + 62.6(0) 6.8 sin30 + - 
125(6.8-0) + 125(0) 60 2~in9.5 ~ 0 ~ 9 . 5  cos(39.5) 

' FS = 2.18 + 0.22 = 2.4 acceptable 

Case B Reinforced GCL/HDPE geornernbrane interface with 6= 25", tw = 0.5 ft, 
tw* = 3.4 ft 

125(6.8 -0.5) + 62.6(0.5) tan25 FS = 
125(6.8-0.5) + 125(0.5) tan9.5 

/ 
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125(6.8 -3.4). + 62.6(3.4) 6.8 sin30 + - 
125 (6.8 -0.5) + I25 (0.5) 60 2~i119.5 cOS9.5 cos(39.5) 

FS = 2.68 + 0.07 = 2.7 acceptable 

Final cover system is stable in short term. 
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COVER SYSTEM STABILITY 

Long-Term Stabilitv - Hydrated GCL 

6H:lV SloDe 

tw = 0.5 tw* = 3.4 d =  15" peak 

125(6.8 -0.5) + 62.6(0.5) tan15 
125(6.8 -0.5) + 125(0.5) GZS FS = 

125(6.8 -3.4) + 62.6(3.4) 6.8 sin30 + - 
125(6.8 -0.5) + 125(0.5) 60 2~in9.5 ~ 0 ~ 9 . 5  cos(39.5) 

FS = 1.54 + 0.07 = 1.6 acceptable 

Check large displacement FS > 1.3 = 13 O 

FS = 1.33 + 0.07 = 1.4 acceptable 

5H:lV Slope 

tW = 0.5 tw* = 3.4 d =  15" peak 0 = 11.3" 

125(6.8 -0.5) + 62.6(0.5) tan15 
125 (6.8 -0.5) + 125 (0.5) tan9.5 

FS = 

125(6.8 -3.4) + 62.6(3.4) 6.8 sin30 + - 
125 (6.8 -0.5) + 125 (0.5) 60 2~in9.5 ~ 0 ~ 9 . 5  cos(39.5) 

FS = 1.34 + 0.7 = 1.4 Not acceptable. Minimum FS of 1.5 not achieved. 
:. slope must be 6H:lV. 



GEOSYNTEC CONSULTANTS 
Written by: M. Gleason Date: qb I 2 113 Reviewed by: &? * Date: 2o la I '96 

Client: FERMCO Project: OSDF Proj./Proposal No.: GE3900 Task No.: 9.7 
2S(OR--)l0 F a q G  

COVER SYSTEM STABILITY 

REFERENCES 

1. 
\Qw k4nb 

FERMCO, On-Site Disposal Facility Statement of Work, June l43K 

2. Holtz, R.P., and Kovacs, W.D., "An Introduction to Geotechnical Engineering", Prentice- 
Hall, Inc., Englewood Cliffs, NJ, 1981, p. 518. 

3. "Disposal Facility Pre-Design Geotechnical Investigation, Soil Investigation Data Report", 
Operable Unite 2 ,  Project Order 132, July 1995 by Parsons, Fairfield Executive Center, 
6120 South Gilmore Road, Fairfield, Ohio 45014. 

4. Data established from: 

Martin, J.P., Koerner, R.M., and Whitty, J.E., "Experimental Friction Evaluation of 
Slippage Between Geomembranes, Geotextiles, and Soils", Proceedings, International 
Conference on Geotextiles, IFAI, Denver, 1984, PO. 191-196. 

Koerner, R.M., Martin, J.P., and Koerner, G.R., "Shear Strength Parameters Between 
Geomembranes and Cohesive Soils", Geotextiles and Geomembranes, Vol. 4, No. 1,  
1986, pp. 21-30. 

Williams, N.D., and Houlihan, M.F., "Evaluation of Interface Friction Properties 
Between Geosynthetics and Soils", Proceedings, Geosynthetics '87, New Orleans, LA, 
Feb 1987, pp. 616-627. 

5 .  Bonaparte, R., Othman, M.A., Rad, N.R., Swan, R.H., .Vander Linde, D.L., "Evaluation 
of Various Aspects of GCL Performance, 'I Proceedings, Geosynthetic Clay Liner Workshop, 
U.S. Environmental Protection Agency, Ohio, August, 1995, in press. 

6. U . S . Department of Energy, ' I  Uranium Mini Tailings Remediation Control Act, Remedial 
Action Design ", Technical Approach Document, Revision 11, December 1989. 

7 .  Giroud, J.P., Williams, N.D., Pelte, T., and Beech, J.F., "Stability of Geosynthetic - Soil 
Layered Systems on Slopes, I' Industrial Fabrics Association International, Geosynthetics 
International, Vol. 2, No. 6, St. Paul, MN, pp. 1115-1148. 

8. Giroud, J.P., Bachus, R.C., and Bonaparte, R., "Influence of Water Flow on the Stability 
of Geosynthetic - Soil Layered Systems on Slopes, I' Industrial Fabrics Association 
International, Geosynthetics International, Vol. 2, No. 6, St. Paul, MN, pp. 1149-1180. * 

GE3900-09.7/F9530022. CD 



i 

GEOSYNTEC CONSULTANTS m 4 A$ lo of I 1  

Written By : M ,  ~ L - O I ]  Date: 4 b / 21 I7 Reviewed by: sf?. Date: 20 cib 46 

1.75' VEGETATIVE SOIL LAYER 

BIOINTRUSION BARRIER 

COVER DRAINAGE LA 

GEOTEXTILE CUSHION 
GEOMEMBRANE CAP 

GEOSYNTHETIC CLAY CAP 

FINAL COVER SYSTEM 



22 
21 

20 

19 

18 

17 

16 

15 

14 

13 

12 

11 

10 

9 
R 

35% standard error range _ _  
3% ctandnrd arrnr ranna II 

3.-. ....................... ............................. .................... f- .... 
. .  . .  

" - 1  

0 0 * In 0 u) 0 g s s $  m 

NORMAL STRESS, On (kPa) 

Figure 4. Log-linear regression analysis for peak CD conditions. 

= -8.867 log (a n) + 27.637; 3 = 0.9M (..-~ .. j ;I Gundseal .- 
------- 95% standard error range _ _ _  --- ...I I. 67% standard error range 

............. -,- 4 
.............. ............................ ..................... ................. ........ 1 g : : : : 

18 - . ______. _I-______ -..; --.: ...... 

17 - 
._. . .  . .  ................. .............. . ....... . .......... ._________ f __....._-___I_____. i- i -i i.--.--.i +-.-----( . .  .-.----__. 

0 8 (0 e g g 8  7 
0 * 0 m 

NORMAL STRESS, On (kPa) 

Figure /15. Log-linear regression analysis for large-displacement CD 
conditions. Fnm %nqpar-\c et d ( ISs&) . 

14 



3.6 Access Corridor 



- f  
b- 4 4 6  

COMPUTATION COVER SHEET 

2 p p 4  SUBJECT OF CALCULATION: ACCESS CORRIDOR 
Computations By: Signature 

(Cognizant Engineer) Date 
Printed Name 

and Title &.IS+%+ w e t  =lcj,Mcr 

2 0  k b k  
Date 

Q - L .  Assumptions 
and Procedures Signature 
Checked by: 

(Checker) Printed Name 5m-D G?”RE*I 
and Title xw- laL&rdb=&R 

20 d b  
Date 

Computations Signature m6.l WmJ e# 

Checked by: 
Checked by: Printed Name Sq-RD a e & w  

and Title ? R o w  -1WEGR 

Computations 
Backchecked by: Signature 

(Cognizant Engineer) Date 

Approved by: 
( P W  

Approved by: 
(DTL and TETL) 

Record of Revision (Number and initial all revisions) 

Signature: 
Number: 

Registration Stamp (if applicable) 

000488 



GEOSYNTEC CONSULTANTS 
Written by: D. Esmza Date: 96 /02 108 Reviewedby: a?. Date: * O  'qb ~ 

Client: FF.MCO Project: OSDF Proj./Proposal No.: GE3900 Task No.: 

ACCESS CORRIDOR STABILITY 

EXECUTIVE SUMMARY 

Purpose: 

These calculations are performed to evaluate the minimum static slope stability factor 
of safety for the access corridor. The analysis is performed for short-term and long-term 
conditions. 

Procedure: 

Stability is evaluated by calculating the minimum factor of safety of access corridor 
slope using the 2-dimensional limit equilibrium analysis chart solutions presented by Duncan 
et. a1 (1987). 

Data Verification: 

The following information is developed for this calculation package: (i) the cross 
section used for the analysis& obtained from the Construction Drawings and is interpreted to 
represent the location with the largest volume of fill; (ii) an estimate of the potential traffic 
load on the top of the access corridor; (iii) appropriate shear strength of the corridor material 
(i.e. compacted brown till) and underlying foundation material (Le. in-situ brown till) based on 
the data verification section presented in the Foundation Stability calculation package; and (iv) 
the effect of the perched ground-water table on the stability analysis. 

The computed minimum factor of safety is compared to the target value of factor of 
safety given in the Design Criteria Package (i.e. 1.3 for short-term conditions and 1.5 for 
long-term conditions). The slope stability of the access corridor is considered to be adequate 
if the calculated minimum factor of safety is equal to or greater than the target value. 

Conclusions: 

The calculated minimum factor of safety for short-term conditions is 4.1. The 
calculated factor of safety for long-term conditions is 2.8. Each of these values exceed the 
target value of 1.3.  
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The factor of safety for the access corridor is considered to be acceptable based on the 
variability of the foundation stratigraphy, ~d the considered effect of the perched groundwater 
table. 
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Access Corridor Stability 

Purpose: 

These calculations are performed to evaluate the minimum static slope stability factor 
of safety for the access corridor. The analysis is performed for short-term and long-term 
conditions. 

Procedure: 

The slope stability of the access corridor slope is evaluated by calculating the minimum 
factor of safety using the 2-dimensional limit equilibrium analysis chart solutions presented by 
Duncan et. a1 (1987). 

Data Verification: 

The access corridor is located on the perimeter of the OSDF and supports a roadway. 
@ The access corridor is desigdo be stable at the end of construction and to remain stable 

thereafter. Stability of the access corridor is assessed by considering potential slip surfaces 
that pass through the access corridor material. A factor of safety for slope stability is 
calculated for the critical potential slip surface. The design is acceptable if the factor of safety 
exceeds the designated target value. Both short-term (end of construction) and long-term 
conditions are considered. The target value of factor of safety given in the Design Criteria 
Package is 1.3 for short-term conditions and 1.5 for long-term conditions. The main issues to 
be considered in the analysis are: 

- Geometry of the access corridor; 
- Physical properties of the access corridor and foundation materials; and 
- pore pressures within the access corridor. 

Geometry: 

The geometry of the access corridor was obtained from the Construction Drawings. 
The slopes of the embankment are'a maximum 6H:lV. The maximum height of the access 
corridor is 10 ft. A surcharge, applied by maintenance vehicles is assumed to be 250 psf. 
These factors are identified in Figure 1. 
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Material Parameters: 

The shear strength and unit weight of access corridor material and foundation soils are 
considered for both short-term (end of construction) and long-term conditions. The material 
properties are assumed based on the information presented by (Parsons, 1995), and as 
interpreted in the foundation stability calculation package (GeoSyntec Doc. No. 
F9530020.CDO). 

The access corridor fill material is assumed to be recompacted brown till (i.e., 
compacted clay). Based on the analysis and interpretations provided in the foundation stability 
calculation package (GeoSyntec Doc. No. F9530020.CDO), the appropriate shear strength 
parameters for the compacted clay are as follows: 

End of construction: 4 =O and c = 1200 psf (total stress conditions) 
Long-term: 4 =25’ and c = 0 psf (effective stress conditions) 

From the same document, an appropriate value of total unit weight is y= 135 pcf. 

Based on the analysis and interpretation referenced above, the foundation material is a 
natural brown till that will underlie the access corridor to a depth of approximately 15 ft. The 
natural brown till is underlain by a stronger gray till. For the purpose of this analysis, the 
foundation is conservatively assumed to consist of all brown till. The shear strengths of the 
natural brown till are assumed to be the same as for the compacted clay. The unit weight of 
brown till is assumed to be 135 pcf. 

Pore Pressures: 

For short-term conditions the classical assumption that pore pressure effects are 
accounted for in selected values of undrained shear strength is employed. For long-term 
conditions, it is assumed that perched and aquifer ground-water levels will remain in the 
foundation materials such that no pore pressure will be present in the access corridor 
materials. The top of the perched ground water table is assumed to be consistent with the 
original ground surface. This assumption is supported by site information, as summarized in 
“Hydrostatic Forces” calculation package (GeoSyntec Document No. F9530014.CDO). 

GE3900-09.4/F9630025 .CD 
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Procedures: 

The following procedures are followed for the calculation of the access corridor 
stability : 

1. The most critical case for access corridor stability involves the highest and steepest 
access corridor slope. This statement implicitly assumes that both foundation and 

, access corridor materials are relatively uniform throughout the OSDF. The critical 
cross section is selected based on the Construction Drawings. All slopes are inclined 
at 6H:lV. Hence, steepness is not a factor in the selection of the critical location. The 
maximum slope height is H= 10 ft. 

2. Surcharge and pore pressure distributions for access corridor are selected. A surcharge 
(q) equal to 250 psf is assumed (Figure 1). This load corresponds to the minimum 
surcharge recommended by AASHTO to represent traffic loading for retaining wall 
design (AASHTO, 1992). This assumption is appropriate for this calculation because 
only traffic associated with maintenance is expected on the access corridor. 
For short-term conditions, the classical assumption that pore pressure effects are 
accounted for in selected values of undrained shear strength is appropriate. For long- 
term conditions, it is assumed that perched and aquifer ground-water levels will remain 
in the foundation materials such that no pore pressure will be present in the access 
corridor materials. The top of the perched ground water table is assumed to be 
consistent with the original ground surface. 

3. For calculation of the critical factor of safety for short- and long-term conditions the 
methodology and chart solutions provided by Duncan et. a1 . (1987) are used. This 
reference provides solutions for a range of conditions which encompass the conditions 
of concern herein. 

The geometry, stratigraphy, and material properties presented in the data verification 
section of this calculation are used. 

The methodology followed in the calculation of the factor of safety for @=O soils is described 
by Duncan et al. (1987). The factor of safety is computed as: 

CE3900-09.4/F9630025 .CD 
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Y H + q - y w  Hw 
Pq P w  Pr 

with Pd = 

where N, =5.53 is obtained from Figure 2, using slope inclination, p, =9.46 (6H:lV), depth, 
d =a+ soil cohesion, c=1200 psf, slope height, H =10 ft, submerged slope height, H,,,=O, 
the traffic surcharge, q=250, the soil unit weight, y=135 pcf, the water unit weight, yw=62.4 
pcf. The surcharge reduction factor, pq=l ,  is obtained from Figure 3a. Seepage and tension 
cracks are assumed to have no effect on the stability of the access corridor. The submergence 
reduction factor, pw, and the tension crack reduction factor, pt, obtained from Figure 3b, are 
equal to unity. For the values shown, Pd and the factor of safety is: 

(135) (10) + 250 - 62.4(0) 
Pd = = 1600 

(1)(1)(1) 

(1 200)(5.53) 
1600 

F, =( ) =4.1 

The methodology followed in the calculation of the factor of safety for +O soils 
is described by Duncan et al. (1987). For the case of c=O, the factor of safety is computed 
by: 

where Pd is the same as the end of construction case and P, is given by 

Y H + q - Y  w HI, P, = 
PLy P w  

H=lO ft, y = 135pcf, q = 250pcf, and the height of water within the slope, H', = 0. As for 
the undrained case, the seepage correction factor, p',= 1 and p,= 1 ,  thus P, = 1600psf = Pd. 
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Thus, the factor of safety is given by: 

F, = (5) = 2.8 

summary: 

The target critical factors of safety for the access corridor are 1.3 for end of 
construction (i.e., short-term) and 1.5 for long-term conditions. 

The calculated critical factors of safety must be equal to or greater than target values to 
establish adequate stability. The calculated factor of safety are: 

End of construction: Fs = 4.1 > 1.3 (acceptable) (undrained conditions) 
Long term Fs = 2.8 > 1.5 (acceptable) (drained conditions) * 

The stability is adequate for both cases. 

References: 

AASHTO, “Standard Specifications for Highway Bridges, ” 15th edition, Art 3.203, 1992. 

Duncan J.M., Buchignani, A.L. and De Wet, M., “An Eng..reering Manual for Slope Stabi 
Studies, ” Department of Civil Engineering, Virginia Polytech and State University, 1987. 

ity 

Parsons, Disposal Facility Pre-Design Geotechnical Investigations, ” Soil Investigation Data 
Report, Operable Unit 2, Project Order 32, 1995. 
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BORROW AREA CUT SLOPES 

EXECUTIVE SUMMARY 

Purpose: 

factor of safety for the excavated slopes of the borrow area. 
performed for both short-term and long term conditions. 

These calculations are performed to evaluate the minimum static slope stability 
The calculations are 

Procedure: 
The slope stability of the borrow area cut slopes is evaluated by calculating the 

minimum factor of safety using the 2-dimensional limit equilibrium analysis chart 
solution presented by Duncan et. a1 (1987). 

Data Verification: 
The following information is developed for this calculation package: (i) the cross 

section used for the analysis is obtained from the Construction Drawings and is 
interpreted to represent the location with the largest cut; (ii) no traffic surcharge is 
assumed for the crest of the borrow area cut slope; (iii) a conservative estimate of the 
shear strength of the borrow area cut material @e. in-situ brown till) is based on the data 
verification section of the Foundation Stability calculation package; and (iv) the effect of 
the perched ground-water on the stability analysis is considered. 

/ 

The computed minimum factor of safety is compared to the target value of factor 
of safety given in the Design Criteria Package (i.e., 1.3 for short-term and 1.5 for long 
term conditions). The stability of the borrow area cut slopes is considered to be adequate 
if the calculated minimum factor of safety is equal to or greater than the target value. 

Conclusions: 
The calculated minimum borrow area cut slope stability factor of safety for short- 

term conditions is 2.5. The calculated minimum borrow area cut slope stability factor of 
safety for long-term conditions is 1.5. These values exceed the target values of 1.3 and 
1.5 for short- and long-term conditions, respectively. 

These calculated factors of safety are conservative because the parameters 
selected for the analysis have taken into consideration the inherent variability in material 
properties and foundation stratigraphy, as well as the effect of a perched ground-water 
table. Therefore, the short-term and long-term stability of the borrow area cut slopes is 
adequate. 

000506 
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Purpose: 

The purpose of these calculations is to evaluate the minimum static slope stability 
The calculations are factor of safety for the excavated slopes of the borrow area. 

performed for both short-term and long term conditions. 

Procedure: 

The slope stability of the borrow area cut slopes is evaluated by calculating the 
minimum factor of safety using the 2-dimensional limit equilibrium analysis chart 
solution presented by Duncan et. a1 (1987). 

Data Verification: 

The cut slopes of the borrow area are designed to be stable during excavation of 
the borrow material and are designed to remain stable thereafter. Stability of the borrow 
area cut slopes is assessed by considering potential slip surfaces that pass through the 
remaining material an into the open borrow area excavation. A factor of safety for slope 
stability is calculated for the critical potential slip surface. The design is considered to be 
acceptable if the factor of safety exceeds the designated target value. Both short-term 
(end of excavation) and long-term conditions are considered. The target value for factor 
of safety given in the Design Criteria Package is 1.3 for short-term conditions and is 1.5 
for long-term conditions. The primary issues to be considered in the analysis are: 

0 

- Geometry of the critical cross section of the borrow cut area; 
- Physical properties of excavated materials in the borrow area; and 
- pore pressures within borrow area cut slope. 

Geometry: 
The geometry of the cut slopes in the borrow area was obtained from the 

inclination of 6H:lV (horizontal to vertical). The maximum excavation is not greater 
than 20 ft. These factors are identified in Figure 1. 

Construction Drawings. The slopes of the borrow area excavation have a maximum 4 

Material Parameters: 
The shear strength and the unit weight of the borrow area material are considered 

for both short-term (end-of-excavation) and long-term conditions. The soils to be 
excavated in the borrow area consist of brown till. The material properties of the brown 
till are assumed based on the information presented by (Parsons, 1995), and as 
interpreted in the foundation stability calculation package (GeoSyntec Document 
Number F9530020.CDO). Based on the analysis and interpretation provided in the 

1 

0 
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foundation Stability calculation package, the shear strength parameters of the brown till 
are as follows: 

End of excavation: 
Long-term: 

e 0  and ~ 1 2 0 0  psf (undrained, total stress conditions) 
e 2 5 "  and c= 0 psf (drained, effective stress conditions) 

, 
From the same document, the unit weight of the brown till is ~ 1 3 5  pcf. 

Based on the analysis and interpretation represented above, the excavated material 
is a brown till that is underlain by a gray till. The gray till is assumed to have a higher 
shear strength than the brown till. For the purposes of this analysis, the excavated soil 
and foundation material are assumed to consist of brown till. This assumption 
corresponds to a conservative analysis. 

. 

Pore Pressure: 
The effect of the perched ground-water table in the borrow area is considered. 

For the most severe case, the perched ground-water table is assumed to be consistent with 
the ground surface. For short-term conditions the classical assumption that pore pressure 
effects are accounted for in selected values of undrained shear strength are employed. 
For long-term conditions, it is assumed that perched and aquifer ground-water levels will 
remain at the ground surface, hence pore pressure will be present in the remaining brown 
till material. 

J 

a 
Analysis: 

borrow area cut slopes: 
The following procedures are followed to calculate the slope stability of the 

/' 
1. The most critical case for borrow area slope stability involves the deepest and 

steepest excavated slope. All excavated slopes are inclined at 6H: 1V. Hence, 
steepness is not a factor in the selection of the critical location. The maximum 
expected slope height is H=20 ft. 

2. Vehicle surcharge and pore pressure distributions for the excavated slopes are 
selected. It is assumed that there will be no vehicle surcharge. The perched 
ground-water table is assumed to be consistent with the ground surface. 

For short-term conditions the classical assumption that pore pressure effects are 
accounted for in selected values of undrained shear strength will be employed. 
For long-term conditions, it is assumed that perched and aquifer ground-water 
levels will remain at the ground surface, hence pore pressure will be present in 
the slope materials. 

GE3900-9.41F9630087.CD 000507 
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3.' For calculation of critical factor of safety for short- and long-term conditions the 
methodology and chart solutions provided by Duncan et al. (1987) are used. This 
reference provides solutions for a range of conditions which encompass the 
expected conditions in the borrow area. 
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The geometry, stratigraphy, and material properties presented -in the data 
verification section of this calculation are used. 

End of Construction: 
The methodology followed in the calculation of the factor of safety for @=O soils is 
described by Duncan et al. (1987). The factor of safety is computed as: 

Y H+q-ywHw 

Pq P w  Pt 
with Pd = 

where Nc=5.53 is obtained from Figure 2 using a slope inclination, p=9.46 
(6H:lV), a depth, d=m, a soil cohesion, ~ 1 2 0 0  psf, a slope height, H=20 ft, a 
height of the submerged slope, H,=O, a surcharge, TO, a soil unit weight, ~ 1 3 5  
pcf, and a water unit weight, yw=62.4pcf. The surcharge reduction factor, pq, is 
obtained from Figure 3% the submergence reduction factor, uy, is obtained from 
Figure 3b, and the tension crack reduction factor, k, is equal to unity (i.e., no 
tension crack is allowed). The surcharge and submergence reduction factors are 
also equal to unity. For these values, Pd, and the factor of safety (FS) are: 

(135) (20) + 0 - 62.4(0) 
Pd = = 2700 r+ 

(1)(1)(1) 

(1 200)(5.53) 
F, = (  2700 ) =2-5 

Long-term Conditions: 
The methodology followed in the calculation of the factor of safety for 4>0 soils is 
described by Duncan et al. (1987). For the case of c=O, the factor of safety is computed 
by: 

GE3900-9.41F9630087.CD 000508 
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F ' =(L)(%) Pd tanP 
28(on)l6 F k 7  46 

where Pd is the same as the end of construction case and P, is given by 

Pq P w  

H=10 ft., y = 135 pcf., q =O pcf., and the height of water in the slope, HI,= 20. 
From Figure 3, for H', /H = 1, k ' = l . O  and the surcharge reduction factor, 
pq=l.o. Thus 

= 1452 p~ (135)20 + 0 - 62.4(20) Pd = 
(1)(1) 

The factor of safety is given by: / 

Summary: 

The target critical factors of for slope stability of the borrow area cut slopes are 
1.3 for end of excavation conditions (i.e., short-term, undrained total stress analysis) and 
1.5 for long-term conditions (ie., drained, effective stress analysis). 

The calculated critical factors of safety must be equal to or greater than the target 
values to establish adequate stability. The calculated factor of safety are: 

End of excavation conditions: 
Long-term conditions 

Fs = 2.46 2 1 ;3 (acceptable) / 
Fs = 1.50 2 1.5 (acceptable) 

The stability is adequate for both cases. 

000509 GE3900-9.4lF9630087.CD 



4 4  6 
GeoSvntec Consultants 
Written by: David Espinoza 

Page 6 of 9 . 
Date: --- ‘9b I 021 ZO Date: 96 I 021 08 Reviewed by: 

W MM DD W MM DD 

Client: FERMCO Project: OSDF Project No.: GE3900 Task:09.4 

References 
12s ( O W  Ib Ftr‘n Ctb 

Duncan J.M., Buchignani, A.L. and De Wet, M., ‘An Engineering Manual for Slope 
Stability Studies, ” Department of Civil Engineering, Virginia Polytech and State 
University, 1987. 

Parsons, “Disposal Facility Pre-Design Geotechnical Investigations, ” Soil Investigation 
Data Report, Operable Unit 2, Project Order 32, 1995. 

000510 



P 4 4  6 
GEOSYNTEC CONSULTANTS Page 7 of 9 

Date: 46 I 0% I %l 
Y Y  M M  DD 

Written by: &k 'Asor3 Date: 46  l 1 I % Reviewed by: sa- 
YY m m  DD 

client: FWMLO Project: O S W  Rojeclmoposal No.: 6~ 3900 Task No.: 9.4 
- -  

a(P7Z) lb F&3 9b 
a 

0 
c 
t- 

2" 

3-3 n. 

. .  

J 

3 c 
3 
0 
E 

(9 

k 
3 u 

f 

8 
A f  
3 %  



GEOSYNTEC CONSULTANTS AP$ % of 9 

- Toe circles 

Slope A n q l e  - /3 ( d W )  

S T A E l L l T Y  NUMBER 

foe  = 00 , s.s3 



- 

Page 9 of 9 
bL* 4 4  6 GEOSYNTEC CONSULTANTS 

Date: q6 1 021 % 
Y Y  M M  DD 

Written by: . hLGK0h) Date: QloI L l % Reviewed by: sa- 
YY m m  DD 

client: F E ' ~ / M L ~  Project: OSDF F'roject/Proposal No.: hfi 3900 Task No.: $,L( 

REDUCTION FACTORS FOR SURCHARGE 

0 ' OJ 0.2 0.3 0.4 0.5 
( 0 )  Aotio q/rH 

0 0.1 0.2 0.3 04 0.5 
(b)  Aotio q/rH 

Key Skelch 

~~~ ~ ~ 

R E D U C T I O N  FACTORS FOR SUBMERGENCE ( p W )  AND SEEPAGE (/&I 

c I 

0 

0 
u 
- 0.8-Toe Circle - 

I l l 1  

0 I S  

3 0.8 - Bose Circle -. . .- i - - 
II 0 , ! I l l  I I i i  

0 0.5 1.0 

K e y  Sketches 



.. . 

, 

a 

a 

. . .  



if- 4 4  6 

4. GEOTECHNICAL - SEISMIC SLOPE 
STABILITY 

4.1 Hazard Assessment 
4.2 Site Response Analysis 
4.3 Performance Analysis 



& 

4 4  6 

4.1 Hazard Assessment 



4 4  6 

Rev. No. 

A 

COMPUTATION COVER SHEET 

Reason Date BY Checked Approval 

Draft submittal to FERMCO 

S W C T  OF CALCULATION: SEISMIC HAZARD ASSESSMENT 

(Cognizant Engineer) Date 
Computations BY: Signature U~L/LM h&-d iO-lH-'Y,s 

Printed Name A/ eve#  H a t a m b r c  
and Title Ass!>#-+ fpyet E u q I L t e d r  

Assumptions 
and Procedures S h a t u r e  
Checked by: 

(Checker) 

Computations 
Checked by: 
Checked by : 

Computations 
Backchecked by: Signature 2 3  OCf. 'PS 

(Cognizant Engineer) Date 
Printed Name A/eI /cq h a f a J o w c  

and Title a? GMyIM-crr 

@ m w d  by: Signature 1 - 2 3-'yS-- 
- -  Y P Date 

Printed Name d c .  r c-/ 
and Title I - f - ,nc  1 =c\ 1 .I 

k a\/& ?Sf l (  i c I  vl , .rr. 
. .  

2 4  0 4  r 
Date 

Approved by : Signature LLt- 
(DTL and TETL) 

Printed Name pvd3)Dh 8 W q @ { k -  
and Title pf ;,,, L'ip[ 

Record of Revision (Number and initial all revisions) 

a <3900-09- 10/FER9530028.CD 



F- 
a 4 4  6 

GEOSYNTEC CONSULTANTS 
Written by: Neven MaasoviC kP? Date: 17 Oct. 1995 Reviewed by: /b!& Date: cIm9Z 
Client: FERMCO Project: OSDF ProjectNo.: GE3900 TaskNo.: 9.10 

24 066 4c 

SEISMIC HAZARD ASSESSMENT 

1. EXECUTIVE SUMMARY 

A seismic hazard assessment was performed for the Fernald Environmental 
Management Project (FEMP) On-Site Disposal Facility (OSDF). The analysis was 
performed for the purposes of assigning a magnitude to the design peak ground 
accelerations for the OSDF and selecting an acceleration time history for use in design 
analyses. Seismic sources within a 250-mile (400-km).radius of the facility were 
evaluated. Based on this evaluation, a maximum moment magnitude M, = 6.1 was 
assigned to both the Grenville and Illinois Seismic Source Zones (SSZ). A maximum 
moment magnitude M, = 6.6 was assigned to the Reelfoot Rift Complex Subzone B, J 

which is a part of the New Madrid seismic source megazone. Based upon estimates of 
the peak horizontal acceleration in a hypothetical bedrock outcrop (PGA) at the OSDF 
from the maximum magnitude events, a moment magnitude of 6.1 was assigned to the 
design event. Based on the analysis, a PGA of 0.16 g was selected in accordance with 
USEPA 40CFR $258. A synthetic accelerogram, BZSYN, developed at the California 
Institute of Technology was recommended for use in the seismic site response analysis. 

1 
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2. PURPOSE 

The purpose of the seismic hazard assessment is to .evaluate the magnitude , 
associated with peak ground acceleration (PGA) from DOE-STD- 1020-94 and 
Algermissen et al. (1990) and to select design accelerogram(s). 

GE3900-3.1 \FER9530028.CD 2 
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3.1 

3.2 

3.3 

3.4 

3.5 

3.6 
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PROCEDURE 

Review available literature on regional and local seismic geology and geophysics 
(limit study area by 250-mile or 400 km radius). The study should include data 
published in scientific and technical literature (e.g., ATC, 1994) as well as 
technical reports for critical structures in the vicinity of the FEMP site. 

/ 

Based on the literature review, identify and delineate seismic source zones 
(lateral extents and hypocentral depths). Make a clear distinction between a 
local (near-field) event (Le., Grenville seismic zone) and a distant (far-field) 
event (i.e., Reelfoot Rift Complex B in the New Madrid Seismic Zone). 

/ 

Based on the literature review, assign a maximum (credible) magnitude to each 
delineated zone. 

Review available literature on attenuation relationships for rock conditions in the 
central United States. Select the most appropriate attenuation relationship. The 
latest update of the Boore and Atkinson (1987) attenuation relationship (Atkinson 
and Boore, 1990) will be used for seismic analysis of the OSDF. 

Based on data identified in steps 2 and 3, using the acceleration relationship 
selected in step 4, estimate mean and mean plus one standard deviation peak 
horizontal ground acceleration (PGA) for the OSDF for both the near-field and 
far-field maximum credible events: 

Compare estimated PGA value for the near-field and far-field events with the 
PGA-s obtained from applicable standards (e.g., the ground surface PGA for a 
1000 years return period from DOE-STD-1020-94 and, in accordance with 
USEPA 40CFR 258, and the hypothetical bedrock outcrop PGA for a 2372 , 
years return period obtained, as recommended in EPA (1993) and EPA (1993, 
by interpolation from the Algermissen et al. (1990) map. Based on this 
comparison, evaluate which source zone (or .zones) is (are) the primary 
contributor(s) to the design PGA and assign a magnitude to the design event(s). 

3 
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3.7 Select a strong motion record (or records) on the basis of seismic geology data 
evaluated in step 2 and the design earthquake magnitude from step 6 .  If 
necessary, i.e. , if historic strong motion records are unavailable or nonexistent, 
select a synthetic earthquake record (or records). / 
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4. DATA VERIFICATION 

4.1. PURPOSE 

The purpose of this section is to provide the input data for the seismic hazard 
assessment for the OSDF. The data thus collected is provided for verification and 
further use in the seismic hazard analysis. 

4.2 PARAMETERS FOR DESIGN 
/ 

The parameters required for the seismic hazard assessment are the earthquake 
seismic sources (zones) and the corresponding magnitudes that may affect the OSDF. 
An assessment of the design earthquake sources and magnitudes is presented in this 
section. 

Opinions vary widely about the best way to delineate and quantify the seismic 
sources (areal zones) in central United States. GeoSyntec adopted the most recent 
approach contained in the recent study by Johnston and Nava (1994) to evaluate design 
earthquake sources and magnitudes for the OSDF. 

a 
Johnston and Nava (1994) provide a map of seismic source zones and associated 

maximum credible magnitudes for the central United States. This map is reproduced 
in Figure 1 .  The seismic source zones delineated in the map are regions within which 
structures have similar seismogenic potential. Consequently, the approach by Johnston 
and Nava implies that the maximum credible earthquake must be allowed to occur 
anywhere within the boundaries of these seismic source zones. 

According to Johnston and Nava, the following three seismic source zones are / 
within a 250-mile (400 km) radius from OSDF: (i) the Grenville seismic source zone 
(SSZ); (ii) the Illinois SSZ; and (iii) the Reelfoot Rift Complex seismic source 
megazone, also known as the New Madrid seismic source zone. 

The Grenville SSZ is classified by Johnston and Nava as a "Seismotectonic" 
SSZ, a source zone defined on the basis of a tectonic feature such as a fault zone, rift, 

GE3900-3. i\FER9530028.CD 5 
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suture, or intrusion with which seismicity is spatially associated, but where a clear 
association with a specific fault or faults is lacking. Johnston and Nava estimate that 
the maximum credible earthquake for the Grenville SSZ is an event with a (short 
period) body wave magnitude m, = 517, which according to the chart in Figure 2a 
from Heaton et al. (1986), corresponds to a moment magnitude M, = 6.1. Based on 
the Johnston and Nava map (epicentral) distance of 17 miles (28 km), and a hypocentral 
depth estimate for the Grenville SSZ of 10 miles (16 km) (see Johnston and Nava), J 
GeoSyntec estimates a hypocentral (site-to-source) distance of 20 miles (32 km) from 
the OSDF to the nearest point within the Grenville SSZ. 

The Illinois SSZ is classified by Johnston and Nava as a "seismic" SSZ, a 
source zone defined on the basis of seismicity which is "enhanced over background", 
(Le., a zone in which spatial clustering if microseismicity is evident, but where data are 
insufficient to associate the activity with seismogenic or seismotectonic crustal 
structures.) Johnston and Nava estimate that the maximum credible event in the Illinois 
SSZ is an event with a the body wave magnitude m, = 5.7, corresponding to a moment 
magnitude M, = 6.1 (see Figure 2a). Based on the Johnston and Nava map 
(epicentral) distance of 125 miles (200 km), and a hypocentral depth estimate for the 1 
Illinois SSZ of 10 miles (16 Ian) (see Johnston and Nava), GeoSyntec estimates a 
hypocentral distance of 125 miles (200 km) from the OSDF to the nearest point within 
the Illinois SSZ. 

. 

The Reelfoot Rift Complex seismic source megazone is subdivided by Johnston 
and Nava (1994) in two subzones called Zone A and Zone B. Subzone A is classified 
by Johnston and Nava (1994) as a "Seismic" source zone, identified on the basis of the 
linear trend of numerous small epicenters. The great New Madrid earthquakes of J 

181 1-1814 occurred in Subzone A. Subzone A is more than 250-miles (400 km) from 
OSDF and therefore unlikely to impact the OSDF. 

Reelfoot Rift Complex Seismic Subzone B is classified by Johnston and Nava 
(1994) as a "Seismotectonic" and has been delineated on the basis of the geophysically 
inferred limits of the Reelfoot complex. In accordance with the study by Johnston and 
Nava (1994), a maximum credible earthquake of (short period) body wave magnitude 
m, = 6.5 is assigned to Subzone B. This magnitude has been converted to the moment 
magnitude scale using the upper bound curve from the Boore and Atkinson (1987) chart 

GE3900-3.1\FER9530028.CD 6 



hl: 446 
GEOSYNTEC CONSULTANTS 
Written by: Neven MatasoviE /.I. f i .  Date: 17 Oct. 1995 Date: 20 OJ- '9 
Client: FERMCO Project OSDF PmjectNo.: GE3900 TaskNo.: 9.10 

Reviewed by: UHb 

0 RS 24 bcf 6 

(see Figure 2b), because the chart by Heaton et al. (1987) used for the other seismic 
source zones (see Figure 2a) saturates at m, = 6.4. As indicated in Figure 2b, 
GeoSyntec conservatively assigned M, = 6.6 to Subzone B. Based on the Johnston and 
Nava map (epicentral) distance of 60 miles (100 km), and a hypocentral depth estimate ' 
of 10 miles (16 km) (see Johnston and Nava, 1994), GeoSyntec estimates a hypocentral 
distance of 63 miles (100 km) from the OSDF to the nearest point within the Reelfoot 
Rift Complex Subzone B. 

4.3 DESIGN VERIFICATION 

The following calculation elements used in the seismic hazard assessment are 
presented below for verification. 

0 The equation presented below by Atkinson and Boore (1990) is used to 
attenuate the strong ground motions (i.e., to calculate the peak horizontal 
acceleration (mean and mean plus one standard deviation)) for the 
maximum credible earthquake estimated on the basis of data presented 
in Johnson and Nava (1994). 

Atkinson and Boore (1990) attenuation relationship has the following form: 

J l o g o )  = a" + b (M, - 6) + c (M, - 6)' - log(R) + k(R) + s 

where: y = depending on the s-term in equation above, the mean or, the mean + 
one standard deviation peak horizontal acceleration value 

a = 3.65 (coefficient of attenuation equation) 
a" = a - log(980.7) (a'' is coefficient a modified in order to get acceleration 

b = 0.42 (coefficient of attenuation equation) 
c = -0.03 (coefficient of attenuation equation) 
k = -0.00281 (coefficient of attenuation equation) 
s 

values in g-units) J 

= standard error term (s = 0 yields mean acceleration value; s = 0.3 
yields mean + one standard deviation peak horizontal acceleration 
value) 

7 
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R = [(RJ2+(h)2)]0.5 (note: RE = epicentral distance from Johnston and 
Nava Map; h = hypocentral depth from study by 
Johnston and Nava; R ,  RE and h in kilometers). 

’ e  The following peak accelerations for the site are obtained from the 
literature. 

DOE STD 1020-94 gives the peak acceleration at the ground 
surface with a mean recurrence interval of 1000 years at the 
OSDF as 0.13 g. 

, 

The peak bedrock acceleration with a probability of not being 
exceeded of 10 percent in a 250 year period as specified by EPA 
40 CFR 258 evaluated as recommended by EPA (1993) and EPA 
(1995) is 0.16 g. 

’ 
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5.1 

ANALYSIS 

INTRODUCTION 

Given the earthquake sources and magnitudes provided in the previous section, 
the seismic hazard analysis presented in this section consists of the following elements: 

a assessment of source-to-site attenuation of design ground motions; and 

0 selection of a representative acceleration time history. 

These elements are discussed in greater detail in the following section. 

5.2 SOURCE-TO-SITE ATTENUATION OF DESIGN 
GROUND MOTION 

The large earthquakes in the central United States associated with the Reelfoot 
Rift Complex seismic source zone occurred in the 19th century before the development 
of instrumental seismology and at a time when the area was sparsely populated. 
Consequently, available Modified Mercalli isoseismal maps are of relatively poor 
quality and strong motion recordings are practically nonexistent. Therefore, the 
attenuation of earthquake peak ground acceleration with distance for the Central United 
States is based primarily on theoretical models and experience from similar tectonic 
regimes in other parts of the world. 

0 

To attenuate strong ground motions in this study, GeoSyntec selected the latest 
update of the Boore and Atkinson (1987) Central United States attenuation relationship, 
as presented in Atkinson and Boore (1990). This attenuation relationship has been 
developed on the basis of a theoretical model of strong ground motion attenuation in 
the central United States. Based on the estimated moment magnitude and hypocentral 
(site-to-source) distance of a design earthquake, this attenuation relationship provides 
mean and standard deviation estimates of peak horizontal ground acceleration in a 
hypothetical bedrock outcrop at a site. The mean and mean plus one standard deviation 
peak horizontal ground acceleration estimates for a hypothetical bedrock outcrop at the 

GE3W-3.1\FER9530028.CD 9 
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OSDF site calculated using the Atkinson and Boore (1990) attenuation relationship are 
provided in Table 1 along with the calculation details in footnote. The horizontal 
ground acceleration estimates are provided for the maximum credible earthquake from 
Johnston and Nava (1994) in all three seismic source zones identified in the previous 
section as contributing to the seismic exposure of the site. 

5.3 DESIGN PEAK GROUND ACCELERATION AND 
EARTHOUAKE MAGNITUDE 

The intensity of the design earthquake for the OSDF is the maximum of the peak 
acceleration at the ground surface as specified by DOE-STD-1020-94 and the peak 
ground acceleration as specified by EPA 40CFR 258 (Subtitle D of the Resource 
Conservation and Recovery Act). As stated in DOE-STD-1020-94, the design 
earthquake has mean recurrence interval of 1000 years and corresponds to a peak 
ground acceleration of 0.13g. The design seismic event specified by EPA 40CFR 258 
is for peak ground accelerations for a hypothetical bedrock outcrop with a probability 
of not being exceeded of 10 percent in a 250 year period, corresponding to a mean 
recurrence interval of 2372 years. The peak ground accelerations as specified by EPA 
40CFR 258 at the OSDF, evaluated as recommended in EPA (1993) and EPA (1995) 
by interpolation from the map provided by Algermissen et al. (1990), is 0.16 g. 

0 
The estimated mean value of the peak horizontal ground acceleration in a 

hypothetical rock outcrop at the OSDF from the maximum credible earthquakes defined 
byJohnstonandNa~a(1994)astheM~ = 6.1,MW = 6.1 andM, = 6.6eventsinthe 
Grenville, Illinois, and Reelfoot Subzone B seismic source zones respectively, is 
between 0.01 g and 0.13 g. The estimated mean plus one standard deviation peak 
horizontal ground acceleration in a hypothetical bedrock outcrop at the OSDF is 
between 0.01 g and 0.25 g for the maximum credible earthquakes from the same three 
seismic source zones. For both the mean and mean plus one standard deviation cases, 
the largest peak ground acceleration is associated with the Grenville source zone. The 
Subzone B of the Reelfoot Rift Complex Seismic Source Zone produces the second 
largest peak ground acceleration in a hypothetical bedrock outcrop in both cases. It 
should be noted that, even at the mean plus one standard deviation level, Subzone B of 
the Reelfoot Rift Complex Seismic Source Zone produces a peak ground acceleration 
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of only 0.08 g at the OSDF. On the basis that Subzone B of the Reelfoot Rift Complex 
is not capable of producing a peak ground acceleration in a hypothetical bedrock 
outcrop at the OSDF in excess of 0.08 g even at the mean plus one standard deviation 
level, the design peak ground accelerations of 0.16 g, evaluated in accordance with 
EPA 40CFR 258 will be used for the seismic site response analysis. This peak ground 
acceleration may conservatively be associated with the maximum earthquake moment 
magnitude M, = 6.1, corresponding to a maximum credible earthquake (short period) 
body wave magnitude mb = 5.7.  

5.4 REPRESENTATIVE ACCELERATION TIME HISTORY 

Selection of design strong motion records (acceleration time histories) for use 
in seismic response analyses is a key element of a seismic hazard analysis. 
Acceleration time histories from western United States earthquakes (western 
earthquakes) have often been used in the past for seismic response analyses of central 
United States sites, mainly because of the lack of acceleration time histories from strong 
central earthquakes. However, acceleration time histories from earthquakes in the 
western United States may not be the most appropriate time histories to use for the 
central United States for the following reasons: 

e Central United States earthquakes are believed to be enriched in high 
frequency energy compared to western United States earthquakes 
(ATC-35, 1994). 

e A rational method for predicting the duration of a central United States 
earthquake is not available. Earthquake duration typically increases with 
magnitude, but Nuttli and Herrman (1981, p. 43) reports that empirical 
data for duration of central United States earthquakes is not available. 

e A recorded acceleration .time history from a western United States 
earthquake of a given magnitude is not likely to have a peak acceleration 
and duration that are consistent with a similar magnitude event at an 
eastern site. This lack of consistency is because the relationship between 
magnitude, peak acceleration, and duration depends largely on the 

GE3900-3.1\FER9530028.CD 11 
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attenuation of the motions between the source and the recording site. 
Available data indicate that attenuation in central United States geologic 
conditions is significantly less rapid than in western United States 
geologic conditions. 

0 - Source mechanisms are believed to be different for central and western 
United States earthquakes. Typically, western United States earthquakes 
are associated with shallow surface faulting, while central United States 
earthquakes are generated by complex tectonic mechanisms (see 
discussion of Mechanisms for Grenville and Reelfoot Rift Complex 
provided in data verification section of this document). 

Unfortunately, the catalog of strong motion acceleration time histories for the 
central United States is very limited (Friberg and Jacob, 1990). The strongest 
earthquakes that have been recorded in the New Madrid Seismic Zone after the strong 
motion network was installed are the Risco (M, = 4.6) and Cape Girardeau 
(M, = 4.8), Missouri earthquakes. Acceleration time histories recorded during these 
events can not by themselves constitute a representative set of time histories for the site 
because of their relatively moderate magnitude. Therefore, GeoSyntec selected a 
synthetic accelerogram, the B2-SYN accelerogram developed at the California Institute 
of Technology, for the site response analyses at the OSDF. The B2-SYN synthetic 
accelerogram was generated by Jennings et al. (1968) to simulate M, = 7.0 
earthquakes on alluvium. It should be noted that application of B2-SYN introduces in 
the seismic analysis at OSDF a twofold source of conservatism. First, the selected 
accelerogram is representative of the strong motion shaking of a significantly larger 
magnitude earthquake than the design magnitude. Second, the B2-SYN motion was 
developed to be characteristic of a soil site motion. As such, it has more energy at 
longer periods than typical rock site strong ground motions. As longer period motions 
are potentially more damaging than short period motions, an additional level of 
conservatism is introduced into the design through the use of the B2-SYN motion. 
B2-SYN synthetic accelerogram response spectrum, calculated for commonly used 5 % 
viscous damping value, is shown in Figure 3.  

' 

. 
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SEISMIC SITE RESPONSE ANALYSIS 

1. EXEXWIVESUMMARY 

A seismic site response analysis was performed for the Fernald Environmental 
Management Project (FEMP) On-Site Disposal Facility (OSDF). The analysis was 
performed for the purpose of evaluating the average acceleration time history at the 
liner and final cover levels of the facility. A representative soil-landfill profile 
approximately 3004 (91 -m) thick was analyzed using the one-dimensional total-stress 
equivalent-linear computer program SHAKE91 (Idriss and Sun, 1992). A synthetic 
accelerogram B2-SYN scaled to a peak ground acceleration (PGA) of 0.16 g, 
established in the Seismic Hazard Assessment calculation package, was used in the 
analysis. Results of the seismic site response analysis indicate that the design seismic 
event induces a peak average acceleration of approximately 0.14 g at the OSDF final 
cover level and of approximately 0;ll g at the OSDF liner level. 

/ 
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2. PURPOSE 

The purpose of these calculations is to evaluate the site-specific peak average 
acceleration values at the liner and final cover levels of the facility, and, if necessary, 
provide corresponding average acceleration time histories. 

J 
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3. 

3.1 
\ 

3.2 

3.3 

3.4 

3.5 

PROCEDURE 

Perform one-dimensional total-stress equivalent-linear site response analysis of 
the OSDF using the latest update of the SHAKE program, SHAKE91 (Idriss and 
Sun, 1992). 

Based on the results of geotechnical, geophysical and other investigations 
performed at the site and/or on the materials recovered from the site, develop 
a representative site profile(s). The representative profile(s) should reflect the 
soil conditions and waste and containment system material properties from the 
top of bedrock to the top of the landfill. The profile(s) should also be consistent 
with, but not necessarily exactly the same as, the profile(s) developed for 
settlement and stability analyses. 

, 

Assign dynamic soil properties (e.g. , small strain shear modulus, mass density, 
and strain-dependant modulus reduction and equivalent viscous damping) to the 
representative site profile(s) . Utilize site-specific data on the site soils and 
impacted materials to be disposed of in the OSDF in conjunction with published 
correlations from technical literature to establish dynamic properties. Evaluate 
small-strain shear moduli from correlations with Standard Penetration Test 
(SPT) blow counts (Imai and Tonouchi, 1982), from void ratios (Hardin and 
Black, 1968) and/or from undrained shear strengths for foundation materials 
(Seed and Idriss, 1970). Use the same values of unit weight as in settlement 
and slope stability calculation procedures. Based on the plasticity index of the 
site materials, select strain-dependant modulus reduction and equivalent viscous 
damping curves from a family of curves shown in Figure 1 following 
recommendations of Vucetic and Dobry [ 19921. 

/ 

Perform the seismic response analysis for the profile(s) defined in step 3 using 
the strong motion data derived from the seismic hazard analysis procedure. 

Present the peak average accelerations and the peak average acceleration time 
histories from the site-specific seismic response analyses in tabular or graphical 
form and evaluate the results. The upper bound values of peak average 
acceleration calculated in the site response analysis at the base foundation, liner, 

/ 
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and final cover system levels should be used in the seismic performance 
evaluation to determine whether or not a seismic deformation analysis is 

0 
necessary. J 
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4. DATA VERIFICATION 

4.1 INTRODUCTION 

The purpose of this section is to provide the data required for input for the 
Seismic Site Response Analysis. Also presented in this section is the methodology for 
calculating additional data required for the dynamic properties of the materials. The 
data and methodology are presented for verification and further use in the Seismic Site 
Response Analysis. 

4.2 RESULTS OF SEISMIC HAZARD ASSESSMENT 

The strong motion data derived from the seismic hazard analysis procedure is 
used in the Seismic Site Response Analysis. As stated in the Seismic Site Response 
Analysis, the characteristics of the design seismic event for the OSDF are as follows: 

e peak bedrock acceleration of 0.16 g in accordance with EPA 4OCFR 
258; 
maximum credible earthquake moment magnitude M, = 6.1 
(corresponds to the maximum credible earthquake (short period) body 
wave magnitude of mb = 5.7); and 
the design strong motion record (acceleration time history) represented 
by the synthetic accelerogram B2-SYN. 

J 

4.3 MATERIAL PROPERTIES 

The properties of the materials used in the Seismic Site.Response Analysis are 
derived from parameters defined in previous calculation packages. The properties for 
the site strata and the site profile are described in the following sections and are 

. 

. 

summarized in Table 1. J’ 

Based on the results of geotechnical investigations performed at the site and/or 
on the materials recovered from the site, a representative profile was developed for the 

GE3900-3.1/FER9530029.CD 5 



446 
GEOSYNTEC CONSULTANTS 
Written by: Neven MatasoviC Date: 17 Oct. 1995 Reviewed by: f l  &h Date: 2 oc . t 9  < 

ps u- O& qc 
Client: FERMCO Project: OSDF ProjectNo.: GE3900 TaskNo.: 9.10 

seismic response analysis. The profile is similar to that used for the foundation stability 
and foundation settlement analyses. The layers of the profile are as follows from the 
cover of the OSDF to bedrock: 

0 

0 

0 

0 

a 

0 bedrock. 

7-ft (2.1-m) thick cover system; 
50-ft (15-m) thickness of impacted materials; 

1 0 4  (3-m) thick brown till layer; 
4 5 4  (14-m) thick gray till layer; 
1 7 2 4  (52-m) thick granular soil layer (Great Miami Aquifer Soils); and 

0 3-ft (0.9-m) thick compacted clay liner; 4 

' The material properties for these layers are summarized in Table 1. Specific 
sources for the properties listed in the table are described below. 

0 The unit weights for all materials and the undrained shear strength for 
the cohesive foundation soils were obtained from the data verification 1 

sections of the Foundation Stability and Impacted Materials Settlement 
analyses. 

0 For the cover system granular soils, a void ratio (e) of 0.7 and a , 
plasticity index (PI) of 0 are assumed. These parameters are consistent 
with the granular nature of the soils to be used in the cover system. 

For the impacted materials on the OSDF a PI value of 15 was assumed , 
for the analysis. The value of PI is an average value based on 
laboratory data presented in Parsons (July, 1995). 

a 

0 For the subsurface cohesive soils, an average PI value of 15 was 
assumed for the analysis based on laboratory data presented in Parsons 
(July, 1995). 

0 For the granular soils in the Great Miami Aquifer, the SPT blow counts 
(N-values) range from 30 to greater than 50 blows per foot, based on 
data presented in Parsons (July, 1995). For this analysis, a conservative 

/ 
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average N-value of 40 is assumed. 

J 
e The bedrock at the site is defined as a shale with interbedded limestone 

(Parsons, [January, 19951). A unit weight of 145 pcf (22.8 kN/m3) is 
assumed for the bedrock. 

4.4’ MATERIAL DYNAMIC PROPERTIES 

The purpose of this section is to define the dynamic properties of the materials 
used in the analysis. The dynamic properties are calculated using the following 
equations and the material properties identified in the previous section and presented 
in Table 1. 

The unit weight values for the site materials, y, presented in Table 1 and in 
calculation sheets attached to Table.1 are considered to be representative of the site 
materials. Shear wave velocity for each layer is evaluated from corresponding small 
strain shear modulus, G,, using the basic principles of physics: 

J 

. where g is acceleration of gravity. For underlying bedrock, a descriptive correlation 
from Clark [ 19661 was used. 

The small strain shear moduli of granular cover system materials were evaluated 
from the Hardin and Black [ 19681 equation as: 

(in psi) / G, = [(22.52 - 10.6e)* / (1 + e)] (u’,,.,)~’~ 

where e is the average void ratio and u’, is the mean effective stress in the mid-height 
of the layer calculated as a mean value of the vertical and horizontal stress acting in 
two perpendicular horizontal directions. 

The small strain shear moduli of on-site natural and recompacted cohesive soils 
were evaluated from Seed and Idriss [1970] correlation as: 

GE3900-3.llFER953029.CD 7 
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where S, is the undrained shear strength of the material in consideration. 

The small strain shear moduli of on-site natural cohesionless soils were 
evaluated from Imai and Tonouchi [ 19821 correlation as: 

where N is the Standard Penetration Test (SPT) blow count and g is a constant of 
gravity. 

Strain-dependant modulus reduction and equivalent viscous damping values were 
selected based on the plasticity index, PI, of the site materials following 
recommendations of Vucetic and Dobry [ 19921. 
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5. ANALYSIS 

GeoSyntec used the theory of one-dimensional wave propagation through layered 
media to model the response of OSDF to strong ground shaking. The analysis was 
performed in time domain using total-stress equivalent-linear computer program 

SHAKE (Schnabel et al. , 1972). This computer program is publicly available through 
the Earthquake Engineering Research Center at University of California, Berkeley. 

. 

SHAKE91 (Idriss and Sun, 1992), an updated version of the well-known program / 

. A seismic response analysis for the profile characterized in Table 1 and with 
Figure 1 was performed using the B2-SYN synthetic accelerogram. The B2-SYN 
synthetic accelerogram developed at the California Institute of Technology and 
characterized in the seismic hazard analysis procedure was scaled to 0.16 g peak value 
prior to site response analysis. 

Results, which include reprint of all input parameters employed in site response 
analysis, are enclosed in the Appendix to this calculation package. These results 
indicate that the design seismic event induces a peak average acceleration of 
approximately 0.14 g at the facility final cover level and of approximately 0.11 g at the 
facility liner level. These calculated values for peak average accelerations will be used 
in the Seismic Performance Evaluation to estimate the potential for permanent seismic 
deformation of the OSDF. 

/ 0 
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APPENDIX A 

COMPUTER SOFTWARE USED TO 
PREPARE CALCULATION PACKAGE 

SHAKE91 

Idriss, I.M. and Sun, J.I., "SHAKE91 - A Computer Program for Conducting 
Equivalent Linear Seismic Response Analyses of Horizontally Layered Soil Deposits, 
User's Manual, Center for Geotechnical Modeling, Department of Civil and 
Environmental Engineering, University of California, Davis, California, 1992, 13 p. 
(plus Appendicies). 

See Section 1.2 of the Design Parameter Summary. 

000561 
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SEISMIC PERFORMANCE EVALUATION 

EXECUTIVE SUMMARY 

The potential for seismic deformation of the On-Site Disposal Facility (OSDF) 
during the design seismic event is evaluated in this calculation package. For the 
relevant stability conditions presented in the static stability analysis, a pseudo-static 
stability analysis is performed to obtain a yield acceleration. The yield 
acceleration is the horizontal acceleration (reported as a percentage of gravity) at 
which the factor of safety is equal to 1.0. This value is compared to the peak 
average acceleration obtained in the Seismic Site Response Evaluation. For three 
of the design cases, the calculated yield acceleration is less than the calculated 
peak average acceleration for the design seismic event. For these cases, a seismic 
deformation analysis was performed. Based on the results of this analysis, the 
calculated maximum permanent seismic deformation for the OSDF during the 
design seismic event is 1 . 1  in. (28 mm) or less. This calculated deformation is 
acceptable based on the recommendations in Seed and Bonaparte (1992) and 
Anderson and Kavazanjian (1995) and the conservative analysis approach. 
Therefore, the seismic performance of the OSDF during the design seismic event 
is acceptable. 
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SEISMIC PERFORMANCE EVALUATION 

PURPOSE 

The purpose of this document is to provide the engineering calculations for the 
evaluation for seismic performance of the On-Site Disposal Facility (OSDF). The 
calculations provide an evaluation, and if necessary, a calculation of the potential 
for permanent seismic deformation of the OSDF during the design seismic event. 

The potential for permanent seismic deformation is calculated for the base 
(foundation), the impacted material mass, along the liner system, the OSDF 
perimeter berm, and the OSDF final cover system. The permanent seismic 
deformation is calculated for each configuration in which the yield acceleration 
(calculated in a pseudo-static stability analysis) exceeds the upper bound peak 
average acceleration (calculated in the Seismic Site Response Evaluation). 

Several of the parameters and data used in these calculations are obtained from 
other calculations. These reference calculations are as follows: 

Seismic Hazard Assessment; 
Seismic Site Response Analysis; 
OSDF 
OSDF 
OSDF 
OSDF 

PROCEDURE 

Foundation Stability; 
Interim/Final Impacted Material Stability; 
Access Corridor Stability; and 
Cover System Stability. 

. .  

1. Using the sections evaluated in the static stability analyses indicated above, 
perform a .pseudo-static stability analysis to calculate the yield acceleration. 
The yield acceleration is the value of horizontal acceleration (measured as a 
percentage of gravity) at which the factor of safety for the critical slope 
stability interface is equal to 1 .O. The computer program XSTABL (Sharma, 
1994) is used in the pseudo-static stability analysis. Circular failure surfaces 
are evaluated using Bishop's Simplified Method (Bishop, 1955). Wedge 
failure surfaces are analyzed using Janbu's Method (Janbu, 1973). 

/" 

/' 
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SEISMIC PERFORMANCE EVALUATION 

2. For each case, compare the yield acceleration calculated in the previous step 
to the upper bound peak average acceleration for the foundation liner and 
cover system of the OSDF as presented in the results of the Seismic Site 
Response Analysis. Identify the conditions that require an evaluation of 
permanent seismic deformation as follows. 

For conditions in which the yield acceleration exceeds the upper bound 
peak average acceleration as calculated in the Seismic Site Response 
Analysis, it is concluded that no permanent seismic deformations will 
occur and the analysis is complete. 

For conditions in which the yield acceleration is smaller than the upper 
bound peak average acceleration, permanent seismic deformations may 
occur during the seismic event and a Seismic Deformation Analysis is 
required. 

/ 

3. For each stability condition requiring evaluation of permanent seismic 
deformations, perform a quantitative Newmark deformation analysis using the 
calculated yield acceleration from the pseudo-static limit equilibrium analysis 
and the acceleration time histories for the design earthquakes calculated in the 
Seismic Site Response Analysis. The yield acceleration and the average 
acceleration time history are entered into the validated Newmark computer 
program YSLIP C (Yan, 1991). The permanent seismic deformation for 
cases requiring evaluation is then calculated. 

/ 

4. For each case considered in Step 3, evaluate the potential for seismic upset 
to the OSDF by comparing the calculated deformation to the deformation 
levels considered to have the potential for impairment to the OSDF. The 
maximum permanent seismic deformation for all analysis conditions should 
be no larger than 6 in. (0.15 m) based on recommendations in Seed and 
Bonaparte (1992) and Anderson and Kavazanjian (1995). 

/' 
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SEISMIC PERFORMANCE EVALUATION 

DATA VERIFICATION 

Each of the parameters used in the pseudo-static stability analysis come from 
parameters defined in previous calculation packages. Listed on Table 1 and Table 
2 are the material, geosynthetics, and interface properties used in the pseudo-static 
stability analysis. The location of the original data verification package for each 
parameter is also specified in the tables. 

The sections used for the pseudo-static stability analysis 
sections defined in previous static stability analyses. 

/' 

are identical to the 

ANALYSIS 

A pseudo-static stability analysis using XSTABL is performed to calculate the yield 
acceleration for the cases listed in Table 3. The yield acceleration is the value of 
horizontal acceleration (reported as a percentage of gravity) at which the factor of 
safety is 1.0. The minimum yield acceleration for each case is reported. The 
yield acceleration, the peak average acceleration, and the acceleration ratio for 
each case is presented in Table 3. The XSTABL output for each yield acceleration 
case is attached to these calculations. 

For the cases indicated in Table 3 for which the yield acceleration is less than the 
peak average acceleration, a seismic deformation analysis was performed according 
to the procedures outlined in the procedure section. The cases for which the 
analysis was performed are as follows: (i) OSDF foundation - interim 
configuration condition; (ii) OSDF impacted materials - final configuration; and 
(iii) OSDF final cover system - long-term conditions. 

To perform the seismic deformation analysis the shear stress time history for the 
final cover layer and the base of the impacted materials layer (liner) was obtained 
from the Seismic Site Response Analysis. The shear stress time history for each 
layer is used to obtain a peak average acceleration time history for the layer. The 
peak average acceleration time history for each layer is input into the validated 
Newmark computer program YSLIP C (Yan, 1991). The permanent seismic 
deformation for each case requiring evaluation was then calculated. The files for 
the seismic deformation analysis are attached to this calculation package. 

/ 
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RESULTS 

The calculated yield acceleration, peak average acceleration and acceleration ratio 
for all cases considered are presented in Table 3. For those cases for which the 
calculated peak average acceleration is less than the calculated yield acceleration, - 

the calculated permanent seismic deformation is zero and no further analysis is 
required. 

For the three cases for which the calculated peak average acceleration is greater 
than the calculated yield acceleration, a seismic deformation analysis was 
performed. The results of this analysis &e summarized in Table 4. As indicated 
in the table, the calculated maximum permanent seismic deformation for the OSDF 
during the design seismic event is 1.1 in. (28 mm) for the OSDF impacted 
materials in the final configuration and less than 0.1 in (3 mm) for the other two 
cases. The calculated value of 1.1 in. (28 mm) is conservative in that it is based 
on worst-case assumptions for GCL shear strength (Le., bentonite is fully 
hydrated, internal reinforcement is ineffective, large-displacement conditions). In 
addition, as described in the Seismic Huzurd Analysis calculation, the acceleration 
time history used in the calculation is conservative because it represents a 
significantly larger magnitude earthquake than the design earthquake and is 
relatively enriched in energy at the frequencies most likely to induce permanent 
deformations. 

In summary, the calculated seismic deformations are acceptable based on the 
recommendations in Seed and Bonaparte (1992) and Anderson and Kavazanjian 
(1995) and the conservative analysis approach. Therefore, the seismic 
performance of the OSDF during the design seismic event is considered 
acceptable. 
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Impacted Materials 
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long term 

Brown Till 
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125 friction angle = 30" Foundation Stability 

125 friction angle = 25" Foundation Stability 

130 friction angle = 25" Foundation Stability 

135 friction angle = 25" Foundation Stability 

TABLE 1 

Gray Till 

Great Miami Aquifer Soils 

long term 

DATA VERIFICATION 
MATERIAL PARAMETERS 

145 friction angle = 30" Foundation Stability 

135 . friction angle = 35" Foundation Stability 

Seismic Performance Evaluation 
Fernald Environmental Management Project 

On-Site Disposal Facility 
Fernald, Ohio 

I I I 
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DATA VERIFICATION 
GEOSYNTHETICS AND INTERFACE PARAMETERS 

Seismic Performance Evaluation 
Fernald Environmental Management Project 

On-Site Disposal Facility 
Fernald, Ohio 

Final Cover System 

GCL Strength 
HDPE/GCL and/or Internal 

Liner System and Impacted 
Materials 

Interim Configuration 
- Reinforced GCL 

- D v G C L  

Final Configuration 
- Hydrated GCL 

/ 
/ 

friction angle = 15" 

friction angle = 15" @ a,, = 7,700 psf 
friction angle = 17" @ a, = 5,600 psf 
friction angle = 23" @ a,, = 2,000 psf 
friction angle = 30" @ a,, = 400 psf 

friction angle = 20" 

Cover System Stability 

Interim/Final Waste Slope 
Stability 

Interim/Final Waste Slope 
Stability 

InterSFinal Waste Slope 
Stability 
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TABLE 3 

EVALUATION SUMMARY 

Seismic Performance Evaluation 
Fernald Environmental Management Project 

On-Site Disposal Facility 
Fernald, Ohio 

I 
OSDF Foundation 

Interim Configuration 
Final Configuration 

0.10 
0.28 

OSDF Liner System and Impacted 
Materials 

Interim Configuration 
Final Configuration 

OSDF Interim Closure I NIA 

OSDF Final Cover System 
Long-Term Conditions 0.12 

OSDF Perimeter Berm 
Long-Term Conditions 0.28 

0.11 
0.11 

0.9 - Deformation Analysis 
Required 

2.5 - No Seismic Deformation 

0.11 
0.11 

1.7 - No Seismic Deformation w- Deformation Analysis 
0.6 Required 

NIA I NIA 

0.14 0.9 - Deformation Analysis 
Required 

0.11 2.5 - No Seismic Deformation 

Notes: 

(I) Calculated in pseudo-static stability analysis. 
Calculated in the Seismic Site Response Analysis. 

(3) Ratio of yield acceleration to peak average acceleration. If the acceleration ratio is greater than 1.0, no 
permanent seismic deformation is expected. 
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Interim Condition I 1.0 I < 0.1 
OSDF Foundation 
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Acceptable 

DEFORMATION ANALYSIS 

OSDF Liner System and 
Impacted Materials 

Final Configuration 

OSDF Final Cover System 
Long-Term Conditions 

Seismic Performance Evaluation 
Fernald Environmental Management Project 

On-Site Disposal Facility 
Fernald, Ohio 

0.6 1 . 1  Acceptable 

0.9 < 0.1 Acceptable 
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XSTABL File: FCOVY 10-16-95 15:05 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
* X S T A B L  * 
* * 
* Slope Stability 'Analysis * h*.bbm 
* 
* using the 

Method of Slices * * 
* Copyright (C) 1992 6 94 * 
* Interactive Software Designs, Inc. * 
* Moscow, ID 83843, U.S.A. * 
* All Rights Reserved * 
* * 
* * 
* Ver. 5.100 95 6 1305 * . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

Problem Description : FINAL COVER VENER STABILTY - STATIC 

2 SURFACE boundary segments 

Segment x-left y- lef t x-right 
No. (ft) (ft) (ft) 

1 . o  160.0 130.0 
2' 130.0 153.0 436.0 

3 SUBSURFACE boundary segments 

Segment x-left y-left x-right 
No. (ft) (ft) (ft) 

1 . o  153.0 130.0 
2. 130.0 146.0 394.0 
3 394.0 102.0. 436.0 

y-right Soil Unit 
(ft) Below Segment 

153.0 1 
102.0 1 

y-right Soil Unit 
(ft) Below Segment 

146.0 2 
102.0 2 
102.0 2 

2 Soil unit(s) specified 

Soil Unit Weight Cohesion Friction Pore Pressure Water 
Unit Moist Sat. Intercept Angle Parameter Constant Surface 
No. (pcf) (pcf) (psf 1 (deg) Ru (psf 1 No. 

1 125.0 125.0 . o  . 30.00 . o o o  . o  1 
2 125.0 125.0 . o  15.00 . o o o  . o  1 

08059% 



4 4  6 

A horizontal earthquake loading coefficient 
of .I20 has been assigned 

A vertical earthquake loading coefficient h. &\cow* 

qcI10 I lb of . O O O  has been assigned 

A critical failure surface searching method, using a random 
technique for generating sliding BLOCK surfaces, has been 
specified. 

200 trial surfaces will be generated and analyzed. 

.2 boxes specified for generation of central block base 

* * * * * DEFAULT SEGMENT LENGTH SELECTED BY XSTABL * * * * * 

Length of line segments for active and passive portions of 
sliding block is 12.0 ft 

Box x-left y- lef t x-right y-right Width 
no. (ft) (ft) (ft) (ft) (ft) 

1 300.0 117.6 394.0 102.0 . o  
2 130.0 146.0 200.0 134.3 . o  

Factors of safety have been calculated by the : 

* * * * * SIMPLIFIED JANBU METHOD * * . *  * * 

The 5 most critical of all the failure surfaces examined 
are displayed below - the most critical first 

'Failure surface No. 1 specified by 5 coordinate points 

Point x-surf y-surf 
No. (ft) (ft) 

.1 397.94 108.34 
2 397.08 107.51 
3 385.82 103.36 
4 134 ;26 145.29 
5 126.39 153.19 

* *  Corrected JANBU FOS = 1.004 **  (Fo factor =1.007) 

000592 



A - 4  6 
4 9  Failure surface No. 2 specified by 5 coordinate points. 
'. 

Point x-surf y-surf qT/F/Ic 
No. (ft) (ft) 

1 400.81 107.87 
2 
3 

399.02 
387.65 

106.88 
103.05 

4 147.72 143.04 
5 139.31 151.45 

**  Corrected JANBU FOS = 1.007 ** (Fo factor =1.008) 

Failure surface No. 3 specified by 5 coordinate points 

Point x- surf y-surf 
No. (ft) (ft) 

1 406.05 106.99 
2 403.89 104.85 
3 392.16 102.30 
4 142.46 143.92 
5 135.64 152.06 

**  Corrected JANBU FOS = 1 . 0 1 1  **  (Fo factor =1.008) 

Failure surface No. 4 specified by 4 coordinate points 

Point x-surf y-surf 
No .. (ft) (ft) 

1 389.21 109.80 
2 379.54 104.40 
3 135.20 145.13 
4 127.96 153.11 

* *  Corrected JANBU FOS = 1 . 0 1 1  **  (Fo factor =l. 008) 

Failure surface No. 5 specified by 5 coordinate points 

Point x-surf y-surf 
No. (ft) (ft) 

1 376.35 111.94 
2 373.12 110.84 
3 361.63 107 -37 
4 139.06 144.48 

' 5  132.21 152.63 

* *  Corrected JANBU FOS = 1.013 **  (Fo factor =1.008) 

The following is a summary of the TEN most critical surfaces 

4)80593 



9 9 9  
Problem Description : FINAL COVER VENER STABILTY - S 

ci r / I c / l  i 
Modified Correction Initial Terminal Available 
JANBU FOS Factor x-coord x-coord Strength - 

(ft) (ft) (1b) 

1. 
2. 
3. 
4. 
5. 
6. 
7. 
8. 
9. 

10. 

1.004 
1.007 
1.011 
1.011 
1.013 
1.014 
1.014 
1.015 
1.016 
1.016 

1.007 
1.008 
1.008 
1.008 
1.008 
1.008 
1.008 
1.008 
1.008 
1.008 

397.94 
400.81 
406.05 
389.21 
376.35 
402.67 
406.00 
404.83 
381.47 
371.60 

126.39 
139.31 
135.64 
127.96 
132.21 
153.08 
158.01 
147.91 
140.24 
126.06 

* * * END OF FILE * * * 
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4 4  6 
XSTABL File: BERMlY 2 - 2 0 - 9 6  7 :35  b.b\CQW 4J ?6/dZ0 

2 0  Wqb . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
- *  X S T A B L  * 
* * 
* Slope Stability Analysis * 
* using the * 
* Method of Slices * 

* Copyright (C) 1992 6 94 * 
* Interactive Software Designs, Inc. * 
* MOSCOW, ID 83843, U.S.A. * 
* All Rights Reserved * 

* * 

* * 
* * 
* Ver. 5 . 1 0 0  95 6 1 3 0 5  * . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

Problem Description : ACCESS CORRIDOR - SEISMIC STABIL-ITY 

3 SURFACE boundary segments 

Segment x- lef t y-left x- right y- right Soil Unit 
No. (ft) (ft) (ft) (ft) Below Segment 

1 . o  6 0 . 0  1 0 0 . 0  6 0 . 0  1 
2 1 0 0 . 0  6 0 . 0  1 6 0 . 0  7 0 . 0  1 
3 1 6 0 . 0  7 0 . 0  200.0 7 0 . 0  1 

1 Soil unit (s') specified 

Soil Unit Weight Cohesion Friction Pore Pressure Water 
Uni t Moi s t Sat. Intercept Angle Parameter Constant Surface 
No. (pcf) (pcf) (psf 1 ( deg 1 Ru (psf 1 No. 

1 1 3 5 . 0  1 3 5 . 0  . o  2 5 . 0 0  . o o o  . o  0 

A horizontal earthquake loading coefficient 
of . 2 8 0  has been assigned 

A vertical eart.hquake loading coefficient 
of i o 0 0  has been assigned 



4 4  6 
BOUNDARY LOADS m. b\cor 

1 -  

1 load(s) specified gUW9b 

Load x-left x-right Intensity Direct ion 
No. (ft) ( f t-) (psf ( deg 

1 160.0 200 .0  250 .0  - 0  

NOTE - Intensity is specified as a uniformly distributed 
force acting on a HORIZONTALLY projected surface. 

A critical failure surface searching method, using a random 
technique for generating CIRCULAR surfaces has been specified. 

500 trial surfaces will be generated and analyzed. 

10 Surfaces initiate from each of 50 points equally spaced 
along the ground surface between x = 80.0 ft 

and x = 110.0 ft 

Each surface terminates between x = 160.0 ft 
and x = 190.0 ft 

Unless further limitations were imposed, the minimum elevation ' 

at which a' surface extends is y = . o  ft 

* * * * * DEFAULT SEGMENT LENGTH SELECTED BY XSTABL * * * * * 

2.0 ft line segments define each trial failure surface. 

ANGULAR RESTRICTIONS : 

The first segment of each failure surface will be -inclined 
within the angular range defined by : 

Lower angular limit :=  -45.0 degrees 
Upper angular limit : =  (slope angle - 5.0) degrees 

Factors of safety have been calculated by the : 
0 

* * * * * SIMPLIFIED BISHOP METHOD * * * * * 
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3q/'(?* 

/%.f fddO 
H, b\UW 

The most critical circular failure surface 
is specified by 33 coordinate points 

$0 wqLP 

Point x-surf y-surf 
No. (ft) (ft) 

1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 
32 
33 

101.43 60.24 
103.43 60.19 
105.43 ' 60.17 
107.43 60.17 
109.43 60.20 
111.43 60.24 
113.43 60.31 
115.42 60.41 
117.42 60.53 
119.42 60.67 
121.41 60.83 
123.40 61.02 
125.39 61.23 
127.37 61.46 
129.36 61.72 
131.34 62.00 
133.32 62.30 
135.29 62.63 
137.26 62.98 
139.22 63.35 
141.18 63.75 
143.14 64.16 
145.09 64.60 
147.04 65.07 
148.98 65.55 
150.91 66.06 
152.84 66.59 
154.76 67.15 
156.68 67.72 
158.58 68.32 
160.49 68.94 
162.38 69.58 
163.56 70.00 

**** Simplified BISHOP FOS = 1.030 ****  

The following is a summary of the TEN most critical surfaces 

Problem Description : ACCESS CORRIDOR - SEISMIC STABILITY 

FOS Circle Center Radius Initial Terminal Resisting 
(BISHOP) x-coord y-coord x-coord x-coord Moment 

(ft) (ft) (ft) (ft) (ft) (f t -1b) 

1. 1.030 106.34 231.62 171.45 101.43 163.56 1.4923+06 
2. 1.033 103.65 .215.18 155.97 87.96 160.65 1.4813+06 
3. 1.036 107.75 190.02 131.10 91.02 160.48 1.436E+06 



w -  c 

4 .  1 . 0 4 2  1 1 1 . 8 0  1 9 8 . 3 4  1 3 9 . 0 5  9 7 . 7 6  1 6 5  3 1  148%$06 

6 .  1 . 0 6 0  1 1 6 . 2 2  1 5 0 . 6 0  92 .84  95 .92  1 6 2 . 3 0  1 .5613+06  
7 .  1 . 0 6 1  1 1 7 . 5 4  1 5 6 . 2 5  98 .38  97 .14  1 6 4 . 8 7  1 .7893+06  
8 .  1 . 0 6 3  1 0 6 . 2 7  203 .74  1 4 5 . 5 1  8 3 . 6 7  1 6 3 . 5 8  2 .1803+06 
9 . '  1 . 0 6 6  1 1 0 . 4 9  2 1 3 . 9 5  1 5 5 . 2 5  9 0 . 4 1  1 6 8 . 6 3  2 .6053+06 

1 0 .  1 . 0 6 6  1 0 9 . 5 7  1 9 1 . 1 2  1 3 3 . 1 9  8 6 . 1 2  1 6 4 . 9 8  2 .3083+06 

5 .  1 . 0 5 0  1 1 0 . 4 9  2 0 1 . 8 6  143 .03s  92 .24  1 6 5 . 9 0  2 .1073+06 

p/i?4dZ0*,@ 
* * * END OF FILE * * * 
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9s I IO b o  Afl 
FERMCO - OSDF fWL” 

‘&Li?- C 0dp.t Fik 
Seismic Deformation Analysis 
Founda t i on 

T M  F b\ 

.oooooo 
5.138869 
5.150000 
5.175000 
5.200000 
5.225000 
5.230072 
5.230072 
6.344942 
6.350000 
6.375000 
6.400000 
6.407003 
6.407003 
9.318106 
9.325000 
9.350000 
9.375000 
9.400000 
9.425000 
9.450000 
9.475000 
9.489553 
9.489553 

50.975000 

.oooooo 

.oooooo 
6.380257 

10.253719 
1.718517 

- 19.223190 
-25.365296 

.oooooo 

.oooooo 
1.360990 
3.347796 

-3.431040 
- 6.409766 

.oooooo 

.oooooo 
’ 6.723750 
21.582260 
25.076653 
17.948883 
2.325751 

- 18.899207 
-42.300485 
- 55.399725 

.oooooo 

.oooooo 

.oooooo 

.oooooo 

.035510 

.243434 

.393087 

.174279 

.oooooo 

.oooooo 

.oooooo 

.003442 

.062302 

.061261 

.oooooo 

.oooooo 

.oooooo 

.023176 

.377001 

.960238 
1.498057 
1.751490 
1.544322 

.779325 

.oooooo 

.oooooo 

.oooooo 

.oooooo 

.oooooo 

.000052 

.001345 

.004653 

.007874 

.008115 

.008115 

.008115 

.008117 

.008400 

.009147 

.009273 

.009273 

.009273 

.009294 

.010959 

.017468 

.029712 

.046024 

.062679 

.074594 

.077114 
077114 [m/ 



IU -6IcIcsHI 

/ y  5 4 b  

FERMCO - OSDF 
Seismic Deformation Analysis 
Final / In ter im Impacted Materi a1 s 

TLME c5) 
.oooooo .oooooo 

5.101263 .oooooo 
5.125000 18.642139 
5.150000 31.727487 
5.175000 35.264545 
5.200000 27.470508 
5.225000 8.347346 
5.250000 - 19.297479 
5.275000 -49.328869 
5.300000 -75.006964 
5.304419 -78.192983 
5.304419 .oooooo 
6.294333 .oooooo 
6.300000 4.898596 
6.325000 21.000'852 
6.350000 27.143788 
6.375000 28.958026 
6.400000 22.767826 
6.425000 13.057240 
6.450000 - .647697 
6.475000 - 18.119825 
6.500000 -37.235109 
6.525000 -56.106500 
6.537022 - 65.899830 
6.537022 .oooooo 
6.993675 .oooooo 
7.000000 1.885230 
7.025000 1.844912 
7.050000 -5.019814 
7.051254 - 5.548346 
7.051254 .oooooo 
7.378221 .oooooo 
7.400000 3.669014 
7.425000 2.605034 
7.450000 -4.433746 
7.458585 -9.030261 
7.458585 .oooooo 
9.291082 .oooooo 
9.300000 9.774592 
9.325000 32.040445 
9.350000 45.608602 

.oooooo 

.oooooo 

.221250 

.850870 
1.688271 
2.472459 
2.920182 
2.783305 
1.925476 

.371278 

.oooooo 

.oooooo 

.oooooo 

.013880 

.337623 

.939431 
1.640704 
2.287277 
2.735090 
2.890209 
2.655615 
1.963679 

.796908 

.oooooo 

.oooooo 

.oooooo 

.005962 

.052589 

.012902 

.oooooo 

.oooooo 

.oooooo 

.039954 

.118379 

.095520 

.oooooo 

.oooooo 

.oooooo 

.043586 

.566274 
1.536887 

.oooooo 

.oooooo 

.000689 

.005697 

.018120 

.038756 

.065687 

.094322 

.118111 

.129940 

.130294 

.130294 

.130294 

.130304 

.131704 

.137863 

.150523 

.169981 

.194896 

.222861 

.250511 

.273636 

.287609 

.289691 

.289691 

.289691 

.289696 

.289985 

.290448 

.290453 

.290453 

.290453 
,290567 
.291368 
.292565 
.292802 
.292802 
.292802 
.292853 
.295397 
.305469 



* 

Seismic Deformation Analysis 
Final/Interim - Impacted Materials 

11- k> 
9.375000 48.799501 
9.400000 42.290665 
9.425000 28.024201 
9.450000 8.642365 
9.475000 -12.726814 
9.500000 -33.275875 
9.525000 - 50.283894 
9.550000 -61.479336 
9.575000 - 67.328299 
9.582527 - 67.997430 
9.582527 .oooooo 
9.874025 .oooooo 
9.875000 .131068 
9.875132 .124571 
9.875132 .oooooo 
9.900000 .oooooo 

12.885057 .oooooo 
12.900000 .338554 
12.901811 .087136 
12.901811 .oooooo 
12.925000 .oooooo 
14.510933 .oooooo 
14.525000 5.213974 
14.550000 7.759849 
14.575000 5.398833 
14.600000 1.090792 
14.625000 -4.282210 
14.650000 - 12.438074 
14.660376 - 17.757937 
14.660376 .oooooo 
15.684764 .oooooo 
15.700000 8.644821 
15.725000 16.681687 
15.750000 17.791868 
15.775000 13.116042 
15.800000 3.790957 
15.825000 - 9.542239 
15.850000 - 25.236438 
15.875000 -39.413323 
15.877213 -40.138820 
15.877213 .oooooo 

2.716988 
3.855615 
4.734551 
5.192883 
5.141828 
4.566794 
3.522297 
2.125256 

.515161 

.oooooo 

.oooooo 

.oooooo 

.000064 

.oooooo 

.oooooo 

.oooooo 

.oooooo 

.002530 

.oooooo 

.oooooo 

.oooooo 

.oooooo 

.036674 

.198846 

.363330 

.444450 

.404557 

.195554 

.oooooo 

.oooooo 

.oooooo 

.065857 

.382438 

.813358 
1.199707 
1.411044 
1.339.153 

.go4419 

.096297 

.oooooo 

.oooooo 

B ~ b W h k  
C I  fi  c h 4  ) 

.326338 

.358817 

.401384 

.450637 

.501935 

.550135 

.590292 

.618315 

.631429 

.632202 

.632202 
,632202 
.632202 
.632202 
.632202 
.632168 
.632168 
.632173 
.632175 
.632175 
.632070 
.632070 
.632138 
.633245 
.636060 
.640124 
.644412 
.647533 
.648030 
.648030 
.648030 
.648162 
.650203 
.656065 
.666068 
.679107 
.692915 
.704278 
.709494 
.709539 
.709539 



FERMCO - OSDF 
Sei smi c Deformation Analysis 
FinaVInterim Impacted Materials 

TAL (f) 
16.036695 
16.050000 
16.075000 
16.100000 
16.125000 
16.150000 
16.175000 
16.200000 
16.225000 
16.250000 
16.275000 
16.300000 
16.325000 
16.350000 
16.375000 
16.400000 
16.425000 
16.426026 
16.426026 
18.649608 
18.650000 
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GE 3900-9.1 1 e Seismic FERMCo Deformation - OSDF Analysis 
Calculate theta equivalent to yield acceleration for input to  YSLIP-C. M. Gleason 

20-Oct-95 
Case 1 - Critical Interface on  Final Cover tan+ - tan8 

interface phi = 15 degrees 0.261 799 radians 

a-yield = 0.12 g ‘ 

theta (radians) a-yield 
10 0.1 74533 0.087489 
9 0.15708 0.105104 
8 0.139626 0.122785 

8.2 0.143117 0.119243 
8.15 0.142244 0.120128 theta 

Case 2 Interim/Final Impacted Materials 
(Failure Surface Along the Liner System) 

Interface phi = 6 degrees 0.10472 radians 
a-yield = 0.065 g 

@ theta (radians) a-yield 
10 0.1 74533 -0.06993 
8 0.139626 -0.03492 
4 0.069813 0.034921 
3 0.05236 0.052408 

2.5 0.043633 0.061 163 
2.2 0.038397 0.06642 

2.25 0.03927 0.065543 
2.28 0.039794 0.06501 8 theta 

Case 3 Foundation 
(Failure Surface Within Subsurface Till) 

phi = 25 degrees 0.436332 radians 
a-yield = 0.10 g 

theta (radians a-y iel d 
10 0.174533 0.284704 
15 0.261 799 0.1 92925 
20 0.349066 0.098567 
19 0.331613 0.11772 

19.5 0.340339 0.1081 63 
19.8 0.345575 0.10241 theta 

Page 1 
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8.827324 8.827944 8.825682 8.828177 8.811833 8.881118-8.888758-8.818WB 

-%.865978-8.869618-B.869286-B.867858-8.8C3128-8.858538-8.852388-8.046828 
-8.848618-8.836558-8.832196-B.838838-8.828W8-8.829188-8.831868-8.835828 
-8.848196-B.~856-B.846868-8.61585~.845856-B.839678-8.836326-B.838138 
-8.824588-8.~17928-8.811738-8.884838 8.88281C 8.811825 8.822393 8.832514 
8.841764 8.847638 8.852188 8.854674 8.854587 8.85lWB 8.845523 8.839388 
8.833969 8.829517 8.826167 8.824296 8.824216 8.825588 8.827299 8.829858 
8.838537 8.831714 8.832668 8.833539 8.834324 8.834896 8.835169 13.035385 
8.836188 8.837471 8.839066 8.048599 8.842539 0.615215 8.847840 8.848851 
8.845922 8.841356 8.832296 8.828812 8.888481-8.883588-8.813628-8.828768 
-8.824918-8.823248-8.8l9328-8.813618-8.887388-8.881458 0.882675 8.884851 
8.882659-8.888788-8.885298-8.818338-8.81~78-8.816768-8.816878-8.812378 
-8.886540-8.888168 8.885829 8.818544 8.812668 8.811357 8.886813 8.888865 
-8.887448-8.814658-8.821158-8.826438-8.829858-8.838868-8.828518-8.8258C8 
-8.822968-8.828858-8.817818-8.813838-8.818778-8.888268-8.886278-8.884458 
-8.882480-8.8B8368 8.881757 8.883492 8.894445 8.804443 8.803549 8.882231 
8.888978-8.888376-B.882158-8.884288-8.885878-8.886668-8.886988-8.887228 
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-%.88S858-8.884778-8.883838-8.882338-8.888668 8.881111 8.883235 8.885357' L\ 
8.887889 B . B B 8 W  8.811238 8.812575 8.813878 8.812888 8.889911 B.BB6645 
8.882858-8.884898-8.811868-8.817888-8.828878-8.822248-8.821438-8.818498 
-8.813358-8.886538 8.888684 8.886855 8.818972 8.812627 8.811846 8.888878 
8.88423C-8.881218-8.886618-8.811538-8.815818-8.819148-8.828778-8.828328 
-8.818358-8.8lW8-8.811588-8.886818-8.882138 8.881398 0.882946 8.882634 
8.88891c-8.882898-8.88c158-8.818518-8.81~8.81c878-8.815578-8.813288 
-8.888488-8.881228 8.887251 8.815584 8.822277 8.826526 8.827454 8.824799 

8.818889 8.818893 8.882581-8.885238-8.812268-8.818698-8.824088-8.827788 
-8.829648-8.838278-8.838468-8.838838-8.828168-8.824818-8.828728-8.816478 
-8.812378-8.888798-8.886118-8.884588-8.883838-8.883568-8.883358-8.883178 
-0.B82688-8.881378 8.888615 8.882414 8.883337 8.883533 0.883578 8.883482 
8.882827 8.881738 8.881157 8.881578 8.802489 8.883268 8.884873 8.885676 
8.888315 8.811495 8.814676 8.817869 8.821139 8.824195 8.826563 8.827958 
8.828658 8.829281 8.838183 8.038996 0.831677 8.831868 8.831518 8.838783 
8.829647 8.028815 8.825981 8.823844 8.021896 8.828195 8.018808 8.817941 
8.817887 8.818197 8.818693 8.819213 8.819688 8.821814 8.821868 8.822883 
8.828677 8.818888 B.Bl6661 8.812155 8.888816 8.883886-8.888728-8.884388 
-8.886888-8.887788-8.887498-8.886498-8.885398-8.804668-8.884628-8.885498 
-8.887878-8.888828-8.818568-8.812368-8.814868-8.815578-8.817188-8.819388 
-8.822388-8.826388-8.838898-8.835858-8.837648-8.838M8-8.836328-8.832958 
-8.828418-8.823118-8.817858-8.813978-8.812688-8.814368-8.818288-8.822978 
-8.827778-8.831938-8.834598-8.834728-8.831758-8.826128-8.819168-8.812128 
-8.885588 8.888248 8.884858 8.887774 8.889211 8.889638 8.889338 8.888349 
8.886732 8.884768 8.882757 8.888976-8.888318-8.888628 8.888397 8.882499 
8.884998 8.887358 8.889658 8.812855 8.814396 8.816482 8.818281 8.819885 
8.821384 8.822382 8.822596 8.822861 8.828597 8.818149 8.814982 8.811438 
8.888155 8.886470 8.886841 8.886114 8.886648 0.88716B 0.887853 8.887292 
8.885241 8.881989-8.881458-8.804588-8.887868-8.888858-8.889388-8.888448 

8.882267 8.883434 8.885478 8.887879 8.889766 8.810579 8.818269 8.888839 
8.886822 8.881612-8.883958-8.889728-8.815838-8.819688-8.823888-8.824568 
-8.823898-8.821378-8.817858-8.814268-8.811168-8.888798-8.887338-8.886868 
-8.8869~8.886838-8.886498-8.885838-8.882788-8.888358 8.881956 8.083663 
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0.884549 8.8tH537 8.0838BZ 8.002822 8.882813 8.881483 8.881113 8.888048 
8.888822 8.881139 8.881587 8.881940 8.882259 8.082861 8.883939 8.885312 
8.886655 8.887868 8.888988 8.889921 8.818384 8.818142 8.889389 8.888198 
8.887837 8.886871 8.885628 8.885854 8.886634 8.087742 8.889185 8.818788 
8.812134 8.812513 8.811265 8.888628 8.885182 8.882261-8.888778-8.883368 
-8.885328-8.886178-8.885638-8.883928-8.881668 8.888267 8.881371 8.881868 
8.882114 8.882235 8.882073 0.881607 8.881859 8.888683 8.888123-8.888758 
-8.882168-8.883888-8.885688-8.887148-8.888338-8.888898-8.888618-8.887468 
-8.885638-8.883528-8.881628-8.888398-8.888148-8.888838-8.882128-8.883478 
-8.884428-8.884778-8.884488-8.883648-8.882398-8.888878 8.888677 8.881872 
8.882462 8.882543 8.882333 8.881863 8.881112 8.888231-8.888618-8.881278 
-8.881638-8.881478-8.888528 8.881293 8.883747 8.886548 8.889559 8.812591 
8.815297 8.817298 8.818354 8.818562 8.8lB861 8.81684Y 8.814989 8.812885 
8.018963 8.889358 8.888022 8.886971 8.885998 8.884659 8.882602 8.888283 
-8.882818-8.884748-8.887318-8.888178-8.888598-8.887728-8.885128-8.883368 
-8.888458 8.881982 ~.883426 8.804689 8.884983 8.883988 8.882812 8.888368 
-8.882788-8.885348-8.888618-8.818988-8.812568-8.813438-8.813798-8.813768 
-8.813348-8.812688-8.812898-8.811718-8.811488-8.811418-8.811528-8.811778 
-8.811198-8.811958-8.811328-8.889918-8.887748-8.884938-8.881758 8.881389 
8.883878 8.885844 0.887116 8.807615 8.88744S B.886818 B.BBS9Y7 8.885275 

8.804679 8.883549 8.881792-8.888288-8.882198-8.883688-8.8M358-8.884358 
-8.883688-8.882398-8.888618 8.081389 8.882988 8.884191 B.BBQC34 8.883983 
8.882148-8.888678-8.8~18-8.887468-8.818588-8.813848-8.814C78-0.8lW8 
-8.815178-8.013148-8.812898-8.818138-8.8882c8-8.88c518-8.0848c8-8.883518 
-8.882718-8.882538-8.882788-8.882178-8.88~8-8.8835Y8-8.883288-0.883138 
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8.984257 8.883768 8.880556 8.803821 8.804623 8.885747 0.886981 8.087831 

-8.883558-8.884378-8.884218-8.883488-8.882548-8.881488-8.888288 8.888647 
8.881132 0.888996 8.888238-8.888918-8.882118-8.883868-8.883C88-8.883668 
-8.883228-8.882228-8.888698 8.881282 8.883133 8.884678 8.885511 8.885686 
8.885133 8.084171 8.882829 8.881421 8.888388-8.888428-8.8888C8-8.881178 
-8.881348-8.881218-8.888638 8.888028 8.881543 8.883881 0.884413 8.886829 
8.887221 8.887975 8.88824l 8.888579 8.888875 8.889468 8.818434 8.811784 
8.813286 8.814463 8.815239 8.815361 8.814823 0.813616 8.8118C8 8.889845 
8.887983 B.BBC186 8.884783 8.883436 8.882299 8.881189 8.888887-8.888988 
-8.881168-8.882698-8.883888-8.883878-8.882558-8.881448 8.888229 8.882197 
8.881821 8.885288 8.885752 8.885343 8.804lKC 8.882447 8.888436-8.881688 
-8.88U38-8.884988-8.885868-8.886228-8.88C888-8.885C28-8.884938-8.884128 
-8.883r188-8.883848-8.8831C8-8.883788-8.8~38-8.885518-8.88C438-8.887838 
-8.887188-8.886988-8.88C568-8.885968-8.885258-8.884578-8.883978-8.883478 

-8.885918-8.88C818-8.887288-8.887328-8.887118-8.886778-8.886388-8.8856C8 

-8.880440 8.88839C 8.881428 8.882655 8.883448 8.084641 8.885315 8.885894 
8.88C813 8.885548 8.804471 8.882174 8.881333-8.888158-8.881288-8.881C88 
-8.881~8.888778 8.888467 8.881871 8.883148 8.884151 8.884838 8.885117 
8.884987 B.BM561 8.894849 8.883554 8.883894 8.882C9C 0.88244S 8.882375 
8.882448 8.882537 8.882523 0.882341 8.882838 8.881C13 8.881185 8.8BOSLL 
8.88887C-8.888318-8.888538-8.888618-8.8886C8-8.888758-8.888868-8.888938 
-8.881888-8.881178-8.881478-8.881948-8.882618-8.883448-8.884278-8.884188 
-8.885518-8.885988-8.886248-8.886578-8.886898-8.887248-8.887618-8.887898 
-8.887888-8.887438-8.886598-8.085588-8.884288-8.883138-8.882238-8.8816C8 
-8.881U8-8.881398-8.881418-8.881~8.88llZ8-8.88873B-8.888188 0.880467 
8.881132 8.881711 0.882183 8.882234 8.881795 0.081869 B.BBl516 8.888957 
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-8.888338-8.888348-8.888118-9.888168-8.888238-8.888328-8.88843B-B.888558 
-8.888~88-8.8888L8-8.881838-8.881218-8.881368-8.881+88-8.881~8.881538 
-8.88i498-8.881438-8.88136B-B.88126B-B.881138-B.881828-8.888988-8.881858 
-8.881238-8.881498-8.80185B-B.882338-8.882Y88-8.883518-8.884868-8.881448 

.888698-8~881218-8.882848-8.882968-9.883778-9.8~8-8.8~98-9.884978 e 1.88451~8.883588-B.882158-8.888888 8.888191 8.888468-B.888328-8.882238 
-8.884848-8.887468-8.889588-9.818538-8.8lB44o-B.889368-8.887~8-8.884868 
-8.881958 8.888748 8.883128 8.885222 8.887681 8.888518 8.889868 8.818156 
8.811235 8.812369 8.813551 8.814537 8.815812 8.81+833 8.814161 8.813116 
8.811768 8.818342 8.889234 8.888825 8.889387 8.810366 8.811339 8.811797 
8.811259 8.889199 8.885828 8.881716-8.882728-8.887248-8.811788-8.816348 
-8.828488-8.823648-8.825688-8.826218-8.825258-8.822688-8.819878-8.815538 
-8.813868-8.811868-8.811638-8.812828-8.8121~8.811148-8.889838-8.88688~ 
-8.882948-8.888338 0.888366-8.8816~8.886128-8.813188-8.828738-8.828288 
-8.834568-8.837958-8.837368-9.832158-8.821988-8.887188 8.818887 8.828743 
0.842949 8.852392 8.858412 8.86157? 8.861826 8.856768 8.851113 8.847259 
8.846768 8.848777 8.851652 8.854767 8.858333 8.861752 8.863278 8.861474 
8.855751 B.WS9B8 8.832747 8.817539 8.881129-8.814838-8.827298-8.834338 
-8.836568-8.835388-8.831788-8.82L7~8.819318-8.811~8-8.887218-8.8~6228 
-8.888378-8.813818-8.818748-8.823578-8.826778-8.828778-8.838528-8.832558 
-8.833868-8.833578-8.832518-8.83293B-B.836118-8.848~8.843558-8.843968 
-8.841918-8.837798-8.832828-8.82552B-B.819788-8.815518-8.812548-8.889158 
-8.883518 8.886214 8.82128Z 8.WW 8.863658 0.883625 8.096932 8.188529 

8.892683 8.873156 8.845843 8.814583-8.811618-8.829948-8.841178-8.846538 
-8.845718-8.838918-8.828738-8.819298-8.813248-8.818138-8.888718-8.888838 
-8.818998-8.814868-8.819188-8.822678-8.82~68-8.823~8-8.817678-8.888128 
8.882491 8.812433 8.821633 8.828973 8.831526 8.827481 8.816222-8.881688 
-8.823968-8.847788-8.869838-8.887298-8.897698-8.899428-8.898948-8.871828 

8.887821 8.877946 0.864089 8.846241 8.826002 8.887611-8.813188-8.833678 
-8.851948-8.865398-8.873398-8.876928-8.877248-8.874498-8.868868-8.861978 
-8.854878-8.842788-8.826228-8.886298 8.813884 8.831488 8.846468 8.859887 

8.866585 8.866544 8.859563 8.848849 8.838822 8.829822 8.821439 8.815199 
8.811862 8.812185 8.815372 8.821738 8.831477 8.843386 8.855128 0.864116 
8.868399 8.867317 8.068159 8.846547 8.828455 8.818898-8.883938-8.818788 
-0.889918-8.883148 8.887792 8.828815 8.832847 8.848363 8.848276 8.831581 

. 8.816516-8.888168-8.814838-8.822938-8.827288-8.828988-8.829648-8.838878 
-8.838558-8.831288-8.831748-8.831568-8.829498-8.824138-8.815998-8.887528 
-8.888888 8.882915 8.883169-8.888198-8.886228-8.815838-8.828868-8.845238 
-8.863118-8.879598-8.889178-8.893988-8.898888-8.882288-8.866368-8.846718 
-8.827888-8.812848-8.881978 8.882271 8.888682-8.085848-8.811788-8.816788 
-8.818488-8.815258-8.818828-8.882598 8.807658 8.818171 8.827434 8.833877 
8.835751 8.832378 8.824894 8.811431-8.884558-8.828678-8.832358-8.835388 
-8.826840-8.887858 8.017967 8.846743 8.874688 8.897251 8.111849 8.114294 
8.187675 8.893167 8.873457 8.851726 8.838829 8.813533 8.882148-8.883888 

8.849847 8.855759 8.861386 8.864882 8.863558 8.855695 8.841148 8.823563 
8.885983-8.812128-8.832628-8.854718-8.874818-8.889558-8.897398-8.898288 
-8.893458-8.884838-8.878888-8.855878-8.841728-8.831258-8.826238-8.825888 
-8.826198-8.823188-8.815458-8.885168 8.884778 8.813227 8.82B813 8.824284 
8.824787 8.821327 8.815116 8.888659 8.884787 8.883855 8.8843B3 8.888117 
8.811178 8.818747 8.886861-8.881988-8.812278-8.823968-8.834738-8.841818 

-8.841728-8.831778-8.813570 8.887645 8.827866 8.841831 8.858966 8.854858 
8.854044 8.849578 8.843871 8.839358 8.836588 8.835463 8.837564 8.042161 
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-8.833828-8.832848-8.824798-8.812278 8.884945 8.824961 8.843483 0.855588 
8.858959 8.853922 8.841454 8.822364-8.881798-8.827278-8.849298-8.864828 
-8.873588-8.876288-8.873828-8.863668-8.858148-8.835588-8.821688-8.889828 
8.881652 8.889738 8.814487 8.813762 8.886663-8.885548-8.819938-8.833588 
-8.844588-8.852248-8.857868-8.862448-8.866838-8.868128-8.868198-8.865628 
-8.868328-8.855848-8.847658-8.838418-8.825718-8.811898 8.883359 8.816723 
8.838879 8.844528 8.856950 8.864437 0.865813 8.861484 8.858483 8.851658 
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8.846922 8.841356 8.832296 8.828812 8.888481-8.883588-8.813628-8.828768 

8.882L59-8.888788-8.885298-8.818338-8.814578-8.816768-8.816878-8.812378 
-0.886548-8.BBB168 8.885829 8.818544 8.812660 8.811357 8.886813 8.888865 
-8.887448-8.81~58-8.821158-8.826438-8.829858-8.838868-8.828518-8.825868 
-8.822968-8.828858-8.8178lB-B.813838-8.818778-8.888268-8.886278-8.884428 
-0.882488-8.88836B 8.881757 8.883492 8.804445 0.804443 8.883549 8.882231 
8.888978-8.888378-8.882158-8.804288-8.885878-8.886668-8.886988-8.887228 
-8.887598-8.887368-8.886438-8.885498-8.884998-8.884788-8.884758-8.884928 

8.087089 8.088512 8.811238 8.812575 8.813878 8.81288B 8.889911 8.886645 
8.882858-8.884898-8.811868-8.817888-8.828878-8.822248-8.821438-8.818498 
-8.813350-8.886538 8.888684 8.886855 8.818972 8.812627 8.811846 8.888B78 
8.884236-8.881218-8.886618-8.811538-8.815818-8.819148-8.828778-8.828328 
-8.818358-8.815418-8.811588-8.886818-8.882138 8.8813Y8 8.882946 8.882634 
8.888916-8.882898-8.886158-8.818518-8.8148-8.816878-8.815578-8.813208 
-8.888488-8.881228 8.887251 0.015504 8.822277 8.826526 8.827454 8.824799 
8.818889 8.818893 8.882581-8.885238-8.812268-8.818698-8.824888-8.827788 
-8.829648-8.838278-8.838468-8.838838-8.828168-8.824818-8.828728-8.816478 
-8.812378-8.888798-8.886118-8.884588-8.883838-8.883568-8.883358-8.883178 . 
-0.BB26B8-8.881378 8.888615 8.882414.8.803337 8.801533 8.883578 0.803482 
8.882827 8.881738 8.881157 8.881578 8.882489 8.883268 8.884873 0.885676 
8.888315 8.811495 8.814676 8.817069 8.821139 8.824195 8.826563 8.827958 
8.828658 8.829281 8.838183 8.838996 8.831677 8.831868 8.831518 8.838783 
8.829647 8.828B16 0.825981 8.823844 8.821896 8.828195 8.818808 8.817941 
8.817887 8.818197 B.BlBC93 8.819213 8.819688 8.821814 0.821860 8.822883 
8.828677 8.818888 8.816661 8.012155 8.888816 8.883886-8.888728-8.884388 
-8.886888-8.887788-8.887498-8.886498-8.885398-8.884668-8.884628-8.885498 
-8.887878-8.888828-8.818568-8.812368-8.814868-8.815578-8.817188-8.819388 
-8.822388-8.826388-8.838898-8.835858-8.837648-8.838848-8.836328-8.832950 
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-8.886948-8.886838-8.886498-8.885838-8.882788-8.888358 8.881956 8.883663 

8.841764 8.847638 0.8~~188 8.854674 8.0~4~87 8 . ~ ~ 1 2 1 ~  8.m55zi 8.839388 

-8.8248is8.82~2~8.8i98~~8-8.8i3ci8-8.887388-8.8814~8 B.BBZL~S e.ames1 

- B . B B ~ B I ~ - B . ~ ~ ~ ~ ~ - ~ . B B ~ B ~ ~ - B . B B ~ ~ ~ ~ - B . B B B ~ K B  8.881191 0.88323s 8.885357 

8.885241 ~.~~i989-8.88i4~8-8.8mse8-8.887868-8.8888~8-8.88~~88-8.888~8 

,- F~I.: ~ n 2 . 1 ~  Paw. 4 7 

8 . 8 ~ 4 ~ 0  8.884537 ~ . e 8 3 8 8 ~  0.082822 8.882813 8.881483 8.88iiii 0.1188848 
8.888822 8.881139 8.881587 8.881948 8.882259 8.882861 8.883939 8.885312 
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-8.882788-8.885348-8.888618-8.818988-8.812568-8.813438-8.813798-8.813768 
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8.888388-8.888428-8.888868-8.881178 
8.881543 8.883881 0.804413 8.886829 
0.888875 8.889468 8.818434 8.011784 
8.814823 8.813616 8.B11868 8.889845 
8.882299 8.881189 8.888887-8.888988 



- F i l a :  LIG!.IW P W .  5 - 
8.888815 8.807619 8.886883 0.881064 0.8WW8 8.883788 8.882918 8.882531 
0.882S83 0.882998 8.883673 0 . 0 D w 7  8.885811 8.005335 0.885382 8.881187 

8.888194 8.088514 8.888961 8.881696 8.882159 8.8824S9 8.882340 8.881701 
8.888922-8.88813S8.88138S8.88248S8.88359B-8.8~3S8.88S16S8.88~8 

-8.88S32S8.884848-8.8841SB-B.88337B-B.88268~.88191~8.8814cS8.8813S8 
-8.88161B-B.802lKB-0.88278S0.88336B-B.88383S0.8~7S8.88438B-8~8~8 
-8.884328-8.8841SS8.883999-8.88391B-B.88391~8.88393~8.8838~.883S38 
- 8 . 8 8 2 9 9 S 8 . 8 8 2 3 8 S 8 . 8 8 1 ~ . 8 8 8 8 9 ~ . 8 8 8 5 2 ~ . 8 8 8 Z Z 8  8.888893 8.888068 

8.888882-8.888811 8.888152 8.888198 8.88894l 8.881452 8.881974 8.882386 
3.882S66 8.8824B6 8.882191 8.881888 8.881488 0.801334 8.881117 8.881882 
8.882535 8.883529 8.881181 8.8BS618 8.806589 8.887283 8.087638 8.88770Y 

8.887353 8.886563 8 . 8 8 W 9  8.883998 8.882314 8.808S16-8.88118S8.882S98 
- 8 . 8 8 3 5 9 S 8 . 8 ~ 9 S 8 . 8 8 . 8 ~ 7 B - B . 0 B I u B - B . 8 B + Q B S 8 . 8 8 4 3 8 S 8 . 8 B u 1 8  
-8.88416B-8.88386B-B.88336B-8.88261~8.8810SB-B.8811~8.88873~8.888598 
-8.088688-8.888918-8.88137S8.88198B-B.882448-0.882888-8.883248-8.883S28 
-8.88376S8.88397S8.08412S8.8~8S8.8BQuB-B.88417B-B.884aSB-8.083848 
-8.88312S8.88271S8.80222S8.88163S8.08183S8.888388 8.888194 8.808737 

8.888886 8.881698 8.881442 8.881839 8.881338 8.881833 8 . 8 8 1 W  8.881699 

8.881767 B.Bou47 8.883376 0.882518 8.8816S6 0.880886 8.088389 8.888884 

F 

4 4 / q  P 

Q 

a 

' 



7 F11e: LYR2.IW P10. 
15. 8.15 18888. 18888. 8 .  
8. 1 1 
2848 255 16328 8.025 1 VS' ?- c ''a GNm 
8.888115 0.888864 8.888112 8.880859 8.880187 0.888856 8.888184 8.888851 

8.888~-8.888827-8.888883-8.888893-8.888118-8.888278-8.888~8.888sBB 
-8.888648-8.888848-8.888958-8.88ll38-8.881348-8.881598-8.881678-8.881748 
-8.881588-8.88139gB.881878-8.88l8f8-8.881878-8.881168-8.888338-8.888738 

-8.885218-8.885298-8.884718-8.883728-8.882258-8.888868 8.888235 8 . 8 B B W  

~.804468-8.884838-8.883868-8.881878 8.881656 8.883651 8.883968 8.882888 
8.88188B-8.887898-8.813849-8.816748-8.815888-8.818638-8.885688-8.881388 
8.888891 0.081635 8.883827 8.887155 8.889133 8.818229 8.812224 8.812275 
8.818888 8.011832 8.012792 8.814867 0.817211 8.818532 8.817867 8.814144 
8.089488 8.887291 8.887288 8.886741 8.086976 8.888251 8.818339 8.812837 
8.814627 8.813184 8.889888 8.882968-8.886858-8.814178-8.817868-8.817868 
-8.819578-8.823158-8.828638-8.833828-8.832488-8.827878-8.828618-8.812398 

8.882139 8.888659 8.888811 8.885859 8.88198e8.886868-8.819818-8.83~8 
-8.042588-8.844218-8.8448228-8.841258-8.828628-8.818918 8.883155 8.833483 
8.868912 8.883248 8.888- 8.872619 8.853171 8.848456 8.853299 8.851488 
8.841928 8.836293 8.841288 0.852512 8.863128 8.868248 8.867637 8.8645B3 
8.868480 8.858725 8.835221 8.816933-8.885288-8.828858-8.843718-8.854988 
-8.861438-8.852968-8.831488-8.816149-8.813188-8.814818-8.812538-8.883738 

-8.816578-8.825678-8.841278-8.848158-8.848338-8.828728-8.827288-8.841618 
-8.857878-8.856388-8.841818-8.822568-8.881888 8.888869 8.8869Bl-B.BBC598 
-8.818588-0.816148 8.883131 8.833317 0.869837 8.184136 8.129691 8.137677 
0.124811 8.893816 8.853224 8.886875-8.940948-8.878588-8.889498-8.868938 
-8.838288-8.824828-8.826638-8.826468-8.814478-8.888788 8.884168-8.888638 
-8.888898-8.814988-8.822478-8.828828-8.831888-8.828358-8.824638-8.828338 

-8.817718-8.847558-8.882458-8.116858-8.123558-8.123328-8.186138-8.882668 
-8.852988-8.813468 0.832757 8.077259 8.188475 8.317853 8.114115 8.104231 
8.889824 8.874987 0.863691 8.858549 8.033525 8.887557-8.825628-8.851528 

-8.864358-8.877278-8.892468-8.895788-8.883849-8.878948-8.864268-8.859388 
-8.858738-8.839598-8.832718-8.822928 8.888165 8.852464 8.882328 8.889531 
8.888787 8.878848 8.868821 8.862141 8.841867 8.819861 8.884131 8.888512 
8.887424 8.813851 8.813363 8.817723 8.826339 8.834181 8.848157 8.872816 
8.893328 8.894832 8.877773 8.852352 8.825589-8.880428-8.826168-8.042638 

8.831173 8.882181-8.833718-8.862888-8.866828-8.84787S8.819498-8.883248 
-8.889458-8.831828-8.851198-8.856238-8.845698-8.826318-8.883528-8.888818 
8.886867 8.811787 8.818813 8.882592-8.883438-8.812118-8.827788-0.841618 

-8.853978-8.888158-8.llQs88-8.138848-8.118798-8.892668-8.864518-8.836358 
-0.811230 8.886437 8.817544 8.822331 8.819656 8.886299-8.889418-8.825418 

8.044371 8.846299 8.044536 8.828515 8.881373-8.825338-8.847438-8.864588 
-8.865788-0.839718 8.887368 8.862464 8.111168 8.137277 8.142648 0.137328 
8.123885 8.188735 0.873864 8.046547 8.828275-8.886898-8.823558-8.828238 
-8.822818-8.886978 8.889416 8.889688-8.888888 8.883661 8.823653 8.843235 
8.858933 8.872464 8.874483 8.868824 8.850376 8.856163 8.068331 8.843387 
8.886717-8.835188-8.865878-8.871838-8.878128-8.887788-8.115528-8.138778 
-8.125148-8.183868-8.869568-8.836288-8.818858-8.813458-8.812948-8.814858 
-8.828978-8.831668-8.83773S8.826748 8.883448 8.837944 8.854792 B.BIC056 
8.827827 8.815467 8.889523 8.886883 8.883485 8.888536-8.884868-8.884778 
8.885611 8.828624 8.838784 8.824397-8.882l98-8.834528-8.~55118-8.862188 
-8.868368-8.848748-8.828758-8.888958 8.848811 8.873883 8.892992 8.879733 
8.857349 8.837643 8.828253 8.828752 8.833285 8.837627 8.848135 8.836891 

- Film: LYR2.IW Pas. 
1.801939 8.841243 8.859472 8.855587 8.822973-8.816378-8.8486?8-8.846638 
8.846378-8.846288-8.848948-8.823848 8.881381 8.821389 8.044875 8.873267 
8.894488 8.898557 8.859699 8.818843-8.817388-8.845768-8.867528-8.886488 
-8.898818-8.837258-8.884188-8.868638-8.854858-8.838438-8.813168 0.087731 
8.813387 8.814635 8.018685 8.828224 8.817187 8.811885-8.8~38-8.839158 
-8.872768-8.884758-8.876798-8.868838-8.847838-8.847888-8.864248-8.883878 
-8.885948-8.868118-8.048148-8.814258-8.886268-8.812498-8.888818 8.813837 
8.838424 8.857192 8.873239 8.882539 8.882147 8.878581 8.863963 8.837235 
8.826771 8.834381 8.831861 8.818651-8.812938-8.835958-8.857778-8.871298 
-8.873888-8.875388-8.877638-8.863788-8.851528-8.828948 8.881629 8.834139 
8.854467 8.864547 8.861835 8.838688-8.813218-8.834568-8.824988-8.881788 
8.828691 8.044157 8.869768 8.884248 8.879136 8.864099 8.043723 8.818408 
-8.827498-8.853448-8.861888-8.858118-8.846678-8.832318-8.813428-8.887658 

8.885899 0.828992 8.838968 8.833883 8.836165 8.042137 8.838189 8.818931 
-8.825348-8.848598-8.857738-8.863388-8.878858-8.875718-8.873588-8.855788 
-8.810898 8.824312 8.855547 8.868819 8.872115 8.874685 8.079416 8.884296 
8.888299 8.868723 8.833483 8.831792 8.838583 8.816536-8.814338-8.849578 

-8.813348-8.823828-8.837358-8.851828-8.856149-8.851378-8.841518-8.838478 
-8.823588-8.818338-8.812348-8.812478-8.819998-8.829268-8.832388-8.824778 
-8.813488-8.885598-8.882788-8.882878-8.888118 8.884147 8.882480-8.884848 
-8.882238 8.817115 0.045368 8.878243 8.898771 8.187467 8.115771 8.181368 
8.873528 8.846616 8.838861 8.819283 8.886448-8.885488-8.884538 8.816224 
8.051824 8.882143 8.091891 8.888787 8.891640 8.895123 0.887171 8.071589 
8.853976 0.848563 8.044587 8.862125 8.06Y885 8.861128 8.858675 8.841240 
8.032384 8.835251 8.044824 8.835685 8.888888-8.8223Y8-8.843538-8.8~68 
-8.853890-0.042838-8.827538-8.884578 8.8327Y7 8.86646Y 8.86Y568 8 . M 3 7  
8.8148648.883618-8.815678-8.838388-8.~28-0.851148-8.848738-8.~340 
-8.835048-8.812618 8.822939 8.859541 8.888528 8.885757 8.878263 8.83894) 

8.885267-8.82l418-8.848128-8.857288-8.877638-8.896238-8.182658-8.894788 
-8.885148-8.885638-8.887868-8.869178-8.833588-8.884628 8.888453 8.812312 

-8.892398-8.873548-8.864288-8.858738-8.847368-8.832798-8.822798-8.817348 
-8.813558-8.814678-8.822838-8.838948-8.851598-8.846938-8.831588-8.821138 
-8.818488-8.819138-8.816888-8.883288-8.886Y98-8.8l3878-8.815318-8.818748 
-8.826998-8.827498-8.817318-8.883258 8.887488 8.888Y25 8.8892Y3 8.822Y12 
8.848789 8.871963 8.885419 8.898325 8.088413 8.873379 8.874176 8.875981 
8.878835 B.BKBB69 8.852285 8.044376 8.044568 8.044368 8.837547 8.822835 
8.888888-8.821858-8.Bu'IL%-8.85798~8.861118-8.851658-8.833Y28-8.81Qs28 
8.883184 8.824277 8.858197 8.874771 8.895853 8.189856 8.187837 8.8Y1283 
8.871565 8.850965 8.828987 8.888948-8.885888-8.883408-8.816428-8.838Y68 

-8.843768-8.858738-8.852558-8.852358-8.851838-8.WS338-8.836288-8.829160 
-8.826~8.838318-8.848168-8.847418-8.8487~8.821368 8.882125 8.828365 
8.826187 8.813576 8.883995-8.811718-8.817378-8.828348-8.8288Y8-8.839798 
-8.848218-8.847398-8.044658-8.846988-8.853828-8.864818-8.874478-8.876388 
-8.873528-8.871578-8.864228-8.846598-8.826668-8.816268-8.816388-8.816658 
-8.818868-8.888758 8.814755 8.833371 8.846632 8.044383 8.83246Y 8.824483 
8.825189 8.829224 8.834389 8.042829 8.849133 8.043832 8.825747 8.887411 

8.818565 8.847256 8.858288 8.859928 8.852112 8.837264 8.823589 8.012917 
~.881155-8.886798-8.884188 8.883779 8.818555 8.816733 8.823936 8.833851 
.E49387 8.864165 8.862456 8.044888 8.81758e8.887978-8.825728-8.836478 

6.844458-8.851678-8.855758-8.858148-8.829158 8.88873Y 8.028571 8.049888 
8.865488 8.873688 8.876283 8.877725 8.878392 8.W6904 8.815741-8.818898 

-8.881688-8.887738-8.815148-8.827868-8.841498-8.847718-8.~8-8.829778 
-8.829788-8.834368-8.827588-8.887718 8.814899 8.828863 8.829859 8,818155 
8.888336 0.885696 8.889477 8.818365 8.883853-8.886698-8.889238-8.806358 
-8.884818-8.882788-8~882688-8.888598-8.824218-8.846898-8.866788-8.883568 
-8.897598-8.185268-8.182638-8.832188-8.876738-8.859558-8.843268-8.828188 

B . B B B B ~ ~  8.888843 ~ . n ~ e ~ g i  o.eee835 B.BBBBBB 8.888824 B.BBBBL~ e.eeoees 

- 8 . 8 8 8 6 ~ 8 - 8 . 8 8 i 8 i 8 - 8 . ~ ~ 1 ~ ~ 8 - ~ . ~ ~ ~ ~ ~ 8 - ~ . ~ ~ ~ ~ ~ 8 - ~ . ~ ~ ~ ~ 8 - ~ . ~ ~ 3 8 - ~ . ~ m 7 ~ ~  

3.888499 ~ . 8 8 8 i ~ 8 - 8 . ~ ~ ~ 7 3 8 - 8 . ~ ~ ~ 6 3 8 - 8 . ~ m ~ ~ 8 - 8 . ~ ~ ~ ~ ~ 8 - ~ . ~ ~ ~ ~ ~ 8 - ~ . ~ ~ ~ 3 ~ ~  0 
-8.8m868-8.88i~8-8.8847~~-~.8i2278-8.8i7~8.817638--8.814618--8.888~88 

8.884~64 ~ . ~ ~ ~ i i s - ~ . ~ i ~ z ~ 8 - 8 . ~ ~ ~ ~ 3 8 - ~ . ~ ~ ~ 8 - ~ . ~ ~ ~ 3 ~ 8 - ~ . ~ ~ ~ 7 7 8 - ~ . ~ ~ ~ ~ ~ ~  

-e.ae6788 o.aiei84 e.mm9i ~1.8452~3 0.838797 8.835744 8.832229 e.eiza7 

-8.841898-e.8~43~8 8.084587 8.832448 8.849888 8.~54675 8.054935 8.848259 

-n.e~7348-8.83~~8-8.8i665~ 8.004283 e.az0443 8.028808 B . B W ~ ~  8.840520 

-8.~7i~38-8.868488-8.8~i4i8--8.843668-8.858i68-8.85s~6~-~.m85i8-8.8~i~78 

a.~ii.~e9 8.88738i-8.884388-8.82sis8-8.m8848-8.~7~~98-~.~~3~~8-8 18~418 

0.808835 8.002285 8.888952-8.884728-8.8~97~8-~.88~ii8--8.000370 ~ . ~ 1 3 6 0 ~  e 
- ~ . ~ z ~ z s 8 - ~ . ~ i 4 ~ 8 - e . ~ ~ ~ m 3  a.811336 e.ei7~27 8.819872 ~ . ~ 1 6 6 2 9  B.EB~SSO 

1 - -File: LYR2.IW pri oct  20. 1Y95 - Pas. 3 - 
-8.818918 9.887183 8.022773 0.837253 8.849693 8.856877 8.854829 8.043141 

8.821Y81-8.882188-8.823628-8.838~8-8.~38-8.940749-8.828438-8.813978 

8.882531 8.80267S 8.881656 8.882328 8.818517 8.828472 0.047864 8.856227 
8.864093 8.87Y2m 8.091653 8.88987S 8.87Y82l 0.869853 0.851128 8.847464 

8.881515-8.88BIC8-8.888968 8.883344 8.812Qc4 8.828339 8.824845 8.82W57 
8 . e a - a ~ ~  0.040773 0.e31176 0.81~413 8.8iia69 ~ . ~ ~ 6 7 3 9  8.8847~1 B . B S ~ I ~ ~  

8.826131 8.824981 8.824885 8.825976 B.B~@~BI ~.~m989-8.8158~.834298 
-8.~238-8.849428-8.045878-8.043T)8-8.046~gB.852358-8.857838-8.864858 
-8.873148-.877398-8.876~8-8.874428-8.869898-8.858~8.046298-8.839898 
-8.836588-8.833938-8.829288-8.825758-8.824158-8.822378-8.822518-8.828178 
-8.836858-8.046188-8.853378-8.854768-8.~7788-8.836538-0.82761~.822428 
-8.818838-8.814728-8.888538-8.881378 8.887312 8.817288 8.825885 8.8344c7 

0.833189 8.822651 8.813536 8.828109 8.821221 8.023949 8.828928 8.833227 
8.834783 8.833637 8.832912 8.832472 8.032511 8.834313 8.837285 8.838456 
8.836949 8.834171 8.833344 0.836829 8.042995 8.846552 8.846JQi 8.847807 

8.847867 8.8627e9 e.07~13 ~ . ~ ~ 7 8 8 8  8.058357 ~ . ~ s i g ~ s  8 . ~ 9 7 n  8 . ~ ~ ~ 2 9  

4 
8.81198Y 8.885Y49-8.885949-8.817378-8.823158-8.825238-8.8~228-8.828458 

o\ -8.823618-8.81566~8.811278-8.811238-8.811588-8. 889548-8.885858-0.881S40 
8.888931 m.eae784 8.881291 8.882573 8.8851~8 8.088288 e.889829 8.885984 
~ . ~ ~ ~ 3 7 i - ~ . ~ ~ ~ i ~ 8 - 8 . ~ ~ 7 ~ 7 8 - ~ . ~ ~ 8 - ~ . ~ ~ ~ 3 ~ 8 - ~ . ~ m 3 7 8 - ~ . ~ ~ ~ ~ 1 8 - ~ . ~ 1 1 ~ ~ ~  

-8.8888Y8-8.886218-8.886328-8.886668-8.884838-8.881249-8.882348-8.885378 
-8.885618-8.885188-8.886218-8.885388-8.888658 8.884816 8.886283 8.886312 
8.887848 0.889464 8.818741 8.883939 8.811917 8.817856 8.81Y341 8.818557 
-8.888888-8.886368-8.811948-8.819318-8.826828-8.832378-8.831328-8.823678 
-8.813818-8.804978 8.882693 8.818845 8.818716 8.821923 8.819747 8.013571 

8.884968-8.884898-8.811649-8.816998-8.81Y~8-8.828218-8.821488-8.823888 
-8.825288-9.821838-8.811868-8.882988 0.801168 8.885512 8.889981 8.818883 

8.88W1-8.881518-8.087288-8.811368-8.815718-8.828458-8.822149-8.818868 
-8.811938-8.883588 8.886213 8.018181 8.838987 8.838763 8.838925 8.833824 
8.824728 8.811381-8.882898-8.8147Y8-8.822388-8.824188-8.823868-8.825568 
-8.832688-8.838238-8.836798-8.838948-8.824858-8.823838-8.822898-8.817868 
-8.889818-8.884778-8.888538 8.882883 8.882667-8.881528-8.885148-8.885818 
-8.883498 8.888181 8.882512 0.884848 8.887291 8.889845 8.888379 8.883523 

8.888277 8.888848 0.814147 8.820989 8.825349 8.828445 0.838389 8.831464 
8.831269 8.838325 8.829125 8.028685 8.838789 8.834888 0.835672 8.834288 
8.838288 8.825728 8.823264 8.022144 8.828943 0.819195 8.017413 8.815936 
8.814!$49 8.813736 8.815672 8.819427 8.821856 8.828737 0.818989 8.819856 
8.828168 8.828827 8.8181Y2 8.813243 8.886288-8.888853-8.88W8-8.818348 
-8.813398-8.814898-8.812628-8.889928-8.886198-8.882658-8.881698-8.8sU68 
-8.887858-8.811388-8.815888-8.817718-8.816638-8.815848-8.817188-8.828338 
-8.821378-8.825818-8.83~8-8.836718-8.042608-8.847458-8.847368-8.839318 
-8.826778-8.816838-8.811658-8.889198-8.887488-8.887818-8.818258-8.818578 
-8.838888-8.833638-8.042518-8.848458-8.836148-8.829418-8.819128-0.886748 
8.804245 8.889823 8.818915 8.818952 8.812453 8.813451 8.811912 0.818197 
8.889429 8.887211 8.883432-8.888188-8.881749-8.8821~8.881868-8.888856 

8.823752 8.825387 0.825643 8.824141 8.821515 8.818368 8.815619 8.811968 
8.886832 8.881532-8.881878 8.888688 8.886243 8.811488 8.811944 8.888552 
8.886157 8.884836-8.881218-8.888688-0.812949-8.813898-8.811868-8.811288 
-8.883l38-0.884858 8.888117 8.883787 8.884347 8.883488 8.888869-8.881578 
-8.881488 8.881653 8.885171 8.087223 8.818899 8.014195 8.815829 8.812899 
8.886128 8.881179-8.883378-8.818888-8.818278-8.82~58-8.828878-8.829658 
-8.829218-8.826538-8.828818-8.811478-8.884638-8.881858-8.882488-8.885358 
-8.887688-8.88867S0.888498-8.886578-8.882678 8.881288 8.804296 8.886691 

0.908587 e.eezi68 ~.~84333 8.882683 8.088395 8.882~77 e.887981 8.em9~43 

8.084547 e.oi~~a3 8.815~88 ~.aisc37 8.815~67 0 . ~ 1 4 ~ ~ 8  8.817~55 8.821~177 

2 - -Fil.: LYR2.IW Pas. 4 -.-.1 

8.888675 8.888483 8.885848 8.883843 8.888744-8.881398-8.881168 0.881581 
8.883731 8.883184 0.881269 8.888739 8.882165 8.883237 8.883885 8.884899 
8.886875 8.889219 8.810968 8.811251 8.811144 8.811291 8.811355 8.889840 

8.812187 8.812269 8.813877 8.814192 8.889685 8.888635-8.887278-8.818748 

0.886661 8.882813-8.881698-8.881818 8.888112 8.881416 8.881525 8.088736 
-8.888968-8.883798-8.886338-8.883818-8.818928-8.818588-8.889858-8.889288 
-8.887288-8.804228-8.888528 0.882631 8.884525 8.883639 8.888893-8.884918 
-8.888628-8.889668-8.887458-8.883358 8.888293 8.881773 8.881875 8.881581 
8.882397 8.084133 8.884984 8.883437 8.881424 8.888821-8.881138-8.882558 
-8.882568-8.881438-8.888868-8.888458 8.881688 8.885859 8.811845 8.815165 
8.817835 8.819728 8.828968 8.828621 8.819224 8.816851 8.814627 8.812731 
8.889896 8.886245 8.804339 8.884541 8.805147 8.884715 8.804235 8.882691 
-8.882838-8.888588-8.812498-8.813398-8.812738-8.818458-8.886288-8.882148 

-8.883978-8.887538-8.88Y888-8.812698-8.816228-8.817988-8.816478-8.814128 
-8.812438-8.811~68-8.811718-8.811648-8.811288-8.811188-8.811138-8.818838 
-8.818818-8.811878-8.812618-8.812138-8.883338-8.886168-8.888688 8.084448 
8.888835 8.810869 8.818184 8.888488 8.887536 8.887488 B.BBCCB8 8.885285 
8.884885 8.883136 8.883872 8.883316 8.083643 8.804139 8.885419 8.886387 
8.086464 8.885283 8.882737-8.888388-8.883538-8.886338-8.888598-8.887418 
-8.884838-8.882488-8.888138 8.881525 8.883045 8.884341 8.886456 8.886416 
8.885141 8.882845-8.883438-8.8181YS-8.815268-8.817649-8.818818-8.817U8 

-8.815528-8.01423~8.8lW8-8.811588-9.887uO-8.88~8-8.882228-8.882398 
-8.881849-8.881238-8.881258-8.882128-8.883268-8.884168-8.8sU18-0.883Y88 
-8 .802838-0 .881588-8 .888SY8-8 .882258-8 .8~~8.886~8-8 .886318-8 .8~88 

8.881237 8.881045 8.882872 8.804408 8.886808 8.888504 8.888883 8.886Y36 
8.084885 8.881568 8.888872 8.88285Y 8.804256 8.886176 8.088885 B.BBY544 
8.818821 8.889283 8.888453 8.886917 8.804317 8.881443-8.888758-8.882878 
-8.884988-8.886688-8.887258-8.886568-8.883778 8.888859 8.882821 8.883883 

8.882885 8.881352 8.888952-8.888823-8.881398-8.883428-8.885368-8.886158 
-8.885818-8.882738-8.888288 8.881768 8.883832 8.0868B0 8.887891 8.888779 
8.088048 8.885245 8.882861 8.888883-8.888968-8.882118-8.882118-8.888788 
8.888337-8.888218-8.881348-8.881558-8.888178 8.882717 8.806184 8.888429 
8.889776 8.818483 8.889936 8.888352 0.887389 8.087648 0.089UL 8.811760 
8.814195 8.815965 8.817856 8.817155 8.816075 8.813896 8.811747 8.889355 
8.886539 8.883627 8.881885 8.881531 8.881640 8.881824 8.888249-8.881168 

8.883544 8.886579 8.889088 8.988933 8.886248 8.08218~-8.881868-8.884968 
-8.886198-8.886398-8.886468-8.887858-8.887778-8.887798-8.886288-8.884348 
-8.882718-8.881698-8.881258-8.882218-8.884428-8.886318-8.888198-8.888560 
-8.888688-8.888228-B.886778-8.885258-8.884568-8.804638-8.883YY8-8.883858 
-8.882748-8.882728-8.882118-8.882~8.88~8-8.882728-8.883898-8.884140 

-8.804488-8.884848-8.884148-8.883898-8.8821Y8-8.88l538-8.881138-8.881BQ8 
-8.888550 8.880437 8.881875 8.083856 8.894091 8.885192 8.806328 8.886883 
8.887875 0.887168 8.88650Y 8.804477 8.881QcY-8.881678-0.883868-8.884588 
-8.883518-8.881358 8.881027 8.882688 8.804221 8.80561Y 8.886256 8.885885 
8.885541 8.085355 8.004435 8.882824 8.881963 8.801896 8.882195 8.8828Y9 
8.882856 8.882285 8.882584 8.882544 0.882576 8.881944 8.888787-8.088218 
-8.888658-8.881118-8.881388-8.881218-8.888988-8.808778-8.888578-0.888888 

-8.887438-8.887568-8.886528-8.885718-8.885688-8.886518-8.887648-8.888728 
-8.883818-8.888688-8.887~8.885649-8.883158-8.881358-8.88BIC8-8.888128 
-8.888835-8.888718-8.881438-8.881749-8.881528-8.888958 8.880183 8.801155 

B.BBlY55  0.882461 0.882968 8.883192 8.883179 8.882688 8.801096 8.888765 
8.888123 8.888048 8.888155-8.888843 8.880192 8.888733 8.881245 8.801528 
8.882165 8.883184 8.804656 8.886043 8.886853 8.887664 8.888941 8.889477 

8.886845 8.8848~4 8.882992 8 . ~ ~ 3 8 3 ~  8.8134213 8.881843 8.818768 8.812421 

- ~ . ~ ~ 3 ~ 3 8 - ~ . 8 ~ 7 2 2 8 - ~ . ~ ~ ~ ~ 8 - ~ . ~ ~ ~ z i 8 - ~ . ~ m i c 8 - ~ . ~ ~ i i ~ ~  8.883488 ~.ee7aci 

0.000139 a.~~2648 8.884621 B.BBKBP~ 8.886siz 8 . ~ ~ 5 7 ~ 3  8.883459-e.ee8i88 

-8.88~788-~.e~~9-~.~~i478 0.110~557 e.eei787 0.1111ii33 e.eaw99 9.980787 

-8.88~238-8.884978-8.8~~3is~.~w~78-8.8837~8-8.e8~388-~.8~~77~ ~.081883 

-~.~~~~28-8.~~7te8-8.~~~~48-8.~~9748-8.888898-8.886498-e.~~42~8-~.~~37~~ 

- ~ . ~ ~ i n o - ~ . ~ ~ ~ ~ z 8 - 8 . 8 8 i ~ 6 8 - ~ . 8 ~ i ~ ~ 8 - 8 . 8 8 ~ 8 8 8 - 8 . ~ ~ 3 8 1 8 - - ~ . ~ ~ ~ ~ 8 - ~ . ~ ~ ~ ~ 1 ~  



i P11.: Lnt2.IW Pwa s - 
8.00YS44 0.08861Y 8.887213 8.88SS81 8.004S73 8.083248 8.881813 8.881824 
0.0018C4 8.881SYS 8.8838SY 8.804707 8.886179 8.8067lS 0.086S2S 0 . 0 B W 1  
8 . 8 W 0 9  8.883187 8.082YY2 0.0826U 8.881883 8.088SsFo.880668-8.881718 

-8.881848-8.880YS~ 8.8808SY 8.882405 8.883888 8 .8828YY 8.882640 8.082184 

-8.8864Y8-8.8868s8-8.8B38-8.88~8-8.881888-8.88BY8O-8.888728-8.888828 
-e.ees9ees.8els38-e.e82s7m.8848sB-8.ees8o8-e.ses2a~.o818lo-o.o~7e 
-8.e83Y~8.883Y7B-8.883yp~~.88376m.88u8B-8.e83s88-8.883s68-8.0838s8 

q.88324~ e.883s~a 8.8133253 9.882283 0.081152 8.~88323 a.a88zsc 0 . ~ 8 0 ~ ~ 3  

~ . ~ ~ i 3 8 ~ - ~ . ~ ~ ~ ~ ~ 8 - ~ . ~ ~ ~ ~ ~ ~ - 8 . ~ ~ ~ ~ ~ - 8 . ~ ~ ~ 8 - ~ . ~ ~ s ~ s m . ~ ~ ~ i ~ 8 - ~ . ~ ~ ~ ~ ~  

-8.883828-8.883138-8.881S88 8.888288 8.881437 8.8813SS 8.888739 0.888136 
8.888818-8.888188-8.888288 8.888381 8.8818Y3 8.88178Y 8.88264S 8.883818 

1.88224S 8.813533 8.804UTJ 0.886Z72 8.887S44 8.987925 8.887Y68 8.08B816 
8.887963 8.88724S B.BBLBY1 B.BBU39 8.881731-8.888888-88.882~8.881238 
-8.88S618-8.88Ll28-8.88S668-8.804Y8~.88127~.883788-8.883788-8.8~8 
-8.88Sl18-8.88S818-8.8~88-8.8838SB-8.881738-8.8804C0 8.888643 8.888883 
8.88818F8.881838-8.8819~8.882~8.882S38-8.882848-8.883378-8.883848 

- 8 . 8 8 4 8 1 8 - 8 . 8 8 4 1 7 8 - 8 . 8 W 4 8 - 8 . 8 W 9 B - 8 . 8 0 4 1 ~ 8 . 8 8 4 1 8 8 - 8 . 8 ~ . 8 B 3 8 8 8  
-8.88U8B-8.883878-8.882438-8.881818-8.881818-8.888248 8.888688 8.881335 

8.881773 8.881987 0.882l81 8.881979 8.88189Y 8.881725 8.881CBB 8.981576 

8 

4 4  6 
q’plbs 
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. 875 
8.1 
8.125 
8.15 
0.175 
8.2 
e .  225 
8.25 
8.275 
8.3 
8.325 
8.35 
0.375 
8.4 
8.425 
8.45 
0.475 
8.5 
0.525 
8.55 
8.575 
8.6 
8.625 
8.65 
0.675 
8.7 
8.725 
8.75 
0.775 
8.8 
8.825 
8.85 
8.875 

8.925 
8.95 
8 .  975 
1 
1. 825 
1.85 
1.875 
1.1 
1.125 
1.15 
1.175 
1.2 
1.225 

, 8.9 

Shear Str-sr kcliration 
-8.88887 -8. 88881 
-8.88807 -8.88881 . 
-8. 88115 -0.88816 
8.88126 8.88818 -8.88818 
8.88869 8.88818 -8.88818 
-8.88049 -8.88887 
8.88158 8.88821 -8.88821 
-8.88883 -8.88812 
8.88123 0.88817 -8.88817 
-8.88884 -8 .  88812 
8.88815 8.88882 -8.88882 

-8.88833 -8.88885 
-8. 88BS8 -0.88887 
-0.88128 -8.88817 
-8.88141 -8.88828 
-8.88236 -8.88833 
-8.88244 -8.88834 
-8.88877 -8.88811 
-8.08113 -8.88816 
-8.88164 -8.88823 
-8. 88228 -8.88832 
-8.88385 -8.88043 
-8.88394 -8.88855 
-8.80496 -8 .  88878 
-8.88611 -8 .  88086 
-8.88735 -8.88183 
-8.88859 -8 .  88121 
-8.88971 -8.88136 
-8.81855 . -8.88148 
-8.81896 -8.88154 
-8.81893 -8.88153 
-8.81862 -8.88149 
-8.81821 -0.88143 
-8.88969 -8.88136 
-8.88894 -8.88126 
-8.88883 -8 .  88113 
-8.88725 . -8.88182 
-8 .  88781 -8.88898 
-8.08751 -8.88185 
-8.88873 -8.88123 
-8.81861 -8 .  88149 
-8.81310 -8.88185 
-8.81657 -8.88233 
-8.02868 -8.88298 
-8.82584 -8.88351 
-8.82893 -8.80486 
-8.83166 -8.80444 
-8.83269 -8.80459 
-8.83164 -8.80444 
-8.82849 -8.88488 

e.ecwm 8.eaaee a.eeae~ 

8 .  88811 

8. 88823 
8.88832 
8.88043 
8.88855 
8.88878 
8.88886 
8.88183 
0.88121 
8.88136 
8.88148 
8.08154 
8.88153 
8.88149 

8.88816 b/AJ COlAr. 

8.88143 && 
8.88136 c 

12 b.‘ - 
7,122 8.88898 

8.88185 
8.88123 
8. 88149 
8.88185 
8.88233 
8.88298 
8.88351 
8.80486 
8.88444 
0.80459 
8.80444 
8.80480 

3 
1.325 
1.35 
1.375 
1.4 
1.425 
1.45 
1.475 
1.5 
1.525 
1.55 
1.575 
1.6 
1.625 
1.65 
1.675 
1.7 
1.725 
1.75 
1.775 
1.8 
1.825 
1.85 
1.875 
1.9 
1.925 
1.95 
1.975 
2 
2.825 
2.85 
2.875 
2.1 
2.125 
2.15 
2.175 
2.2 
2.225 
2.25 
2.275 
2.3 
2.325 
2.35 
2.375 
2.4 
2.425 et i75 

2.6 
2.625 
2.65 
2.675 
2.7 
2.725 
2.75 

-8.82368 -8.88332 
-8.81804 ’ -8.88253 
-8.81236 -8.88173 
-8.88747 -8.88185 
-8.80459 -8.88864 
-8.80491 -8.88869 
-8.88861 - 8 .  88121 
-8.81455 -8.88204 
-8.82188 -8.88296 
-8.82689 -8.88377 
-8.83159 -8.88443 
-8.83482 -8.88489 
-8.83543 -8.80497 
-8.83217 -8.80451 
-8.82495 -8.88358 
-0.81532 -8.88215 
-8.  88573 -8.88888 
8.88136 8.88819 -8.88819 
8.88333 8.88047 -8.88047 
-8.88225 -8.88832 
-8.81587 -8.88223 
-8.83448 -8.80484 
-8.85316 -8.08746 
-8.06769 -8.88958 
-8. 87586 -8.01853 
-8.87436 -0.81841 
-8.86667 -8.88936 
-8.85313 -8.08746 
-8.83462 -8.80486 
-8.  81388 -8.88195 
8.88533 8.88875 -8.88875 
8.82223 8.88312 -8.88312 
8.83721 8.88522 -8.88522 
8.85472 8.88768 -8.88768 
8.86869 8.88852 -8.88852 
8.86461 8.88987 -8.88987 
8.81236 8.81816 -8.81816 
8.88085 8.81123 -8.81123 
8.88813 8.81237 -8.81237 
8.89655 8.81355 -8.81355 
8.18358 8.81454 -8.81454 
8.18696 8.81581 -8.81581 
8.18569 8.81483 -8.81483 
8.18898 0.81416 -8.81416 
8.89345 8.81312 -8.81312 
8.88379 8.81176 -8.81176 
8.87369 8.81834 -8.81834 
8.86579 8.88923 -8.88923 
0.86288 8.88883 -8.08883 
8.86631 8.88931 -8.88931 
0.87386 8.81837 -8.81837 
8.88879 8.81134 -8.81134 
8.88485 0.81188 -8.81188 
8.88822 8.81126 -8.81126 
8.86555 8.88928 -8.88928 
8.04147 8.88582 -8.88582 
8.81223 8.88172 -8.88172 
-8.81936 -8.88272 
-8.85156 -8.88724 
-8.88391 -8.81178 

8.88332 
8.88253 
8.88173 
0.88185 
8.88864 
8.88869 
0.88121 
8. 88204 
8.88296 
8 .  88377 
8.80443 
8.80489 
8.80497 
8 .  80451 
8 .  08358 
8.88215 
8.88888 

8.88832 
8.88223 
8.80484 
8.88746 
8.08958 
8.81853 
8.81044 
8.08936 
8. 88746 
8.80486 
8.881)s 

8.88272 
8.88724 
8.81178 

7 Pil.: xCuYR8 
2.775 -8.116U 
2.8 -0.14594 
2.825 -0.16847 
2.85 -8.18248 
2.875 
2.9 
2.925 
2.95 
2.975 
3 
3.825 
3.85 
3.875 
3.1 
3.125 
3.15 
3.175 
3.2 
3.225 
3.25 
3.27s 
3.3 
3.325 
3.35 
3.375 
3.4 
3.425 
3.45 
3.475 
3.5 
3.525 
3.55 
3.575 
3.6 
3.625 
3.65 
3.675 
3.7 
3.725 
3.75 
3.775 
3.8 
3.825 
3.85 
3.875 
3.9 
3.925 
3.95 
3.975 
4 
4.825 
4.85 
4. 875 
4.1 
4.125 
4.15 
4.175 
4.2 
4.225 
4.25 

-8.18673 -0.8262l 
-0.179) 2 -0.82525 
-0.16168 -0.82268 
-8.13586 -8.81987 
-0.11068 -8.81553 
-8.89388 -8.81386 
-e. 88453 -0.81186 
-8.8828’)) -0.81163 
-8. 88S63 -8.81282 
-8.88652 -0,81214 
-8.87934 -0.81114 
-0.86401 -0.88983 
-0.04332 -8.88688 
-8.82897 -8.88294 
-8.88237 -8.88833 
8.8Bscl 8.88837 -8.88837 
-8.8116Y -8.88164 
-8.04368 -8.88612 
-8. 8 )  331 -8.81318 
-0.14772 -8.82873 
-8.28149 . -8.82828 
-8.24622 -8.834% 
-0.27042 -8.83795 
-8.26628 -E. 83736 
-8.22986 -8.83215 
-8.15662 -8.82198 
-8.85114 -0.88718 
8.87788 8.81881 -8.81881 
8.20479 8.82874 -8.82874 
8.38681 8.04295 -8.04295 
8.37329 8.85239 -8.85239 
0.41619 8.85841 -8.85841 
8.43874 8.86158 -8.06158 
8.43481 8.86183 -8.86183 
8.40447 8.85677 -8.85677 
8.36418 8.85111 -8.85111 
8.33672 8.04726 -8.04726 
8.33322 8.04677 -8.04677 
0.34754 8.84878 -8.84870 
8.36882 8.85165 -8.85165 
8.39821 8.85477 -8.85477 
8.41562 8.85833 -8.85833 
8.43999 8.06175 -8.06175 
8.45888 8.86327 -8.86327 
8.40888 8.86147 -8.86147 
8.39723 8.85575 -8.85575 
8.32789 8.04591 -8.04591 
8.23333 8.83275 -8.83275 
8.12496 8.81754 -8.81754 
8.88804 8.88113 -8.88113 
-8.18563 -8.81483 
-8.19442 -8.82729 
-8.24462 -8.83433 
-8.26852 -8.03656 
-8.25154 -8.83538 
-8.22642 -8.83178 

.na P I  Oct 28. 1995 - P w m  3 - 
-8.81634 ’ 8.81634~ 
-0.82818 8.82848 
-0.82364 8.02364 4 4  e; -0.02568 B.BBSCB * 

- File: XCUyIL8.IXI Paw. 4 - 
8.82674 
8.81931 
8.81146 
8.88721 

4.275 
4.3 
4.325 
4.35 
4.375 
4.4 
4.425 
4.45 
4.475 
4.5 
4.525 
4.55 
4.575 
4.6 
4.625 
4.65 
4.675 
4.7 
4.725 
4.75 
4.775 
4.8 
4.825 
4.85 
4.875 
4.9 
4.Y25 
4.95 
4.Y75 
5 
5.825 
5.85 
5.875 
5.1 
5.125 
5.15 
5.175 
5.2 
5.225 
5.25 
5.275 
5.3 
5.325 
5.35 
5.375 
5.4 
5.425 
5.45 
5.475 
5.5 
5.525 
5.55 
5.575 
5 . 6  
5.625 
5.65 
5. 675 
5.7 
5. 725 
5.75 

-8.19856 -8.82674 
-0.13757 -8.81931 
-8.88166 -8.81146 
-0.85139 -8.88721 
-8.04429 -8.88622 
-8.85963 -8. 88837 
-8.89266 -8.81381 
-0.13351 -8.81874 
-8.16791 -8.82357 
-8.19876 -8.82677 
-8.20496 -8.82877 
-8.21748 -8.83OS2 
-8.23198 -8.83255 
-8.24128 -8.83386 
-8.23922 -8.83357 
-8.23167 -8.83251 
-0.23461 -8.83293 
-8.25731 -0.83611 
-8.28885 -8 .  04854 
-8.31831 -0.04355 
-8.31318 -8 .  04396 
-8.29850 -8.Bu91 
-8.2L927 -8.83779 
-8.22815 -8 .  83282 
-8.18184 -8. 82552 
-0.14635 -8.81978 

-8.01551 -8.11852 
-8.88Y35 -8.81254 
-8.865lB -8.88915 
-8. 82582 -8.80351 
8.04427 8.08621 -8.88621 
8.15163 8.82128 -8.02128 
8.29456 8.84134 -8.04134 
8.45356 8.86366 -8.86366 
8.59583 8.88363 -8.88363 
8.69864 8.89693 -8.89693 
8.71627 8.18853 -8.18853 
8.65979 0.09268 -8.89268 
8.52124 8.87316 -8.87316 
8.32893 B.Bru04  -8.04504 
8.18334 8.81458 -8.814SB 
-8.88269 -8.81161 
-8.21334 -8.829Y4 
-8.29334 -8.Bu17 
-8.33149 -8.81653 
-8.32569 -0.04571 
-8.27722 -8.838Y1 
-8.20467 -8.82873 
-0.13748 -8.81929 
-8.89433 -8.83324 
-8.87221 -0.81813 
-8.86287 -8.88871 
-8.86289 -8.88883 
-8.87833 -8.818’))Y 
-8 .  185Y8 -8.81406 

-8.81918 -8.13686 
-8.16155 -8.82267 
-8.17571 -8.82466 
-8.16718 -8.82346 
-8.12589 -8.81767 

~ ~_.._ 
8.02621 
8.82525 
8.82268 
8.81Y87 
0.81553 
8.81386 
8.81186 
8.81163 
8.81282 
8.81214 
8.81114 
8.88983 
8.88688 
8.882Y4 
0.88833 

8.88164 
8.88612 
8.81319 
8.82873 
8.82828 
8.03456 
8.837)s 
8.83736 
8.83215 
8.82198 
8.88718 

8.81483 
8.82729 
8 .  83433 
8.83656 
8.83538 
8.83178 

8.88622 
8.88837 
8.81381 
8.81874 
8.82357 
8.82677 
8.82877 
8.83852 
0.83255 
8.83386 
8.83357 
8.83251 
8.83293 
8.83611 
8.04854 
8 .  04355 
8.04396 
8.84191 
8. 8377’)) 
8. 83282 
0.02552 
8.8197E 
8.81551 
8.81254 
8.88915 
8.88351 

8.81161 
8.829Y4 
8.84117 
8.81653 
8.04571 
8.83891 
8.82873 
8 .  81Y29 
8.01324 
8.81813 
8. 88871 
8.88883 
8. 818)) 
8.81486 
8 .  81918 
8.82267 
8.82466 
8. 82346 
8.81767 



5.775 
5.8 
5.825 
5.85 
5.87s 
5.9 
5.925 
5.Y5 

- 111.: x a L I I I 8 . M  P.S* 5 - 
-8.05786 -0.88812 8 .  80812 
8.01775 8.88249 -0.88249 
8.88859 8.81243 -0.81243 
B . l W 4  8.82163 -0.02163 
8.28643 8.82897 -8.828Y7 

6.1 
6.125 
6.15 
6.175 
6.2 
6.225 
6.25 
6.275 
6.3 
6.325 
6.35 
6.375 
6.4 
6.425 
6.4s 
6.475 
6.5 
6.  525 
6.55 
6.575 
6 .6  
6.625 
6.65 
6.675 
6.7 
6.725 
6.75 
6.775 
6.8 
6 .  825 
6.85 
6.875 
6.9 
6.925 
6.95 
6.975 
7 
7.825 
7.85 
7.875 
7 . 1  
7.125 
7.15 
7.175 
7.2 
7.22s 

8.22462 8.83153 -8.83153 
8.19523 8.82740 -8.82740 
8.11518 0.01622 -0.01622 
-8. 81142 -8.08168 
-8.17870 -8.82396 
-8.33987 -0.04770 
-8.4Y754 -8.86983 
-8.62191 -8.88729 
-8.69607 -8.89769 
-8.78835 -8. BYY42 
-8.64796 -8.8Y894 
-8.51175 -8.87182 
-8.31388 -8.e44w 
-8.88688 -8.81288 
8.13875 8.81947 -8.81947 
0.33967 8.04767 -8.04767 
8,49625 8.06965 -8.86965 
8.61292 8.88682 -8.88682 
8.65743 8.89227 -8.89227 
8.67858 8.89412 -8.89412 
8.62572 8.88782 -8.88782 
8.55537 8.87795 -8.87795 
8.4S687 8.86481 -8.864881 
8.32947 8.04624 -8.04624 
0.19896 8.82688 -8.82688 
8.8S423 8.88761 -8.88761 
-8.89333 -8.81318 
-8.23986 -8.83367 
-8.37889 -8.85194 
-8.46592 -8.86539 
-8.52289 -8.87339 
-8.54886 -8.87692 
-8.55834 -0.87724 
-8.53875 -8.87449 
-8.49863 -8.86886 
-8.44152 -8.86197 
-8.38526 -8.85487 
-8.30424 -8.84278 
-8.18682 -8.82622 
-8.84483 I -8.88629 
8.89835 8.81388 -8.81388 
8.22438 8.83148 -8.83148 
8.33183 8.84646 -8.04646 
8.42843 8.85981 -8.85981 
8.47442 8.86658 -8.86658 
8.47412 8.86654 -8.86654 
8.42439 8.85956 -8.85956 
8.34085 8.84885 -8.04885 
8.27891 8.83882 -8.83882 
8.28678 8.82982 -8.82982 
8.15275 8.82144 -8.82144 
8.18838 8.81528 -8.81528 
8.88452 8.81186 -8.81186 
8.88625 8.81218 -8.81218 
8.18952 8.81537 -8.81537 

8 .  88168 
8 .  82396 
8.04778 
8.86983 
8.88729 
8.89769 
8.89942 
8. 89894 
8.87182 

8. 81288 

8.81318 
8.83367 
8. 85194 
8.86539 
8.87339 
8.87692 
8 .  87724 
8. 87449 
8.86886 
8.86197 
8.85487 
8.84278 
8 .  82622 
8.88629 

. 

- File: X C L L y I ( 8 . M  Pas. 6 - e::, 
. 3  

7.325 
7.35 
7.375 
7 .4  
7.425 
7.45 
7.475 
7.5 
7.525 
7.55 
7.575 
7.6 
7.625 
7.65 
7.675 
7.7 
7.725 
7.75 
7.775 
7.8 
7.  825 
7.85 
7.875 
7.9 
7.92s 
7.95 
7.975 
8 
8.825 
8.85 
8.875 
0 . 1  
8.125 
8.15 
8.175 
8.2 
0.225 
8.25 
8.275 
0.3 
0.325 
8.35 
8.375 
8 . 4  
8.425 
8.45 

A75 
0.6 
0.625 
8 . 6 5  
8.675 
8.7 
8.725 
8.75 

8.15483 8.82173 -0.82173 
8.22428 8.83148 -8.83148 
8.38912 8.84339 -0.84339 
8.39273 8.85512 -8.85512 
8.45683 8.86412 -8.86412 
8.48734 8.86848 -8.86848 
8.47963 8.86732 -8.86732 
8.42864 8.86816 -8.86816 
8.33165 8.84655 -8.04655 
8.28274 8.82845 -8.82845 
8.87189 8.81889 -8.81889 
-0.82880 -8.88393 
-8.87623 -8.81878 
-8.87859 -8.88991 
-8.82248 -8.88314 
8.85552 8.88779 -8.88779 
8.14031 8.82882 -8.82882 
8.23484 8.83285 -8.83285 
8.20759 8.04836 -8.04836 
8.28697 8.84828 -8.04828 
8.22581 8.83150 -8.83158 
8.11760 8.81652 -8.01652 
-8 .  88115 -8.88816 
-8.89996 -8.81403 
-8.1634a -8.822Y3 
-8.lY37Y -8.82728 
-8.20589 -8. 82818 
-8.21115 -8.82964 
-8.21426 -8.  83887 
-8.21765 -8.83855 
-8. 22228 -8.83128 
-0.22611 -8.83174 
-8.22487 -0.83156 
-8.21011 -8.82949 
-0.17192 -8.82413 
-8.113Y4 -8.8159Y 
-8.85355 -0.88752 
-8.88628 -8.88888 
8.82877 8.88292 -8.882Y2 
8.82258 8.88317 -8.88317 
-8.88133 -8.88819 
-8.84432 -8.88622 
-8.18718 -8.81583 
-8.19994 -8.82886 
-8.32223 -8.04523 
-8.44966 -8.86311 
-8. 56788 -8.87959 
-8.61531 -8.88917 
-8.66983 -8.89398 
-0.64185 -8.89888 
-8. 58624 -8. 88228 
-8.4’1283 -0.86636 
-8.33279 -8.84671 
-0.19886 -8.82788 
-8 .88582 -8.01204 
-8.81481 -8.88197 
8.81618 8.88227 -8.88227 
0.80486 8.88868 -8.88868 
-8.83598 -8.88504 
-8.88395 -8.81178 

8.80393 
8.81878 
8.88991 
8.88314 

8.88816 
8.81403 
8.822Y3 
8 .  82728 
8.828Y8 
8.02964 
8.83887 
8.03855 
8.83128 
8.03174 
8.03156 
8.82949 
8.02413 
8.8159Y 
8.88752 
8.88888 

8.88819 
8.88622 
8.81583 
8. 82886 
8 .  04523 
8.86311 
8.87959 
8.80917 . 
8.89398 
8.89888 
8.88228 
8.8663S 
8.04671 
8.82708 
8.81204 
8.88197 

8. 88504 
8.81178 

c 111.: x L L I I I 8 . M  pri O C t  28. lY95 - PIP. 7 1 
8.77s -0.llY58 -8.01678 8.01678 
8.8 -0.13107 -s.eiero 8.81849 
8.825 -8.11581 -0.01625 8.8lCZS 
8.85 -0.877BY 4.81882 8.81882 
8.87s -8.81848 -8.88259 8.8825Y 4 4 6  
8.9 
8.925 
8.95 
8.97s 
9 
9. 825 
9 . H  
9.875 
9.1 . 
9.125 
9.15 
9.175 
9.2 
9.225 
9.25 
9.275 
9.3 
9.325 
9.35 
9.375 
9 .4  
9.425 
9.45 
9.475 
Y . 5  
9.525 
9.55 
9.575 
9.6 
9.625 
9.65 
9.675 
9.7 
9.725 
9.75 
9.775 
9.8 
9.825 
9.85 
9.875 
9.9 
9.925 
9.95 
9.975 
18 
10.821 
18.85 
18.875 
18.1 
18.125 
18.15 
18.175 
18.2 
18.225 
18.25 

8 . 8 5 u 1  8.80765 -0.60765 
8.12Y47 8.81817 -8.81817 
8.1Y547 8.82743 4.02743 
8.2aI3l 0.83388 -0.83388 
8.25473 8.83s7s -0.83s7s 
8.2306Y 8.83238 4 .83238 
8.17167 8.82409 -8.0240Y 
8.88145 8.81143 -0.81143 
-0 .0324 -0 .0Ws 
-8.14727 -8.82867 
-8.23047 -8.83235 
-0.25158 -0. 83538 
-0.1Y125 -0.82684 
-0.855Y8 -0.60785 
8.12882 8.81797 -8.81797 
8.33304 8.04674 -0.04674 
8.53158 8.87461 -0.8746% 
8.692Y2 8.89725 -8.89725 
8.79123 8.11185 -8.11185 
8.81434 8.11429 4.11429 
8.70718 8.18767 -0.10767 
8.66382 8.89317 -0.89317 
8.52338 8.87% -0.87% 
8.36855 8.05173 -0.85173 
8.21YCC 8.83883 -8.83883 
8.8Y642 8.81353 -8.81353 
8.81538 8.88215 -0.88215 

-8.88388 -8.8278¶ 
-8.BQ121 -0 . 88686 
-8.04S14 -8.88634 
-0.82526 -8.88354 
8.82471 8.88347 -8.88347 
8.87Y68 8.81118 -8.81118 
8.14852 8.82884 -8.82884 
8.22147 8.83188 -8.03188 
8.29183 8.84885 -8.84885 
8.34946 8.04985 -8.04Y85 
8.39728 8.85576 -8.85576 
8.43738 8.86139 -8.86139 
8.46172 8.86408 -8.86488 
8.45288 8.86355 -8.863SS 
8.39683 8.85578 -8.85S78 
8.29455 8.0U34 -8.84134 
8.16788 8.82356 -8.82356 
8.04206 8.88598 -0.88598 
-8.88633 -8.81212 
-8.2323Y -0.83262 

-0.53088 -8.87401 
-8.638M -8.88955 
-8.6938Y -8.89739 
-8.78823 -8.89828 
-8. 66588 -8. 89345 
-8.59875 -8.88483 
-8.58SBZ -8.87888 

-8.38978 -0. 05471 

8.8ws3 
8 .  82867 
0.83235 
8.83538 
8.82684 
8 .  88785 

8.88388 
8 .  88686 
8.88634 
0.88354 

8.81212 
8.83262 
8. 85471 
8.87481 
0.88955 
8.8973Y 
8.89828 
8 .  89345 
8.88493 - 
8.87888 

7 F11e: X C L L I I I 8 . M  P.S. 8 - 
18.275 -8.39886 -8.85587 8.85587 
18.3 
18.325 
18.35 
18.375 
18.4 
18.425 
18.45 
18.475 
10.5 
18.525 
18.55 
18.575 
18.6 
10.625 
18.65 
18.675 
18.7 
18.725 
18.75 
18.775 
18.8 
18.825 
18.85 
18.875 
le. ,  
18.Y25 
18.YS 
18.Y75 
11 
11.825 
11.05 
11.875 
11.1 
11.125 
11.15 
11.175 
11.2 
11.225 
11.25 
11.275 
11.3 
11.325 
11.35 
11.375 
11.4 
11.425 
11.4s 
11.47s 
11.5 
11.525 
11.55 
11.575 
11.6 
11.625 
11.65 
11.671 
11.7 
11.725 
11.75 

-8.29725 -8.84172 
-8.22263 -8.83125 
-8.18687 -8.82623 
-8.18381 -8.82588 
-8.18659 -8.82619 
-8.16517 -8.82318 
-8.11889 -8.81545 
-8.83674 -8.88516 
8.83399 8.80477 -8.80477 
8.89424 8.81323 -8.81323 
8.14259 8.82881 -0.82881 
8.17383 8.82428 -8.82428 
8.17661 8.82479 -8.82479 
8.151Y6 8.82133 -8.82133 
8.18778 0.81512 -8.81512 
8.86178 8.88866 -8.88866 
8.83411 8.88479 -8.80479 
8.82177 8.88386 -8.88386 
8.83123 8.80438 -8.80438 
8.85784 8.88812 -8.88812 
8.87959 8.81117 -8.81117 
8.87657 8.81875 -8.81875 
8.OUlY 8.08686 -8.88686 
-8.81351 -8.88190 
-0.8873Y -8.81227 
-0.17874 -8.023Y6 
-8.247Ic -8.83473 
-8.2Y792 -8.84181 
-8.29729 -8.84172 
-8.22637 -8.83177 
-8. 8Y668 -8.81357 
8.8S447 8.88765 -8.88765 
8.1Y284 8.82787 -8.82787 
8.29885 8.84183 -8.Ml83 
8.36314 8.85897 -8.858Y7 
8.39881 8.85485 -8.85485 
8.38587 8.85404 -8.8sW4 
8.35325 8.04958 -@.MY58 
8.11258 8.04387 -8.04387 
8.28837 8.83935 -8.83935 
8.26887 8.83658 -8.83658 
8.25268 8.83% -8.83% 
8.26764 8.83756 -8.83756 
8.38918 8.04216 -8.M216 
8.32373 8.04% -8.- 

8.2585Y 8.83629 -8.83629 
8 . a i i s i  a.w372 -8.04372 

8.18898 8.82~40 -0.02540 
e.owea n . e i a 2 ~  -~.111328 
8.88121 8.88817 -8.88017 
-8.89Y44 -8.81116 
-8.18859 -8.82647 
-8.21527 -8.83382 
-8.22838 -8.03204 
-8.17661 -8.82479 
-8.88742 -8.81227 
8.83523 8.80494 -8.80494 
8.17785 8.82496 -8.82496 
8.38YZS 8.04348 -8.04340 

8.84172 
8.83125 
8.82623 
8.82588 
8.8261Y 
8.82318 
8.81w 
8.88516 

8.88198 
8.81227 
8.82396 
8. 83473 
8.84181 
8.84172 
8.83177 
8.81357 

8.81396 
8.82647 
8.83382 
8.83204 
8 .  82479 
8.81227 

008615 



11.775 
11.0 . 
11.825 
11.05 
11.875 
11.) 
11.Y25 
11.95 

12.1 
12.125 
12.15 
12.175 
12.2 
12.225 
12.25 
12.275 
12.3 
12.325 
12.35 
12.375 
12.4 
12.425 
12.4s 
12.475 
12.5 
12.525 
12.55 
12.575 
12.6 
12.625 
12.65 
12.675 
12.7 
12.725 
12.75 
12.775 
12.8 

. 12.825 
12.85 
12.875 
12.9 
12.925 
12.95 
12.975 
13 
13.825 
13.85 
13.875 
13.1 
13.125 
13.15 
13.175 
13.2 
13.225 

8.39% 8.85558 -8.95550 
8.42888 8.85836 -0.858Y6 

9.29536 8.BU4s -0.wu 
8.15934 8.82236 -8.02236 
-8.81277 -0.8817Y 
-0.19433 -8.82727 

-8.46187 -8.86402 
-8.52366 -0. 87358 
-8.54294 -0.87628 
-0.52827 -0.87382 
-8.45357 -8.86366 
-8.35723 -8.  8S814 
-0.25297 -8. 83558 
-8.15387 -8.82168 
-8.06428 -0.88982 
8.81177 8.88165 -8.88165 
8.86933 8.88373 -8.08973 
8.18265 0.81QQ1 -8.0lal 
8.89885 0.81376 -8.81376 
0.04747 B.BBLKC - 8 . ~ 8 6 6 6  
-8.80347 -8. 88m4 
-8 .  14204 -0.81933 
-8.23928 -8.83358 
-8.31789 -0.04458 
-8.37223 -8. 85224 
-8.41227 -8. 8578 6 
-8.44405 -8.86244 
-8.47049 -8 .  86683 
-8.48538 -8.86812 
-8.48587 -8.86819 
-0.46756 -0.86562 
-0.42979 -8.86032 

8.3841Y 0.853Y2 -0.05332 

-0.35121 -B.OIYPY 

-8.33214 -8 .  essm 
-8.33951 -8.m765 
-0.27367 -8.83841 
-8.18318 -8.02571 
-8.88474 -8.81189 
8.82334 8.88336 -0.08336 
8.11915 0.81672 -8.81672 
8.22881 8.83888 -8.83888 
8.31726 8.04453 -8.84453 
8.49577 8.85695 -8.85695 
0.45911 8.86444 -8.86444 
8.46322 8.86581 -8.86581 
8.43887 8.86148 -8.86148 
0.41612 8.85848 -8.85848 
8.36887 8.85166 -8.85166 

8.22821 8.03891 -8.83891 
8.12525 8.81758 -0.81758 
8.82136 8.08388 -8.88388 
-8.88465 -0.81188 
-8.19294 -8.82788 
-~.38045 -8.04217 
-8.33373 -8 .  BSS26 
-8.45657 -8.86488 
-8.48884 -8.86749 
-8.46173 -8.86488 

8.38684 8.04307 -0.04307 

8.8817Y 
8.82727 

8. 86482 
8.87358 
8.87628 
8.87382 
8.06366 
8.85814 
8.81550 
8.82168 
B.BBY82 

o . r n ~ 2 9  

8 .  88554 
8 .  B l Y Y l  
8.83358 
8.04458 
8 .  85224 
0 .  Bs786 
8 . 8 6 2 4  
8.86683 
8.86812 
8.86819 
8.86562 
8.86832 
a .  essw 
e.rn76s 
8.83841 
8.82571 
8.81189 

r11.: xcLLY9.8.InT p.9- 1 8  - 
,275 -8.39542 -8.05558 e. 81558 0' - .3  -8.29818 -8.84872 a .  ma72 

8.81188 
8.82788 
8.04217 
8 .  85526 
8.86488 
8.86749 
8.86488 

13.325 
13.35 
13.375 
13.4 
13.425 
13.45 
13.475 
13.5 
13.525 
13.55 
13.575 
13.6 
13.62s 
13.65 
13.675 
13.7 
13.725 
13.75 
13.775 
13.8 
13.825 
1 3 . 8 5  
13.875 
13.9 
13.92S 
13.Y5 
13.975 
14 
14.825 
14.8s 
14.875 
1 4 . 1  
14.125 
14.15 
14.175 
14.2 
14.225 
14.25 
14.275 
14.3 
14.325 
14.35 
14.375 
14.4 
14.425 
14.45 

1 4 . 6  
14.62s 
14.65 
14.675 
14.7 
14.725 
14.75 

-8.16863 -8.82254 
-8 .  81818 -8. 88254 
8.11155 8.81166 -8.81566 
8.19811 8.82668 -8.82668 
8.28359 8.82857 -0.82857 
8.16947 8.82378 -8.82378 
8.11564 8.81623 -8.81623 
8.86343 8.88898 -8 .88838 
8.82765 8.88388 -8.88388 
8.82535 8.88356 -8.88356 
8.87235 8.81015 -8.01815 
8.16344 8.82294 -8.82294 
8.26328 8.83778 -8.83778 
8.35877 0.85835 -8.85835 
8.48748 8.85719 -8.8S719 
8.39815 8.85588 -8.85588 

8.21126 8.8296S -8.82965 
8.87159 8.81885 -0.81885 
-8.86374 -8.88835 
-8.17392 - 8 . 8 2 a l  
-8.24052 - 0 . 8 U B B  
-8.28150 . -0.83951 
-0.27yIBIB -8.83796 
-8.22883 -0. 038Y9 
-8.14493 -8. 82834 
-8.86881 -8.88854 
0.81863 8.88261 -8.88261 
8.89152 8.81284 -8.81284 
8.15850 0.02225 -8.82225 
0.28645 8.82898 -0.02898 ' 

8.21277 8.82986 -8.82986 
8.17151 8.82487.-8.82487 
8.89639 8.81353 -8.81353 
8.00404 8.88857 -0.88857 
-8 .8386Y -8.81385 
-8.2182'J -8.02951 
-8.32118 -8.04588 
-8.41881 -8 .  85755 
-8.45145 -8.86336 
-8.43144 -8.86855 

-8.23831 -0.8334s 
-8.18868 -8.81412 

8.13813 8.82668 -8.82668 

8.43141 8.86855 -8.86855 
8.43855 8.86997 -8.86997 
8.51CI9 8,072Sb -8.87256 
8.49983 8.87816 -8.87816 
8.46067 8,86578 -8.86578 
8.42974 8.86831 -0.86031 
8.37864 8.85282 -8.85282 
8.27777 8.83899 -8.83899 
8.15325 8.82151 -8.82151 
8.82823 8.08284 -8.88284 
-8.83371 -8.81315 

B.JZBPB 8.04687 -B.BQKE~ 

-8 .  35479 -8.w9oe 

a . m w  8.88637 -8.88637 

8.32318 e.ms3s - 0 . 0 4 ~ 3 ~  

8.82254 
8 .  88254 

8.88895 
8.92411 
8.83480 
0.83Yl l  
0.83?¶6 
8 .  8389Y 
8. 82034 
a .  seen 

8.81385 
8 .  82951 

8.8S755 
8.86336 
0.86855 

8.83345 
0.81412 

a .  m m  

' a.mwa 

8.81315 

7 P l l  
14.775 
14.8 
14.8ZJ 
14.85 
14.87S 
14.9 
14.925 
14.YS 

15 
15.825 
15.85 
15.87s 
15.1 
15.125 
15.15- 

15.2 
15.225 
15.25 
15.275 
15.3 
15.325 
15.35 
15.375 
15.4 
15.425 
15.4s 
15.475 
15.5 
15.525 
15.55 
15.575 
15.6 
15.625 
15.65 
15.675 
15,7 
15.725 
15.75 
15.775 
15.8 
15.825 
15.85 
15.875 
1 5 . Y  
15.925 
15.95 
15.375 
16 
16.825 
16.85 
16.875 
16.1 
16.125 
16.15 
16.175 
16.2 
16.225 
16.25 

1 4 . ~ 7 5  

15.175 

.: -YRe.IXI 
4 . 1 8 1 8 8  -0 .0255I  
-0.25607 -0. 835Y4 
-8.32ll4 -0.BIS87 
-0.36532 -0.OSl27 
-0.37360 -0. 8 5 2 4  

-0 .3 l lY7  -0.m3m 
-8. 27706 -8.8388Y 
-0.26639 -8.83739 
-0.27227 -0.0382l 
-0.28837 -8.83Y 35 
-8.28976 -0.81867 
-0.2YYU -8. e4283 
-0.30637 4 . 8 4 1 8 8  
-0.3- - 8 . W 3  
-0. 285Y2 - 8 . W 1 3  
-0.2S145 -0. 83529 
-0 . t iJ IS -0.829¶6 
-0.18583 -8.82688 
-8.17562 -0.82465 
-8.176YY -8.82494 
-8.17841 -8. e a r n  
-0.17444 -0. 82- 
-0.16580 -8.82327 
-0.15429 -8.82165 
-0.13749 -8.81928 
-8.11124 -0.81561 
-8.88833 -0.81127 

-8.08886 -8. os744 
- 8 . m w 7  -8.886Y4 
-8.msi9 -8.88634 
-8.82468 -8.80345 
8.82288 8.88399 -8.88383 
8.8Y367 8.81315 -8.81315 
8.18657 8.82619 -8.8261Y 
8.29895 8 .841Y6  -8 .BUY6 

8.12340 8.87% -8.07% ' 

8.58164 8.88163 -0.88163 
8.58968 8.88276 -8.88276 
8.55588 8.87881 -8.87881 
8.48823 8.86852 -8.86852 
8.39163 8.05496 -8.854Y6 
8.27791 8.83988 -8.83Y88 
8.17s19 0.824s9 -8.92459 
8.11581 8.81625 -8.81625 
8.11618 8.81631 -8.81631 
8.16362 8.82296 -8.82296 
8.23691 8.83325 -8.83325 

8.41525 8.85828 -8.85828 
8.51255 8.87194 -8.87194 
8.57266 0.88837 -8.88837 
8.68114 8.88482 -8.88482 
8.58684 8.88236 -8.88236 
8.54317 8.87623 -8.87623 
8.58277 8.87856 -8.87856 

8.45821 8.86431 -8.86431 
8.43836 8.86152 -8.86152 

-0. M70Y - 0 . W 7 1  

8.42863 e.es9w -0.os~e.a 

e.rzsm 8 . ~ 9 2  -8.01492 

8.47769 8.867m - e . e ~ 7 m  

P l l c :  ycLLYR8.InT 
16.275 8.42159 8.05917 -8.85917 
1 6 . 3  8.48662 0.85787 -8.85787 
16.325 8.39267 8.855ll  -8.85511 
16.35 
16.371 
16.4 
16.421 
16.45 
16.475 
16.5 
16.525 
16.55 
16.505 
16.6 
16.625 
16.65 
16.675 
16.7 
16.725 
16.75 
16.775 
16.8 
16.821 
16.85 
16.875 
16.) 
16.Y25 
16.Y5 
16.Y75 
17 
17.825 
17.85 
17.875 
17.1 
17.125 
17.15 
17.175 
17.2 
17.22s 
17.25 
17.275 
17.3 
17.325 
17.35 
17.375 
17.4 
17.425 
17.45 
17.475 
17.5 
17.525 
17.5s 
17.575 
17.6 
17.625 
17.65 
17.675 
17.7 
17.725 
17.75 

0.38335 8.85388 -e.esree 
8.37168 8.85217 -8.85217 

8.29232 8.84183 -8.BU83 
8.21921 8.83877 -8.83877 

8.34377 8.04825 -~ .84825  

8.13ms B.BIBSI -8.ei83i 
0.83454 8.8m8s -8.am8s 
-8.85386 -8.88829 
-8.1436 1 -8.82016 
- 8 . o m ~ e  -8.82877 
-8.21827 -8.83863 
- 8 . 1 6 W  -8.02322 
-8.  8599 8 -8 .  88842 
8.85814 8.88816 -8.88816 
8.15314 8.82143 -8.82149 
8.21874 8.82358 -8.8295B 
8.23266 8.83265 -8.83265 
8.2167) 8.83043 -8.83043 
8.156LY 8.82199 -8.821Y9 
8.85836 8.88819 -8.8881Y 
-8. 05240 -8.88735 
-8. 14650 -8.82856 

-8.83802 -0.21386 
-8.25lY0 -8.  03535 
-8.24Y53 -0.83502 
-8.28881 -8.82818 
-8. 8 Y Y 8 8  -8.81482 
8.8315Y 8.80443 -8.80443 
8.16815 8.82368 -8.82360 

8.36479 8.85128 -8.85128 
8.37494 8.85262 -8.85262 

8.24882 8.83492 -8.83492 
8.12167 8.81788 -8.81788 
-8 .83u7  -8.  8 m e B  
-8.13638 -8.82756 

-8 .  44742 -8.86288 
-8 .  5219B -8.87321 
-8.57717 -8.88181 
-8.61322 -8.88687 
-8.61824 -8. 88565 
-8. 55733 -8.87822 
-8.46869 -8 .  86578 
-8.36636 -8.85142 

-8.164S6 -8.82318 
-8.87482 -8.018S8 
-8.81371 -8.88192 
8.88886 8.88812 -8.88812 

- 8 . 1 1 7 ~ ~  -8.81643 
-8.22872 -8.83218 
-8.34631 -8.84861 
-8.44513 -8.86247 
-8.51555 -8.87236 

0.28691 e.ma27 -8.me27 

8.34805 8.04773 -9.04773 

-0.34004 -0.04773 

-0.26393 - ~ . ~ 3 7 m  

-8.83556 -~.aw99 

-'pr1 O C t  28. l Y Y 5  - PW. 11 - 
8.82553 

e . e u 0 7  0.85127 ib 44 6 
0 .  6 
8 . 6  
0 . 6  
8.6 

0.6 
0.c 
8.6 
8.6 
8.6 

8 . e  

8.8 
8 .e  
8 .e  

8 .e  
8 . 8  
8.e 
8.e 

8 .  E 

8.6 
8.6 
0 . 6  
0 . 6  
0 . 6  
8.6 
0.6 
8.6 
8.6 
8 .  e 

- 
i5244 
M 7 1  
14379 
1388Y 
13739 
13821 
BY35 
1a67 
we3 
14300 
w 7 3  
14013 
13529 
12396 
12cea 
12465 
12484 

12- 
12327 
12165 
11Y28 
11561 
11127 
10886 
B6Y4 
10634 
18345 

125m 

1 

8.88823 
8.82816 
8.82077 
8.83863 
8.82322 
8.88842 

0.80735 
0 .  02056 
8.03802 
0.03515 
8 .  8'3502 
8.82818 
8.81482 

8.88488 
8.02756 

8.86280 
8.87325 
8.88181 
8.88687 
8.88565 
8.87822 
8.06578 
8.85142 

8.82318 
8.818SB 
8.88192 

a .  04773 

e. 03704 

e.arng9 
8.81 643 
8. 83218 ~ ~~-~~ 
8.84861 
8.86247 
8.87236 



17.8 
17.825 
17.85 
17.875 
17.9 
17.925 
17.95 
17.975 0;:: 18.1 

18.125 
18.15 
18.175 
18.2 
18.225 
18.25 
18.275 
18.3 
18.325 
18.35 
18.375 
18.4 
18.425 
1 8 . 4 5  
18.475 
18.5 
18.525 
18.55 
10.575 
18.6 
18.625 
18.65 
18.675 
18.7 
18.725 
18.75 
18.775 
18.8 
18. 825 
18.85 
18.875 
18.9 
18.925 
18.95 
18.975 
19 
19.825 
19.85 
19.875 
1 9 . 1  
19.125 
19.15 
19.175 

- F11m: XUV9.8 
17.773 -8.55881 

-8.57816 
-8.%Y7 
-8.4Y185 
-8.41833 
-8.34547 
-0.28213 
-0.23899 
-8.19740 
-8.19139 
-8.28834 
-8.23885 
-8 .  24192 
-8.25838 
-0.25140 
-8.24% 
-8.22523 
-0.18967 

~~ 

19.2 
19.225 

19.325 
19.35 
19.375 
19.4 
19.425 
19.45 
19.475 
19.5 ~~ ~ 

19.525 
19.55 
19.575 
19.6 
19.625 
19.65 
19.675 
19.7 
19.725 
19.75 
19.775 
19.8 
19.825 
19.85 
19.875 
1 Y . 9  
19.925 
19.95 
19.975 
28 ~~ 

28.825 
28.85 
28.875 
28.1 
28.125 
28.15 
28.175 
28.2 
20.225 
28.25 
28.275 
28.3 
28.325 
28. 35 
20.375 
28.4 
28.425 
28.45 

8.475 

;? 
.575 

28.6 
28.625 
28.65 
28. 675 
20.7 
28.725 
28.75 

.m 
-0.87832 
-8. 88802 

-8.86892 
-8.85871 
-0.84849 
-8.83968 
-8.83242 
-8.82772 
-0.02686 
-8,82Y 24 
-8.83229 
-0.83425 
-8.03513 
-0.83520 
-8.93445 
-0.83161 
-8.82662 

-m.s7cn 

Pas. 13 -. 
8.87832 
8 .  88802 
8.87677 
8.86892 
8.85871 
8.84849 
8.83968 
8.83242 
8 .  82772 
8.02686 
8.82924 
8.03229 
8.83425 
8.83513 
8.83528 
8.83445 
8.80161 
8.82662 ~~ 

-8.15551 -8.02183 
-8.13496 -0.81894 
-8.12559 -8.81763 
-8.12710 -8.81784 
-8.13793 -8.81936 
-8.15872 -8.02115 
-8.15782 -8.82215 
-8.15267 -8.82143 
-8.13517 -8.81897 
-8.11284 -8.81584 
-8 .  88588 -8.811Y4 
-8.83884 -8 .  88534 

8.12364 8.81735 -8.81735 
8.21746 8.83852 -8.83852 
0.38884 8.04335 -0.04335 
0.39288 0.05582 -8.85582 
8.46186 8.06482 -8.06482 
8.51463 8.87223 -8.87223 
8.54969 8.07715 -8.87715 
8.56478 8.07926 -8.87926 
8.55511 8.87791 -8.87791 
8.52551 8.87376 -8.87376 
8.48906 8.86864 -0.86864 
8.45658 8.86488 -8.06488 
8.42781 8.86884 -8.86884 
8.39311 8.85517 -8.85517 
8.34391 8.84827 -8.84827 
8.27925 0.83919 -8.83919 
8.20112 0.82823 -8.82823 
8.18778 8.81513 -8.81513 
8.88187 8.88815 -8.88815 
-8.18662 -8.81496 
-8.19783 -8.82777 
-8.25712 -8.03689 
-8.27483 -8.03857 
-8.25949 -8.83642 
-8.19918 -8.82794 
-8.89766 -8.81371 
8.83382 8.88475 -8.88475 
8.18159 8.82549 -8.82549 
8.33358 8.84682 -8.84682 

8 . 8 3 4 ~ ~  0.~8487 -8.08487 

e :  x c L L Y R 8 . n a  
8.45468 8.86388 -0.86380 
8.55812 8.87833 -8.87833 
8.68592 8.88584 -8.88584 
8.61316 8.88686 -0.88686 
8.57445 8.88862 -0.88062 
8.49526 8.86951 -8.06951 
8.39214 8.85584 -8.85584 
8.28378 8.83983 -0.83983 
8.17781 8.82496 -0.82496 
8.87552 8.81860 -8.81868 
-8.82024 -0.88284 
-8.18391 -0.81458 
-8.17283 -8.82414 
-8.22722 -8.83189 
-8.27196 -8.83817 
-8.38193 -8 .  84238 
-8.31147 -0.84372 
-0.38228 -8.04241 
-8.28278 -8.83969 
-0.26495 -8.83719 
-8.25775 -0.83617 
-8.25898 -8.83635 
-0.25751 -8.83614 
-8.24385 -8.83411 
-8.28Y48 -0.82Y39 
-0.15832 -8. 82222 
-0. 09772 -8.81371 
-8.83767 -8.88529 
8.88982 8.88127 -8.88127 
8.83553 0.88499 -8.88499 
8.84848 8.88567 -8.08567 
8.82158 8.88302 -8.08382 
-8.82876 -8.88291 
-8.88183 -8.01137 
-0.14427 -8.82025 
-8.19596 -8.82758 
-8.23485 -8.03285 
-8.26593 -8.83732 
-8.38816 -8.84213 
-8.33923 -8.84761 
-8.37918 -8.85322 
-0.41451 -8.85818 
-8.44682 -8.86271 
-8.47746 -8.86781 
-8.49646 -0.86968 
-8.49865 -8.86886 
-8.45683 -0.06412 
-8.40538 -8.85690 
-8.34988 -8.84911 
-8.29588 -8.84148 
-8.23981 -0.83355 
-8.18854 -0.02534 
-8.11031 -8.81668 
-8.85122 -8.88719 
0.81778 8.88240 -8.88248 
8.80025 8.81126 -0.0l126 
8.12969 8.81820 -0.81828 
8.16612 8.82331 -8.02331 
8.19181 8.82692 -8.82692 
8.28743 8.82911 -8.82911 

8.82183 
8.01894 
8.81763 
8.81784 
8.81936 
8.02115 
8.82215 
8.82143 
8.01897 
8.81584 
8.8114)4 
0.88534 

8.81496 
8. 82777 
8.83689 
8.83857 
8.83642 
8. 82794 
8.81371 

8.88284 
8.81458 
8.02414 
8.83189 
8.03817 
8.84238 

8.84241 
8.03969 
8.  83719 
8. 83617 
8.83635 
8.83614 
8. o w 1  
8.82939 
8.82222 
8.01371 
8.00529 

e .  84372 

8.88291 
8.81137 
0.  82825 
8.82758 
8.  83285 
8.83732 
0.84213 
8.84761 
8.  85322 
8 .  85818 
8.  06271 
D.86701 
8.86968 
8.86806 
0.  86412 
8.85698 

8.04l48 
0.83355 
8.82534 
8.81668 
8.08714) 

~ . w g i i  

Frl O C t  28. 14))s - Pas* 15 - - F11m: X L L X R 8 . W  
29.775 0.2lSE3 8.03818 -8.83818 
28.8 0 . 2 Z l Y l  0.83114 -0.03114 
20.825 0.23422 8.83287 -0.03287 
20.85 0 . 2 U U  8.83456 -0.03456 
28.875 0.2uB5 8.83451 -0.03451 
28. )  0.22853 8.83287 -0.03207 
28.925 8.28889 8.82819 -0.82819 
28.95 0.16752 8.02351 -0.02351 
28.975 0.12619 8.01771 -0.91771 
21 8.07652 0.01074 -8.81074 
21.025 0.02616 8.88367 -0.00367 
21.05 -0.01882 -0.08152 8.08152 
21.075 -0.02526 -0. 80354 8.88354 
21.1 -0.0l’)Bl -0.88239 8 .  88239 
21.125 8.0llY3 8.08167 -0.88167 
21.15 8.86850 0.88849 -8.es844) 
21.175 8.12461 8.81749 -8.01749 
21.2 8.19416 8.82725 -8.82725 

A 4 6  

21.225 
21.25 
21.275 
21.3 
21.325 
21.35 
21.375 
21.4 
21.425 
21.45 
21.475 
21.5 
21.525 
21.55 
21. S75 
21.6 
21.625 
21.65 
21.675 
21.7 
21.725 
21.75 
21.775 
21.8 
21.825 
21.85 
21.875 
‘21.9 
21.925 
21.95 
21.975 
22 
22.025 
22.05 
22.875 
22.1 
22.125 
22.15 
22.175 
22.2 
22.225 
22.25 

Page 14 - ,-- Cil 
22.275 
22.3 
22.325 
22.35 
22.375 
22.4 
22.425 
22.45 
22.475 
22.5 
22.525 
22.55 
22.575 
22.6 
22.625 
22.65 
22.675 
22.7 __  
22.725 
22.75 
22.775 
22.8 
22.825 
22.85 
22: 875 
22.4) 
22.925 
22.95 
22.975 
23 
23.825 
23.85 
23.875 
23.1 
23.125 
23.15 
23.175 
23.2 
23.225 
23.25 
23.275 
23.3 
23.325 
23.35 
23.375 
23.4 
23.425 
23.45 
23.475 
23.5 
23.525 
23.55 
23.575 
23.6 -~ ~ 

23.625 
23.65 
23.675 
23.7 
23.725 
23.75 

0 . 2 W 3  8.83567 -0.03567 
8.2Y183 8.04096 *.WE96 
8.38338 8.m257 -8.84257 
8.28337 0 . 0 3 Y 7 7  -8.83977 
8.24176 0.03393 -0.83393 
8.18468 8.02592 -0.02592 
8.12585 8.81755 -8.01755 
8.87767 8.81898 -8.81898 

8.04095 0 .88rn  -@.Bern  
0.858Y8 8.80716 -8.88716 
8.08220 0.81154 -8.01154 
8.13766 8.01932 -8.81932 
8.28661 8.82908 -8.82988 
8.26817 8.83764 -0.03764 
0.36499 8.84281 -8.84281 
8.38778 8.04328 -0.04320 
8.276lY 8.03876 -8.03876 
8.21521 8.83828 -8.83828 
8.12975 8.81821 -8.81821 
8.82559 8.08359 -8.88359 
-8.88553 -8.81200 
-0.18715 -8.82627 
-0.26038 -0.83653 
-8.28926 -8.04060 
-0.27817 -8.83792 
-0.28977 -8.82944 
-8.11785 -8.01643 
-0. 0018s -8.08815 
0.12536 8.01759 -8.01759 
8.24993 8.03588 -8.83588 
8.35942 0.85044 -8.05914 
8.43454 0.86099 -8.86899 
0.45978 0.06453 -8.86453 
8.43281 0.86863 -8.86863 
8.36238 8.85885 -8.05085 
8.27253 8.83825 -0.03825 
8.18478 8.02593 -8.02593 
8.11188 8.01578 -8.01578 
0.85968 8.88836 -8.08836 
8.83399 8.88477 -8.88477 
8.83615 0.88507 -8.88507 

a . m y a  0.88694 -0.88694 

e :  xcLLYRB.IxI 
8.85574 8.88782 -8.88782 
8.87643 8.81073 -8.01873 
8.08612 8.81209 -8.01289 
0.08086 8.01135 -0.01135 
0.05452 8.88765 -0.08765 
8.88963 8.88135 -8.08135 

-8.88718 -8.85114 
-8.11997 -8.81684 
-8.16148 -0.82266 
-8.19644 -8.82757 

,-8.22239 -8.83121 
-8.24287 -8.83489 
-8.24457 -8.83433 
-8.21615 -8. 83834 
-8.16848 -8.82251 
-8.89233 -8.81296 
-8.02938 -8.88411 
8.82119 8.88297 -8.88297 
8.86894 8.88855 -8.80855 
0.89175 0.81288 -8.81288 
8.11858 8.81552 -8.81552 
8.111Y5 8.81571 -0.81571 
8.09382 8.81317 -8.81317 
8.86464 8.88Y07 -0.88987 
8.03856 8 .80W -0.88W 
8.02171 0.80385 -0.88305 
0.01084 8.80152 -0.00152 
8.88209 0.8882Y -8.88829 
-8.88566 -0.88879 
-8.01% -0.88217 
-8.83533 -0.88496 
-8. 87427 -8.81842 
-8.13577 -8.81986 
-8. 21821 -0.83863 
-8.31691 -0.04449 
-8.42179 -8.05928 
-0.51786 -8.07268 
-8.50997 -8 .  88288 
-8.62764 -e. EBBBY 
-8.62831 -8.88818 
-8.59581 -8.08362 
-8.53448 -8.87580 
-8.44778 -8.86283 
-0.34388 -8.84825 
-8.23146 -8.83249 
-0.11614 -8.81638 
-8.00311 -8. 88044 
0.10189 8.81419 -8.81419 
8.198Y8 0.02679 -8.82679 
8.244)12 0.03496 -8.03496 
8.26465 0.83714 -8.03714 
8.24852 0.03488 -0.03488 
8.1Y883 8.02678 -8.82678 
0.105Y8 8.81407 -8.81487 
0.88849 8.88119 -8.80114) 
-8.08338 -8.81178 
-8.15225 -8.82137 
-8.188Y7 -8.82652 
-8.19521 -8.02748 
-8.17759 -0.02492 

T 9  

8.81208 
0.02627 
0.83653 

8.03792 
8. 82944 
0.81643 
8.888lS 

o.ma60 

P.S. 16 - 
8.88718 
8.81684 
8.02266 
8.  82757 
8.83121 
8. 03489 
8.83433 
8.83834 
0.02251 
0.81296 
8.804ll 

8 .  88879 
8.88217 

8.01842 
8.81986 
8.83861 
8.04449 
0.05920 
0.87268 
8.88280 
0.08889 
8.88818 
0.08362 
0.87588 
8.06283 
8.84825 
8.83244) 
8.81638 
8.00044 

B . B B Q ~ K  

0.01178 
8.82137 
8.02652 
8.82748 

. E .  82492 

008617 



7 Pile: -mE.I%I Pum 17 - 
23.775 -0.14314 -0.82809 8.8288Y 
23.8 -0.10861 -0.01412 0.81412 
23.825 -0.86885 -0.88843 0.08843 
23.85 
23.875 
23.) 
23.Y25 
23.95 

24.1 
24.125 
24.15 
24.175 
24.2 
24.225 
24.25 
24.275 
24.3 
24.325 
24.35 
24.375 
24.4 
24.425 
24.45 
24.475 
24.5 
24.525 
24.55 
24.575 
24.6 
24.625 
24.65 
24.675 
24.7 
24.725 
24.75 
24.775 
24.8 
24.825 
24.85 
24.875 
24.9 
24.925 
24.95 
24.975 
25 ~~ 

25.025 
25.05 
25.875 
25.1 
25.125 
25.15 

-0.82Y14 -8. 0848) 
4.01071 -8.08158 
-0.881Y3 -8.88827 
8.08285 8.88829 -8.0882Y 
8.88253 0.88036 -0.08836 
-8.88867 -9. 80089 
-9.eBIBs -0.80857 
8.88224 8.88831 -0.80831 
0.02081 8.08393 -8.00393 
8.07172 8.81887 -8.81887 
8.12557 0.81762 -0.81762 
8.19810 8.02674 -0.82674 
0.27131 8.83888 -0.83888 
8.36042 8.85859 -8.85059 
8.44814 8.06177 -8.86177 
8.49741 8.06981 -8.86981 
8.52762 8.87485 -8.87485 
8.53261 0.87475 -0.87475 

0.49879 0.86888 -8.06888 
0.44849 8.06295 -8.86295 
0.39548 8.85551 -8.85551 

8.28158 8.83951 -8.83951 
8.22YYl 0.83227 -8.03227 
8.18427 0.82586 -8.82586 
8.14266 0.02002 -8.02882 
8.10423 8.81463 -8.81461 
8.87143 8.81883 -8.81803 
8.84882 0.08674 -0.88674 
8.83774 8.88538 -0.88538 
8.84164 8.88584 -0.80584 
8.85621 8.88709 -8.88789 
8.87722 8.81884 -8.01884 
8.10224 8.81435 -8.81435 
8.12895 8.818l8 -8.81818 
8.15439 8.82167 -8.02167 
8.17721 8.02487 -8.82487 
8.19468 8.82732 -8.82732 
0.1Y918 8.02794 -8.02794 
8.18298 0.02568 -0.82560 
8.14376 8.82818 -0.82018 
0.88431 8.81183 -8.81183 
8.81224 8.88172 -8.88172 
-8.06233 -8.08875 
-8.13211 -8.81854 
-0.19488 -8.82724 
-0.24568 -8.83448 
-0.28518 -8. 84881 
-8.31436 -8.B4412 
-0.34083 -8.84784 
-8.17121 -0.05218 
-8.48586 -0.05696 

e.51988 8.87284 -~ .072e4 

8.33797 0.84743 -13.84743 

0.8840Y 
0.88150 
8.88827 

8 .  08089 
0.88857 

25.175 -8.44149 -8.86196 
25.2 -8.47088 -8.06597 
25.225 -8.49618 -8.86964 

-8.86928 

- Pile: X C L L Y R 8 . M  P.ga 18 - 
275 -8.48343 -8.06785 

8.00875 
8.01854 
8.82724 
8 .  83448 

8.84412 
e. 84784 
8.85218 
0.85696 
0.86196 
8.86597 
8.86964 
8.06920 

8. memi 

2.3 
25.325 
25.35 
25.375 
25.4 
25.425 
25. 45 
25.475 
25.5 
25.525 
25.55 
25.575 
25.6 
25.625 
25. 65 
25.675 
25.7 
25.725 
25.75 
25.775 
25.8 
25.025 
25.85 
25. 875 
25.) 
25.Y25 
25.Y5 
25. Y 75 
26 
26.025 
26. 05 
26.875 
26.1 
26.125 
26.15 
26.175 
26.2 
26.225 
26.25 
26.275 
26.3 
26.325 
26.35 

.26.375 
26.4 ~~ ~ 

26.425 
26.45 

,575 ~~ 

26.6 
26.625 
26.65 
26. 675 
26.7 
26.725 
26.75 

-8.44972 -8.86312 
-8.41703 -8. 85853 
-8.37324 -0.05238 
-8.33358 -0.04682 
-8.28935 -8.84861 
-8.26838 -8.83655 
-0.22933 -8.8321Y 
-8.21393 -8.83883 
-8.28099 -8.82821 
-8.28733 -8.82918 
-8.22138 -0.83186 
-8.85524 -8.83582 
-0.28635 -8.84019 
-0.11246 -0.84385 
-8.33385 -8.84686 
-8.32895 -8. 84505 
-8.32896 -8.84585 
-8.28266 -8.83967 
-8.25876 -8.83632 
-8.21467 -0.83813 
-8.17458 -0.02450 
-8.12765 -0.01792 
-8.88355 -8.81173 

8.82887 0.80282 -0.88282 
0.88425 8.81182 -0.81102 
8.15YSS 0.02239 -0.02239 
8.23166 8.03251 -0.83251 
8.29751 8.84176 -0.84176 
8.33937 8.84763 -8.84763 
8.37184 8.85219 -8.05219 
0.38955 8.8%67 -0.05467 
8.38894 8.85459 -8.054459 
8.36493 0.85122 -0.05122 
8.32435 8.84552 -8.84552 
0.28864 8.83939 -0.83939 
8.24283 8.83397 -8.033Y7 
8.21831 8.82952 -8.02952 
8.18644 0.82617 -8.82617 
8.17311 8.02438 -8.82438 
0.17254 0.82422 -0.82422 
8.18169 0.82558 -0.82558 
8.19451 0.82738 -8.82738 
8.28784 8.82906 -8.82906 
0.21758 0.01054 -8.010% 

-8.834u -0.e84~3 

8.22596 0.83171 -0.03171 
0.23276 0.03267 -8.03267 
8.23897 8.03354 -0.83354 
0.24456 0.83432 -8.83432 
8.24864 8.83498 -8.83498 
8.25058 0.83517 -0.83517 
8.25212 0.03539 -8.03539 
0.25721 8.03610 -0.03618 
8.26698 8.83747 -8.03747 
8.27834 8.83907 -0.03.907 
8.28927 0.84868 -8.84860 
0.30389 8.04254 -8.04254 
8.32216 0.84522 -8.84522 
8.34086 0.84784 -8.84784 

0.06785 
8.06312 
8.05853 
8.85238 
8.84682 
8.84861 
8.83655 
8.83219 
0.83883 
8.82821 
8.82918 
8.03186 
8.03582 
8.04819 
8.84305 
8 .  84686 
8. 84585 
8. 84585 
0.83967 
8.83632 
0.83013 
0.02458 
8.817Y2 
8.81173 
8.88483 

26.8 
26.8as 
26.85 
26.875 
26.) 
2 6 . Y n  
26.95 
26.975 
27 
27.825 
27.85 
27.8'15 
27.1 
27.125 
27.15 
27.17S 
27.2 
27.225 
27.25 
27.275 
27.3 
27.325 
27.35 
27.375 
27.4 
27.42S 
2'1.45 
27.475 
27.5 
27.525 
27.55 
27.575 
27.6 
27.625 
27.65 
27.675 
27.7 
27.725 
27.75 
27.775 
27.8 
27.825 
27.85 
27.875 
27.9 
27.925 
27.95 
27.975 
28 
28.025 
28.85 
28.875 
28.1 
28.125 
28.15 
28.175 
28.2 
28.225 
20.25 

8.ttUa 8.EaY2 -0 .EaY2 
8.2-7 8.Bu36 -9.Bu36 
0.23811 8.03238 -0.83238 
0.14829 8.02881 4 .02881 
8.ESY86 8.8B840 -0.88840 
- 0 . 8 2 4 Y 4  -0. 88350 
-8.8Y791 -0.81362 
-8.147Yl -8.82876 
-9.17185 -0.02401 
-0.16sJ6 -0.82324 
-8.13763 -0.81Yl2 
- 0 . 8 9 6 Y Y  -0.81361 
- 9 . 0 5 1 9 Y  -0.88738 
-0.81031 -8. 8814s 
8.01Y86 0.00267 -0.08267 
8.02887 0.88485 -8.08485 
0.81894 8.88266 -0.802LC 
-0. 88582 -8.88878 
-0.83772 -0.88529 
-0.07357 -9.81833 
-0.10383 4 . 0 1 U 7  
-9.11Y30 -0.81676 
- 8 . 1 1 4 4 Y  -0.01607 
-9.88811 -8.81237 
- 8 . E a 6 1  -8.88654 
-0.80112 -9.88816 
8 . W 5 3  0.88583 -0.88583 

8.89821 0.01266 -8.81266 
8.888Y2 8.81136 -8.81136 
0.84854 8.88681 -0.00681 
8.08046 8.88886 -0.80006 
-9.852Y9 -8. 88744 
-0.1043Y -8. 01465 
-0.15072 -0.02115 
-0.10034 -8.02643 
-8.21271 -0.02985 
-0.214lY -0.83886 
-0.28315 -0 .  82851 
-0.10429 -0.82586 
-8.16157 -0.822) 6 
-8.14288 -8.82005 
-8.12118 -0.01701 
-0. BY855 -0.01383 
-8.87678 -0.81077 
-0.85882 -0.88826 
-8.04478 -0.88627 
-0.83158 -0. 80442 
-0.81767 -0. 08248 
-8.88268 -0.08836 
8.81252 8.88176 -8.00176 
8.82188 0.88349 -0.80349 
0.83167 0.80444 - 8 . B B I I I  
0.83166 8.80444 -8.00444 
8.0252Y 8.88315 -0.88355 
8.81598 8.08223 -8.88223 
0.08697 8.88898 -0.88898 
-0.00265 -0.08837 
-0.81532 -0.08215 

8.07512 8.8ies.a -0 .eian 

? r i l e :  l c L L Y 9 . 8 . M  Rt O c t  20, 1995 - Pame 1) 
26.- 0.-86 8.91805 -0.84885 4 4  6- t. 

e. 08358 
8.81362 
8.82076 
0. 02481 
8.82324 
8.8lY32 
8.01361 
8.88738 
8.0814s 

8. 88070 
0.08529 
8.81033 
9.01457 
8.01676 
8.81607 
8.01237 
0.80654 
9.90016 

8 .  88744 
8.81465 
8.82115 
8.82643 
8.82985 
8.03086 
8.02851 
0.02586 
8.022YL 
8.02805 
8.01781 
0.01381 
8.81877 
8.88826 
8.88627 
8.80442 
8.00248 
0.80036 

8.08837 
8.88215 

28.275- 
28.3 
28.325 
28.35 
28.375 
28.4 
28.425 
28.45 
20.475 
28.5 
28.525 
28.55 
28.575 
28.6 
28.625 
28.65 
28.675 
28.7 
28.725 
28. 75 
28.775 
28.8 
28.825 
28.85 
28.875 
28.9 
28.925 
28.95 
28.975 
29 
29. 825 
2Y.85 
29.875 
29.1 
2). 125 
29.15 
2). 175 
29.2 
2Y. 225 
29.25 
29.275 
29.3 
29.325 
29.35 
29.375 
29.4 
29.425 
2 Y . U  
29.475 
29.5 
29.525 
29. 55 
29. 575 
29.6 
29. 625 
29.65 
29.675 
29.7 
29.725 
29.75 

~~ ~~ 

-0.029¶4 -0 .  Be428 
-8.84182 -8.08587 
-0.91745 -8.00666 
-8.91913 -0. 806Y0 
-8.8514s -8.80722 
-8 .8W0 -0.8075Y 
-8.85247 -8.8B736 
-0.84583 -8.88643 
-8.83913 -8.88549 
-0.03555 -8.88499 
-0.03403 -0.08478 
-0.03383 -8.88475 
-0.03506 -0.08492 
-0.03681 -8. 88585 
-0.833Y9 -8.08477 
-8.02725 -8.88383 
-8.81663 -8.88233 
-8.00467 -0.08866 
8.80848 0.00119 -0.08llY 
8.82385 0.00324 -8.80324 
8.03817 8.80536 -8.08536 
8 . ~ 9 ~ 4  a.ee78i -0.aa7ai 
0 . ~ ~ ~ 8 7  e . m a n  -8.88854 
0.08887 0.01124 -0.01124 
s.sercs 0.81258 -0.e1250 
8.8Ylll 0.81307 -0.81387 
8.88612 0.81289 -0.01289 
8.87862 8.88Y91 -0.08YY1 
0 .847U 0.88664 -8.08664 
8.01460 8.08285 -8.08285 
-8.82917 -8.88489 
-0.87881 -8 .  81106 
-0.12172 -8.81708 
-0.1486Y -8.82087 
-8.15844 -8.82224 
-0.15278 -8.82143 
-0.13177 -8.81049 
-0. BY515 -8.81335 
-8.04655 -0.88653 
0.08488 0.88868 -0.80068 
8.84884 8.88686 -0.08686 
0.07818 0.01897 -8.81897 
8.88YY6 8.812Ll -0.81263 
0.88Ils 8.81185 -8.81185 
0.06326 8.08888 -8.88888 
0.83010 0.00424 -8.80424 
-0.08860 -0.  88121 
-8.0478Y -8.88661 
-0.08213 -8.81153 
-8.11264 -0. 01581 
-8.13618 -8.81Y14 
-0.14796 -0.02077 

-8.13877 -8. 01835 
-0.18980 -0 .81W 
-8.08lY7 -8.01158 

-0.80681 -8.BIB52 
-8.01519 -8.80213 
8 . 8 8 Y Y 8  8.88139 -8.8813Y 
8.828YY 8.08295 -0.082YS 

-0.14478 -8. 02ea2 

- Pil.: X C L L Y 9 . 8 . M  P a m  28 
8.80420 
0.00587 
8.00666 
0. 88698 
e. 08722 
0.88759 
8 .  88736 
0 .  88643 
8.00549 
8.88499 
8.88478 

8.88192 
8. 88585 
0 .  88477 
8.00383 
8.08233 
8.08866 

e. 08475 

8.88489 
0.01106 
0.01788 
8.82887 
8.82224 
0 .82143 
8.8184Y 
8.01335 
8 .BE653 

0.08121 
8.88661 
8.81153 
8.01501 
8.01Y14 
8.02877 
0 .  82832 
8.81835 
8 . 8 1 W  
8.01150 
0.00681 
0.80213 

OOOGPB 



7 Film: ) ( E L L V X B . M  PW. 21 - 
2Y.775 8.01077 0.88263 -0.80263 , 

29.8 8.88653 8.888Y2 -0.88892 
2Y.825 -0.81488 -0 .08zW e. 88zeY 
29.85 
29.875 
29.) 
29.Y25 
29.Y5 
9.Y75 

# . 0 2 5  .a5 

a . 8 7 5  
3 8 . 1  
38.125 
38.15 
38.175 
38.2 
38.225 
38.25 
38.275 
38.3 
38.325 
38.35 
38.375 
38.4 
38.425 
38.45 
38.475 
38.5 
38.525 
38.55 
38.575 
38.6 
38.625 
30.65 
38.675 
38.7 
38.725 
38.75 
38.775 
38. 8 
38.825 
38.85 
30.875 
38.9 
38.925 
38.95 
38.975 
31 
31,825 
31.85 
31.875 
31.1 
31.125 
31.15 
31.175 
31.2 
31.22s _ _ _  

- P11.: XCUVX8.IXT P.g. 22 - 
275 8.12732 8.81787 -8.81787 

-0.04382 -8.88615 
-0.87491 -8.81851 
-8.18285 -8.81111 
-8.11452 -0.81687 
-0.11896 -8.81557 
-8. 89486 -8.81329 
-8.85985 -0.80849 
-8.88872 -8.88122 
8.85166 8.88725 -0.88725 
8.11847 0.81558 -8.81558 
8.15873 8.82228 -8.82228 
8.18988 8.82653 -8.02653 
8.19561 8.82745 -8.82745 
8.17669 8.82488 -8.82488 
8.13458 0.81889 -8.81889 
8.87761 0.81889 -9.81889 
8.81782 0.88258 -8.88258 
-8. 83738 -8.88523 
4.88733 -8. 81226 
-8.13315 -8.81869 
-8.17156 -8.82498 
-8.19798 -0.82778 
-8.21116 -8.82964 
-8.21571 -8.03827 
-8.21785 -8. 8364L 
-8.21397 -8.83883 
-8.28862 -8.82816 
-0.17679 -8.82481 
-8.14763 -8.82872 
-8.11737 -8.81647 
-0.88816 -8.81237 
-8.86264 -8.88879 
-8.04356 -8.88611 
-8.83286 -8. 80458 
-8.82725 -8.88383 
-8.82536 -8.88356 
-8.82385 -8 .  88335 
-8.82261 -8.88317 
-8.81911 -8.88268 
-8. 88976 -8.88137 
8.88438 8.88861 -8.88861 
8.81728 8.88241 -8.08241 
8.82378 8.88334 -8.88334 
8.82518 8.88353 -8.88353 
8.82543 8.88357 -8.88357 
8.82481 8.88348 -8.88348 
8.82814 8.88283 -8.88283 
8.81238 8.88174 -8.88174 
8.88825 8.80116 -8.88116 
8.81124 8.88158 -8.80158 
8.81773 8.88249 -8.88249 
8.82323 8.88326 -8.88326 
8.82982 8.88487 -8.88487 
8.84844 8.88568 -8.88568 
8.85925 8.88832 -8.88832 
8.88191 8.81150 -8.81158 
8.18456 8.81468 -8.81468 

8 .  88815 
8.01851 
8.81444 
8.81687 
8.81557 
8.81329 
8.88849 
8.80122 

8.88523 
8. 81226 
8.8186Y 
8.82488 
8.82778 
8.  82964 
8.83827 
8.8364L 
8 .  83883 
8.82816 
8.82481 
8.82872 
8.81647 
8.81237 
8.88879 
8.08611 
8 .  88458 
8 .  88383 
8. 80356 
8.88335 
8.88317 
8.88268 
8.88137 

..3 
31.325 . 31.35 
31.375 
31.4 
31.425 
31.45 
31.475 
31.5 
31.525 
31.55 
31.575 
31.6 
31.625 
3 1 . 6 5  
31. 675 
31.7 
31.725 
31.75 
31.775 
31.8 
31.825 
31.85 
31.875 
31.9 
31.Y25 
31.95 
31.Y75 
32 
32.825 
32.85 
32.875 
32.1 
32.125 
32.15 
32.175 
32.2 
32.225 
32.25 
32.275 
32.3 
32.325 
32.35 
32.375 
32.4 
32.425 

,575 
32.6 
32.625 
32.65 
32.675 
32.7 
32.725 
32.75 

8.15862 8.82114 -8.82114 
8.17239 8.82428 -8.82428 
8.18926 8.82656 -8.02656 
8.19Y15 8.82795 -8.82795 
0.28419 8.82866 -8.82866 
8.28862 8.82920 -8.82928 
8.21448 8.83818 -8.83818 
8.22885 8.83188 -8.83188 
8.22578 8.83168 -8.83168 
8.22788 8.83186 -8.83186 
8.22451 8.83151 -8.83151 
8.21933 8.83878 -8.83878 
8.21124 8.02965 -8.82965 
8.19961 8.82882 -8.82882 
8.18511 8.82598 -8.82598 
8.16989 8.82384 -8.82384 
8.15681 8.82198 -8.82198 
8.14389 8.82828 -8.02828 
8.13395 8.81888 -8.818BB 
8.12783 8.81794 -8.81794 
8.12687 8.81781 -8.81781 
8.12965 8.81828 -8.81828 
0.1331) 8.81869 -8.8186Y 
8.1368) 8.81921‘-8.81Y21 
0.13971 B.BlY61 -0.01961 
8.14Y73 8.82191 -8.82181 
.8.15S85 0.82186 -0.82186 
8.15677 8.82288 -8.82288 
8.14732 8.82868 -8.82868 
8.13395 8.81888 -8.81888 
8.11871 0.01666 -0.81666 
8 .88661 8.01216 -8.81216 
8.85712 8.88882 -8.88882 
8.02199 8.88389 -8.88389 
-8.88512 -8.88872 
-8.83119 -8.88438 
-8 .  84842 -8.88688 
-8. B 5 W  -8 .  88778 
-8.85348 -8 .  88749 
-8.84622 -8.80649 
-8.83841 -8.88539 
-8.83323 -0.88466 
-8.83293 -8.80462 
-8.83Y12 -8.88549 
-8.85838 -8.88787 
-8.86287 -8.88882 
-8.87524 -8.81856 
-8.88885 -8.81236 
-8.18815 -8.81486 
-8.11895 -8.81557 
-8.12241 -8.81718 
-8.13753 -8.81938 
-8.15891 -8.82238 
-8.18741 -8.82638 
-8.22811 -0.83889 
-8.24975 -8.83585 
-8.26828 -8.83764 
-8.27188 -8.83884 
-8.25877 -8.83632 

8.88872 
8.88438 
8.88688 
8 .  80778 
0.88749 
8 .  8864Y 
8.80539 
8.80466 
8.00462 

8.88787 
8.88882 
0.81856 
0.81236 
8.81486 
8.81557 
8.81718 
8.81938 
8.82238 
8.82638 

a . m w  

8 .  8388Y 
8 .  83585 
8.83764 
8 .  83884 
8. 83632 

Fila: xtLLIp8.m Pri Oet  28, 1995 - PUT* 23 - 
32.775 -0.23490 -8.832Y 5 8 . 8 3 2 Y 5  
32.8 -0.28243 -0.82041 8 .  82841 
32.825 -0.16IL7 -0.82311 8.82311 ri 
32.85 -0.12721 -0.ei7ns 8.81785 b 

32.875 4 . 8 Y Y S 7  -0.813Y7 8.81397 4 4  6 
32.) 
32.925 
32.Y5 
32.975 
33 
33.825 
33.85 
33.875 
33.1 
33.125 
33.15 
33.175 
33.2 
33.225 
33.25 
33.275 
33.3 
33.325 
33.35 
33.375 
33.4 
33.425 
33.45 

33.5 
33.525 
33.55 
33.575 
33.6 
33.625 
33.65 
33.675 
33.7 
33.725 
33.75 
33.775 
33.8 
33.825 
33.85 
33.875 
33.9 
33.925 
33.Y5 
33.975 
34 
34.825 
34.85 
34.875 
34.1 
34.125 
34.15 
34.175 
34.2 
34.225 
34.25 

33.475 

-0.8Y838 -0.81268 
- 0 . 1 8 2 2 Y  -0. 81436 
-0.12Y66 -0.81828 
-0.16363 -9.822¶7 
-0.lY784 -0.82777 
-0.22750 -0.83193 
-0.24643 - 0 . 8 3 4 5 Y  
-8.24740 -8.83472 
-0.22623 -0.83175 
-0.18687 -0.82612 
-0.13640 -8.81Y16 
-0.88634 -8.81212 
-8.83976 -8.88558 
8.88177 8.88825 -9.88825 
8.83456 0.88485 -%.EMU5 
8.8553Y 8.88777 -0.88777 
8.86561 8.88921 -0.8BY21 
8.86862 8.88963 -0.889633 
8.86653 8.88934 4.88Y34 
8.65949 8.88835 -0.88835 
8.04797 8.88673 -8.88673 
8.83392 8.88476 -0.80476 
8.81Y65 8.88276 -0.88276 
0.806Y5 8.88918 -9.88898 
-8.88224 -8.88031 
-0.0- -8.88862 
8.88283 8.08040 -0.88wS 
8.81780 8.88258 -0.08258 
8.03555 8 . 8 0 4 Y Y  -0.884Y9 
8.85242 8.88736 -8.88736 
8.86881 8.88966 -8.88966 
0.8858) 8.81285 -8.81285 
8.18257 8.81448 -0.81440 
8.11743 0.81648 -8.81648 
8.13825 8.81828 -8.81828 
8.14168 0.81981 -8.81989 
8.1517Y 8.82138 -0.82138 
8.15898 8.82238 -8.82238 
8.16188 8.82268 -0.82268 
8.1571Y 8.82286 -0.82286 
8.14675 8.82860 -0.02868 
8.12931 8.01815 -8.81815 
8.18618 8.81498 -8.81498 
8.88158 8.811M -8.81111 
8.85818 8.88815 -8.88815 
8.84618 8.88647 -8.88647 
8.04385 8.88604 -8.08684 
8.84356 8.88611 -8.08611 
8.04737 8.88665 -8.88665 
8.85187 8.88717 -8.88717 
8.855Y6 8.88785 -0.88785 
8.85195 8.88729 -8.08729 
8.83735 8.88524 -8.88524 
8.81417 8.88199 -8.881Y9 
-8.81832 -8.88145 

8.81268 . 
8.8143L 
8.81828 
8.82297 . 
8.82777 
8.831Y3 
8 . 8 W Y  
8.83472 
8. 831’15 
0.8zL12 
8.81916 
8.81212 
8. 88558 

8.88831 
8.08862 

8.88145 - Pi l . :  XCLLVX8.IXT Pas. 24 -. 
34.275 -8.83288 -8. 88458 8.08458 
34.3 -8.8582Y -8.88786 8.88786 
34.325 
34.35 
34.375 
34.4 
34.425 
34.45 
34.475 
34.5 
34.525 
34.55 
34.575 
34.6 
34.625 
34.65 
34.675 
34.7 
34.725 
34.75 
34.775 
3 4 . 8  
34.825 
34.85 
34.875 
3 4 . Y  
34.Y25 
3 4 . Y 5  
34.975 
35 
35.825 
35.85 
35.875 
3S.l  
35.12s 
35.15 
35.175 
35.2 
35.225 
35.25 
35.275 
35.3 
35.325 
35.35 
35.375 
35.4 
35.425 
-35.45 
35.475 
35.5 
35.525 
35.55 
35.515 
35.6 
35.625 
35.65 
35.675 
35.7 
35.725 
35.75 

-8.86304 -8.88805 
-8.86687 -8.88938 

-8.04552 -8.8863Y 
-8.82847 -0.88488 
-8.81339 -0.88188 
-8.88233 -8.88833 
8.80412 8.88858 -8.88850 
0.88741 8.88104 -8.80184 
8.88978 8.88137 -8.88137 
8.81228 8.88172 -8.88172 
8.81615 8.88227 -8.88227 
8.82447 8.88343 -8.88343 
8.83897 8.88547 -8.88547 

8.86958 8.88977 -8.88977 
8.87537 8.81858 -0.8185B 
8.87317 8.81827 -8.81827 
8.86298 8.88884 -8.88804 
8.04291 8.88682 -8.88682 
8.81149 8.88161 -8.88161 
-8.828lr -8.88395 

-0.88Y72 -0. 06Y26 
-0.18718 -8.01583 
4.13963 4.81968 
-0.16385 -0. 82388 
-8.174Y6 -8.82456 
-8.17819 -8.82389 
-8.15223 -8.82137 
-0.12728 . - E .  81785 
-8.18157. -8.81426 
-8 .  87948 -8.81116 
-8.862L4 -8.98879 
-8.85224 . -8.88733 
-8.e48Yl . -8.88686 
- 8 . 0 4 Y U  -8.886Y4 
-8.MEC9 -0.88683 
-8.04627 -0.80649 
-8.83587 -e. 88583 
-8.81979 -8.88278 
-8.88249 -8.88835 
8.81394 8.88lY6 -8.88lY6 
8.82618 8.88366 -8.88366 
8.83241 8.88455 -0.80455 

8.82789 8.88388 -8.88388 
8.82811 8.88282 4.88282 
8.81434 8.88281 -8.88281 
8.81856 8.88148 -8.80148 
8.88793 8.88111 -8.88111 
8.885Y9 8.88884 -8.88884 
8.80586 8.88882 -8.88882 
8.88812 8.88114 -0.88114 
8.81131 8.8815Y -8.8815Y 
8.81382 8.88194 -8.081Y4 
8.8168Y 8.88226 -8.88226 
8.82839 8.88286 -8.88286 
8.02886 0.88394 -8.883Y4 

-8. 86815 - e . ~ ~ n u  

e.81614 8.9878n -0.88788 

8.83233 e.ams4 - a . e a u ~  

8.88885 
8.88938 
8.88844 
8.8863) 

8.88188 
8.88833 

8 .  emee 

8.88395 
@.BEY72 
8.81583 
8.81968 
8.82388 
8.02456 
8.82389 
0.82137 
8.81785 
8.81426 
8.81116 
8.88879 
8.88733 
8.88686 
8.886Y4 
8.88683 
8 .  88649 
e .  88583 
8. 88278 
8. 88835 

000619 



7 111.: n 
35.775 8.81 
35.8 8.04 
35.825 0.85 
35.85 8.08 
35.875 8.81 
35.9 8.81 
35.925 8.81 
35.95 8.86 

8.85 
8.85 
8.W 
8.94 

z 
1’1 
17 
i6 
3 

18 
13 
12 
6 
8 

in 
I3 
La 

Lll18.m 
,a5 8.Bf 
‘e 0.8f 
81 0.81 
I98 0.8f 

99 8.81 
I26 8.81 
33 8.81 
35 8.81 
114 8.81 
26 8.81 

16) 8.81 

184 8.m 

n 
13 
I6 
1’1 
18 
I9 
E 
E 
I9 
18 
1’1 
I6 
IS 

i31 -8.88531 
865 -8.80LL5 
‘86 -8.08786 
198 -8.88898 
I92 -0.88992 
138 -8.81838 
114 -8.81814 
131 -8.88931 
119 -8.88819 
‘84 -8.88784 
887 -8.88LB7 
i62 -0.88562 

36.1 
36.125 
36.15 
36.175 
36.2 
36.225 
36.25 
36.275 
36.3 
36.325 
36.35 
36.375 
36.4 
36.425 
36.45 
36.475 
36.5 
36.525 
36.55 
36.575 
36.6 
36.625 
36.65 
36.675 
36.7 
36.725 
36.75 
36.775 
36.8 
36.825 
36.85 
36.875 
36.9 
36.925 
36.95 
36.975 
37 
37.825 
37.85 
37. 875 
37.1 
37.125 
37.15 
37.175 
37.2 

8.94l71 8.08585 -8.88585 
8.84727 8.88663 -8.88L63 
8.85516 8.88774 -0.88774 
8.86487 8.88918 -8.88918 
8.87629 8.01871 -8.81871 
8.88645 8.81213 -8.81213 
8.88915 8.81251 -8.81251 
8.88827 8.81127 -8.81127 
8.86142 8.88862 -8.888L2 
8.83692 8.88518 -8.88518 
8.81611 8.88226 -8.88226 
-8.88549 -8.  88877 
-8.82397 -8.88336 
-8.83792 -8.88532 
-8.04393 -8.88617 
-8.84812 -8.88563 
-8.82797 -8.88392 
-8.81186 -8.88166 
8.88198 8.88827 -8.88827 
8.88977 8.88137 -8.88137 
8.81325 8.88186 -8.88186 
8.81586 8.88211 -8.88211 
8.81593 8.88224 -8.88224 
8.81477 8.88287 -8.88287 
8.81145 8.88161 -8.88161 
8.88754 8.88186 -8.88186 
8.88438 0.88868 -8.88868 
8.88888 8.88812 -8.88812 
-8.88531 -8.88875 
-8.81542 -8.88216 
-8.82768 -8.88388 
-8.83998 -8 .  88568 
-8.85898 -8.88714 
-8.85938 -8.88833 
-8.86337 -8.88889 
-8.86137 -8.88861 
-8.85314 -8 .  88746 
-0.04818 -8.88563 
-8.82507 -8.88352 
-0.81151 -8.88162 
-8.88281 -8.88839 
-8.88182 -8.88814 
-8.88594 -8.88883 
-8.81512 -8.88212 
-8.82475 -8.88347 
-8.83152 -8.08442 
-8.83399 -8.88477 
-8.83194 -8.88448 

Pwm 25 - 7 F 1 1 m :  )(aL%S.zxT h . 1  O C t  28. 1995 - P19. 27 -. 
38.775 -8.BYBBl -0.81376 8.81376 
38.8 -8.8Y582 -0.813U 8 .  81334 
38.825 -8.8Y833 -8.81268 8.812L8 
18.85 -8.88611 -8.81289 8.81289 
38.875 -0.08342 -8.81171 8.81171 - 
38.9 -8.88188 -8.81148 8.81148 
38.Y25 -9.88126 -0.01141 8.91141 
38.95 -8.88210 -0.81152 8.81152 
38.975 -8.88388 -0.81177 8.83177 
39 -8.88515 -8.81199 B.BllY9 
39.825 -8.88511 -8.81195 8.811Y5 
39.85 -8.88868 -0.81132 8.81132 

e. 88877 
8.88336 
8 .  88532 
8.88617 
8.88563 
8.88392 
8 .  88166 

8.BB875 
8.88216 
8 .  88388 
8.88568 
8.80714 
8.88833 
8.88889 
8.08861 
8.08746 
8.88563 
8.88352 
8.88162 
8.88839 
8.88814 
8.88883 
8.88212 
8.88347 
8.80442 
8.88477 
8.88448 

39.875 
39.1 
39.125 
39.15 
39.175 
39.2 
39.225 
39.25 
39.275 
39.3 
39.325 
39.35 
39.375 
39.4 
39.425 
39.45 
39.475 
39.5 
39.525 
39.55 
39.575 
39.6 
39.625 
39.65 
39.675 
39.7 
39.725 
39.75 
39.775 
39.8 
19.825 
39. 85 
39.875 
39.9 
39.925 
39.95 
39.975 
48 
40.825 
48.85 
40.875 
40.1 
48.125 
48.15 
40.175 
40.2 
40.225 
48.25 

-8. 878L3 - 8 . 8 8 Y Y 1  
-8.85514 -E. 88774 
-0.83514 -8.BW91 
-E.81248 -8.88175 
8.88933 8.88131 -8.88131 
8.82763 8.88388 -8.88388 
8 .Wl64  8.88584 -8.88584 
8.85878 8.88712 -8.88712 
8.85426 0.08762 -8.88762 
8.85381 8.88744 -0.88744 
8.84852 8.88681 -8.88681 
8.04273 0.80608 -8.88L88 
8.83759 8.88528 -8.88528 
8.83353 8.88471 -8.88471 
8.83828 8.80424 -8.80424 
8.82831 0.88397 -8.88397 
8.82881 0.8MS5 -8.BWE5 
8.83147 8.88142 -8.80442 
8.83494 8.88498 -8.88498 
8.83739 8.88525 -8.88525 
8.83713 8.88521 -8.88521 
8.83334 8.08468 -E.88468 
8.8252Y 8.08355 -8.88355 
8.81277 8.88179 -8.88179 
-8.08201 -8.  88828 
-8.81558 -8.00219 
-8.82568 -8.88368 
-8.8389L -0. 08435 
-8.83899 -8.88435 
-0.82625 -8.88368 
-8.81786 -8.88239 
-8.00434 -8.88061 
8.88933 8.88131 -8.88131 
8.82129 8.88299 -8.88291 
8.82986 8.BMl9 -8.8Ml9 

8.82838 8.88398 -8.88398 
8.81525 8.88214 -8.88214 
-0.88475 -8.88867 
-8.82868 -0.80481 
-8.8531 6 -8.88746 
-8.87538 -8.81858 
-8.8928Y -8.81304 
-8.18453 -8.01467 
-8.18979 -8.BlS4l 
-8.18886 -8.81517 
-8.89933 -8.81394 
-8. 88L17 -8.81289 
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8.83882 8.88S34 -8.88534 
8.838111 8.88S38 -8.88538 

8.08334 9.08047 -0.130047 

8.08131 
8.88044 - 

" 4 4  6 

8.88815 
8.88128 
0.88168 
8.881S4 
8.88077 

8.88831 
8. 08853 
8.88861 
8.88866 
8 .  88875 
8.88886 
8 .  88893 
8 .  08188 
8.88117 
8.88147 
8.8BlY4 
8.88261 
8. 88344 
8.BBu7 
0.80498 
0.88511 
0.88590 
0.88624 

- 
8.1 
O.E 
8.e 
8.e 

8 .e  

8.e 

8.e 

8 . E  

8.8 

@ . E  

8 . B  
8.8 
8 . E  
8.e 
8.e 
8 . E  
0 . B  
8 . E  
8 . B  
8 . E  

Pas. 32 -. 
18657 
18689 
18724 
18761 
18789 
18788 
18743 
18659 
1e558 
10428 
18313 
18223 
18166 
18142 
18139 
18141 
18134 
18112 
18873 
18818 

000622 



7 111 
47.775 
47.8 
47.825 
47.05 
47.87s 
47.Y 
47.Y25 
47.95 
47.Y75 

48.1 
48. 125 
48.15 
48.175 
48.2 
48.225 
48.25 
48.275 
48.3 
48.325 
48.35 
48.375 
48.4 
48.425 
48.45 
48.475 
48.5 
48.525 
48.55 

48.6 
48.625 
48.65 
48.675 
48.7 
48.725 
48.75 
48.775 
48.8 
48.825 
48.85 
48.875 
48.9 
48.925 
48.95 
48.975 
49 
49,825 
49.85 
49. 875 
49.1 
49.125 
49.15 
49.175 
49.2 
49.22s 

48.57s 

49.325 
49.35 
49.375 
49.4 
49.425 
49.45 
49.475 
49.5 
49.525 
49.55 
49.575 
49.6 
49.625 
49.6s 
49.675 
49.7 
49.725 
49.75 
49.775 
4 9 . 8  
49.825 
49.85 
49.875 
49.9 
49.92s 
49.YS 
4¶.¶75 
58 
58. 825 
58.85 
58.875 
58.1 
58.125 
59.15 
58.175 
5 8 . 2  
58.225 
50.25 
58.275 
5 8 . 3  ~~ ~ 

58.325 
58.35 
58.375 
58.4 
58.425 
58.45 

58.6  
5 0 .  625 
58.65 
58.675 
50.7 
50.725 
58. 75 

.: ) ( U L H B . I n T  
8.83636 8.885lY -8.8kpiy 
8.83391 8.80477 -9.00477 
0.82Y55 8.88415 -8.00uS 
8.82486 8.88338 -9.80338 
8.817Y4 0.88252 - 9 . 8 8 ~ 2  
8.81180 0.88166 -9.88166 
8.88611 8.8888Y -9.88889 
8.88277 0.88839 -8.8883Y 
8.88868 8.88888 -8.88888 
8.88138 8.88819 -9.8881Y 
8.88388 e . e e e n  -9.eaas4 
8.88685 8.88896 -8.880YL 
8.81288 8.88178 -8.88178 
8.81538 8.88216 -8.882lC 
8.81752 8.80246 -0.88246 
8.81667 8.88234 -8.88234 
8.8126Y 8.88178 -8.88178 
8.88657 8.88892 -8.88892 
-8.08893 -8.88813 
-8.88924 -8.88138 
-8.817C7 -8. 8824a 
-8.82SS9 -8.88359 
-8.8322S -8.80453 
-8.83676 -8.88516 
-9.80868 -8.88543 
-8.83788 -8. 88532 
-8. 83451 -8.88484 
-8.82954 -8. 88415 
-8. 82484 -8.88337 
-8.81852 -8.88268 
-8.81364 -8.88191 
-8.81839 -0.88146 
-8.80959 -8.80135 
-8.81158 -8.88161 
-8.81537 -8.88216 
-8.81983 -8.88278 
-8.82394 -8.88336 
-8.82729 -8.88383 
-8.82971 -8. 0-7 
-8.83128 -8.08458 
-8.83154 -8.88443 
-8.83879 -8.80432 
-8.829% -8.88415 
-8.82842 -8.88399 
-8.82784 -8.88391 
-8.82785 -8.88391 
-8.82798 -8.88393 
-8.82734 -8.88384 
-8.02517 -8.88353 
-8.82138 -8.88299 
-8.81636 -8.88238 
-8.01896 -8. 88154 
-8.88631 -8. 88889 
-8.88371 -8.88852 
-8.88156 -8. 88822 
8.88866 8.80889 -8.88889 

-8. 88881 8.88888 8 
-8.88888 -8.88081 
8.88188 8.88815 -8.88815 

8.88m9 8.08807 -8.08807 

e :  %cLLyI(8.ntl 
8.88355 8.88858 -8.88858 
8.88674 8.08095 -8.88895 
8.81035 8.88145 -8.88145 
8.81486 8.88197 -8.88197 
8.81788 8.88239 -8.88239 
8.81828 8.88257 -8.88257 
8.81771 8.88249 -0.88249 
8.81561 8.88219 -8.88219 
8.81283 8.88180 -8.8818B 
8.81854 8.88148 -8.88148 
8.88Y51 8.88133 -8.88133 
8.81818 8.88142 -8.88142 
8.81284 8.08188 -8.80188 
8.81886 8.88253 -8.88253 
8.82514 8.88353 -8.88353 
8.83278 8.80468 -8.86468 
8.04883 8.88562 -8.88562 
8.04638 8.88651 -8.88651 
8.85132 8.88728 -8.88728 
8.85436 8.88713 -8.88763 
8.854Y3 8.88771 -8.88771 
8.85239 8.88735 -8.88735 
8.04676 8.88656 -8.88656 
8.838L8 8.88543 -8.88543 
8.82849 8.8-8 -8.SWSS 
8.81648 8.88231 -8.88231 
8.08367 8.88852 -9.88852 
-8.80843 -8.88118 
-8.81843 -8.8825Y 
-8.82568 -0.88359 
-8.82986 -8.88u9 
-8.03166 -8.80444 
-8.83188 -8.80447 
-8.83158 -8.88443 
-8.03138 -8. 80448 
-8.83118 -8.80438 
-8.83872 -8.80431 
-0.82963 -8.80416 
-8.82751 -8.88386 
-8.82393 -8.88336 
-0.81886 -8.88265 
-8.81328 -8. 88185 
-8.88833 -8.88117 
-8.88523 -8.88873 
-8.88419 -8. 88859 
-8. 80481 -8.88868 
-8.88669 -8.88894 
-8.88976 -8.88137 
-8.81357 -8.88198 
-8.81735 -8.88244 
-8.82854 -8. 88288 
-8.82386 -8.88324 
-8.82S87 -8.88352 
-8.82681 -8.88376 
-8.82838 -8.88397 
-8.82937 -8. 88412 
-8.  82995 -8. B B U B  
-8.83888 -8. Be422 
-8.82974 -8.00417 
-8.82886 -8.88485 

8.88813 
8.88138. 
8 .  88248 
8.88359 
8 . 8 W 3  
0.88516 
8.80543 
8.88532 
8.80484 
0.88415 
8. 88337 
0.88268 
8.88191 
8.88146 
8.88135 
8.08161 
8.80216 
8.88278 
8.88336 
8.88383 
0.8Wl7 
0.86438 
8.80443 
8.80432 
8.88415 
8.88399 
8.883Yl 
8.88391 
8. 88313 
8.88384 
8. 88353 
8.88299 
8.88238 
8.88154 
8.88889 
8.88852 
8.88822 

P19m 33 7 7 111  
50.775 
58.8 
50.825 
58.85 
50.87s 
58.) 
5 8 . Y 2 s  
58.y5 

’ 58.97s 
51 
SI. 825 
51.85 
51.975 
51.1 
51.12s 
51.15 
SI. 175 

Fag. 34 - 

8.88118 . 
8. 80259 
8 .  8835Y 
8 .  80419 
8.80444 
8.00447 
8.06443 
8.80440 
8.00438 
8.80431 
8.80416 
8.88386 
8.88336 
8.88265 
8.88185 
8.88117 
0.80873 
8.808S9 
8.0086B 
8.88894 
8.88137 
8.80198 
8. 88244 
8.80288 
8.88324 
8.88352 
8.88376 
8.883Y7 
8.88412 
8. 8w28 
8.80422 
8.88417 
0.88195 

prl oct 28, 1 Y Y 5  - PUT. 35 -. e :  xaLvR8.m 
-9.02737 -9.88384 8.88384 
-9.8aaZa -9.80312 8.88312 
-e.SlYa, -9.08271 8.88271 
-0.81582 -9.8822a 8. Boa22 
-8.8llCl -0.80163 0.08163 7 
-9.88734 -9.88183 8.08183 
-8.88267 -0.88838 8.88838 
8.88138 8.8801Y -9.8881Y 
8.88525 8.888W -9.88874 
0.88CIl 8.88889 -9.SS88Y 
8.81204 8.8816Y -9.80169 

8.81310 8.88184 -0.08184 
8.88Y48 8.88133 -9.88133 
0.81186 8.00183 -9.88183 
8. 8 1 0 Y Y  8. 88154 -8.88154 
8.81211 8.88178 -9.88178 

eg.- 4 4 f  
e.oiea7 o . e e i a  -o.eeirr 



R l  OCt  28. 1Y15 - P a s .  3 - P11e: m Y R 2 . W  Pas. 1 -. 7 F l l e :  )(PL=I.M - - OSDF 2.775 -0.8866Y7 -0.81786 0.0- 
2.8 -0.W73fY -0.81157 e.ens7 

8 .  8zml5 2.825 4 .88868  -0.02315 
-0.82861 
-0.83382 8.83382 2.875 -E.B12381 

0.0- 4 4 6 . (iE3¶8*1.11 
W e r  2 - Cover Acceleration 
Synthetic - B z - s m  ALcClCr&wr = 

11me 

8.1 
8.125 
8.15 
8.175 
8.2 
8.225 
8.25 
8.275 
8.3 
8.325 
8.35 
8.375 
8.4 
8.425 
8.45 
8 .  475 
0 .5  
8.525 
8.55 
8 .  575 
8 .6  
8.625 
8.65 
8.675 
8.7 
8.726 
8.75 
8.775 
8.8 
8.825 
8.85 
8.875 
8.9 
8.925 
8.95 
8.975 
1 
1.825 
1.85 
1.875 
1.1 
1.125 
1.15 
1.175 
1.2 
1.225 

Shear Stress Asoleratlo 

8.888043 8.88811 -ki1 Go : 3W 0 
8 .  888824 8.88886 -8.88886 
8. 888842 
8 .  888822 8.88811 0.88886 -8.88811 -8.88886 : 0 1 3 F h 6  
8.88804 8.88811 -0.80811 
e .  8888zl 0.08886 -8.88886 
8 .  88883Y 8.88818 -8.88810 
8.888819 
8.888837 8.88818 -8.88818 

8.888813 8.88883 -0.88883 I ‘  
8.88883 8.88888 -8.88888 
8.888889 0.88882 -8.88882 
8.888825 8.88887 -8.88887 
8 .  B88882 8.88881 -8.88881 

-8.88881 -8.88883 8.88883 
-8. 888881 8.88888 8.88888 
-8.888835 -8.88889 8.888B1 
-8. 888842 -8.88811 8.888ll  
-8.8881 -8.80827 8.88827 
-8.888129 -8 .  88834 
-8.888282 -0.88854 

8.88884 -8.888316 -e. 88884 
-8.888357 -8.88895 
-8. 888905 -0.8Bll9 8.88119 
-8.888504 -8.88134 8.88134 
-8.888598 -8.88159 8.88159 
-8.888628 -8.88167 8.88167 
-8.888654 -8 .  88174 8.88174 
-8.888593 -8 .  881SB 8.88158 
-8.88852 -8.8813Y 8.88139 * 
-8.888483 -0.88187 8.88187 
-8.888388 -8.88183 8.80183 
-8.880482 -8.88187 8.88187 
-m.~ew34 -8.88116 8.88116 
-8.888349 -8.888Y3 8.88893 
-8.888272 -0.88873 8.88873 
-8.888234 -8.88862 8.88862 
-8.888379 -8.88181 8 .  88181 
-8.888681 -8.88160 8.88168 
-8.888885 -8.88236 8.88236 
-8.881894 -8.882Y2 8. 88292 
-8.881387 -8.88349 8.88349 
-8.88151 -8.88483 8.80483 
-8.881785 -8.80476 8.80476 
-8. 881YS3 -8.88521 8.88521 
-8.881983 -8.88529 8.88529 
-8.881767 -8.80471 8.80471 

8.888815 8 . ~ ~ ~ 0 4  -8.888m 

E . ~ E E M  G U  
8.88854 -+ 
e . 8 8 ~ 5  Aa s ’- -8.88824 -8. 88864 8.88864 - ,vo owl 

0,375 

J 

2.) 
2.925 
2.95 
2.975 
3 
3.825 
3.85 
3.875 
3.1 
3.125 
3.15 
3.175 
3.2 
3.225 
3 . 2 5  
3.275 
3.3 
3.325 
3.35 
3.375 
3.4 
3.425 
3.45 
3.475 
3.5 
3 . 5 2 5  
3.55 
3.575 
3.6 
3.625 
3.65 
3.675 
3.7 
3.725 
3.75 
3.775 
3.8 
3.825 
3.85 
3.875 
3 . 9 .  
3.Y25 
3.Y5 
3.975 
4 
4.825 
4.85 
4.875 
4.1 
4.125 
4.15 
4.175 
4 .2  
4.225 
4.25 

4 .812l81  -0.03240 8.8324a 
-0.81BU2 -0.02787 8.82787 
-0. 887728 -0. 82861 8.82061 
-E. 004647 -8.81231 8.8123Y 
-E. 881823 -E.BOc86 8.88486 
-0. 86053Y -9.80144 0.88144 
-0.881775 -8. 80473 8. 80473 
-E.804681 -0.8lW 8. 81227 
-8.886577 -0.8l?S4 8.817s4 
-9.886613 -8.81763 8.81763 

-0.883186 -8.88828 8.88828 
8. 888882 8.88214 -0.88214 
8.883247 8.88866 -0.08866 
e .  603004 8.88881 -0.88881 
8 .  885117 8.88586 -E.BBSBC 
8.608714 8.88198 -0.80198 
-0.882574 -8. 88686 8.88686 
-0. 88712Y -8.81181 
-8.  812532 -8.81342 0.03342 
-0.815Y67 -8. 81258 8.81258 
- E . 8 l C r n  -8.04421 0.- 
-8.816732 -0.04462 8.94462 
-0.815467 -0.84125 8.84125 
-8.818731 -8.82862 8.02862 
-8.Bw812 -8. 818Yl 8.81891 
8.883433 8.88Y15 -8.88Y15 
8.812526 8.83348 -8.83340 
8.82284a 8.06891 -8 .868Yl  
8.831215 8.88324 -0.88324 
8.83312) 8.80834 -0.88834 
8.827232 8.87252 -8.87262 
8.81¶¶3¶ 8.85317 -8.85317 
8.818171 8.04846 -0.84846 
8.81YY87 8.85338 -8.85338 
8.819275 8.85140 -8.85140 
8.81572 8.84192 -8.84192 
8.81361 8.83629 -8.03629 
8.815453 8.84121 -8.84121 
8.81Y692 8.85251 -8.85251 
8.82367 8.86312 -8.86312 
8.82559 8.86824 -8.86824 
8. 825364 8.86764 -8.86764 
8 .  824221 8.86459 -8.86459 
8.82268 8.86048 -8.86048 
8.819822 8.85873 -8.85873 
8.813288 8.83522 -8.83522 
8.88635 8.81693 -8.81693 
-8.881981 -8 .  88528 8.88528 
-8.818517 -8.82885 8.02885 
-8.816392 -8.04371 8.04371 
-8.828617 -8.854Y8 8.854Y8 
-8.823835 -8.86143 8.86143 
-8.81Y86 -8.85296 8.85296 
-8.811775 -8.83148 8.83148 

-8.885477 -0.81461 8.81461 

\& 
0.81981 v-.b , 

61 \ t o  

- File: XCUyII2.TxI Pas. 2 - 7 F11e: XCUyIL2.M Paw. 4 - 
!75 -8.881394 -8.88372 8.88372 4.275 -8.886854 -8.81614 8.81614 

-8.88225 8.88225 4.3 -8.804912 -8.81318 8.81318 
0“ . 3  -8.888845 

1.325 
1.35 
1.375 
1.4 
1.425 
1.45 
1.475 
1.5 
1.525 
1.55 
1.575 
1 . 6  
1 .625 
1 . 6 5  
1.675 
1.7 
1.725 
1.75 
1.775 
1.8 
1. 825 
1.85 
1.875 
1.)  
1.Y25 
1.95 
1.975 
2 
2.825 
2.85 
2.875 
2 . 1  
2.125 
2.15 
2.175 
2 .2  
2.225 
2.25 
2.275 
2.3 
2.325 
2.35 
2.375 
2.4 
2.425 
2.45 

2 . 6  
2.625 
2.65 
2.675 
2.7 
2.725 
2.75 

-8.888323 -8.88886 8.88086 
8.888888 8.88823 -8.88823 
8.888283 8.88854 -8.88854 
8.888187 e .  88858 -8 .  88858 
8.88886 8.88816 -8.88816 
-8.888274 -8.88873 8.88873 
-8.888988 -8.88263 8.88263 
-8.881754 -8.80468 8.80468 
-8.882243 -8.88598 8.88598 
-8.882245 -0.88599 8.885Y9 
-8.8819BY -8.88538 8.88538 
-8.881674 -8.88446 8.80446 
-8.881513 -8.80483 8.  80483 
-8.881148 -8.88386 8.88386 
-8.B8M81 -8.88187 8.88187 
8.888C21 8.88166 -8.88166 
8.881369 8.08365 -8.88365 
8.881485 8.883’16 -8.88396 
8.88878 8.88288 -8.88288 
-8 .  088786 -8.88188 8.80188 
-8.082959 -8 .  8878Y 0.88789 
-8 .  8851Y1 -8.81384 8.81384 
-8.886278 -8.81674 8.81674 
-8.8S5624 -8.  81588 8 .  81588 
-8. 084887 -8.8186Y 8.8186Y 
-8.882181 -8.88568 8 .  88568 
-8. 880486 -8.88138 8.88138 
8 .  888334 8.8888Y -8.88881 
8.888613 8.88163 -8.80163 
8.881435 8.88383 -8.88383 
e .  8826e3 8.88715 -8.88715 
8.883425 8.88913 -8.88Y13 
8.883836 8.81823 -8.81823 
8.804584 8.81222 -8.81222 
8.804683 8.81227 -8.81227 
8.804853 8.81881 -8.81881 
8.804137 8.81183 -8.81183 
8 . 8 m 7 ~ 7  8.81279 -8.8127Y 
8 .  885575 8.81487 -8..81487 
8.88647Y 8.81728 -8.81728 
8 .  886Y72 8.81859 -8.81859 
8.8867 8.81787 -8.81787 
8.885384 8.81414 -8.81414 
8.883555 8.88948 -8.88948 
8.882734 8.88729 -8.88729 
8.8827 8.88728 -8.88728 
8 .  882528 8.80674 -8.88674 
8.082616 0.886’10 -8 .886YB 
8 .  883814 8.98825 -8.88825 
8.883877 8.81834 -8.81834 
8.  884814 8.81284 -8.81284 
8 .  885405 8.81463 -8.81463 
8 .  884944 8.81318 -8.81318 
e .  883485 0.88980 -8.88988 
8.88111 8.88296 -8.882Y6 
-8.882268 -8.88685 8.08685 
-8.885314 -8.81417 8.81417 
-8.886396 -8.81786 8.81786 . 

4.325 
4.35 
4.375 
4.4 
4.425 
4.45 
4.475 
4.5 
4.525 
4.55 
4.575 
4.6 
4.625 
4.65 
4.675 
4.7 
4.725 
4.75 
4.775 
4.8 
4.825 
4.85 
4.875 
4.) 
4.¶25 
4.95 
4.975 
5 
5.825 
5.85 
5.875 
5.1 
5.125 
5.15 
5.175 
5 . 2  
5.225 
5.25 
5.275 
5.3 
5.325 
5.35 
5.375 
5.4 
5.425 
5.45 
5.475 
5.5 
5.525 
5.55 
5.575 
5.6 
5.625 
5.65 
5.675 
5.7 
5.725 
5.75 

-8.805255 
-8.804697 
-8.881397 
8.881749 
8.888043 
-8.885326 
-8.811188 
-8.81647 
-8.81886Y 
-8.814915 

-8.086215 
-8.08Y626 
-8.815476 
-8 .  018855 
-8 .  815122 
-8.81877 
-8.81823 
-8.815685 
-8.8214 -8.8578’ 
-8.821114 . 
-8.815678 
-8.888461 
-8.881156 
0 .  8833zc 
8.BBZ618 
-8.882473 
-8.88L936 
-8.886852 
8.881174 
8.8124Y4 
8.825881 
8. 83Y85l 

8.851621 
8.046504 
8.834881 
8 .  8 1 Y Y 5 Y  
8.882578 
-8.815352 
-8. 82Y436 
-8.83356 
-8.82584? 
-8.814324 
-8.88Y887 
-8.88¶¶86 
-8.88Y121 
- 8 . 8 8 W 5  
-8.888212 
8.88156 8.88416 
-8.888238 
-8.883832 
-8. 885618 
-8.888427 
-8 .  81888Y 
-8.811625 
-8.818633 
-8.889235 

-8.80e473 

a . e a e c u  

-8.81481 8.81481 
-0.81253 8.81253 
-8.88373 8 .  88373 
8.80466 -8.80466 
8.88811 -8.88811 
-8.81428 8.81428 
-8.82983 8.82983 
-8.04392 8.04392 
-8.85832 8.85832 
-8.83Y77 8.83Y77 
-8.82259 8.82259 
-8.81657 8. 81657 
-8.82567 0.82567 

- 8 .  04815 8 .  04815 
-8.04833 8 .  04833 
-8.82872 8.82872 
-8.82728 8.82728 
-0.84161 8.  84161 

-8.84127 8.04127 

7 8 .  85787 
-0.85638 a .  escaci 
-0.84181 9.84181 
-8.82256 8.82256 
-8. 88388 8 .  88388 
8.88887 -8.88887 
8.8861B -8.886Y8 
-8.8065Y 8.8865Y 
-8 .  01858 8.81858 
-8 .  81614 8.81614 
0.80313 -8.88313 
8.83332 -8.83332 
0.86904 -8.86904 
8.18414 -8.18414 
8.12969 -0.12969 
8.13768 -8.13768 
8.12401 -8.12401 
8.89382 -8.8Y382 
8.85322 -8.85322 
8.88687 -8.88687 
-8.848Y4 8.848Y4 
-8.87858 8.87858 
-8.8814Y 8.88Y4Y 
-8.868Y3 8.86893 
-8.83828 8.83828 
-8.824a2 8 .8uB2 
-8.82663 8.82663 
-8.82646 0.82646 
-8.81447 8.81447 
-8 .  88878 8 .  88878 
-8.88416 
-8.88863 0.08863 
-8.8888Y 8.8888Y 
-8.81498 8.014’18 
-8.82247 8.82247 
-8.82882 8.82882 
-8.83188 8.83188 
-8.82835 8.82835 
-8.82463 8.82463 



.- 111.: x U L Y X 2 . m  Pur. s -. 
-0.087622 -8.82833 8. 82033 
-8. s a z w  -8.88678 8.88678 
8.886819 8.81810 9 .81818  

s.m 
5 . 8  
5.825 
5.85 
5.87s 
5 . Y  
5.92s 
5.95 

6 . 1  
6.125 
6.15 
6.175 
6.2 
6.225 
6.25 
6 .27S 
6.3 
6.325 
6.35 
6.375 
6.4 
6.425 
6.45 
6.475 
6 .5 
6.525 
6.55 
6.575 
6.6 
6.625 
6.65 
6.675 
6.7 
6.725 
6.75 
6.775 
6.8 
6.825 
6.85 
6.875 
6.9 
6.925 
6.95 
6.97s 
7 
7.825 
7.85 
7.875 
7 .1  
7.125 
7.15 
7.175 
7.2 

8.81Sl84 
8.816Y81 
8. 814%) 

8.812886 
8.8W7s 
-8.886643 
-8.817831 
-0.838918 
-8.043S18 
-8.648581 

-0.839798 
-8.838996 
-8.819838 

8.812284 
8.828972 
8.818678 
8 .B44lYS 
8.042793 
8.839189 
8.833384 
8.02889 8.87491 
8.823884 
8.818956 
8.812572 
8.882834 
-8.889687 
-8.81932 
-8.824131 
-8.828975 
-8.034671 
-8.835916 
-8.031441 
-8 .  826601 
-8.824897 
-8.822236 
-8.819825 
-8.814845 
-8.812268 
-8.88859s 
8.883862 
8.819674 
8.03189S 
8.831574 
8.838265 
8.826268 
8.825588 
8.823383 
8.8157 8.84187 
8.887148 
8.881S49 
8.888192 
8.882784 

8.885811 

8.8134e.a 

- 8 . ~ 4 6 2 ~  

-8 .  885849 

e.em894 

8.04849 - 0 . M w 9  

8.83888 -8.83880 
8.03514 -8,83s?4 
8.83223 -8.83223 
8.81247 -0.81247 
-8.81771 8.81771 

-8.88045 8 . 8 8 Z u  
-8.11685 8.11K85 
-8.12955 8.12955 
-8.12332 8.12332 
-8.18613 8.18613 
-8.88266 8.88266 
-0.85298 8.85218 
-8.81346 8.81346 
8.83276 -0.83276 
8.87726 -8.87726 
8.18847 -0.18847 
8.11785 -0.11785 
8.11411 -0.11411 
8.10429 -8.1842) 
8.88982 -8.88982 
-8.874Y1 
8.86369 4 .86369  
8.85855 -8.858SS 
8.83353 -8.83353 
8.88756 -8.88756 
-8.82562 8.82562 
-8.85152 8.85152 
-0. 86435 8.86435 
-8.87727 8.87727 
-8.89246 8.8924C 
-8.89578 8.89578 
-8.88384 8.88384 
-8.  878Y4 8.878Y4 
-0.86426 8.86426 
-8.85930 8.85938 
-8 .  85873 e.BSB73 
-8.83959 8.83959 
-8.83271 8.  83271 
-8.82292 8.82292 
B.BB817 -8.88817 
0.85246 -8.85246 
8.88292 -8.88292 
8.88953 -8.88953 
8.88871 -0.88871 
8.87885 -0.87885 
8.86882 -8.86882 
8.86214 -8.06214 
70.84187 
8.01986 -8.81986 
8.88413 -8.88413 
8.88851 -8.88851 
8.88742 -8.88742 
8.81385 -8.81385 
8.81336 -8.81336 

8 . ~ 2 8  -0.81128 

-0. m7ss e . m m  

. .- 
7.225 

Pap. 6 - 
. 3  

7.325 
7.35 
7.375 
7.4 
7.425 
7.45 
7.475 
7.5 
7.525 
7.5s 
7.575 
7.6 
7.62s 
7.6s 
7.675 
7 .7  
7.725 
7.75 
7.775 
7.8 
7.825 
7.85 
7.875 
7.9 
7.925 
7.95 
7.Y75 
8 
8.825 
8 . 8 5  
8.87s 
8 . 1  
8 .125 
8.15 
8.175 
8.2 
8.225 
8.25 . 
8.275 
8 . 3  
8 .32S 
8 . 3 5  
8.375 
8 . 4  ~~ 

8.425 

..:: . 575 
8.6 
8.625 
8 . 6 s  
8.675 
8.7 
8.725 
8.75 

8.806646 
8.889877 
8.812788 
8.818859 
8.827386 
8 .  834998 
0.835262 
8.829165 
8.019632 
8.889596 
-8.888156 
-8.08981 
-8.81S988 
-8.815787 
-8.089146 

8 .  812168 
8.818375 
8 .  828583 
8.028623 
8.818897 
8.81169 8.83117 
8.008788 
-8.81264 
-8.823249 
-8.8258S9 
-8.817652 
-8. 887387 
-8 .  88121K 
-8 .  8 8 3 W  
-8.811932 
-8.819197 
-8.821187 
-8.817135 
-8.889868 
-8.88357 
-8.888385 
8.882275 
8.80442 8.81179 
8.8837SS 
8.888Y72 
-8 .  881286 
-8 .  80454 
-8.818386 
-8.815605 
-8.828239 
-8.8388S6 
-8.042969 

-8. M S 4 7  
-8 .  834748 
-8.824191 
-8.813633 
-8.80421 
8. 882414 
8.886579 . 
8.888S9Y 
8.887371 
8.882362 
-8.883S28 

~ . m i c 9  8.8msi 

- n . m 9 8 ~ ~  

8.81772 -8.81772 
0.82634 -8.82634 
8.03418 -8.83418 
8.04816 -8.04816 
8.87282 -8.87282 
8.89333 -8.89333 
8.89483 -8.89483 
8.87777 -8.87777 
8.85235 -8.85235 
8.82559 -8.82559 
-0. 80842 8.88842 
-8.82616 8.82616 
-8.04263 8.04263 
-0. m i 8 9  8.84189 
-8.82439 8.82439 

8.83245 -8.83245 

8.85467 -8.0S4K7 
8.85499 -8.8s499 

-8.83117 
8.88218 -8.88218 
-8.83371 8.83371 
-8.86288 8.86288 
-8.86682 0.06682 

-8.81Y49 8.81Y4Y 
-8.88324 8.88324 
-8.88945 8 .  0094s 
-8.83182 8.03182 
-8.05119 8. 85119 
-8.05629 8.85629 
-0.msc9 8.ms69 
-8.82631 0.82631 
-8 .  BEY52 8 .  B8YS2 
-8 .  88881 8. 88881 

-8 .  ems1 

8 . m g w  -8.m988 

8.m826 - 8 . ~ 8 2 ~  

-8.  04707 e .  04707 

8.88687 -8.88687 
-8 .  81179 
8.81881 -8.81881 
8.88259 -8.88259 
-8. 88343 8.88343 
-e. 81211 8.81211 
-8.82778 . 8.82778 
-a.mici 0.84161 
-8.  85397 8.853Y7 
-8 .  8881s 8.88815 
-8.11458 8.11458 
-8.13884 8.11884 
-8.11879 0.11879 
-8.89266 8.8926K 
-8.864S1 8 .  864% 
-8.03635 8.8313s 
-8.81123 8.81123 
8.88644 -8.80644 
8.81754 ;8.81754 
8.82293 -8.82293 
8.81966 -8.81966 
0.88638 -8.88638 
-8.08941 8.889U 

7 111.: XLLYR2.W Frl O s t  28. 1995 -PAS- 7 - 
0.m 
8 .8  
8.82s 
-8.85 
8.87s 
8.) 
8 . Y 2 s  
8.95 
8.97s 
9 
9.82s 
9.95 
9.87s 
9 .1  
9.125 
9.15 
9.17s 
9.2 
9.225 
9.25 
9.275 
9.3 
9.32s 
9.3s 
9.37s 
9.4 
9.425 
Y . 4 5  

Y . 5  
9.525 
9.5s 
9.57s 
9.6 
9.625 
9.65 
9.675 
9.7 
9.72s 
9.7s 
9.77s 
9.8 
9.82S 
9.85 
9.875 
9.9 
9.925 
9.95 
9.97s 
18 
18.825 
18.85 
18.875 
1 8 . 1  
18.12s 
18.1s 
10.175 
18.2 
18.225 
18.25 

Y.475 

-0. BEY 53 4 . 8 2 s U  8.0254l 
8.83734 -0. 81-m -0.03734 

-0.0127S -0.834aa 

8.8816W 0.0oltB -0.BD128 
8. ea7666 8.82ocI -0.82m4 
8.818833 8.82889 -8.82889 
8.812862 8 .01u8 -8.83438 
8.8151YS 8.m.ss2 -0.64852 
8.81K63Y 0 . -  -8.04437 
8.817362 8.81638 -0.64638 
8.81K781 0.- -0.- 
8.018693 8.828Sl -0.82851 
8.888515 8.88137 -0.08137 
-0.w9499 -8.82533 8.82533 
-0.817788 -0. 04743 8 .  04743 
-0.824187 -0.86458 8 .  86458 
-0.824637 -8. 86578 8.86578 
-0.8148Y3 -0. 83971 8. 83971 
e .  882763 8.88737 -0.88737 
8.023424 8.8624C -0.86245 
8.841685 8.11116 -0.11116 
8 .  85147Y 8.13728--8.13728 
8.8534) 8.14264 -0.142K4 
8.8514Y8 8.13733 -0.13733 
0.816127 8.12381 -8.12381 
8.837798 8.1887Y -0.1887Y . 
0 .  8 2 7 6 Y Y  8.87386 -0.87386 
8.0174SS 8.816SS -0.81655 
8.887683 8.82827 -0.82827 
4. 882282 -8.88689 8.88609 
-8.888832 -8.823SS 8. 82355 
-8.818588 -8.82823 8.82823 
-8. 888552 -8.82281 8. 82281 
-8.882615 -8.88697 8.88697 . 
8.883531 8.88942 -8.88942 
8.083633 8.889CY -0.80969 
-0.888833 -8.88889 8.88889 
8.801373 8.88366 -8.883K6 
8.88887 8.82365 -8.82165 
0.816213 8.84123 -8.04323 
8.822182 8.858Y4 -8.85894 
8.827174 8.87246 -8.87246 
8.827Y81 8.87448 -8.87448 
8.822889 8.86882 -8.86882 
8.Bl88Y1 0.85818 -8.85838 
8.821861 8.85C16 -0.85616 
8. 822849 8 . 8 6 8 Y I  -8.86893 

8.882519 8.88672 -8.88672 
-8.813162 -8.83518 8.83518 
-8.824781 -8.86S87 0.86587 
-8. 826Y38 -8.87183 8.87183 
-8.826294 -8.87812 8.87812 
-8.812916 -8.88778 8.88778 
-0.04332 -8.11S52 8.11152 
-0.m904 -8.1381) 8.13877 
-8.646Y27 -8.12514 8.12514 
-8.838649 -0.18386 8.18386 
-8.826886 - 8 . 8 6 Y l C  8.8CY56 ' 

0.0* . 4 4 
-0.886243 -0.81665 0.0166s . 

e.01624 8 .m33 i  -8.04331 

- Pile: x U L Y X 2 . m  P.S. 8 - 
18.27s -8.813574 -8. 83628 8.81628 
18.3 -8.086768 -8.81885 8.8188s 
18.325 -e.msms -8.81345 0.81345 
18.3s -8.891853 -8.812Y4 8.81294 
18.375 -0.885568 -0.81485 8.81485 
18.4 -8.087865 -8.82897 8.82897 
18.425 -8.011871 -8 .E3166 8.83166 
18.45 -8.8lU49 -8.83773 8.83773 
18.475 -8.818828 -8.82674 8.82674 
18.5 8.801293 8.88345 -8.88345 
18.525 8.814229 8.83794 -8.83794 
18.55 8.828S47 8.8S479 -8.8s479 

i o .  6 8 .  e10435 8.82783 -8.82783 

18.65 8.881571 8.88Y52 -8.88952 
18.675 8.882281 8.88688 -0.88688 
18.7 8.881277 8.08341 -8.88341 

18.175 8.817271 e.mca6 - 0 . 0 4 ~ ~ 6  

18.625 8 . 8 8 ~ 8  8 . 8 i s ~  -8.81~47 

18.725 8.888281 B . B B ~ W  - e . e m n  
18.75 -8.891523 -8. 86486 e .  erne6 
18.77s -8.08179 -0. em77 e .  em77 
1 8 . 8  ~ . 8 1 ~ 2 1 m  8.8BSCl -8.08SKl 
18.825 0.007734 8.82061 -0.02062 
18.85 8.011514 8.83878 -0.83878 
18.87s 8.88914Y e.e244@ -8.8244@ 
IS. Y -0.888821 -0.8821Y 8.8821Y 
18.Y25 -0.812945 -8. o w 2  8.834!l2 
18.95 -8.828668 -8.0S511 8.85511 
18.975 -8.823288 -0.86218 8.86218 
11 -8.822634 -8.86836 8.86836 

11.85 -8.818782 -8.82875 8. 82875 
11.875 -8.8883S7 -8.88895 8.88895 
11.1 8.eisem 8.64881 -8.64881 
11.125 0.829926 8.87980 -8.87980 
11.15 8.834072 8.89299 -8.8929) 
11.175 8.8299 8.87973 -8.07973 
11.2 8.821586 8.85735 -8.85731 
11.225 8.814116 8.83764 -0.83764 
11.2s 8.818S95 8.8282¶ -8.82825 
11.275 8.818782 8.8287s -0.82875 
11.3 8.8124S2 8.83321 -8.83321 
11.325 8.81411 8.83763 -8.83763 
11.3s 8.815973 8 . 6 4 8 l Y  -8. 64819 
11.375 8.813834 8.8360Y -8.83689 
11.4 8.811977 8.83194 -8.83194 
11.425 0.81sIc6 , 8 . W 2 4  -8.84124 
11.4S 8.822382 8.85947 -8.85947 
11.47s 8.828845 8.BSSSY -8.8555Y 
11.5 8.888615 8.82297 -8.82297 
11.525 -8.886137 -8.81637 8.81637 

11.575 -0.817189 - 8 . 6 4 6 6 Y  8.04KLY 
11.6 -8.817387 -8.64617 B.WI37 
11.625 -0.817356 - 8 . W 2 8  8.64628 
11.65 -8.815351 -0. me94 8.648Y4 

11.7 8.886488 8.88138 -8.88138 

11.825 -0.818279 -8. ma74 e .  me74 

11.55 -8.81522B -8.64861 o.moci \ 

11.675 -8.888639 -8.82304 8 .  s z ~ m  

11.725 8.887YYl 8.82131 -8.82131 
11.75 8.816528 8.04407 -8.04407 



7 111.: #LLYRZ.M Pas. I - 
11.775 8.8274’15 8.87327 -8.87327 
11.8 8.83s43 8.89448 -8.89448 
11.825 8.833YSY 8.89856 -0.0Y856 
11.05 8.822387 8.85978 -0.85978 
11.075 8.087066 
1 l . Y  -0.086488 
ll.YP5 
1 1 . Y S  

12.1 
12.125 
12.15 
12.175 
12.2 
12.225 
12.25 
12.275 
12.3 
12.325 
12.35 
12.375 
12.4 
12.425 
12.45 
12.475 
12.5 
12.525 
12.55 
12.575 
12.6 
12.625 
12.65 
12.675 
12.7 
12.725 
12.75 
12.775 
12.8 
12.825 
12.85 
12.875 
12.9 
12.925 
12.95 
12.975 
13 
13.825 
13.85 
13.875 
13.1 
13.125 
13.15 
13.175 
13.2 
13.225 

-8.817159 
-8.825319 
-8.832481 
-8.817855 
-8.83647 
-8.831139 
-8.825737 
-0.828568 
-8.814432 
-0.004934 
8.88289Y 
0.80499 8.81331 
8.885488 
8.886977 
8.087584 
8.086415 
8.884457 
-8.881624 
-8.814681 
-8.827286 
-8.83178 
-8.828798 
-8.822812 
-8.817637 
-8.817624 
-8.824891 
-8.831453 
-8.832228 
-8.82554 
-8. 815851 
-8. 885344 
-8.882348 
-8.884684 
-0.883882 
8.885189 
8.814409 
8.821447 
8.827487 
8.838952 
8.838885 
8 .  829430 
8.823906 
8.813963 
8.818839 
8.812893 
8.811648 
8.883994 

-8.813482 
-0.021664 
-8.826735 
-0.827785 
-8.828268 

-0. 084849 

8.81084 -8.81884 
-8.81738 8.81738 
-e. 04576 8.BU7L 
-8.86752 8.86752 
-8.88619 8.88648 
-8.89081 8.89881 
-8.89725 8 .  8Y725 
-0.88418 0 .88U8 
-8.86863 8.86863 
-8.85485 8.85485 
-8.8384Y 8.8384Y 
-8.81116 0.81316 
8.88773 -8.88771 
-0.01331 
8.81463 -8.81463 
8.81861 -0.81861 
8.82822 -0.82822 
8.81711 -8.81711 
8.81189 -8.81189 
-8.88433 8.88433 
-8.83915 8.81915 
-0.87276 0.87276 
-0,88475 8. 88475 
-8.87679 8.8767Y 
-8.86881 8.86883 
-8.04783 8.04783 
-0. 04788 8.04788 
-8.86424 8.86424 
-8.08187 8.88387 
-8. 88594 8.885Y4 
-8.86811 0.86811 
-8. 04814 0.04814 
-8.81425 8.81425 
-8.08626 8.88626 
-8.81249 8.81249 
-8.88881 8.88881 
8.81384 -8.81304 
8.83842 -8.83842 
8.857lY -8.05719 
8.87330 -8.87338 
8.88254 -8.88254 
8.80215 -8.88215 
8.87858 -8.87858 
8.06196 -8.86196 
8.83723 -8.83723 
8.82677 -8.82677 
8.83430 -8.83418 
8.83186 -8.83186 
8.81865 -0.81865 
-8.81293 8.81293 
-8.83595 8.83595 
-8. 05777 8.85777 
-8.87129 8.87129 
-8.87388 8.87388 
-8. 87538 8.87538 
-8.87763 8.07763 -8.829111 

Pal.  18 7 

275 -8.826166 -8.86978 0.86978 
..3 -8.81932 -8.85152 8.85152 

13.325 -8.818851 
13.35 8.088611 
13.375 8.812082 
13.4 8.820425 
13.425 8.824285 
13.45 8.823188 
13.475 8.811478 
13.5 -8.884952 
13.525 -0.81296 
13.55 -8.889336 
13.575 -8.888638 
13.6 8.881759 
13.625 8.816559 
13.65 0.026163 
13.675 
13.7 
13.725 
13.75 
13.775 
13.8 
13.825 
13.05 
13.875 
13.) 
ll.Y25 
13.95 
13.975 
14 
14.825 
14.85 
14.875 
14.1 
14.125 
14.15 
14.175 
14.2 
14.225 
14.25 
14.275 
14.3 
14.325 
14.35 
14.375 
14.4 
14.425 
14.45 
4.475 IF 
..so5 

14.6 
14.625 
14.65 
14.675 
14.7 
14.725 
14.75 

8.83159 8. 
8.029676 
8.824837 
8.816396 
8 .883933 
-8. 818380 
-8.02804 
-8.821204 
-8.8217Y 

-0.812111 
-8. 887284 
-8.80287 
8. 802212 
8.887872 
8.81161 8 .  
8 .  812486 
8 .  813562 
8.815824 
8. 814291 
8. 804899 
-8.089581 
-8.818222 
-8.82165 
-8.823739 
-8.826269 
-8.828393 
-8.827593 
-8.828917 
-8.887882 
8.889117 
8.82883 8. 
8.825887 
8.827943 
8.828887 
8.829781 
0.831611 
8.038112 
8.822771 
8.814776 
8.011922 
8.811471 
8 .  886281 
-8.885372 

-0. einsi  

-8.82894 8.82894 
8.88163 -8.BBl63 
8.83414 -0.83414 
8.8S447 -8.BS447 
8.86455 -8.86455 
8.86183 -8.86183 
8.83861 -0.83861 
-8.81321 8.8132i 
-8.83456 8.83456 
-8.82498 8.82498 
-8.88178 8.88178 
8.82869 -8.82869 
8.84416 -8.04416 
8.86977 -8.86977 

,88424 -8.88424 
8.87914 -8.87914 
8.86410 -8.86418 
8.04372 -8.04372 
8.81049 -8.8104Y 
-8.82749 8 .  82749 
- 8 . 8 5 W  8.85344 
-8.86100 8.86180 
-8.05811 8.85811 
-0.wL67 e .euc7 
-8.83231 8.83231 
-0.81Y42 e . s l Y u  
-8.88765 8.88165 

8.8289Y -8.82899 

8.83388 -8.83188 
8.83617 -8.83617 
8.84220 -8.04228 
8.83811 -8.83811 
8.81893 -8.81893 
-8.82534 8.82534 
-0.04859 8 .  0485)  
-8.85773 8.85773 
-8.86338 8.06318 
-8 .  87885 8. 87805 
-8.87571 0.87571 
-8.87358 . 8.87358 
-8. 85570 8 .  81578 
-8.81089 8.81889 
8.82431 -8.82431 

8.86882 -8 .86882 
8.87211 -0.87211 
8.87469 -8.87469 
8.87942 -8.87Y42 
8.88438 -8.88438 
8.88838 -8.88838 
8.86872 -8.86872 
8.83948 -8.83948 
0.83179 -8.83179 
8.83859 -8.83059 
8.81654 -8.81654 
-8.81433 8.81433 

8.88598 -8.BBSYB . 
83896 -8.838Y6 

85555 -0.e5555 

7 PI1  
14.m 
14.8 
14.82S 
14.85 
14.87S 
14.9 
14,¶25 
14.YS 
14.9’15 

15.825 
15.81 
15.875 
15.1 
15.125 
15.15 
15.175 
15.2 
15.225 
15.25 
15.275 
15.3 
15.325 
15.35 
15.375 
15.4 
15.425 
15.4s 
15.4’15 
15.5 
15.525 
15.55 
15.575 
15.6 
15.625 
15.65 
15.675 
15.7 
15.725 
15.75 
15.775 
15.8 
15.825 
15.85 
15.875 
15.9 
15.925 
15.95 
15.975 
16 
16. 825 
16.81 
16.875 
16.1 
16.125 
16. 15 
16.171 
16.2 
16.225 
16.21 

.15 

.: #LLvRz.w h’l  OCt 28. 19YS - Pas. 11 - 
4. 8lES87 -0.M957 e.eri57 
4.02671 -0.87121 0.07123 
-0.02564Y -0.86819 8.86819 
4.8 lYZa -0. 85141 e.* 
-8.816374 -0.OU66 8.84366 
-0.818811 -0. 85016 
4.028985 -8. BWY 6 8.855YL 
-0. 8181Y1 -0.OIBSl 8.BIB51 
-0.811726 -0.83127 8.83127 
-8.8872Sl -0.01934 8. 8lY34 
-8.888633 -0. 82382 8.82382 

-8.83735 . 0.83735 -0.011988 
-0. 8lYl31 -8.85182 8.85182 
-0.821851 -0.85614 8.85614 
-8.8lY488 -0.051Y7 8. 851Y7 
-8.015565 4.84111 0.84151 
-8.811427 -0.83047 8.03047 
4.888841 -0.82358 8.82358 
-8.886872 -8.81833 8.81833 
- 8 . B W 2 6  -8.81234 8.81234 
4 . 8 W 7 0  -0.81247 8.81247 
-0.887495 -8.81999 8.81Y9Y 
-8.818971 -8.82926 8.82926 
-8.812112 -8.83238 8.83238 
-8.88929 -8. 02477 8.82477 
-8.085825 -8.8134S 0.01348 
-9.802896 -8.88519 8.88159 
-0.881813 -0. 88270 8.00278 
-0.881876 4 .88287 8.88287 
-8.888642 -8.88811 8.88811 
8. 881555- 8.88415 -0.88US 
8.8889 8.88248 -8.8824a 
-8.881516 -0. 8wa4 B.BB184 
-8.888836 -8. 88223 8.88223 
8.886418 8.81711 -8.81711 
8.81781 8.04536 -8.64536 
8.826341 8.87824 -8.87824 
8.814839 -8.89877 -8.BY877 
8.8403 8.18747 -8.18747 
0.-4 8.11571 -8.11577 
8.81876 8.18136 -0.18336 
8.827571 8.87353 -0.87353 
8.817481 8.64662 -0.64662 
8.811573 8.83886 -8.83886 
8.887211 8.81928 -8.81928 
8.8824l8 8.8864s -8.08645 
-8. 882854 -8.88548 8. 88548 
-8.8817 -8.80453 8.00453 
8.886084 8.81622 -0.81622 
8.019134 8.85182 -8.85182 
0.838886 8.88215 -8.08215 
8. 8 3 1 4 1 Y  8.89189 -8.89189 
8.833265 8.88871 -8.08871 
8.834361 8.89164 -8.89164 
8.835611 8.89512 -8.8Y512 
8.812689 8.88717 -8.88717 
8.826816 8.87151 -8.87151 
0.828241 0.B53Y8 -0.05398 
8.815211 8.84856 -8.04856 
8.81672 8.84459 -0.04459 

8.85816 . 

7 P i l . :  xcLLvR2.M Pas. 12 --. 
16.275 8.823297 8.86213 -8.86213 
1 6 . 3  8.826177 8.86981 -8.86981 
16.325 8.822Y2 8.86112 -8.86112 
16.35 8.8lY883 
16.375 0.815465 
16.4 8.812114 
16.425 8.813219 
16.45 8.81658Y 
16.475 8.813352 
16.5 8.883081 
16.525 -8.888395 
16.55 -8.816322 
16.575 -8.820459 
16.6 - 8 . 8 1 Y Y 8 9  
16.625 -0.815761 
16.65 -8.818325 
16.675 -8.881715 
16.7 0.812299 
16.725 8.824Y26 
16.75 8.826888 
16.775 8.816589 
16.8 8.885574 
16.825 -8.881355 
16.85 -8.885875 
16.875 -8.811361 
16. Y -0.81LS84 
16.925 -8.81Y177 
1 C . Y S  -8.81829L 
16.Y75 -0.016251 
17 -8.813139 
17.825 -8.004729 
17.85 8.888692 
17.875 0.821578 
17.1 8.838198 
17.125 8.83215Y 
17.15 8.826351 
17.175 8.814686 
17.2 8.88lY75 
17.225 -8.888828 
17.25 -0.815646 
17.275 -8.82148 
17.3 -8.82Y113 
17.325 -8.836085 
17.35 -8.8384Y3 
17.375 -8.835S44 
17.4 -8.831927 
17.425 -8.832133 
17.45 -0.832648 
17.475 -8.BZSY4 
17.5 -8.812162 
17.525 -8.881731 

~~~ 

0.85867 -8.B5867 
8.04124 -8.Ml24 
8.83238 -8.83238 
8.83525 -8.83525 
8.04482 -8.94482 
8.83561 -8.83551 
0.0B881 -0.888Bl 
-8.82219 8.82239 
-8.84353 8. 94353 
-8.85456 8.85456 
-8.85389 8. 85309 
-8.04283 8.84283 
-8.82751 8 .  82753 
-8.80457 8.80417 
8.83288 -8.83288 
8.86647 -8.06649 
8.86957 -8.86957 
8.64424 -8.04424 
8.814B6 -8.81486 
-8.88361 0.88361 
-0.81567 8.01567 
-8. 83838 8.83838 
-0.- 0.- 
-0.05114 8.85114 
-0. Ma7Y 8.8187Y 
-8.84334 e. 04334 
-8. 83504 8.83504 

8.81261 -0.81261 
8.82294 -8.82294 
8.857W -8.85754 
8.88853 -8.88853 
8.88576 -8.88576 
8.87827 -8.87827 
B.83895 -8.83895 
8.88527 -8.88527 
-8. 82141 8. 82141 
-8.84812 8 .  84812 
-8. 85728 8.85728 
-8. 877L3 8.87163 
-8. 8Y623 8.8Y623 
-8.1826S 8.18265 
-0.89478 8 .  89478 
-8.88114 8.88514 
-8.88169 8 .  88569 
-0.88786 8.88786 
-8.06917 8.86Y17 
-8. e3358 0.83358 
-0.86462 8.8wc2 

17.55 8.88317 8.8884s -8.80045 
8.81231 -8.81231 17.575 8 . 8 W l 7  

17.6 8.884466 8.81191 -8.811Y1 
17.621 8.882768 8.88718 -8.88738 
17.65 -0.881838 -8.80498 8.80498 
17.675 -8.889433 -0.82515 8.02515 
17.7 -8.818116 -8.04884 8.04884 
17.725 -8.828534 -8.87689 8.87689 
17.75 -8.8374M -8.89985 8.89985 



7 Film: XCLLnt2.M PW. 13 - 
17.775 -8.839982 -0.18641 8.1864l 
17.8 
17.825 
17.85 
17.875 
17.9 
17.925 
17.95 

-. 875 
18.1 
18.125 
18.15 
18.175 
18.2 
18.225 
18.25 
18.275 
18.3 
18. 325 
18.35 
18.375 
18.4 
18.425 
18.45 
18.475 
18.5 
18.525 
18.55 
18.575 
18.6 
18.625 
18.65 
18. 675 
18.7 
18.725 
18.75 
18.775 
18.8 
18.825 
18. 85 
18.875 
18.9 
18.925 
18.95 
18.975 
19 
19.825 
19. 85 
19.875 
19.1 
19.125 
19.15 
19.175 
19.2 
19.225 

-0.8l4646 
-8.027576 
-0.824104 
-8.822824 
-8.81776 
-8.812295 
-8.888548 
-8.886581 
-8.885883 
-8. 805581 
-8.888563 
-0.814604 
-8.819345 
-8.8176 -8 
-0.811842 
-8.887923 
-8.886911 
-8.887174 
-8.886299 
-8. 883449 
-8.88262 
-8.804981 
-8.885743 
-8.887829 
-8.818123 
-8.818389 
-8.88649 
-8.881218 
8.882885 
8.883347 
8.883485 
8.888592 8.82291 -8.82291 
8.818296 8.84879 -8.04879 
8.826986 8.87196 -8.87196 
8.832832 8.08542 -8.88542 
8.834897 
8.833155 
8.829992 
8.827816 
8.828466 
8.829263 
8.825526 
8.019577 
8.816641 
8.81671 8 
8.816638 
8.81488 8 
8.888263 
8.88833 8 
-8. 888193 
-8.8168Z4 
-8.821744 
-8.022918 
-8.819167 
-8.812719 
-8. 885444 
8. 881194 
8.889104 

-8.89239 8.89239 
-8.87354 8.87354 
-8.06428 0 .  86428 
-B.85873 8.85871 
-8.04736 8.04736 
-8.81279 8. 83279 
-8.82279 0.82279 
-8.81734 8.81734 
-8.81355 8.81355 
-8.81467 . 8.81467 
-8.82281 8.82283 
-0.81894 8.83894 
-8.85159 8.85159 

-8.83158 8.83158 
-8.82113 8.82ll3 
-8.81848 8.81848 
-0.81913 8.81913 
-8.81688 8.81688 
-8.88928 8.88928 
-8.88699 8.88699 

'-8.81387 8.81387 
-8.81531 0.81531 
-8.81874 8.81874 
-8.82699 8.82699 
-8.82749 8.82749 
-8.81731 0.81731 
-8.88125 0.88325 
8.88748 -8.88140 
8.88893 -8.88893 
8.88929 -8.88929 

.E4693 8.94691 

8.898Y3 -8.89893 
8.88841 -8.88841 

. 8.87998 -8.87998 
8.87418 -8.87418 
8.87591 -8.87591 
8.87883 -8.87883 
8.86887 -8.86087 
8.85221 -8.85221 
8.84418 -8.84418 

.E4456 -8.84456 
8.84417 -8 .  84437 

8.82283 -8.82283 
.E3755 -8.83755 

.88888 -8.88888 
-8.82185 8.82185 
-8.04276 0.04276 
-8.85798 8.85798 
-8. 86111 8.06111 
-8.85165 8.85165 
-8.83392 8.83392 
-8.81452 8.81452 
8.88318 -0.08318 
8.82428 -8.82428 

19.25 8.818824 8.85828 -8.85828 

PAW. 14 - 
8.87477 -8.87477 @ > r * e . Z K Y  8.835945 
8.89585 8.18986 -8.89585 -8.18986 19.325 8.841196 

19.15 8.040419 8.18784 -8.18784 
19.375 8.834281 8.89128 -8.89128 
19.4 8.826837 8.87157 -8.87157 
19.425 8.819112 8.85897 -8.85897 
19.45 8.81887 8.82899 -8.82899 
19.475 8.883893 8.88825 -8.88825 
19.5 -8.881984 -8.88588 8.88588 
19.525 -8.883526 -8 .  88948 8.88948 
19.55 -8.886157 -8.81642 8.81642 
19.575 -8.011689 -8.83896 8.83896 
19.6 -8.816489 -8.04376 8.84376 
19.625 -8.819824 -8.85873 8 .  85873 
19.65 -8.819787 -8.85255 8.85255 
19.675 -8.819632 -8.85235 8.85235 
19.7 -8.819138 -8.85183 8.85183 
19.725 -8.817 -8.84533 8.84533 
19.75 -8.811574 -8.83628 8.83628 
19.775 -8.818936 -8.82916 0.82916 
19.8 -8.889954 -8.82654 8.82654 
19.825 -8.011368 -8.83831 8. 83831 
19.85 -8.81586 -8.04816 8.04816 

19.1 -8.815277 -e. 81874 8.04074 
19.925 -8.888889 -8.82136 8.82136 . 
19.95 8.888797 8.88213 -8.88213 
19.975 8.887637 0.82837 -8.82837 
28 8.88979 8.82611 -8.82611 
28.825 8.887341 8.81958 -8.81Y58 
28.85 8.881498 8.8839Y -8.88399 
28.875 -8.804392 -8.81171 8.81171 

19.875 -8.817777 -8. 04741 0 .  04741 

28.1 -8.886512 
28.125 -8.887628 
28.15 -8.818533 
28.175 -8.814923 
28.2 -8.818879 
28.225 -8.81777 
28.25 -8.816743 
28.275 -8.81758b 
28.3 -8.828184 
28.325 -8.824385 
28.35 -8.827927 
28.375 -8.828643 
28.4 -8.82757 
20.425 -8.826839 
28.45 -8.824883 
28.475 -8.817471 

.5  -8.889998 
,525 -8.886899 
55 -8.086112 e .575 -8.886243 

28.6 -8.804871 
28.625 -8.888203 
28.65 8.885513 
28.675 8.812739 
28.7 8.817487 
28.725 8.816616 
28.75 8. 812176 

-8.81737 8.01737 
-8.82834 8.82834 
-8.02889 8.82889 
-8.83979 8.83979 
-0.04821 8. 04821 
-8.04739 8. 04739 
-8.84465 8.64465 
-8.04698 8 .946YB 
-8.85182 8.85382 
-8.86481 8.86481 

-8.87638 8.87638 
-8.87352 8.87352 
-8.87157 8.87157 
-8.86422 8.86422 
-8.04659 8.04659 
-8.826b6 8.82666 
-0.81626 0.81626 
-0.81638 8.81638 
-8.01665 8.81b65 , 
-8.81886 8.81806 
-8 .  88875 8.88875 
8.01475 -8.81475 
8.83397 -8.83397 
8.04663 -8.04663 
8.84431 -8.84431 
8.83247 -8.83247 

-8.87447 . 8. 87447 

7 111 
28.775 
28.8 
28.825 
28.85 
28.875 
28.9 
28.925 
28.95 
28.975 
21 
21.825 
21.85 
21.875 
21.1 
21.125 
21.15 
21.175 
21.2 
21.225 
21.25 
21.275 
21.3 
21.325 
21.35 
21.375 
2 l . 4  
21.425 
21.45 
21.475 
21.5 
21.525 
21.55 
21.575 
21.6 
21.625 
21.65 
21.675 
21.7 
21.725 
21.75 
21.775 
21.8 
21.825 
21.85 
21.875 
21.9 
21.925 
21.95 
21.975 
22 
22.825 
22.85 
22.875 
22.1 
22.125 
22.15 
22.175 
22.2 
22.225 
22.25 

I*: xELLIIIz.M Fri O c t  28. 1995 - PW* 15 - 
0.889181 8.0244s -8.82448 
8 . 8 8 9 U  8.82519 -8.82519 . 
8.01895Y 8.82922 -0.02922 
0.813891 8.83491 -8.03491 
8.016861 8.04283 -0.04283 

8.816437 8.04383 -8.04383 
8.889655 8.82575 -8.82575 
8.882779 8.88741 -8.8874l 
8.888313 8.88881 -0.88881 
8.888857 8.88229 -0.88229 
8.888351 8.888Y5 -8.88895 
-8.801771 -0. 80472 8. EM72 
-0.883646 -8.88972 8.88972 
-8. 8834l7 -0.88911 8.88911 
-8.888138 -E. 88837 8,88837 
0.885183 8.81361 -8.81361 
8. 811462 8.83857 -8.83857 
8.817721 8. 04726 -8 .  04726 
0.821825 8.85828 -0.85828 
8.82247 8.85992 -8.85992 
8.819542 8.85211 -8.85211 
8.813974 8.83726 -8.83726 
8.888846 8.82159 -8.82359 
8,8e4a44 8.81292 -8.81292 
8.080433 8.80115 -8.88115 
-0. 882547 -0.88679 8.88679 
-8.881538 - 8 . 8 a l 8  8 .  B a l e  
8.081417 8.88378 -8.88378 
8.801958 8.81855 -8.01855 
8. 886275 0.81673 -8.81673 
8.888976 8.82394 -8.82394 
8.812695 8.83385 -8.83385 
8.818745 8.0499Y -0. 04999 
8.824962 . 0.86417 -0.86417 
8.823421 8.86246 -8.86246 
8.8165 8.84488 -8.04408 
8.886564 8.81758 -8.81758 
-8.88299 -8.  88797 8.88797 
-0.889645 -8.82572 8.82572 
-8.813677 -8.83647 8.83647 
-8.81667 -8.64445 8.04445 

-8.85167 8.85167 -0.819378 
-0.820988 -8. 85575 8.85575 
-8.818882 -8.85814 8.85814 
-0.818912 . -E. 82915 8.82915 
e. 888277 8.88874 -8.88874 
8.818714 8.82857 -8.82857 
8.818678 8.04981 -8.04981 
8.824555 8.86548 -8.86548 
8.8276 8.87368 -8.87368 
8.828576 8.07620 -8.87628 
8.829147 8.87773 -8.87773 
8.826397 8.87839 -8.87839 
8.017589 8.94698 -8.94698 
8 .  805983 8.81574 -8.81574 
-8.883784 -8.81889 8.818BY 
-8.887593 -8.82025 8. 82825 

-8. 808835 -8. 88889 8 .  88889 

8.818425 8.04913 -0.BQ913 ib 

-8.885264 -8.81404 e .  8 1 4 8 ~  

Fila: ) O C L L Y R Z . M  PAS. 16 - 
22.275 8.804251 8.81134 -8.81134 
22.3 8.88661 8.81763 -8.81763 
22.325 8.887452 8.81987 -8.81987 
22.35 8.886236 0.81663 -0.81663 
22.375 8.882834 
22.4 -8.888629 
22.425 -8.882898 
22.45 -8.885678 
22.475 -8.818449 
22.5 -8.815558 
22.525 -8.817891 
22.55 -8.815156 
22.575 -8.811164 
22.b -8.811136 
22.625 -0.812886 
22.65 -8.818341 
22.675 -8.882893 
22.7 8.885287 
22.725 8.818526 
22.75 8.818897 
22.775 8.887188 
22.8 8.883126 
22.825 8.882136 
22.85 8.883554 
22.875 8.883887 
22.9 8.881145 
22.925 -0.882587 
22.95 -8.88a462 
22.975 -8.882382 
23 -8.881583 
21.825 -8.881043 
23.85 -8.888974 
23.875 -8.883222 

23.125 -8.817285 
23.15 -8.825811 
23.175 -8.831336 
23.2 -8.836598 
23.225 -8.83l)471 
23.25 -8.838485 
21.275 -8.834519 
23.3 -8.828775 
23.325 -8.822332 
23.35 -8.816224 
21.375 -8.818560 
23.4 -8.80409 
23.425 8.882666 

23.1 -13.889a78 

23.45 
23.475 
23.5 
23.525 
23.55 
23.575 
21.6 
23.625 
23.65 
21.675 
23.7 
23.725 
23.75 

8.888 
8.813 
8.818 
8.021 

8.816 
8.888 
-8.8G 

-8.81 
-8.81 
-8.81 
-8.81 

8 .  02a 

-8.oe 

I5 
I9 
16 
8 
I5 
1 

12 
18 
18 
4 
6 
5 
8 

8.88756 -8.80756 
-8.88168 8.88168 
-8.88773 8.88773 
-8.81514 8.81514 
-8.82786 8.82786 
-8.  -49 8.04149 
-8. 04771 8. 84771 
-8.04042 8.04842 
-0.82977 8.82977 
-8.82978 8.82978 
-8.  83436 8.81436 
-8.82758 8.  82758 
-8.88771 8.88771 
8.81418 -8.81418 
8.82887 -8.82887 
8.02986 -8.82986 
8.81895 -8.81895 
8.88834 -8.88834 
8.80578 -8.88178 
8.88948 -8.88918 
8.81837 -8.81837 
8.88385 -s.e0305 
-8.08669 8.88669 
-8.88923 0 .  889 23 
-8.88635 8.88615 
-8.80481 8.80401 
-8.88278 8.88278 
-8.88268 8.88268 
-8.88859 8.88859 
-8.02421 8 .  82421 
-8.04689 8.04689 
-8.06678 8.06678 
-8.88156 8.88356 
-8.89759 8.89759 
-0.10526 8.18526 
-0.18263 8.18263 

8.89218 -8.89218 
-8.87673 8.87673 
-8.85955 8.85955 
-8.04326 8.04326 
-8.82818 8.  82818 
-8.81891 8. 81891 
8.88711 -8.08711 

4 8.82277 -8.82277 
7 8.83725 -8.83725 
35 8.04969 -8.04969 
I29 8.85688 -8.85688 
61  0.85483 -8.85481 
78 8.04314 -8.04314 
'43 0.82198 -8.82190 
I818 -8.88218 8.88218 
858 -8.82362 8.82362 
W29 -8.83840 8.81848 
622 -8.04433 8.04433 
,279 -0.04074 8.04874 
I663 -8.82043 8.82843 



7 P i 1  
23.775 
23.8 
23.885 
23.85 
23.875 
23.9 
23.925 
23.Y5 
23.975 

... 075 
24.1 
24.125 
24.15 
24.175 
24.2 
24.225 
24.25 
24.275 
24.3 
24.325 
24.35 
24.375 
24.4 
24.425 
24.45 
24.475 
24.5 
24.525 
24.55 
24.575 
24.6 
24.625 
24.65 
24.675 
24.7 
24.725 
24.75 
24.775 
24.8 
24.825 
24.85 
24.875 
24.9 
24.925 

>- 24.95 
24.975 
25 
25. 825 
25.85 
2s. 875 
25.1 
25.125 
25.15 
25.175 
25.2 
25. 225 

- F118 

25.325 
25.35 
25.375 
25.4 
25.425 
25.45 , 

25.475 
25.5 
2s. 52s 
25.55 
25. 575 
25.6 
25.625 
25.65 
25.675 
25.7 
25.725 
25.75 
25.77s 
25.8 
25.825 
25.85 
25. 875 
25.) 
25.125 
25.95 
25.975 
26 
26.825 
26.85 
26.875 
26.1 
26.125 
26.15 
26.175 
26.2 
26.225 
26.25 
26.275 
26.3 
26.325 
26.35 
26.375 
26.4 
26.425 
26.45 

. 575 
26.6 
26.625 
26.65 
26.675 
26.7 
26.725 
26.75 

.: X z L t x 2 . M  Pas. 17 -. 
-0.88524 -0.81397 8.813Y7 
-8.881773 -8. 88473 e. 88473 
-0.888419 -0.88112 8.88112 
0.888586 8.88156 -8.BBlSC 
8.BBlsaa 8.88411 -8.88411 
8.881886 8.88482 -8.88482 
8.881439 8.88384 -8.88384 
8 .  881879 8.88288 -0.88288 
8.8888 8.88213 -8.88213 
9.888952 8.88254 -0.08254 
8.881883 8.88267 -8.88267 
0.888621 8.80166 -8.08166 
0.88887 8.88232 -8.88232 
8.883944 8.81852 -8.81852 
8.818677 8.82847 -8.82847 

8.821885 8.85623 -8.85623 
8.024035 8.86489 -8.86409 
8.829728 8.87927 -8.87927 
8.83437 8.89165 -8.89165 
8.833783 8.88987 -8.88987 
8.829933 8.87982 -8.87982 
8.825895 8.86985 -0.86985 
8.821423 8.85713 -8.85713 
8 .  8177Y9 8.84746 -8.84746 
8 .  816652 8.BQQQI -0.- 
8.81529 8.84877 -8.84877 
8.811691 0.83118 -8.83118 
8.88728 8.81941 -8.81941 
8.884151 8.81187 -8.81187 
8. 882S27 8.88674 -8.88674 
8.881763 8.88478 -8.88478 
8.88119 8.88317 -8.88317 
8.888598 8.80159 -8.88159 
-8.888173 -8. 88046 8. 88846 
-8.888359 -8.88096 8.88896 
8.881254 8.88334 -8.88334 
8.884674 8.81246 -8.81246 
8.887627 8.82834 -8.82034 
8.889817 8.82485 -8.82485 
8.889584 8.82556 -0.ezssc 
8.889799 8.82613 -8.82613 
8.889368 8.82498 -8.82498 
8.889382 8.82481 -8.82481 
8.889741 0.82598 -8.82598 
8.88784 8.82891 -8.82891 

-8.885939 -8.81584 8.81584 
-8.81286 -8.83429 8.83429 
-0.817335 -8.84623 8.84623 
-8.818532 -8.84942 8. 84942 
-8.817283 -8.84587 8.84587 
-8.816337 -0.84357 8. 84357 
-8.817463 -8.84657 8.84657 
-8.81963 -8.85235 8.85235 
-8.821688 -8. 85783 8.85783 
-8.824318 -8.86485 8.86485 
-8.827427 -8.87314 8.87314 
-8.829821 -8 .a7739 8.07739 
-0.828714 -8.87657 8.87657 

0.817649 0.84706 -0.~4786 

8.881841 e.am9i - 8 . 8 ~ 9 1  

.: XLL.tx2.rKI P.ge 18 7 

-8.827986 -8. 87442 8.87442 
-8.02591 -8.86989 8.86989 
-8.821915 -8.85844 8.85844 
-8.017359 -8.84629 8.84629 
-8.814659 -8.83989 8.83989 
-8.013718 -8.836S8 8.83658 
-8.812725 -0.83393 8.83393 
-8.818981 -8.82928 8.82928 
-8.889656 -0.02575 0.82575 
-8 .  889857 -8.82415 8.82415 
-8.88839 -8.82237 8.82237 
-8.888443 -8.82251 8.82251 
-8.818S64 -8.82817 8.82817 
-0.813819 -8 .83685 8.83685 
-8.817287 -8.84618 8. 84618 
-0.028814 -8.85337 0.85337 
-0.828536 -8.85476 8.85476 
-8.817917 -8.84778 8.84778 
-8.813723 -8.83659 0.03659 
-8.810355 -8.82761 0.82761 
-8.888489 -8.82242 e. 82242 
-8.88786 -8.81883 8.81083 
-8.085519 -8.81472 8.81472 
-8.883199 -8.88853 8.88853 
-8.888513 -8.80137 8.88137 
0.002742 8.88731 -8.88731 
8.886483 8.01729 -8.8172Y 
8.889787 8.82589 -8.0258Y 
8. 812Y25 8.83447 -8.83447 
8.81795 8.84787 -8.04787 
8.823546 8.86279 -8.86279 
8.826485 8.87841 -8.87841 
8.825158 0.86789 -8.86789 
8.821884 8.85836 -8.85836 
8.819468 8.85191 -8.85191 
8.810665 8.84977 -8.84977 
8.816736 8.84463 -8.04463 
8.812416 8.83311 -8.83311 
8. 888494 0.82265 -8.82265 
8.887326 0.81954 -8.01Y54 
8. 887571 0.82819 -8.82819 
0.887958 8.82122 -8.82122 
8. 088901 8.82395 -8.82395 
8.018845 8.82892 -8.82892 
8.81246 0.83323 -8.83323 
8.813816 8.83471 -8.83471 
8.812614 8.83364 -8.83364 
8.812342 8.83291 -8.83291 
8 .  812177 8.83247 -8.83247 
8.812214 0.83257 -8.83257 
8.812875 8.83433 -8.03433 
8.813952 8.83721 -8.83721 
8.814421 8.83846 -8.83846 
8.813856 8.83695 -8.83695 
8.812814 8.83417 -8 .83a7 
8.812584 8.83334 -8.83334 
8.813811 8.83683 -8.83683 
8.816123 0.84399 -0.84299 
8.817457 8.84655 -8.84655 
8.817378 8.84634 -8.84634 

7 Pi1 
26.775 
26.8 
26.825 
26.85 
26.875 
26.9 
26.925 
26.95 
26.975 
27 
27.825 
27.05 
27.875 
27.1 . 
27.125 
27.15 
27.175 
27.2 
27.225 
27.25 
27.275 
27.3 
27.325 
27.35 

27.4 
27.425 
27.45 
27.475 
27.5 
27.525 
27.55 
27.575 
27.6 
27.625 
27.65 
27.675 
27.7 
27.725 
27.75 
27.77’5 
27.8 
27.825 
27.85 
27.815 
27.9 
27.925 
27.Y5 
27.975 
28 
28.825 
28. 85 
28.075 
28.1 
28.125 
28.15 
28.175 
28.2 
28.225 
28.25 

27.375 

I.: ) (aLIPP.na hi oet 28, 1995 - Paw. 19 - 
8.81763Y 8.84784 -0:M784 
8.81Y888 0.8506Y -8.8586Y 
8.819813 8.85878 -0.05878 
8. 8156Y7 8.84186 - 8 . M l B L  
8. EM523 8.0253Y -8.8253Y 

0 . 8 W 6  -8.08456 8.UE1711 
-8.086607 -0.81762 8.81762 
- 0 . 8 1 2 W  -0.83345 8.83Ws 
4.814323 -0.03819 8.8381Y 
-8.813181 -0.83515 8 .  83SlS 
-0.811398 -8.8383Y 8.8383Y 
-0. 889242 -8.02465 8.82465 
-0. eece,7 -0.81606 8.81626 
-8.882413 -0. 08643 0.88643 
0.080504 8.88134 -8.88134 

8.88682 -0.88682 8.882556 
8 .  884186 8.81895 -0.81895 
8.884496 8 . B l l Y Y  -0.81199 
8 .  882231 B.885Y5 -8.88595 
-0.082227 -8.88594 8. 885Y4 
-0.086513 -8.81737 8.81737 
-0.88868 -8.82315 8.82315 
-0. e e w  -0.82523 8 .  82523 
-8. 8894% -0. 82522 8. 82522 

-8. 82945 8.82845 -8.887668 
-8.881914 -8.81878 8.81870 
8.888824 0.88886 -8.88886 
8.8BoB37 8.81877 -8.81877 
8.8872Y7 8.81946 -8.01946 
8.887914 8.82118 -8.82118 
8.886548 8.81746 -8.81746 
8.88493 8.81315 -8.81315 
8.881511 8.80403 -0.80403 
-0.883811 -8.01816 0.81816 
-8. 888834 -0.82356 8.82356 
-8.811883 -8.8316Y 8.8316Y 
-8.012759 -8.83402 8.8z402 
-8.832546 -8.83346 8.83346 
-8.812567 -0.83351 8 .  83351 
-8.812482 -8.83329 8.83329 
-8.011425 -8.83847 8 .  83847 
-8.808853 -8.82361 8.82361 
-0.805871 -8.81566 8.81566 
-0.004228 -8.81127 8.81127 
-8.884333 -0.81129 8.81129 
-8.804311 -8.81158 8.81150 
-8.883S76 -8. SOY 54 8.88954 

-0.88585 0.885BS -8.882192 
-8.88154 8.88154 -8.888578 

8.88834Y 8.88893 -8.888Y3 
8.888294 8.88878 -8.88878 
8.008484 8.88129 -8.88129 
8.808965 8.88257 -8.88257 
8.881938 8.88517 -0.88517 
8.883185 8.88828 -8.88828 
8.883386 8.88983 -8.88983 
8.882214 8.88598 -8.80598 
8.888139 0.08037 -8.88837 
-8.881942 -8.88518 8. 88518 
-8.00265 -8. 88707 8.88787 

44 6 

- P i l i :  XCLLIP2.TJCT Pas. 28 -. 
28.275 -8.881662 -8. 88443 8.88113 
28.3 -8.880861 -8.80238 8.08238 
28.325 -0.081862 -8.88497 8.88497 
28. 35 -0.883567 -8. 88951 0.88951 
28.375 -8.88435Y -8.81136 8.81136 
28.4 -8.883332 -0.88889 8.88889 
28. 425 -8. 882329 -8.88621 0.88621 
28.45 -8.082369 -8.88632 8.88632 
28.475 -8.882498 -8.08666 0.88666 
28.5 -8.88151 -8.88483 8.88483 
28.525 -0.888466 -8.80124 8.88124 
28. 55 -8.888877 -8.88234 8.88234 
28.575 -8.982813 -8. 88537 8.88537 
28.6 -8.882185 -8 .  88561 8.8OS61 
28.625 -8.881941 -8.88518 0.88518 
28. 65 -8.882328 -8.88621 8.88621 
28.675 -8.881989 -8 .  88538 8.88530 
28.7 -0.888245 -8.88065 8.88865 
28.725 8.8Bl586 8.88482 -8.88480 
28.75 8. 8823S6 0.88628 -8.88628 
20.775 8 .  882367 0.80631 -8.88631 
28.8 8.882643 8.88785 -8.88785 
28.825 8.88354Y 8 . 8 0 Y 4 6  -8.88946 
28.85 0.884028 8.81874 -0.81874 

8.889Y4 -8.0S9Y4 28.875 8.083727 
28. Y 8 .  B B I I C Y  8.01112 -0.81192 
28.92S 8.9066Y6 8.91786 -9.81786 
28.95 0.887253 0 . 8 1 Y 3 4  -8.81Y34 
28.975 8 .  88395Y 8.81856 -8.81856 
29 -8.88883 -8. 88808 8. 80888 
29.825 -8.882384 -8.88636 8.88636 , 
29. 85 -8.884476 -8.81194 8.81194 
29.875 -8.887243 -8 .  El l31  8 .  8lY3l 
29.1 -8.818857 -8.82682 8.82682 
29.125 -8.812138 -8.83237 8.83237 
29.15 -8.011746 -8.03132 8.83132 
29.175 -8.888878 -8.82367 8.82367 
29.2 -8.885177 -8.81381 8.81381 

2Y.25 8.88181 8.88269 -8.8826Y 
29.275 8.804067 0.81085 -8.81085 
2). 3 0.887826 8.81874 -8.81874 
29.325 8.888221 8.821Y2 -8.821Y2 
29.35 8.887485 8.8lY75 -8.81Y75 
29.375 8.8858Y2 8.81358 -8.81358 

29.425 -8.881535 -8. 8mm 0. 8 8 4 8 Y  
29.45 -0.804366 -8.81164 8.81164 
29.475 -8.886372 -8.8169Y 8.8169Y 
29. 5 -8.887275 -8.81948 8.81.948 
29.525 -0.887570 -8.82821 e. 82821 
29.55 -8.888825 -8.82140 8.82140 
29.575 -8.888956 -8.82388 8.82388 
29.6 -8.88940 -8.82528 8.82528 
29.625 -8.887887 -8.82183 8.82103 
29.65 -8.884147 -8.81186 8.81186 
29.675 -8.881116 -8.882Y8 8.88298 
29.7 8.880438 8.88117 -8.88117 
29.725 8.802067 8.80551 -8.88551 
29.75 8.883743 8 . 8 0 9 Y B  -8.88998 

29.225 -8.881862 -8.88497 e . 0 ~ 4 9 7  

29.4 0.881863 0.08497 -8.08497 

000627 



7 Pi1 
29.775 
29.8 
29.825 
29.85 
29.815 
2 Y . Y  -. ~ 

29.Y25 
29.Y5 
2Y.915 

a . 8 2 5  85 

2.875 
38.1 
38.125 
38.15 
38.175 
38.2 
38.225 
38.25 
38.275 
38.3 
38.325 
38.35 
38.375 
38.4 
38.425 
38.45 
30.475 
38.5 
38.525 
38.55 

38.6 
38.625 
38.65 
38.675 
38.7 
38.725 
38.75 
38.775 
38.8 

- 38.825 
38.85 
38.875 
38.9 
38.925 
38.95 
38.975 
31 
31.825 
31.85 
31.875 
31.1 
31.125 
31.15 
31.175 
31.2 
31.225 

, .38.575 

- .3 
31.325 
31.35 
31.375 
31.4 
31.425 
31.45 
31.475 
31.5 
31.525 
31.55 
31.575 
31.6 
31.625 
31.65 
31.675 
31.7 
31.725 
31.75 
31.775 
31.8 
31. 825 
31.85 
31.875 
31.9 
31.925 
31.95 
31.975 
32 
32.825 
32.85 
32.875 

I.: xuLI I I2 .nr I  
8.883781 8.01888 4 .81888 
8.882833 8 . B B W  - 8 . 8 8 W  
-8 .88BSC8 -8.88151 9. 88151 
-8. 88272Y -0.88728 8. 88728 
-8. 80426 -0.91131 0.811lL 
-8.88589 -8.91571 8.81571 . 
-8.807667 -8.82845 8.82845 
-8.888382 -8.82214 8. 822l4 
-8.087073 -8.8188L 0.81886 
-0.804474 -8.81193 8.8llY3 
-8.881342 -8.88358 8. 88358 
8.88213 8.88621 -8 .88L2l  
8.886788 8.81818 -9.81818 
8.81159 8.83891 -8.83891 
8.814536 8.8387L -8.8387L 
8.914597 8.83893 -8.83893 
8.812L84 8.83382 -8.83382 
8.88927 8.82472 -8.82472 
8.804238 8.81138, -8.81138 
-8.881883 -8.88289 8.88289 
-8. 8 8 5 W  -8.81479 8.81479 
-8.888392 -8.82238 8.82238 
-8.889866 -0.82418 8.824l8 
-8. 888648 -8. 82386 8. 82386 
-8.889584 -0.82556 8. 82556 
-8.812226 -8.83268 8.83268 
-8.814336 -8.83823 8.83823 
-8.813795 -8.83679 8.03679 
-8.811452 -8.83854 8 .  83054 
-8.889319 -8.82485 8.82485 
-8.880617 -8.82383 8. 82383 
-8.888284 -8.82289 8.82289 
-8.886096 -8.81786 8.01786 
-8.883678 -8.80981 8.88981 

-8.880198 -8.88853 8.88853 
8.881881 8.88288 -8.88288 
8.881 8.88267 -8.88267 
-8.88857 -8.88152 8.88152 
-8.881929 -0.88514 8.88514 
-8.882177 -8.88581 8.88581 
-8.881388 -8.88349 e .  88349 
8.888868 8.88818 -8.88818 
8.888942 8.88251 -8.88251 

8.882734 8.88729 -8.88729 
8.883692 8.88985 -8.88985 
8.883142 8.88839 -8.88838 
8.881321 8.88352 -8.88352 
8.88822 8.88859 -8.88859 
0.888013 8.88217 -8.88217 

8.881886 8.88268 -8.88268 
8. 888148 8.88839 -8.88839 
8.881884 8.88268 -8.88268 
8.882963 8.88798 -8.88798 
8.883616 8.88964 -8.88964 
8.883184 8.88828 -8.88828 
8.883318 8.88885 -8.88885 
8.885385 8.81415 -8.81415 

-8.881788 -8. 88477 e.emn 

8.881515 8.88484 -8.884n.q 

8.881625 8.88433 -8.08433 

e :  xuLyI(2.m 
8.887871 8.82899 -8.82899 
8.889731 8.82595 -8.82595 
8.  818667 8.82845 -8.82845 
8.  811366 8.83831 -8.83831 
8.811799 8.83146 -8.83146 
8.811726 8.83127 -8.83127 
8.811372 8.83833 -8.83833 
8.818922 8.82913 -8.82913 
8.818727 8.02861 -8.82861 
8.011546 8.83879 -8.83879 
8.812783 8.83489 -8.83489 
8.813377 8.83567 -8.83567 
8.812828 8.83421 -8.83421 
8.811358 8.83829 -8.83829 
8.889648 8.82573 -8.82573 
8.8B0724 8.82326 -8.82326 
0.088384 8.82214 -8.82214 
8 .  887856 8.82895 -8.82895 
8. 887198 8.81919 -8.81919 
8.88653 8.81741 -8.81741 
8.885976 8.81594 -8.81594 
8.885456 8.81455 -8.81455 
8.885151 8.81174 -8.81374 
8.885077 8.81567 -8.81561 
8.887285 . 8.8lY43 -9.01943 
8.888196 8.82106 -8.82186 
8.887799 8.82888 -8.82888 
8. 887891 8.81891 -8.818Yl 
8.887146 8.81YB6 -0.81Y86 
8.887563 8.82817 -8.82817 
8.88751 8.82883 -8.82883 
8.806B22 
8 .E84966  

32.1 8.882358 
32.125 -8.88882 
32.15 -8.882829 
32.175 -8.883877 
32.2 -8.885823 
32.225 -8.885283 
32.25 -8.884731 
32.275 -8.883719 
32.3 -8.88232 
32.325 -8.880992 
32.35 -8.888633 
32.375 -8.881596 
32.4 -8.882945 
32.425 -8.804259 
32.45 -8.885655 

2.475 -8.88664 
.5 -8.886235 
525 -8.885639 
55 -8.886411 0 .575 -8.887622 

32.6 -8.888238 
32.625 -8.889378 
32.65 -8.811417 
32.675 -0.813768 
32.7 -8.815976 
32.725 -8.817795 
32.75 -8.817761 

8.81819 -8.8181Y 
8.81324 -8.81324 
8.88629 -8.88629 
-8 .  88885 8 .  88885 
-8. 8854l 8 .88s4l  
-0.81834 8.81834 
-8.81339 8.81339 
-8.81489 8. 81489 
-0.81262 8.81262 
-8.88992 8.88992 
-8 .  88619 8.88619 
-8.88265 8.88265 

-8.88426 8.80426 
-8.80785 8 .  88785 
-8.01130 8.81138 
-8.81588 8.81588 
-8.81771 8.81771 
-8.81663 8.01661 
-8.81584 8.81584 
-8.81710 8.81718 
-8.82833 8.82833 
-8.82197 8.82197 
-8.82581 8 .  82581 
-8.83845 8.83045 
-8.83671 8.83671 
-8.84268 8.84268 
-8.84745 8.84745 
-8.84736 8.84736 

-0.88169 , 8. 88169 

33.4 
13.425 
13.45 
33.475 
33.5 
33.525 
33.55 
33.575 
33.6 
33.625 
33.65 
33.675 
33.7 
33.725 
33.75 
33.775 
33.8 
33.825 
33.85 
33.875 
33.9 
33.925 
33.95 
33.975 
34 
34.825 
34.85 
34.875 
34.1 
34.125 
34.15 
34.175 
34.2 
34.225 
34.25 

Page 22 Fi1 
34.275 
34.3 
34.325 
34.35 
34.375 
34.4 
34.425 
34.45 
34.475 
34.5 
34.525 
34.55 
34.575 
34.6 
34.625 
34.65 
34.675 
34.7 
34.725 
34.75 
34.775 
34.8 
34.825 
34.85 
34.875 
3 4 . Y  
3 4 . Y 2 5  
3 4 . Y 5  
34.975 
35 
35.825 

PW. 21 -. .- r11.: xa.LYR2.lxT Fri O c t  28, 19Y5 - Pwe 23 1 
l 2 . m  4.914742 -9.93Y11 8.03931 6 
32.8 -0.01883Y -0.82677 8 .  82677' 
32.825 -0.80L332 -0.81681 8.81L8Y 
12.85 -9.8043L7 -8.811L5 8.81165-' 
12.875 -9.883447 -9.0891Y 8.88919 
32. Y -9. 8 8 2 s ~  -9. 88748 8 .  80748 
32.Y25 -9.892CZY -8.88781 8.88781 
32.95 -9.803842 -8.81025 8.81825 
32.975 -8.BBCYL5 -0.81857 8.81857 
33 -0.811251 -0. 83888 8.83888 
33.825 -0.8148LZ -9.83Y63 . 8.83963 
33.85 -8.815Y41 -8 .-I1 8.84251 
31.875 -8.815167 -8.Q4W5 8.81845 
33.1 -8.813554 -9.83614 8.83614 
33.125 -0.011829 -0.82941 8.82941 
33.15 -0.887169 -9. 81Y12 8.81Y12 
33.115 -8.882526 -8.08674 8.88674 
33.2 8.881592 8.80425 -8.88425 
33.225 8.883686 8.88983 -8.88983 
33.25 8.884093 8.81091 -9.818Yl 
33.275 8.884187 8.81895 -9.81895 
33.3 8.884L7 8.81245 -8.81245 
33.325 0.885044 8.81345 -8.81345 
33.35 8.804467 8.81191 -8.811Y1 
33.1711 8.881824 8.81828 -9.81828 

8 .  881536 8.88943 -8.88943 
8 .  882784 8.88721 -8.8872l 
8.881287 8.88343 -8.88343 
-9.8888L7 -8.88818 8.88818 

-8.88174 8.88174 -8.888652 
-8.888884 -8.88214 8.88214 
-8.888699 -8.88186 8.88186 
-8.888821 -8 .  88886 8.80886 
8. 881785 8 . B B u 5  -8.88455 
8 .  8ma51 8.81888 -8.81888 
8. 885883 8.81569 -8.8156Y 
0.8B6239 8.81664 -8.81664 
0.88565 8.81587 -8.81587 
8.885508 8.81469 -8.81469 
8.886583 8.81755 -8.81755 
8.887984 8.82188 -8.82188 
8.888987 8.82375 -8.82375 
8.88952 8.82539 -0.82539 
8.889616 8.82564 -0.82564 
8.889853 8.82414 -8.82414 
8.888868 8.82151 -8.82151 
8.886885 8.81036 -8.81836 
8.885857 0.81562 -8.81562 
0.804488 8.81197 -8.81197 
8.882562 8.88683 -8.88683 
8.888597 8.88159 -8.88159 
-8.8804 -8.88187 8.88187 
8 . 888258 8.88869 -8.88869 
8.882341 8.88624 -8.88624 
8. 884278 8.81141 -8.01141 
8.80447Y 8.81194 -8.81194 
8.883287 8.88855 -8.88855 
8.882389 8.88616 -8.88616 
8.881536 8.88418 -8.8B418 
-8.888453 -0.88121 8.98121 

35.85 
35.875 
35.1 
35.125 
35.15 
35.175 
35.2 
35.225 
35.25 
35.275 
35.3 
35.325 
35.35 
35.375 
3s.4 
35.425 
3 5 . 4 s  
35.475 
35.5 
35.525 
35.55 
35.575 
35.6 
35.625 
15.L5 
35.675 
15.7 

' 35.725 
35.75 

4 4  6 

I.: xCLLIII2.DcT P a m  24 
-8.883226 -8.88860 8.88868 
-8.884851 -8.81294 8.81294 
-8 .  884989 -8.81389 8.81389 
-0.0- -8.8118L 8.81186 
-8.884199 -8.81128 8.81128 
-8. 883424 -8.88913 8.88913 
-8. 881818 -8.88485 8.88485 
8.888044 8.88812 -8.88812 
8.88139 8.88371 -8.88171 
8.881855 8.08495 -8.88495 
8.881388 8.88349 -8.88349 
8.888326 8.88887 -8.08887 
-8.880589 -8.88157 8.88157 
-8. 880554 -8.88148 8.88148 
0.88862 8.88165 -8.88165 
8.881939 8.88517 -8.88517 
8.882711 8.88723 -8.88723 
8.883787 8.81818 -8.81818 
8.885323 8.81419 -8.81419 
8.885936 . 8.81583 -8.81583 
8.884537 8.81218 -8.81218 
8.882295 8.88L12 -8.88612 
8.880442 8.88118 -8.88118 
-8.881262 -8.88337 e .  88357 
-8.883749 -0. 81888 8 .  81888 
-8. 8QL85 -8.81827 8.  81827 
-8. BEY 544 -e. 82W 9 . 8 2 W  
-8.818825 -8.82887 8.82887 
-8.811119 -8.92YL5 8.82965 

-8.889947 -8.82653 8.02653 
. -8.818953 -8.82921 8.82Y21 

-8.887585 -8.82881 8.82881 
-8.804381 -8.81147 8.81147 
-8.88173S -8.88163 8.80463 
-8.888694 -8.08185 8.  88185 
-8 .  888Y29 -8.88248 8.88248 
-8.882886 -8. 88535 8 .  88535 
-8.802879 -8.88768 8.88768 
-8.883251 -8.88867 8.88867 
-8.083182 -8.88849 8.88849 
-8.8824L3 -8.88657 8.  88657 
-8.881881 -8.88267 8.88267 

8.881611 8.  88438 -8.88430 
8.882589 8.88669 -8.88669 
8.883253 8.88867 -8.88867 
8.883151 8.88848 -8.88848 , 
8.882193 8.88585 -8.88585 

0.88384 -8.88384 8.881141 
8.88874 -8.88874 8.88827Y 

-8.888523 -0.88119 8.88139 
-8.880435 -8.88116 8.88llL 
8.888563 0.88158 -8.88158 
8.881399 8.88373 -8.88373 
8. 881194 8.88318 -8.88318 
8. 888476 0.88127 -8.88127 
8 .  888277 8.88874 -8.88874 
8 .  888012 8.88217 -8.88217 
8.881214 8.88124 -8.88324 
8.881457 8.88189 -8.88389 

e.mme 8.80128 -0.08128 



7 Cil.: xa.LIP2.M P.0. 25 -. 
3 5 . m  8.881837 8.804Y0 -0.804Y0 
35.8 8.882518 8.00687 -0.88687 
35.825 8.8834S7 8.88Y22 4 .88Y22  
35.85 0.88411 8.81896 -0.818Y6 
35.87s 8 . 8 M z l Y  8.81125 -0.01125 
35. Y 8 .  884179 0.81114 -0,81114 
35.925 8.881534 8.8112Y -8.81129 
35.95 8.881558 8.81135 -8.81135 

8.882567 8.88685 -0.88685 
825 8.881524 8.86406 -8.BB486 
85 8.881122 0.88299 -8.8829Y 

-..E75 8.881137 8.88383 -8.88383 
36.1 0.88158 8.88151 -8.89421 
36.125 8.882641 8.88704 -0.08704 

8.81076 -0.81876 36.15 8.804035 
36.175 8.864658 8.81242 -8.81242 
36.2 B.BBIS1  8.81219 -8.81219 
36.225 B.804681 8.81227 -8.81227 
36.25 8.885284 8.81388 -8.81388 
3L.27s 8.885322 8.81419 -8.81419 
36.3 8.883682 8.08961 -8.88961 
36.325 8 .  888238 8.88063 -8.88863 
36.35 -0.882727 -8.88727 8.80727 
36.375 -8.804829 -8.81874 8 .  81874 
36.4 -8.083685 -8.88983 8.88983 
36.425 -8.882786 -8.88722 8.88722 
36.45 -8.882877 -8.88554 8.88554 
36.475 -8.881952 -8.08521 8 .  80521 
36.5 -8.881559 -8.88416 8.88416 
36.525 -8.888448 -8.88119 8.88119 
36.55 8.881270 8.8834l -8.8834l 
36.575 8.882648 8.88786 -8.88786 
36.6 8.882498 8.88666 -8.88666 
36.625 8.888755 8.88281 -8.88281 
36.65 -0.088633 -8.88169 8.88169 
36.675 -8.88868 -8.88101 8.88181 
36.7 8.888042 8.88811 -8.88811 

e36.725 8.888531 8.88142 -8.88142 
36.75 0.888572 8.88153 -8.88153 
36.775 8.888276 8.88874 -8.88874 
36.8 -8.888359 -8.80896 0.88896 
36.825 -8.881422 -8.  88379 8.88379 
36.85 -8.082597 -8.88693 8.88693 
36.875 -8.88368 -8.88981 8.88981 
36.9 -8.884896 -8.81892 8.81892 
36.925 -8.883938 -8.81858 8 .  81858 
36.95 -0.883695 -8.88985 8.88985 
36.975 -8.88345 -8.88928 8.88928 
37 -8.882729 -8.08728 8 .  88728 
37.825 -8.881581 -8.88422 8.88152 
37. 85 -8.888195 -8.88852 8 .  88852 
37.875 8.881889 8.80269 -8.88269 
37.1 8.081697 8.80453 -8.80453 
37.125 8.881387 8.88378 -8.88378 
37.15 8.888837 8.88818 -8.88818 
37.175 -8.08184 -8.80491 8.80491 
37.2 -8.883234 -8.88862 8.88862 
37.225 -8.883623 -8. 88966 8.88966 

-8.882794 -8.88745 0 .  88745 

5.975 8.08369 8.88984 -8.88Y84 a 

 PA^. 26 - 
-8.88335 e .  88335 

@-2;Ile: xcLLYR2.nm 
275 -8.881256 

r . 3  8.88811 8.88829 -8.88829 
37.325 8.888665 8.88177 -8.88177 
37.35 8.888783 8.88187 -8.88187 
37.375 8.888593 8.88158 -8.88158 
37.4 8.888899 8.88248 -8.88248 
37.425 8.88155 8.08413 -8.88413 
37.45 8.881839 8.88498 -8.80498 
37.475 8.881289 8.88344 -8.88344 
37.5 8.888534 8.88142 -8.88142 
37.525 8.888088 8.88882 -8.88882 
37.55 -8.888423 -8.88113 8.88113 
37.575 -8.888955 -8.88255 8.88255 
37.6 -8.888959 -8 .  882S6 8 .  88256 
37.625 -8.888558 -8.88149 8.88149 
37.65 -8.888322 -0.88886 8 .  88086 
37.675 -8.888167 -0.88045 0.88045 
37.7 8.88863 8.88168 -0.88160 
37.725 8.882197 8.88586 -8.885B6 
37.75 8.084142 0.81185 -8.81185 
37.775 8.885687 8.81517 -8.81517 
37.8 8.886688 8.81783 -8.81783 
3?.825 8.887395 8.81972 -8.81Y72 
37.85 8.88786 8.82896 -8.828YL 
37.875 8.887733 0.02062 -8.82862 
37.9 8.88728Y 8.81Y22 -8.81Y22 
37.925 0.0863lY 8.81685 -0.81685 
37.YS 8.8854eS 0.81463 -8.81463 
37.975 8.004774 0.01273 -0.81273 
38 8.883711 8.88Y98 -8.80998 
38.825 8.882342 8.88625 -8.88625 
38.85 8.881627 8.88434 -8.90434 
38.875 8.881783 8.88454 -8.80454 
38.1 8.88193 8.88515 -8.88515 
38.125 0.801768 8.80471 -8.80471 
38.15 8.881588 8.80423 -8.88423 
38.175 8.881889 8.8826Y -0.88269 
38.2 -8.88876 -8.88283 8.88293 
38.225 -8.883216 -8.88858 8.88858 
38.25 -8.884682 -8.81249 8.8124Y 
38.275 -8.88582 -8.81339 8.81339 
38.3 -8.881773 -8.81273 8.81273 
38.325 -8.083Y2 -8.81045 0.81845 
38.35 -8.882355 -8.88628 . 8.88628 
38.375 -8.080882 -8.88214 8.88214 
38.4 8 .  888277 8.88874 -8.88874 
38.425 8.88899 8.88264 -0.88264 

.575 -8.888838 
38.9 -8.88149 
38.625 -0.882823 
38. 65 -8.883786 
38.675 -8.881758. 
38.7 -8.886881 
38.725 -8.886714 
38.75 -8.886178 

8.80462 -8.00462 
8.88682 -0.08682 
8.88651 -0.0B651 
8.88572 -0.88572 
8.88346 -0.8834L 
-0.88818 8.88818 
-8 .  88397 8 .  883Y7 
-8 .  88753 8.88753 
-8.88988 8.88988 
-0.81269 8.81269 ‘ 
-8.81622 8.81622 
-8.81798 0.81790 
-8.81647 8.81647 

7 Cl 
3 e . m  
38i 8 
38.82s 
38.85 
38.875 
38.1 
38. Y 25 
38.YS 
38.Yrn 
39 
39.825 
39.85 
3 Y . W  
39.1 
39.125 
39.15 
39.175 
39.2 
39.225 
39.25 
39.275 
3Y.3 
39.325 
39.3s 
39.375 
39.4 
39.425 
39.45 

3Y.5 
39. 525 
39.55 
39. 57s 
39.6 

39.475 

39.625 
39.65 
39.675 
39.7 
39.725 
39.75 
39.775 
39.8 
39.025 
39.85 
39.875 

39.925 
39.95 
39.97s 
40 
48.825 
40.05 
40.075 
48.1 
40.125 
48.15 
48.175 
48.2 
48.225 
40.25 

c PI1 
48.275 
40.3 
48.325 
40.35 
40.375 
48.4 
40.425 
48.45 
48.475 
48.5 

‘39.9 

~~ ~ 

48.525 
48.55 
48. 575 
40.6 
48. 625 
40.65 
48.675 
48.7 
48.725 
48.75 
48.115 
40.8 
48.825 
40.85 
48.875 
40.) 
4 0 . Y 2 5  
40.95 
40.975 
41 
41.825 
41.85 
41 .E75 
41.1 
41.125 
41.15 
41.175 
41.2 
41.275 
41.25 
41.275 
4 1 . 3  
41.325 
41.35 
41.375 
41.4 
41 . U S  
41.45 
41.495 
41.5 
41.525 
41.15 
41.575 
41.6 
41.625 
41.65 
41.615 
41.7 
41.725 
41.75 

FrI OCt  28. 1YY5 - Pw. 27 - I.: xa.Lm2.rnT 

44 6 
-0. easa4 -0.01412 
-0.oouL3 -0.81243 
4. 0 w u 7  -0.81186 0.8118L 
4.@043¶2 -9.81171 
-0.00u65 -0.81164 
-0.00423 -0.81128 0.81128 
-9.BWlY3 -0.81110 8.81118 
-0.884172 -0.81113 8.81113 
-0.806061 -0.81083 8.81883 
-9.e64055 -0.81881 8.81881 
-0, em453 -8.01187 0.81187 
-0.80472Y -8.01261 0.81261 
-0.0sQsI7 -0.012l3 0.81213 
-0.003747 -0. 889YY 8.88Y9Y 
-0.00231 -0.80616 8.88616 
-0.898256 -0.00868 8.88868 

8.89444 -8.89444 8.881665 
8.883013 8.88883 -8.88883 
8.083776 8.81087 -0.81887 
8.88378Y 8.81818 -0.81818 
8.00315 8.88840 -0.88840 
8.882826 8.89151 -0.88754 
8 .  8 8 m 8  8.88741 -8.88741 
8 .  882508 8.88669 -8.88L69 
8.881Y52 8.88521 -8.88521 

8.86401 -8.86401 8.881582 
8.881176 8.88314 -8.88314 
8.081152 8.88387 -8.88387 
8.081266 8.88338 -8.88338 
8.881366 8.88364 -0.88164 
8 .  001552 0.88414 -0.88414 
8.882832 8.88512 -0.88542 
0.8823YS 8.88639 -0.88639 
8 . 8 0 w I  8.80646 -0.08646 
8.081951 8.88528 -8.80528 
0.88104Y 8.88288 -8.08288 
-8.908114 -8. 88838 8.88838 
-8.081322 -8.88353 8.80353 
-8.8826 -8.88693 8.88693 
-8.883221 -8.88859 0.80859 
-8.882779 -8.88741 8.80741 
-0.ee1a12 -8.88183 8.80483 
-8.808929 -8.88248 e .  88240 
-0.88885 -8 .  88813 8.88813 
8.888572 8.80153 -8.88153 
8.881142 8.80385 -8.88385 
8.881853 8.80494 -8.80494 
8.882421 8.88646 -8.08646 
8.082486 8.88642 -8.88642 
8 .  881Y28 8.88514 -0.88514 
8.888767 8.88285 -8.88285 
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-.E83678 -.E81788 -.BBB19B .E81881 .881888 -.E88578 -.E81929 -.E82177 
154 

-.881388 .888868 .E88942 .E81515 .BE2734 .E83692 ,883142 .BE1321 
155 
.888228 .888813 .BE1625 .881886 .BBB148 .BO1804 .E82963 .883616 
156 
.I383104 .883318 .E85385 .E87871 ,089731 .E18667 ,011366 .E11799 
157 
.E l l726  .E11372 ,810922 .E18727 .E11516 .El2783 .E13377 .E12828 
150 
.811358 .E89648 .E88724 .888304 .E07816 .E87198 .886538 .885976 
159 
.88S4S6 .BBSl5l .E85877 .E87285 .E88196 .E87799 .8878¶l .88714c 
168 
.887563 .887518 .E86822 .804¶66 .E82358 -.888828 -.802829 -.E83877 
161 

162 
-.E82945 -.E84269 -.E85655 -.086648 -.006235 -.E85639 -.E86411 -.E87622 

163 
-.E88238 -.E89378 -.E11417 -.813768 -.E15976 -.E17795 -.E17761 -.E14742 

164 
-.818839 -.E86332 -.E04367 -.E83447 -.882804 -.E82629 -:E83842 -.E86965 

165 
-.E11251 -.E14862 -.E15941 -.E15167 -.E13554 -.E11829 -.E87169 -.E82526 

166  
.E81592 .E83686 ,804893 .E04187 .BE4678 ,085044 .E04467 ..E83824 
lK? 
,883536 .882704 .801287 -.E88067 -.E88652 -.888804 -.BBB699 -.888821 
168 
.881785 .804851 .E85883 .E86239 .E85658 .885588 .E86183 .E87904 
169 
.888987 .889528 .E89616 .klB9853’ .888868 .E86885 .885857 .E04488 
178 
.882562 .888597 -.880488 .888258 .E82341 .E04278 .E04479 .E83287 
171 

+eas023 -.BBSPBJ - .am731  -.e83719 - . B B ~ ~ P E  - .88m92 - . B B B L ~ ~  - . B B ~ S ~ K  

174 
.E82295 .880442 -.881262 -.E83749 - .E86858 -.889%4 -.818825 -.E11119 
175 

-.E18953 -.E89947 -.887585 -.E04381 -.E81735 -.E88694 -.E88929 -.882886 
176 

-.E82879 -.883251 -.E83182 -.BE2463 -.881881 .888488 .E81611 .BE2589 
177 

,- ~11.: s-s.om Fri O c t  28. 1995 - Pawe 7 - 
,883253 .E83151 .88219S .E81141 .E81279 -.888523 -.88-5 .888563 
178 
.E81391 .BE1194 .E00476 .E88277 .888812 .BBl t l4  .8814S7 .081837 
179 
.BE2578 .E03457 . B B u l 8  .E84219 .E84179 . O W 2 3 4  .E04258 .E83698 
188 
-082567 .E81524 .e81122 .E81137 .881588 .E82641 .E94835 .BE4658 b(0 
181 

182 
-.E83685 -.882786 -.E82877 -.E81952 -.E81559 - . E 8 8 4 4 8  .E81278 .8826& 

183 
.BE2498 .8887SS -.BE8633 -.E88688 .E88812 .@BO531 .EBBS72 .E88276 
184 

-.80835¶ -.E81422 -.E82597 -.E83688 -.E04096 -.e83938 -.E83695 - . O B W D  
185 

-.E82729 -.0BlS81 -.E88195 .881809 .881697 .081387 .088837 -.E81840 
186 

-.E83234 -.BB3623 -.E82794 -.E81256 .888118 .BBB66S .E88783 .8885¶3 
187 
.E88899 .881558 .BE1839 .E81289 .E88534 .888888 -.E88423 -.888955 
188 

-.E88959 -.888558 -.BBB322 -.E88167 .E88638 .E82197 . O W 4 2  .E85687 
189 

198 
.0837 l l  .BO2342 .E81627 .881703 .081938 .081768 .881588 .BBl889 
191 

-.EBB768 -.883216 -.E04682 -.885828 -.E04773 -.E83920 -.E12355 - . B B B B B Z  
192 
.E88277 .E88998 .E81733 .E82259 .E82442 .E82146 .BE1297 -.888838 
193 

194 

195 

196 
.E83813 .E83776 .E83789 .883158 .E82826 .E82778 .E82588 . BBlYS2 q‘ 
197 
.881512 .BE1176 .E81152 .E81266 .E81366 .E81552 .882832 .882391 
198 
.E82424 .E81951 .BE1049 - . 8 8 8 l l 4  -.E81322 -.882688 -.E83221 -.E82779 
199 

-.BE1812 -.BE0929 -.888858 .E88572 . B E 1 1 4 2  .E11853 .E82421 .E82486 
288 
.BBl928 .E88767 -.881286 -.883823 -.BE5721 -.E86614 -.E86752 -.E86466 
281 

282 

283 
-.081863 -.888561 -.888373 -.E88843 -.E81668 -.BE2489 -.BE2367 -.BE1641 

204 
-.E81814 -.BB8903 -.888553 .8882W .E08678 .888425 .888187 .e88295 

285 
.BE0464 .E88392 .E88777 .BO1658 .882558 .E83189 .E83381 . I82601 
286 
.881532 .888585 .OB8327 .888772 .E81596 .E82316 .883882 .BE3579 
207 

. o m m  . a w c o i  .ea5204 .e05322 . e m e 2  .888238 -.882727 -.a94829 h 

.e86688 .a07395 . 0 8 7 8 6 ~  .e87733 .a87289 .e86319 .8asu8s .e04774 

3 
3 

- . ~ e i i g s  -.ea2823 - . B B ~ ~ B K  - .em750 -.BBLBEI -.ea6714 - . e ~ ~ i 7 e  -.eo5294 

-.ems63 - .@ma7 - . e m 9 2  -.swrcs - .em238 - .mea93 - . e r n 7 2  -.em061 

-.804851 -.004453 -.E04729 -.EMS47 -.E83747 -.E82318 -.E88256 .E81665 v 

hc” 

-.oes820 -.005337 - . a e s m  - . e m w  - . S B ~ ~ S P  -.e01286 -.1100834 -.aae89s 

- . ~ O B C B ~  -.eem62 -.eawc7 -.e80796 -.e01224 -.eeiss¶ -.aais7e - . e a i ~ i  

P.9. 8 - - F i l e :  SHAI(ESS.OVT 
883758 .883481 .883178 .E82594 .E81619 . B B B W  -.EBB281 -.881875 

288 
-.BE1837 -.E82474 -.E82718 -.E02461 -.881U5 .888122 .E81858 .BBl126 

289 
.888752 .E88507 .888357 -.BBBBll -.E88523 -.881284 -.882818 -.E82388 
218 

-.E81878 -.881823 -.888874 . B B B 6 6 @  .E81437 .E82258 .E82959 .E83292 
211 
.883818 .E01967 .888773 .888831 -.888361 -.888793 -.E88793 -.E88292 
212 
.E88149 -.EBB879 -.888583 -.BE8582 -.888862 .BB1819 .E82319 .883161 
213 
.E83666 .E83981 .E83726 .E83132 .E82741 .E82868 .E83531 .0944l8 
214 
.E85323 .E85987 .E06396 .BB6433 .886828 .E85211 .E04485 .883588 
215 
,882452 .BB1368 .888717 .E88574 .I388615 .BBB384 .088890 -.E80434 
216 

-.E81213 -.BE1863 -.E81991 -.881828 -.E81395 -.E88862 -.811288 .BBB376 
217 
.E81329 ,883467 .E83405  .E83358 .BE2343 .E88821 -.EBB697 -.E81859 
218 

-.882328 -.E82315 -.E82423 -.E82645 -.BE2914 -.E82123 -.0823W -.881627 
21Y 

-.881815 -.088635 - .BOBICB - .E88827 -.081657 -.012598 -.BE3878 -.OB3218 
220 

.-.E83225 -.E83884 -.E82537 -.BB1¶68 -.E81711 -.E81737 -.E81497 -.E81142 
221 

-.BBlB26 -.08181¶ -.888793 -.8887CS - . 8 8 8 ¶ B B  -.BB1819 -.E81168 -.881552 
222 

-.802878 -.E82731 -.BE3315 -.E83652 -.E83333 -.E82432 -.E81576 -.881488 
223 

-.E81649 -.Bill815 -.881553 -.E81159 -.888821 -.E88595 -.E80424 -.088398 
224 

-.BE8285 .E88164 .BB8783 .E81146 .E81534 .E81947 .E82378 .882551 
22s 
.E82653 .E82685 .BE2471 .801679 .888551 -.888626 -.E81446 -.881718 
226 

-.E81316 -.888585 .888381 .881885 .E81583 .E82187 .E82346 .E82177 
227 
.E82878 .E82888 .881663 .88185¶ .E88736 .E88711 .E88823 .B88707 
228 
.E88771 .888857 .BBB969 .E88951 .B88966 .888729 .E88295 -.888877 
229 

238 
-.888579 -.8887SY -.E88624 - . B B 8 5 6 8  -.E88751 -.E81129 -.E81574 -.E82212 

231 
-.E82787 -.BO2836 - . E 8 2 4 4 4  -.E82143 -.882138 -.E82441 -.E82865 -.BO3269 

232 
-.E83379 -.883256 -.E82828 -.882114 -.881188 -.E88588 -.88817l -.E88045 

233 
-.888813 -.888266 -.E88537 -.E88652 -.888578 -.888355 .BB8871 .E80433 

234 
.888733 .888923 .E81118 .E01197 .E81192 .881088 .E88711 .E88287 
235 

236 
.E88812 .881164 ,881746 .E82266 .882178 .BE2874 .883353 .E83554 
237 

-.seem - . m e w s  - . B B ~ J  -.eewss - .am337  - . B E E ~ E ~  - .sea2i4 -.a00330 

.BBBBQC . B B B B ~ B  . ~ B B E S B  -.aaeei6 .BBBB~Z .88827s .00mc7 .8813573 

000633 



4 4  6 

s n m e g i  SHEAR STRESS n m  nismm - o m  PILE 

#S- STFXSS T I m  HISTORY AT BASE OF 1 t t P A c I g D  IlAmlALS 

STRESS - 'trer' I" 1.v.1 8 y,, 8 
-.888868 -.BBBB72 - .OB1158 .E81264 .E88691 -.BBMB8 .E81497 -.BBB827 

.881229 -.E88817 .888145 .888815 -.888111 - .BBBSBB -.881%81 -.@E1488 

-.882157 -.E82419 -.888765 -.881134 -.E81637 -.E82277 -.E83047 -.8819+ 

-.Ell4963 -.886113 -.887351 -.E88592 -.BE9718 -.818558 -.E18959 -.E18927 

-.818621 -.E18214 -.E89687 -.E88941 -.BB8812 -.E87254 -.007888 -.887586 

-.888711 -.818612 - . B i l l 8 2  -.E16569 -.E28684 -.825Wl -.E28911 -.831662 

-.032686 - .E31642 -.E28494 -.E23675 - . B l B B u  -.812161 -.E87465 -.E84591 

1 

2 

1 

4 

5 

6 

7 

-.821876 -.E26892 -.E31589 -.E34821 - . 8 1 W C  

P.9. 

.E32166 -.E24946 -.E15323 -.885728 .881162 .883111 -.E82251 -.E15871 

-.E14479 -.E51161 -.E67688 -.E75861 -.E74164 -.E66670 ,-.851125 -.E34624 

-.013878 .E85333 ,822228 .837288 .E54724 .868688 .864606 .072164 

.E88049 ,888129 ,896554 . l a 3 5 7 7  ,186962 .185687 .188988 ,893448 

.E83798 .871687 .E65792 .E62888 .866318 .E73858 .E88787 .E84851 

.888222 .E65545 .841471 .E12227 -.E19364 -.8SlS64 -.E83913 -.116489 

-.145948 -.168478 -.182481 -.186731 -.179921 -.161596 - . 1 1 5 8 5 9  - . 1 1 8 6 7 5  

-.E93883 -.I384531 - .E82885 - .E85625 -.E86528 -.E79144 -.864385 -.E43119 

-.E28972 -.802378 .BE2689 -.E11689 -.0436BB -.893318 - . 1 4 7 7 2 3  -.281488 

-.246219 -.27E418 -.2661Y7 -.229862 -.156624 - . 8 5 1 1 1 6 .  .E77888 .2E4793 

.186818 .373292 .416189 .438719 ,434889 . a 7 1  ,364182 .336719 

. 1 1 1 2 2 4  .147S16 .368817 .398212 . U S 6 2 4  .43Y986 .458799 .437Y¶Y 

.397228 .327894 .211125 .124961 .808M3 -.1BSC18 -.194428 -.244628 

9 

18 

11 

12 

1 3  

1 4  

15 

1 6  

1 7  

1 8  

1 9  

28 

21 

22 * 

23 

24 

25 

26 

2 7  

28 

29 

1 8  

11 

-.2685io - . 2 5 1 m  - . P ~ K U Z  - . I ~ B S S B  - . i 3 7 s ~  - . e e i c s ¶  -.esiiec - . w a z 8 6  

- . B S ~ K ~ O  - . a g o ~ ~ i  - . i i i s ~ s  - . i 6 7 ~ i z  - . I Y E Y ~ ~ S  -.zrnyse -.217478 - . z i i e ~ s  

-.241276 -.219228 -.231667 - . 2 1 4 6 1 1  -.257389 -.288851 -.318387 - . 1 1 3 1 0 1  

-.298576 -.269265 -.228153 -.181844 -.148347 - . 1 1 8 5 2 1  -.E89353 -.865183 

-.825023 ,844274 ,151631 .2Y4sS5 . 4 s l S 6 4  .595838 .Kg8643 .716272 

,659791 .521236 .328934 .181136 - .E82693  - . 2 l l l l 8  -.2Y3335 -.331492 

-.325686 -.277221 -.2E4669 - . 1 1 7 4 7 6  -.E94333 -.072289 -.862065 -.862887 

- . E 7 8 1 1 2  -.18S899 -.116858 -.161548 -.17578S -.167188 -.l25886 -.E57862 

,017745 .B88586 . 1 5 4 1 1 6  .286431. .224L22 .19522Y , 1 1 5 1 8 1  -.E11419 

-.178695 -.139871 -.497S44 -.621914 -.696065 -.788158 -.647961 - . 5 1 1 7 5 8  

-.111881 -.E86876 . 1 3 8 7 5 1  . 1 1 9 6 6 5  ,496248 .612921 ,657431 .678S78 

,555366 .456865 .12¶467 .198963 . B W 2 6  - . 8 9 1 1 2 7 ~ - . 2 3 9 8 6 4  

378886 -.465924 -.522889 -.5488S5 -.558344B -.538748 -.4Y8612 -.44lS24 
34 

1s 

1 6  

37 

-.185261 -.104242 -.186818 -.E44826 .E98152 .224298 .311818 . 4 2 B u 7  

. 4 7 4 4 l 5  . 4 7 4 l 2 4  .424385 .348048 .278987 .286781 . 1 5 2 7 5 2  .188295 

.E84517 .E86248 .189522 .IS4826 .224276 .389124 .392728 .IS6828 

.487148 .479632 .428636 .331648 .282719 .E71888 -.828888 -.E76227 

-.111071 -.115811 -.877894 -.E18481 .BYIS89 .12Y478 .lYS478 . Z U 1 7 4  
4s 

46 

47 

48 

49 

.m7n . Z ~ S L Y ~  . i 7 i ~ 7 z  .a81447 - .n izue - . i 4 7 2 7 4  -.zim7i -.2s1504 

-.191249 -.8558Y7 .I28815 .111801 .531583 .692916 .791226 .El4344 

.767182 .KC3817 .523178 .168558 .219LLB .E96421 .811182 -.E27889 

-.E43210 -,E45144 -.E25258 .E24711 .87Y688 .148!528 .221473 .291826 

.349468 .197282 .437178 . a 1 7 1 6  .4s27Y7 .396827 .294Wb .167884 
58 

51 

52 

9 .042856 -.E86332 -.232387 -.389781 -.533804 -.618818 -.693889 -.780211 2 -.665802 -.5Y8740 -.5BS024 -.198861 -.297247 -.222626 -.186868 -.183885 

4 c -.186592 -.1L5168 -.118888 -.E36744 .Bl1986 .E94242 . 1 4 2 S Y 1  .173825 

\3 5 .%a6 .1S1956 .I87781 .8616YS . E W E 8  .E21769 . B l l 2 1 2  .I357816 9 54 
.E79586 .876569 . M 3 1 8 8  -.E13512 -.E87189 - . 1 7 8 7 1 7  -.247459 -.297921 

-.297287 5s -.226166 -.E96681 . E m 7 1  .1¶2844 .298E45 .363115 .198886 k-$ 
12 

56 

5 7  

58 

I 9  

60 

6 1  

62 

63 

6 4  

6 1  

66 

67 

.18586S .)!I3245 .312581 .288378. .268866 .252676 .267643 .388396 

.323727 .111585 .258598 .188YB8 .894SY9 .801286 -.8Y9442 -.188SYB 

-.235274 -.228382 -.176685 -.E87416 .E35218 .177846 .18924S .19S440 

.428881 .384192 .295361 .159342 -.Bl276B -.194326 - . l S l 2 8 6  -.461872 

-.523661 - . W 9 4 1  -.528272 -.451578 -.357212 -.252972 -.153871 -.E64281 

. E l l 7 6 9  .E69129 .182651 .8988S2 .E47471 -.E39469 - . l e 8 3 5  -.239278 

-.117887 -.172211 -.4l2271 -.4440S4 -.478489 -.4B53Bl -.485878 - . a 7 5 6 4  

-.429786 -.192144 -.339514 - . 2 7 1 6 7 1  -.181181 -.E84742 .823935 . 1 1 9 1 5 4  

.228811 . 1 1 7 2 6 1  .485778 .459114 .461216 .418870 . 4 1 6 1 1 9  .168865 

.386844 .228287 .125248 .821158 -.E84649 -.192948 -.30B14c -.19372S 

-.456566 -.401842 -.461728 -.39S4lL -.298181 -.161618 -.E18113 .111Wb 

.198186 .281594 .169466 . 1 1 5 6 1 6  .E63431 .E27648 .E25149 .872152 - ell.: SHAKESS.0UI  P.9. 12 - 
68 

69 

7 8  

7 1  

72 

71 

7 4  

7 5  

76 

TI 

.163448 .269197 . 1 5 8 7 7 1  . a 7 4 7 6  .398145 .128284 .211255 .871585 

-.E63742 -,.171924 -.24851Y -.281582 -.270484 -.228829 -.144931 -.E68814 

.El8627 .BY1516 .158499 .2864SB . 2 1 2 7 7 4  . 1 7 1 5 1 2  .E96193 .E04019 

-.E98605 -.218245 - . 1 2 1 1 7 8  -.418889 -.451451 -.431444 -.154791 -.238314 

-.le8598 ,845428 .198127 . 1 2 1 1 0 4  .411485 .498545 .!I16993 .499886 

,468667 ,429717 .178641 . 2 7 7 7 7 1  .1532S2 .828211 -.E91711 - . 1 8 1 8 8 1  

-.256872 - . 3 2 1 1 4 1  -.365322 - . 1 7 1 6 0 4  -.147889 - . 1 1 1 9 7 1  -.277868 -.266398 

-.272267 -.280369 -.289764 -.29Y459 - . 1 8 6 1 7 1  - . lB4446 -.285924 -.251458 

-.211448 -.185820 - . 1 7 S 6 1 7  -.176986 - . 1 7 8 4 1 4  - . 1 7 4 4 1 5  -.165798 - . l S 4 2 8 6  
.. 

- . 1 1 7 1 9 5  

.E91672 

.408231 

.128815 

.4776Y2 

.343778 

-. 218269 

.1S6693 

-.E99883 

. 1 2 1 6 7 1  

78 

7Y 

88 

8 1  

82 

83 

84 

85 

86 

a7 

- . 1 1 1 2 1 9  -;E88327 -.857437 -.E49474 -.E45189 '-.824S99 .E21995 

.186578 .298951 .420625 .521483 .581617 .58Y677 .SS5888 

.3Yl625 .277Y08 . 1 7 5 1 Y 1  .11581Y . l l 6 1 8 4  .IC3618 . 2 1 6 9 l l  

.US246 .I12551 .572661 .LE4317 .586818 .!i43lCS. .582771 

.458286 .43835B .421S91 .406L28 .1Y2669 . 181W ~ . 1 7 1 6 8 8  

.2Y2322 .21Y211 .11044S .8345lY -.85Y862 -.143613 -.204¶88 

- . l C W l  -.E59978 .858148 . 1 5 3 1 3 9  .218738 .212661 .216798 

.I358361 -.E52481 -.1465E4 -.211859 -.251896 -.249525 -.288818 

,031592 .168149 .286986 .364792 .374943 .348848 .248821 

-.E34167 - . 1 9 6 1 7 5  -.140Wl -.447424 -.St1901 - . 5 7 7 1 7 2  - . 6 1 1 2 1 7  

-.618241 -.!i57334 -.468692 -.1661SB -.26lY27 -.164561 -.E74822 -.E13789 
88 

.888862 -.81555¶ -.117042 -.228722 - . 3 4 6 1 1 1  -.445126 -.515548 -.558812 
89 

-.578162 -.S46Y66 -.491E45 - .U8328 - .US466 -.282126 -.218985 -.197401 
90 

- . 1 9 1 1 Y l  - . Z B B l l L  -.238852 -.244018 -.258118 -.251398 -.24%61 -.225231 
91 

-.I89671 -.155586 -.134¶59 -.12SS88 -.1278YY -.117926 - . 1 5 8 7 1 9  -.Xi7822 
Y 2  

-.152678 - . 1 1 5 1 7 8  - . 1 1 2 8 4 4  -.BBSB76 -.818B44 .814664 . 1 2 1 6 1 7  . 2 1 7 4 6 1  
Y 3  

.388843 .39lY96 .461861 .514626 .54Y686 .564782 . S 5 5 1 1 4  .52558¶ 
. 9 4  
.48YBS9 .4s6577 .427887 . 1 9 1 1 8 5  . W Y B B  .279246 . Z B l l l S  .187781 

9 s  
.881865 -.186623 -.197829 - . 2 3 7 1 2 2  -.274826 -.259488 -.lYY896 -.E97655 

96 
.E33821 . l a 1 5 8 7  .331575 .4Wb04 .558119 .685921 . 6 1 1 1 6 l  .57444Y 

97 
.495257 .192142 .281781 ,177809 .E75515 -.828290 -.181985 -.172828 

000634 



98 

9) 
-.227218 -.271¶62 -.301¶25 -.111472 -.le2204 -.282779 -.26494S -.ZS774S 

-.258977 -.257312 - . W E 4 5  -.2E9482 -.158116 -.E97719 -.El7667 .BEY017 
100 
.E35528 .0481¶5 .E21501 -.OPE762 -.881El3 -.14426¶ -.195¶64 -.234MS 
101 

-.265931 -300157 -.119226 -.379183 -.41451E -.446815 -.477461 -.496463 

a+S4 -.456834 -.485184 -.14¶881 -.295882 -.239011 - . l 8 E W  -.11831E 

E51228 .E17788 .E89248 .I29688 . I 6 6 1 1 6  . 1 9 1 8 1 1  . 2 8 7 4 l 4  .ZlSE25 
104 
.221986 .234216 .246218 .24S852 .228511 .2EE888 .167318 .126186 
105 
.E76523 .E26162 -.E10822 -.E25258 -.E17811 . E l l 9 2 7  .E60497 .124687 
106 
.19415¶ . 2 W 2 S  .291825 .38329¶ .281178 .241764 .le4684 .125047 
107 
.E77665 .E49477 .ME949 .E58988 .E82204 . 1 1 7 6 6 1  .286612 .268169 
108 
.304989 . l E 7 7 8 1  .276192 .215287 .1297S4 .E25590 -.E85529 -.187153 
109 

-.260296 -.289259 -.278165 -.289772 -.117ES4 -.BE1049 .125355 .249929 
118 
.159416 .434518 .459777 .432888 .I62382 .272525 . l e 4 7 8 1  . l l l 8 8 2  
111 
.E59597 .811987 .E16148 ,055741 .E76426 .E86115 .E88855 .E54516 
112 
.BE9625 - . B S l l 3 6  -.119968 - . 1 6 1 4 7 5  -.1¶6440 -.222186 -.242871 -.244S?E 
1 1 3  

-.21615E -.lKWBE -.E92328 -.E29304 : E 2 l l ¶ 2  .E68¶36 .E91746 . l l E S 7 ¶  
1 1 4  
. 1 1 1 9 4 9  .891818 .E64636 .E38555 .E21710 .ElEB19 .E02091 -.EES661 
1 1 5  
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APPEmIX A 

COMPUTER SOFTWARE USED TO 
PREPARE CALCULATION PACKAGE 

XSTABL - Version 5 

Shanna, S. ,  "XSTABL: An Integrated Slope Stability Analysis Program for 
Personal Computers, Version 5 ,  'I Interactive Software Designs, Moscow, ID, 1994. 

See Section 1.2 of the Design Parameter Summary. 
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APPENDIX B 

COMPUTER SOFTWARE USED TO 
PREPARE CALCULATION PACKAGE 

YSLIP - c 

Yan, L.P., "Seismic Deformation Analysis of Earth Dams: A Simplified 
Method," Research Report No. SML-91-01, California Institute of Technology, Soil 
Mechanics Laboratory, Pasadena, California, 1991. 

See Section 1.2 of the Design Parameter Summary. 
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5. GEOTECHNICAL - SETTLEMENT 

5.1 Foundation Settlement 
5.2 Localized Impacted Material Settlement 
5.3 Overall Impacted Material Settlement 
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/ 

FOUNDATION SETTLEMENT 

EXECUTIVE SUMMARY 

Pumose 

The purpose of this calculation package is to calculate settlements of the foundation soils 
due to surcharge applied by the On-Site Disposal Facility (OSDF). The calculations are 
performed to account for variation in the site stratigraphy and evaluate total and differential 
settlements of the foundation soils, tensile strains and grade change in the liner system, and time 
rate of primary settlement of the cohesive foundation soils. 

Procedure 

The settlements are calculated using established geotechnical equations and procedures for 
elastic and consolidation settlement. The settlements are calculated for points within the OSDF 
at the center, crest, sump and toe of the facility. Based on the total calculated settlements, 
differential settlements, tensile strain, and minimum final grade are calculated. 

Results 

Based on the calculations, the following results are obtained. 

Maximum calculated settlement: 2.84 fi (Case 2 Point A) 

Maximum calculated tensile strain due to differential settlement 

E, = 0.01% Satisfies limits of maximum allowable tensile strain for 
HDPE geomembranes as stated in Berg and Bonaparte 
( 1992) (Reference 12). 

Maximum calculated grade change due to differential settlement 

Maximum change = 0.61 % Post-settlement grade of leachate collection 
pipes will maintain positive flow. No 
grade reversal is calculated. 

Calculated time rate of primary settlement 

- 90% consolidation; minimum: 6.1 yrs. maximum: 39 yrs. 
- 95% consolidation; minimum: 8.4 yrs. maximum: 54 yrs. 

GE3900-09.9/F95 3002 1 . C D 
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CALCULATION PACKAGE 

Pumose 

The purpose of this document is to provide the engineering calculations for. foundation 
settlement of the OSDF. The calculations provide an estimate of settlement of the surface of 
the liner system due to consolidation and elastic settlement of the underlying soil materials. 

Included in the analysis is the elastic, primary consolidation; and secondary consolidation 
of the cohesive soils underlying the OSDF as well as the elastic settlement of the granular 
cohesionless' soils underlying the OSDF. Also included in this calculation package is an analysis 
of the time rate of primary consolidation for the cohesive soils. 

The analysis accounts for the variability in the foundation soils and the location of the 
ground water table. The effect of the perched water table was not considered to be significant 
for this analysis. 

Based on the calculated settlements, an analysis will be made of the maximum change in 
liner system grade, the maximum differential settlement, and the maximum tensile strain 
expected in the liner system due to differential settlement. 

Procedure 

The calculation procedure for foundation settlement is described in detail in the Design 
Criteria Package and is summarized here. The engineering properties of the underlying soil 
materials used in the analysis are provided in the attached sheets and have been included in the 
Data Verification Package. 1 

Calculate the elastic and consolidation settlement of the foundation soils due to the load 
imposed by the OSDF. Use widely known equations from elastic theory and consolidation 
theory. 

Settlement is dependent upon: 

subsurface stratigraphy; 
subsurface material properties; 

GE3900-09.9/F95 3002 1 . C D 
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geometry of the 1andfill;’and 
load imposed by the. landfill materials; 

location of the settlement point for calculation. 

Analyses 

A. Given the landfill geometry shown on Figure 1, calculate the total settlement of the 
geomembrane components of the liner system due to consolidation and compression of the 
underlying soils. 

B. Calculate settlement at Points A, B, C, and D indicated on Figure 1. 

/ C. Estimate the unit weight of landfill waste and the corresponding surcharge to the subsurface‘ 
soils applied by the landfill. 

D. Estimate variation in the influence of the landfill surcharge on the soils beneath the Points 
A, B, and C (Figure 1) with increased depth (Le., ACT” variable with location and depth). 

E. Using the material properties described later in this package (in data verification section) 
and the methods described below, and in the design criteria package, calculate the total 
settlement at Points A, B, and C. 

El .  Settlement of Cohesive Soils 

Total Settlement S, = Si + S, + S, 

where Si = elastic settlement (immediate) 
/ 

S, = primary consolidation settlement (time and surcharge dependent) 
S, = secondary compression settlement (time dependent). 

a. Elastic Settlement, Si (or Ahi for each layer) 

GE3900-09.9/F953002 1 .CD 
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where ACT" = additional vertical stress due to OSDF surcharge 
M = constrained modulus. 
H, = initial layer thickness 

Constrained Modulus, M 

Eu, (1 - v )  
(1 + v )  (1 - 2 4  

M =  
/ 

where E,,t = Undrained Tangent Modulus 
u = Poisson's Ratio 

E. 1 .a. Settlement of Cohesive Soils, Elastic Settlement 

Undrained Tangent Modulus, E,, (from Reference 3) 

I/' E,,, = kPa (a,/pa)" [I - Rf (ol - a,)/@ 

where pa = atmospheric pressure (2117 psf) 
k, n, Rf = modulus parameters 
a, = a, = minor principal stress (total stress) 
0 1  = major principal stress (total stress) 
S U  = undrained shear strength 

E. 1 .  b. Primary Consolidation Settlement, Sp (or Ahp for each layer) 

- + c, - Ho log avo  + 'Or / log HO Ahp = Cr - 
1 + e, a v o  1 + eo 

where C, = 
Cr = 

Po = 
avo 

- Aav = 
ap . - 
Ho = 

- - 

- 

GE3900-09.9/F9.53002 1 .CD 
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initial layer void ratio 
initial vertical effective stress 
additional vertical effective stress 
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E. 1 .c. Secondary Compression Settlement, S, (or for each layer) 

where C, = secondary compression index 
HO = initial layer thickness 

eP = 
log f2/tl = 

void ratio at the start of secondary compression time 
the time ratio b/tl where t, is the time from loading to the end 
of primary consolidation (i.e., 90% x primary) and t2 is a 
future time of interest (i.e., 200 years or 1,000 years) 

Assume t, = 10 years and t2 = 1,000 years 

E. 2 Settlement of Cohesionless Soils (Granular Non-Plastic Soils) 

Granular settlement is elastic and immediate. 

Ahs = [ $1 H, 

where Ah, = elastic settlement of sand layer 
Aov = additional vertical effective stress 
M = Constrained Modulus 
H, = initial layer thickness 

E,(1 - v) 
(1 +v)(1-2v) 

M =  

where E, = Elastic Tangent Modulus 
u = Poisson’s Ratio 

I Z  ’ 
where + = atmospheric pressure 

3, = major principal effective stress 
e3 = minor principal effective stress 

GE3900-09.9/F9530021 .CD 
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6 = effective stress angle of internal friction 
K, n , i 2 ~  = hyperbolic model parameters 

E.3 TOTAL SETTLEMENT = Cohesive Soil + Cohesionless 
Settlement Settlement 

E.4 Calculate Total Settlement at each point for two cases 
(see data verification for parameter back-up) 

CASE BROWN TILL GRAY TILL GREAT MIAMI' GROUND WATER* 
THICKNESS THICKNESS AQUIFER THICKNESS DEPTH (ft) 

(ft) (ft) (ft) (Approximate) 

1 5 15 

2 10 45 

210 

175 
/ 70 

70 

1) 
2) 

3) 
4) 
5) 

Depth to bedrock beneath site is a maximum of 230 ft - worst case. 
Elevation of groundwater beneath site is relatively constant. 70 ft depth represents the shallowest 
depth of groundwater and will result in a more conservative estimate of total settlement. 
3-ft thick clay liner is not included in this table. 
Perched water table is not considered for this analysis. 
Material thicknesses show account for range of conditions expected at OSDF. 

F. Using the total settlement calculated at each point (for each case), calculate differential 
settlement between points, grade change between points, and tensile strain (if any) in 
the geomembrane . 

a. Differential Settlement, As 

where AhB = total settlement at Point B 
Ah, = total settlement at Point A 

J 

GE3900-09.9/F953002 1 .CD 
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b. Grade Change 

Grade change % = (AJL) 100 

where L = horizontal distance between points of concern 

c. Tensile Strain, - 

J 

where As, L, as described above. 

G. Finally, for the cohesive soils, calculate the time for primary consolidation of the 
cohesive soils (Le., time rate of settlement). Granular soil settlements are immediate. 

T Hdr * t = -  
c v  

where t = time for % settlement of concern 
T = time factor-variable depending on % of total consolidation. 

T = 0.848 for 90% consolidation which is generally considered 
the end of primary settlement. 
the length of the longest drainage path for water to escape the 
cohesive layer. 

J 

t varies with cohesive soil thickness. Calculate t for several cohesive soil 
thicknesses. 

Hdr = 

cV S f  = coefficient of consolidation (property of the-). 
M 

GE390049.9/F953002 1 .CD 
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5.2 Localized Impacted Material Settlement 
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LOCALIZED IMPACTED MATERIAL SETTLEMENT 

EXECUTIVE SUMMARY 

The possible extent of localized settlements in the impacted material are calculated in this section. 
The largest localized settlements are most likely to occur in locations where Category 2 impacted material 
(i.e., construction debris) is placed. The Category 2 impacted material has the greatest potential for the 
development of large voids into which overlying soils may enter and possibly create a depression in the 
surface of the overlying soils. These large voids could potentially occur &o soil raveling or the 
disintegration of certain types of debis over the extended life of the OSDF. The magnitude of possible 
settlements that may occur in the surface of the overlying soils due to localized development of voids in 
the Category 2 impacted material was calculated using the methods described in Sagaseta (1987) which 
analyses the strains induced in an incompressible soil caused by ground losses at moderate depths below 
the ground surface. The results of the calculation indicate depressions at the surface of the overlying soils 
(whether the overlying soils are an intermediate soil or the final cover soils) due to localized settlements 
in the Category 2 impacted material should be very small (i.e., approximately one inch or less). a~ d 

&t/!t--bD ‘,put e ‘**&/&cd.& SS:[ I e/< cv f L  vlot epper-lcd -tb k u c  Qy 3 ”I 
$!d Lo\/c/ IY$fCMO W P L  
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CALCULATION PROCEDURES 

Sagaseta’s plan train formulation for maximum deflection due to a void developing in the underlying eb 
material is: 

s, = s,, + s, + s, 

where: 

S,, = -(a2/2)([z-h]/[r,2]) 

S, = (a2/2)([z+h]/[r:]) 

Sd = (a2z/r:)(1-2[x2/r2q) 

f- 

and where: 

X 

3 
a 

h 

rl 

r2 

= x coordinate (horizontal position) of point of interest 

2 
= /coordinate (vertical position) of point of interest 

= void radius 

= vertical distance between center of void and point of interest 

= radius from point of interest to void center 
= (x* - [z-h]2)1’2 

= 

= (x2 + [ ~ + h ] ~ ) ” ~  
radius from point of interest to mirror image of void center 

G 
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During placement of impacted material in the OSDF, Category 2 waste will be placed in waste horizons 
consisting of (from bottom to top): 

18-inch thick category 2 waste; 

3-inch thick category 1 soil; 

18-inch thick category 2 waste; 

3-inch thick category 1 soil; and 

4-fOOt thick category 1 soil (during construction of the final horizon this will be replaced with the 
3-fOOt thick select impacted material layer overlain by the 1-foot thick contouring layer) 

0 Based on the Sagaseta equations, the magnitude of localized settlement will increase as the proximity of the 
void to the point of interest (i.e., the point on the surface of the soil overlying the Category 2 waste located 
directly above the void center) decreases. Based on this, for any one Category 2 horizon, the largest 
deflection at the surface of the 4-foot thick Category 1 soil layer would occur if a void developed at the top 
of the uppermost 18-inch thick Category 2 lift. Therefore, for this calculation a void is assumed to develop 
in a Category 2 horizon at the top of the uppermost lift of Category 2. The magnitude of localized 
settlement that would then result at the surface of the overlying 4-foot thick layer of Category 1 soil is then 
calculated. Various void diameters (Le., 9", 12", and 15") are investigated with Sagaseta's equation. For 
the purposes of this calculation it is assumed that once a 3-inch thick Category 1 lift is placed and 
compacted over an 18-inch thick Category 2 lift, the three inches of Category 1 soil is substantially worked 
into the surficial voids of the Category 2 waste so that the net thickness of the two lifts is 18 inches. It is 
also assumed that depressions due to localized settlements within a Category 2 horizon are not cumulative 
because of the soil arching in the intervening Category 1 soil layers. 

GE3900-8.814IF9630 146 
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COLLECTION AND VERIFICATION OF DATA 

In one 18-inch thick Category 2 lift a range of possible void sizes that may develop is conservatively 
estimated to be 9 inches to 15 inches. Given this, the data used in the calculation are presented below. 

2 
For all voids of any diameter x andyare arbitrarily set to zero 

x = o  

For a 9-inch diameter void: 

a = 4.5 inches 

h = rl = r2 = 52.5 inches 

For a 12-inch diameter void: 

a = 6 inches 

h = rl = r2 = 54 inches 

For a 15-inch diameter void: 

a = 7.5 inches 

h = rl = r2 = 55.5 inches 
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Check Maximum Vertical Deformation of Ground Surface Due to Void 
Method of Sagaseta [ 19871 

Void Diameter = 9 in. 
48 in. Depth to Top of Void = 

Void Radius, a = 

Depth to Center of Void, h = 

4.5 in. 
52.5 in. 

Maximum vertical deformation of ground surface will occur directly above void. 
Coordinates for this point are: X =  0 in. 

Z =  0 in. 

Radii from this point to center of void (and mirror image of void) are: 
Void: r12 = 2756.25 in. 

MirrorImage: r:= 2756.25 in. 

Assume plane-strain condition: - vertical deflections are: 
S Z I  = 0.193 in. 
S* = 0.193 in. 
sa = 0.000 in. 

Total, S, = 0.386 in. 

GE3 900-08.8/SAGASETA.XLS( Sheet 1 ) 

00~7ZZ 
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Check Maximum Vertical Deformation of Ground Surface Due to Void 
Method of Sagaseta [ 19871 

Void Diameter = 12 in. 
48 in. Depth to Top of Void = 

Void Radius, a = 6 in. 
54 in. Depth to Center of Void, h = 

Maximum vertical deformation of ground surface will occur directly above void. 
Coordinates for this point are: X =  0 in. 

Z =  0 in. 

Radii from this point to center of void (and mirror image of void) are: 
Void: r,’= 2916 in. 

2916 in. Mirror Image: r; = 

Assume plane-strain condition: - vertical deflections are: 
SA = 0.333 in. 
S* = 0.333 in. 

Total, S, = 0.667 in. 
sfi = 0.000 in. 

GE3900-08.8/SAGASETA.XLS(Sheet 1) 
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Check Maximum Vertical Deformation of Ground Surface Due to Void 
Method of Sagaseta [ 19871 

Void Diameter = 15 in. 
48 in. Depth to Top of Void = 

Void Radius, a = 
Depth to Center of Void, h = 

7.5 in. 
55.5 in. 

Maximum vertical deformation of ground surface will occur directly above void. 
Coordinates for this point are: X =  0 in. 

Z =  0 in. 

Radii from this point to center of void (and mirror image of void) are: 
Void: r,2 = 3080.25 in. 

MirrorImage: r;= 3080.25 in. 

Assume plane-strain condition: - vertical deflections are: 
S Z I  = 0.507 in. 
S* = 0.507 in. 

Total, S, = 1.014 in. 
sa = 0.000 in. 

GE3900-08.8/SAGASETA.XLS(Sheet 1 ) 
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IMPACTED MATERIALS SETTLEMENT 

EXECUTIVE SUMMARY 

The settlement of the impacted materials in the On-Site Disposal Facility (OSDF) 
is evaluated in this calculation package. Settlement of the impacted materials is 
calculated for the following two cases: (i) incremental settlement during placement 
of successive lifts of impacted materials; (ii) final settlement of the impacted 
materials due to placement of the final cover system. Settlement of the impacted 
materials is calculated for material assumed to be placed at optimum moisture 
content and at a relative compaction of 90 and 85 percent of maximum dry density 
as determined by ASTM D698. Both immediate and time dependent settlement of 
the impacted materials is calculated for several locations on the OSDF. Based on 
the calculations, settlement of the impacted materials will be primarily immediate 
settlements. In addition, differential settlement of the final cover system will not 
induce tensile strains and grade changes will be less than 0.2 percent. Therefore, 
the performance of the final cover system for the calculated settlements is 
acceptable. 
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IMPACTED MATERIALS SETTLEMENT 

PURPOSE 
A 

The purpose of this document is to provide the engineering calculations for analysis 
of settlement of the impacted materials placed in the On-Site Disposal Facility (OSDF). 
Provided in the calculations is an estimate of the settlement of the OSDF materials 
during filling operations and after final closure. 

The results of the calculations are used to assess the total settlement and final 

estimate settlement of the placed OSDF materials so that a prediction of volume 
available in the OSDF may be made. 

performance of the final cover system of the OSDF. The calculations are also used to / 

PROCEDURE 

The calculation procedure for estimating settlement of the impacted materials of 
the OSDF is presented in this section. Calculations for settlement of the OSDF liner 
system due to impacted material placement is contained in the Foundation Settlement 
Package (Document Number F9530021). Calculations for settlement of the OSDF 
impacted materials are provided for conditions during waste placement and for final 
conditions (Le., long-term conditions after placement of the OSDF Final Cover 
System). 

The engineering properties of the impacted materials used in this analysis are 
provided in the attached Data Verification section. Based on the estimated distribution 

Volume Calculation Package (Document Number F953007 1), approximately 80 percent 
of the impacted materials will be on-site near-surface soils. These on-site soils are 
primarily cohesive soils. 

of impacted material types to be placed in the OSDF, provided in the OSDF Required / 

The impacted materials will be placed in the OSDF in a controlled manner (as 
described in the Impacted Material Placement Plan). Because approximately 80 percent 
of the impacted materials are the on-site cohesive soils, and the materials will be placed 
in a manner such that homogeneity of the impacted materials is maximized, the 
engineering properties of these soils will govern settlement. 

The settlement of the OSDF impacted materials will be governed by the immediate 
compression and consolidation settlement of the impacted materials. The settlement of 
the OSDF impacted materials is calculated using well known geotechnical engineering 
equations for consolidation settlement. 

GE3900-09.8/F9530026. CD 
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IMPACTED MATERIALS SETTLEMENT 

PROCEDURE (continued) 

EQUATIONS : 

Total Settlement S, = Si + S, + S, 

where Si = immediate compression settlement 
S, = primary consolidation settlement 

S, = secondary compression settlement 
(time and surcharge dependent) 

(time dependent) 

Immediate Compression and Consolidation Settlement, Si and S, (Ahi and 4 for 
each layer) 

- 
HO HO avo  +*a, Ah, = C, - log + c, - log - 

uvo 1 +eo 1 +eo 

where C, = Coefficient of Compression (remolded) 
C, = Coefficient of Recompression (remolded) 
e, = initial layer void ratio 

a v o  - - initial effective vertical stress 

A;, = additional effective vertical stress 

up = past maximum pressure due to compaction 
H, = initial layer thickness 

- 

- 

This equation is used for both immediate compression and for consolidation 
of the impacted materials. As placed, the impacted materials will not be 
saturated. For each layer considered, the void ratio and saturation at 
placement is calculated. The impacted materials are assumed to undergo 
immediate settlement until saturation. Once the materials have settled such 
that saturation is achieved, further settlement is governed by time-dependent 
consolidation processes. This settlement process is graphically depicted in 
Figure 1. 
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IMPACTED MATERIALS SETTLEMENT 

PROCEDURE (continued) 

Secondary Compression Settlement, S, 

Consider Secondary Settlement for long-term conditions only. Secondary 
settlement is not relevant for conditions during OSDF impacted materials 
filling operations. 

where C, = secondary compression index 
H, = initial layer thickness 

= 

= 

= 

void ratio at end of primary (start of secondary 

the time from initial loading to the end of 
primary consolidation; assume t, = 1 year 
a future time of interest for the OSDF; 
assume 

& 
compression time) @@ 

t, 

c h 4  
= 1,000 years (target design life) 

Assumptions for Analysis 

The following assumptions are made regarding OSDF cell geometry and impacted 
material placement: 

d,t& 
4 

one cell is filled during a single construction season; 

the average construction season is 6 months; 

a 10-ft (3-m) thick impacted material layer is placed, on average, once every 
month; 

J 

the cell is closed (final cover is placed) at the end of each season so that 
additional material is not added at the beginning of the following season; 

immediate settlement under each load increment occurs prior to placement of 
the next load increment; 

GE3900-09.8/F9530026. CD 
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IMPACTED MATERIALS SETTLEMENT 

PROCEDURE (continued) 

the calculations are performed for one cell of the OSDF at the locations of 
change in grade on the final cover system as shown on Figure 2 in the Data 
Verification Section; 

the calculations are performed for an impacted material thickness ranging 
from 5 6 3  (17-m) thick to 45-ft (14-m) thick, and a final cover thickness 
(including compacted clay and contouring layer) of 9 ft  (2.7 m); 

J 

an average layer thickness of 10 ft  (3 m) is assumed; and 

material compaction and engineering properties are described in the Data 
Verification Section. 

Local Settlement and Local Deformation 

Because the OSDF impacted materials will be placed following strict compaction 
criteria and under well-controlled conditions, with multiple passes of one or more 
heavy compactors, the in-place material should consist of a relatively dense, 
uniform mass. The OSDF impacted materials will be approximately 80 percent 
soils. Therefore, the potential for local deformations to occur from material 
heterogeneity, ravelling, chemical changes, or biodegradation are minimal. 

Based on the discussion presented above, the OSDF impacted materials are 
expected to settle and deform as a uniform mass. Deformations due to local 
settlement and local waste heterogeneity are not expected. (See d ~ 3 I d ’ -  

J 

- e 
fh L o d n z c d  L f a L J  &&uLQ . ~ e t t c e , d )  +7k% 

Long-Term Settlement 

Once settlements are calculated for the.points indicated on Figure 2, an analysis 
of the final cover system integrity is made. Considered in the analysis is the 
differential settlement, grade change, and tensile strain in the final cover system. 

’ 

OQC732 
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