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The Moaad Core Team 
500 Capstone Circle 
Miamisburg, OH 45342 

.\ . - 

December 2004 

h&. Frank Bullock, PE 
Director of Operations 
Miamisburg Mound Community Improvement Corporation 
720 Mound Road 
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Miamisburg, Ohio 45342-671 4 

Dear- Mr. Bullock: 

The Core Team, consisting of the U.S. Department of Energy Miainisburg CI5,sure 
Projed. (DOE-MCP), U.S. Environmental Protection Agency (USEPA), and, the. Ohio 
E nvironinentai Protection Agency (OEPA), appreciates your comments qn the Guard 
post 8, Building Data Package, Public ~eview-~ki f f ,  Nov,ember 2004. 

Attached is our response. 

Should the responses to comments require7additionaJLdetail, please contact~Paul Lucas 
at (937) 847-8350, x314 and we will gladly arrange a meeting or telephone.donferense. 

DbOMCP: Cr'd~ 1 7 / / 6 / ~  y 
Paul Lucas, Remedial Project Manager date 

USEPA: - 
emedial Project Manager date ' 

OEPA: / B / K J  
Brian K. Nickel, Project Manager 
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Response to MMCICI EHS Technology Group, LLC Comments on the 
Guard Post 8 Building Data Package 

Public Review Draft 
November 2004 

Comment 1. 

Reference Document: Guard Post 8 Building Data Package (Demolition); Working. 
Draft, November 2004 

Purpose: The purpose of this document is to notify the public of the Demolition Activity 
proposed for Guard Post 8. 

Assessment of Review: EHS has had the opportunity to review and comment on this 
Building Data Package. We concur with the planned demolition action for Guard Post 8. 
This data package was prepared in accordance with the requirements specified in the 
Work Plan for Environmental Restoration (ER) of the DOE Moundsite, The Mound 
2000 Approach. As such, all appropriate inquiry was made into the condition of the 
building and any associated environmental concerns that would impact the demolition 
activities were assessed. 

Technical Analysis: Guard Post 8 was a factory assembled steel booth originally 
placed on-site in 1983. It was moved approximately fifteen feet west to the current 
location in 1991 when the guard post "island" was constructed. The building was used 
specifically as a guard post at Entrance 8, and never stored radiological or hazardous 
wastes or any chemicals. 

Demolition of this prefabricated booth is acceptable, and all appropriate assessment 
has been made into the contents and building materials of this booth. Demolition of the 
building should not present an environmental hazard. 

As always, coordination between CH2M Hill, the cleanup contractor at the Mound Site, 
and Miamisburg Mound Community Improvement Corp. (MMCIC -developer of the 
Mound site) will result in the return of these areas to the proposed use in the Mound 
Comprehensive Reuse Plan. 

Substantive Comments: EHS concurs with the planned demolition action for Guard 
Post 8. We understand that the building is a small pre-fabricated booth that will be 
demolished and removed from the site. This demolition and removal should not present 
a significant environmental hazard. 

Coordination between CH2M Hill, the DOE and MMCIC to ensure the building area is 
left in a condition consistent with the Mound Reuse Plan. 

If EHS's understandings are correct, no specific response to the above comment is 
necessary, and we understand that these comments will be included in the OSC report. 
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Response 1. Thank you for your review and input to the document. Public comments 
are included in the final version of the document to which they pertain; accordingly, 
these comments will not be included in an OSC Report as your comment indicated, but 
are included in the Final version of the Guard Post 8 BDP. 

MMClC is encouraged to coordinate with DOE and the clean-up contractor regarding 
demolition activities. The individual demolition Work Plans will specify any site 
restoration activities following structure removal. The Core Team understands MMCIC's 
request and encourages MMClC to meet with DOE to obtain an agreeable end state. 
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State of Ohio 
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Before me, the undersigned, a Notary public in and for said 

. . 

county, pefsonall~ came Tina Sears, who being first duly 

sworn says sheis the Legal Advertising Agent of the 

DAYTON DAILY NEWS, which she says is a newspaper of 

general circulation in Montgomery, Clark, Warren, Butler, 
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Fayette, Logan, Auglaize, and Champaign Counties, and 
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does not exceed the rates charged on annual contract for the kke amount of space to other advertisers in the 

general display advertising columns. 

4 - n  
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19 day of November 2004 
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affixed my oFcidseal, ,tQe +y and year aforesaid. 

N& Public & and for the State of Ohio 
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1.0 GENERAL OVERVIEW 

1.1 Introduction 

The purpose of this Building Data Package (BDP) is to prepare for the demolition of Guard 
Post 8 and to identify, if possible, any recognized environmental conditions (defined below) 
that may affect the subject property and building. 

Recoqnized Environmental Condition: The presence or likely presence of any hazardous 
substances or petroleum products on a property under conditions that indicate an existing 
release, a likely release, a past release, or a material threat of a release of any hazardous 
substances or petroleum into structures, or into the air, ground, groundwater, or surface 
water near the building. 

1.2 Scope 

This document has been prepared in accordance with the agreements and requirements 
as specified in the Work Plan for Environmental Restoration (ER) of the DOE Mound Site, 
The Mound 2000 Approach. This document is a BDP for Guard Post 8 located at the 
Department of Energy (DOE) Miamisburg Closure Project (MCP) in Miamisburg, Ohio. The 
investigation performed to support this BDP models procedures found in American Society 
of Testing and Materials (ASTM) Standard Practice for Environmental Site Assessments; 
Phase I Environmental Site Assessment Process (Designation E 1527-00). 

The scope of the investigation included Guard Post 8, the soil beneath, and a 15-foot wide 
perimeter border around the building. The investigation of Guard Post 8 included the 
following: 

A) A building and perimeter inspection. 
B) An examination of historical aerial photographs and maps. 
C) A review of federal and state regulatory agency records. 
D) Personnel interviews. 
E) A review of site records for: 

1 ) History of spills, releases and chemical inventories 
2) Past sampling data 

Radiological survey 
Soil sampling 
Lead-based paint 
Asbestos 
Radon 

In addition to the building investigation conducted by site contractor personnel, documents 
were reviewed. Information used to compile BDPs includes the following: 
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Characterization of Mound's Hazaidous, Radioactive, and Mixed Wastes, 
August 1990 

Operable Unit 9 (OU-9) Site Scoping Report, Volumes 1-1 2 

Mound Facility Physical Characterization, December 1992 

Active underground Storage Tank Plan, November 1994 

OU-9 Hydrological Investigation, Bedrock Report, January 1994 

OU-9 Hydrological Investigation, Buried Valley Aquifer Report, March 
1994 

Environmental Appraisal Report of the Mound Plant, March 1996 

Title Search 

Lease Information 

EDR Report - Radius Map 

Building Prints 

Potential Release Site (PRS) information 

MD-22153, Mound Site Radionuclides By Location, June 1995 
Contaminant Surveys 

MLM-3791, Mou'nd Facility Physical Characterization, December 1993 

2.0 GUARD POST 8 OVERVIEW 

Guard Post 8, one,of the plant entrance points, is situated in the northeast portion of the 
site (Appendix C, Figure 1) and is located at the eastern boundary fence of the plant site. 
The building footprint occupies approximately 96 square feet of floor space. 

Guard Post 8 is a 1 2 4  X 84,  factory assembled, PAR-KUT Model 128R steel booth that 
was initially set-in-place at a location about 15 feet to the east of its current location in 
1983. The guard post was moved to its current location in about 1991, when the guard post 
"island" was restructured. The guard post's walls are constructed of welded interior and 
exterior galvanized steel panels which sandwich 2-inch thick fiberglass insulation panels. 
The exterior walls are constructed of welded 14-gage steel panels and the interior walls are 
constructed of 18-gage welded steel panels. The steel interior and exterior surfaces are 
painted with a rust-inhibiting epoxy primer and a finish coat of industrial acrylic epoxy. Two 
metal doors, one each on the north and south sides of the structure, provide access to the 
booth. The base of the guard post is constructed of 12gauge galvanized steel, 4-way tread 
plate. On top of the steel base plate is a floor covering of plywood sheeting covered with 
vinyl tile. The ceiling of the guard post is suspended ceiling tiles. The cavity between the 
ceiling and the roof is insulated with rock wool. The interior of the guard post is divided into 
two areas: an "L" shaped main area and a lavatory area. The 3 4 .  X 5-ft. lavatory contains 
a toilet and sink. Around the perimeter of the guard post (except the lavatory area) and in 
the doors are windows with tempered bronze glass. The roof of the guard post is 14-gauge 
galvanized steel sheet. Roof seams are continuously welded (around roof perimeter), 
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caulked, and weatherproofed. Lifting rings are welded to the roof for transpoflifting of unit. 
Around the perimeter of the roof is a canopy constructed of 14-gauge galvanized steel with 
a 6-inch tall fascia. The canopy overhang extends 3" beyond the guard post walls. 
Rainwater is drained from the roof by a downspout at the northeast corner of the guard 
post. A floor plan of the guard post is provided in Appendix D. 

The guard post is on the west end of a 15-foot X 54-foot X 6-inch thick concrete slab area. 
Anchor bolts secure the guard post to concrete foundation walls through four 114" steel 
angle anchor clips at each corner of the guard post's base. Under the footprint of the guard 
post is a reinforced concrete perimeter foundation wall. The 12' 4" X 8' 4" perimeter 
foundation wall is 6-inches thick by 28-inches tall. The foundation wall is reinforced with #4 
rebar on 12-inch centers vertically and horizontally. The vertical rebar extends down from 
the wall into a 2-foot wide X I-foot tall continuous concrete footer. The footer is also 
reinforced with one layer of #4 rebar on 12-inch centers transversely and 9-inch centers 
longitudinally. Interior to the perimeter foundation wall (and under the guard post) is a 6- 
inch thick slab, reinforced with 4-in. X 4-in., W4 X W4 WWF. The slab was poured level 
with the top of the perimeter foundation walls. The interior of the foundation wall and .the 
underside of the slab are insulated with loose or batt insulation. 

To the southeast of the guard post are concrete equipment pads for a security card reader 
stand and a security gate arm pedestal. The concrete equipment pads are identical. They 
consist of a 3-feet deep, 24-inch diameter pillar with a 20-inch X 20-inch square top that is 
4-inches thick, each constructed using a monolithic pour. To the north of the guard post is 
a concrete entrance lane island for a security card reader stand and a security gate arm 
pedestal. The entrance lane island was originally a 30-foot X 3-foot X 6-inch concrete slab 
on grade with rounded ends. Three to four feet of the west end was cut off on the diagonal 
for a cross walk. 

Utilities 

The Guard Post 8 is climate controlled via electric heater and air-conditioning units built 1 into the walls of the guard post. Electric service to Guard Post 8 is 240-Volts. The guard 
post has 120-Volt fluorescent light fixtures. A grounding cable runs from the guard post 

I (connected to the inner and outer metal walls) to the grounding circuit of Building 61. The 
I building has potable water and sanitary services. There are no storm drains to the building 

and rainwater drains to the concrete pad, on the northeast side of the guard post. The 
control panel for the security gate arm and fence-closure circuitry is located in the guard 
post. 

2.1 Past Uses of Guard Post 8 

Guard Post 8 was originally set-in-place (pre-fabricated structure) in 1983 and used solely 
as a guard post. In 1991, the guard post was moved to its current location. The building is 
not contaminated with either radiological or energetic materials and no hazardous wastes 

. were generated in the guard post. 
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2.2 Current Uses of Guard Post 8 

'Guard Post 8 is currently in use as a guard post. During Safe Shutdown, all required 
equipment will be removed from the structure (in accordance with 41 CFR 101-200). and 
any remaining equipment will be left in place and demolished/disposed of with the 
structure. 

2.3 Summary of Environmental Concerns and Findings - Guard Post 8 

Table 1 : Summary of Environmental Concerns and Findings 

cutting, etc.). If these types of activities 
are planned, the affected paint 
coatings will be tested to verify the 
absence of lead. 

uilding is scheduled for imminent Waste Management performed worst- 
emolition, painted surfaces will be case scenario calculations to 

worker exposure to lead. 

olychlorinated biphenyls (PCBs). disposed of by Waste Management. 
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Table 1 : Summary of Environmental Concerns and Findings 

available for review. During October materials (approximately 100 square 
2004, a comprehensive walk-through feet) are Nonfriable Category I 

NESHAP and may remain in place 

prior to demolition of the facility. One 
material, ceiling tile, was sampled for 
asbestos found not to contain 
asbestos through analysis. Two 
materials, floor tile and asphalt-based 
roofing, were assumed to contain greater 
than one percent (>I %) asbestos 
content which defines a material as 
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Table 1 : Summary of Environmental Concerns and Findings 

the perimeter of Guard Post 8, and association with building demolition. 
provides tables for detected compounds 
(results above laboratory detection limits) 
and non-detected compounds (results 
below laboratory detection limits). A 75- 
ft. perimeter was used in place of the 

N/A: Not applicable 

2.4 Radiological Information for Guard Post 8 

A radiological assessment of Guard Post 8 was performed by reviewing its operational 
history and by performing radiological surveys. Guard Post 8 was originally set-in-place in 
1983 in a location approximately 15-ft. to the east of its current location. Subsequently, in 
approximately 1991, the structure was moved to its current location shown in Figure 1 of 
Appendix C. The structure has not been used for any other purpose than as a guard post. 
Guard Post 8 is scheduled for demolition in accordance with MCP goals. 

No residual contamination has been found on structure surfaces. 

Surveys were performed on the interior and exterior surfaces of the structure in accordance 
with the Multi-Agency Radiation Survey and Site Investigation Manual (MARSSIM). Smear 
samples were obtained from the portable heater, window air conditioner, and restroom- 
ceiling vent. Smear samples were analyzed for gross alpha, beta, and tritium activity. No 
smearable activity was detected above background levels. Direct alpha and beta 
measurements were taken at each sample location. Floor areas throughout the building 
were scanned for alpha contamination. The fixed point, sediment, and smear surveys 
found no residual activity above the Derived Concentration Guideline Level for the wide 
area average (DCGL,) 

The MARSSIM review team concluded that the building meets radiological surface release 
criteria established by DOE Order 5400.5 and no further radiological surveys are required. 
Slab sections, footers, and other excavated materials in contact with soils will be surveyed 
during excavation activities, as their surfaces are accessible. Further Post-demolition soil 
sampling is not planned for the Guard Post 8 area. . - 
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Supporting documentation for the information summarized in Table 2 is contained in the 
Final Status Report (FSR) (Appendix G). 

Table 2: Radiological Summary 

Note 1: Residual radiological activity may be present and not be a concern (within applicable limits). This may result from or 
be a function of counting statistics, instrument variances, the randomness of decay. radon presence, andlor natural 
fluctuations in background levels. 

Note 2: Guideline values per DOE Order 5400.5. Radiation Protection of the Public and the Environment. 

3.0 SITE DESCRIPTION 

3.1 SiteNicinity Location and Characteristics 

Guard Post 8 is located at the DOE MCP site, formerly known as the Mound Plant. The 
MCP site is situated in the City of Miamisburg, Miami Township, Montgomery County, State 
of Ohio as shown in Appendix B. 

The Mound Plant at one time was situated on approximately 300 acres of land and 
contained approximately 130 buildings with a total of approximately 1.4 million square feet 
of floor space (the number of buildings is constantly diminishing as buildings are 
decommissioned and either sold or demolished). The original 182-acre site, purchased by 
the Manhattan Engineering District in 1946, consisted of two hills and an intervening valley 
that runs approximately east and west. The 124-acre tract acquired in 1981 was an 
undeveloped mixture of fields and woods that undulates and slopes downward to the west, 
away from the main site. This area was acquired to serve as a buffer and has been used 
as a staging area and parking area for contractors working onsite. 
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To the west lie a railroad line and the north-south trending Miami-Erie Canal. The northern 
boundaries of the site abut the residential area of Miamisburg, Ohio. Mound Road marks 
the northern half of the eastern perimeter of the facility then veers east, away from the 
southern half of the eastern boundary. A public golf course (belonging to the City of 
Miamisburg), the Miamisburg Mound Memorial Park, old agricultural fie1ds;residential lots, 
and vacant wooded lots border the facility along Mound. Road. Benner Road formed the 
southern property line of the Mound Plant (at the 300-acre stage), with agricultural fields 
and farms occupying the lands beyond. 

3.2 Description of Structures, Roads, and Other Improvements in Proximity to 
Guard Post 8 

Guard Post 8 is bordered by an asphalt roadway and truck weigh scale to the west; an 
asphalt roadway and Building 61 to the south; a landscaped, grassy area to the north; and 
a site entrance from Mound Road to the east (Figures 1 and 2 of Appendix C). 

3.3 Current and Past Uses of Buildings in Proximity to Guard Post 8 

Current buildings in proximity (Figure I ) to Guard Post 8 include: 

Building 61, the Logistical Support Warehouse, is currently being operated as an 
office building and as a warehouse geared toward management of excess 
materials. Building 61 was binned NFA in November 2002 in preparation for transfer 
of the building to Miamisburg Mound Community Improvement Corporation 
(MMCIC). Building 61 is located approximately 90-feet to the southwest of Guard 
Post 8. The two-story building has a high-bay warehouse storage area (with 
mezzanine) on the lower level and offices on the partial second-floor. The building 
has approximately 45,490 square feet of interior space (both floors). 

Previous buildings in proximity (Figure I )  to Guard Post 8 include: 

Warehouse 1 is believed to have been demolished during the summer of 1949. The 
structure was located approximately 64-feet to the east of Guard Post 8's location. 
The warehouse was constructed by Maxon Construction Company in about 1947, 
along with a number of other similar construction-era buildings. Warehouse 1 
contained approximately 3,600-square-feet of floor space. Typically, these 
warehouses were used for the storage of construction materials that came onto the 
site by rail, however the exact nature of Warehouse 1's use is unknown. Warehouse 
1's removal was considered a standard industrial demolition. 

Warehouse 8 is believed to have been demolished during the summer of 1949. This 
structure was located approximately 105-feet to the southwest of Guard Post 8's 
location. Warehouse 8 was located within the footprint of Building 61's present 
location. Warehouse 8 was constructed by Maxon Construction Company in about 
1947 and contained approximately 3,450-square-feet of floor space. Warehouse 8 
was used as a carpenter shop. Warehouse 8's removal was considered a standard 
industrial demolition. 
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Guard HouseIBadge Pickup Station was demolishedlremoved in 1983 when the 
current Guard Post 8 structure was acquired by Mound. This structure was located 
approximately 90 feet due west of Guard Post 8's current location. The construction 
date of the Guard HouseIBadge Pickup Station in unknown. Site photographs, 
dating from I94811949 show a structure in the general area that the Guard 
HouseIBadge Pickup Station was known to occupy. Other site documents allude to 
the Guard HouseIBadge Pickup Station, dating it from the early 1960s. Very little 
information on the Guard HouseIBadge Pickup Station is available. 

. Guard Post 8A was demolished in approximately 2000 when the site entrance at 
Guard Post 8 was upgraded in conjunction with the civil improvements that were 
done to Mound Road. Guard Post 8A was constructed as an auxiliary guard post 
structure in approximately 1991 when the guard post "island" was restructured. The 
metal booth-structure was approximately 6 foot X 4 foot in size and located on a 
concrete pad (approximately where the badge reader post is currently located) 
about 15 feet north of Guard Post 8's current location. No further is information 
available on this structure. 

These buildings are believed to have had no adverse environmental'impact on Guard Post 
8. 

4.0 RECORDS REVIEW 

4.1 . GenerallHistorical CERCLA Information 

In compliance with permit requirements under Resource Conservation and Recovery Act 
(RCRA), the Clean Water Act (CWA), the Safe Drinking Water Act (SDWA), and the Clean 
Air Act (CAA), Mound Plant has applied for or has received permits for its surface water 
discharges, air emissions, and hazardous waste program. The site had operated a 
hazardous waste storage facility under a RCRA Part B permit dated October 18,1996. The 
site currently maintains a National Pollutant Discharge Elimination System (NPDES) 
surface water discharge permit with Facility I.D. number OH 0009857. Operations that 
produce particulate or vaporous emissions are either permitted or registered with RAPCA 
and the Ohio Environmental Protection Agency (OEPA). The site also submits annual 
Emergency and Hazardous Chemical Inventory forms to OEPA, pursuant to the Superfund 
Amendment and Reauthorization Act (SARA), Title Ill, the Emergency Planning and 
Community Right-to-Know Act. The March 2002 version of this report indicated that no 
reportable chemicals were stored in Guard Post 8. 

The Mound Plant was identified as a contaminated site on the National Priorities List (NPL) 
under CERCLA (Superfund) in 1989. The Mound Plant was originally listed due to volatile 
organic compound (VOC) contamination in the western end of the lower valley area. The 
cleanup of the site was originally to be accomplished under the CERCLA mandated 
procedures for regulating Superfund Sites using the operable unit (OU) system to define 
and characterize cleanup areas. As the cleanup effort went forward, it became apparent 
that the site did not fit the profile for a cleanup strategy based on the operable units. The 
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DOE, the United States Environmental Protection Agency (USEPA), and OEPA designed a 
new decision making process for the cleanup of the site. 

The new process is known formally as a "removal site evaluation process" and informally 
as the "Mound 2000 Process." For a more detailed description, refer to the Work Plan for 
Environmental Restoration of the DOE Mound Site, the Mound 2000 Approach. The Mound 
2000 Process system divided the site into geographical parcels containing more than 400 
PRSs with approximately equal numbers of PRSs concerned with potentially contaminated 
soil and with potential contamination in or associated primarily with building operations. 
A PRS is an area where knowledge of historic or current use indicates that the site may 
have had releases of radioactive and/or hazardous materials. The PRSs were initially 
identified and documented as part of the Mound site scoping process under the Federal 
Facility Agreement (.FFA). The original list of PRSs can be found in the OU9- Site Scoping 
Report Volume 12, Site Summary Report, 1994. One of the objectives of the Site Scoping 
report was to provide a comprehensive summary of PRSs identified through the scoping 
process. Subsequent to the 1994 Site Scoping Report, additional PRSs have been 
identified as information became available. The assignment of a PRS does not necessarily 
mean that there is a threat to human health or the environment. The tabulation of all PRSs 
simply provides an explicit means of tracking and evaluating all potential releases onsite, 
the need for further action, and the identification of the authority responsible for action. 

Through the process described above, one specific PRS is in the vicinity of Guard Post 8 
(Section 4.2.3) and is listed in Table 3 along with its binning status. Its location is shown on 
Figure 2. This PRS in the vicinity of Guard Post 8 has been determined by the Core Team 
to require No Further Assessment (NFA). For a PRS to be binned NFA or as a completed 
RA, the Core Team has reviewed the PRS data and agrees that all existing environmental 
issues associated with that PRS have been resolved and the PRS is protective of human 
health and the environment. No other PRSs associated with Guard Post 8 have been 
identified. 

4.2 Specific Record Sources for Guard Post 8 

4.2.1 Occurrence Reports 

A search of the occurrence reporting system revealed no occurrence reports. 

4.2.2 Spills and Releases 

None 

4.2.3 Associated PRS Overview 

As a result of the investigations and documentation accomplished to comply with the 
CERCLA cleanup process via the Federal Facilities Agreement (FFA)/DOE ER Program, 
DOE and the site contractor tabulated all the PRSs identified under the various regulatory 
programs in effect at the site. One PRS is near Guard Post 8, as identified in 
Table 3. The PRS location is shown on Figure 2 of Appendix C, and the recommendation 
sheet is provided in Appendix N. 

Guard Post 8 BDP January 2005 
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Table 3: PRSs in Proximity to Guard Post 8 

Comments 

NFA: No Further Assessment.. 

4.3 Review of Building Prints 

Building prints for the area were reviewed and no significant items were identified. Floor 
plans (provided by Par-Kut International, Inc.) are included in Appendix D. 

4.4 Aerial Photographs 

Aerial photographs from 1973 (prior to construction of Guard. Post 8), 1983 (following 
setting-in-place Guard Post 8 at its original location), 1994 (following moving Guard Post 8 
to its present location), and 1996 (most recent aerial photo) were reviewed and no 
significant items were identified. Aerial photographs are presentedin Appendix E. 

4.5 Interviews 

Past Building Manager, Katherine Koehler, was interviewed via a building manager 
questionnaire (included in Appendix F). Current Building Manager, Gary Weidenbach, was 
also interviewed regarding past facility operations and current conditions. No significant 
items in the building were identified based on the questionnaire or interviews. 

Guard Post 8 BDP January 2005 
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Appendix A 

General Listing of Acronyms 



ASTM 

BDP 

CAA 

CERCLA 

cm2 

CWA 

DOE 

DPM 

EPA 

ER 

FFA 

HAZMAT 

MARSSIM 

MCP 

NIA 

NPDES 

OEPA 

OU 

PCB 

pCi/L 

PRS 

RIIFS 

RAPCA 

RCRA 

RSDS 

SARA 

SDWA 

USEPA 

VOC 

American Society for Testing and Materials 

Building Data Package 

Clean Air Act 

Comprehensive Environmental Response, Compensation & Liability Act 

centimeters squared 

Clean Water Act 

United States Department of Energy 
+ 

disintegrations per minute 

United States Environmental Protection Agency 

Environmental Restoration (Program) 

Federal Facility Agreement 

hazardous materials 

Multi-Agency Radiation Survey and Site Investigation Manual 

Miamisburg Closure Project 

not applicable 

National Pollutant Discharge Elimination System 

Ohio Environmental Protection Agency 

Operable Unit 

polychlorinated biphenyl 

picocuries per liter 

Potential Release Site 

Remedial InvestigationIFeasibility Study 

Regional Air Pollution Control Agency 

Resource Conservation and Recovery Act 

Radiological Survey Data Sheet 

Superfund Amendments and Reauthorization Act 

Safe Drinking Water Act 

United States Environmental Protection Agency 

volatile organic compound 

A l o f l  



Appendix B 

Map of Montgomery County 





Appendix C 

Figures 



Figure 1 - Site Map 
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Appendix D 

Floor Plans 

A floor plan sketch is provided by Par-Kut International, Inc. for Guard Post 8 
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Aerial Photographs 











1994 AERIAL PHOTO DEPICTING RECENTLY MOVED GP-8; 
AND GUARD POST ISLAND RECONSTRUCTED. 





Appendix F 

Environmental Appraisal Report of the Mound Plant (excerpt) 

The Environmental Appraisal Report was prepared in 1996 and documents- the 
observed conditions at the time of the inspection. Information provided in the Building 
Data Package text supercedes information provided in this appendix. 

~ a s e d  on a review by subject matter experts, hand-written corrections have been made 
to the report provided in this appendix. Only the text portion of the report is provided 
herein. 



Environmental Appraisal of the Mound Plant 

9.12 BUILDING GP-8 

9.12.1 Scope of Building GP-8 Report 

In late 1995 and- the early months of 1996, EG&G MAT performed a review of environmental 
conditions at the Mound Plant. The purpose was to develop a performance baseline, and to 
identify areas for improvement on a building and a sitewide basis. EG&G MAT did not perform 
a "due diligence" or Phase I Environmental Site Assessment as specified by ASTM 1527 or 
ASTM 1528. The scope of the appraisal effort and a discussion of the appraisal methodology 
are detailed in Sections 2.0 and 5.0, found in Volume 1 of this report. 

The appraisal team performed a walk-through of Building GP-8 on the morning of February 7, 
1996. The Environmental Appraisal Checklist (EAC) was used to record findings. The EAC is 
included as Attachment 1 (Section 9.12.6.1). The appraisers were not accompanied by the 
building manager or the process manager. Other information was supplied by the building 
manager and recorded on .the Building Manager's Questionnaire (BMQ), included as Attachment 
2 (Section 9.12.6.2). 

9.12.2 Description of Building GP-8 

Building GP-8 is a guaid post. It is located along Mound Road at the east entrance to the Mound 
Plant, north of Building 61. Its location is shown in Attachment 3 (Section 9.12.6.3). The 
building is a 96-squa&foot metal building with glass windows and a metal roof. There is 
electrical service of 240V. It was constructed% the early 1980s. Information about the building 
is not included in the Capital Assets Management Program-CAMP Report, FY96 or site 
information documents. 
+ +b cp-8 6uj/d/4c7 WAS pur c l r ~ e d ~ s  a ~ p e  -fa.d r , r d  #cd ~ f i ; # #  

9.12.3 Summary of Findings 

Building GP-8 is in use. One finding of environmental concern was identified during the walk- 
through and review of reference documents. An asbestos survey should be conducted and ' 

information provided to personnel involved in removing the structure. 

9.12.4 Observations 

9.12.4.1 Air Emissions 

There are no processes or fuel-burning units in the building. Heat is provided by electric 
resistance units. There are no sources of emissions. There is no fugitive dust. No air emission 
permit applications have been submitted to the Regional Air Pollution Control Agency (RAPCA) 
for activities in the building. 



Environmental Appraisal of the Mound Plant 

9.12.4.2 Water Emissions 

The Mound Facility has three wastewater collection systems: a sanitary wastewater system; a 
stom water system; and a radioactively contaminated process wastewater system: Sanitary 
wastewater is treated at an onsite tertiary treatment plant and subsequently discharged by hard 
pipe to the Great Miami River. Storm water and any non-process wastewater, single pass cooling 
water, and softener backwash may be discharged directly to the Great Miami River, via the 
Miami-Erie CanalTor may be diverted to a 3.1-million-gallon holding pond for settling prior to 
discharge.' ~adioactivel; contaminated wastewater is- treated in Building WD by physical- 
chemical treatment. If appropriate, wastewater may be discharged by hard pipe to the Great 
Miami River. If concentrations of radioactive contaminants cannot be reduced to acceptable 
levels, wastewater is solidified and shipped to the Nevada Test Site or Envirocare for disposal. 
All outfalls are permitted under an active NPDES permit. Routine monitoring activities are in 
place. Based on NPDES monitoring report data reviewed, it appears that the facility is in - - 

liance with 
- z c W s e q u e n t  1 y ,  

v#t~z$rf and quantitative conditions of the permit. 
u e n t  was re-routed around t h e  c a n a l  v i a  a covered ~ i ~ e  - - 

t o  t h e  Mound Overflow Creek. ~ 1 - 2 7 ~ ~ r f  9.12.4.2.1 Sanitary Wastewater 

The building has sanitary service and a toilet. According to a diagram of underground utility 
lines, presented as Attachment 4 (Section 9.12.6.4), the building is serviced by a sanitary line. 

9.12.4.2.2 S tom Wastewater 

The building is not serviced by storm drains according to drawings presented in Attachment 4 
(Section 9.12.6.4). Exterior grates and drains were not tested to c o n f m  that they connect to the 
storm drainage system. Inspection showed no sign of odors, colored discharges, or scarring which 
would indicate that any materials other than storm water has entered the storm drainage system. 

9.12.4.2.3 Chemicals 

No chemicals designated under the Clean Water Act (CWA) are used in the building, nor is there 
any evidence that any have entered the wastewater collection systems. 

9.12.4.3 Potable and Service Water 

Potable water is supplied to the building, according to information presented in the site drawing, 
shown as Attachment 4 (Section 9.12.6.4). Service water is not supplied to the building. 

9.12.4.4 Chemical Storage and Hazardous Materials 

* 
There are no chemicals or hazardous wastes stored in the building, except for ordnance which 
is stored in a locked case. The ordnance consists of firearms ammunition. There are no janitorial 
supplies. There is a fire extinguisher. 

See CCew:cfi(3 Tc6k 2 ,r jcic ~ o ?  s,%. &ikllUr.sl p r ~ d ~ ' t r  a v e  ~ s r l / s + u ~ ~ ~  
'o' 0 p-rtdAf oC .(;we Car use tLn b*k(o I lh  5 ' 



Environmental Appraisal of the Mound Plant 

There are no capacitors or transformers in the building. According to the 1995 .- PCB Annual 
Document Log, the building does not contain polychlorinated biphenyls (PCB~) .  

*See PcBs, -ble i! aF +h;s K D P  

It is not known if asbestos-containing building materials are in the building. The building was 
not screened, according to MD- 1039 1, Asbestos Program Manual (9- 14-95). There was no visual 
evidence of friable asbestos, however, pipe lagging may be an asbestos material. 

9.12.4.5 Solid, Hazardous, and Radioactive Wastes 

Solid wastehas been generated in the building. It is limited to paper and typical office waste. 
Solid waste is removed by janitorial personnel to a site collection point, then is shipped offsite 
to a local landfill by a contractor. Aluminum cans, glass, and cardboard are removed by janitorial 
personnel to specific collection points, then are sent offsite to be recycled by the same contractor. 
White paper is collected and sent offsite to be recycled by a service contractor. Waste 
Management maintains the contracts for these services. 

There is no hazardous or radioactive wastes generated in Building GP-8 by any process. Although 
ordnance is stored in the building, it has not been used, according to a security guard who was 
interviewed. If ordnance were to be discarded, it would be taken to Building GP-1 for disposal 
there.   he building appraisal report for Building GP-1 addresses disposal of ordnance. 

9.12.4.6 Waste Minimization and Pollution Prevention 

At Mound there is an active program to minimize waste streams in accordance with state and 
federal requirements and Executive Order 12856. Recycling is conducted for metals, and paper. 
Supplies and some equipment no longer required are returned to the warehouse for redismbution. 

9.12.5 Findings and Recommendations 

Photographs were taken to document the environmental appraisal. They are included as 
Attachment 5 (Section 9.12.6.5). Findings related to the environmental appraisal of Building GP- 
8 indicates that the following action item should be planned and scheduled. 

GP-8-1 A survey should be conducted to determine the asbestos content of the building. 
. 

Based upon -results of the survey, the appropriate requirements as defined in the 
Mound Asbestos Abatement Plan should be followed. 
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Environmental Ak,raisal Checklist 

Page 1 of 27 

CWA Checklist 

Regulatory 
Guideline . 

40 CFR 122 
Appendix D 
Table V 

OAC 3745-33 

Question Response Comments 
\ 

If chemicals are usedlstored in the building, are they 
on the attached list? 
Are they properly contained? 
Is the building in operation? 
What are the processes and where do they 
discharge to? 
Do the floor drains, sinks & toilets appear to be 
draining properly? 

Do the floor drains and sinks drain to a sanitary or 
storm sewer? 
Is there a surnplpit in the building? 
If so, what does it contain? 
How often is it pumped out? 
Does water collect in sump? 
Does sump have secondary containment? 
Are there any manholes, catch basins, drains, or fill 
pipes in or around the building? 
If so, are there any unusual appearances, colors, 
and/or odors? Describe in comment section. 
Can chemicals flow into the drain? 

anita 
rm 

Y IW 
Y I N  
Y / N  

jo?eg&~&/ 





Environmental ~ppraisal  Checklist 

Building Name: 6 f ~~~raisers:2/$$,0 /k~&$@&! w ~ a t e :  2- 7-4b 
cAA Checklist do r ~ ~ , P L E / F D  

Comments; Note the number of sources/hoods per room, the number that are active, and the POC on the reference document. 

cO 

w 
N Source: 
I 
c. 
P 

2 

Page 3 of 27 

Air 
Emlasions 

Quantity to 
Waste 

Management 

• 

Quantity 
Used 

. Hours/Yr. 
Operation 

TABLE A 

Chemicals 
Used 

In 
Database 

Y / N  

Y / N  

. Y / N  

' Y / N  

Y / N  

Hood 
Number 

Process 
Source 

Active 

Y / N  

Y I N  

Y / N  

Y I N  

Y / N  

Room 
Number 



Building Name: 6 Fg 
Environmental Appraisal Checklist 

Appraisers: V L p  &ylw, ,&,& / m e :  2 - 7- 45 a ~ v  

HM Checklist 

Regulatory I Question I Response I Comments 
~u ide l i ne  

29 CFR 
1 91 0.1200(b,f) 

29 CFR 
1 91 0.1200(9) 
29 CFR 
191 0.22, 
1910.106, 
1910.176 

29 CFR 
1910.106 

29 CFR 
1 91 0.106(d) (7) 

29 CFR 
191 0.106(d)(4) 

All containers of hazardous chemicals shall be Y / N  
labeled as to the identity of the chemical and the 
appropriate hazard warnings. 

MSDS shall be available to the employees in close 
proximity to the work area. 

All places of employment, passageways, storerooms 
and service areas shall be kept clean and orderly 
and in a sanitary manner. Aisles shall be 
unobstructed. Drums and containers are not leaking 
and are tightly sealed. 

Storage cabinets for flammable materials are 
constantly kept closed, are fire resistant and are 
labeled "FLAMMABLE - Keep Fire Away". 
Containers inside should be labeled and closed. No 
spills inside cabinet. 

Incompatible chemicals are not stored together. 

Inside Flammablelcombustible storage rooms must 
meet the following: 4 in. raised sill or trench that 
drains to a safe area, liquid tight wall/floor joints, 
self-closing doors, gravity or mechanical exhaust 
providing 6 room changeslhr., exhaust switch 
located outside room, at least one 3 ft. aisle; no 
cracks in secondary containment. 

Y / N  

Y / N  

Y / N  

Y / N  

Y / N  





~nvlronrnental  Appraisal Checklist 

Building Name: 6 78 Appraisers: ~ L W  h4&/ ~ a t s :  2 7-qdeYM v' 
HM Checklist 

. . 

Regulatory I Question ( Response I Comments 1 

Above Ground Storaqe Tanks lnventorv 
b 11 

Guideline 

I 
Building 

Is there a process area? 

Does it have proper containment? 

Is there a liquid bulk transfer area? 

is there proper containment? 

Is there an above ground storage tank? If so, 
complete Table 6. 

TABLE B-Above Ground Storage Tanks Inventory 

Y / N  
Y / N  
Y / N  
Y / N  
Y / N  

Capacity (Gal.) 

I 

- 

Y / N  Y / N  Y / N  Y I N  

Y / N  Y / N  Y / N  Y / N  

Y / N  Y / N  Y / N  Y / N  

Y / N  Y / N  Y I N  Y I N  

Contents Estimated 
Volume 

In 
Service 

Y / N  

Y / N  

Y / N  

Containment 

Y / N  

Y / N  

Y / N  

Visual Stains1 
Contamlnatlon 

Y / N  

Y / N  

Y / N  

H Empty, 
Flushed 

Y /  N  

Y I N  

Y / N  



Building Name: 6 /3k ~ ~ ~ r a i s e r s : l / ~  &l@&//(~&l/ Date: 2 - 7- $?6 
Safe Drinkinq Water Act (SDWA) Screenincl Checklist 

... . . 

SDWA Checklist 

Regulatory Question Response .. Comments . 
Guideline m 

OAC 3745 Do actual or potential cross-connections exist between 
95-02 (A) potable (light gieen) and service water (dark green)? 
OAC 3745 Are backflow prevention devices installed where 'cross 
95-04 (B)(C) connections (hoses connected to faucets, hot water 

tank vented directly to a drain) exist? 
Are sources of service water (janitorial and laboratory Y / N  
faucets, or outdoor spigots) posted as non-potable 
water sources? MA 
Does the facility contain any water coolers or fountains 
that ; not lead free? Complete Table C. 

TABLE C--Water Fountain Survey 
I I I !I 

w 
cn Source: . . 

. . 

. . . . .  . . . . . . . _ _  . . . . . . _ . . . . .  

Building 

. . 

Location Model # 

. . .  
. . 

. . . . .  . . .  
. .  . . .- . . I  

Comments / Date of Analysis for Lead 
. . . . . .  . . I 

' .; ;.;,,: ,:', . . . :: . . . 
. ....... ,:. ,, :.., ;..:.+.: . . . . .  . . . . . . . . .  . . . . . . .  , .. - 

. . . . . . . . .  . . 
: .  

. . . .  
. . .  . . . : . . .  .:. . . ..' ' ,,. ;::. :.:,, :,;; ;.,, :,, ;.r.,,::: .c; 

..... . .  . . . . . . .  - .:,.;,1-" . . * , , . . . . . .  . . : , . ,: -,A'.:, .;. ., . . 4 ,:...- 4 ..,, ..v.rr v::i) ,,. ..'. 

, .  . . . , .  . I 

, , , 

, '  



Building Name: 6 ,Pg 

Environmental uppraisal Checklist 

PCRA Screenina Checklist 
,, , ,,,, ,,, , :: ,,.,: ,,,<,: , ,,>, < ,,,,,,,,,,,~,,,,,,Y:,:,:,,,,, ,,,<,,,,,,,,,,,y:,::.., :.. . ... '. ...;..:.,... :... ' .... .... ..\..: ...... : .... :\.: .,...,..... :.. ' .... ' ...,...' ..... :.:....:..':.. : . ...: $$ .:.:... :< .... . " ""' '.'"'..".. . '7. -'.."".':':' " '." '"'.::.'.Y" .'. , ,s*:'R A ' A*> . .:.:. . *>: .a. :., ' ,,:> ' " .: ..: ....:...: . ... \ .  ... .:,:... :.. ..< .... ,:.:.;:h.::.:y:... ......... ..... :.:.. " ... ,, ., , .:..:.....\.:: .:,...: ::. . . ...... . . .,... ...,...,.. r::.(:2::$?.:.:.. ........ .... .' . '.' , ,  , ,  . .................... ,, ,(.(.,,)( :,..,, ,. ...(( ,,,,,.. ., :... ..(\ :.::,.,: :.::.. : ..'.'(..:: ' ...: ::.,..::.:. ...':?.':'::"C\. ~~;:>w;&~~.%~:*:?::>.:;~ ,.A>. .i.:~5::;:;$';:;;;;;f;;;:;$~@;:\$$~ : 
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RCRA Checklist 

1 Regulatory I Question 
1 Guideline 
OAC 3745 
52-1 1 

Has'any material generated been characterized RCRA 
hazardous? 
Was charactarization by analysis or by process 
knowledge? 
Are lab results or documentation of process knowledge 
readily available? 
Note any uncharacterized material in comment section. 
Is it waste? 

If yes, note the location of the management unit, and the 
method of management, and.proceed with the appropriate 
section below. 

OAC 3745 
52-1 1 

if yes, proceed with next section. 
Are any of the materials noted RCRA,hazardous waste? 

I f  no, note and stop here. 

I 

Y I N  I 
Response 

analysis 1 
process 

Comments 





NIA 

N/A 

N/A 
NIA 

N'I A 
N/A 

N/A 
NIA 
NIA 
N/A 
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Environmental Appraisal Checklist 

Building Name: &P 
RCRA' Checklist 

-- 

II. HAZARD01 
OAC 3745-52- 
32 (6) 

OAC 3745-67 

Regulatory 
Guideline 

Response Question Comments 

S WASTE STORED IN TANKS 
Has any chemical waste stored in a tank, piece of process 
equipment or ancillary equipment been in storage in excess 
of 90-days? 
If the answer was no, then proceed with the following: 

Has the tank or piece of equipment had an integrity 
assessment? . - 
Is there a sump? 
Is it dry? 
Does the tank or equipment have secondary 
containment? 
Does the tank or equipment have leak detection 
device(sl? . , 
Has spill control prevention been enacted? 
Has any hazardous waste stored in a tank, piece of 
process equipment or ancillary equipment been in 
storage in excess of 90-days? 

If the answer was no, then proceed with the following: 
Has the tank or piece of equipment had an integrity 
assessment? 
Does the tank or equipment have secondary 
containment? 
Does the tank or equipment have leak detection 
device(s)? 
Has s ~ i l l  control mevention been enacted? 

Revislon 3.0 (1  -5-96) Page 11 of 27 

Y I N  

Y I N  
Y I N  

Y / N  
Y I N  
Y / N  

Y I N  

If yes, then note. 
Has any of the waste been managed in a surface 
impoundment? If yes, then note. Go to the next section. 

Y I N  
Y  / N 

Y I N  

Y I N  

Y I N  

Y I N  

Y I N  

. . 



I 
Environmental ~pprafsal  Checklist 

ID 

+ 
h) Building Name: 6 f l  Appraisers: 1 / ~  &+ kdl( Date: 2. - / -  % 

RCRA Checklist 

General Comments: 

Regulatory 
Guideline 

OAC 3745-68 

OAC 3745-68 

OAC 3745-68 

OAC 3745-69 

OAC 3745-56 

Response 

Y / N  

Y / N  

Y / N  

Y I N  

Y / N  

Question 

Has any of the waste been managed in a Landfill? If yes, 
then note. Go to the next section. 
Has any of the waste been managed in an Incinerator 
(other than Burn area units)? If yes, then note. Go to the 
next section. 
Has any of the waste been managed in a Thermal 
treatment Unit (other than Burn area units)? If yes, then 
note. Go to the next section 
Has any of the waste been managed in a Miscellaneous 
Treatment Unit (other than Burn area units)? If yes, then 
not. Go to the next section. 
Has any of the waste been managed in a Waste Pile? If 
yes, then note. Go to the next section. 

Comments 



aulialng Name: ~7 r a ~ppralsers: V v kcf 7/&&3$4K& . / y W  Date: - /- Yc 4 
Asbestos Screeninq Checklist . . - 

,yx .:,::..&,+. :.q ,>.,>,&> .,,h . , + v* A*v>* :<>y? ,,Q. ., ; .... .:.:.::.:. ... ...,.,, ::; '.*'<'." "~~:i:*:'~~""""""~ .''Y. "" ' * " """ ' $: .y. .yfi#q.<>>:..*,. .. . . . . <...' b:;Hp><& $>:$?<$* :: 2ybq$5iF;Ffl$; .yyzy; ; , j~~;$ : : * : : :<s: : :~4$>?;~y<:  :,:;y;;>; s,v.>?;.>:, ,,,, ,,;~<$>$;;,.:%,% kwsq<qy~: .*$Gy?; :!!:s:;<t?:...:>>:A:.:..: ..... :* ;:.:s:.. ,,,, ,,,.,<<:<::,a: +<., $:,, ,.;.. ::$*>s:>;:$:*y&?>&$y;Y j< x.. ,:<: ,<*+#.v...:::, ......, , .. ,.... ,.. , , , ,' :>fi..:. :."" ,,,,,.L.,, P:i ;.:.:.>: ::ig;>, ,..,.,. .,,.+:< >; >$:( ;; m.: ,::~::$~>.:.i:.:~:.::::;; .... .................................. .--.. .... ..,, :i? :i!.!.:;>Fy6 :; ....y < ! : u : r g : ; ,  >:.;Q@;I~ .$$ 6~~Y"f4Z:p,<@;#&$~ ~ ~ i ~ s e s e t ~ [ s ~ ~ c l ~ ~ ~ P ~ q n t ~ ~ m & ~ ~ ~ ~ ~ ~ , ~ 6 Q I ~ F ~ w ~ j k : f i : : 3 : ~ > : 3 $ ~ ~ 2 ~ ~ ? t 5 ~ i . Y G ~ f $ ~ ; j m j $ i : $ ~ ; ~ : ~ ~ ~ ~ $ j ~ ~ ~ ~ i ~ $ ~ ;  + :,:,.c.v.,,Z: %:.: :.: , ,,,, ,v,yb :,:::'s .,-, ,,:% ,:.,t,,v<, ,.,. , ,, , ,.,?, , , ,.,, ,,.,.,, <:k,x,!? ~ ~ ; s i < d ~ m ~ 2 3 ~ ~ 3 ~ ~ ~ ~ ~ ~ w ~ : ~ i q ; B F i 3 ~ 3 z ~ ~ w H g 2 ~ ~ ~ ~ ~ x ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ f i ~ ~ ~ ~ ~ ~ ~ ~  iiik' iw. 
. 

, . 

Asbestos Checklist /V&*T ~ & ~ c ) f l /  
Note: Routinely, the asbestos standard for ACBM in schools has been applied to facilities for purpose.of cleanup. In addition 

to AEHERA, there are additional standards in dhe NESHAPS that may be of importance. 

Regulatory 
.' . . Guideline 
ADAPTED FRO1 

1 Question 

I TSCA ACBM IN SCHOOLS: 
Has this building been characterized either through 
process knowledge, by analyses, or by inspection to 
determine if it contains asbestos? 

If no for this building or area . . note this conclusion in the 
comment section. 

Response I Comments 

11 I Is there any evidence of friable asbestos? 11 
. . 

Is the asbestos removal properly managed? (See Y / N If there Is no asbestos removal, do 
questions listed below) , , not complete the following~section. 

NESHAPS FOR ASBESTOS FOR ANY ONGOING ASBESTOS REMOVAL: 



Environmental ~ppraisal Checklist 

Building Name: 6 ?$ Appraisers: $o *@& /b&  ate:' 2,- 7- 46 
Joxic Substances and Control Act TTSCA) PCB's Screenina Checklist 

TSCA Checklist 
4 

I If the answer is no, note . I I 

40 CFR 761 

Regulatory 
Guideline 

I If no, note and stop here. I I 

Response Question 

Has any waste generated in, or from, this building been 
characterized either through process knowledge or by 
analyses to determine if it contains PCB's ? 

!f the answer is yes, proceed with next section. 

Based on an inspection, are any of the materials or 
equipment potentially PCB contaminated?. 

If yes, note the location of the management unit, and 
the method of management, and proceed. 

Comments 

Y / N  

Y / N  

Are they visually inspected quarterly? If yes, are 
auditable records maintained? I Y ' N  1 

40 CFR 761.65 
(c) (5) 

40 CFR.30 (a) 
(1) (ix) 

Are PCB articles or containers stored in this building 
checked for leaks at least once every 30 days? 

If yes, are auditable records maintained. 
Are any PCB transformers in use, or stored for possible 
reuse, that contain PCB's at concentrations of 500 ppm 
or greater? 

Y / N  

Y / N  
Y / N  



Environmental uppraisal Checklist 

Building Name: 6 ?(q 

40 CFR 
761.30 (a) 
1 ,viii 

II 40 CFR 
761.65 (b) 

761.62 (b) 

761 .'62 (b) 

40 CFR 

.40 CFR 
761.62 (b) 
(1) (iii) 

Appraisers: y p m  Date: 2'- 7- '76 

jdo-.i- ccm?L5~.D , T ~ C A  Checklist 

Question I Response I Comments II 
Are all combustible materials (i.e., paints, solvents, 
plastics, paper, sawn wood, etc.) cleared from areas 
containing PCB transformers to a distance of five 
meters? 
Are all PCB articles and containers labeled with the date 
they were placed in storage? 
Are labeled PCB articles and containers stored so that 
the labels can be referenced? 
Are all PCB's and PCB contaminated items at 
concentrations above 50 PPM, that are stored for 
disposal, stored no longer than one year from the date 
they were placed in storage? 
Do all PCB storage areas have an adequate roof and 
walls to prevent rainwater from reaching the stored 
items? 

Are storage are floors curbed and constructed of 
continuous smooth and impervious materials? 

Are the curbs at least 6 inches high? 

Revlslon 3.0 (1 -5-96) 

Y / N  

Y / N  

Y / N  

Y / N  

Y / N  

Y / N  

Y / N  

No drains are allowed in storage areas. Are there 
drains in the storage areas? 

Page 15 of 27 

, 

Y / N  



Environmental uppralsal Checklist 

Building Name: 678 Appraisers: /@ m, I,$&& J Date: 2- 7 - 76 
TSCA Checklist I \ lo;~ ~0(77,?~trEb - 

11 Regulatory I Question I Response I Comments 

40 CFR 
761.65 (c) 
(2) 

40 CFR 
761.45 and -65 

Only non-leaking and undamaged large high voltage 
PCB's capacitators and PCB-containing electrical 
equipment are allowed to be stored outside of PCB 
storage areas, on pallets if stored outside, with 
containment for 10 percent of the volume of the 
equipment. Do all PCB's stored in this configuration 
conform with this requirement? 
Are all PCB storage areas marked with a large PCB 
mark as described in 40 CFR 761.45 (a)? 

Y / N  

Y / N  

40 CFR 
761 -65 (c) 
(5) 

GENERAL COMMENTS: 

40 CFR 
761.65 (c) 
(6) 

Have all leaking PCB articles and containers been 
transferred to non-leaking containers? 

Y / N  , 

Do all 'PCB storage containers for the storage of liquid 
and non-liquid PCB's comply with DOT shipping 
container specifications? 

Y / N  



~nvlranrnentai . .#praisal Checklist 

Building Name: G?8 Appraisers: Date: 2-7- 5% 
Low-Level Waste and Transuranic Waste Screenins Checklist 

I Low-Level Waste 

Low-Level Waste an'd Transuranic Waste Checklist 

I If the answer is no, note. 

Regulatory 
Guideline 

I DOE Order Can any waste generated in, or from, this building be 

Question Response 

5820.W 
Chapter Ill 

DOE Order 1 

Comments 

characterized either through process knowledge or by 
analyses to determine if it is LLW ? 

DOE Order 
,582O.W 
Chapter 

Chapter IiI, 
3.a. 

DOE Order 
5820.2.4 
Chapter Ill, 
3.b. 

If the answer is yes, proceed with next section. 
Are any of the materials noted by inspection LLW? 

If no, The audit would stop here, because there are no 
LLW. 

Y I N  

If yes, note the location of the management unit, and 
the method of management, and proceed with the 
section below. 
Have the storage configurations in use in this area been 
taken into account for keeping external exposures to the 

Page 17 of 27 

general public below 25 mrem/yr? 
Is the waste stored in a configuration that protects 
ground-water. resources? 
Has monitoring been conducted in this area in 
accordance with DOE Order 5820.2.4 in order to 
evaluate the area against the performance standard? 
Based on field data, does the monitoring conducted in 
this area conform to the performance standard? 

Y I N  

Y I N  

Y I N  





Environmental uppraisal Checklist 

Building Name: 6 7 Y Appraisers: f $  Jw&h& Date: 2 -7-76- 
Low-Level Waste and Transuranic Waste Checklist 

cOh7Rt~b .L 

Regulatory I Guideline 

I TRU WASTE 
7 

DOE Order 
5820.2A, 
Chapter II, 
3.a 

Question Response Comments 

Can any waste generated in, or from this building be 
characterized either through process knowledge or by 
analyses to determine If it is TRU waste? 

If no, note and stop. I I 

If the answer is yes, note the location of the 
management unit, and the method of management and 
proceed with the appropriate section below. 
Was this material evaluated as soon as possible in the 
generating process, to determine if it is TRU 
(>100nCilg), if it is recoverable, or if it is waste? 

) If yes, proceed with the next section. 
' Are any of the materials noted as being TRU waste 
during an inspection? 

If  no, note and stop. 

Y I N  

Revlslon 3.0 (1  -5-96) 

(Note if the activity level is less than 100nCi/g, the 
waste is not TRU, and can be managed as LLW.) 
Did the determination of TRU radionuclide concentration 
include the mass of the container, including shielding? 
These should be included In calculating the specific 
activitv of the waste. 

Page 19 of 27 

Y / N  





Environmental b.epraisal Checklist 

Building Name: & ?$ Appraisers: H $  &u&  ate: 2- 7-76 
c .  

Low-Level Waste and Transuranic Waste Checklist 
p-407- U/r,?Lf~£b ,, 

Page 21 of 27 

Regulatory 
Guideline 

DOE Order 
582O.2Al 
Chapter II 
3.8 

GENERAL COMMENTS: 

Response 

Y / N  

Y / N  

Y / N  

Y / N  

Y / N  

Question 

Has the TRU waste b'een segregated in manner that will 
not permit commingling of TRU waste with LLW or high- 
level was1 e? 
Has the TRU waste been protected from unauthorized 
access? 
Has the TRU waste been monitored periodically to 
ensure that it is not releasing its radioactive and/or 
hazardous constituents? 
Has this TRU waste storage area been designed, 
constructed, maintained, and operated to minimize the 
possibility of fire, explosion, or accidental release of its 
radioactive and/or hazardous constituents? 
Does the facility have a contingency plan designed to 
minimize the adverse impacts of fire, explosion, or 
accidental'release of its radioactive and/or hazardous 
constituents? 

Comments 



Environmental wppraisal Checklist 
/ 

Building Name: 67% Appraisers: VY h@ /"blew 0.0: 2- 7- 46 
Waste MinimizationIPollution Prevention Activities Screenina Checklist 

Waste Minimlaztion/Pollution Prevention Activities Checklist 

consumption of raw materials (including but not limited 
to paper, chemicals, electricity, and etc.). 

If yes, list candidate areas in the comment section. 
Are there solvent wastes? 
Is vehicle maintenance performed? 
Are oils used ? 
Are these corrosive wastes? 
Are there sludges? 
Are there halogenated organic (nonsolvent) wastes? 

Are metals recovered from wastewater? 

Is waste sludge generated? 

Are any waste minimization practices used that reduce 
the generation of sludge? 

ton exchange process? 
Lead in gasoline lowered to reduce tank sludge 
toxicity? 
Storage tank agitators installed? 

Corrosive resistant materials used? 

Prevention of crude oil oxidation ? 

Drying? 

Y / N  
Y / N  
Y / N  
Y / N  
Y / N  
Y / N  
Y / N  

Y / N  
Y / N  

Y / N  
Y / N  

Y I N  
Y / N  
Y / N  
Y / N  

- -- P, 33 nf 37 
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/' 29 Building Name: 0 f 

Environmental nppraisal Checklist 

Appraisers: ~ , f&&(,~&/ Date: 2 - 7-f P. 
. rjo7 c o m ? ~ f ~ b  Waste ~inimization/~olllhion Prevention Activities Checklist 

Comments 

- 

Response 

Y I N  

Y I N  

Y  1 N  

Regulatory 
Guideline 

L 

Question 

Are ion exchange resins used to remove heavy metals 
and cyanides from acid and base solutions? 

Is crystallization used to remove corrosives from 
solution by cooling? 
Is the process of evaporation of liquid wastes by heating 
used lo leave behind a more concentrated solution? 

CYANIDE AND REACTIVE WASTES 
Has non-cyanide or low concentration of cyanide 
process replaced zinc cyanide bath ? 
Are any of these processes used to recycle cyanide 
wastes? 

Refrigeration/crystaIlization? 
Evaporation? 
Ion exchange? 
Membrane separation which. includes reverse 
osmosis or electrodialysis? 

Y / N  

Y / N  

Y / N  
Y I N  
Y I N  
Y I N  

VEHICLE MAINTENANCE 

., 

How are auto parts cleaned? 

Solvent sink? 

Solvent dunk bucket? 
Solvent dip tank? 

Are parts cleaning solvents used for anything else 
besides cleaning parts? 
Are spills reduced by iocating sinks or dunk buckets 
near auto service bays? 

Y I N  
Y I N  
Y I N  
Y I N  
Y / N  

Y I N  





Environmental wppralsal Checklist 

Building Name: 6'B A r a s e s :  { &  Date: f,- 7- 96 
Waste MinimizationlPollution Prevention Activities Checklist 

.. 

Regulatory 
Guideline 

Response 

Y / N  

Y / N  
Y / N  
Y / N 
Y / N  

Question 

Are these treatment techniques used to promote 
separation of oii/water wastes? 

Reclaiming process to remove water and solvents 
by heat? 
Gravity setting? 
Screening? 
Centrifugation? 
Filtration? 

Comments 

J 

SOLVENT WASTES 
Has there been an attempt to reduce volume or toxicity 
by: 

Eliminating solvents? 
Reducing the use of solvents? 
Reducing the loss of solvents? 
Increasing recyclability? 

Are solvents segregated? 
Are waste solvents free from water and garbage? 
Are recycled solvent containers labeled as such? 

Are containers kept closed? 
Free and sheltered from the elements? 

Are solvent tanks kept as free from contaminations as 
possible so that the waste can be recycled? 
Is a method used to minimize the use of new materials 
such as a countercurrent process? 

Y / N  
Y / N  
Y / N  
Y / N  
Y / N  
Y / N 
Y / N  
Y / N  
Y / N  
Y / N  

Y / N  



Environmental ~ p p r a i s a l  Checklist 

Building Name: Gpz Appraisers: 1 / ~  &&@&@(/Z,(&/~ate: 2-7-fl 
Waste Minimization/Pollution Prevention Activities Checklist 

r 1 

Regulatory 
Guideline 

II 
I 

I Separators cleaned and checked? I Y I N  I 11 

solids removal? 
Dispersion breaking? 
Dissolved and emulsified organics recovery? 

Are any of these housekeeplng procedures used to 
minimize Ihe production of solvent wastes? 

Questlon ' 

if there is a recycling program, what technique is used? 
Distillation? 

Y I N  
Y I N  
Y I N  

Parts not allowed to enter the degreaser while wet? 
Sludge from the bottom of the tank not allowed to 
accumulate? 

Lids kept on tanks? 
Freeboard space on tanks increased? 

Are better operating practices used to reduce waste? 

Page 27 of 27 

Response 

Y I N  
Y  /  N  

Y I N  
. Y / N  

Y I N  
Y / N  
Y I N  - - 

How long is solvent waste stored and where? 

Comments ' 

I 



H o u n d  E l e c t r o n i c  Message/AOS 

~ r o m  :John Hausfeld  

HAWS JR 

Dept . : ES&H 

Tel. N o  :4216 

Date : 14-Feb-1996 07 : 23am EST 

Subjec t  :Env. Appra i sa l  

TO :Kather ine Koehler ( KOEHKG ) 

:Eunice Warmoth(NANCY VYAS) 

:Michael Merker 

:Susan Cloud 

:Alton Brown 

( ~ ~ ~ M E M  1 

( MJixuw.7 1 

( CLOUSA ) 

( BROWAW ) 

Kathy, 

Hike Herker,  Nancy Vyas and I v i s i t e d  s e v e r a l  b u i l d i n g s  l a s t  Wednesday, 

February 7 ,  complet ing t h e  a r e a s  t h a t  you s e r v e  a s  b u i l d i n g  manager. They 

w e r e :  GH, GP-1, CIS, GP-8, Modular 4, and Bui ld ing  100. Our recommendations 

a r e  a s  fol lows:  

GH bu i l d f  nq 

Bob Race answered whatever ques t i ons  w e  had. The building wae very o r d e r l y  

.ind extremely c l ean .  Heat and l i g h t s  a r e  t u rned  off  every  n i g h t .  Asbes tos  
9 .12 -37  

i n s u l a t i o n  on p i p e s  was w e l l  l abe led .  The only a c t i o n  i t e m  d i s cove red  d u r i n g  



he tour ia that the transformers on.the roof needed to be labeled that they 

o not contain PCB's. . 

IP- 1 

~lton Brown accompanied us during the tour of CP-1. Overall, the building was 

a great condition. The items in the flammable cabipet were neatly stored and 

.dbeled. All areas were well labeled with their appropriate signs, including 

ill trash receptacles. The janitors closet was very orderly, but did not 

:ontain any MSDS sheets for their supplies. Alton's HSDS's were readily 

ivailable and he appears to be very conscious on Waste Minimization. 

\ couple of questions . . did arise. 1) In the utility room, room 119, fs there 

i back-flow preventer on the system? 2) Is the sump in the firing range, 

rooms 23 & 24, active; and if so, when and where is it pumped? 3) Also, the 

lead dust that is vacuumed from the firing range is combined with the solvent 

rags. Our recommendation is that the two be separated so that the rags could 

possibly be sent out for recycling. 

Could use some general housekeeping. Fire extinguisher needs up-dated tag - 
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Building Managcrs Questionnaire 

Wuilding I.lcme: P -g Building Manager: &fi? dCKTP:! Date: 3- 7- r d  
745, ?'par r Gc - 

1. Wh2: are the access requirements? b 

2. What protective equipment is required to enter the building? ,do J c 

3. Are there any restricted areas? Yes @ 

Frovids a physical description of the building. 

Sourcu: 

)@. Provide a drawing of the building. 

Source: 

'6. What is the current building use? - IZ ov 

, C G - ~ ~ ~ ~  Pos ; )  

Source: 

'7. What is the history of building use other than that described in #6? 

d o  td-E 

Source: 

Page 1 of 1 1  



Building Managers Questionnaire 

Building i lane:G.~ Po, 9 Contact: f ! - J ~  b A P ~  Date: 3 - '/- Pd 

'BOWhat are ongoing operations or processes?mhat are the raw materials and 
wage streams from each process? Who is the best contact for each process? 

- 

Page 2 of 1 1  



Building, Managers Questionnaire 

9. In tllc last six months, have any to the building or to 
processes in the building? ' Yes 

'10. Docs tho building have emission sources? Yes .@ 

Source-: 

Page 3 .of 1 1 

/=39@ +7 



. . 

. Building Managers Questionnaire 

Suilding blzme: Contact: 

'1 1. Describe.air pollution control equipment used to reduce emissions for each 
sourco. 

'12. For existing permits are emissions monitored? At what frequency? Where are 
the .records maintained? 

Functioning 

Y / N  
Y / N  
Y / N  

, Y / N  
Y / N  ! -- 

Source: 

Control 
Equipment 

- 
Process Source 

- .  

- 

13. Does ihe building have potable water? Yes @ 

Emissions 

Comments 

A 

14. Does .the building discharge to the storm sewer? Yes No 
b W ~ e ?  130.3 'T K d ~ w  

Conditions 
Met 

Y / N  
Y / N  
Y / N  
Y I N  
Y I N  

'15. Does the building discharge to the sanitary sewer? @ No 

Log 

Y I N  
Y / N  
Y I N  
Y / N  
Y I N  

Process Permit 
Source 

Y / N  

'16. Has an asbestos survey been conducted? Yes No 
What are the results? Yes No Suspected , Assumed 

A a d l r  ~ 4 0 d  
Source: 

1- 

Page 4 of 1 I 

,F 9 b  @ #7 

Y / N  
Y I N  

I Y I N  

I: Y I N  



~ulldincj Managsrs Questionnaire 

Building FIame: (&R Date: 

'17. Docs the builcllng contain transformers o i  capacitors? ~ e s a  

Source: 

'10. Has the building been identified as containing PCBs? ye& 

Source: 

Source: 

'19. What chemicals are used or stored inside or outside of the building? Include 
compressed gases. 

20. What janitorial supplies are stored inside or outside of the building7 rJo< 

I 

Source: 

Page 5 of 11 

~ 4 1  L$ 47 

- 
Chemical Name 

l ) P 9 6 + f .  

- 

State Amount 



uilding Managers Questionnaire 

Suilding ?.!;me: 

Has :I~cre been a reported spill. leak, or ather release of any chemical? ye& 
What. how much, and what clean-up measures were followed? 

Where do waste chemicals go? 

d/4 

23. Where do excess janitorial supplies go? 

4'4 

24. Aro pesticides or herbicides stored or used in or around the building? Yes N o  0 
Chemical Amount Amount 

----- J- 

Source: 

Page 6 of 11 
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Building Managers Quadlonnalre 

Cuilding ?.!zme: Date: 

'25. Does the building contain active or inactive above ground storage tanks? Y w  
For sach tank. list the content, quantity, last inspection, registration number. 

. . 
Source: 

'26. Aro thore storage ponds around the building? Yes No 

.Number 

--  ~p 

27. Is there a sump or pit or underground tank in or around the building? Yes 
Is it double-walled? What does it contain? How many days per year is it filled? 
Is there an emergency overflow tank? 

Content 
rn 

Source: 

Malntenance 
.Performed 

Quantity 

r 

28. Does the bui!ding generate. store, or dispose of hazardous waste? Yes &' 

Y I N  
Y / N  
Y I N  
Y I N  
Y / N  

Last 
Inspecdon 

Date 

Preventive 

Page 7 of 11 
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Overflow Tank 

- Y / N  

Dayslyear 
in Use 

Double-Walled 

1 

Y / N  

Contents 

togs 
Y I N  
Y I N  
Y I N  
Y I N  
'( I N 
Y / N  
Y I N  
Y / N  
Y / N  
Y / N  

Process 

.---- 

Waste 

I 

1 

Y I N .  
Y / N  
Y / N  
Y I N  
Y I N  
Y / N  
Y I N  
Y / N  

Amount Stored 
Y I N  
Y / N  

' Olsposed 



Buiiding Managers Questionnaire 1 

29. Does the building have abandoned equipment such as tanks. plplng, 
containers, etc.? Yes -@ 

30. Is v~aste material stored in or around the building for more than 90 days? 
Yes B. 

31. Has the building been identified as a waste accumulation area? 
Yes @ 

32. Has ihe building been identified as a satellite accumulation area? 
Yes @ 

33. Is mixed waste generated, stored. or disposed of from the building? Yes @ 
Where are logs found? 

Process 

* 

---- 

Disposed 
Y / N  

Y / N  

Y / N  

Y / N  

Y / N  

Logs 
- Y / N  

Y / N  

Y / N  

Y / N  

:"I 

Waste Stored 
Y / N  

Y J N  

Y / N  

Y / N 

Y / N  
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Building Menagars Questionnaire 

. contact Cuildinq ;t;lme: Date: 

34. Is TRIJ radioactive waste generated. stored, or disposed of from the building? 
Y e s .  @ 

Whsrr? are logs found? 

Page 9 of 11 
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8Uildlng Managers 

Contact: Date: - 

35. Is low-level radioactive waste generated. kored, or disposed of from the 
building? Yes @ 
Whore are logs found? 

Source: 

'38. ldontify all administrative orders. temporary or permanent injunctions. civil 
administrative penalties, or criminal activities issued against the building. 

A 
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Logs 
Y / N  

Y / N  

Y I N  

Y / N  

Y / N  

Dlsposed 
Y / N  

Y i N  

Y / N  

. Y / N  

Y / N  

i 

r- 

Stored 
Y / N  

Y / N  

Y / N  

Y / N 

Y I N  

Process Waste 



Bufldlng Managers Questionnaire 

Building i-%me: Date: 

37. Is thare a waste minimization program in.the building? No 
Discuss your ideas about how to minimize waste. 

38. Has o pd~~ution prevention program been developed for the building? Yes @ 

existing data 

Page 11 of 11 
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Radiological Information 
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Building GP 8 Final Status Report 

1.0 Historical Review 

Building Guard Post (GP) 8 is a 12-foot by 8-foot factory assembled building designed to meet 
the site security needs at the main site entrance. GP 8 is located just north of -Building 61 and 
was built in 1983 to replace an older guardhouse at the same location. 

Building GP 8 has been used for the same purpose since construction and no research, 
development, or production activities using radioactive or energetic materials have occurred in 
the building. 

2.0 Survey Objectives 

The- objective of this survey plan was to confirm the classification of Building GP 8 as non- 
impacted. This was accomplished by measuring the fixed and removable contamination on 
building surfaces. The survey data- was compared to the release criteria of DOE Order 5400.5 
using methods defined in Reference 1. The specific survey objectives are outlined on the 
Survey Plan Form (see Enclosure). 

Table 1 lists the permissible surface contamination guideline values as stated in DOE Order 
5400.5. These limits are the Derived Concentration Guidelines (DCGL's) for building and, 
structure release. 

Table 1 

I 

' Note: Refer to DOE Order 5400.5, Radiation Protection of the Public and the Environment, for specific information on 
surface contamination guidelines and additional notes. 

The average activity levels shown in Table 1 assumes that the residual contamination is 
uniformly distributed across the survey unit and is the DCGL, for this survey. The maximum 
activity shown in Table 1 represents the Elevated Measurement Comparison (DCGL,,) for 
small (c100cm2) areas of activity that may be observed in the survey unit while scanning. Since 
no process activities were ever associated with Building GP 8, it is assumed that Pu-238 is the 
potential contaminant of concern and the Group 1 limits are appropriate for alpha 
measurements. Group 4 limits are used for beta measurements. 
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2.1 Survey Design 

The characterization survey was designed to evaluate the -building internal and external 
surfaces. The building was divided into survey units as follows: 

Survey Unit 1 - Building Interior surfaces 

Survey Unit 2 - Building Exterior surfaces 

Since the variability is expected to be small within the survey unit, the Type I error chosen is a = 
0.05 and the Type II error is /3 = 0.01. The number of data points is determined by calculating 
the relative shift (No) from the DCGL value, the lower bound of the gray region (LBGR), and the 
standard deviation (o) of the contaminant in the survey unit (A/o = DCGL-LBGWo). For this 
survey plan, the LBGR is set at 50% of the DCGL,. The standard deviation was-estimated to be 
1 7dpm/100cm2 based on survey data from similar building surfaces and the relative shift was 
calculated as 2.95. The required number of data points (n = 20) was obtained from Table 5.5, 
Reference 1. 

Twenty (20) judgmental data points were selectedin each survey unit. Major walkways were 
scanned for alpha contamination. 

Smear samples were collected from heating and cooling units. Direct alpha and beta readings 
were taken at each sample location. 

Loose surface contamination was measured by smearing an area of 100crn2 at each data point. 
Smears were counted for gross alphalbeta activity. Removable tritium contamination was 
measured on interior surfaces by liquid scintillation counting of coin smears. 

Replicate surveys were performed in accordance with Reference 2. 

The instruments selected for this survey were the Ludlum 2350-1 data logger with a 43-68 hand- 
held gas flow proportional (GFP) detector for building interior alphalbeta fixed point 
measurements and for alpha scan measurements. The Ludlum 2360 with 43-89 scintillation 
detector was used for building exterior surveys. Laboratory instruments used were appropriate 
for the analysis requested. Instrument calibration and source check data is documented in 
accordance with Mound procedures. 

2.2 Survey Data 

The gross alpha and beta fixed point measurements from each survey unit were collected and 
compared directly to the DCGL,. All direct measurements were found to be < DCGL,. A 
graphical representation of the average and maximum total activity for each survey unit is 
shown in Attachment 1. 

The following table shows the results of the maximum and average total (fixed and removable) 
alpha and beta activity for each area. 
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Total Activity Results 

The results of the removable alpha and beta surface activity are shown below. All results were 
significantly less than the DCGL,. 

Removable Alpha & Beta Activity Results 

The highest removable tritium activity was 9.48 dpm/100cm2 (RSDS# 04-TF-0352). The 
average removable tritium was 2.08 dpm/100cm2 (k 0.81). 

Major walkways were scanned for alpha activity. No activity above background was detected. 
(RSDS# 04-TF-0309). 

Roof material was sampled and analyzed for isotopic identification. Polonium-210 was found to 
be the predominant nuclide. Therefore, roof survey results are compared to the Group 3 isotope 
limits from Table 1. (RSDS# 4-TF-0352) 

2.3 Sediment Sample Data 

Smear samples were obtained from the portable heater, window air conditioner, and restroom 
ceiling vent. Smear samples were analyzed for gross alpha, beta and tritium activity. No 
smearable activity was detected above background levels. Direct alpha and beta measurements 
were taken at each sainple location. The highest fixed activity observed was 40 dpm/100cm2 
alpha and 148 dpm11 00cm2 beta (RSDS # 04-TF-0309). 

2.4 Quality Control 

Quality control measurements were taken to ensure the quality of the data. Four data points 
were selected at random from the sample group of 40 data points. Replicate measurements 
were taken at these locations using the same instrument model and performed in the same 
manner as the original survey. The acceptance criterion for fixed-point measurements is that the 
variance in the measurements of the original sample population is within a factor of two of the 
variance in the replicate samples (at 95% confidence level). The calculated variance ratio for 
this data set exceeds this criteria. However, this is due to the small data set size, and4he 
measured results being at or near background levels. This data was evaluated in ,accordance 
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with MD 80046, Operation 402, and is determined to be acceptable. The results of the replicate 
surveys are shown in the following table: 

Replicate Analysis Results 

Replicate analyses were .not performed on smears or sediment samples. Quality control 
procedures, blanks, and spikes are a part of the laboratory quality control program at Mound. 
Since a relatively small number of samples were taken for this survey, additional replicate 
analysis was not required for this survey. 

Field instrumentation is source checked each day prior to use and again at the completion of 
survey activities for that day. A known source is placed in a source holder to ensure a 
reproducible geometry is achieved. Acceptance criteria is + 20% of the initial source response 
following calibration. Results are documented in accordance with Mound Radiological Control 
procedures. Laboratory instrumentation is source checked and documented in accordance with 
Mound Laboratory procedures. 

2.5 Conclusion 

The objective of this survey plan is to determine whether or not the residual radioactivity of the 
surfaces of building materials associated with Building GP 8 satisfy the site release criteria 
established by DOE Order 5400.5. This is accomplished by comparing the survey data to the 
release criteria in accordance with the MARSSIM (Reference 1). The scanning survey found no 
elevated measurement areas above the DCGL,. 

A l l  of the DQO's for this survey plan have been met and no further surveys are required. 
Building GP 8 meets the surface release criteria established by DOE Order 5400.5. 

The following tables show the maximum fixed and removable activity on the inside and outside 
building surfaces. 

Building GP 8 Survey Results 

TYPE- 

Highest Alpha 
Smearable Activity 

Highest 
Fixed Activity 

Highest Beta 
Smearable Activity 

-&DS 

04-TF-0309 

' 0 4 - ~ ~ - 0 3 ~ ~  

04-TF-0352 

. . 

. 

-L;.CATION . 

Ceiling 

Exterior 
Wall 

Exterior 
Wall 

.- . . .. . , - . . .. :. 

. , s . .  : .. .- .p--:*:<:,:: . 

:. ;RES,&JyJ- :; ... :, 

- (&paiO , O 
. :,diii!)- . 

. . -  . 

2.89 

80 

6.01 

. - .,. -. - ,  . - - 

. 
,. . ,. . . .  

. . : R E  i; , . ,*. .:.. yd ..*- ..-. , 
~,~,~~$,$~~fq@l~$,i;: . -GVIDE&INES. >.~..: .%~:..I.~...-~>~+~L 

;. ;@;@ 7&j,:,y6::-:. :.. -2 
. . .., .... ..- ./$m.:l,- .I 

, 
.. . .. ,, , .(ijote:j.).. '.: . 

20 

100 

1000 



Building GP 8 Final Status Report 

3.0 Attachments and Enclosures 

Attachment 1 - Average Total Alpha and Beta Graph 

5000 

10,000 

5000 

Enclosure 1 - Sample Data Analysis Worksheets 

Note 1: DOE Order 5400.5 (DCGLw) 

3803 

9.48 

244 

Enclosure 2 - SPF GP8-01 

Ceiling 

.Exterior 
Wall 

Roof 

Highest Beta Fixed 
Activity 

Highest Tritium 
Smearable Activity 

Highest 
Fixed Activity (roof) 

4.0 References 

04-TF-0309 

04-TF-0352 

04-TF-0352 

1. NUREG 1'575, Rev 1, Aug 2000, Multi-Agency Radiation Survey and Site Investigation Manual, 
(MARSSIM) 

2. MARSSIM Implementing Procedures, Field Quality.~ontrol for Building Contamination Surveys, MD- 
80046, Op. 402 



Building GP 8 Average & Maximum Total Alpha 
(Roof excluded) 

Building GP 8 Final status Report 
Attachment 1 

Survey Unit 1 Survey Unit 2 
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Attachment 1 

Building GP 8 Averageand Maximum Total Beta Activity 
(Roof excluded) 

Survey Urit 1 Survey Urit 2 



Building GP8 Survey and Sample Data 
Endosure1 

Replicate Fued pint QC 
alpha (dprn/100an2) (dpm11'==12) 

1 
.2 
3 
4 

QC Measurements 
NO 

Location R S W  a P 
1 SU1- 03-TF-0376 23 960 
2 SU1-06 03-TF-0376 8 922 
3 SU1-08 MTF-0376 15 1093 
4 SUl-12 03-TF4376 15 2471 

Location # initial 20 replicate.. initial 20 replicate 
. S U l M  31 11.14 23 1020 63.87 960 

SU146 27 10.39 8 1165 ,68.26 922 . 
SUl-08 8 5.66 15 1319 72.64 1093 
SUl-12 12 6.93 15 3803'123.34 2471 

Variance (S2) = 125.6667 ) 
Ratio . I Agreement 

552481.7 
3.34368 3.168813 



Building GP8 Survey and Sample Data . . 
Endosure 1 - .  

. . 

Building GP 8 Survey Data ColWon Sheet -. 

All measurements dpm/100crn2 

Avg 
SD 

su's Max 
# 
+/- 



Building GP8 Su~gr.and Sample h t a  - .  
E e r e  1 

Number 
Avg 
SD 
Max 
+I- 

Number 
Avg 
-SD 
Max 
+I- 

Number 
Avg 
SD 
Max 
+/- 

Survey Unit 1 
Smearable Fhed 

a - B H~ a 0 
20 20 20 20 20 

0.229 0.9095 1.4965 16.4 1773.95 
0.731 2347 1.1 642051 1.892624 7.2576M 789.302 

2.89 3.75 6.55 31 3803 
0.3204777 0.5102354 0.829479 3.18081 1 345.927 

Survey Unit 2 (Roof excluded) 
16 16 16 16 16 

0.7381 25 0.70375 3.229375 47.75 661.5 
0.87501 02 1.5692073 3.242788 16.61927 43.2389 

2.02 6.01 9.48 80.00 756.00 
0.42,8755 0.76891 16 1.588966 8.1 4344 21 .I87 

Roof 
4 4 4 4 4 
0 2.1825 0.355 174 1117.5 
0 1.7610295 0.71 50.22616 136.444 

0.00 4.30 1.42 244.00 1302.00 
0 1.7258089 0.6958 49.22163 133.715 

Graph Data Alpha 
I Sumy Unit 1 Survey Unit I 

Instrument Data B B b  
Inst SN coo R ~ D S  (-1 (c~m) 

1 L2350 5855 619- 0309 3 166 
2 U360 . 5708 8117R005 0352 2.8 224 
3 L2350 5854 7/20/2005 0376 2.2 136 
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Floor areas 

~ T l O N ~ ~  

Guard Post 8 

Survey Un? 1 (interior) Characterization IA.W. Final Status Survey Plan 
. . #GP-01 : " . . 

vent - 

SURVEY NO. . . 

04-TF-0309 - .  
Rwp No.   one 
O A T  . . 

10111200.4 , . 
TIME: 

Ceilings 

I2350 used for Final Status Survey data points 
I2360 used for miscellaneous item judgmental surveys, and for wipe sample field checks 

Judgmental item scans performed. Integrated counts performed where audible clicks were detected. . . . 
See attached for results. 

LEGEND: # = l lU-em (7)- body 

INSTRUMENTS USED 
I I I 1 

InStntment Seriaf Number Cal.DueI)ate 

L.350143-68 585515864 6/9/2005. 



. - RADIOLOGICAL SURVEY DATA . .  SHEE 
. . 

f Reinovable Contamination. . .'. . 1 I Removable Contamination 

COMMENTS: L2350 scans umduded on fioor main wdk areas. Noadivay detected. Integrated counts not required. 

NOTES: 
1. See MDS0036 10002 for calculations of WB, exhmity and skin dose rates. 
2 To request RO Count Room analysis far m, alpha a tritium, kave h biank Mark column NIA if noQ needed. If count room printout 

of results are M, write "see attached" in cdumn. 
3. Amtatatespedalsampletype(e.g..scdl,water),speciidldenbitiersor~inCanments~noSneeded.markNIA. 
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02 O c t  2004 08: 52 
. . F~LPHWBETA - .I .09 . Paoe w i d .  

P r o t o c o l .  #: 1 ' . P w  H3. #403728 . . 
. . . . User :. 566 

. . 

Time:. 2.00 - . . . . - 
Dat'a Mode: DPM - . .  . N u c l i d e :  SMGLOZ .. . - .  &en= h' Set: . SNGL02 

Background S u b t r a c t :  1st V i a l  

. LL UL LCR 2S% BKG 
0 0.0 6.49- . R e g i o n  CI: 0.5 - 18.6 

R e g i o n  B :  . 2.0 - 18.6 0 0.0 6.16 
12.10 

. . 
. Region C: 40.0 -' 2000 - 0 0.0 

.Quench I n d i c a t o r :  tSIE/AEC 

C o i n c i d e n c e  T i m e ( n s )  : 1 8  
D e l a y  B e f o r e  B u r s t ( n s ) :  Normal 
P r o t o c o l  Data F i l e n a m e :  c : \ d a t a \ p r o . t l . d a t  
C o u n t  Data Filename:'c:\data\SDATAl.DF\T 
- S p e c t r u m  D a t a  D r i v e  &. Path: c . : \ d a t a  

S# TIME 
-1 10.00 
0 2.00 
1 2.00 
2 2.00 
3 2.00 
4 2.00 
5 2.00 
6 2.00 
7 2.00 
8 2.00 
9 2.00 

10 2.00 
11 2.00 
12 2.00 
13 2.00 
1 4  2.00 
1 5  2dOO 
16 2.00 
17 2.00 
18 2.00 
19 2.00 
20 2.00 
21 2.00 
22 2.00 
23 2.00 
24 2.00 
25 2.00 
26 2.00 
27 2.00 
28 2.00 
29 2.00 
30 2.00 
31 2.00 
32 2.00 
33 2.00 
34 2.00 

CPMCI 
6.49- 

759.05 
0.00 
1.00 
1.51 
0.51 
.3.01 
0.00 
0.51 
1.92 
0 ..I6 
0.00 
0.00 
1.01 

- 2.51 
3.11 
2.51 
2.33 
6.51 
3.12 
1.51 
0.00 
2.01 
0.01 
0.00 
0.31 
2.0i 
1.64 
0.65 
0.00 
0.00 

. 0.51. 
0.01 
0.00 
3.01 
0.92 

LUM FLAG 
-11 .B 

0 
0 
0 
0 
0 
5 
0 
0. 
0 
0 

'15 
0 
0 
0 

10 
11 
11 
11 
14 
13 
36 
6 
0 

11 
0 
6 
0 
7 
0 
0 
0 
0 

11 
11 
0 

CPMC 
12.10 
0.00 
0.00 
0 .-00 
0.00 
0.00 
0 .oo 
0.00 , 

0.00 
0.. 00 
0.00 
0.00 
0.00 
0.40 
0.00 

' 0.00. 
0.00 
0.00 
0.00. 
0.00 
0.00 
0.00 
2.40 
o..oo 

. 1.77 
0 .oo 
0.00 
0 -00 
0.40 
0.00 .. 

0.00 
0 -00 
0.00 
'0.00 
0 :oo 

. 1.90' 



02 Oct 2004 08: 54 . - &LPHR/BETR - 1.09 04-P- &do9 Paqe w/6-;fr7& 

Protocol  #: 1 .Pw H3 #403728 User : 5662 

S# TIME CPMA LUH FLAG 1.. tSIE 
. . DPNl . 2siqrna CPNC 

35 2:OO 0.00 . -0. 585.77 '-. 0.00 ' 0.00 0'. 00 
36 2.00 0.51 . 0 '467'. 90 1.13 . 9-.05 0.00 
3 7  2.00 0.00 0 461.09 0.00 0.00 0.00 
38 2.00 1.15 6 379.45 2.93. 10.88. 0.00 

bP . . 
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Building GP-8 Characterization . Survey . Unit 1 (Interior): 
RSDS# 04-TF-0309 RCT: . . 

Y Page of. 4 
G a o ' T 3 ~  

BETA 
BETA 

U1 01 
U1 02 

5855 
5855 

7224 
7224 

5864 
5864 

2 
2 

1 
2 

10/1/04 
10/1104 

13:30 
13:35 

100 
99 

60 
60 

I 
1031 
1020 



- Building GP-8 Characterization Survey Unit I (Interior) 
RSDS 04-TF-0309 RCT: - kc;: 

TYPE 

BETA 
BETA- 
BETA. 
BETA 
BETA 
BETA 
BETA 
BETA 
BETA 
BETA 
BETA 
-BETA 
BETA 
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u NOTES: 
.I. See MD-80036 10002 for calculations of WB, extremity and skin dose rates. 
?_To request RO Count Room analysh for m, alpha or tritium, leave column blank.Mark column N/A if not needed. lf count room printout of 

results are attached, write 'see attached' in column. 
3. Annotate special sample type (e.g.. soil, water), special identifiers or otherwise in Comments. If needed. mark NIA. 



Guard Post - 8 Final Status Survey(exterior walls and roof). 
n .. h 

RSDS#: 94-TF-03% RCT: \)cq nb RCT: xi) . . .  
' . b 





0 . . 

26 O c t  2004 1 5 ~ 2 3  ALPHWEFTA - 1.09 -As--=. I 
Protocpl #: 5 405828 ' . . . User : 2138 

Tine: 2.00 
Data Node: DPH . . . Nuclide: SH6LS02 Quench Set: S H ~ L S O ~  
Background Subtract: 1st Vial . . 

LL ill. LCR 252 BK6 
Region A: 0.5 - 18.6 0 0.0 6.71 
Region B: 2.0 - 18.6 0 0.0 - 6.34 
Region C: -40.0 - 2006 . ' 0 0.0 11.05 

Guench Indicator: tSIElAiC 
Terminator.: k u n t  r3 COLLINS '1201 A6 

incid Timeins]: IB 
Delay Before Burst(ns1: Noraal 
Protocal Data. Filinaee: c:\data\PROT5.DAT 
Count Data Filename: c:\data\SDATAS.DBT 
Spectrue ~ a t a  Drive k P a t h  ,c:\data 

CPM A 
6.71 

699..2 80 
3.29 
0 .:0Ci 
0.00 

- -  0:Cio. 
0.0'0 
2 -29 
4.. 7.9 
0.. 7'9 
.0. 29 
2'. 7 4 

-a. 00.. 
a. 79 
2.29 
0 -66 
3.. 29 
4.19 
0.69 
0.00' 
0.00 
0.00 

CPMB 
- 6.34. 
654.64 

1 ..81 
0 .00 
0.00 
0.00 
0.00 
1.66 
4.66 
0.00 
0.00 
2.6.1 
0.00 

. 1 . .I6 
1.66 
0.36 
3.36 
3.10 
0.37 
0.00 
0.00 
0.00 

CPMC tSIE FLAG 
11.05 552.51 E 
0.00 610.91 
0.00 572.84 
0 .C)O 584.63 
0.00 622.23 
0.45 632.54 
(1. OU 609.89 
0.00 598.22 
0.00 564.09 
0.00 617.57 
0.95 583.24 
0.00 550.52 
0.00 526.22 
0.00 578.95 
0.00 588.45 
1.95-541.37 
0.00 615.41 
0.00 576.29 
0.00 517.02 
1.43 502.13 
0.95 528.19 
0.00 484 .90 



BWXT of Ohio, Inc. 

ANALYTICAL SERVICES REQUEST FOR ANALYSIS 
- . 

DATE SUBMlllED: SqMPLE TYPE: - COLLECTED BY: : '. NUMBER.OF SAMPLES 

ANALYSES REQUESTED (check): 

CharactwizelQprove for Sanitary or Storm Discharge. . 
b lH - 0 ~stirnath of Total Volume for . Approved 

Release 

CHARGE NUMBER ' 

BSS 

Alpha . 6' Air Filter - lsotopk Analysis ' Characterkalion per MD-80036. Operation #1,0015 

1 
MAIL STOP: 

1 ) ;  3-b3 

. . 

0 Iso~op;icAnalysis: P" U Th A m o t h e r -  I : -  a Other 

L'$ ~ A / ~ L Z .  

. 
~b Gblench 6 68 -8264, 

ADDITIONAL INFORMATION: 

- 

1 NOTE: Attach additional information (e.g. RSDS, screening results, allaction data, and gamma spec. resu&) 8 applicable . 

PROJECTIFUNCTION: . 'PRIMARY CONTUTIPHONE NO.: 
- 

ATTACHMENTS (list): ' DATE(S) COLLECTED: 

I ( -  3 -04 
RSDU [d applicable): 

o.f-fi, 0352. 

LAB 
IDENTIFICATION 

0 YO 6 2- si3 

COMMENTS: 

DATE: 

ML-5222 (1-01) 

SAMPLE 
NUMBER 

I 

SAMPLE 
LOCATION 

GP-9 bo F 

RESULTS 



Laboratory ID#: 0406250 o q  -F- 0342 
Projecfffunction: BOSS 
Submitted: Nov 3,2004 
Submitted by: B. Coblentz 
Point of Contact: B. Cobtentz 608-8206 
RSDS#: NIA 
Date: Nov 7,2004 

Lab ID 0406250 

/5$5 /I-- 7-or  
HP # Date ./ 
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LEGEND: 
# = mremlhr (y) whole body A - mrernlhr neutron - swipe number 
#E = mremlhr (P+q+y) extremity on contact 
K = factor of 1000 - air sample number @ or /p - direct contamination 
- . - - - - . = radiological boundary measurement in dpmllOOd 

INSTRUMENTS USED 

r 2 RADIOLOGICAL SURVEY DATA SHEET Page - of - - 
L O C A ~ ( ~ 0 0 M )  . 

Guard Post 8 
E 

MARSSlM Final Status Survey - QC Recounts 

SURMYNO. - 
. 04-TF-0376 

RWP NO. 

NIA 
DATE: 

1 1/9/04 
TIME: 

15:30 

MAP 1 DRAWING 
3 



. . . Guard Post 8 QC Recounts 
. . 

RSDS# 04-TF-0376 RCT: d@ RCT: ' . 

I I I 
5861 
5861 
5861 
5861 

BETA 
BETA 
BETA 
BETA 

GP8 02 
GP8 04 
GP8 08 
GP8 12 

I 
1 1/9/04 
11/9/04 
11/9/04 
11/9/04 

5854 
5854 
5854 
5854 

2 
2 
2 
2. 

7843 
7843 
7843 
7843 

1 
2 
3 
4 

16:09 
16:13 
16:17 
16:20 

101 
97 

115 
260 

60 
60 
60 
60 

I 
960 
922 
1093 
2471 



Appendix H 

Radon Information 

Radon level is not applicable for open air demolitions. 



Appendix I 

Asbestos Information 



From: Christopher Ahlquist 
To: Kramer, Donald 
Date: 1 1/3/2004 2:57:51 PM 
Subject: GP-8 

Don - 

For Guard post 8 asbestos and lead paint concerns, the following is provided for your use: 

Asbestos 

No previous asbestos survey reports or sampling data for Guard Post 8 were available for review. Mr. 
Chris Ahlquist, an Industrial Hygienist with CH2M Hill Mound, performed a walk-through survey of the 
accessible areas of the building during October of 2004 in order to identify any existing or potential 
asbestos hazards. Mr. Ahlquist is an Ohio Department of Health Certified Asbestos Hazard Evaluation 
Specialist as required by State regulations for individuals assessing asbestos-containing materials. One 
material, ceiling tile, was sampled for asbestos and found not to contain asbestos through analysis. Two 
materials, floor tile and asphalt-based roofing, were assumed to be asbestos-containing. 

The floor tiles (approximately 100 square feet) and asphalt roofing (approximately 100 square feet) 
. materials are Nonfriable Category I materials in accordance with the EPA's NESHAP and may remain in 

place during demolition. 

Lead 

No previous lead surveys or sampling data were found for Guard Post 8. Mr. Chris Ahlquist, an Industrial 
Hygienist with CH2M Hill Mound, performed a walk-through survey of the accessible areas of the 
referenced building during October of 2004 in order to identify any existing or potential lead paint hazards. 
The paint coatings present were observed to be largely intact and no potential hazards observed. 
Untested paint should be assumed to contain lead until such time that testing proves otherwise. 

Since the building is scheduled forimminent demolition, painted surfaces will be tested for lead content as 
planned work indicates the need for such testing in order to avoid worker exposure to lead. This 
restriction will be incorporated into work plans for which disturbance of paint is a possibility. 

These determinations were made by Mr. Christopher Ahlquist who is an Ohio Department of Health 
Licensed Lead Risk Assessor. 

Let me know if I can be of further assistance, 

Chris Ahlquist 

CC: Davis, Steve 



Appendix J 

' Lead Information 



From: Christopher Ahlquist 
To: Kramer, Donald ~ .Date: 11/3/2004 2:57:51 PM 
Subject: GP-8 

I Don - 
I 

For Guard post 8 asbestos and lead paint concerns, the following is provided for your use: 

Asbestos 

No previous asbestos survey reports or sampling data for Guard Post 8 were available for review. Mr. 
Chris Ahlquist, an Industrial Hygienist with CH2M Hill Mound, performed a walk-through survey of the 
accessible areas of the building during October of 2004 in order to identify any existing or potential 
asbestos hazards. Mr. Ahlquist is an Ohio Department of Health Certified Asbestos Hazard Evaluation 
Specialist as required by State regulations for individuals assessing asbestoscontaining materials. One 
material, ceiling tile, was sampled for asbestos and found not to contain asbestos through analysis. Two 
materials, floor tile and asphalt-based roofing, were assumed to be asbestos-containing. 

The floor tiles (approximately 100 square feet) and asphalt roofing (approximately 100 square feet) 
. materials are Nonfriable Category I materials in accordance with the EPA's NESHAP and may remain in 

place during demolition. 

Lead 

No previous lead surveys or sampling data were found for Guard Post.8. Mr. Chris Ahlquist, an Industrial 
Hygienist with CH2M Hill Mound, performed a walk-through survey of the accessible areas of the 
referenced building during October of 2004 in order to identify any existing or potential lead paint hazards. 
The paint coatings present were observed to be largely intact and no potential hazards observed. 
Untested paint should be assumed to contain lead until such time that testing proves otherwise. 

Since the building is scheduled for imminent demolition, painted surfaces will be tested for lead content as 
planned work indicates the need for such testing in order to avoid worker exposure to lead. This 
restriction will be incorporated into work plans for which disturbance of paint is a possibility. 

These determinations were made by Mr. Christopher Ahlquist who is an Ohio Department of Health 
Licensed Lead Risk Assessor. 

Let me know if I can be of further assistance, 

Chris Ahlquist 

CC: Davis, Steve 



Appendix K 

Chemical Information 

A list of chemicals known to have been in Guard Post 8 is provided. 



Chemicals and Products Used or Stored in Guard Post 8 

Non-Acid Disinfectant Bathroom Cleaner 
WD-40 
Window Cleaner 



Appendix L 

Soil Sampling, Vicinity 
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Guard Post-8 Detects 

r 
W 

d 
\. 
bJ 

Total Semivolatile 
27N03 27N03 19940829 Hydrocarbons 22254.000 IC' GENERA 0.00 1.50 2680 Soil 

(Blank) 
0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

No criteria checked 
Value is less than criteria checked in file "Final RBGVs Constr Worker-Site Employee-Rev7.xlsW 
Value is greater than 10-6 Risk-Based Guideline Value 
Value is greater than the OU9 Soil Background Value 
Value is greater than the Screening Value (1 0-6 RBGV + background or as agreed) 
Value is greater than the Cleanup Objective (10-5 RBGV + background or as agreed) 
Value is greater than the MCL 
Value is greater than the Guide Value based on the Hazard lndex = 1 
Value is greater than the Hot Spot Criteria (3x10-5 + background or as agreed) 
Value is greater than the Guide Value based on the Hazard lndex = 1 + background 
Value is greater than the Guide Value based on the Hazard lndex = .I + background 

Duplicate entries in the Comment column indicate values for RAD daughters and long lived decay. 

'Units are ion counts (IC). Results are quantitative and only relative to each other. 

Page 1 of 1 
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App L gp8-75ft-09-29-04 nondet.xls 

Guard Post 8 Non-Detects 
I I Collection- I I Measured- ] v a l u e  I ~etection- I ~ h e r n -  I Start- I ~ n d -  I I I I 

Lab and data qualifiers are defined on pages 7 and 8 of this appendidix. 

Page 1 of 1 
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LABORATORY DATA QUALIFIERS (LABQUAL) 

The following qualifiers will be applied to the organic analysis results by the laboratory in accordance with 
CLP SOW direction: 

ORGANICS 

J 

C 

D 
A 

Page 1 of 2 

~ 7 4 4 3  

lndicates compound was analyzed for but not detected. The associated sample quantitation limit 
will be the CRQL, corrected for dilution and for percent moisture. 
lndicates an estimated value. This flag is used under the following circumstances: 1) when 
estimating a concentration for tentatively identified compounds (TICS) assuming a 1:l response, 2) 
when the qualitative data indicated the presence of a compound that meets the volatile, 
semivolatile, and pesticidelAroclor identification criteria, and the result is less-than the CRQL but 
greater than zero. 
lndicates presumptive evidence of a compound. This flag is used only for tentatively identified 
compounds, where identification is based on a mass spectral library search. 
Used for pesticide/Aroclor target analyte when there is greater than 25% difference for detected 
concentrations between the two GC columns. 
Applies to pesticide results where the identification has been confirmed by GCIMS. 
Used when the analyte is found in the associated blank as well as in the sample. This flag must be 
used for a TIC as well as for a positively identified target compound. 
ldentifies compounds whose concentrations exceed the calibration range of the GCIMS instrument 
for that specific analysis. 
ldentifies all compounds identified in an analysis at a secondary dilution factor. 
lndicates that a TIC is a suspected aldolcondensation product. 

U 
E 
M 
N 
S 

+ 

lndicates that the reported value was obtained from a reading that was less than the CRDL but 
greater than or equal to the Instrument Detection Limit (IDL). 
lndicates that the analyte was analyzed for but not detected. 
lndicates the reported value is estimated because of the presence of interferences. 
Duplicate injection precision was not met. 
Spiked sample recovery not within control limits. 
Reported value was determined by the Method of Standard Additions (MSA). 
Postdigestion spike for Furnace AA analysis is out of control limits, while sample absorbency is 
less than 50% of spike absorbency. 
Duplicate analysis not within control limits. 
Correlation coefficient for the MSA is less than 0.995. 



DATA QUALIFIER CODES (DATAQUAL) 

ORGANICS AND INORGANICS 

SUB-QUALIFIER CODES 

ORGANICS 

J 

N 
NJ 

uJ 

The material was analyzed for, but was not detected. The associated numerical value is the 
sample quantitation limit. 
The associated numerical value is an estimated quantity. 
The data are unusable (compound may or may not be present). Resampling and reanalysis is 
necessary for verification. 
Presumptive evidence of the presence of the material. 
Presumptive evidence of the presence of the material at an estimated quantity. 
The material was analyzed for, but was not detected. The sample quantitation limit is an estimated 
quantity. 

D 
B 
C 
H 
K 
L 
S 
I 
N 
P 
+ 
- 

The subqualifiers have been included to clarify any reports you may use. The subqualifiers have been 
captured when it was included in the electronic data submitted by the contractor. Most of the data in 
MElMS does not include them. 

Duplicates 
Qualified due to blank 
Qualified due to calibration 
Holding time exceeded 
Qualified due to surrogate recovery 
Qualified due to Laboratory Control Sample 
Qualified due to matrix spike recovery 
Qualified due to internal standard 
Tentative identification (only for TICS) 
PesticideIPCB results have >25 percent difference on two different columns 
Positive bias (added after subqualifier) 
Negative bias (added after subqualifier) 

D 
B 
C 
H 
L 
S 
I 
+ 
- 

The above data was extracted from the OU9 Site Wide Quality Assurance Project Plan, pages 9-16 and 
Appendix H page 3-1. It was updated from the Methods Compendium. 

Duplicates 
Qualified due to blank 
Qualified due to calibration 
Holding time exceeded 
Qualified due to Laboratory Control Sample 
Qualified due to matrix spike recovery 
Qualified due to interference 
Positive bias (added after subqualifier) 
Negative bias (added after subqualifier) 

Page 2 of 2 
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Examples of final qualification might be J-C, UJ-S(+), UJ-BC(-), etc. 



Comparison for Soil Analytical Results 

Screening Level (RBGV 10-6 + background, or as agreed) 
Arsenic 1.06E+Ol 
Beryllium 2.25E+03 
Cadmium 3.00E+03 
Chromium VI 4.50E+02 
Nickel 1.13E+04 
1 ,2,3,6,7,8-HxCDF 1.99E-04 
1 ,2,3,7,8,9-HxCDD 4.81 E-04 
1,2,3,7,8-PeCDF 3.97E-05 
2,3,4,7,8-PeCDF 3.97E-04 
2,3,7,8-TCDD 1.99E-05 
2,3,7,8-TCDF 1.99E-04 
HpCDD 1.99E-03 
HpCDF 1.99E-03 
HxCDD 1.99E-04 
OCDD 1.99E-02 
OCDF 1.99E-02 
PeCDD 3.97E-05 
2,4,6-Trinitrotoluene 9.94E+01 
RDX 2.71 E+01 
4,4'-DDD 1.66E+01 
4,4'-DDE 1.31 E+01 
4,4'-DDT 2.18E+01 
Aldrin 1.75E-01 
Alpha-BHC 4.73E-01 
Aroclor-1016 1.49E+00 
Aroclor-1221 1.49E+00 
Aroclor-1232 1.49E+00 
Aroclor-1242 1.49E+00 
Aroclor-1248 1.49E+00 
Aroclor-1254 5.95E+01 
Aroclor-1260 1.49E+00 
Beta-BHC 1.66E+00 
Dieldrin 1.86E-01 
Gamma-BHC (Lindane) 2.29E+00 
Heptachlor 6.62E-01 
Heptachlor Epoxide 3.28E-01 
Polychlorinated Biphenyls (PCBs) 1.49E+00 
Toxaphene 2.71E+00 
1,2-Diphenylhydrazine 3.73E+00 
1,4-Dichlorobenzene 1.24E+02 
2,2'-oxybis(1-chloropropane) 4.26E+01 
2,4,6-Trichlorophenol 2.71 E+02 
2,4-Dinitrotoluene 4.38E+00 
2,6-Dinitrotoluene 4.38E+00 

MGlKG 
MGIKG 
MGIKG 
MGIKG 
MGlKG 
MGlKG 
MGlKG 
MGlKG 
MGlKG 
MGIKG 
MGIKG 
MGIKG 
MGlKG 
MGIKG 
MGIKG 
MGIKG 
MGlKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGlKG 
MGIKG 
MGlKG 
MGIKG 
MGIKG 
MGlKG 
MGIKG 
MGIKG 
MGIKG 
MGlKG 
MGIKG 
MGIKG 
MGIKG 
MGlKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGlKG 
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3,3'-Dichlorobenzidine 
3-Nitroaniline 
4-Nitroaniline 
Benzidine 
Benzo(a)anthracene 
Benzo(a)pyrene 
Benzo(b)fluoranthene 
Benzo(k)fluoranthene 
Bis(2-chloroethy1)ether 
Bis(2-ethylhexy1)phthalate 
Carbazole 
Chrysene 
Dibenz(a,h)anthracene 
Hexachlorobenzene 
Hexachlorobutadiene 
Hexachloroethane 
Indeno(l,2,3-cd)pyrene 
lsophorone 
N-Nitroso-di-n-propylamine 
N-Nitrosodimethylamine 
N-Nitrosodiphenylamine 
Pentachlorophenol 
1,1,1,2-Tetrachloroethane 
1,1,2,2-Tetrachloroethane 
1,1,2-Trichloroethane 
1,2,3-Trichloropropane 
1,2-Dibromo-3-Chloropropane 
1,2-Dichloroethane 
1,2-Dichloropropane 
Acrylonitrile 
Benzene 
Benzyl Chloride 
Bromodichloromethane 
Bromoform 
Carbon Tetrachloride 
Chloroform (Trichloromethane) 
Chloromethane 
Dibromochloromethane 
Dichloromethane (Methylene Chloride) 
Ethylene Dibromide (1,2-Dibromoethane) 
Tetrachloroethene 
Trichloroethene 
Vinyl Chloride 
Actinium-227 
Actinium-227+D 
Actinium-227 long lived decay 
Actinium-228 
Americium-241 
~ntimony-124 

MGlKG 
MGIKG 
MGIKG 
MGIKG 
MGlKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGlKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
MGIKG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
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Antimony-1 25 
Antimony-1 25+D 
Barium-1 33 
Barium-1 33m 
Barium-140 
Beryllium-7 
Bismuth-207 
Bismuth-210 
Bismuth-21 Om 
Bismuth-21 1 
Bismuth-212 
Bismuth-214 
Cerium-141 
Cerium-1 44 
Cerium-1 44+D 
Cesium-1 34 
Cesium-? 34m 
Cesium-137 
Cesium-1 37 +D 
Cesium-1 37 long lived decay 
C hromium-51 
Cobalt-57 
Cobalt-58 
Cobalt-58m 
Cobalt60 
Cobalt-GOm 
Curium-244 
Europium-1 52 
Europium-1 52m 
Europium-154 
Europium-155 
Iron-59 
Lanthanum-140 
Lead-2 1 0 
Lead-2 1 O+D 
Lead-21 0 long lived decay 
Lead-2 1 2 
Lead-21 4 
Manganese-54 
Mercury-203 
Neptunium-237 
Neptunium-237+D 
Niobium-95 
Niobium-95m 
Plutonium-238 
Plutonium-2381239 
Plutonium-239 
Plutonium-2391240 
Plutonium-241 

PCllG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCllG 
PCIIG . 

PCllG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCllG 
PCIIG 
PCIIG ' 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCllG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
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Plutonium-242 
Polonium-21 0 
Potassium-40 
Protactinium-231 
Protactinium-231 +D . 

Protactinium-231 long lived decay 
Protactinium-233 
Protactinium-234 
Protactinium-234m 
Radium-223 
Radium-224 
Radium-225 
Radium-226 
Radium-226+D 
Radium-226 long lived decay 
Radium-228 
Radium-228+D 
Radium-228 long lived decay 
Ruthenium-I 03 
Ruthenium-1 06 
Ruthenium-1 06+D 
Scandium46 
Silver-1 08m 
Silver-1O9m 
Sodium-22 
Strontium-85 
Strontium-85m 
Strontium-89 
Strontium-90 
Strontium-9O+D 
Technetium-99 
Thallium-208 
Thorium-227 
Thorium-228 
Thorium-228+D 
Thorium-228 long lived decay 
Thorium-229 
Thorium-229+D 
Thorium-229 long lived decay 
Thorium-230 
Thorium-230+D 
Thorium-230 long lived decay 
Thorium-232 
Thorium-232+D 
Thorium-234 
Tin-1 13 
Tin-1 26 
Tritium 
Uranium232 

PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCllG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
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Uranium-233 
Uranium-233+D 
Uranium-233 long lived decay 
Uranium-2331234 
Uranium-234 
Uranium-234+D 
Uranium-235 
Uranium-235+D 
Uranium-235 long lived decay 
Uranium-2351236 
Uranium-238 
Uranium-238+D 
Uranium-238 long lived decay 
Zinc-65 
Zirconium-95 
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PCllG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
PCllG 
PCIIG 
PCIIG 
PCIIG 
PCIIG 
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Appendix M 

Occurrence Reports 

A search of the occurrence reporting system revealed no occurrence reports for 
Guard Post 8 



Appendix N 

PRS Information 

Recommendation pages are not generated for PRSs that require Further Assessment 
(FA) or that are unbinned. 



MOUND PLANT 
PRS 65/402/403/404 

BUILDING 61 HEAVY EQUIPMENT AREA-SOIL 
CONTAMINATION 

RECOMMENDATION: 
Potential Release Site (PRS) 65 was identified as the Building 61 Heavy 
Equipment Storage Area. PRSs 402,403 and 404 were identified based on soil 
gas results from the OUS Operational Area Non AOC Phase I Investigation. 

Quantitative sampling in 1996 indicated no contamination above Guideline Criteria 
with the exception of benzo(a)pyrene which was detected at a concentration of 
1,300 ugkg in the soil. This concentration, although above the lo4 Risk Based 
Guideline Value of 4 10 ugkg is well below the Risk Based Guideline Value of 
4,100 ug/kg. All radionuclide.samp1ing indicate that radionuclides are all below 
the regulatory guideline criteria. 

Therefore, NO FURTHER ASSESSMENT is recommended. 

CONCURRENCE: 
DOE/MB: N/~/PL 

Arthur W. Kleinrath, Remedial Project Manager (datef 

USEPA: it 21 96 
Timothy J.  isc char, ~qkedial  Project Manager 

/ / 
(date) 

oEPA: -A- a' / / ~ / / 9 1  I 

Brian K. Nickel, Project Manager (date) 

SUMMARY OF COMMENTS AND RESPONSES: 

Comment period from 1 1,/24!@ 
$I No comments were received during the comment period. 

Comment responses can be found on page of this package. 



Appendix 0 

Work Plan 

The drawings listed on the flysheet for Appendix C of the Work Plan are oversized and 
therefore are not included in the Work Plan in this appendix. However, the oversized 
drawings are included in field and record copies of the Work Plan. 

Copies of the oversized drawings are available upon request. 



BDGP8182 Write Bldg. Data Pkg. GP-8 - Davis 12 12 1 0 140CT04A 25NOV04 4.1.7.10.77 i 
BDGP8185 Quality Review 0 0 1  0 29NOV04 25NOV04 4.1.7.10.77 j 

0 0 3  BDGP8190 DOE Review 0 26NOV04 24NOV04 4.1.7.10.77 

BDGP8195 Review and Revise BDPIWP Core 34 34 2 0 25NOV04 28DEC04 4.1.7.10.77 j 

14 14 2 0 14JAN05 27JAN05 4.1.7,10.77 BDGP8770 Review & Revise - Close-out Report 
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WORK PACKAGE / PRELIMINARY HAZARD ANALYSIS 
- Office Master Copy - Field Working Copy - Review Copy - Other Copy 
(Original Approval Signatures) (Original Field Sign -0ffs) Wote: Mark this section in color] 

I1 

11 1. WORK PACKAGE TITLE: Demolition of Guard P a t  8 (GP-8) 
I 

I 
11 2. WORK PACKAGE NUMBER BOSS-40378-00. I REQUESTOR: Greg Balint 1 G. Weidenbach 

Note: 73e Project. Engineer is responsible for completing Sections I through 10. 

I 

3. WORK PACKAGE SCOPE: The purpose of this effort is to use heavy equipment to demolish GP-8. This includes the 
building, slab, utility poles, domestic water hydrant & PIV, fences and gates. Since no radiological work was performed in these 
buildings/shuctures, this is a non-radiological demolition project with no RWP required unless Radiological survey data indicates 
otherwise. Safe shutdown and utility isolation activities will have already been completed prior to demolition. 

II 4. Site Restoration and Demobilization 

- -- 

4. WORK LOCATION: 
Guard Post 8 (GP-8) 

Note: Insert the Work Package phases for the job. A phase is a separately definable portion or  evolution of the project. 
6. SPECIAL MATERIALS AND EQUIPMENT: 

1. WORK PACKAGE PHASES: 

1. Site information 

2. Site Preparation and Mobilization 

3. Building Demolition Sequence of Work 

1. Tracked excavator with shear, grapple, hoe ram, concrete cracker/pulverizer, or bucket attachment. 

2. Rubber tired and tracked front-end loaders 4. Fog Cannon 

A - PHAIJSHA 

B - Pre-Job BriefingdJob Status Log . 

C - DrawingdSketches 

D - Miscellaneous (RWP, USQ, etc.) 

E - Post-Job Conference 

11 3. Transport equipment for debris as required 5. Aerial liftlmanlift 

11 Note: Insert any materials that require long lead procurement or special order. Don't list common items such as PPE. 11 See Appendix D for Work Package Material List 

Rev. 0 I 



DETAILED WORK STEPS: 

7.1 SITE INFORMATION 

7.1.1 ~ u a r d  Post 8 (GP-8) 

Guard Post 8 is a 12 ft X 8 ft, factory assembled, PAR-KUT Model 128R booth that was manufactured in 1983. The 
booth is a single unit of welded 14 & 18 gage galvanized steel construction. The walls contain 2- inches of rigid 
fiberglass insulation and the cavity between the ceiling & roof is most likely insulated with rock wool. The window 
fiames were fabricated using anodized aluminum and the glass has safety glazing. Two metal doors provide access to 
the booth. It contains an enclosure with a toilet and sink. The post has a tab at each comer which is used to anchor it to 
it's foundation. The Post's reinforced concrete perimeter foundation wall is 6-inches thick, 28 inches tall and 12' 4" X 
8' 4" along it's sides. The wall is reinforced with #4 rebar on 12-inch centers vertically and horizontally. The vertical 
rebar extends up into the wall from a 2-foot wide X I-foot tall continuous concrete footer reinforced with one layer of 
#4 rebar on 12-inch centers transversely and Pinch centers longitudinally. A 6-inch thick slab on grade reinforced 
with 4" X4", W4 X W4 WWF was poured level with the top of the foundation walls. The interior of the foundation 
wall and the underside of the slab are insulated with loose or batt insulation. An isolation joint runs around the 
perimeter of the slab. The guard post's foundation is within and on the west end of a 15-foot X 54-foot X 6-inch thick 
slab on grade. 

The concrete equipment pads for the card reader and gate arm pedestal in the exit lane are identical. They consist of a 
3-feet deep, 24-inch diameter pillar with a 20-inch X 20-inch square top that is 4-inches thick, each constructed using a 
monolithic pour. The entrance lane island was originally a 30-foot X 3-foot X 6-inch concrete slab on grade with 
rounded ends. Three to four feet of the west end was cut off on the diagonal for a cross walk. 

7.1.2 ADDITlONAL INFORMATION 

Potential Release Sites 

There are no potential release sites associated with GP-8. 

Material Disposition 

Based on a review of the work to be performed, the Waste Generator and Waste Coordinator determine types (sanitary, 
hazardous, LLW, LLMW, TRU) and estimated amounts of waste prior to generation. An evaluation of the physical, 
radiological and chemical properties is made to determine a disposal path for each type of waste. The proposed 
disposal facility, waste profile, and knowledge of the waste generating process will determine the characterization 
methodology required for each waste type. 

Process knowledge will generally be sufficient to characterize sanitary and hazardous waste for disposal. Sampling and 
analysis for radiological characterization of radioactive waste will be determined based on process knowledge of the 
source of the waste. Analytical methods employed include surface contamination measurements, air concentration 
measurements and calorimetry (tritium), alpha spectroscopy and gamma spectroscopy. All characterization 
determinations are documented and peer reviewed prior to waste shipment. Material Safety Data Sheets (MSDS) are 
used to supplement process knowledge of chemical properties of the waste. Where process knowledge is not sufficient 
to provide a RCRA determination, analysis of waste will be accomplished through the Toxicity Characteristic 
Leaching Procedure (TCLP) performed by.an offsite laboratory. 

Procedures controlling waste characterization are contained in Mound Technical Manuals MD-10167, Radioact~ve 
Waste Procedures, Operations 420: Waste Stream Characterization and 428: Waste Radionuclide Identification and 
Quant~jication, and MD-70523, Management of Hazardous Waste, Trash, and Recyclable Materials, Operation 001 : 
Waste Verification Sampling and Analysis. Additional direction is contained in these manuals in operations specific to 
the waste type and container being used. 

7.2 NATIONAL HlSTORIC PRESERVATION ACT (NHPA) 

The Guard Post 8 (GP-8) is not listed as a historic structure with the Ohio of Historic Preservation Office (OHPO). No 
mitigative documentation package is required. 

IMPORTANT: However, if any items or artifacts are discovered as this project progresses, the Cultural Resource 
Representative will be notified at extension 3691. If necessary, work will be suspended until which time the items or 
artifacts have been recovered. 
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7.3 SITE PREPARATION & MOBILIZATION 

NOTE: Review the following Lessons Learned prior to starting work. The full Lessons Learned may be found in the 
Appendix E. 

. Water Line Break . Catastrophic Failure of 15,000 Pound Demolition Shear . Live Electrical Cable Damaged While Excavating 384 Bunker Tanks. 

7.3.1 Site Access Control 

NOTE: Traffic must be rerouted, please fill out the Road Closure Checklist in Appendix C and contact Site 
Supervisor (Jeff Lentz at  865-4047 or 608-8293), Building Manager (Gary Weidenbacb a t  608-8207) and Site 
Announcement Coordinator (Marsha McDougal a t  865-3028 or  Wanda Webb a t  865-3416) in advance. 

7.3.1.1 GP-8 is a primary plant entrance with Mound road to the east as the access point. It is extremely important to 
coordinate demolition, see note above concerning the Road Closure Checklist. Consideration will be given to 
performing this demolition activity on off-normal hours to prevent disruption to the normal plant traffic 
pattern. 

7.3.1.2 Access to the work zone boundary will be controlled using fencing and/or with barricade tape as directed by 
the Project Foreman. Ensure emergency egress is ma~ntained. Proper signage will be placed at all access 
points to the work zone. 

NOTE: The work zone is not to be entered by anyone not directly involved with the demolition unless they have 
contacted the Boss Project Manager, Demolition Manager or Project Foreman in advance. 

7.3.2 SedimenttStorm Water Control 

7.3.2.1 Cover field grates with coverslsheeting for silt protection (See maps & photographs in Appendix C) and 
install sedimentlstorm water control barriers, straw bales & silt fences around the construction area, as 
needed. Protect storm sewer and utility access manholes with steel plates, as needed. Coordinate and 
evaluate effectiveness of controls periodically throughout demolition activities with Environmental 
Compliance PoC. 

7.3.2.2 Ensure spill kit is available in the area and adequate to prevent contaminants from entering storm drains. 

7.3.3 Clear Area and MarWrotect Utilities. 

7.3.3.1 The area around the building will be cleared of obstacles and unnecessary equipment as appropriate. 
Coordinate with site Safety & Health and Environmental Compliance. 

7.3.3.2 Mark (with visible stakes) and/or construct barriers to protect utility equipment, as needed (See Vistamaps 
and photographs in Appendix C): 

. Site boundary fence . Manholes & storm sewers . Gate arm pedestals 

7.3.4 Temporary Utilities 

The only temporary utility that may be required is water. If domestic water is utilized, ensure backtlow prevention is 
present. Coordinate with site Safety and Health and Environmental Compliance PoCs. Water will be used to control 
dust emissions. Coordinate with Utilities GrouplCltilities Package for services needed. ' 

7.3.5 Temporary Facilities 

This project will use the existing BOSS project trailer complex located in the existing Mound "C" parking lot. 

J 



7.3.6 Temporary Communications 

Temporary communications such as cell phones or radios are required at the job site in order to receive plant 
announcements and emergency notifications. NOTE: The plant paging system has been deactivated. 

7.3.7 Staging Areas 

The project site is of sufficient size to be used as a staging area for materials neededlgenerated. 

7.4 PRELIMINARY ACTIVITIES AND VERIFICATIONS 

7.4.1 Verify all Building Safe Shutdown Activities have been completed per work package BOSS-40375 

Verified by date: 
Bill Wahler or designee/email ' 

7.4.2 Verify all Building Mechanical and Electrical Utility Isolation Activities have been completed per work packages 
nS-40380 and FTS-40379, respectively. 

Verified by: date: 
Allen Upshaw or designeelemail 

7.4.3 Verify the Radiological Final Status Survey Report complete, by contacting Bob Coblentz @ 608-8206. Ascertain if 
any area in the building constitutes a Radiological Hazard. If any area constitutes a Radiological Hazard, coordinate 
with Radiological Controls for RWP/PPE/work controls and determine if separate Radiological Demolition Package 
is required. If there is not any Radiological Hazard, continue with this work package. 

HOLD POINT: Radiological Final Status Survey Report complete verification: Radiological Hazard exists 0 Yes 0 No 

verified by: date 
Rad PoC or email 

verified by: date 
Mike Stromberg or designeelemail 

NOTE: Brief the applicable general hazards and controls listed in Appendix B during the daily Pre-Job Briefing. 

7.4.4 The Pre-Job Briefing Record must be completed and signed. 

Verified by: date: 
Mike Stromberg or designeelemail 

7.4.5 The Job Specific Hazards Analysis (JSHA) must be reviewed. 

Verified by: date: 
Mike Stromberg or designeelemail 

7.4.6 Notify Gary Weidenbach, Bldg. Mgr., (608-8207) of demolition schedule, potential MIC pattern delays, and 
building access/egress coordination. , 

Verified by: date: 
Mike Stromberg or designeelemail 

Rev. 0 
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7.3 m I N G  DEMOLITION ~ c E  m K  

7.5.1 Structural Demolition 

Notification of Demolition and Renovation form must be filed with the Regional Air Pollution Control Agency 
(RAPCA) at least 10 business days before planned building demolition. 

HOLD POINT: RAPCA Notification verification. 

Environmental Compliance PoC Date to Proceed with Demo 

HOLD POINT: Regulatory requirements met. 

Verified by: Date and Time 
Robert Ransbonom or designee 

HOLD POINT: 'COLD & DARK' Review Team Walk-down Completed &Project Manager Authorizes Work to Start: 

Project Manager: Date and Time: 

Review Team: Program Manager, Construction Managerfforeman, and Project Engineer. at minimum. 

All workers have Stop Work Authority. Situations where stop work authority is to be exercised are: 
To stop unsafe work. 
To stop unauthorized work, i.e., work outside the scope of this work package. 

NOTE: All field changes to the work package must be documented in the Job Status Log. 

NOTE: The progression of the building demolition and selection/sizing of demolition equipment will ultimately be 
determined in the field. However, when a decision is made in the field to deviate from the work plan, the deviation 
will be discussed with and approved by the Job  Supervisor and the Job Status Log will be filled out to document 
the change. Changes will be evaluated for any increased collapse potential. 

NOTE: Ensure all workers are trained and qualified. 

NOTE: If any material is encountered that is suspected of being Asbestos Containing Material, STOP work immediately 
and contact IH or the Project Safety PoC to determine the proper course of action. 

NOTE: Request RCTs perform a thorough evaluation of all excess materials prior to beginning cleanup or disposal. 

Rev. 0 
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I CAU-: Ensure sp~ll  kit is available to prevent contaminants from enterlng storm drains. 

CAUTION: Utilize misting & fogging during demolition & road wetting during waste hauling for dust control. The goal is 
no visible dust emissions. Periodically evaluate control methods to determine their effectiveness. . . . . . . . . 111 ~~SYKIII 
WARNING: Contact with overhead power lines with heavy-duty equipment. If any part of heavy-duty equipment has the 
potential to come within 10' of street lighting circuit, perform LOT0 to de-energize electrical power source. This circuit 
must be re-energized each evening when demolition is complete for that day. 

WARNING: A Hot Work Permit will be required if a torch is used for cutting. Coordinate with the Project Safety PoC 
for PPEIwork controls before torch cutting due to possible toxichazardous fumes (i.e., lead paint/galvanizedstainless 
steel). Obtain and follow Hot Work permit per MD-10286 02 .  

NOTE: The following steps may be worked in parallel and in any order as directed by the Project Foreman. 

7.5.1 .I  Using heavy equipment remove site boundary fence adjacent to the guard post, gates, gate arm pedestals & card 
readers as required for demolition of the guard post. 

7.5.1.2 Using heavy equipment, demolish and remove GP-8. 

7.5.1.3 Abandoned Utility Pole Removal 

7.5.1.3.1 Contact Allen Upshaw 865-4894 or Nextel 673-2874 to verify all conductors on the abandoned utility 
poles to be removed have been de-energized, disconnectedair-gapped andor removed. 

7.5.1.3.2 Obtain Excavation Permit per Op 0 5  MD-10286 and follow its requirements. 

7.5.1.3.3 Using heavy equipment, remove the abandoned utility poles. 

7.5.1.4 Using heavy equipment, demolish and remove remaining above ground structures as needed. 

7.5.2 Slab and Foundation Demolition 

NOTE: All field changes to the work package must be documented in the Job Status Log 

NOTE: The progression of the slab and foundation demolition and selection/sizing of demolition equipment will 
ultimately be determined in the field. However, when a decision is made in the field to deviate from the work plan, 
the deviation will be discussed with and approved by the Job Supervisor and the Job Status Log will be filled out 
to document the change. Changes will be evaluated for any increased collapse potential. 

NOTE: During the concrete and asphalt demolition, use heavy equipment to assist radiological control personnel to 
perform radiological screening of ground contact concrete surfaces. Based on radiological screening results, transport to 
designated disposal area as directed by Waste Management PoC. 

NOTE: Slabs and foundations will be removed to a minimum of 3-feet below estimated final grade after site 
restoration. 

7.5.2.1 Obtain Excavation Permit per Op 0 5  MD-10286 and follow its requirements. 



c A U ~ :  Exercise caution when demolishing and removing slab and foundatiodfooters to not damage underground 
utilities. Be alert to and reference Underground Utilities Vista Maps in Appendix C for the following utility system lines 
running near the foundatiodslab. 

CAUTION: Utilize misting & fogging during demolition & road wetting during waste hauling for dust control. The Goal is 
no visible dust emissions. . . . . . . . . Ill !!-!!!l!?Jl I 
WARNING: Contact overhead power lines with heavy-duty equipment. If any part of heavy-duty equipment has the 
potential to come within 10' of street lighting circuit, perform LOT0 to deenergize electrical power source. This circuit 
must be re-energized each evening when demolition is complete for that day. 

WARNING: A Hot Work Permit will be required if a torch is used for cutting. Coordinate with the Project Safety PoC 
for PPEIwork controls before torch cutting due to possible toxic/hazardous fumes (i.e., lead paint/galvanized/stainless 
steel). Obtain and follow Hot Work permit per MD-10286 02.  

NOTE: The following steps may be worked in parallel and in any order as directed by the Project Foreman. 

7.5.2.2 Torch cut the rebar if required (Hot Work Permit is required) to support demolition and downsizing. 

7.5.2.3 Using heavy equipment, demolish and remove Guard Post Slab & foundation, concrete island and equipment 
pads. 

7.6 SITE RESTORATION 

7.6.1 Fill, compact and patch roadway. 

7.6.1.1 Compact subgrade. 

7.6.1.2 Fill and level as needed. 

7.7 DEMOBILIZATION 

7.7.1 Remove any temporary protection/structures used to protect utility equipment, SanitaryIStorm Sewer grates and 
manholes, and utility access manholes. 

7.7.2 Remove silt protection covers from field grates and any remaining sediment/storm water control fences, straw bales 
and sand bags, unless it is beneficial to keep silt/sediment control devices in-place for hrther demolitiodremediation 
work. 

7.7.3 Remove sediment and debris that has collected at the storm sewer gratings and along roadways and curbing. 

7.7.4 Demobilize Conshuction Equipment. 

7.7.4.1 Remove dust control water distribution system, temporary power (if used), temporary fencing and any traffic 
control. Scan equipment for radiological contamination prior to leaving area, as required, dependent upon in- 
process Radiological surveys. 

Note: Insert the activities to be performed during the job. Describe the specific methods o~accomplishing these activities and 
appropriate level of detail based on the complexity, hazard, and skill of the craft. Activities listed must be grouped under the Work 
Package phases listed in item 5. 
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8.COMMENTS: EMERGENCY PREPARJDNESS I 
Site Notification Procedures 

Usc 8-911 or AAA911 (Nextel) f a  all services ode. This h the first nspomc for any anagcncy, spill, or r t l ~ .  If wing a cell 
phonc, dial 865440. Thia rumrber will nng mto the plant 91 1 syrrtcm Any injmy, no matta how minor, shall bc rcporttd immediately to the 
Medical (8-865 3414 or AA Mcdical on Nextcl) for cvalnation and treatment Thc injured employee shall repod any injury to the 
8upavisor in cbargc or designee. 
Employeecl will be notified of emergency or abwrmal conditions by the project two-way radios. Additionally, unique sheltering and evacuation 
signals arc available should sibwide protective actions be noxmry. 

Evacuation RoatelAssembly h a s  
Assembly a n a  is east of Buildings 61 in the parking lot Scc map in Appendix C. 

Take Sheher Area (Be awarc of ttrrcatcning weather and take shelter when l i f ~ ~  s t a r m  arc inrmincnt). 
Thc take shelter area is Building 61. Scc map in Appcnda C. I 

Note: Comments. to idenhjj a c t i v i t i e ~ r d s  that are common to multiple phases of the project (eromple: Wear leather gloves 
when handling cut pipe). Idenlifeation ofthese items will facilitate the addressing the items once in the pre-job briefing? 

9. REVIEW SIGNATURES: 

Date:p9Id9;6 r/ Phon&.d;rsf 

~ a t e : b  f 1 1 3  I &@ phone ~ 0 8 -  3~~~ 

Date:Of 113 I d e h o n e  gBJ1-gi~ 2 

Date: 4 1 D 6 4 k ' h o n e b ~  

Industrial Safety & H d3 //& phone&$-&@ 

Date: $ I 7 1 0  '? Phone d 73 947 8 

Date: 4 v.3 4 phone 

Date: 09 10 9 Id/ Phone 67.3- 831/ 
Date: ~ l d ~ l  04. Phone 668.6 26 7 
Date: I I Phone 

Date: I I Phone 

Note: Pmject Manager has the authoriry to N/A signatures ifreview is not applicable. 

lo. USQ SCREEN 1 DETERMINATION REQUIRED? DYES X NO 

Brief Explanation: GP-8 is not a Nuclear or Radiological Facilitv. GP-8's demolition will not irn~act anv nuclear or radiological 
Facility. 

USQ Trained Person:  at;: o?l~s/ @ y ~ h o n e :  6bg a 8 ~ 7  
/ 

Date: 9 e/ o )'phone:&:,&, 7 
I( 12. WORK PACKAGE CLOSURE: 

- I 
Date: I I Phone: I 

Project Manager: Date: I I Phone: 

RETURN PHA TO IS&H AT JOB COMPLETION. 

I 
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APPROVAL CONTINUATION SHEET 
Reviews: 
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. APPENDIX A 

Preliminary Hazard Analysis (PHA)For Work Package Activities 
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. 

' 

SECTION A, INDUSTWAL SAFETY - TO BE COMPLETED BY THE INDUSTRIAL SAFETY AND HEALTH REPRESENTATIVE 
ldenrifu engineering/odminisrrative conrrols or PPE as required. keyed to the following chccklisr irem. Imen any required &or other special ocriom ro be token k c w e  of rhe 
p a n i ~ l a r  h r d  (ie. lead compliance p l m ,  conyhd space p l m ,  heoring comervmion pmgmmr, erc.), including ony notariomfirflrure Hazard Amlyses. Addit io~lb,  iden113 
mry activities which DOEprescribed O c r u p t i o ~ l  
other competenr person. (Use Section F if additional 

Item 

Acccrc/Blochoge: 

Blockage of exits or means of egress 

Blockagerlobstructions (Identify) 

Coniiied space entry (permit) 

Emergency alarms or evacuation plans required 

ObsUuction of fire protection equipment (pull 
boxes, hydrants. fire department connections, 
mnml  panels, fue extinguishers, etc.) 

Tr&c conuouflagman 
R ~ ~ n n b I ~ l o s i v e :  

Burning, welding, hot-work (Fie Watch) 
(permit) 

Chemical compatibility of corrosiverl[lammables 

Explosivdflammable atmosphere 

Explosives 

Fire protection systemlequipment outage 

Fire Hazards AnalysislFire Engineer Approval 

Flammable liquids~gascs 

Powder-actuated tools (permit) 

Special Fue Protection Equipment Required 

ChmicnLr: 

Chemical process safety 

Compressed gas cylinders 

Emergency cyewashlshower available 

EIevotdAerioI Work: 

Crane operations, overhead or mobile 

Critical Lifts (heavy or high value loads) 

Elevated worklfall protection 
Forklifts, aerial lifts a matcrial handling 
equipment 

Hoisting and rigging 

Overhead utilities (Identify) 

pmtecrive measures be designed inspected, or oppmved by apro/ssioonol engineer or 

Comments, Controls, Methods of Compliance 

[EGRESS] Install conmuction protection such that emergency egress is provided. 

Install conshuction protection such that emergency egress is provided. 

[CONFINE] 
[EMERG Temporary communications such as cell phones or radios arc required at the 
job site in order to receive plant announcements and emergency notifications. NOTE. 
The plant paging system has been deactivated. 

ITRAmCl 

[BURN] Obtain and follow Hot Work Permit. Paint may contain lead, do not torch cut 
painted surfaces without verification by the Project Safety PoC. 

[FIRFIEFIRE] 

[ W A D J A ]  Combustable removal & FHA walkdown will be done rh$ng Safe ' 
Shutdown. 

[FLAW Flammable gas associated with torch cutting. Obtain and follow hot work 
permit. 

lFIREQU] 

Use of cutting torch during demolition. Obtain and follow Hot Work Permit. All 
compress gas cylinders will be stored, uansponed and used per Op HI MD-10286. 

[EWASH] 

IcLIFT] 

IELEV] 

Utilize fall protection, as necessary, per Op M8 of MD 10286. 
[HOISV 

WITL] See Vista Map in Appendix C. 

.%jeer). and Heolrh 
space is 

Exist 

Yes 

Yes 

NIA 

Yes 

NIA 

Yes 

Yes 

NIA 

NIA 

NIA 

NIA 

Yes 

Yes 

NIA 

NIA 

NIA 

Y es 

NIA 

NIA 

NIA 

NIA 

Yes 

No 

Yes 

srandordr. r h  repire 
needed.) 

Work Package 
Phase 

2.3.4 

2,3,4 

NIA 

2,3,4 . 

NIA 

2,3,4 

2.3 

NIA 

NIA 

NIA 

NIA 

2,3,4 

2.3 

NIA 

NIA 

NIA 

2,3,4 

NIA 

NIA 

NIA 

NIA 

2.3-4 

NIA 

2.3.4 



APPENDIX A 

Preliminary Hazard Analysis (PHA)For Work Package Activities (Continued) 
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SECTION A, INDUSTRIAL SAFETY - TO BE C O M P L m D  BY THE SAFETY AND HEALTH REPRESENTATIVE 
Identify engineeri~adminirfrafive contmls o r  PPE m required. keyed to the following checklirt items. l m e n  ony required o d o r  other special m i o m  to k faken becouse of thr 

programs, ere.), Including ony notarions for future Job Safety and Health Analysis(JSHA). 
standardr t h  require pmrective measures be designed, ihrpected, o r  approved by a 

Comments, Control% Methods of Compliance 

[LOTO/lSO] 

Elechical isolation of facility is accomplished during Utilities Isolation activities. 
Street light circuit to be L o n 0  as needed. 

Mechanical isolation of facility is accomplished during Utilities Isolation activities. 

[lLOCK] 

[OUTAGE] Notifications via radios or Nextel Phones. 

To  be disconnected during Utilities Isolation. 

[FIREWAL] 

[PEN~TR] 

[STRUCT] 

[ADJACBMAPP/SlGNS/NOTlF] 

[FACIL] 

Temporary water hookups as needed. 

[WATER] 

[MLITE] 

As needed (no additional hazards identified) 

[ERGO] 

[SCAFF) 

[LIVEL] Electrical Isolation of facility is accomplished during Utilities lsolation 
activities. LOITO overhead and undaground utilities as needed 

hemmrng conservation 
w e t y  and Health 

additional space is needed.) 

Work Package 
Phase 

2.3 

2.3 

NIA 

NIA 

NIA 

2,3,4 

NIA 

2,3 

NIA 

NIA 

NIA 

NIA 

NIA 

NIA 

NIA 

23.4 

NIA 

NIA 

NIA 
2.3.4 

NIA 

NIA 

NIA 

NIA 

2.3.4 

p n i c u l m  hraord fi e. lead c o m p l i m  p l m ,  confined space p l m .  
Additionally, identify any admties  which DOE prescribed 
p m ~ s s i o n a l  engineer o r  other competentperson. (Use 

Item 

Lmhouulagout, outages, direonnccfs (permit) 
Elecaical 

Mechanical (steam, hydraulic, 
pneumatic, gravity) 
Intnlocks 

Chemical 

a Radiological 

Outages of the plant public announcement (PA) 
system or the emergency notification system 

Building Systems Alarms - Ensure systems are not 
functional by contacting: 

F i e  Deparbnent 
Security 
Facilities Senices. 

Alarm DisabldDisconnect 
Srructurc Relufed: 

Modification to Fi WaWDoor 

Penemtions into walls, floors, elc. (permit) 

Plastic sheeting or wood fr&inghclonrres 

SbUctural Modification 

Work impacting adjacent normally occupied 
areas 

Tunpormy R e q u i r c m ~ ~ t c  

Temporary heating facilities 

Temporarylportable buildings or structures 

Temporary senice hook-ups (Identify) 

Public utilities (Identify) 

Lightin~~llumination/adequacy 

Mircellaneous: 
Machine guards 

Off-shift work 

Repetitive work 
Other (Specify) 

Work in attics, ceilings, chases, or crawlspaces 

Work Requiring Scaffolding (inspection 
required) 
Electrical: 

Wecaical hazards 

O c ~ p t i o n o l  
Section F if 

Exist 

Yes 

Yes 

NIA 

NIA 

NIA 

Yes 

NIA 

Yes 

NIA 

NIA 

NIA 

NIA 

NIA 

NIA 

NIA 

Yes 

NIA 

NIA 

NIA 
Yes 

NIA 

NIA 

NIA 

NIA 

Yes 
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Preliminary Hazard Analysis (PHA)For Work Package Activities (Continued) 

Rev. 0 
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- .  
SECTION A, INDUSllUAL SAFETY - TO BE COMPLETED BY THE SAFETY AND HEALTH REPRESENTATIVE 
Identt$ engineeri"8/odminisrrorive contmls o r  PPE ar required. keyed to the follo~ving checklist item. Imen  my required o d o r  other spcciol octiom ro be token b e m e  of the 
pmiculor h a r d  fie. lead complime plum, confined spme plum hearing conrervorionpmgmms, etc.). Including my noronom forfuture Job Sqfety und Heolth Anolytit(JSHA). 
Additiomlly, ideNily rmy acriviries which DOEprescribed O c c u p r i o ~ l  w e t y  and Heolth srundordr rhot require pmtective m e m r e s  be designed, imperred o r  oppmwd by a 
professional engineer o r  other competent person. (Use Section F if additional space is needed.) 

SECTION B, INDUSTRIAL HYGIENE - TO BE COMPLETED BY MDUSTRlAL HYGIENE REPRESENTATIVE 
Idenrrfy engineering/odminisrrorive conrmls or  PPE us required. keyed to the follo~ring checklist items. Inrert any required andor  other specid ocriom to be token becuuse of the 
prr iculor  hazard (i.e. lead c o m p l i m e p l m ,  confined spuceplam, hearing comervorionpmgram, err.). Including ony norotiom/orfurure Job w e t y  and Heolth Amlysis (JSHA) . . 
Addirionolly, identrfy rmy activities which DOEprescribed O c c ~ ~ p u ~ i o m l  w e t y  ond Heolrh stundords that require protective meusures be designed inrpecred, o r  approved by o 
pmfessionul engineer o r  other compefentperson. 

Item 

Asbccfos/l7bus: 
Asbestos 

Removal of ceiling tiles* 
Imulation~man-made mineral fibers 
( 0  MSDS available). 

Hnrmdous MmeriuLr: 

Beryllium 

Cadmium 

Chlorofluonarbon (CFC) 

Coal, tar or asphalt produce 

Lead 

Mncury 

Polychlorinated biphenyls (PCBs) 

Carcinogens ( 0  MSDS available). 
ChonirnYCorrosiva: 

ChcmicaWsolvents (0 MSDS available)' 
Conosives/acids/caustics ( 0  MSDS available). 

Item 

Gmunding of electrical equipment 

SowExcavmion: 

Underground utilities (Identify) 

TrenchingPjho~g (permit) . 
Hazards due to condition of facility or terrain 
(Identify 

Hazards due to condition of facility or terrain 
(Identify) Slips, Trips and falls over curbs, 
uneven surfaces. 
Any soil distuhance 

Work Package 
Phase 

NIA 

2.3.4 

2.3.4 

NIA 

2.3.4 

2.3.4 

Exist 

NIA 

Yes 

Yes 

NIA 

Yes 

Yes 

*NOIT? Requires a description of the ma tmds  involved which present a hazard. Identify the physical location of thc MSDS. 

(Use Section F 

Exist 

NIA 

NIA 
Yes , 

NIA 

NIA 

NIA 

NIA 

Ycs 

NIA 

NIA 

NIA 

NIA 
NIA 

Comments, Controls, hlethods of Compliance 

[UITL] Isolation of utilities is accomplished during Utilities Isolation activities. 

[DIG] Excavation Permit Required. 

Use caution when traversing area. Wear Level D PPE to minimize injuries. 

[DIG] (Note: Check for URMAs) Excavation Permit Required. 

if additional space 

Work 
P a c b g e  

Phase 

NIA 

NIA 
2,3 

NIA 

NIA - 

NIA 

NIA . 

2,3 

NIA 

NIA 

NIA 

NIA 
NIA 

is needed.) 

Comments, Controls, Methods of Compliance 

[ASBEST] 

Fiberglass and rock w w l  insulation. Contact the Project Safay PoC for work conuols and PPE 
requirements for manually working with the insulation as needed 

[CFCl 

Coordinate with the Project Safety PoC for PPE and work conuols before torch cutting due to 
possible Hazardous fumes (i.e. lead paintlgalvanizedls(~inlcss steel). Contact Waste 
Management for disposal guidance. 

To be removed during safe shutdown. 

To be removed during safe shutdown. 

[CARC] 

[CHEMIMSDS] 



APPENDIX A 

Preliminary Hazard Analysis (PHA)For Work Package Activities (Continued) 

FOR Work Packages 
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S E C n O N  B, INDUSIRIAL HYGIENE -TO BE COMPLETED BY INDUSTRIAL HYGIENE REPRESENTATIVE 
Identify engineennk/adminirrrarive connolc or PPE as required, keyed to rhrfollowing checNur irenu. Insert any required d o r  orher special acrions to be taken because of the 
ponicular hazard (i.e. lead compliance plans, confiMdspce plans, hearing comewarion program ere.). Including any notatioiu for future Job W e r y  and Healrh An03.i.s (JSHA) . 
Addirio~I3.. idenr~fi q acriviries which DOEpmcribed O c ~ p t i o n o l  Sofey and Health srrmdords rho1 require pmreclive measures be designed, inrpecred or approved by a 
profession01 engineer or other competenrpersan. 

Item 

Vcntilmbn/Ab: 

Abrasive blast (0 hlSDS available). 

Coatinglpainting (0 MSDS available)' 

Dusty operations 

Foam in Place Operations 

Sprayingtgeneration of mists* 

Ventilation or Air Monitoring requirements 
Mircrllaneous: 

High Pressure systems 

Lasers 

Noise in excess of 85 dBA 

Blood-borne pathogens* 

Temperature extremes (heat or cold stress) 

Welding brazing or thermal cutting operations 
(permit) 

Hazardous Waste Operations (HAZWOPER)' 

Other (specify) 

'NOTE: Requires a desniption of the materials involved which present a hazard. Identify the physical location of the MSDS. 

(Ux Section F 

Exut 

NIA 

NIA 

Yes 

NIA 

Yes 

Yes 

NIA 

NIA 

Yes 

NIA 

Yes 

Yes 

NIA 

NIA 

if additional space 

Work 
PacLnge 

Phase 

NIA 

NIA 

2.3.4 

NIA 

23.4 

~ 3 . 4  

NIA 

NIA 

&3,4 

NIA 

2,3,4 

2.3 

NIA 

NIA 

is needed.) 

Comments, Controls, Methods of Compliance 

[POWDER] Potential dust generation controlled via water misting during demolition and road 
wetting during waste hauling paOPA 980014. 

Potential dust generation controlled via water misting during demolition and road wetting during 
waste h a d i g  per OPA 980014. 
[VENTILIIH] Aii monitoring for potential silica during demolition activities will be performed 
as needed for site annual assessment. 

IHlPRESl 

POISE] Coordinate with the Project Safety PoC on a case-by-case basis for hearing protection 
rqulrements. 

[CRYROICOLDHEAT] Discuss in Re-jnhldaily briefings and monitor work. 

[BURN] Hot Work Permit Required. Paint may contain lead. Do not torch cut painted surfaces 
without verification from the Project Safety PoC. All compressed gas cylinders will be stored, 
bansported and used in accordance with Op HI MD-10286. 



APPENDIX A 

Preliminary Hazard Analysis (PHA)For Work Package Activities (Continued) 

FOR Work Packages 

S E m O N  C, RADIOLOGICAL PROTECIlON - TO BE COMPLETED BY RADIOLOGICAL CONTROLS REPRESENTATIVE 
Identifi engineerin~ndminis~rafive canrmls or  PPE ac required keyd lo rhefolloiving checUur irenu. Inren any requiredo+ orher special ortiom ro be taken bemute of rhc 
parn'cular harord (i.e. RIW, P. P l w  err.). Addirionolly, identify any acrivities which DOEprescribed O c c u p i o ~ l  Sofety and  Henlrh srandardr rhot requirepmrecrive m e m u m  
be designrd, inspected, o r  approved by npmfesinnol e ~ h e e r  o r  other COmpereN person. (Ux Section F if additional space is needed.) 

Item 

Locotian: Controlled Areas (Specify) 

~ther (specify) 

Exist 

NIA 

Acriviries: DigginglSoil Removal (pennit) 

URMA 

Decontamination I N l A  I MIA I 

NIA 

Welding, burning. grinding, hammering, 
chipping, or scraping of contaminated 
materials 

Work Package . 
Phase 

NIA 

NIA 

Yes 

NIA 

Comments, Controls, hlethods of Compliance 

NIA 

Other (Specify). 

Sources: X-Ray equipment, sealed, or unsealed sources 

3.4 

NIA 

NIA 

Conrrols: Radiological Work Permit 

ALARA Plan 

Rev. 0 
8/25/04 

[DIG] Survey soils and concrete (soil contact side) following 
slab removal. Excavation Permit required. Flip slab sections to 
survey before release. 

NIA 

NIA 

I 

NIA 

NIA 

NIA 

NIA 

Other 

NIA 

NIA 

NIA 

~RWF'IRWP=JSRWP=NlRAVGEN] 

[ALARA] 

NIA 
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Preliminary Hazard Analysis (PHA)For Work Package Activities (Continued) 
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SECTION D, ENVIRONMENTAL COI1IPLIANCE- TO BE COMPLETED BY ENVIRONhENTAL COMPLIANCE REPRESMATIVE 
Identify engineering/administrmive cantmls a s  required keyed to the following 
haznrd. Additionally, identify any activities which are DOE or EPA 

Conditions: Fugitive Dust (refer to Table I below) 

Stom Water Runoff 

Erosion Conuol 

NESHAPS Calculation 

National Historic Preservation 

Artifacts found 

Safe Drinking Water Act - Potable water 

Backflow preventers for misting 

Emergency Spill Response Materials 
(Confirm profess lines are drained) 

Locate Monitoring Wells 

Notflcations: 
RAPCA Notification for Asbestos 

RAPCA Notification for Demolition 

Emergency Spill Response Notification 

Other 

checklist 
prescribedpmtective 

Exist 

Yes 

Yes 

Yes 

Yes 

No 

Yes 

Yes 

Yes 
Yes 

NIA 

Yes 

Yes 

NIA 

items. Insen ony required 
requiremenu. (Ux Section 

Work Package 
P h u e  

2,3,4 

2,3,4 

f3 ,4  

f 3.4 

NIA 

Z3,4 

2.3.4 

2.3.4 
2 

NIA 

2.3 

2.3.4 

NJA 

&or other special actiom to be taken became of the prricular 
F if additional space is needed.) 

Comments, Conlrols, hlethoda of Compliance 

OPA 980014 Section 2.11; Ux water misting during demolition 
& road wetting during want hauling. 
Cover field gratddrains with covedshccting. Install storm 
water control barrim, straw bales, and silt fences, as needed. 
Reference latest issue of OPA980099. Storm Water Pallution 
Prevention Plan 
Cover field gratesfdrains with covedsheeting. Install stom 
water conuol barriers, straw bales, and silt fences, as needed. 
Reference latest issue of OPA980099, Storm Water Pollution 
Prevention Plan 

Emissions level expected to be below requirement. No US EPA 
approval required for this building. 

Potable wata will be disconnected from the facility during 
Utilities Isolation activities. 
Install backflow preventers if potable water used for misting 
water source. 
h u r e  spill kits are available. 

See Vistamaps in Appendix C. 

Requires 10 business days before demolition activity. 

Site Supervisor 608-82931608-8294 or via Nextel Site Supl. Site 
Sup2 or AASecurity. 



APPENDIX A 

Preliminary Hazard Analysis (PHA)For Work Package Activities (Continued) 

SECTION F - OTHER CONDITIONS, CONCERNS, OR SUPPLEMENTAL INFORMATION FROM SECTIONS A THROUGH C INCLUDING 
APPLICABLE LESSONS LEARNED: 

EMERGENCY PREPAREDNESS 

Site Notifieation Procedures 
Use 8-911 or AA.491 I (Nextel) for all emergency services onsite. This is the first response for any emergency, spill, or release. If using a cell phone, dial 
865-4040. This number will ring into the plant 91 1 system. Any injury, no matter how minor, shall be reported immediately to the Medical Department (8- 
865 3414 or AA Medical on Nextel) for evaluation and treatment. The injured employee shall report any injury to the supervisor in charge or designee. 
Employees will be notified of emergency or abnormal conditions by the project two-way radios. Additionally, unique sheltering and evacuation signals are 
available should site-wide protective actions be necessary. 

Evacuation Route/Assembly Areas 
Assembly area is east of Buildings 61 in the parking lot. See map in Appendix C. 

, 

Take Shelter Area (Be aware of threatening weather and take shelter when life-threatening storms are imminent) 
The take shelter area is Building 61. See map in Appendix C. 

APPLICABLE LESSONS LEARNED - See Appendix E 

SECllON E, WASTE MANAGEMENT- TO BE COhWLETED BY WASTE MANAGEhENT REPRESENTATIVE Include any required o d o r  other special acriom to be 
rakn because ofthcpmriculor hazard. Addicional/y, identifL any acciviries which are required by DOE. Noodo Fur Site, Ewimare  or o r k r  warre site (Use Section F if additional 

Rev. 0 
8/25/04 

space is needed.) 

Typs: 

Sanitary Landfill Waste: - 
Concrete 
Steel & Copper Piping 
Metal Roofmg . PVC 
Elecbical Wiring . Fiberglass Insulation 
Wood 

Hazardous Wane: 
RCRA Hazardous Waste 
Asbestos 
Other 

Mixed Waste 

Low Level Radiological Waste: 
Building Debris 
Below grade 

Transwanic (TRU) Waste 

NOTE: 1 .  Scaled pressure 
2. Any items not previously evaluated are to be set aside for evaluation by Waste Management prior to disposal. 

Other: 

Material sent off-site 
Fill out MD-200180 Attachment I (see below) 

Material sent to Concretc cmsha 
Fill out MD-200180 Anachments I & 2 (see klow) 

Mode olDiiposal Radiological 
Characterization 

if present. 

Qnantity 
Expected 

27 Cyds 

No 

No 

No 

No 

vessels will need to 

Packaging 
Requirements 

War& 
Package 
Phase 

2,3 

NIA 

NIA 

NIA 

NIA 

be at < I  .5 ahnosphere 



Table 1 Airborne Contaminant Protection Methods 

Dust Generating Activities 
Building Demolition 

Hauling Material and Equipment 

Vehicle and Equipment Traffic 

Excavation 

Administrative and Engineering Dust Control Measures 

Applying dust control materials such as water and surfactants 

Reducing vehicle speeds (<20 mph) 

When transporting materials'that may become airborne, such.as soils, wet the materials or cover the truck 

beds. 

Keeping soil levels in'vehicles below the vehicle sides 

Wetting roads used for transport 

Wet sweeping or otherwise removing soil and mud deposits from paved roadways and parking areas 

Reducing vehicle speeds ( ~ 2 0  mph) 

Covering truck beds when transporting materials 

Wetting roads used for transport 

Minimizing unnecessary traffic on roadways, parking areas, and areas around field activities 

Applying dust control materials water and surfactants 

Covering storage piles with a tarpaulin, plastic, etc. 

Keeping s6l levels in vehicles below the vehicle sides 

Minimizing the material drop height during excavation and loading operations 

Compacting soils in work areas and in stockpiles at the end of each workday 

Changing excavation and transportation method(s) when feasible 

Applying vegetative cover or asphalt to project work area at completion of project 

Sealing off work areas, stockpiles, etc., before the workday and during lunch breaks 

Applying dust control materials water and surfactants 

Covering storage piles with a tarpaulin, plastic, etc. 

Keeping soil levels in vehicles below the vehicle sides 

Rev. 0 
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Dust Generating Activities , 

Trenching (Continued) 

Material Loading and Unloading 

Storage Piles 

Wind Erosion from Work Sites 

Table 1 Airborne Contaminant Protection Methods (continued) 
Administrative and Engineering Dust Control Rleasures 

Minimizing the material drop height during excavation and loading operations 

Compacting soils in work areas and in stockpiles at the end of each workday 

Changing excavation and transportation method(s) when feasible 

Applying vegetative cover or asphalt to project work area at completion of project 

Sealing off work areas, stockpiles, etc., before the workday and during lunch breaks 

Reducing vehicle speeds ( ~ 2 0  mph) 

Covering truck beds when transporting materials 

Keeping soil levels in vehicles below the vehicle sides 

Wetting roads used for transport 

Wet sweeping or otherwise removing soil and mud deposits from paved roadways and parking areas 

Compacting soils in work areas and in stockpiles at the end of each workday 

Sealing off work areas, stockpiles, etc., before the workday and during lunch breaks 

Covering storage piles with a tarpaulin, plastic, etc. 

Applying vegetative cover to storage pile areas at completion of project 

Compacting soils in work areas and in stockpiles at the end of each workday 

Sealing off work areas, stockpiles, etc., before the workday and during lunch breaks 

Covering storage piles with a tarpaulin, plastic, etc. 

Applying vegetative cover or asphalt to project work area at completion of project . 

Rev. 0 
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ProjectIActivity: Demolition of Guard Post 8 (GP-8) 

Name: Greg Balint 608-8236 

Rev. 0 
8/25/04 

JSHA CRITERIA CHECKLIST 

1. Work performed with an unprotected 6 ft. or greater fall 
hazard, excluding portable ladders. See Item 14 of this 
checklist for further requirements. 

2. Roof work requiring the use of fall protection (within 6 ft of an 
unprotected edge) or special fall protection procedures. 

3. Potential hazardous chemical exposure above action levels or 
permissible exposure limits (PELS), or ACGlH Threshold Limit 
Values (TLVs). 

4. Work activity in an immediately dangerous to life or health 
(IDLH) breathing hazard environment. 

5. Fire or explosion hazards. Are fire hazards beyond a Hot 
Work Permit? (Reference 02, MD-10286) 

6. Work within close proximity of live electrical greater than 50 
volts, conductors, and/or work that requires multiple locks, 
multiple hazard sources, or complicated lockout/tagout 
circumstances. (Reference MD-10444, Lockout/Tagout 
Procedure Manual, for multiple energy lockout/tagout.) 

7. Any maintenance or repair of equipment under pressure 
where the pressure cannot be shut off and de-energized. 

8. Work with high or extreme exposure to ionizing or non-ionizing 
radiation (reference MD-80036, Op 10002). noise, or heat or 
cold stress (reference D9, D l3  & D16, MD-10286). 

9. Determined by an appropriate core team, building manager, 
member of general or executive management, or the IS&H 
manager to require a JSHA. 

10. Any onsite construction or service project directed to have 
JSHAs based on this procedure and/or instruction from 
project personnel or IS&H staff. 

11. Near-miss event with the potential for loss of life or limb or 
disabling injury/illness if repeated. 

12. Excessive trauma/motion/vibration work situations or manual 
lifting involving heavy, large, and/or awkward-to-handle 
objects (reference MD-10407, Ergonomics Program. 

13. Unguarded, unmarked close clearance, pinch point, exposed 
moving machinery parts. 

, 14. Known potential falling object hazards (e.g., employees 
working above other employees, potential for dropping tools, 
falling equipment or material) or working in areas with the 
potential for flying objects (flying chips, sandblasting, etc.), 
exposure to sharp or protruding objects (e.g., working inside 
plenums, air mover ducts, etc.). 

YES 

X 

NO 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

NIA 



SIGNATURES MANDATORY JSHA REQUIRED TO ADDRESS ANYIALL (YES) 

ORIGINATOR: 

REVIEWIREV: 

REvIEwmv: 

APPROVED: 

APPROVED: 
r - 

JsHA M ~ S T E R  DOCUMENT COmROL NO: 
BOSS-GP8-40378 

I (PRIVATE )REQUIRED PERSONAL PROTECTNE EQUIPMENT: I MSDS(s)lCHEMICALS ASSOCIATED WlTH THE JOB: I 
Ssfety glasses with side shields, safety shoes, hearing protection. hard hats, splash guards. gloves as needed 

JOB: Demolish Guard Post 8 (GP-8) 
MSR # 40378 

SECTION: 
NIA 

DATE: 
8R5104 

b 

I 

Break the job down into basic steps that tell what is done first, what is done nut ,  and so on. Ask yourself for each job what accidcntdillnessa could occur to the employee doing the job. 

OCCUPATIONS: 
, Heavy Duty Opemtors. Detnolition Craft. Electricians and Demolition Technicians supported by project personnel e g. Supervision, Engineering, 
Radiological Controls. Industrial Hygiene and Safety. 

I 

Record thejob steps in their nonnal orderofoccunencc. Describe what is done, not the details o f  Record potential sccidentslillnesses by combining one of the abbreviationrr below with the agent o f  
how it  is done. Usually, three or four words are suflicient to describe each job step. For example, contact. For example, "strud: by a crane hook" is recorded "SB-vane hook." Number each 
the job of 'replacing a light bulb' may break down into basic steps as follows: potential accident. 

DEPARTMENTICOMPANY: 
BOSS - CH2M HILL Mound 

- X NEW 
- REV 

BASIC JOB STEPS 

I .  Bring and sa  up ladder 5. Replace light globe 
2. Ascend ladder 6. Dcrcad ladder 
3.  Remove light globe& bulb 7. Remove and store ladder 
4. Replace light bulb 

BUILDING: CP-8 

POTENTIAL ACClDENTnLLNESSES 
OR KNOWN HAZARDS 

SB - Smckby CO - Caughton 
CB - Contacted by I B  - Caught between 
SA - Slruck against F - Fall 
CW - Contact with SO - Strain-overexcrlion' 
C I  - Caught in E - Exposure (occ. illness) 
'Show ergonomic stresses ar SO (repetitive trauma, single event strain, or awkward 
position) 

General Safety Note A wide variety of incidents occur on a regular basis that potentially could 
result in injury or illness 

. . 

Pre-job meeting with involved personnel to discuss the work plan and safety 
requirements. 

SAFE JOB PROCEDURES 

NIA 

I. Site Preparation &Mobilization 

For each potential accidenl/illness, ask yourself exactly what theemployce should do or not 
do to avoid the accidcnt/illnus. 

Standard construction hazards 

Poor footing/slipping/tripping. - Sloping terrain. loose footing & tripping hazards 

Describe specific precautions in detail. Give each precaution the same number given in the 
potential accident (center column) to which i t  applicl. Avoid gencralitiu such as 'Bc alerl." 
"Be careful." and "Take caution.' Use simple do or don't smments; ag.. "Lock out main 
power switch." 'Stand clear o f  lin before signaling' or "Check wench grip before exerting 
full force.' I f  necessary, explain how, as well as what to do. Amount of dnail is a matter 
ofjudgment. 

Describe ergonomic solutions (iob redesign, new tools, worker lin slisistance, nc.) 

I) Be cognizant of your own safe work practices as well as those of 
your co-worker5 
2) Review any related safety procedures of which you are unsure 
3) Utilize STOP WORK Authority as necessary 

This project engages in Enhanced Work Planning (EWP), a ISM 
process that evaluates and improves the approach by which work is 
identified, planned, approved, controlled, and executed. 

Use trained and qualified workers 

Use caution when traversing the area, wear level D PPE to minimize 
injuries. 

Rev. 0 
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{PRIVATE } JOB SAFETY AND HEALTH ANALYSIS FORM 
(CONTINUATION SHEET) 

BASIC JOB STEPS 

la. Site Access Control 

grapple. loader and bobcat 

13 
F3 

I b. Clear area marwprotect utilities 

Slip - trip - fall 

LiRins/twisting strain 

Cut and abrasions 

POTENTIAL ACCZDENTflLLNESSES 
OR KNOWN HAZARDS 

Struck by equipmentldebris 

Struck by moving equipment 

SAFE JOB PROCEDURES 

Once the work area is defined, only authorized personnel are permitted in 
the construction perimeter. 

Running in to utilities, grates over field drains and manhole covers 

Noise hazard 

Unescorted, non-project and non-emergency personnel must have 
permission of the BOSS.Project Manager for entry. 

Marklprotect utilities etc. with wooden boxes, visible stakes andlor colore 
flags. Cover field grates with steel plates. 

Electric Shock 

Potential lead paint, hazardous fumes 

8 

Compressed gas cylinders 

2a. Torch cut rebar or to weaken structural members 

Uneven surfaces/work area. Use caution when traversing the area. Discu! 
in daily briefing as needed. 

Use proper lifting techniques. Discuss in daily briefing as needed. 

Use Proper PPE. (gloves, etc.) Discuss in daily briefing as needed. 

Bums, fire 

Wear hardhaf safety glasses, safety shoes, and reflective vest inside 
:onstruction area. Make eye contact with operator when working around 
:quipment. Use hand signals to communicate intent. Wear hearing protectio 
x r  requirements of Op D9 MD 10286. Discuss in daily briefing as needed. 

aaintain the following distances from operating equipment: 

Shear - 75 feet; Hoe Ram - 50 feet 

Other heavy duty equipment - 30 feet 

~ o b c a t  - 1'5 feet 

Discuss in daily briefing as needed. 

ake sure equipment is in safe working order. Discuss in daily briefing as 
eeded. 

xcavation Permit Required 

sea spotter if vision is obstructed. Discuss in daily briefing as needed. 

oordinate with the Project Safety PoC on a case-by-case basis for hearing 
rotection requirements. Discuss in daily briefing as needed. 

I1 utilities including electrical will be disconnected prior to facility 
emolition. Identify sources outside the building such as the street lighting 
ircuits that need to be LOlTOed to prevent contact between heavy equipmer 
nd live electrical. 

Obtain and follow Hot Work permit per MD-10286 02. Wear proper PPE, 
have fire extinguishers in the construction zone. 

Test for lead paint coordinate with the Project Safety PoC for PPE & work 
controls before torch cutting due to possible toxicPnazardous fumes (i.e., 

I lead paint/galvanized. obtain and follow Hot Work permit per MD-10286 
02.  Wear proper PPE, have fire extinguishers in the construction zone. 

All compressed gas cylinders will be stored, transported and used per Op HI 
of MD- 10286. 
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{PRIVATE ) JOB SAFETY AND HEALTH ANALYSIS FORM 
(CONTINUATION SHEET) 

Follow the requirements of MD-10286 D13D16 and discuss in daily pre-job 
briefings. 

2b. Working in excessive heavcold 

2c. Slab removal 

. 

Heat StresdCold Stress 

3. Working in the vicinity of heavyduty equipment 
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Radiological contamination 

Electrical Shock 

XI' 

O'\ 

Q 

Excavation Permit Required 

Coordinate in-process surveys with Radiological Control Technicians. 

All building utilities including electrical will be disconnected prior to 
building demolition. Identify sources outside the building such as the street 
lighting circuits that need to be LOlTOed to prevent contact between heavy 
equipment and live electrical. 

Struck by moving equipment Wear hardhat, safety glasses, safety shoes, and high visibility clothing inside 
construction area. Make eye wntact with opelator when working around 
equipment. Use hand signals to communicate intent. Wear hearing protectior 
per requirements of Op D9 MD 10286. 

Maintain the following distances from operating equipment: 

Shear - 75 feet; Hoe Ram - 50 feet 

Other heavy duty equipment - 30 feet 

Bobcat - l S feet 

Discuss in daily briefing as needed. 

"0 
Op M8 MD 10286. Discuss in daily briefing as needed. 

3,. Remove temporary barrien, construction protection, electrical power, dust control 
water barriers, fencing and unneeded silt/sed!ment control fences etc. 

4. Work from elevated surfaces (manlift. bucket truck, etc.) 

Slip- trip- fall 

Liftingltwisting strain 

Cut and abrasions 

Fall Hazard 

Uneven surfaceslwork area Use caution when traversing the area. 

Use proper lifting techniques. 

Use Proper PPE. 

Discuss in daily briefing as needed 

Wear proper PPE restraints, harnesses and other fall protection as required by 



SIGN-OFF SHEET 
I have read and understand the attached Job Specific Work Plan and JSHA: 
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WORK PLAN REVISION SHEET 
- - - 

11 I. WORK PACKAGE TI=: Demolition Guard Post 8 (GP-8) 

2. WORK PACKAGE NUMBER BOSS-40378-00 
[Note: Mark this section in color] 

- Office Master Copy - Field Working Copy - Review Copy - Other Copy 
(Original Approval Signatures) (Original Field Sign -0ffs) 

Revision Description: (atfach Page revlslons to lorn) 

Compliance: 

Building Manager: 

Other: 

Approved by: 

CHZM Hill ~rojee t  Manager 

Name Signature Date 
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REVISION LOG 

2. WORK PACKAGE NUMBER BOSS4037800 

, 
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Appendix B 

GENERAL HAZARDS AND CONTROLS, 

PRE-JOB BRIEFING 

AND 

JOB STATUS LOG 



Cover the applicable general hazards and controls, as needed, at the daily Pre-Job Briefing. 

WARNING: Struck by moving equipmentldebris. 

Establish construction boundary. Wear hardhat, safety glasses, safety shoes, (Level D PPE) and high visibility clothing (i.e. highway 
reflective vest; fluorescent shirt) inside construction area. 

~ n h r e  equipment is in safe working order. 

Use a spotter if vision is obstructed. 

Maintain the following distances from operating equipment: 

Shear - 75 feet 

Hoe Ram - 50 feet 

Other heavy duty equipment - 30 feet 

Bobcat - 15 feet 

WARNING: Noise Hazard - Coordinate with the Project Safety PoC on a case-by-case basis for hearing protection requirements. 

WARNING: HeatICold Stress. Follow the requirements of MD-10286 D13/D16. 

WARNING: Sloping terrain, loose footing and tripping hazards 

Use CAUTION when traversing this area to prevent ankle twists, slips trips and falls. 

Wear Level D PPE to minimize injuries. 

WARNING: Lifting/twisting strains. Use proper lifting techniques. 

WARNING: Cut & Abrasions. Use Proper PPE (gloves, etc.). 

WARNING: Fall from elevated surfaces (manlifls, bucket trucks, etc.). Wear proper PPE, restraints, harnesses and other fall protection as 
required by Op M8 MD-10286. 

WARNING: All compressed gas cylinders will be stored, transported and used per Op HI of MD-10286. 
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PRE-JOB BRIEFING RECORD 

A. Time, Date and Location of PJB: 

B. Applicable Procedure Number: . 

MSRrPROCEDURE (if applicable): 

C. Job Description: 
D. Personnel Attending: 

JOB SUPERVISOR: 

HP# SIGNATURE HP# SIGNATURE 

BRIEFING CHECK OFF LIST 

JOB SUPERVISOR: 

1. Scope of work reviewed: 

Check When 
Completed* 

a. The assignments and responsibilities of each individual were specifically identified. Done q N/AO 

b. The current facility conditions, tagouts, valve lineups, and work permits relating to this Done q N I A n  
job have been discussed. 

c. The precautions, limitations, initial conditions, and prerequisites were adequately Done q N / A n  
reviewed. 

d. Potential hazards associated with the job have been discussed (JSHA). Done N/AO 

e. Specific work covered by RWP (any limitations). Done q N / A n  

2. All necessary safety equipment and PPE is available. Done q N / A n  

3. All required personnel have satisfied initial and continuing training requirements to perform Done q N / A n  
the job including training specified on the RWP. 

4. All required personnel have reviewed the applicable documentation listed in B above as it Done q N / A n  
applied to their part of the job. 

5. Reliable and adequate communications are available. Done q N/AO 

6. The required tools and equipment are available. Done q N / A n  

7. Appropriate lob sheets, material transfer, and data recording forms are available. Done 0 N / A n  

8. All required documents available at the PJB are approved and current. Done q N / A n  

*For items not applicable, write in NIA. 
Rev. 0 
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PRE-JOB BRIEFING RECORD (Page 2) 

9. Related past problems, unusual events, and occurrences were discussed. 
10. All personnel understand egress procedures and egress areas. 
1 1. RWP requirements: 

a. Radiological conditions of the workplace. This should include a review of the most 
recent survey of the area. It is important to ensure that the survey is specific to the work 
area. In cases where a system of unquantified activity will be breached, discuss the 
"anticipated activity7' to be expected after the breech. 

b. Dosimetry requirements. 
c. Protective clothing and respiratory protection requirements (cite location of doffing 

instructions). 
d. Job coverage requirements (continuous vs. intermittent). Explain that continuous means 

"within line of sight and field of control of RCT at all times." 
e. Stop Work Levels (SWLs) and other applicable limitations. 
f. POC's/RCT's must discuss the type of radiological monitoring to be employed at the job 

site during and subsequent to the work. Personnel assigned to do the work MUST 
EXPRESS THEIR FULL UNDERSTANDING of the monitoring to be employed and of 
the alarm signals if applicable. Workers MUST CONCUR in the type and scope of 
monitoring planned at the job site before work can begin. 

g. Dose reduction~contamination control techniques (e.g., use of; shielding, capture 
velocity, containment devices). ' 

h. Personnel and equipment monitoring requirements (including control point locations). 
i. Bioassay requirements. Discuss; isotopes to be encountered, proper use of the bioassay 

information form, use of nosewipes as appropriate (and disposition of nosewipe results), 
and bioassay frequency if this will be a long term task. 

j. Effective date and expiration date of RWP reviewed. 
k. Briefly cover WORKER RESPONSIBILITIES (Article 123 of the DOE RADCON 

MANUAL) 
12. Necessary instrumentation is adequately tested and calibrated. 
13. Key task steps in which radiological conditions may change and where the RCT will perform 

in-process surveys to assess radiological conditions. 
14. If an ALARA Job Review was required, then this would be an appropriate time for the review. 
15. Radiological hold points, if any. 
16. Discuss any appropriate response actions to emergencies, such as CAM, a l m s ,  criticality 

alarms, or increasing radiation levels. 
17. When nonradiological health monitoring (e.g. asbestos) is to be employed at the job site 

during and subsequent to the work, the personnel assigned to do the work MUST EXPRESS 
THEIR FULL UNDERSTANDING of the monitoring to be employed and of the alarm signals 
if applicable. Workers MUST CONCUR in the type and scope of the monitoring planned at 
the job site before work can begin. 

18. Communications and coordination with other groups. 
19. Provisions for waste management and job cleanup. 
20. Open floor to questions. 

Done N / A u  
Done NIAO 

Done C] NIAU 

Done q NIAO 
Done N / A u  

Done C] NIAO 

Done q NIAO 
Done q N / A O  

Done NIAC] 

Done C] NIAO 
Done NIAU 

Done NIAO 
Done q NIAO 

Done N / A u  
Done N / A n  

Done q NIAO 
Done C] NIAU 
Done q NIAC] 

Done NIAU 

Done N/AU 
Done NIAO 
Done NIAO 

The above minimum requirements have been met; this PJB has been conducted in sufficient detail to 
ensure save conduct of the job. 

Job Supervisor/Foreman Date 

NOTE: Completed pre-job briefing sheet must be retained with the work package or maintained in your record file. 

CAUTION: Working on or Near Live, Active LinesJUtilities 

Consider Alternative Means of Protection (Blocking, Shielding, etc.) 
And Alternative Manual Methods for Removal 
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PREJOB UPDATE RECORD 

MSR/PROCEDURE (if applicable): JOB SUPERVISOR: 

A Time, Date and Location of PJU: 

B 

C 

J 
JOB SUPERVISOR - This is a reminder checklist for the update. The supervisor need only discuss and note changes from the 
previous day's briefing or update. (Use NC for No Change). - 

---- - 

Applicable Procedure Number: 

Job Description: 

D 

- ,  1 I .  Any changes/re/reuision; to safety envelope for work: 
a. Newladded assignments and res~onsibilities of anv individual 

Personnel Attending: 

L, 

b. Changes in facility conditions, tagouts, valve lineups 
c. New or changed precautionshazards 
d. Valid RWP or other required work permits still in 

HP# I SIGNATURE I HP# I SIGNATURE 

effect 
2. Adeauate s u ~ ~ l v  of PPE .. . 
3. New Training, any training coming up on expiration 
4. New changes to relevant Category "A" or Category " B  procedures 
5 .  Equipment and tools calibrations in effect - m 

1 6. Relevant lessons learned. critiaue re~orts 1 
7. RWP revisions: 

a. Changes to radiological conditions of the workplace, particularly 
with respect to postings 

b. Change in scope, especially if it is a reduction in scope or Stop 
Work Levels 

8. Changes to radiological andlor health monitoring 

1 9. Open floor to questions 
The above minimum requirements have been met; this PJU has been conducted in sufficient detail to maximize continued safe conduct of 
the job, and all personnel have been through a previous Pre-Job Brief. 

job Supervisor/Foreman Date 

NOTE: Completed pre-job update sheet must be retained with the work package or maintained in your record file. 

CAUTION: Working on or Near Live, Active LinesIUtilities 

Consider Alternative Means of Protection (Blocking, Shielding, etc.) 
And Alternative Manual Methods for Removal 
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Appendix C 

DRAWINGSISKETCHES 

- Structural and Mechanical Drawings -Foundation Plan, Wall Sections, Floor Plans, and Mechanical Details 

Facility Construction Drawings 
Underground Utilities 
Gas & Fuel Oil Lines 
Above Ground Lines 
PRSs 
URMAs 
Tanks 
Contour Lines 
Power & Light Poles 
Aerial View Photograph 
Manholes Photograph 
Storm Sewer Catch Basin Photograph 
South Manhole and Storm Sewer Catch Basin Photograph 
Building 61 Dock Storm Sewer Catch Basin Photograph 
Monitoring Wells 
Storm & Sanitary Sewers and Manholes 
Underground electrical, Communications, Signal and Grounding System 
GP 8 Automated Entry Control Drawing 
Entrance Gate From West Photograph 
Exit Gate From West Photograph 
Foundation & Slabs Photograph 
Assembly and Take Shelter Areas 
Road Closure/Blockage Checklist 
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Underground Utilities 
Rev. 0 
8/25/04 



Gas and Fuel Oil Lines 
(None in work area) 
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Road Closure/Blockage Checklist 

Project Safety POC Review 

1. Determine location and length of time for road closure. 

2. Notify Security for possible site access changes as needed and for 
emergency access. 

3. Inspect re-route traffic pattern for overhead obstacles, pavement condition 
and narrow passageway. 

4. Determine one-way or two-way traffic pattern, assign flag personnel, utilize 
cones, barricades and appropriate signage. 

5. Assure clear distance from permanent structures (sidewalks, fences, 
building, stanchions, etc.). 

5. Issue plant notification (include subcontractors, MMCIC, etc.) and include 
location, length of closure, alternate route, identify clearances, blind spots 
and remind site supervision to discuss in daily briefings. 

7. List and notify Buildings/Projects Impacted: 

8. Notify MMCIC. 

Date 

Project Manager Approval 

Yes 
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NIA 

Date 



Appendix D 
MISCELLANEOUS ' 

(USQ, RWP, etc.) 

- No USQ required for this Work Package 

- No RWP required for this Work Package 

- No Work Package Material List required for this Work Package 

- Structural Engineering Survey Letter, per 29 CFR 1926.850 
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Structural Engineering Survey Letter will go here. 
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Appendix E 

POST- JOB CONFERENCE1 
LESSONS LEARNED 



Title: Water Line Break 
Identifier: Y-1999-OR-BJCETTP-0401 

Date: 1999-04-29 
Lesson Learned Statement: 

Care should be taken to verify that correct prints are consulted and appropriate physical verification conducted when performing a 
lockout/tagout of hazardous energy sources or opening potentially pressured lines. 

Discussion: 
On March 26, 1999, a subcontractor sheared an 8-inch water line while demolishing the K-1131 uranium feed facility. The subcontractor 
was using a Link Belt processor with an attached shearing device capable of shearing steel beams and columns to bring the building down a 
piece at a time. The Link Belt operator was in the process of shearing a steel column when he inadvertently cut into a capped pressurized 8" 
water line that extended up from the floor and was positioned behind the steel column. The water line was covered with building debris and 
operator did not see the water line while cutting the column. Since the Link Belt processor has a reach of approximately 40 feet and the 
operator was working in a cab enclosure, he was not struck by water or debris from the break. The demolition area had been flagged off to 
keep unnecessary workers away from the operation of the shear. When the break occurred, the Park Shift Superintendent's office was 
notified and the utilities company requested to isolate the line. The line was isolated and a new lockout/tagout permit issued. 

Analysis: 
All utilities, including fire water, sanitary water, sanitary sewer, steam, recirculating water, electrical, instrument air, nitrogen, and plant air, 
were identified at the start of the project and thought to have been isolated prior to the start of demolition. The Contractor Operations Utility 
Department issued a lockout/tagout permit on 09-18-97 that included sanitary water, sanitary sewer, instrument air, fire water, nitrogen, and 
plant air. A drawing on the wall in the utilities office area at building K-1 101 showed a single 8-inch underground waterline entering the 
South side of the K-1131 building that was apparently associated with a previous process operation in the building. Upon, hrther 
investigation following the incident, a different engineering drawing was located that indicated there was a 6-inch underground firewater 
line that fed a sprinkler system covering transformers outside the K-1131 building. The valve listed on the K-I 101 building drawing and the 
lockout/tagout permit did not actually isolate the 8-inch line that entered the building but instead isolated the 6-inch firewater line. Prior to 
starting actual demolition, the subcontractor methodically verified that all hazardous energy sources had been isolated and applied their 
locks and/or tags based on the Contractors lockoutJtagout permit. The subcontractor has a procedure that requires employees to conduct the 
initial break of a line by either opening a valve, carefully unbolting a flange, or drilling a small pilot hole to determine if the line contained 
residual pressure. These techniques were used successfully numerous times while dismantling process line to detect and relieve residual 
pressure on process and utility lines inside the building. Since the lockout/tagout permit provided by the Contractor indicated there was only 
one firewater line on the south side of the building, a pressure gauge on the 6 inch line that read zero was used as verification of the isolation 
of the water line entering the building. The 8-inch line was thought to be part of the water system and was not ~dentified as a line that needed 
to be de-energized. 

Recommended Actions: 
The new subcontractor utility company had previously obtained a new drawing and instituted a lockouVtagout procedure that 
required physical verification of de-energization during permitting. To prevent recurrence: * Personal should be cautioned that 
drawings may not be as-built and may not always reflect system changes. * Prior to opening systems with stored o r  potentially re- 
accumulated energy, a physical verification, i.e. testing, cracking of valves, loosening of flanges, drilling pilot holes, etc. should be 
conducted to verify hazardous energy has been eliminated. * All electric, gas, water, steam, sewer, and other service lines shall be 
shut off, capped, or otherwise controlled, outside the building line before demolition work is started. 
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Title: 
Catastrophic Failure of 15,000 Pound Demolition Shear 

Identifier: 
FN-p-2000-001 

Date: 
2000-02-28 

Lesson Learned Statement: 
Rotating demolition shears must be used in accordance with the manufacturer's operating manual to prevent damaging the 

the : ope 
- - 

manual is not fonowid. 

Discussion: 
Fernald recently experienced a catastrophic failure of a rotating shear head assembly during demolition of a concrete tank. 
The 15,000 Ib. shear head broke loose from the boom and fell to the ground. No personnel were injured. Rotating shears used, 
for demolition of steel and concrete have a bearing assembly between the shear head and the boom connector to provide 
rotation of the shear head. In this incident, the shear head assembly broke apart at the junction of the inner and outer bearing 
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Analysis: 

Investigation revealed that the outer race of the bearing assembly had been cracked prior to this use, as shown by rust on part 
of the crack surface with clean crack and tom metal over the rest of the failed area. The original (rusty) portion of the crack 
ran across the outer race aligned with the shear head's "straight ahead" position, not rotated. 

The cause of this failure is unknown, but a crack like this one could be caused by a sharp blow to the side of the shear head 
assembly from using it to "hammer" something. All shear head manufacturers warn against such use of shears with rotating 
heads. The size of the bearing assembly is small in relation to the mass of the shear head. Operators used to operating non- 
rotating shear heads can be deceived into thinking the rotating device has the same bending strength as a non-rotating head. If 
the bearing assembly and its limitations are not understood, and the operator's manual is not followed, failure may occur 
without warning. 

Recommended Actions: 

A rotating shear head should be considered limited in its capability to withstand external forces when compared with a shear 
head without a rotating bearing. Following is a quote from the operator's manual: "On rotating shears, the operator must avoid 
slamming, hitting, or striking inanimate objects with the rotating end of the shear to avoid damaging the slew ring bearing on 
which the shear rotates." 

During evaluation of the event, it was concluded that all rotating bearing assemblies are very similar in design regardless of 
manufacturer. Organizations should consider inspecting rotating shear heads that may have been used in a manner that 
inconsistent with.the operator's manual warnings to find any defects before a catastrophic failure. 

It is important to enforce strict observance of a safety zone of at least 75 feet during all shearing operations. 
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Title: 
Live Electrical Cable Damaged while Excavating 384 Bunker Tanks 

Identifier: 
2001-RL-HhT-0022 

Date: 
2001-06-13 

Lesson Learned Statement: 
* All personnel must assume that any utility encountered during an excavation is active and in-use 
until proven otherwise. Documentation alone-is-not-sufficient to establish that the underground utility 
is deenergized. Field verification, such as a voltage check to verify zero energy or a pilot hole to 
verify depressurized piping, must be used to verify a safe condition. 
* Ground Penetrating Radar (GPR) scans have limitations that are not well understood by some field 
personnel using those scans. Effective communication after scanning but before excavating helps 
field personnel understand the relative reliability of the scan in the various grid areas. 
* At a deactivated site where drawings have not been maintained current, personnel cannot rely on 
any one tool to mitigate risk. Decisions must be based on the best information available, including 
drawingslmaps, GPR scans, geophysical information, historical data, and personal observation. 
Where there is doubt concerning unusualobjects or materials, excavation must be stopped until a safe 
approach to proceed can be determined. 
* Procedures for excavation require assurance that any required locks and tags or over-tags are in 
place and systems are deenergized whenever possible prior to digging. In this particular case, the 
project manager and the field supervisor both believed that the excavation permit indicated that the 
utility line was deenergized and therefore did not apply a lock and tag nor verify zero energy to 
physically verify isolation of the hazard. 

Discussion: 
SUMMARY: 
An energized underground electrical line servicing the 371 5 Building was damaged while excavating 
the 384 Bunker Tanks. 

DETAILS: 
An excavating contractor was tasked to excavate four bunker tanks just east of the 384 Powerhouse to 
remove contaminated soil and the concrete fuel tanks. The customerlowner for the work package 
provided a project manager for the activity who prepared an excavation permit in December 2000 and 
obtained approval signatures from various groups, including Electrical Utilities (EU), but not the 
facility owners of adjacent buildings 3715,303J, and 371 1. 

During excavation on May 4, 2001, the contractor encountered a polyvinylchloride (PVC) encased 
conduit line. After uncovering the line, the contractor supervisor stopped excavating. Later that day, 
the excavator operator questioned the supervisor about removing the conduit. An unrelated incident 
caused the excavation job to remain shutdown for the remainder of the day. 

On the following Monday, May 7,2001, the supervisor and project manager discussed the conduit. 
The project manager consulted the excavation permit and directed the excavation contractor to 
remove the conduit. Both personnel presumed that the line was abandoned and de-energized so they 
authorized the work to continue. The supervisor then directed the operator to remove the conduit. The 
excavator operator broke through the conduit and noted a spark indicating that the line was "live". 
The contractor stopped work immediately, notified appropriate authorities, and requested assistance 
from Electrical Utilities. 

Analysis: 
Investigation of this incident revealed that three excavation permits had been associated with digging 
in the 300 Area. They were: 
* Excavation Permit -1232 - Drill ten characterization boreholes around the 366 Fuel Oil Bunkers to 
determine fueVoil contamination. (Jan. 18, 1999) 
* Excavation Permit - 1327 - Remove two underground oil day tanks on the north side of the 384 
Powerhouse. (May 13, 1999) 
* Excavation Permit -1 669 - Demolish and remove two concrete bunker tanks (366 & 366A). (Dec. 
12,2000) 



Excavation permit 1232 showed that Electrical Utilities knew of the electrical feed to the 3715 
building, however, that information was not included in excavation permit 1669 for this job. 

Excavation permit 1669 contained signatures of affected organizations and a GPR scan of the area 
completed in 1998. The GPR scan had revealed an underground obstruction in the area of the 
excavation, which later turned out to be the electrical conduit feeding the 3715 building. The project 
manager and the work supervisor assumed that the signature on the excavation permit indicated the 
electrical utility organization's concurrence that there were no energized electrical systems in the 
excavation area. 

The excavation contractor Field Support Task Instruction was the goveming work document for the 
excavation. A hold point in that document states: "Verify with an approved excavation permit there is 
no underground services or utilities in_teder_erre_y& .@.e&molition activities and all utilities have 
been shut off. Ensure all water is shut off or location of valves are known." Under the contractor 
work control system, the fieldwork supervisor is responsible for verifying completion of the actions 
prescribed by the hold point, and for signing the work package when that verification is complete. 
The fieldwork supervisor contacted the telephone company, the process sewer owner, and water 
utility owners as directed by the hold point instructions. Those contacts identified a sewer line and an 
underground phone line in the area of the bunker tanks. Like the project manager, the fieldwork 
supervisor assumed that the signature from Electrical Utilities verified that there were no 
underground electrical utilities in the area of proposed excavation. 

The roles and responsibilities for this project included in the statement of work were not spelled out 
in sufficient detail to clearly define the roles of the project manager and the field supervisor. 

Both energy lock and tag and excavation safety procedures require that appropriate requirements be 
met prior to excavating buried lines. That requirement could have been implemented by performing a 

zero energy check of the buried line before excavating it. 
Recommended Actions: 

* Personnel must stop work when (1) the provisions of the work package cannot be met or (2) when 
unexpected conditions are found. Personnel must be ready to stop work at the first indication that 
there may be a hazard not considered in work planning, particularly when performing deactivation or 
decommissioning work. False confidence in drawings, GPR scans, or process history can lead to 
decisions that put workers at risk. 
* DO NOT assume that a permit signature attests to the absence of potential hazards from existing 
interferences (e.g., utilities, structures). As prescribed by HNF-PRO-473, the approval signifies that 
all known buried items are located and documented on the permit, a sketch and approval have been 
provided to excavate under the permitted conditions, and environmental considerations have been 
evaluated. 
* Contact all parties who may be affected by the excavation or who may have relevant information 
regarding the area of the excavation. As a minimum, the affected facility manager and 
managerslowners of any immediately adjacent facilities should be interviewed. Those interviews 
should include discussion of areas for which management responsibility is not clear so that roles and 
responsibilities can be established. 
* Attain and maintain a good working knowledge and understanding of governing procedures such as 
HNF-PRO-473 (Performing Excavation Activities), and HNF-PRO-090 (Excavating, Trenching, and 
Shoring). Recognize "who is responsible for what", and that ownership of responsibilities between 
the Facility and the Utility are well defined (e.g., secondary side underground electrical conductors 
not owned by Electrical Utility Operations may be present). 
* Document specific roles and responsibilities in the statement of work to clarify responsible tasks for 
each party. 
* When Hanford Prime Contractors are engaged in an activity such as this, the task instructions must 
clearly specify the responsibilities of each of the contractors. In this case, one contractor completed 
the permit while the other performed the actual excavation work. The pass down of requirements 
should be clearly stated in the task instruction when the expectations are beyond those imposed by the 
prime contracts. 
* Clearly delineate the pass down of requirements between contractors. The Statement of Work 
between prime contractors is substantially different from one between a prime contractor and a 
subcontractor. FH Contracts organization developed an information packet that describes this 
particular issue. 
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POST JOB CONFERENCE, 

1. WORK PACKAGE TITLE: Demolition of Guard Post 8 (GP-8) 

2. WORK PACKAGE NUMBER BOSS-40378-00 .-'A^ --....:_,..--- <.,:..-< -,...-..-.- .r .... 

What went well? 

What could be improved? 

Other Comments: 
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[terns Requiring Further Action: 

POST- JOB CONFERENCE ATTENDEES 

iev. 0 
$125104 



(This is a brief descriptive title) 

ns Learned Statement: (This is a brief, two or three sentence, summary of the lesson that was learned) 

sion: (This is background and detail of what happened) 

mended Actions: (Identify specific corrective actions) 

Mail to: Lessons Learned Program Manager, Bldg. 61 or appropriate Project or Functional Manager 


