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New Old ha
Proc Proc Rev Effective
No. No Title No Date
‘ GT 01 31 Logging Alluvial and Bedrock Matenal 1 8/30/91

GT 02 32 Dniing and Sampling Using Hollow Stem

Auger Techmques 1 8/30/91
DCN 91 01 Unconsolidated core samples need not be

peeled before sampling 1 10/29/91
GT 03 33 Isolating Bedrock From the Alluvium

with Grouted Surface Casing 1 8/30/91
DCN 9101 Change in critena for cement grouting 1 10/02/91
DCN 91 02 Grout procedure clanfication 1 10/28/91
GT 04 34 Rotary Drilling and Rock Conng 1 8/30/91
DCN 91 01 Core barrel decontamination 1 10/22/91
DCN 91 02 Clarification of measuring tape decontamination

requirements 1 10/29/91
GT 05 35 Plugging and Abandonment of Boreholes 1 8/30/91
DCN 91 01 Surface casing classification 1 10/22/91
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Monitoring Wells and Piezometer Installation

Industry Standard 1s 1 foot into Bedrock

For the Stewide Program, Claystone

Smeanng does not seem to be a problem

Alternations in packer requirements

Logging and Sampling of Test Pits and
Trenches

Surface Soil Sampling

Soil Gas Sampling and Field Analysis
Borehole Clearing

Plugging and Abandonment of Wells
Geophysical Borehole Logging

No Hole will be left Unlogged at the end
of the day

Land Surveying
Surface Geophysical Surveys
Field Gas Chromatographs

Procedures for Soil Interstitial Water
Sampling and Sampler Installation

Effective
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o DOCUMENT CHANGE NOTICE (DCN)
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Monitoring Wells and Piezometer Installatiop - TR A 11-1.91 4 al-oal
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ftem Stepor Changes
Number | Page | Pamagraph (Use DCN CONTINUATION SHEET for Addtionil Spebb) ¢

1 1 1 summpmmwm&muwomm-mmum

:!’ firer pack will be appreximately 2 feet above”

2 11 0of |2 Substitute * A minimum 2-foot bentonite pellet seal” for “A minimusm 3-foot bentonite
17 pefiet seal*

Justification (Reason for Change — Provide Numbers To Raference Comesponding ltems Above)

1. Many of tha shaliow alluvial wells are not desp enoughto put a lasge fiter pack in above the screen and still install a
bentonite peliet seal plus grout 1o surface. The use of a minimum & inches of fiter pack ahave the screen will allow
instaliation of these shallow wells.

2. This Is a guideline established by the National Water Weil Association and approved by the EPA. These guidetines
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