) ROCKY FLATS PLANT Manual No.: -5-21000-0PS-GT

EMD OPERATING Procedure No.: Table of Contents, Rev 6
PROCEDURES MANUAL Page: 10f 3
Effective Date: 11/11/91
Organization: Environmental Management

THIS IS ONE VOLUME OF A SIX VOLUME SET WHICH INCLUDES:

VOLUME I: FIELD OPERATIONS (FO)

VOLUME 1i: GROUNDWAT (GW) T
" VOLUME HlI: GEOTECHNICAL (GT) | “1‘,,, 00 ‘CU M[NT
VOLUME IV: SURFACE WATER (SQ%NTROLLLU
. VOLUME V: ECOLOGY (EE) enciy FLATS PLANT
VOLUME VI: AIR (AP) CaLc - HAGEMENT Q(—_W_\RTMB“
LN\’\RONW\LN Th ARk
tamp
~ TABLE OF CONTENTS S 1 8 RED S
FOR VOLUME Ill: GEOTECHNICAL
New Old : :
Proc. Proc. S Rev. Effective
No. - No. Title No. Date
GT.01 3.1 Logging Alluvial and Bedrock Material _ 1 8/30/91
GT.02 3.2 Drilling and Sampling Using Hollow Stem
Auger Techniques : 1 - 8/30/91
DCN 91.01 Unconsolidated core samples need not be
peeled before sampling 1 10/29/91
DCN 91.02 Correction of well location for low Alluvial
thickness 1 11/06/91
- GT.03 3.3 - Isolating Bedrock From the Alluvium . . :
' with Grouted Surface Casing : 1 ' 8/30/91
DCN 91.01 Change in criteria for cement grouting 1 10/02/21
DCN 91.02 _ Grout procedure clarification 1 10/28/91
GT.04 3.4 Rotary Drilling and Rock Coring 1 8/30/91
DCN 91.01 Core barrel decontamination 1 10/22/91
DCN 91.02 Clarification of measuring tape decontamination
requirements 1 10/29/91
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NOTE: _

This illustrates guidetines for
wells screaned 1o the bottom
of the alluvium to show
maximum bedrack
penetration for alluvial wells,
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