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“Logging Alluvial and Bedrock Material 1 8/30/91
Drilling and Sampling Using Hollow Stem
Auger Techniques 1 - 8/30/91
Unconsolidated core samples need not be
peeled before sampling _ oo 10/29/91
Correction of well location for low Alluvial
thickness 1 11/06/91
Isolating Bedrock From the Alluvium
with Grouted Surface Casing 1 "~ 8/30/91
Change in criteria for cement grouting 1 10/02/91
Grout procedure clarification 1 10/28/91
Rotary Drilling and Rock Coring 1 8/30/91
Core barrel decontamination 1 10/22/91
Clarification of measuring tape decontamination
requirements 1 10/29/91
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Plugging and Abandonment of Boreholes
Surface casing classification

Monitoring Wells and Piezometer installation
Industry Standard is 1 foot into Bedrock

For the Sitewide Program, Claystone
Smearing does not seem to be a problem

Superseded by DCN 91.06
Low Alluvial thickness wells
Figure replacement (GT.6-1)
Change in filter pack gﬁidance

Logging and Samplirig of Test Pits and
Trenches :

Surface Soil Sampling

Soil Gas Sampling and Field Analysis -
Borehdle Clearing

Plugéing and Abandonment of Wells
Geophysical Borehole Logging

No Hole will be left Unlogged at the end
of the day _

Land Surveying

Surface Geophysical Surveys
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GT.19 3.19 Field Gas Chromatographs 1 8/30/91

GT.20 3.20 - Procedures for Soil Interstitial Water _ _

' Sampling and Sampler Installation 1 8/30/91
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ENVIRONMENTAL MANAGEMENT
DOCUMENT CHANGE NOTICE (DCN)
Procedure Number 5-21000-OPS-GT.6, Rev 1 i i Pagatof 1
Tile Date DCN Number
Monitoring Wells and Plezometer Instaliation 11881 5-210000P8. 67- &

Expires ~Hporrincorporation 2/8/83. g2

Scope Limitation None

Procedure Revision Required E'Ly] Yes L] No
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(Use DCN CONTINUATION SHEET for Additional Space)

Changes

1

171 of
17

11 of
17

1

Substinte “op of the fiter pack witl be approximately 2 feet above the top of the well
screen wherever passible but in no case (ess then 6 inches. Tha top of the fiker pack wiil

be..”  For "top of the fiter pack will be approximataly 2 feet abave the top of the well
soreen and will be...”

NOTE: This change replacas the first change on DCN 5-21000-0PS-GT.06-91-03,
PCN 6-2(a0-0PS-GT 06 =7 1.0

Substitue "A minimum 2-foot betonite peliet seal” for

"A minimum 3-foot bentonite pellet seal”

6;4,.!:/“‘:-&%_

Justification (Reason for Change — Provide Numbaers Ta Reference Comresponding tems Abave)
The pravious change gave only the minimum alowed but not the recommencied extent of filter pack.
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