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Figure B−1. Site-scale View of Model-computed Steady-state Water Levels (ft amsl) due to Dewatering at Structures S-66 and S-67 North of 
Bryan Dairy Road 
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Figure B−2. Close-up View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering at Structures S-66 and S-67 
North of Bryan Dairy Road 
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Figure B−3. Close-up View of Model-computed Steady Steady-state Water Levels (ft amsl) in Layer 2 due to Dewatering at Structures S-66 and 
S−67 North of Bryan Dairy Road 
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Figure B−4. Site-scale View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering at Structure S-75 North of 
Bryan Dairy Road 
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Figure B−5. Close-up View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering at Structure S-75 North of 
Bryan Dairy Road 
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Figure B−6. Site-scale View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering for a Drain Pipe North of 
Bryan Dairy Road 

 

D
ew

atering Evaluation R
eport for R

oad C
onst. &

 W
ater Line R

eplacem
ent 

U
.S. D

epartm
ent of Energy 

D
oc. N

o. N
0111300 

June 2008 
Page B

−8 



 

 

 

 

 8 

 9 

 9
 

 10 

 10
 

 10 
 11 

 1
1 

 11 

 11 

 11 

 12 

 12
 

 12 

 1
2 

2 
 1

3 

 13 
 1

3 

200 feet

Drain 
Pipe

South Pond

Bryan Dairy Road

 8 

 9 

 9
 

 10 

 10
 

 10 
 11 

 1
1 

 11 

 11 

 11 

 12 

 12
 

 12 

 1
2 

2 
 1

3 

 13 
 1

3 

200 feet

Drain 
Pipe

South Pond

Bryan Dairy Road

 
 

Figure B−7. Close-up View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering for a Drain Pipe North of 
Bryan Dairy Road 
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Figure B−8. Site-scale View of Model-computed Steady-state Water Levels (ft amsl) due to Dewatering Between Structures S-70 and S-73 South 
of Bryan Dairy Road 
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Figure B−9. Close-up View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering Between Structures S-70 and 
S-73 South of Bryan Dairy Road 
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Figure B−10. Close-up View of Model-computed Steady-state Water Levels (ft amsl) in Layer 2 due to Dewatering Between Structures S-70 and 
S-73 South of Bryan Dairy Road 
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Figure B−11. Site-scale View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering Between Structures S-208 and 
S-209 West of Belcher Road 

 

U
.S. D

epartm
ent of Energy 

D
ew

atering Evaluation R
eport for R

oad C
onst. &

 W
ater Line R

eplacem
ent 

June 2008 
D

oc. N
o. N

0111300 
 

Page B
−13 

 



 

 

 

 8 

 9 

 1
0 

 11 

 1
1 

 11 

 12
 

 1
2 

 12 
 12 

 12 
 12 

 1
3 

 1
3 

 1
3 

 1
4 

200 feet

S-208

S-209

South Pond

Belcher Road

Bryan Dairy Road

 8 

 9 

 1
0 

 11 

 1
1 

 11 

 12
 

 1
2 

 12 
 12 

 12 
 12 

 1
3 

 1
3 

 1
3 

 1
4 

200 feet

S-208

S-209

South Pond

Belcher Road

Bryan Dairy Road

 
 

Figure B−12. Close-up View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering Between Structures S-208 and 
S-209 West of Belcher Road 
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Figure B−13. Close-up View of Model-computed Steady-state Water Levels (ft amsl) in Layer 2 due to Dewatering Between Structures S-208 and 

S-209 West of Belcher Road 
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Figure B−14. Site-scale View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering for a Drain Pipe West of 
Belcher Road 
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Figure B−15. Close-up View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering for Drain Pipe West of 
Belcher Road 
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Figure B−16. Site-scale View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering at Structure S-210 East of 
Belcher Road 
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Figure B−17. Close-up View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering at Structure S-210 East of 
Belcher Road 
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Figure B−18. Close-up View of Model-computed Steady-state Water Levels (ft amsl) in Layer 2 due to Dewatering at Structure S-210 East of 
Belcher Road 

 

D
ew

atering Evaluation R
eport for R

oad C
onst. &

 W
ater Line R

eplacem
ent 

U
.S. D

epartm
ent of Energy 

D
oc. N

o. N
0111300 

June 2008 
Page B

−20 



 

 

 

 5
 

 6 

 6 

 7 

 7
 

 8 

 8
 

 9 

 9
 

 9 

 10 

 1
0 

 10 

 10 
 11 

 11 

 1
1 

 11
 

 11 

 12
 

 1
2 

 1
2 

 12
 

 12 

 12 

 1
3 

 1
3 

 1
3 

 1
3 

 14
 

 14
 

 1
4 

 1
4 

 1
5 

 1
5 

 1
5 

 1
5 

500 feet

Drain 
Pipe

Belcher Road

Bryan Dairy Road

Belcher Road

 5
 

 6 

 6 

 7 

 7
 

 8 

 8
 

 9 

 9
 

 9 

 10 

 1
0 

 10 

 10 
 11 

 11 

 1
1 

 11
 

 11 

 12
 

 1
2 

 1
2 

 12
 

 12 

 12 

 1
3 

 1
3 

 1
3 

 1
3 

 14
 

 14
 

 1
4 

 1
4 

 1
5 

 1
5 

 1
5 

 1
5 

500 feet

Drain 
Pipe

Belcher Road

Bryan Dairy Road

Belcher Road

 
 

Figure B−19. Site-scale View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering for a Drain Pipe East of 
Belcher Road 
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Figure B−20. Close-up View of Model-computed Steady-state Water Levels (ft amsl) in Layer 1 due to Dewatering for a Drain Pipe East of 
Belcher Road 
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