
This Fact Sheet satisfies the Public Notification 
requirement set forth in the Contingent Action 
Memorandum 1• 

Background. Building 34 was located as shown 
on Figure 1. The history and condition of Building 
34 are described in the Building Data Package5

. 

Building 34 was demolished in 2003. Due to a 
~concern about fixed radiological contamination on 
the surface of the slab at the southeast corner of 
the building, it was left in place. The remainder of 
the structure and slab were radiologically 
surveyed, demolished (in June/July 2003), and 
disposed of as documented in the Closeout 
Report6

. 

A Removal Action (RA) per the Contingent Action 
Memo 1 is recommended for the slab left in place. 
Radiological contamination in soil, if present at 
unacceptable levels, will also be a part of the RA. 

Characterization. As a part of the demolition 
activities, two soil samples were collected from 
soil below the demolished slabs and analyzed for 
radionuclides. All results were below current 
cleanup objectives (risk criteria). 

Due to the uranium-238 (U-238) contamination on 
the structure, the soil below the slab will be 
sampled for U-238 as the contaminant of concern 
(COC). A RA will occur for soil with results above 
the U-238 cleanup objective (CO) of 2.2 pCi/g. 

The Work Plan for Contingent Removal Actions2
, 

supplemented by the Unique Work Package, 
includes procedures, instructions, and applicable 
permits and notifications required to safely conduct 
the work. Erosion and runon/runoff controls will be 
managed per the SWP33

. 

The RA will consist of removal and disposal of the 
concrete slab (and associated soil with results 
above CO) at an approved disposal facility. Post­
excavation sampling will be performed per the Core 
Team-approved Verification Sampling & 
Analysis Plan (VSAP)4

• 
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Schedule. This Fact Sheet will be in public review 
for 30 days, ending December 22, 2005. The 
sampling and RA, if necessary, is planned to begin 
in ~all 2005. A summary of the RA & the verification 
data will be included in the On-Scene Coordinator 
(OSC) Report. The OSC Report will be placed in 
the public reading room after the conclusion of the 
verification· sampling and approval by the Core 
Team. 

Removal of approximately 30 yd3 (22.9 m3
) of 

concrete & verification of the footprint soil. are 
expected to cost le~s than $20,000. 
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Figure 1 
Location of Bldg 34 Slab 
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