SUPEE: ~

ROCKY FLATS PLANT Manual No.: 5-21000-OPS-‘G )

EMD OPERATING Procedure No.: Table of Contents, Rev 47
PROCEDURES MANUAL Page: 10f3
VOLUME Ill: GEOTECHNICAL Effective Date: 09/02/93

Organization: Environmental Management

THIS IS ONE VOLUME OF A SIX VOLUME SET
WHICH INCLUDES:

VOLUME I: FIELD OPERATIONS (FO)
VOLUME lI: GROUNDWATER (GW)

VOLUME lll: GEOTECHNICAL (GT) E AT I
VOLUME IV: SURFACE WATER (SW) 7{; § 3
VOLUME V: ECOLOGY (EE) Si] p Ep wit
VOLUME VI: AIR (AP) : éz;‘n, & m gk
EG 7. “r. LI
'R U N
TABLE OF CONTENTS R I
FOR VOLUME Ill: GEOTECHNICAL
Procedure Rev. Effective
No. Iitle No. Date
GT.01 Logging Alluvial and Bedrock Material 2 05/12/92
DCN 92.01 Specialized Logging Form 2 11/13/92
DCN 93.01 Logging 2 01/15/93
DCN 93.02 Logging Deliverables Standard Practices 2 01/25/93
DCN 83.03 Core Log QC Change 2 06/18/93
DCN 93.04 Lithologic Descriptions 2 07/15/93
DCN 93.05 Logging with Well Points 2 07/28/93
DCN 93.06 SVE Core Description 2 08/20/93
GT.02 Drilling and Sampling Using Hollow Stem
Auger Techniques 2 05/12/92
DCN 92.01 Superseded by DCN 92.03 07/27/92 2 EXPIRED
DCN 92.02 Superseded by DCN 92.03 07/27/92 2 EXPIRED
DCN92.03 EXPIRED 2 EXPIRED
DCN 92.04 Prevention of Down Hole Contamination 2 7/28/93
EXTENDED
DCN 92.05 Field Modification 2 12/04/92
DCN 93.01 Analytical Samples 2 01/25/93
DCN93.02 Drum Characterization 2 03/17/93
DCN 93.03 New Soil Samplling Method 2 05/27/93
DCN 93.04 SVE VOC Sampling 2 08/20/93

DOCUMENT CLASSIFICATION REVIEW WAIVER
PER R.B. HOFFMAN, CLASSIFICATION OFFICE
JUNE 11, 1991




ROCKY FLATS PLANT
EMD OPERATING
PROCEDURES

MANUAL
VOLUME 1li: GEOTECHNICAL

Manual No.:
Procedure No.:
Page:
Effective Date:
Organization:

§-21000-OPS-GT
Table of Contents, Rev 47

20t3
09/02/93

Environmental Management

Procedure
No,

GT.03

DCN92.03
DCN93.01
DCN93.02
DCN93.03
DCN 93.04

GT.04

GT.05
DCN 92.01
DCN 93.01

GT.08
DCN 92.05
DCN 92.08
DCN 92.07
DCN 93.01
DCN 93.02
DCN 93.03
DCN 93.04
DCN93.05
DCN 83.06

DCN 93.07
DCN 93.08
DCN 83.09
DCN83.10
DCN 93.11
*DCN 93.12

GT.07

Iitle

Isolating Bedrock from Alluvium with

Grouted Surface Casing

EXPIRED

Data Quality Objectives for PLF Investigations
PVC/UHSU/Grout Changes

Isolating Potentially Contaminated Groundwater
SVE Omit Centralizers

Rotary Drilling and Rock Coring

Plugging and Abandonment of Boreholes
Field Modification
5.2 Revision

Monitoring Wells and Piezometer Installation
EXPIRED

EXPIRED (replaced with DCN 93.01)
Provide Consistency

Borehole Advancement

Well Point Installation

Piezometer Logging Modification

Wells - 5.3.2.2 Revised

Temperatures - 5.3.2.3 Revised

Provide Numbers to Reference Corresponding
items

DCN 93.01 Modification

PVC Schedule Change

Change to PVC Casing Thickness

SVE Bentonite Chips

SVE Waell Specifications

Riser Installation

Logging and Sampling of Test Pits and
Trenches

(O CY S R TSR b
®
<

NN

MDD ODNODNDNNDNDDODND

MO NNDND

Effective
Date

05/12/92
EXPIRED
02/10/93
05/10/93
05/11/93
08/20/93

05/12/92

05/12/92
12/09/92
02/04/93

05/12/92
EXPIRED
EXPIRED
12/17/92
01/04/93
01/28/93
02/04/93
02/10/93
02/10/93
02/23/93

03/17/93
05/10/93
05/11/93
08/20/93
08/20/93
09/02/93

05/12/92



ROCKY FLATS PLANT
EMD OPERATING

Manual No.:
Procedure No.:

PROCEDURES MANUAL Page:

VOLUME Ill: GEOTECHNICAL

Effective Date:
Organization:

5-21000-OPS-GT

Table of Contents, Rev 47

30f3
09/02/93

Environmental Management

Procedure
No,

GT.08
DCN 92.01
DCN92.02
DCN83.01
DCN 93.02
DCN83.03
DCN 83.04
DCN 93.05

GT.09
GT. 10
GT.11
GT.15

GT.17
*DCN 93.01

GT.18
DCN 92.01
DCN 92.02
DCN 92.03
DCN 83.01

GT.19
GT.20
GT.21
DCN 93.01
DCN 93.02

GT.24

Iitle

Surface Soil Sampling
EXPIRED

Consistency Change

Work Plan Consistency

New Section-Surficial Profiling
CDH Compliance

Site Identification

Sample Volumes

Soil Gas Sampling and Field Analysis
Borehole Clearing

Plugging and Abandonment of Wells
Geophysical Borehole Logging

Land Surveying
Land Surveying Clarification

Surface Geophysical Surveys

Surface Magnetic Surveys Procedure
Modification to Stacking Requirements
Modification to Method of Taking Readings
5.4 Field Procedure Revisions

Field Gas Chromatographs

Procedures for Soil Interstitial Water
Sampling and Sampler Installation

Cone Penetrometer Testing
CPT Rods
Offsets

Approval Process for Construction Activities
on or Near Individual Hazardous Substance
Sites (IHSSs)

3

[\ NNODNODMODNODNDNON

NN

MO NN [\

N

Effective
Date

05/12/92
EXPIRED
10/12/92
01/05/93
01/15/93
01/25/93
04/13/93
04/13/93

05/12/92
05/12/92
05/12/92
05/12/92

05/12/92
09/02/93

05/12/92
09/30/92
10/15/92
10/15/92
01/25/93

05/12/92

05/12/92
05/12/92

01/15/93
03/17/93

05/12/92



ENVIRONMENTAL MANAGEMENT
DOCUMENT CHANGE NOTICE (DCN)

Procedure Number 5-21000-OPS-GT.6 Rev 2 Page 1 of 1
Title Date DCN Number
Monitoring Wells and Piezometer Installation q 0 OQ G ;
-04-G3 19314 dv
Expires CI"DJ - Q ) Procedure Revision Required 0O Yes (1 No

Scope Limitation: IHSS 114, the present Landfill, QU7

Item Page | Step or Changes
Number Paragraph (Use DCN CONTINUATION SHEET for additional space)
1 13 5.3.2.3 Both the inner casing and the outer protective casing shall be extended by means of
of attaching blank casing (also known as a riser) such that the top of the outer protective
18 casing shall be about three feet above the new ground level. The top of the riser shall have

threads to allow for subsequent additions of new blank casing as landfill operations cause
the ground level elevation to rise (see attached schematic diagram GT.6-4 of riser

construction) .
2 13 5.3.2.3 Painted metal stakes shall be used to flag the location of the monitoring well or piezometer
of in high traffic areas. The stakes shall be installed in‘!eu of bumper posts.

18

EG&G
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COCUMENT

DOCUMENT CLASSIFICATION REVIEW WAIVER
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Justification (Reason for change - Provide numbers to reference corresponding items above.)

1 - Certain monitoring wells and piezometers will be buried by landfill operations unless the inner and protective casing are
extended above fill elevation. '

2 - Bumper posts fail to protect the well or piezometer from damage by heavy earth-moving equipment. The best protection
for the well is avoidance by means of obvious location designation.

Concurrence Organization Req. Date Concurrence Organization Reg. Date

W__ sty | X |7 525 Tans B forA]_ User X | ¢ 3’{/ i3
// /f@?ulw User X ‘3'%“%

Apprgv3l Bf Réspgmsible Manager Dat Is Posting required? | If Yes, by what date? Date posted
¥/U/92 O Yes [ No
[VAd '
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